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(57) ABSTRACT 

A method for installing ?les required by an application 
during execution, without requiring the user to invoke a 
installation procedure if the required ?le is deleted or 
missing. Brie?y described, the present invention makes 
possible a method for detecting whether a ?le required by 
the application’s execution is missing. If the ?le is missing, 
the application calls an installer module to install the miss 
ing ?le in the location expected by a shared library Dynamic 
Link Library (DLL). The application then terminates. In the 
event a second required ?le is being used by another 
application or computer process, the installer module will 
restart the system following the replacement of the missing 
?le. In the event that a second required ?le is not being used 
by another application or computer process, the install 
module re-executes the application after replacing the miss 
ing required ?le. 

21 Claims, 4 Drawing Sheets 
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FIRST RUN INSTALLER 

FIELD OF THE INVENTION 

The present invention generally relates to automatically 
installing ?les required by other application programs. More 
particularly, the present invention relates to determining 
Which ?les are required to execute a program module and 
installing any missing or neWer versions of required ?les 
Without invoking a separate manual installation procedure. 

BACKGROUND OF THE INVENTION 

Before an application program is used, it must typically be 
installed onto a computer system. The installation procedure 
generally involves copying executable and data ?les, includ 
ing ?les such as shared library ?les that are necessary during 
the application’s execution, from a source location to an 
installed location on the computer system. Typically, the 
source location is an installation disk or a location on a 

netWork drive accessible by the computer system. Often the 
data ?les are stored in a compressed format to conserve 
storage space. 

This installation procedure is costly for the user and the 
softWare developer/manufacturer Who supports the applica 
tion being installed. It is costly to users to perform in that it 
takes time and, in many cases, more understanding of the 
product and installation process than the user initially pos 
sesses. It is costly to the softWare developer/manufacturer 
because the installation procedure has historically caused 
confusion for users, resulting in a tremendous volume of 
calls to the softWare developer/manufacturer’s product sup 
port center. Installation is typically the single highest call 
generator in the ?rst months after a product is released to the 
general public. 

Another problem regarding the installation procedure is 
that it may have to be performed several times for one 
individual application. Often, the over-Zealous user, in an 
attempt to minimiZe disk space usage on the computer 
system, may delete a data ?le With Which the user is 
unfamiliar. LikeWise, the over-Zealous user may attempt to 
rearrange the ?le structure of the computer system by 
moving the data ?les after installation. When this occurs, the 
application’s data ?les need to be reinstalled forcing the user 
to go through another installation procedure. 

Similarly, data ?les required by an application may get 
deleted not by the over-Zealous user, but inadvertently by 
another application or computer process. In addition, the 
computer’s ?le structure may get inadvertently degraded by 
a faulty application or faulty hardWare. When these situa 
tions occur as Well, the user is required to reinstall the 
application’s data ?les in order to execute the application. 

Today, application programs use a variety of installation 
technologies to copy the necessary ?les from the source 
location to the computer system. Most often, an application 
program Will include an installation application program for 
administering and performing the installation procedure. 
This installation is necessary because many applications 
required data ?les to be in knoWn and unchanging locations, 
paths to Which are stored in a registration database and 
preference ?les. Getting the ?les to these locations is a 
functions of an installation application program, and there 
fore require a user to utiliZe the installation application 
program every time one of the data ?les is deleted or lost in 
order to enable a fully Working application. 

Thus, existing installation technologies fail to support the 
ability to install required application data ?les Without the 
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2 
user executing an installation application program. 
Furthermore, existing installation technologies fail to sup 
port the user by requiring the user to have some knoWledge 
about the installation of the application in order to properly 
install the application’s data ?les. Accordingly, there is a 
need in the art for a method to determine When an applica 
tion’s data ?les need to be installed and to install these data 
?les automatically and Without the requiring user to invoke 
a separate installation application program. 

SUMMARY OF THE INVENTION 

The present invention meets the above-described need by 
providing the ability to detect When a ?le required by the 
application is missing and to install the missing ?le in the 
proper location Without requiring the user to invoke any 
installation procedure. The present invention achieves this 
result by, after the launch of the application, checking the 
computer system for the required ?les that are necessary for 
the application’s execution. In the event that any of the 
required ?les are missing from the computer system, the 
present invention then automatically installs the applica 
tion’s required ?les and executes the application all Without 
requiring the user to proceed With an installation or prompt 
ing them for installation parameter values. 

In one embodiment of the present invention, the missing 
required ?les are installed by ?rst storing the location of the 
application being launched at a temporary location in the 
computer system. An installer module is then launched and 
the application program is terminated. This action is per 
formed Without prompting the user to initiate any installa 
tion. A prompt may be given to the user indicating that the 
installation process is occurring, but no information is 
required from the user. After terminating the application, and 
Where a second required ?le is in use, the computer system 
is checked to determine Whether it has suf?cient resources in 
order to execute the application and to accept a copy of the 
missing required ?le. 

If there are suf?cient system resources, the installer pro 
gram installs the missing required ?le to the location 
expected by the application. After the missing required ?le 
is installed, then the computer system must be restarted, 
particularly in those instances Where the second required ?le 
is a shared ?le used by multiple applications. 

In the event that the second required ?le is not in use, then 
again, the present invention checks Whether there are suf? 
cient system resources. If suf?cient computer resources 
exist, then the missing ?le is installed, by the installer, to the 
location in the computer system Where it is accessible by a 
shared library Dynamic Link Library (DLL). The location of 
the application that launched the installer is then retrieved 
from the ?le Where it Was stored prior to its termination. 
Using the application’s address information, the installer 
module then launches the application. 

In one embodiment of the present invention, the ?le 
required by the application is stored in a compressed format 
in the installer module. In another embodiment of the 
present invention, not only is the missing required ?le 
replaced by the installer module, but the installer program 
checks required ?les that are still located on the computer 
system and replaces those required ?les that are an older 
version than the required ?les contained in the installer 
module. 
The advantage of the present invention is that data ?les 

required by the application are installed, Where they are 
accessible to the application (through the shared library 
DLL), but Without requiring the user to perform any instal 
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lation procedure. This allows the user to: (1) launch an 
uninstalled application that is contained in the shipping 
medium, such as a compact disc (“CD”), Without the user 
providing any installation parameters to the system, and end 
up With an application that is fully enabled; and (2) launch 
a previously installed application, Where one of the required 
?les have become missing or deleted, again Without requir 
ing the user to provide any information, and end up With a 
application that is fully enabled. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of a conventional personal 
computer that provides a portion of the operating environ 
ment for an exemplary embodiment of the present invention. 

FIG. 2 is a block diagram depicting components and 
functions used in an exemplary embodiment of the present 
invention. 

FIG. 3 is a ?oWchart depicting a process to execute an 
application and automatically install any required ?les in an 
exemplary embodiment of the present invention. 

FIG. 4 is a ?oWchart depicting a process to install a 
required ?le needed by an application in an exemplary 
embodiment of the present invention. 

DETAILED DESCRIPTION 

The present invention is directed to a method for provid 
ing the ability to install required ?les that are necessary for 
an application’s execution Without prompting a user to 
perform a separate installation procedure. Brie?y described, 
the present invention alloWs a user to launch an application 
execution process, Without the user ?rst ensuring that ?les 
required by the application exist. The present invention then 
veri?es the existence of any required ?les. In the event that 
any required ?les are missing, the present invention installs 
those required ?les. 

In the process of installing the required ?les, system 
resources are veri?ed to con?rm that the computer system 
has sufficient resources to run the application and, in addi 
tion to installing the required missing ?le, the installer 
module Will also install other required ?les to the computer 
system When a neWer version of the required ?le exist in the 
installer module than Where accessed by the shared library 
DLL in the computer system. If any of the required ?les 
necessary for the application’s execution are currently in use 
by another process in the computer system, the installation 
procedure Will also force a restart of the computer system 
after installing the required ?les. In the event that there are 
no required ?les currently in use by another process in the 
computer system, then the application execution process is 
completed. 
Exemplary Operating Environment 

FIG. 1 and the folloWing discussion are intended to 
provide a brief, general description of a suitable computing 
environment in Which the invention may be implemented. 
While the invention Will be described in the general context 
of an application program that runs on an operating system 
in conjunction With a personal computer, those skilled in the 
art Will recogniZe that the invention also may be imple 
mented in combination With other program modules. 
Generally, program modules include routines, programs, 
components, data structures, etc. that perform particular 
tasks or implement particular abstract data types. Moreover, 
those skilled in the art Will appreciate that the invention may 
be practiced With other computer system con?gurations, 
including hand-held devices, multiprocessor systems, 
microprocessor-based or programmable consumer 
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4 
electronics, minicomputers, mainframe computers, and the 
like. The invention may also be practiced in distributed 
computing environments Where tasks are performed by 
remote processing devices that are linked through a com 
munications netWork. In a distributed computing 
environment, program modules may be located in both local 
and remote memory storage devices. 
With reference to FIG. 1, an exemplary system for imple 

menting the invention includes a conventional personal 
computer 20, including a processing unit 21, a system 
memory 22, and a system bus 23 that couples the system 
memory to the processing unit 21. The system memory 22 
includes read only memory (ROM) 24 and random access 
memory (RAM) 25. Abasic input/output system 26 (BIOS), 
containing the basic routines that help to transfer informa 
tion betWeen elements Within the personal computer 20, 
such as during start-up, is stored in ROM 24. The personal 
computer 20 further includes a hard disk drive 27, a mag 
netic disk drive 28, e.g., to read from or Write to a removable 
disk 29, and an optical disk drive 30, e.g., for reading a 
CD-ROM disk 31 or to read from or Write to other optical 
media. The hard disk drive 27, magnetic disk drive 28, and 
optical disk drive 30 are connected to the system bus 23 by 
a hard disk drive interface 32, a magnetic disk drive inter 
face 33, and an optical drive interface 34, respectively. The 
drives and their associated computer-readable media provide 
nonvolatile storage for the personal computer 20. Although 
the description of computer-readable media above refers to 
a hard disk, a removable magnetic disk and a CD-ROM disk, 
it should be appreciated by those skilled in the art that other 
types of media Which are readable by a computer, such as 
magnetic cassettes, ?ash memory cards, digital video disks, 
Bernoulli cartridges, and the like, may also be used in the 
exemplary operating environment. 
Anumber of program modules may be stored in the drives 

and RAM 25, including an operating system 35, one or more 
application programs 36, installer module 37, and program 
data 38. A user may enter commands and information into 
the personal computer 20 through a keyboard 40 and point 
ing device, such as a mouse 42. Other input devices (not 
shoWn) may include a microphone, joystick, game pad, 
satellite dish, scanner, or the like. These and other input 
devices are often connected to the processing unit 21 
through a serial port interface 46 that is coupled to the 
system bus, but may be connected by other interfaces, such 
as a game port or a universal serial bus (USB). A monitor 47 
or other type of display device is also connected to the 
system bus 23 via an interface, such as a video adapter 48. 
In addition to the monitor, personal computers typically 
include other peripheral output devices (not shoWn), such as 
speakers or printers. 
The personal computer 20 may operate in a netWorked 

environment using logical connections to one or more 
remote computers, such as a remote computer 49. The 
remote computer 49 may be a server, a router, a peer device 
or other common netWork node, and typically includes many 
or all of the elements described relative to the personal 
computer 20, although only a memory storage device 50 has 
been illustrated in FIG. 1. The logical connections depicted 
in FIG. 1 include a local area netWork (LAN) 51 and a Wide 
area netWork 52. Such netWorking environments are 
commonplace in offices, enterprise Wide computer 
netWorks, intranets and the Internet. 
When used in a LAN netWorking environment, the per 

sonal computer 20 is connected to the LAN 51 through a 
netWork interface 53. When used in a WAN netWorking 
environment, the personal computer 20 typically includes a 
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modem 54 or other means for establishing communications 
over the WAN 52, such as the Internet. The modem 54, 
Which may be internal or external, is connected to the system 
bus 23 via the serial port interface 46. In a networked 
environment, program modules depicted relative to the 
personal computer 20, or portions thereof, may be stored in 
the remote memory storage device. It Will be appreciated 
that the netWork connections shoWn are exemplary and other 
means of establishing a communications link betWeen the 
computers may be used. 

FIG. 2 is a block diagram depicting components and 
functions used in an exemplary embodiment of the present 
invention. One embodiment of the present invention utiliZes 
three main components. These components include the 
application 205, the shared library dynamic link library 
(DLL) 210 and the installer module 220. An example of a 
shared library DLL210 is MICROSOFT OFFICE 98 shared 
library developed by Microsoft Corporation, Redmond, 
Wash. An example of an installer module 220 is the 
MICROSOFT OFFICE FIRST RUN also developed by 
Microsoft Corporation, Redmond, Wash. The application 
205 requires speci?c ?les in the computer system 200 in 
order for it to execute properly. In one embodiment of the 
present invention, the required ?les necessary for the appli 
cation are object linking and embedding (OLE) libraries that 
utiliZe shared functions and global parameters that can be 
shared amongst a suite of applications of Which the appli 
cation 205 Would be a member. For example, in the case 
Where the application is an application contained in the suite 
of applications that make up MICROSOFT OFFICE 98 
MACINTOSH EDITION, developed by Microsoft 
Corporation, Redmond, Wash., the required ?les for that 
application include Microsoft OLE automation, Microsoft 
OLE library, Microsoft structured storage, and Microsoft 
component library. 

The location of these required ?les 215 Will be predeter 
mined and knoWn by the application 205, the shared library 
DLL210 and the installer module 220. As an example using 
the Macintosh operating system developed by Apple 
Corporation, Cupertino, Calif., the required ?les are located 
in the extensions folder contained in the SYSTEMS 
FOLDER. While this example is used to describe required 
?les for the application 205 in terms of a Microsoft appli 
cation using the Macintosh operating system and accessing 
shared libraries, it Will be recogniZed by those skilled in the 
art that this invention also applies to any set of required ?les 
that are required by an application and other operating 
systems. 
Upon start-up or “launching” the application 205, the 

application calls the shared library DLL 210 in order to 
determine Whether the required ?les for the application exist. 
The shared library DLL 210 checks for the required ?les on 
the computer system 200. The location of the required ?le is 
predetermined and knoWn to the shared library DLL and the 
installer module. As stated, in the Macintosh environment, 
these required ?les 215 Will be located in the extensions 
folder. The shared library DLL 210 determines Whether the 
application 205 can launch successfully by checking 
Whether all the ?les required by the application 205 are 
accessible to the application. It Will be recogniZed by one 
skilled in the art that the application may take any steps 
desired by the application’s softWare developer to inform the 
user in the event required ?les are missing as Well as perform 
tasks the developer feels is necessary When a required ?le is 
missing. 

If a required ?le is missing, the application then invokes 
an installer module 220 in order to replace any required ?les. 
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6 
The installer module 220 may be located on the computer 
system 200 or may be located on the shipping media (not 
shoWn). The installer module 220 interfaces With the 
required ?les 215 in order that it may replace any required 
?les that are missing and that the application 205 needs. The 
application and the installer module interface With the 
operating system to determine Whether the operating system 
has the appropriate version necessary to run the application. 

It should be noted that FIG. 2 depicts functional interac 
tions as Well as distinct components. For example, the 
shared library DLL 210 may interface With the operating 
system 225. HoWever, only the application 205 and the 
installer module 220 are shoWn to interface With an oper 
ating system. The application and installer module’s inter 
face With the operating system is to retrieve information 
more directly related to the present invention than the shared 
library DLL’s interface With the operating system, even 
though one may exist. Therefore, for clarity and With no 
intent to imply that interfaces do not exist, particularly With 
the other functional depictions, namely hard disk availability 
230, available RAM 235 and processor 240, only those 
interfaces are shoWn that are more directly related to the 
operation of the present invention. 
The installer module 220 also performs other system 

checks to determine Whether there is enough disk space, 
RAM, etc. necessary for the application’s execution. 
Speci?cally, the installer module Will check hard disk avail 
ability 230 to determine Whether there is enough space to 
install the required ?les necessary for the application. The 
installer module 220 Will also check the available RAM in 
the computer system 200 to determine if there is enough 
space to execute the application 205 using the missing 
required ?le. The installer module 220 Will also check the 
processor 240 of the computer system to determine if the 
computer system contains the correct processor in order to 
run the application 205. 

It should also be noted that FIG. 2 depicts the application 
205 as not being contained in the computer system 200. One 
advantage of the present invention is that the application 205 
may be contained in the storage medium on Which it Was 
shipped. In this capacity, the application 205 may be 
launched directly off the shipping medium, such as a com 
pact disk (CD). In this embodiment, the application is not 
located on the computer system, hoWever, the installer 
module does all the checking to ensure that the required ?les 
for the application are in existence and proceeds to launch 
the application While still having the application on the 
shipping medium, not installed on the hard drive of the 
computer system. 

FIG. 3 is a ?oWchart depicting a process to execute an 
application and automatically install any required ?les in an 
exemplary embodiment of the present invention. The 
method 300 begins at step 305 Where the execution process 
for the application is launched. As stated above, the appli 
cation need not necessarily reside on the computer system in 
order to be launched. The application may reside on the 
shipping medium of Which it Was shipped to the user. 
Launching the application execution process may be per 
formed by either double-clicking on the application itself or 
it may be performed by merely copying the application from 
the shipping medium to the hard disk of the computer 
system. 

After the application execution process is launched, 
method 300 then proceeds to step 310 to verify the existence 
of required ?les. This veri?cation is done Without prompting 
the user or requiring the user to make any selections involv 
ing What the user Would like to install onto the hard drive of 
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the computer system. In the case Where the MACINTOSH 
operating system is used and the required ?les are shared 
libraries that are required by applications belonging to a 
suite of applications utiliZing the shared libraries, the present 
invention searches the extension folder to determine if the 
required shared libraries exist. 

To verify the existence of required ?les in step 310, one 
embodiment of the present invention initiates a link With the 
shared library DLL and calls the shared library DLL to check 
for the required ?les in the computer system. The shared 
library Will return Whether the application can launch suc 
cessfully thereby giving an indication that at least one 
required ?le is missing or unavailable. 

After verifying the existence of the required ?les, the 
method 300 proceeds to step 315 Where it uses the results of 
the veri?cation to determine Whether any of the required 
?les are missing. If, in fact, there are required ?les missing 
in step 315, the “Yes” branch is folloWed to step 320 Where 
the method 300 proceeds to install the required ?les. In one 
embodiment of the present invention, the required ?les are 
located in the installer module in a compressed format. 
Naturally, in this embodiment, the installer module is 
required to decompress the compressed missing required ?le 
located in the installer module and place the decompressed 
required ?le Where the application and the shared library 
DLL can access it. 

If there are no missing required ?les in step 315, then the 
method 300 folloWs the “No” branch to step 325, Where the 
application execution process is completed. This is the case 
Where the application is executed, everything that the appli 
cation requires is Where it is supposed to be on the computer 
system, and no installation of any type of ?les is necessary. 
After step 320, installing the required ?les, method 300 also 
proceeds to step 325 Where the application execution pro 
cess is completed. FolloWing the completion of the appli 
cation execution process, method 300 stops. 

In one embodiment of the present invention, it is required 
to terminate the application process in order to install the 
required ?les in step 320 and to reinitiate the application 
execution process prior to step 325 Where the application 
execution process Will be completed. 

It should be noted that When using the method 300, the 
application Was launched When it had not been previously 
installed onto the computer system or When it Was not 
necessarily even copied onto the computer system. All that 
Was required by the user Was to launch the application and 
present invention ensured that the ?les required by the 
application Were installed in the appropriate place in the 
computer system. The user Was not required to make any 
decision as to What type of install they Would desire for the 
application, nor Were they required to request Where they 
Would like to put the ?les. The user is not burdened by these 
dif?cult and sometimes technically advanced questions in 
order to execute the application and perform the desired 
functions in that application. 

FIG. 4 is a ?oWchart depicting a process to install a 
required ?le needed by an application in an exemplary 
embodiment of the present invention. The method 400 
begins at step 405 Where it stores the location of the calling 
application. This location may be on the computer system or, 
as described earlier, may be on the shipping medium of the 
application. 

Prior to invoking method 400, the application is aWare 
that required ?les are missing or are needed through a call 
to the shared library DLL, and consequently, is aWare of the 
need to install these missing ?les. Therefore, after storing the 
location of the calling application in step 405, the installer 
module is launched at step 410. 
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The installer module Will be responsible for controlling 

the installation of the missing required ?les. After launching 
the installer, method 400 proceeds to step 415 Where the 
application execution process is terminated. The installer 
module has been invoked because the application could not 
launch successfully (i.e., the application execution process 
could not be completed) due to one or more missing ?les 
required by the application. The application execution pro 
cess may be reinitiated after the required ?les are installed. 

After terminating the application process, the method 400 
proceeds to step 420 Where the installer then checks to 
determine Whether there is a second required ?le that is in 
use. This second required ?le is a different ?le than the 
missing required ?le Which prompted the installation. 
As shoWn in FIG. 2, there can be multiple required ?les 

that an application needs to execute. (see FIG. 2, Required 
Files 215). While one of the required ?les may be missing, 
one or several of the other ?les might be in use by other 
applications or other computer processes that are currently 
being executed in the computer system. In one embodiment 
of the present invention, When the installed procedure is 
initiated, it Will attempt to replace not only the required ?le 
that is missing, but also replace any of the required ?les With 
a neWer version that is located in the installer module. 
Therefore, When a second required ?le is in use, in this 
embodiment, the system must be restarted in order that the 
system is aWare that the neW version of the second required 
?le has been installed. Returning to method 400, if a second 
required ?le is in use in step 420, the “Yes” branch is 
folloWed and the system resources are checked in step 425 
to determine Whether there are sufficient resources to 
execute the application. The resources checked in step 425 
are: Whether an adequate version of the operating system is 
running; Whether there is suf?cient RAM in the computer 
system to execute the application; Whether the processor 
used by the computer system is adequate to execute the 
application; and Whether there is suf?cient disk space in 
order to install the required ?le. 

If there are insuf?cient system resources in step 425, then 
the “No” branch is folloWed to step 440 Where the user is 
noti?ed of the insuf?cient system resources and the method 
400 stops. If there are insufficient system resources, the 
installer module Will not attempt to load any of the missing 
required ?les, nor Will it attempt to update any of the 
required ?les that do exist With the neWer version. 

HoWever, if in step 425 there are suf?cient resources, then 
the method 400 proceeds to step 450 Where the neWer 
required ?les are installed from the installer module to the 
location expected by the shared library DLL in the computer 
system. 

All of the required ?les accessed by the shared library and 
necessary for the application execution process are located 
in the installer module. For efficiency, it is preferred that 
these required ?les located in the installer module are 
compressed and contained in the data portion of the installer 
module. It is not necessary that all the required ?les be 
replaced or even that the required ?les that are older versions 
be replaced by neWer versions located in the installer 
module. HoWever, it is preferred for optimal ef?ciency, to 
use in the latest versions of the required ?les. To achieve this 
result, one embodiment of the present invention compares 
the required ?les located in the installer module against the 
required ?les accessed by the shared library DLL on the 
computer system. If the required ?le accessible by the shared 
library DLL is an older version then the one located in the 
installer module, the installer module installs the neWer 
version. This ensures that the most updated versions of the 
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required ?les are on the computer system to be used. 
However, it Will be recognized that it is also adequate that 
only the missing required ?le needed by the application 
execution process, be installed by the installer module. 

After the missing required ?le or the neWer required ?les 
is installed from the installer module into the computer 
system, the method 400 then proceeds to step 460 Where the 
computer system is restarted. This restart is necessary 
because a second required ?le is in use and the computer 
system needs to be aWare that a neWer version of the second 
required ?le exists. 

It is preferable, prior to initiating the installation of the 
required ?les in step 450, that the user be informed that a 
restart Will be necessary folloWing the installation of the ?les 
and, preferably, given an option to refuse the installation. 
This user option may be important because processes may 
be executing on the computer system that the user Would 
prefer to continue versus executing the current application. 
It is Well-knoWn to those skilled in the art to include a 
prompt to cease an installation from executing and returning 
the computer system to the state prior to the installation 
procedure having begun. 

Returning back to step 420, in the event that a second 
required ?le is not in use, the “No” branch is folloWed and 
the method 400 proceeds to step 430 Where it checks for 
sufficient system resources. Similar to in step 425, the 
computer system is checked to determine: Whether the 
minimum acceptable operating system version is running; 
Whether there is suf?cient RAM in the computer system to 
execute the application; Whether the processor contained in 
the computer system is adequate to run the application, and 
Whether there is suf?cient disk space to copy the neWer ?les 
or the missing required ?le onto the hard disk of the 
computer system. 

If there are insuf?cient system resources in step 430, then 
method 400 proceeds to step 435 Where the user is noti?ed 
of the insuf?cient system resources, the installation proce 
dure is terminated and the method 400 stops. HoWever, if 
there are sufficient system resources, then the method pro 
ceeds to step 445 Where the neWer required ?les are installed 
from the installer module to the computer system. Again, as 
described With step 450, it is preferable that a copy of the 
required ?les necessary for the application’s execution be 
compressed and located in the installer module. And again, 
it Will be necessary to decompress the required ?les located 
in the installer module prior to installing them onto the 
computer system Where the shared library DLL can access 
them. 

Also similar to step 450, in addition to installing the 
missing required ?le, it is also preferable to check all the 
required ?les that the shared library DLL has access to and 
update any older versions of the required ?les With neW 
versions located in the installer module. By doing this, the 
computer system is assured of having the highest version of 
the required ?les that are accessible either by the installer 
module or the shared library DLL and having these required 
?les available to the application for its execution. 

FolloWing step 445, the process of updating all the 
required ?les is complete. Because a second required ?le is 
not in use, the method 400 proceeds to step 455 to launch the 
application execution process. To launch the application 
execution process, the method 400 retrieves the location of 
the calling application that Was stored in step 405. Having 
retrieved this stored information, the installer module then 
launches the application execution process and terminates 
itself. The application execution process can noW be com 
pleted because all the required ?les required by the 
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application, and that are accessed by the shared library DLL, 
are noW accessible to the application. FolloWing step 455, 
the method 400 then stops. 

This entire process of installing the required ?les and 
updating the versions of the required ?les has been per 
formed Without requiring the user to have any knoWledge 
that an installation has even taken place or, more 
importantly, to have any knoWledge of hoW to perform any 
part of the installation. The present invention has freed up 
this burdensome task from the user, Which they may not be 
Well-equipped, technically, to perform. 

In summary, the present invention provides a method for 
installing ?les required by an application during execution, 
Without requiring the user to invoke an installation proce 
dure if the ?le is inadvertently deleted or missing. The 
present invention detects Whether a ?le required by the 
application is missing. If the ?le is missing, the application 
calls an installer module to install the missing ?le in the 
location expected by the application. The application then 
terminates. The installer module then controls the installa 
tion of the missing required ?les. The installer may also 
update versions of other required ?les that are accessed by 
the shared library DLL. 

In the event a second required ?le is in use, the installer 
Will restart the system after having installed the required ?le. 
In the event a second required ?le is not in use, the installer 
Will launch the application so that the execution process can 
be completed. The entire installation procedure can be 
performed Without the user invoking an installation program 
or providing any information to the installer module. 
From a reading of the above description pertaining to the 

disclosed embodiments of the present invention, other modi 
?cations and variations thereto may become apparent to 
those skilled in the art. Therefore, the scope of the present 
invention is to be limited only by the following claims. 
What is claimed is: 
1. A computer readable medium having computer 

executable instructions for installing, in a computer system, 
a ?le required by an application during the application’s 
execution, Which When executed perform steps comprising: 

launching an execution process for the application; 
calling a shared process With information corresponding 

to an identity of the required ?le; 
verifying via the shared process the existence of the 

required ?le on the computer system; 
in the event the required ?le is not in existence, 

installing the required ?le onto the computer system; 
and 

completing the execution process for the application. 
2. The computer readable medium of claim 1, Wherein the 

step of installing the required ?le comprises the steps of: 
terminating the execution process for the application; 
automatically installing the required ?le by an installer 

program onto the computer system; and 
automatically re-launching the execution process for the 

application When the required ?le is installed. 
3. The computer readable medium of claim 2, Wherein the 

required ?le is compressed, and having instructions Which, 
When executed, perform further, prior to the step of install 
ing the required ?le, the step of decompressing the com 
pressed required ?le. 

4. The computer readable medium of claim 1, Wherein the 
step of verifying the existence of the required ?le comprises 
searching a system folder in the computer system to deter 
mine if the required ?le is located in the system folder. 

5. The computer readable medium of claim 1, Wherein the 
step of completing the execution process for the application 
comprises the step of: 
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in the event a second ?le version required by the appli 
cation has another version thereof currently being used 
by another application, installing the second ?le ver 
sion and restarting the computer system. 

6. The computer readable medium of claim 1, Wherein the 
step of verifying the existence of the required ?le is per 
formed by a procedure called by the execution process for 
the application. 

7. A computer readable medium having computer 
executable instructions for installing, in a computer system, 
a ?le required by an application during the application’s 
execution, Which When executed perform steps comprising; 

launching an execution process of the application; 
verifying the existence of a required ?le; 
in the event a required ?le is not in existence, 

terminating the execution process for the application, 
automatically installing the required ?le onto the com 

puter system, Wherein the required ?le is located via 
an installer program, and 

automatically re-launching the execution process for 
the application; and 

completing the execution process for the application. 
8. The computer readable medium of claim 7, Wherein 

prior to the step of completing the execution process for the 
application, having instructions Which, When executed, fur 
ther perform the step of, verifying the version of the required 
?le. 

9. The computer readable medium of claim 7, Wherein the 
required ?le located in the installer program is a compressed 
?le, the step of installing the required ?le has instructions 
Which, When executed, further perform the steps of: 

decompressing the compressed required ?le located in the 
installer program; and 

installing the decompressed required ?le onto the com 
puter system. 

10. The computer readable medium of claim 7, Wherein 
the step of verifying the existence of the required ?le 
comprises searching a system folder in the computer system 
to determine if the required ?le is located in the system 
folder. 

11. The computer readable medium of claim 7, Wherein 
the step of completing the execution process for the appli 
cation comprises the step of: 

in the event a second ?le version required by the appli 
cation has another version thereof currently being used 
by another application, installing the second ?le ver 
sion and restarting the computer system. 

12. The computer readable medium of claim 7, Wherein 
the step of verifying the existence of the required ?le is 
performed by a procedure called by the execution process 
for the application. 

13. A computer readable medium having computer 
executable instructions for installing, in a computer system, 
a ?le required by an application during the application’s 
execution, Which When executed perform steps comprising: 

launching an execution process for the application; 
searching a system folder in the computer system of 

verify the existence of a ?le required by the application; 
in the event the required ?le is not in existence, 

storing the location of the application associated With 
the execution process for the application, 

automatically initiating an installer program having 
access to the required ?le in a compressed format, 

terminating the execution process for the application, 
decompressing the compressed required ?le, 
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installing the decompressed required ?le in the system 

folder of the computer system, 
retrieving the location of the application, and 
automatically re-launching the execution process for 

the application; and 
completing the execution process for the application. 
14. The computer readable medium of claim 13, Wherein 

in the event a second ?le required by the application is 
currently being used by another application, restarting the 
computer system. 

15. A method of communicating betWeen an installer 
application, a procedure in a shared library and an applica 
tion program in a computer system, comprising: 

receiving from the application program, a call to the 
procedure in the shared library to search for a ?le 
required by the application in the computer system; 

in response to receiving the call, determining, by the 
procedure, that the required ?le does not exist in the 
computer system; 

receiving from the procedure, a call to initiate an installer 
program, 

receiving at the application program, from the installer 
program, a request to terminate the application pro 
gram; 

in response to receiving the request to terminate, termi 
nating the application program; 

after the application program is terminated, automatically 
installing the required ?le on the computer system by 
the installer program; 

initiating a call to execute the application program from 
the installer program; and 

in response to receiving the call to execute, automatically 
executing the application program on the computer 
system. 

16. The method of claim 15, further comprising: 
searching the computer system for an older version of the 

required ?le; and 
in response to ?nding an older version of the required ?le, 

replacing the older version of the required ?le, by the 
installer program, With the required ?le located in a 
medium accessible to the installer program. 

17. The method of claim 15, Wherein installing the 
required ?les comprises: 

decompressing, by the installer program, a compressed 
required ?le located in the installer program; and 

storing, by the installer program, the decompressed 
required ?le in the computer system. 

18. A computer-readable medium having computer 
executable instructions for performing the method of claim 
15. 

19. In a computing environment, a system comprising: 
an executable application program con?gured to be 

executed in the computing environment; 
an installer mechanism; and 
a process shared by a plurality of application programs 

and con?gured to receive a call related to executing the 
executable application program, and in response to 
determine Whether a required component of the appli 
cation program is installed in the computing 
environment, and if not installed, to automatically 
invoke the installer mechanism to install the required 
component. 

20. The system of claim 19 Wherein the executable 
application program is executing, is terminated When the 
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required component is determined by the process to not be 
installed on the system, and is automatically re-eXecuted 
following installation of the required component. 

21. The system of claim 19 Wherein When invoked, the 
installer mechanism replaces at least one other ?le that Was 

14 
previously installed on the system by installing an updated 
version thereof. 
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