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VOLUMETRIC EFFICIENCY ENHANCING 
THROTTLE BODY 

TECHNICAL FIELD 

The present invention relates to carburetors and throttle 
bodies as used in internal combustion engines. More 
particularly, the present invention relates to throttle bodies 
that are adapted to pass air to a manifold associated With the 
engine. Additionally, the present invention relates to modi 
?cations of the air passageways found in the throttle body so 
as to obtain greater volumetric ef?ciency at loW r.p.m.’s, for 
the engine, compared to current standard designs. 

BACKGROUND ART 

Conventional throttle bodies are mounted Within the air 
intake stream of an internal combustion engine. Typically, a 
butter?y valve is employed to control the amount of air ?oW 
through the throttle body and consequently, the entire r.p.m. 
speed. The butter?y valve is mounted on a throttle shaft, 
Which is, in turn, coupled to the vehicle accelerator pedal 
and possibly other actuating mechanisms. 

Present internal combustion engines that utiliZe liquid fuel 
Will typically utiliZe a throttle mechanism Which is formed 
of an external block containing one or more cylindrical 
passageWays. 

These passageWays are subjected to a constrictive ?oW by 
a thin cylindrical solid disk contained Within the cylindrical 
passageWay. The disk is on a centrally located axle located 
at the mid-point of and center-line transverse to the pas 
sageWay. The rotation of the axle/disk assemblage causes the 
passageWays to be variably closed or opened in unison. 
Under normal operating conditions, aspirated air is alloWed 
to ?oW through these passageWays and introduced into the 
cylinders of the engine. The ?oW of aspirated air can be 
controlled by the rotation of the disk contained Within the 
passageWay. The amount of this aspirated air, relative to the 
subsequent injection of liquid fuel, determines What is 
normally termed volumetric ef?ciency. This capacity to ?ll 
a cylinder or cylinders, to the greatest amount possible With 
the optimum fuel/air mixture, determines the force engen 
dered on the piston or pistons upon ignition of this mixture. 
Typically, at sloW speeds or loW r.p.m.’s, the volumetric 
ef?ciency of an engine is loWer than that achieved at higher 
speeds. This occurs principally because of the high constric 
tion of air ?oW due to the position of the disk in the air ?oW 
passageWay of the throttle body mechanism. The rotation 
and position of the disk does not result in a linear increase 
in the area exposed to air ?oW. For example, ten degrees of 
rotation of the disk does not result in double the air ?oW as 
a rotation of only ?ve degrees. When the disks are fully 
closed in the throttle body, it is considered to be in an “idle” 
position With aspirated air ?oW at a bare minimum. At 
opening, in present throttle bodies, the amount of aspirated 
air is very sloWly increased. As opening continues, the 
amount of aspirated air is dramatically increased and, as a 
result, volumetric ef?ciency increases. 

FIG. 1 illustrates a conventional throttle body 10 as used 
on an internal combustion engine. The throttle body assem 
bly 10 includes a throttle body housing 12 Which assembles 
into an air intake system for an internal combustion engine, 
not shoWn. The throttle body housing 12 includes air ?oW 
bores 14 and 16 through Which intake air is directed during 
operation of the internal combustion engine. The output of 
the throttle body assembly 10 Will direct air to the manifold 
of the internal combustion engine. From the manifold, air 
can be directed into the engine cylinders for mixture With the 
fuel. 
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2 
In FIG. 2, it can be seen that the air ?oW bores 14 and 16 

are closed by the use of disks 18 and 20, respectively. Disks 
18 and 20 are af?xed centrally to an axle 22 extending 
transversely across the longitudinal axis of the air ?oW bores 
14 and 16. The rotation of the axle 22 Will cause a corre 
sponding rotation of each of the disks 18 and 20 so as to 
alloW air ?oW through the bores 14 and 16, respectively. 

In FIG. 3, there is shoWn a cross-sectional vieW of the air 
?oW bore 14. It can be seen that the disk 18 is shoWn in a 
?rst position in Which the outer periphery of the disk 18 rests 
against a seat 24 formed on the interior Wall 26 of the throttle 
body 12. When the disk 18 has its periphery against the seat 
24, the air ?oW bore 14 is closed so as to prevent air from 
passing therethrough. When the accelerator of the vehicle is 
pressed doWnWardly, the disk 18 Will pivot about axle 22 so 
as to alloW air ?oW to pass in the area beyond the periphery 
28 of disk 18 and the Wall 26 of the throttle body 12. The 
amount of rotation of the disk 18 Will determine the amount 
of air that is possible to ?oW in the spaces betWeen the 
periphery 28 of the disk 18 and the Wall 26 of the throttle 
body 12. 

In FIG. 3, it can be seen that the air ?oW bore 14 has a ?rst 
section 30 and a second section 32 arranged on opposite 
sides of the disk 18. The Wall 26 in section 30 is of 
substantially straight and even diameter extending to the seat 
24. Similarly, the Wall 34 in the second section 32 is 
substantially straight and uniform and extends from the seat 
24. 

In normal use, a volumetrically inefficient amount of air 
Will ?oW past the disk When the disk 18 is rotated only With 
small angular de?ection. As such, the engine Will receive a 
volumetrically inefficient amount of air. Ultimately, When 
the disk 18 has rotated fully, the engine Will run at an 
optimum volumetric efficiency at a predetermined opera 
tional speed. 

Several problems have been associated With attempts to 
increase the diameter of the air ?oW bore 14 in the second 
section 32. Initially, the restrictions caused by the casting of 
the throttle body 12 Will prevent any undue expansion of 
such air passageWay. The relatively small diameter of the air 
?oW bore 14 serves to create better transitions for the poWer 
train of the vehicle. Additionally, an increase in the diameter 
of the bore associated With the air ?oW passage is believed 
to create non-laminar ?oW and thus create an inef?ciency in 
the delivery of air to the manifold. 

In the past, various patents have issued relating to the 
delivery of air to the cylinders of a vehicle. In particular, 
US. Pat. No. 3,721,431, issued on Mar. 20, 1973 to P. 
Landrum, describes a fuel preparation system for a carbu 
retor Which utiliZes an air supply conduit of predetermined 
dimensions communicating With each idle port of the car 
buretor With means for heating air passing through a conduit 
at predetermined temperature. Lateral openings in air supply 
conduits adjacent to the idle port receive fuel from the fuel 
supply passageWay to supply heated mixture of fuel and air 
to the idle port. 

U.S. Pat. No. 4,078,025, issued on Mar. 7, 1978 to T. Kato 
teaches a carburetor having an air port provided adjacent a 
sloW port so as to supply air from the air port When fuel is 
supplied from the sloW port in a sloW speed operation of the 
engine. The air port is biased With respect to the sloW port 
so that the supply of air from the air port is more rapidly 
reduced than the supply of fuel from the sloW port in the 
transition region from a sloW speed operation to the normal 
operating condition. This Will compensate for a delay in the 
fuel supply from a main noZZle in the transition region. 
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US. Pat. No. 4,305,892, issued on Dec. 15, 1981 to I. H. 
Hallberg, describes a carburetor in Which fuel is supplied to 
a pair of tubular members. These tubular members may be 
of equal or different diameters and are disposed across a 
housing opening through Which air ?oWs. The velocity of 
such air is controlled by a throttle valve or by a damper 
means. Each tubular member is constructed With a generally 
upWardly directed slot or fuel gap such that the air strips fuel 
therefrom. The throttle valve or damper may be of the iris 
type or of a type having a pair of vanes pivoted outWardly 
of the center thereof so as to initially open at the center 
thereof. At small throttle openings, air ?oWing to the engine 
is concentrated over the fuel gap of the loWer member. This 
results in high air velocities at loW air ?oW rates. 
US. Pat. No. 4,329,964, issued on May 18, 1982 to G. Q. 

Morris, describes a carburetion system for metering liquid 
fuel for supply to an internal combustion engine. Metered 
liquid fuel is delivered through one branch of the metering 
system to the engine intake air doWnstream of the throttle at 
small and medium engine loads. The liquid fuel is delivered 
through the other branch to the engine intake air upstream of 
the throttle at large engine loads. The fuel How is transi 
tioned betWeen the branches in an automatic manner and 
occurs in response to pressure differentials Within the sys 
tem. Fuel delivered to the engine intake air doWnstream of 
the throttle valve may be heated or otherWise treated to 
improve liquid fuel atomiZation or vaporiZation. 
US. Pat. No. 4,379,096, issued on Apr. 5, 1983 to 

Yokoyama et al., describes a carburetor in Which an air/fuel 
mixture is fed to each cylinder so as to maintain a uniform 
air/fuel ratio in the course of transit from the primary side to 
the secondary side of the carburetor. An independent sec 
ondary sloW-running fuel system is provided for each cyl 
inder and a secondary sloW mixture path includes a pipe 
connected betWeen a carburetor and a manifold. 

US. Pat. No. 4,387,063, issued on Jun. 7, 1983 to 
Pontoppidan, et al. describes a carburetor having a main fuel 
supply system for normal running, Which opens into a 
venturi in the induction passage of the carburetor. There is 
at least one auxiliary circuit for supplying a How of air/fuel 
mixture for loW speed and loW-load operation of the engine. 
The mixture control for the circuits are carried by a distri 
bution block arranged to be inserted and removably ?xed in 
the part of the induction passage situated in the vicinity of 
a venturi. 

US. Pat. No. 4,539,163, issued on Sep. 3, 1985 to 
Sakurai, et al. teaches a carburetor Which includes an 
enrichment circuit having a port in the induction passage 
upstream of the idle position of the throttle valve and Which 
is served by a fuel Well. The discharge of the enrichment 
circuit is controlled by a throttle valve position responsive 
valve. 
US. Pat. No. 4,966,735, issued on Oct. 30, 1990 to M. 

LoRusso, describes a non-leaking venturi carburetor Which 
has a generally cylindrical bore into Which are ?tted remov 
able liners. The inner liner surfaces are contoured as a 
venturi Wherein a circular inlet section narroWs doWn to a 
throat after Which the outlet section generally expands in 
How area. The fuel discharges into the venturi through a 
plurality of ports in the venturi Wall. These ports are located 
around the periphery of the venturi and generally in the 
vicinity of the venturi throat. 

It is an object of the present invention to provide a throttle 
apparatus Which greatly improves the volumetric ef?ciency 
and thus, torque, of the engine at loW speeds. 

It is another object of the present invention to provide a 
throttle apparatus Which boosts acceleration due to greater 
torque at loW speeds. 
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4 
It is a further object of the present invention to provide a 

throttle apparatus Which greatly improves fuel economy. 
It is another object of the present invention to provide a 

throttle apparatus Which reduces the emission of hydrocar 
bons and other pollutants. 

It is still another object of the present invention to provide 
a throttle apparatus Which is easy to manufacture, easy to use 
and relatively inexpensive. 

These and other objects and advantages of the present 
invention Will become apparent from a reading of the 
attached speci?cation and appended claims. 

SUMMARY OF THE INVENTION 

The present invention is a throttle apparatus that com 
prises a throttle body having an air passageWay extending 
therethrough, an axle rotatably mounted in the throttle body 
and adapted to rotate in relation to a movement of the 
accelerator pedal, a disk af?xed to the axle so as to pivot 
relative to the rotation of the axle, and a channel formed in 
a Wall of the throttle body in one side of the disk. The disk 
is movable betWeen a ?rst position adapted to block the air 
?oW through the passageWay and a variable second position 
adapted to alloW air ?oW through the passageWay. The 
channel is formed in the Wall of the throttle body so as to 
have an end separate from and adjacent to the disk When the 
disk is in the ?rst position. 

In the present invention, a seat is formed in the passage 
Way of the throttle body. The seat extends radially inWardly 
from the Wall. The seat extends circumferentially around the 
disk in the ?rst position. The disk has a circular con?gura 
tion and the seat has an annular con?guration. The disk is in 
generally sealing contact With the seat in the ?rst position. 
The channel has an end immediately extending from the 
seat. 

The disk de?nes a ?rst section and a second section of the 
air passageWay When the disk is in the ?rst position. The ?rst 
section is adapted to receive the air ?oW prior to passing by 
the disk into the second section. The channel is preferably 
formed in the second section. In the preferred embodiment 
of the present invention, the channel comprises a plurality of 
channels extending longitudinally along the second section. 
The plurality of channels have a bottom extending into the 
Wall. The second section has a greater cross-sectional area 
than the cross-sectional area of the ?rst section. The plurality 
of channels are arranged in generally spaced parallel rela 
tionship to each other. In the preferred embodiment of the 
present invention, each of the plurality of channels has a 
similar cross-section. Also, the plurality of channels may be 
arranged halfWay around or entirely around the air passage 
Way of the second section. 

In an alternative form of the present invention, the plu 
rality of channels extend longitudinally along the ?rst sec 
tion so as to have an end adjacent to and separate from the 
disk When the disk is in the ?rst position. In another 
alternative form of the present invention, the channels in the 
Wall of the second section extend in a generally helical (or 
ri?ed) con?guration. 
The disk is angularly displaceable about the axle so as to 

alloW a controlled amount of air ?oW through the space 
betWeen a periphery of the disk and the Wall of the air 
passageWay. The arrangement of channels have a depth and 
siZe adapted to obtain a desired volumetric ef?ciency of an 
engine through Which the air ?oW passes. The channels are 
con?gured to be parallel to a path of air ?oW past the disk. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW of a conventional throttle of 
the prior art. 
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FIG. 2 is an end vieW showing the disks and air ?oW 
passageways associated With a conventional throttle body. 

FIG. 3 is a cross-sectional vieW taken across lines 3—3 of 
FIG. 2 of the prior art. 

FIG. 4 is an end vieW of the throttle apparatus of the 
present invention. 

FIG. 5 is a cross-sectional vieW taken across lines 5—5 of 
FIG. 4. 

FIG. 6 is a cross-sectional vieW taken across lines 6—6 of 
FIG. 5. 

FIG. 7 is a graph of engine r.p.m. versus volumetric 
ef?ciency shoWing the contrast betWeen the conventional 
throttle and the present invention. 

FIG. 8 is a detailed illustration shoWing the movement of 
the disk relative to the present invention and relative to 
eXisting throttle con?gurations. 

FIG. 9 is a cross-sectional vieW shoWing a throttle appa 
ratus in accordance With an alternative embodiment of the 
present invention. 

FIG. 10 is a cross-sectional vieW of another throttle 
apparatus in accordance With another alternative embodi 
ment of the present invention. 

DETAILED DESCRIPTION OF THE PRESENT 
INVENTION 

Referring to FIG. 4, there is shoWn at 40 the throttle 
apparatus in accordance With the present invention. The 
throttle apparatus 40 includes a throttle body 42 having a 
?rst air passageWay 44 and a second air passageWay 46 
extending therethrough. An aXle 48 is rotatably mounted in 
the throttle body 42. The aXle 48 is adapted to rotate in 
relation to a movement of an accelerator of a pedal of a 
vehicle. The aXle 48 eXtends across the passageWays 44 and 
46 generally transverse to a longitudinal aXis of such pas 
sageWays 44 and 46. A disk 50 is af?Xed onto the aXle 48 so 
as to pivot relative to a rotation of the aXle 48. The disk 50 
is mounted so as to open and close With respect to air 
passageWay 44. Another disk 52 is mounted on aXle 48 and 
associated With air passageWay 46. The disks 50 and 52 are 
connected to aXle 48 so as to pivot in coordination With each 
other. These disks are movable betWeen a ?rst position (as 
shoWn in FIG. 4) adapted to block an air ?oW through the 
respective passageWays 44 and 46 and a variable second 
position adapted to alloW air ?oW through such passage 
Ways. Achannel 54 is formed in the Wall of the throttle body 
42 at the air passageWay 44. Another channel 56 is formed 
in the Wall of the throttle body 42 at the area of the air 
passageWay 46. In the preferred embodiment of the present 
invention, these channels 54 and 56 are illustrated in broken 
line fashion so as to indicate that such channels 54 and 56 
Will be formed in the Wall on one side of the respective disks. 

In FIG. 4, it can be seen that disk 50 resides, in its closed 
position, on a seat 58. Seat 58 is formed in the passageWay 
44 of the throttle body 42 and eXtends radially inWardly from 
the Wall of the passageWay 44. The seat 58 eXtends circum 
ferentially around the disk 50 in the ?rst position. Similarly, 
a seat 60 is formed in the passageWay 46 of the throttle body 
42. Seat 60 Will eXtend circumferentially around the disk 52. 
It can be seen that the disks 50 and 52 each have a circular 
con?guration. The seats 58 and 60 each have an annular 
con?guration. Each of the disks 50 and 52 Will be in 
generally sealing contact With the respective seats 58 and 60 
When the disks 50 and 52 are in their ?rst position (the closed 
position). 

FIG. 5 is a cross-sectional vieW shoWing the interior 
con?guration of the passageWay 46 Within throttle body 42. 
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As can be seen, the disk 52 is shoWn in its ?rst position in 
solid fashion. In this ?rst position, a periphery 62 of disk 50 
resides in its closed position upon the seat 60. The disk 52 
is also illustrated, in broken line fashion, as being rotated 
about aXle 48 so as to alloW an air ?oW (indicated by the 
arroWs) around the periphery of the disk 52 and Within the 
Wall 64 of the passageWay 46. 

In the closed position, the disk 52 Will de?ne a ?rst section 
66 and a second section 68 in the air ?oW passageWay 46. 
The air ?oW passing through the passageWay 46 Will origi 
nate from the ?rst section 66 of the air ?oW passageWay 46. 
The air How Will pass in the direction of arroW 70. 

Importantly, in the present invention, channel 56 is 
formed in the Wall 72 of the second section 68. The channels 
56 are of a pre-determined shape Which Will eXtend into the 
Wall 72 for a desired depth and siZe. Each of the channels 56 
are arranged in a longitudinally parallel and spaced relation 
ship. In actuality, a plurality of channels 56 are formed in the 
Wall 72 of the second section 68. In another embodiment of 
the present invention, a single large channel is used instead 
of the multiple smaller channels 56 shoWn in FIG. 5. 

In normal operation, When the disk 52 is pivoted so as to 
assume the position shoWn in FIG. 5, the air ?oW into the 
second section 68 is dramatically increased because of the 
arrangement of the channels 56. When the disk 52 is pivoted, 
the channels Will immediately alloW a greater amount of air 
How to escape from the area betWeen the periphery of the 
disk 52 and the Wall 72 of the second section 68. As such, 
the arrangement of the present invention Will draW a much 
greater volume and density of air relative to a relatively 
small pivoting of the disk 52 about shaft 48. 

FIG. 6 shoWs hoW the channels 56 are arranged Within the 
Wall 72 of throttle body 42. It can be seen that these channels 
56 are semi-circular cuts made into the Wall 72. In the 
embodiment of the present invention shoWn in FIG. 6, these 
channels 56 only eXtend half Way around the circumference 
of the air ?oW passageWay 46. HoWever, the channels 56, if 
greater How of air is required, can eXtend entirely around the 
air ?oW passageWay 46. Additionally, the channels 56 can 
have a suitable Width so as to eXtend entirely around the air 
?oW passageWay 46. The principal purpose of the present 
invention is that an immediately greater volume of air can 
pass in the space betWeen the periphery of the disk 52 and 
the Wall 72 of the second section 68 of air ?oW passageWay 
46. 

FIG. 7 shoWs a graph illustrating the improved volumetric 
ef?ciency associated With the throttle apparatus of the 
present invention. The solid line 80 in FIG. 7 shoWs a graph 
of the volumetric ef?ciency of a standard throttle apparatus. 
The broken line 82 shoWs the volumetric efficiency associ 
ated With the throttle apparatus illustrated in FIGS. 4—6. As 
can be seen, the volumetric ef?ciency of the engine is greatly 
improved at loW r.p.m.’s as opposed to the eXisting engine. 
The cross-hatched lines 84 are illustrative of the improve 
ment of volumetric efficiency associated With the present 
invention. It can be seen that the volumetric ef?ciency of the 
present invention improves substantially at loW engine 
speeds While not reducing efficiency at higher engine speeds. 
Having greater volumetric efficiency at loW speeds, the 
vehicle Will have much faster acceleration at loW speeds, 
greater fuel economy at loW speeds, and a much completer 
combustion of the fuel at loW speeds. As such, the present 
invention greatly improves the Working capability of the 
engine at such loW speeds. 

FIG. 8 is illustrative of hoW the disk 52 can be pivoted 
about its aXle 48 so as to improve the amount of air Which 
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ultimately ?oWs to the engine through the manifold. In the 
closed ?rst position, the disk 52 prevents air ?oW from 
passing betWeen the periphery 62 and the seat 60. When the 
accelerator pedal is pressed slightly, the disk 52 Will move 
by ten degrees to the position illustrated in broken line 
fashion in FIG. 8. The channel 56 of the present invention 
is illustrated in FIG. 8 in solid line fashion. The straight air 
?oW passageWay associated With standard throttle bodies is 
illustrated by the broken line 90 of FIG. 8. It can be seen 
from the cross-hatched lines that a much greater volume of 
air can ?oW betWeen the periphery 62 of the disk 52 and the 
Wall 72 of the throttle body 42 by the use of the channel 56. 
The amount of air that can ?oW betWeen this space is much 
less With conventional throttle bodies. The use of the mul 
tiple channels 56 alloWs a great volume of air to be sucked 
through the space betWeen the periphery 62 of the disk 52 
and the Wall 72 of the throttle body. In this manner, the 
present invention greatly improves the volumetric ef?ciency 
of the throttle mechanism, and thus, the engine. 

FIG. 9 illustrates an alternative embodiment 100 of the 
present invention. The embodiment 100 includes a throttle 
body 102 having an air ?oW passageWay 104 formed therein. 
It can be seen that the disk 106 extends across the air ?oW 
passageWay 104 in the manner described herein previously. 
In FIG. 9, it can be seen that the channels 108 formed on the 
section 110 of the air ?oW passageWay 104 are of a generally 
helical con?guration. Similarly, such spiral-shaped channels 
112 are also formed on the ?rst side 114 of the air ?oW 
passageWay 104. This “helical” arrangement of channels 
110 and 112 Will create a “ri?ing” effect of the air How and 
can possibly improve the air ?oW through the air ?oW 
passageWay 100. 

FIG. 10 shoWs another alternative embodiment 200 of the 
present invention. Alternative embodiment 200 includes a 
throttle body 202 having an air ?oW passageWay 204. The 
disk 206 is pivotally mounted Within the air ?oW passage 
Way 204 in the manner described herein previously. In FIG. 
10, it can be seen that a plurality of straight channels 208 are 
arranged in the ?rst section 210 of the air ?oW passageWay 
204. Similarly, a plurality of straight longitudinally aligned 
and parallel channels 212 are arranged in the other section 
of the air ?oW passageWay 204. In this con?guration of the 
present invention, it appears that the straight channels may 
improve the How characteristics of the air passing there 
through. In all of these cases, it can be seen that the ends of 
each of the channels terminate at so as to be separate from 
but adjacent to the seat associated With the disk 206. 

The present invention provides greater volumes of air 
With smaller openings. Generally, the vehicle Will move 
forWard With the introduction of air into the manifold. The 
present invention serves to move more air into the cylinders 
so as to increase piston pressures. This alloWs the car to 
move immediately. It also increases the How of fuel. The 
present invention takes in more air at greater volumes. When 
the blade is opened above the seat, the present invention 
alloWs for an exponentially increased amount of air ?oW. As 
such, cylinder ?lling is improved. The present invention is 
able to extract more BTU’s out of the air/fuel charge than 
With existing throttle bodies. 

Although it is not completely understood Why the present 
invention creates such a great improvement in volumetric 
ef?ciency, it is believed that the “variable ori?ce” effect 
caused by the present invention somehoW increases the 
density of air ?oW into the manifold and, eventually, into the 
cylinder. In the present invention, the cross section of the 
venturi is constantly varied. This venturi effect is knoWn to 
improve acceleration. 
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The foregoing disclosure and description of the invention 

is illustrative and explanatory thereof. Various changes in 
the details of the illustrated construction can be made Within 
the scope of the appended claims Without departing from the 
true spirit of the invention. The present invention should 
only be limited by the folloWing claims and their legal 
equivalents. 

I claim: 
1. A throttle apparatus comprising: 
a throttle body having an air passageWay extending 

therethrough, said passageWay having a longitudinal 
axis, said throttle body having a Wall extending around 
said passageWay; 

an axle rotatably mounted in said throttle body, said axle 
adapted to rotate in relation to a movement of an 
accelerator pedal, said axle extending across said pas 
sageWay transverse to said longitudinal axis of said 
passageWay; 

a disk af?xed to said axle so as to pivot relative to the 
rotation of said axle, said disk movable betWeen a ?rst 
position adapted to block an air ?oW through said 
passageWay and a variable second position adapted to 
alloW air ?oW through said passageWay; and 

a plurality of channels formed in said Wall of said throttle 
body, each of said plurality of channels having an end 
separate from and adjacent to said disk When said disk 
is in said ?rst position, said plurality of channels 
formed in said Wall on one side of said disk; and 

a seat formed in said passageWay of said throttle body, 
said seat extending radially inWardly from said Wall, 
said seat extending circumferentially around said disk 
in said ?rst position, said disk having a circular 
con?guration, said seat having an annular 
con?guration, said disk in generally sealing contact 
With said seat in said ?rst position, each of said 
plurality of channels having said end immediately 
extending from said seat. 

2. The apparatus of claim 1, said disk de?ning a ?rst 
section and a second section of said air passageWay When 
said disk is in said ?rst position, said ?rst section adapted to 
receive the air ?oW prior to passing by said disk into said 
second section, said channel being formed in said second 
section. 

3. The apparatus of claim 2, said plurality of channels 
extending longitudinally along said second section, said 
plurality of channels having a bottom extending into said 
Wall, said second section having a circumference around the 
bottoms of said plurality of channels of greater length than 
a circumference of said air passageWay in said ?rst section. 

4. The apparatus of claim 3, said plurality of channels 
arranged in spaced parallel relationship to each other. 

5. The apparatus of claim 3, each of said plurality of 
channels having a semi-circular cross-section, said plurality 
of channels arranged at spaced radial locations on said Wall. 

6. The apparatus of claim 3, further comprising: 
another plurality of channels extending longitudinally 

along said ?rst section, each of said another plurality of 
channels in said ?rst section having an end adjacent to 
and separate from said disk When in said ?rst position. 

7. The apparatus of claim 2, said plurality of channels 
comprising: 

a ?rst plurality of channels formed in said Wall of said 
second section, said ?rst plurality of channels extend 
ing in a generally spiral pattern. 

8. The apparatus of claim 7, said plurality of channels 
further comprising: 
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a second plurality of channels formed in said Wall in said 
?rst section, said second plurality of channels being of 
a generally helical con?guration. 

9. The apparatus of claim 1, said disk being movable to a 
position offset from a transverse of said passageWay by ?ve 
to ten degrees, said plurality of channels adapted to pass 
more than ?ve percent more air through said air passageWay 
When said disk is ten degrees offset than When said disk is 
?ve degrees offset. 

10. The apparatus of claim 1, said disk being angularly 
displaceable about said axle so as to alloW a controlled 
amount of air ?oW through a space betWeen a periphery of 
said disk and a Wall of said air passageWay. 

11. The apparatus of claim 1, said air passageWay having 
a greater cross-sectional area on said one side of said disk 
than on an opposite side of said disk. 

12. The apparatus of claim 1, said throttle body further 
comprising: 

another air passageWay extending therethrough, said 
another air passageWay having a longitudinal axis in 
parallel and spaced relationship to said longitudinal 
axis of said air passageWay, said axle extending across 
said another air passageWay transverse to said longitu 
dinal axis of said another air passageWay; 

a second disk affixed to said axle so as to pivot in 
coordination With said ?rst disk; and 

a plurality of channels formed in a Wall of each of said 
another air passageWay, said plurality of channels of 
said another air passageWay having an end separate 
from and adjacent to said second disk. 

13. A throttle apparatus comprising: 
a throttle body having an air passageWay extending 

therethrough, said passageWay having a longitudinal 
axis, said throttle body having a Wall extending around 
said passageWay; 

an axle rotatably mounted in said throttle body, said axle 
adapted to rotate in relation to a movement of an 
accelerator pedal, said axle extending across said pas 
sageWay transverse to said longitudinal axis of said 
passageway; 

a disk af?xed to said axle so as to pivot relative to the 
rotation of said axle, said disk movable betWeen a ?rst 
position adapted to block an air ?oW through said 
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passageWay and a variable second position adapted to 
alloW air ?oW through said passageWay; and 

a plurality of channels formed in said Wall of said throttle 
body, each of said plurality of channels having an end 
separate from and adjacent to said disk When said disk 
is in said ?rst position, said plurality of channels 
formed in said Wall on one side of said disk, said disk 
de?ning a ?rst section and a second section of said air 
passageWay When said disk is in said ?rst position, said 
?rst section adapted to receive the air ?oW prior to 
passing by said disk into said second section, said 
plurality of channels extending longitudinally along 
said second section, said plurality of channels having a 
bottom extending into said Wall, said second section 
having a circumference around the bottoms of said 
plurality of channels of greater length than a length of 
a circumference of said air passageWay in said ?rst 
section, said plurality of channels arranged entirely 
around said air passageWay of said second section. 

14. A throttle apparatus comprising: 
a throttle body having an air passageWay extending 

therethrough, said passageWay having a longitudinal 
axis, said throttle body having a Wall extending around 
said passageWay; 

an axle rotatably mounted in said throttle body, said axle 
adapted to rotate in relation to a movement of an 
accelerator pedal, said axle extending across said pas 
sageWay transverse to said longitudinal axis of said 
passageway; 

a disk af?xed to said axle so as to pivot relative to the 
rotation of said axle, said disk movable betWeen a ?rst 
position adapted to block an air ?oW through said 
passageWay and a variable second position adapted to 
alloW air ?oW through said passageWay; and 

a plurality of channels formed in said Wall of said throttle 
body, each of said plurality of channels having an end 
separate from and adjacent to said disk When said disk 
is in said ?rst position, said plurality of channels 
formed in said Wall on one side of said disk, said disk 
opening onto said plurality of channels upon a one 
degree rotation of said axle. 

* * * * * 


