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SENSOR AND DETECTION SYSTEM 
HAVING WIDE DIVERGING BEAM OPTICS 

This is a Division of Application Ser. No. 09/066,645 
?led Apr. 24, 1998 now US. Pat. No. 6,130,437. 

FIELD OF THE INVENTION 

The present invention relates generally to a sensor and 
detection system for detecting the presence or position of 
surfaces, and more particularly to a sensor and detection 
system having Wide diverging beam optics for increasing the 
angle of detection coverage. 

BACKGROUND OF THE INVENTION 

Sensors are used for a variety of purposes. One useful 
purpose is as an detection system for detecting the presence 
of objects. In particular it has been found to be dif?cult to 
detect the edge of objects, or objects With small, specular 
surfaces. A sensor and detection system and method Which 
solves this problem is taught in US. Pat. No. 5,504,345, 
Which is oWned by assignee, and is herein incorporated by 
reference. The ’345 patent discloses a semiconductor Wafer 
and magnetic disk edge detection system having converging 
dual-beam optical sensor. The sensor comprises at least tWo 
light sources, and at least tWo light detectors. The light 
sources, or the light beams emanating form the sources, are 
spatially oriented such that the focal point of the converging 
light beams de?ne a focal or inspection plane and converge 
at a single point eXternal to the sensor. When the object 
interrupts the beam at or near the focal point of the light 
sources, it causes the light to be re?ected backWards toWard 
the sensor by the light detectors. The light detectors are 
spatially arranged so they can receive the light re?ected. 

The ’345 patent teaches a very useful device, hoWever it 
Would be useful to increase the angle of coverage of the 
sensor. When the light strikes the object and is re?ected 
backWards there is a certain angle associated With the return 
path of the re?ected light. It is possible for light to be 
re?ected in a vicinity remote from the light detectors. This 
results in a “blind spot” Where the light is not detected. Thus, 
it is desirable to provide a sensor and detection system that 
eXhibits improved coverage and substantially eliminates 
blind spots. 

OBJECTS AND SUMMARY OF THE 
INVENTION 

Accordingly, it is an object of the present invention to 
provide a sensor and detection system With improved angle 
of coverage. 
More speci?cally, it is an object of the present invention 

to provide a sensor and detection system having Wide 
diverging beam optics. 

Another object of the present invention is to provide a 
sensor and detection system capable of detecting the edge of 
objects, particularly objects having small, specular or re?ec 
tive surfaces. 

Still another object of the present invention is to provide 
a sensor and detection system capable of detecting the edge 
of an object Where the edge is at an angle of incidence that 
deviates signi?cantly from the position Which Would gen 
erate ideal re?ection to the receiver. 

These and other objects, features and advantages of the 
invention are achieved by the sensor and detection system of 
the present invention, comprising at least one transmitter 
having associated optical elements for emitting at least one 
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2 
light beam toWard the object to be detected. At least one 
receiver is positioned adjacent the transmitter for receiving 
light re?ected from an edge of said object When said object 
intersects the one light beam. The receiver generates a signal 
responsive to the re?ected light. The associated optical 
elements of the transmitter include a converging lens for 
emitting a focused light beam in one plane, and a cylindrical 
lens for emitting a diverging light beam in a perpendicular 
plane, such that a portion of the re?ected light is diverging 
and is received by the receiver over a Wide angle of 
coverage: 

In an alternative embodiment of the present invention, a 
detection system is provided Which comprises the sensor as 
described above, and includes means for causing relative 
movement betWeen the object and the at least one 
transmitter, and a position encoder for providing proximity 
and location data responsive to the signal, thereby detecting 
the object. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The foregoing and other objects, features and advantages 
of the invention become apparent upon reading of the 
detailed description of the invention provided beloW and 
upon reference to the draWings, in Which: 

FIG. 1 is a partially cut aWay top plan vieW of the sensor 
according to one embodiment of the present invention. 

FIG. 2 is a schematic diagram shoWing the light beam and 
optics of the present invention in greater detail. 

FIG. 3 is a schematic diagram of the sensor shoWing the 
case of ideal re?ection back to the receiver. 

FIG. 4 is a side vieW of the sensor of the present invention. 

FIG. 5 is a perspective side vieW of an object to be 
detected by the sensor of the present invention shoWing the 
light striking the surface of the object in the X and y planes. 

FIG. 6 is a partially cut aWay top plan vieW of the sensor 
according to a second embodiment of the present invention 
and shoWs hoW the sensor of the present invention may 
detect an object that is present at an angle of incidence that 
deviates signi?cantly from position Which Would generate 
ideal re?ection to the receiver. 

FIG. 7 is a diagram of an detection system in accordance 
With the present invention. 

DETAIL DESCRIPTION OF THE INVENTION 

Turning to the draWings, Wherein like components are 
designated by like reference numerals, FIGS. 1 and 2 are tWo 
vieWs of the sensor and detection system of the present 
invention. FIG. 1 shoWs a sensor 5 comprising a housing 10 
and Wherein the housing 10 contains at least one transmitter 
12 and at least one receiver 14. The transmitter 12 and 
receiver 14 are spaced apart from each other, and are 
mounted on a printed circuit board (not shoWn) Within the 
sensor housing 10. 
The transmitter 12 emits light 16 Which is directed 

toWards the object 18 to be detected. The light is re?ected off 
the object 18 back toWards the receiver 14. The receiver 14 
is a light detector and is spaced apart from the transmitter for 
receiving the re?ected light 17. It is important to note that a 
plurality of receivers and transmitters may be used, hoWever, 
the present invention is also capable of increasing the range 
of accurate detection and measurement using just one trans 
mitter and receiver pair. Also, the placement of the trans 
mitters and receivers may vary. For example, tWo transmit 
ters may be placed directly neXt to one another, With the 
receivers placed on the other side of each of the transmitters. 
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Alternatively, the transmitter and receiver may be placed in 
alternating position (such as one receiver, one transmitter, 
one receiver, and so on). In the preferred embodiment the 
sensor comprises three receivers and tWo transmitters, in 
alternating position. 
Of particular advantage, the sensor employs a special 

optical arrangement that provides for detection of objects 
over a greater angle of coverage. That is, the sensor is 
capable of detecting objects that have a highly curved or 
specular surface, and/or are present at an angle that deviates 
signi?cantly from the position Which Would generate ideal 
re?ection to the receiver. The case of direct, or ideal, 
re?ection is shoWn in FIG. 3. In FIG. 3, the maximum 
amount possible of the re?ected light is being received by 
the receiver 14. The optical arrangement of the present 
invention is shoWn in more detail With reference to FIG. 2. 
The transmitter 12 includes a light source and associated 
optics. The light source 20 emits a light beam 21. Preferably, 
the light source 20 is a laser having a laser driver circuit and 
at least one laser (both not shoWn). The light 21 emitted from 
the light source 20 is projected onto a converging lens 22. 
The converging lens 22 focuses the light. Of particular 
advantage, after the light passes through the converging lens 
22, the light is directed to a cylindrical lens 24. According 
to the present invention, the cylindrical lens is a diverging 
lens Which diverts the light only in one plane. For purposes 
of description, We shall de?ne this plane as the “horizontal,” 
or x-axis plane. For instances Where the objects to be 
detected are intended to lie Within parallel planes, this 
horiZontal plane is parallel to said parallel planes. In the 
perpendicular plane, ie the “vertical” or y axis plane, the 
light is unaffected and not diverted, and remains focused. 
Thus, the light that exits the transmitter is diverging in one 
plane, and focused in another (or perpendicular) plane. 
Preferably, the cylindrical lens is a negative plano 
cylindrical lens. 

The diverging light in the horiZontal plane provides a 
Wide angle of coverage. That is, When light strikes the 
object, it is re?ected backWards toWard the sensor. If the 
light re?ects back in the area of a receiver, the light Will be 
detected by the receiver and then detection and position 
measurements occur. HoWever, if the object is highly specu 
lar and/or curved, or is present at an angle, the light being 
re?ected back toWard the sensor may be in an area aWay 
from the receiver, and thus the re?ected light is not detected. 
To increase the range of detection by the receiver, the 
diverging light beam is employed by the present invention. 
Since the beam is diverted in one plane, a Wider light beam 
strikes the object and this causes a Wider beam of re?ected 
light back to the sensor. In other Words, in the one plane, ie 
the horiZontal plane, or the plane that is parallel to the object, 
the light is diverted so that When the light strikes the object, 
even if the object is at an angle, some portion of the light Will 
be received at the receiver. This prevents the potential 
problem that light re?ecting back may miss the receiver. 
This Wider beam of re?ected light increases the range that 
the re?ected light Will be detected by one of the receivers 14. 
The re?ected light Will be re?ected back toWard the receiv 
ers at the same angle as the incoming, or incident light. 

In the vertical, or y axis plane, the light from the trans 
mitter 12 is focused and is spatially oriented such that the 
focused beam from the light source converges to a single 
focal point, external to the sensor 5 (note this is not shoWn 
in the top vieW). This focal point de?nes an inspection plane. 
When the object 18 to be detected interrupts the beam at or 
near the focal point of the light source, it causes the light to 
be re?ected backWards toWards the sensor for detection by 
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the receiver 14. The receiver 14 generates a signal from the 
received light by conventional digital signal processing 
techniques, and this signal is then used to determine detec 
tion of the object, its location and the like. Thus, it is shoWn 
that the present invention provides a sensor and detection 
system Wherein at one plane or axis, there is a diverging 
beam Which provides for the receiver to “see” the object 
over a Wide angle; While in the other plane or axis the beam 
is focused Which promotes precise detection of the object. 

FIG. 4 shoWs a side vieW of the sensor Wherein the light 
is focused. As illustrated, in this plane or axis, the beam is 
focused for precise detection of the object. The advantage of 
providing diverging light and focused light is further illus 
trated in FIG. 5. FIG. 5 shoWs an object 18 having a curved 
or specular surface, such as a semiconductor Wafer. Light is 
emitted from the sensor 5 toWard the object the light beam, 
the light is re?ected directly back to the sensor 5. HoWever, 
the present invention is also capable of detecting light 
re?ected from the curved edges of the object. The Wide 
diverging light emitted from the sensor is diverted in the 
x-axis, and as shoWn, strikes the object at various points 
along the object’s curved surface Which lies in the plane of 
the x-axis. The light is then re?ected back toWards the 
sensor’s receivers thereby providing a Wide angle of cover 
age. The angle of coverage is considered Wide as compared 
to the angle of the re?ected light that is re?ected from a 
focused beam. NoW, looking at the vertical plane (i.e. the 
perpendicular or y-axis the sensor provides for a focused 
light beam in this plane. This promotes very accurate 
detection by the sensor. For example, to detect the location 
of the top and bottom surfaces of the object 18, the sensor 
and focused beam can be moved in the vertical plane to 
locate the top and bottom surfaces. Thus, While the light in 
the horiZontal plane is diverted giving a Wide angle of 
coverage, the light is focused in the vertical plane thereby 
providing accurate detection. 

FIG. 6 shoWs an alternative embodiment of the invention 
employing a plurality of transmitters and receivers. 
Preferably, the sensor comprises tWo transmitters 12 and 
three receivers 14, in alternating positions for extending the 
coverage of the sensor. When tWo or more transmitters are 
used, each transmitter emits a focused light beam in the 
vertical plane, and these converging light beams are spaced 
apart such that the focal point of the converging light beams 
de?ne a focal or inspection plane and converge as a single 
point external to the sensor. Relative motion of the object 
and sensor occurs, and then the object to be detected 
interrupts the beam at or near the focal point of the tWo light 
sources, it causes the light to be re?ected backWards toWards 
the sensor for detection by the receivers. As shoWn, the light 
Will be re?ected back at an angle (1)1 that is the same angle 
as that of the incoming or incident light. As stated above, the 
receivers 14 then generate signals responsive to the re?ected 
light, and these signals are then processed to provide detec 
tion and location data. 

In an alternative embodiment of the invention, a detection 
system is provided. Referring to FIG. 7, an example of the 
detection system is illustrated. The detection system 
includes a sensor 5 Which is preferably mounted on a 
movable arm 30, such as a motor arm, or a robotic arm. The 
sensor 5 is directed toWard objects 18 to be detected and/or 
located, and may be moved from one end of the objects to 
the other by the movable arm 30. The objects 18 may be 
mounted in a tray 33 and placed on moving means 34, such 
as a transfer table or conveyor. Operatively coupled to the 
sensor is an encoding means 32, such as an optical encoder 
and the like. The encoding means 32 receives a signal from 
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the sensor 5 and generates the desired data. The encoding 
means 32 may employ various encoding algorithms knoWn 
in the art to determine position and/or location of the object 
18. A transporter 36, such as a robotic arm, may also be 
mounted to the movable arm for transporting objects 18 to 
and from the carrier 33. 

Thus, an improved sensor and detection system has been 
provided. The foregoing description of speci?c embodi 
ments of the invention have been presented for the purpose 
of illustration and description. They are not intended to be 
exhaustive or to limit the invention to the precise forms 
disclosed, and obviously many modi?cations, embodiments, 
and variations are possible in light of the above teachings. It 
is intended that the scope of the invention be de?ned by the 
claims appended hereto and their equivalents. 
What is claimed: 
1. A sensor, comprising: 
at least one transmitter constructed to emit at least one 

respective light beam toWard an object to be detected; 
and 

at least tWo receivers constructed to receive light re?ected 
from the object When the object intersects the at least 
one light beam, and to generate signals responsive to 
the light re?ected from the object, the at least tWo 
receivers being disposed on opposite sides of the at 
least one transmitter; 

Wherein the at least one transmitter is constructed such 
that the at least one light beam converges in one plane 
for precise detection of the object and simultaneously 
diverges in a second plane disposed at an angle to the 
one plane, such that a portion of the re?ected light is 
diverging and is received by at least one of the receivers 
over a Wide angle of coverage. 

2. The sensor of claim 1, Wherein the at least one 
transmitter is constructed and arranged to emit toWard an 
edge of a substantially ?at object. 

3. The sensor of claim 2, Wherein the at least one 
transmitter is constructed and arranged to emit toWard an 
edge of a Wafer. 

4. The sensor of claim 2, constructed and arranged such 
that the second plane is parallel to the object. 

5. The sensor of claim 4, constructed and arranged such 
that the one plane is perpendicular to the object. 

6. The sensor of claim 1, Wherein the at least one 
transmitter is constructed and arranged to emit toWard a 
curved surface of the object. 

7. The sensor of claim 1, Wherein the at least one 
transmitter is a single transmitter; further Wherein the at least 
tWo receivers are a pair of receivers disposed on opposite 
sides of the single transmitter. 

8. The sensor of claim 7, Wherein the single transmitter is 
constructed to emit a single light beam toWard the object, the 
light beam being converged into a line to detect an edge of 
the object. 

9. The sensor of claim 1, Wherein the at least one 
respective light beam is converged into a line. 

10. The sensor of claim 1, Wherein the at least one 
transmitter comprises a diverging optical element to cause 
the at least one light beam to diverge in the second plane. 

11. The sensor of claim 10, Wherein the diverging optical 
element comprises a cylindrical lens. 

12. The sensor of claim 10, Wherein the at least one 
transmitter comprises a converging optical element, distinct 
from the diverging optical element, to cause the at least one 
light beam to converge in the one plane. 

13. The sensor of claim 1, Wherein the signals are pro 
cessed by digital signal processing. 
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6 
14. The sensor of claim 1, Wherein the diverging light 

beam is an undivided light beam. 
15. The sensor of claim 1, in combination With structure 

causing relative movement betWeen the object and the 
transmitter. 

16. The sensor of claim 1, Wherein the at least one light 
beam converges to a focal point at the object to be detected. 

17. A sensor, comprising: 
a transmitter for emitting a light beam toWard an edge of 

a substantially ?at object to be detected, the light beam 
converging in one plane for precise detection of the 
object; and 

tWo receivers for receiving light re?ected from the edge of 
the substantially ?at object When the object intersects 
the light beam and for generating signals responsive to 
the light re?ected from the edge of the substantially ?at 
object, the receivers being disposed on opposite sides 
of the transmitter; 

Wherein the light beam diverges in a second plane such 
that a portion of the re?ected light is diverging and is 
received by at least one of the receivers, the light beam 
converging in the one plane and diverging in the second 
plane simultaneously, further Wherein the one plane is 
disposed at an angle to the second plane. 

18. The sensor of claim 17, Wherein the re?ected light is 
received by at least one of the receivers even if the object is 
at an angle that deviates signi?cantly from an angle that 
Would generate ideal re?ection to the receivers. 

19. The sensor of claim 17, Wherein the light beam is a 
laser light beam. 

20. The sensor of claim 17, Wherein the transmitter is 
constructed and arranged to emit toWard an edge of a Wafer. 

21. The sensor of claim 17, Wherein the transmitter is 
constructed and arranged to emit toWard a curved edge of the 
object. 

22. A sensor, comprising: 
means for emitting a light beam toWard an edge of a 

substantially ?at object to be detected, the light beam 
converging in one plane for precise detection of the 
object; and 

means for receiving light re?ected from the edge of the 
substantially ?at object When the object intersects the 
light beam and for generating signals responsive to the 
light re?ected from the edge of the substantially ?at 
object; 

Wherein the light beam diverges in a second plane such 
that a portion of the re?ected light is diverging and is 
received by the means for receiving, the light beam 
converging in the one plane and diverging in the second 
plane simultaneously, further Wherein the one plane is 
disposed at an angle to the second plane. 

23. The sensor of claim 22, Wherein the means for 
receiving is disposed on opposite sides of the means for 
emitting. 

24. The sensor of claim 23, Wherein the re?ected light is 
received by the means for receiving even if the object is at 
an angle that deviates signi?cantly from an angle that Would 
generate ideal re?ection to the means for receiving. 

25. A detection system for detecting an object, the detec 
tion system comprising: 

at least one transmitter having associated optical elements 
for emitting at least one respective light beam toWard 
the object to be detected, the at least one respective 
light beam being divergent in one dimension of an 
inspection plane associated With the object and simul 
taneously being a converging, focused light beam in a 
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second dimension of the inspection plane, the beam in 
the second dimension being focused to a predetermined 
point along the optical axis; 

structure for causing relative movement betWeen the 
object and the at least one transmitter; 

at least one receiver for receiving light re?ected from the 
object When the object intersects the inspection plane, 
and for generating signals corresponding to the 
received light; and 

a position encoder for providing position information of 
the object responsive to the signals; 

Wherein the at least one light beam strikes the object in the 
one dimension such that a portion of the re?ected light 
is diverging and is received by the receiver over a Wide 
angle of coverage; further Wherein the at least one light 
beam strikes the object in the second dimension for 
precise detection of the object. 

26. The detection system of claim 25, Wherein the one 
dimension is disposed at a substantially perpendicular angle 
to the second dimension. 

27. The sensor of claim 25, Wherein the predetermined 
point de?nes the inspection plane. 

28. The sensor of claim 27, Wherein the at least one 
transmitter is constructed and arranged to emit toWard an 
edge of a substantially ?at object. 

29. The sensor of claim 27, Wherein the substantially ?at 
object is substantially parallel to the one dimension. 

30. The sensor of claim 25 Wherein the at least one 
transmitter comprises a ?rst lens, and a second lens distinct 
from the ?rst lens. 

31. A method of sensing an object, the method compris 
ing: 

emitting a light beam toWard an edge of the object to be 
detected, the light beam converging in one plane for 
precise detection of the object; 

receiving light re?ected from the edge of the object When 
the object intersects the light beam; and 

generating signals responsive to the light re?ected from 
the edge of the object; 

Wherein the light beam diverges in a second plane such 
that a portion of the re?ected light is diverging, the light 
beam converging in the one plane and diverging in the 
second plane simultaneously, further Wherein the one 
plane is disposed at an angle to the second plane. 

32. The method of claim 31, Wherein the signals are 
processed by digital signal processing. 

33. The method of claim 31, Wherein the light beam is 
emitted toWard an edge of a substantially ?at object. 

34. The method of claim 33, Wherein the object is 
disposed substantially parallel to the second plane. 

35. The method of claim 31, Wherein the light beam 
converges to a focal point at the object to be detected. 

36. A sensor, comprising: 
at least one transmitter constructed to emit at least one 

respective light beam toWard an object to be detected; 
and 

at least one receiver constructed to receive light re?ected 
from the object When the object intersects the at least 
one light beam, and to generate signals responsive to 
the light re?ected from the object; 

Wherein the at least one transmitter is constructed such 
that the at least one light beam converges in one plane 
for precise detection of the object and simultaneously 
diverges in another plane; 

further Wherein one of the at least one transmitter and the 
at least one receiver is constructed such that a portion 
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of the re?ected light is diverging in a second plane 
disposed at an angle to the one plane and is received by 
the at least one receiver over a Wide angle of coverage. 

37. The sensor of claim 36, Wherein the at least one 
transmitter comprises tWo distinct lenses. 

38. The sensor of claim 37, Wherein the tWo distinct lenses 
comprise a converging lens and a diverging lens. 

39. The sensor of claim 36, Wherein the at least one light 
beam is converged into a line to detect an edge of the object. 

40. The sensor of claim 36, Wherein the at least one light 
beam converges to a focal point at the object to be detected. 

41. A sensor comprising: 

a transmitter constructed to emit a light beam toWards an 

object to be detected; and 
a receiver constructed to receive light re?ected from the 

object When the object intersects the light beam and to 
generate signals responsive to the light re?ected from 
the object, the receiver being disposed on one side of 
the transmitter, Where the transmitter is constructed so 
that the light beam converges in a ?rst plane and 
simultaneously diverges in a second plane disposed at 
an angle to the ?rst plane, such that a portion of the 
re?ected light is diverging and is received by the 
receiver over an improved angle of coverage. 

42. A sensor, comprising: 
at least one transmitter constricted to emit at least one 

respective light beam toWard an object to be detected; 
and 

at least tWo receivers constructed to receive light re?ected 
from the object When the object intersects the at least 
one light beam, and to generate signals responsive to 
the light re?ected from the object, the at least tWo 
receivers being disposed on opposite sides of the at 
least one transmitter; 

Wherein the at least one transmitter is constructed such 
that the at least one light beam converges in one plane 
for precise detection of the object and diverges in a 
second plane disposed at an angle to the one plane, such 
that a portion of the re?ected light is diverging and is 
received by at least one of the receivers over a Wide 
angle of coverage; further Wherein the at least one light 
beam converges to a focus at the object to be detected. 

43. A method of sensing an object, the method compris 
ing: 

emitting a light beam toWard an edge of the object to be 
detected, the light beam converging in one plane for 
precise detection of the object; 

receiving light re?ected from the edge of the object When 
the object intersects the light beam; and 

generating signals responsive to the light re?ected from 
the edge of the object; 

Wherein the light beam diverges in a second plane such 
that a portion of the re?ected light is diverging, further 
Wherein the one plane is disposed at an angle to the 
second plane; further Wherein the light beam converges 
to a focus at the object to be detected. 

44. A sensor, comprising: 
at least one transmitter constructed to emit at least one 

respective light beam toWard an object to be detected; 
and 

at least one receiver constructed to receive light re?ected 
from the object When the object intersects the at least 
one light beam, and to generate signals responsive to 
the light re?ected from the object; 
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wherein the at least one transmitter is constructed such disposed at an angle to the one plane and is received by 
that the at least one light beam converges in one plane the at least one receiver over a Wide angle of coverage; 
for precise detection Of the Object; further Wherein the at least one light beam converges to 

further Wherein one of the at least one transmitter and the a focus at the object to be detected. 
at least one receiver is constructed such that a portion 5 
of the re?ected light is diverging in a second plane * * * * * 


