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BATTERY PACK WITH MULTIPLE SECURE 
MODULES 

BACKGROUND OF THE INVENTION 

The present invention pertains to portable poWer supplies 
having removable and replaceable electrochemical cells. In 
particular, the invention pertains to poWer supplies employ 
ing multiple replaceable primary or secondary cells. 
NeW portable electronic devices, such as laptop 

computers, need thinner, lighter batteries delivering more 
poWer and energy capacity. A thinner shape is needed to ?t 
in the smaller and smaller forms of these electronic devices. 
Capacity demands require a large total battery volume, With 
the result being a drive toWard large thin battery packs. 
HoWever, a large thin battery is highly susceptible to damage 
through tWisting, bending or folding. When battery packs 
are inserted or removed from a poWered device or handled 
by a user, they become exposed to these kinds of actions. 
This is potentially dangerous as it can cause internal shorting 
of the cells. Battery packs having aspect ratios in excess of 
50:1 (maximum edge-to-edge planar dimension to 
thickness) are particularly susceptible to damage. The dan 
gers are of particular concern With the cells most desired to 
be used for thin high capacity battery packs, such as, for 
example, lithium ion polymer cells. Due to the chemical 
composition and operating characteristics of these cells, 
events such as shorting can result in ?res. Current lithium 
ion batteries of any con?guration incorporate protective 
circuit elements physically attached to the individual battery 
packs to protect against operation during extreme voltage, 
current or temperature conditions. The need for these addi 
tional elements on each pack add to the complexity and cost 
of the packs. An additional protection method is to provide 
a key or concealed sWitch on the battery pack Which must be 
activated to connect the battery pack terminals to the 
enclosed cell. In this Way, inadvertent contact With the 
terminals by the user Will not result in shorting of the cell. 
Mechanical locks have been used in prior battery packs but 
are typically too easily circumvented, alloWing the user to 
place themselves at risk. 

One part of the solution to the risks in large thin battery 
packs is to subdivide the battery into smaller modulariZed 
packs, each less susceptible to damage. HoWever, the need 
to include protective devices on the individual packs results 
in signi?cantly increased cost and Weight of the pack. 
Additional parts also increase the risk to the user in han 
dling. 
What is needed is a simple and secure method of modu 

lariZing thin cells to form a large thin battery pack. 

SUMMARY OF THE INVENTION 

The present invention provides a modulariZed poWer 
supply using multiple cell modules that are rendered elec 
trically inert until activated When combined With an external 
circuit having speci?c response characteristics. Each cell 
module is separable from the poWer supply and includes at 
least one primary or rechargeable secondary cell. In each 
module, at least one of each cell’s terminals is isolated from 
the exposed contacts of the cell module When the cell 
module is separated from the poWer supply, reducing the 
opportunity for improper charge or discharge of the cell. The 
cell terminals are isolated by a disabling circuit packaged 
With the cell in the cell module. The disabling circuit 
includes a sWitch and sWitch control Which are activated 
When the disabling circuit is connected to an external 
unlocking circuit having de?ned characteristics. When 

10 

15 

25 

35 

45 

55 

65 

2 
activated, the sWitch connects the cell terminals to the 
exposed cell module contacts, alloWing access to the stored 
cell energy or for charging functions. The characteristics of 
the external unlocking circuit are de?ned by the disabling 
circuit and must generate a speci?c response in the disabling 
circuit Which activates the sWitch control and sWitch. This 
event is a result of the unlocking circuit being energiZed 
solely by the cell energy. This is because it is presumed that 
the cell module Will be connected With an otherWise unpoW 
ered host device. In effect, the cell module remains inert 
until “self-awakening” When connected to an appropriate 
(otherWise unpoWered) external circuit. 

Because a host device most likely requires poWer of a 
speci?c characteristic such as voltage, it is necessary to 
ensure that the individual cell modules are not connected to 
the host until a full complement of modules have been 
successfully connected to provide the characteristic poWer. 
An enabling circuit is provided on a frame to Which cell 
modules are physically connected. The enabling circuit 
includes the unlocking circuits for each connected module 
and includes logic circuitry Which enables the cell modules 
to be connected to a host only When a full complement of 
cells are connected. The enabling circuit and disabling 
circuit may also include devices for passing and receiving 
identi?cation signals betWeen the frame and the cell mod 
ules. The identi?cation signals alloW validation of appro 
priate cell modules prior to enablement With the speci?c 
poWer supply. 

The frame may also include a control circuit providing 
cell protective elements, charging circuits and cell monitor 
ing circuits. Because the individual modules are otherWise 
rendered inert, a single set of protective devices for all of the 
cell modules can be provided in the frame. Similarly, cell 
charging and discharging control circuits and cell monitor 
ing circuits may be included in the control circuit. The 
number of modules combined in one battery pack is depen 
dent upon the poWer requirements of the host device to be 
poWered and the capacity of the individual cells. The num 
ber of modules may be from tWo to tWenty although the 
concept of the “self-awakening” cell module is applicable to 
a single cell poWer supply. 
An additional advantage of multiple modulariZed cells is 

increased design ?exibility as various combinations of a 
single module con?guration may be joined to satisfy differ 
ent performance requirements. In various embodiments, the 
frame may be integral With a host device or is an indepen 
dent structure such as a tray. When the poWer supply is 
integrated into a host device, the enabling circuitry and 
control circuitry may be alternatively integrated With exist 
ing host electronics. An independent tray including modules 
is con?gured as a battery pack removable from host device 
interface contacts and replaceable as a unit. The frame has 
receptacles such as open-sided pockets or slots for receiving 
the modules and includes a module interface having contacts 
associated With each receptacle. Using cell designs that can 
be con?gured to form cell modules that are small and thin, 
but having maximum aspect ratios preferably less than 50:1, 
?at large capacity poWer supplies and battery packs With 
high aspect ratios are formed. The relatively small siZe and 
aspect ratio of the modules, as compared to an equivalent 
single ?at cell assembly, results in a more durable unit for 
user handling. Combined With described cell module’s inert 
ness during handling, the modulariZation of the energy 
capacity into a multiple of modules provides a uniquely 
strong and secure replaceable poWer supply. Other advan 
tages of the present concepts Will become clear from the 
folloWing detailed description and ?gures. 
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DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic of the functional elements of one 
embodiment of the invention including multiple cell mod 
ules. 

FIGS. 2a—2a' depict schematic examples of disabling 
circuits and unlocking circuits matched to control cell output 
according to the present invention. 

FIG. 3 is a isometric vieW of a battery pack including 
multiple separable cell modules in a tray according to one 
embodiment of the present invention. 

FIG. 4 is a isometric vieW of a host device having an 
integrated frame With multiple modules. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

FIG. 1 is a schematic of the functional elements of one 
embodiment of the invention in Which multiple electro 
chemical cell modules are combined to form a poWer supply. 
The poWer supply 11 includes three cell modules 2, each of 
Which includes an electrochemical cell 4 and a disabling 
circuit 6 Which is connected betWeen the cell 4 and module 
contacts 8. When the module is free standing, the disabling 
circuit 6 maintains an open circuit, or the effective 
equivalent, betWeen the cell 4 and at least one of the module 
contacts 8. The free-standing module 2 is thereby inert With 
respect to external bodies. In such a state, if a simple 
conductive body is placed, incidentally or by user intent, 
across the module contacts 8, no signi?cant energy can be 
released from the cell 4 due to a short circuit. An essential 
element of the present invention is that the disabling circuit 
6 must be connected to an external unlocking circuit of 
speci?c characteristics to form a combined circuit capable of 
releasing the cell energy. A master enabling circuit 10 
includes the unlocking circuit. Until the unlocking circuit 
and the disabling circuit 6 are brought together, the cell 
energy is isolated—no energy can be accessed by an external 
device through the module contacts 8. When the disabling 
circuit 6 and unlocking circuit are connected, the cell 
electrical potential is automatically connected, Without acti 
vation or sWitching from an externally poWered sWitch or 
signal, to the module contacts 8. Because it is presumed that 
the cell modules are the sole energy source available to the 
poWer supply, all functions are poWered solely by the cell 
module 2. The external unlocking circuit is otherWise With 
out poWer to initiate communication With the disabling 
circuit 6. The structure and operation of the disabling circuit 
6 and unlocking circuit are discussed in more detail beloW. 

While the cell modules 2 are each separable from the 
poWer supply 11, the remaining poWer supply elements are 
preferable integrated into a single poWer supply frame. The 
frame in some embodiments is itself separable from a host 
device to be poWered. Alternatively, the frame is perma 
nently integrated into a host device. These alternatives Will 
be discussed in more detail beloW. In FIG. 1, the poWer 
supply 11 master enabling circuit 10 includes three unlock 
ing circuits connected to three sets of frame contacts 9 
con?gured to mate With the module contacts 8. The enabling 
circuit 10 is capable of detecting When each unlocking 
circuit is connected to, and enabling, a respective module 2. 
When all modules 2 have been connected to an unlocking 
circuit, the enabling circuit 10 alloWs transmission of the cell 
energy to the associated host device. In this example, three 
modules are combined. HoWever, it should be clear that any 
number of cell modules can be similarly connected With an 
appropriately con?gured frame and enabling circuit. 

Although the above components are suf?cient to enable 
delivery of cell energy to a host device as described, other 
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4 
functional elements may be included in this embodiment 
Within a control circuit 20. These include, but are not limited 
to, protective elements, charging circuits and cell monitoring 
circuits. Because the individual modules 2 are otherWise 
rendered inert, a single set of protective devices for all of the 
cell modules 2 can be provided in the poWer supply frame. 
These include, but are not limited to, current, voltage and 
temperature monitoring controls. Similarly, cell charging 
and discharging control circuits and cell monitoring circuits 
may be included. With some cell types it may not be possible 
to move all protective elements out of the cell module. For 
example, to monitor module temperatures, a thermocouple is 
often placed proximate the cell and such Would be ineffec 
tive in any other location. HoWever, bene?t is gained from 
those elements that may be moved from the cell modules and 
provided one time only in the poWer supply. The cell 
monitoring circuits may collect cell data such as for cell 
identi?cation, operational time and charge level, and process 
it for cell control and for transmission by the control circuit 
to the host device for monitoring. The design and operation 
of the protective devices, charging and monitoring folloWs 
conventional design for these elements. There are many 
methods of implementing the elements described above 
knoWn to those skilled in designing battery packs, and 
particular designs need not be detailed here. The separation 
here of functions betWeen an enabling circuit and a control 
circuit is arbitrary and for the purpose of discussion of the 
underlying functions. In a preferred embodiment, all of the 
functions described are provided in one integrated electronic 
device and there may be no clear delineation betWeen the 
components of the enabling and control circuits in a physical 
device. 

FIGS. 2a—2d depict schematic examples of disabling 
circuits and unlocking circuits matched to control cell output 
according to the present invention. In FIG. 2a a disabling 
circuit 6 includes a sWitch 24 and a sWitch control 28 shoWn 
in functional block form. The sWitch 24 is connected to a cell 
terminal 26. The sWitch 24 is open, isolating the cell 4 from 
the module contacts 8, When the cell-module 2 is free 
standing and unconnected to any external circuits. The 
sWitch control 28 is connected to the sWitch 24 but is 
disabled unless also connected to an appropriate unlocking 
circuit 22. The sWitch 24, and sWitch control 28 are con 
nected to module contacts 8 Which alloW them to be con 
nected to the mating frame contacts 9. In FIG. 2b the sWitch 
includes tWo Metal Oxide Field Effect Transistors 
(MOSFET) 21. In this example, the unlocking circuit is 
essentially a jumper 23 Which, When connected to the 
disabling circuit, draWs doWn the MOSFET gate voltage. 
The sWitch is thereby closed and the cell potential is 
available to the module contacts. HoWever, such a design 
does not provide suf?cient assurance against unintended 
release of cell energy. FIG. 2c depicts a more preferred 
embodiment in Which a circuit commonly knoWn as a 
WindoW comparator is used to match a resistor divider 
netWork With a speci?ed impedance in an unlocking circuit. 
When an unlocking circuit resistor 25 Within a speci?ed 
resistance range is connected to the disabling circuit, gate 
voltage of a pair of MOSFETs is draWn doWn as above and 
the sWitch closed. In a similar but alternative con?guration, 
the disabling circuit includes an incomplete tuned oscillator 
circuit. The unlocking circuit consists of elements having a 
complex impedance. When the unlocking circuit is con 
nected to complete the oscillator circuit a response is pro 
duced to effect sWitching. In a more preferred embodiment 
shoWn in FIG. 2d, the unlocking circuit includes an inte 
grated circuit identi?cation device 27 such as a 64-bit serial 
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ID chip. The disabling circuit includes a query device 29 
Which is an integrated circuit Which periodically queries the 
input line for identi?cation. When the identi?cation device 
27 is connected to the disabling circuit and returns the proper 
serial ID, the query device 29, enables a MOSFET sWitch as 
above. The details of these circuits and their speci?c con 
structions Will be knoWn to those skilled in the art. 

Depending upon the nature of the desired communication 
betWeen the sWitch control 28 and the control circuit 20, 
additional conductors and contacts than are shoWn in FIGS. 
2a—a' may be necessary. At least tWo of the conductors and 
associated contacts are used to transfer the cell energy 
betWeen the cell and a host. “Release” of cell energy here 
means transmission of, or the ability to transmit, signi?cant 
cell energy through the contacts. The examples of FIG. 2a—a' 
provide protection as Well against inadvertent charging. 
Only upon closing of the cell module sWitch is the cell 
susceptible to signi?cant charging current in the examples 
shoWn. When the MOSFET sWitches shoWn are open, minor 
charging current may be induced but the cell damage that 
can potentially result from inappropriate charging Will be 
prevented in most cases. Other, less preferable, disabling 
circuit designs are possible that do not protect against 
inappropriate charging. When initially connected to an 
unlocking circuit, a small amount of energy may be trans 
mitted from the cell, and through the unlocking circuit, 
during the sWitching functions. If connection to an external 
circuit or body does not result in sWitching and enabling the 
cell module, small amounts of energy may still be transmit 
ted from the cell. HoWever, these sWitching and attempted 
sWitching events are not considered, by themselves, to be 
“release” of cell energy. In the above examples, the unlock 
ing circuit has no independent poWer source. 

Large thin planar battery packs and poWer supplies may 
be bene?cially constructed using the present concepts. FIG. 
3 depicts one implementation of a multi-cell battery pack 
according to the present invention. The battery pack 30 
consists of a frame in the form of a planar tray 32 having 
four open-sided pockets 34. Three cell modules 2 are shoWn 
WithdraWn from the tray 32. One connected cell module 35 
has been inserted into a tray pocket 34. Each pocket 34 
includes a means of temporarily retaining the modules 2 in 
the pocket. This may consist of one or more friction detents 

or any of a variety of mechanisms typically used for the 
purpose. The modules 2 each have contacts 8 for electrically 
connecting the module 2 to the tray 32. Each tray 32 includes 
mating tray contacts (not shoWn) Which are connected 
through conductors to a frame printed circuit board 36 
(PCB) received in a tray cavity. The connecting conductors 
may be buried in the tray 32 or attached to a surface. The 
frame PCB 36 includes the enabling circuit and control 
circuit elements as discussed previously. The frame PCB 36 
also includes tray contacts 38 to alloW the tray to be 
connected to a host device. In this Way, the entire battery 
pack 30, or individual cell modules 2, may be replaced to 
provide poWer to a host device. The modules 2 are shoWn as 

a thin rigid housing 40 enclosing a cell 4 and module PCB 
42 containing the disabling circuit. Various constructions of 
housings are knoWn for this purpose, including thin-Wall 
plastic and metal housings. The modules preferably have a 
thickness of less than six (6) millimeters as is possible With 
some electrochemical cell types. Various types of primary 
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and secondary electrochemical cells, as are knoWn in the art, 
are contemplated for use in the modules of the present 
invention. Examples of suitable cell types include, but are 
not limited to, lithium ion cells, including lithium ion 
polymer, lithium-sulfur cells, nickel metal hydride and 
lithium iron disul?de cells, Which are adaptable to thin cell 
modules. In one embodiment, the cell is most preferably a 
lithium ion polymer cell. The term “lithium-sulfur”, as used 
herein, pertains to a secondary or primary cell operating at 
ambient temperature and in Which the anode comprises 
lithum metal and the cathode comprises an active material 
comprising an “electroactive sulfur-containing material,” 
Wherein the electroactive sulfur-containing material com 
prises the element sulfur in any form, Wherein the electro 
chemical activity involves the breaking or forming of sulfur 
sulfur covalent bonds. Examples of electroactive sulfur 
containing materials include, but are not limited to, 
elemental sulfur and sulfur containing polymers, as for 
example described in PCT/US98/26160 to Geronov et al. A 
lithium iron disul?de cell is an example of a primary cell 
type that is adaptable to thin cell modules. References herein 
to charging events are intended to be applicable to secondary 
cells. 

A module 2, as shoWn in FIG. 3, may be constructed to 
have suf?cient rigidity and strength to survive typical user 
handling, despite extreme thinness, due to its planar dimen 
sions being one fourth that of the overall tray. Enclosed thin 
cells having an aspect ratio greater than about 50:1 
(maximum edge-to-edge planar dimension to thickness) 
become signi?cantly susceptible to damage from external 
forces experienced in normal use and handling. It is thus 
desirable to maintain cell module dimensions beloW the 50:1 
ratio. For example, a cell module based on a lithium ion 

polymer cell may have an overall thickness of about 4 
millimeters and overall planar dimensions of about 70 and 
140 millimeters. This small thickness is possible using sheet 
metal sideWalls on the module. Such a module has a capacity 

of 2.7 ampere-hours at an output voltage of 3.7 volts Which 
may be reasonably combined into a multicell poWer supply 
for laptop computers. With these dimensions, the module 
aspect ratio is 35:1, suf?ciently loW for a relatively sturdy 
module. If three of these modules are combined into a poWer 
supply, the aspect ratio for the equivalent single cell poWer 
supply Would be approximately 52.5 :1, Which is a con?gu 
ration susceptible to damage in handling. Larger battery 
packs, using additional modules, Would have larger yet 
equivalent aspect ratios. HoWever, When multiple small 
modules are combined in the manner described here, a high 

aspect ratio ?at poWer supply or battery pack may be 
constructed, but in a form Which is durable. Particularly, 
poWer supplies and battery packs having aspect ratios 
greater than 50:1 may be constructed. HoWever, large mod 
ules are more spatially ef?cient, less relative volume being 
used for inactive elements. Therefore, thin cell modules of 
the present invention preferably have an aspect ratio 
(maximum edge-to-edge planar dimension) to thickness of 
at least about 15:1 in the present invention. 

The tray 32 may be formed in a variety of Ways from 
inexpensive materials. Among others, a molded high density 
polymer tray is contemplated. Other tray designs having 
various pocket designs are also contemplated. In one 
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alternative, tray slots are provided into Which the cell 
modules are slid end ?rst in the same manner in Which the 
devices known in the art as PCMCIAs are currently 
employed in laptop computers. The cell module’s contacts 
make connection With tray contacts at the inside end of the 
slot. Other alternatives for tray constructions are also con 
templated. 

FIG. 4 depicts hoW individual modules 2 may be inte 
grated into a host device 50 to form a poWer supply 11. In 
this con?guration the frame is an integral part of the host 
device—placed in the thin cavity 52 behind a laptop com 
puter monitor screen (not shoWn). Modules 2 having the 
same thin pro?le as those discussed in reference to FIG. 3 
are received in pockets in the host device 50. A cover 54 
secures the modules 2 in place. Aframe PCB 36 provides the 
accompanying electronics as described above (the PCB and 
modules are shoWn in outline only). Alternatively, some or 
all of the unlocking circuits, protective elements, charging 
circuits and monitoring circuits may be integrated into the 
laptop’s other electronic assemblies. In this eXample, the 
host 50 is a laptop computer Where functions built onto the 
frame PCB 36 may alternatively be included on a computer 
motherboard. In the same manner as described above, dis 
abling circuits in each module 2 render the modules inert 
When free-standing and separated from the laptop computer. 
The modules 2 may be replaced either singly or as a group. 
Upon removal of one module 2, the laptop host 50 is 
unpoWered and inoperable. If a module 2 having a disabling 
circuit Which does not match the unlocking circuits in the 
poWer supply is connected to the poWer supply, no poWer 
can be delivered and the system is still inoperable. Only 
When a module 2 having matching predetermined charac 
teristics is connected Will its poWer be delivered and the 
remaining modules poWer also be delivered to the host 50. 
Because it is presumed that the host 50 has no other poWer 
supply, the identi?cation, unlocking, and enabling of the 
modules 2 is driven by the module’s oWn poWer. In yet other 
embodiments, series and parallel combinations of modules 
are used Wherein a subset of modules are ?rst enabled to 

provide initial poWer and the remaining parallel modules 
may be added subsequently to provide additional capacity. 

The preceding discussion is provided for eXample only. 
Other variations of the claimed inventive concepts Will be 
obvious to those skilled in the art. Adaptation or incorpo 
ration of knoWn alternative devices and materials, present 
and future is also contemplated. The intended scope of the 
invention is de?ned by the folloWing claims. 
We claim: 
1. A portable poWer supply comprising: 
a predetermined number of cell modules, each module 

comprising: 
at least one electrochemical cell; 
a disabling circuit connected to the cell and preventing 

release of cell energy in a ?rst condition; 
an enabling circuit having an interface capable of 

connecting the enabling circuit to all module dis 
abling circuits, the enabling circuit releasing cell 
energy from each module during a second condition 
de?ned as When all modules are connected to the 
enabling circuit and the enabling circuit is receiving 
energy only from the modules; and 

a control circuit coupled to the enabling circuit and 
delivering cell energy to a host device interface 
during the second condition. 

10 

15 

25 

35 

45 

55 

65 

8 
2. Aportable poWer supply according to claim 1, further 

comprising: 
a poWer supply frame, the frame having a plurality of 

receptacles for receiving modules; the enabling circuit 
and control circuit disposed at least partially on the 
frame; and 

each module further comprising a rigid housing, the 
module disabling circuit and cell disposed Within the 
housing. 

3. Aportable poWer supply according to claim 2, Wherein: 
the frame is a separable thin planar tray having a tray 

aspect ratio and Wherein the receptacles are aligned in 
a single plane; and 

the modules each have an aspect ratio Which is less than 
the tray aspect ratio. 

4. Aportable poWer supply according to claim 3, Wherein: 
each module aspect ratio is less than 50:1. 
5. Aportable poWer supply according to claim 4, Wherein: 
each module aspect ratio is greater than 15:1. 
6. Aportable poWer supply according to claim 1, Wherein: 
the enabling circuit comprises a predetermined number of 

unlocking circuits, each unlocking circuit connected to 
a single module in the second condition. 

7. Aportable poWer supply according to claim 1, Wherein: 
each cell is rechargeable. 
8. Aportable poWer supply according to claim 7, Wherein: 
each cell comprises a lithium ion polymer cell. 
9. Aportable poWer supply according to claim 7, Wherein: 
each cell comprises a lithium-sulfur cell. 
10. A portable poWer supply according to claim 2, 

Wherein: 

the frame is con?gured to be integrated into a host device. 
11. A portable poWer supply according to claim 1, 

Wherein: 

each cell is isolated from charging current by the disabling 
circuit during the ?rst condition. 

12. A portable poWer supply according to claim 1, 
Wherein: 

each cell has at least tWo terminals; 
each disabling circuit comprises a sWitch, the sWitch 

isolating one respective cell terminal in the ?rst con 
dition; and 

the enabling circuit causing the sWitch to close in the 
second condition. 

13. A portable poWer supply according to claim 12, 
Wherein: 

the sWitch comprises at least one metal oXide ?eld effect 
transistor device. 

14. A portable poWer supply according to claim 1, 
Wherein: 

each cell module is Without internal elements for protect 
ing the cell against internal electrical shorting in the 
?rst condition. 

15. A portable poWer supply comprising: 
a predetermined number of electrochemical cell modules; 

each module comprising: at least one electrochemical 
cell, each cell having terminals, means of electrically 
isolating at least one cell terminal in a ?rst condition; 

a frame having a transmission means for transmitting cell 
energy to a host device, the transmission means having 
means of releasably connecting the cell modules and 
having means of enabling release of stored energy from 
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the cells using the power Within the cells during a 
second condition de?ned When all the cell modules are 
connected. 

16. A portable poWer supply according to claim 15, 
Wherein: 

the cell is rechargeable. 
17. A portable poWer supply comprising: 
at least tWo cell modules, each module comprising: 

rigid module housing, 
at least one thin ?at electrochemical cell disposed 

Within the housing; 
a thin tray having the same number of receptacles as the 
number of modules, each receptacle con?gured for 
receiving a module, the tray having a tray aspect ratio 
greater than 50 to 1, and having an enabling circuit for 
accessing cell energy and transmitting cell energy to a 
host device. 

18. A portable poWer supply according to claim 17, 
Wherein: 

1O 

15 

10 
each module has an aspect ratio less than 50 to 1. 
19. A portable poWer supply according to claim 17, 

Wherein: 

each cell module is Without internal elements for protect 
ing the cell against internal electrical shorting in the 
?rst condition. 

20. A portable poWer supply according to claim 17, 
Wherein: 

the cell is rechargeable. 
21. A portable poWer supply according to claim 20, 

Wherein: 

each cell comprises a lithium ion polymer cell. 
22. A portable poWer supply according to claim 21, 

Wherein: 

each cell comprises a lithium-sulfur cell. 

* * * * * 


