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GROUPS OF OPTICAL FIBERS CLOSELY 
BOUND BY EASILY REMOVABLE BUFFER 
ENCASEMENTS, AND ASSOCIATED FIBER 

OPTIC CABLES 

FIELD OF THE INVENTION 

The present invention pertains to ?ber optic cables and, 
more particularly, to obtaining access to stacks of optical 
?ber ribbons contained in buffer encasements. 

BACKGROUND OF THE INVENTION 

Optical ?ber is a very popular medium for large band 
Width applications, and as a result there is a demand for ?ber 
optic cables With greater numbers of optical ?bers. In 
response to demands for increased optical ?ber count in ?ber 
optic cables, optical ?ber ribbons have been developed. 
Optical ?ber ribbons are planar arrays of optical ?bers that 
are bonded together as a unit. Optical ?ber ribbons are 
advantageous because many ribbons can be stacked on top 
of each other to form a stack of optical ?ber ribbons. 

It is conventional for stacks of optical ?ber ribbons to be 
incorporated into tWo different types of ?ber optic cables 
that are generally referred to as “central-core” and “loose 
tube” cables. In the central-core design, a stack of optical 
?ber ribbons are contained Within a central tube, Which is 
located at the center of the ?ber optic cable. Further, strength 
members are positioned betWeen the central tube and an 
outer plastic jacket of the cable. In contrast, loose-tube ?ber 
optic cables typically include a number of relatively small 
buffer tubes that are positioned around a central strength 
member, and each buffer tube encloses a stack of optical 
?ber ribbons. The buffer tubes are longitudinally stranded 
around the central strength member, meaning that the buffer 
tubes are rotated around the central strength member along 
the length of the ?ber optic cable. 

It is conventional for the above-referenced tubes to be cut 
to obtain access to the optical ?bers therein. Access may be 
desired for purposes of inspection, for the purpose of form 
ing a splice betWeen optical ?bers, or the like. Such cutting 
of tubes that contain optical ?bers is inherently risky 
because it is possible that one or more of the optical ?bers 
contained in the tube Will be undesirably damaged by the 
cutting. The possibility of such undesirable damage is ever 
increasing as ?ber optic cables become more densely packed 
With optical ?bers. Inadvertently damaging optical ?bers in 
densely packed ?ber optic cables can be very 
disadvantageous, because it can be expensive to repair or 
rebuild such cables. 

SUMMARY OF THE INVENTION 

The present invention solves the above problems, and 
other problems, by providing a buffer encasement having a 
longitudinally extending interior surface that extends around 
and de?nes a longitudinally extending passage containing 
optical ?bers, With the interior surface closely bounding the 
stack, and the buffer encasement being easily removable 
from the stack. The optical ?bers are preferably arranged as 
a stack of optical ?ber ribbons. 

In accordance With one aspect of the present invention, 
the buffer encasement is easily removable from the stack 
because the buffer encasement is thin and is constructed of 
a material that is capable of being easily torn. More 
speci?cally, each optical ?ber ribbon comprises a pair of 
longitudinally extending opposite edges and a pair of lon 
gitudinally extending opposite surfaces that extend laterally 
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2 
betWeen the edges, and each optical ?ber ribbon has a 
thickness de?ned betWeen its opposite surfaces. In an end 
elevation vieW of the buffer encasement, at least a majority 
of the buffer encasement has a thickness de?ned betWeen 
interior and exterior surfaces of the buffer encasement. The 
thickness of the buffer encasement is not substantially 
greater than the thickness of each of the optical ?ber ribbons. 

In accordance With another aspect of the present 
invention, the buffer encasement de?nes a longitudinally 
extending Weakened portion that is capable of being more 
easily torn than the remainder of the buffer encasement. The 
Weakened portion is operative so that When the Weakened 
portion is torn the buffer encasement de?nes longitudinally 
extending edges on the opposite sides of the tear. The edges 
can be separated from one another to de?ne an opening 
therebetWeen through Which the stack of optical ?ber rib 
bons can be accessed. 

In accordance With another aspect of the present 
invention, the buffer encasement has a pair of longitudinally 
extending edges that can be separated to de?ne an opening 
therebetWeen through Which the stack of optical ?ber rib 
bons can be accessed. More speci?cally, the buffer encase 
ment can be in the form of a longitudinally extending piece 
of tape having longitudinally extending opposite edges 
de?ning an overlapping con?guration so that the tape 
encloses the stack of optical ?ber ribbons. The edges of the 
tape can be separated to provide a nonoverlapping con?gu 
ration in Which an opening is de?ned betWeen the edges and 
through Which the stack of optical ?ber ribbons can be 
accessed. 

In accordance With another aspect of the present 
invention, the buffer encasement is easily removable from 
the stack because the buffer encasement is easily torn. In 
accordance With one example, the buffer encasement is 
constructed of a polymeric material that contains one or 
more ?llers that increase the tearability of the polymeric 
material. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 perspective vieW of an optical module in accor 
dance With a ?rst embodiment of the present invention. 

FIG. 2 is an end elevation vieW of the optical module of 
FIG. 1. 

FIG. 3 is an isolated perspective vieW of an optical ?ber 
ribbon of the optical module of FIG. 1. 

FIG. 4 is an isolated end elevation vieW of a stack of 
optical ?ber ribbons of the optical module of FIG. 1. 

FIG. 5 is an end elevation vieW of the optical module of 
FIG. 1 in a skeWed con?guration, in accordance With the ?rst 
embodiment of the present invention. 

FIG. 6 is partially schematic, isolated end elevation vieW 
of a buffer encasement of the optical module of FIG. 1. 

FIG. 7 is a perspective vieW of an optical module in 
accordance With a second embodiment of present invention. 

FIG. 8 is a partially schematic, end elevation vieW of an 
optical module in accordance With a third embodiment of the 
present invention. 

FIG. 9 is a partially schematic, end elevation vieW of an 
optical module in accordance With fourth embodiment of the 
present invention. 

FIG. 10 is a perspective vieW of an optical module in 
accordance With a ?fth embodiment of present invention. 

FIG. 11 is an end elevation vieW of the optical module of 
FIG. 10. 
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FIG. 12 is a perspective vieW of an optical module in 
accordance With a sixth embodiment of resent invention. 

FIG. 13 is an end elevation vieW of the optical module 
FIG. 12. 

FIG. 14 an end elevation vieW of an optical module in 
accordance With a seventh embodiment of the present inven 
tion. 

FIG. 15 diagrammatically illustrates an assembly of 
manufacturing equipment that is operative for manufactur 
ing optical modules, in accordance With several methods of 
the present invention. 

FIG. 16 a schematic end elevation vieW of a ?ber optic 
cable in accordance With an eighth embodiment of the 
present invention. 

FIG. 17 is a schematic end elevation vieW of a ?ber optic 
cable in accordance With a ninth embodiment of the present 
invention. 

FIG. 18 is a schematic end elevation vieW of a ?ber optic 
cable in accordance With a tenth embodiment of the present 
invention. 

FIG. 19 is a schematic end elevation vieW of a ?ber optic 
cable in accordance With an eleventh embodiment of the 
present invention. 

FIG. 20 is a schematic an end elevation vieW of a ?ber 
optic cable in accordance With a tWelfth embodiment of the 
present invention. 

FIG. 21 is a schematic end elevation vieW of a ?ber optic 
cable in accordance With a thirteenth embodiment of the 
present invention. 

FIG. 22 isolated perspective vieW of a central member of 
a ?ber optic cable in accordance With a ?rst version of the 
thirteenth embodiment of the present invention. 

FIG. 23 is an isolated perspective vieW of a central 
member of a ?ber optic cable in accordance With a second 
version of the thirteenth embodiment of the present inven 
tion. 

FIG. 24 is a schematic end elevation vieW of a ?ber optic 
cable in accordance With a fourteenth embodiment of the 
present invention. 

FIG. 25 is a schematic end elevation vieW of a ?ber optic 
cable in accordance With a ?fteenth embodiment of the 
present invention. 

FIG. 26 is a schematic end elevation vieW of a ?ber optic 
cable in accordance With a sixteenth embodiment of the 
present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The present invention noW Will be described more fully 
hereinafter With reference to the accompanying draWings, in 
Which preferred embodiments of the invention are shoWn. 
This invention may, hoWever, be embodied in many different 
forms and should not be construed as limited to the embodi 
ments set forth herein; rather, these embodiments are pro 
vided so that this disclosure Will be thorough and complete, 
and Will fully convey the scope of the invention to those 
skilled in the art. Like numbers refer to like elements 
throughout. 

FIGS. 1—14 illustrate optical modules 30a, 30b, 30c, 30d, 
30e, 30f, 30g in accordance With preferred embodiments of 
the present invention. Methods of manufacturing the optical 
modules 30a, 30b, 30c, 30d, 30e, 30f, 30g are described With 
reference to FIG. 15, Which diagrammatically illustrates an 
assembly of manufacturing equipment. Each of the optical 
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4 
modules 30a, 30b, 30c, 30d, 30e, 30f, 30g in isolation can be 
characteriZed as a ?ber optic cable, or each of the optical 
modules can be a component of a ?ber optic cable that 
includes other components, such as an outer jacket that 
surrounds one or more optical modules. FIGS. 16—26 illus 
trate such ?ber optic cables and components thereof. 
Accordingly, this Detailed Description of the Invention 
section includes an Optical Modules subsection, a Methods 
of Manufacturing Optical Modules subsection, and a Fiber 
Optic Cables subsection. 
Optical Modules 

First Embodiment 
FIGS. 1 and 2 are perspective and end elevation vieWs, 

respectively, of an optical module 30a in accordance With a 
?rst embodiment of the present invention. The optical mod 
ule 30a extends in a longitudinal direction and is uniform 
along its length. The optical module 30a includes a longi 
tudinally extending ribbon stack 32a. The ribbon stack 32a 
is uniform along its length and is a stack of longitudinally 
extending optical ?ber ribbons 34. The optical module 30a 
further includes a longitudinally extending buffer encase 
ment 36a, Which is preferably in the form of a thin sheath, 
that is uniform along its length and extends around and 
closely encases the ribbon stack 32a. The buffer encasement 
36a can also be referred to or characteriZed as an enclosure. 
The buffer encasement 36a is preferably constructed of a 
polymeric material. Speci?cally, the buffer encasement 36a 
preferably has a modulus of elasticity betWeen approxi 
mately 5><104 pounds per square inch and 1><102 pounds per 
square inch, and most preferably the modulus of elasticity is 
approximately 5><103 pounds per square inch. 
As best seen in FIG. 2, in accordance With the ?rst 

embodiment, in an end elevation vieW thereof the optical 
module 30a de?nes a generally parallelogram-like shape 
having rounded comers. More speci?cally, as illustrated in 
FIGS. 1 and 2, the optical module 30a is in a generally 
rectangular con?guration, Which can also be characteriZed 
as a non-skeWed con?guration. For example, the optical 
module 30a can be characteriZed as being in the generally 
rectangular con?guration because, as best seen in FIG. 2, 
angles of approximately ninety degrees are de?ned betWeen 
the vertical and horiZontal segments of the buffer encase 
ment 36a. 
As shoWn in FIG. 2, a height “H” cross-dimension is 

de?ned betWeen opposite top and bottom sides of the optical 
module 30a. In addition, a Width “W” cross-dimension that 
is perpendicular to the height H is de?ned betWeen opposite 
right and left sides of the optical module 30a. As Will be 
discussed in greater detail beloW With reference to FIGS. 21 
and 24—26, ?ber optic cables having combinations of optical 
modules With different heights H and Widths W are Within 
the scope of the present invention. 

Throughout this Detailed Description of the Invention 
section of this disclosure, items are described in the context 
of speci?c orientations, such as horiZontal and vertical 
orientations. Those orientations are intended to provide a 
frame of reference to aid in the explanation of the present 
invention. The present invention can be described in the 
context of other orientations and is not limited to any 
speci?c orientation. 

FIG. 3 is a perspective vieW of a representative optical 
?ber ribbon 34 of the optical module 30a (FIGS. 1 and 2). 
In accordance With the present invention, one acceptable 
design for the optical ?ber ribbons 34 is described in US. 
Pat. No. 4,900,126, Which is incorporated herein by refer 
ence. More speci?cally, each optical ?ber ribbon 34 extends 
longitudinally and includes a lateral array of conventional 
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coated optical ?bers 38 that transmit light. Whereas eight 
optical ?bers 38 are shoWn in FIG. 3, it is generally preferred 
for there to be tWelve or tWenty-four optical ?bers in each 
optical ?ber ribbon 34, and it is Within the scope of the 
present invention for each optical ?ber ribbon to include a 
greater or lesser number of optical ?bers. 

Each optical ?ber ribbon 34 further includes a solidi?ed 
bonding material 40 that ?lls the interstices betWeen the 
optical ?bers 38, binds together the optical ?bers, and 
extends to the outside boundary of the optical ?ber ribbon 
34. Each optical ?ber ribbon 34 includes a pair of opposite 
edges 42, 44 that extend in the longitudinal direction, and a 
pair of opposite ?at lateral surfaces 46, 48 that extend 
laterally betWeen the edges 42, 44 and in the longitudinal 
direction. Referring back to FIG. 2, the generally rectangular 
con?guration of the optical module 30a is further charac 
teriZed by the ?at lateral surfaces 46, 48 (FIG. 3) of adjacent 
optical ?ber ribbons 34 being substantially entirely contigu 
ous. 

The solidi?ed bonding material 40 (FIG. 3) is acceptably 
a knoWn ultraviolet-curable matrix material that includes a 
resin, a diluent and a photoinitiator. The resin may include 
a diethylenic-terminated resin synthesiZed from a reaction of 
hydroxy-terminated alkyl acrylate With the reaction product 
of a polyester of polyethyl polyol of molecular Weight of 
1,000 to 6,000 With an aliphatic or aromatic diisocyanate, or 
diethylenic-terminated resin synthesiZed from the reaction 
of glycidyl acrylate With a carboxylic-terminated polymer or 
polyether of molecular Weight 1,000 to 6,000. The diluent 
may include monofunctional or multifunctional acrylic acid 
esters having a molecular Weight of 100 to 1,000 or 
N-vinylpyrrolidinone. For the photoinitiator, the composi 
tion may include ketonic compounds such as 
diethoxyacetophenone, acetophenone, benZophenone, 
benZoin, anthraquinone, and benZil dimethyl ketal. In a 
typical composition, the bonding matrix may include a resin 
(50—90%), diluents (5—40%), and a photoinitiator (1—10%). 
All percentages are by Weight unless otherWise noted. Other 
bonding matrices may include a methacrylate, an ultraviolet 
curing epoxide or an unsaturated polyester. 

FIG. 4 is an isolated end elevation vieW of the ribbon 
stack 32a of the optical module 30a (FIGS. 1 and 2) in the 
generally rectangular con?guration. That is, as illustrated in 
FIG. 4, the ribbon stack 32a de?nes a generally rectangular 
shape and the ?at lateral surfaces 46, 48 (FIG. 3) of adjacent 
optical ?ber ribbons 34 are substantially entirely contiguous. 
In FIG. 4, the ribbon stack 32a is illustrated as including four 
optical ?ber ribbons 34, With each of the optical ?ber 
ribbons containing eight optical ?bers 38. In FIG. 4 only a 
feW of the optical ?bers 38 are speci?cally identi?ed With 
their reference numeral. In accordance With the ?rst 
embodiment, it is preferred for the ribbon stack 32a to be in 
the form of a stack of tWelve longitudinally extending 
optical ?ber ribbons 34, With each optical ?ber ribbon 
including a laterally extending one-dimensional array of 
tWelve optical ?bers 38. HoWever, ribbon stacks 32a con 
taining different numbers of optical ?ber ribbons 34 and 
optical ?ber ribbons containing different numbers of optical 
?bers 38 are Within the scope of the present invention. 

In accordance With the ?rst embodiment, the buffer 
encasement 36a (FIGS. 1 and 2) may or may not be adhered 
to the ribbon stack 32a. As best seen in FIG. 4, the ribbon 
stack 32a has a top side 52, bottom side 54, right side 56, and 
left side 58. In accordance With an unadhered version of the 
?rst embodiment, Which is most preferred, the buffer encase 
ment 36a is not adhered to the sides 52, 54, 56, 58 of the 
ribbon stack, so that the ribbon stack can move relative to the 
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6 
buffer encasement. As Will be discussed in greater detail 
beloW, in accordance With this unadhered version, each of 
the sides 52, 54, 56, 58 is lubricated, in contact With the 
interior surface of the buffer encasement 36a, and can move 
longitudinally relative to the buffer encasement. In contrast, 
in accordance With an adhered version of the ?rst 
embodiment, the buffer encasement 36a is adhered to the 
sides 52, 54, 56, 58 of the ribbon stack 32a, so that the 
ribbon stack is restricted from moving relative to the buffer 
encasement. 

As best seen in FIG. 4, in accordance With the ?rst 
embodiment, interstices 50 that are arranged along the right 
and left sides 56, 58 of the ribbon stack 32a are de?ned 
betWeen the edges 42, 44 (FIG. 3) of adjacent optical ?ber 
ribbons 34. As best seen in FIG. 2, in accordance With the 
illustrated version of the ?rst embodiment, interstices 50 are 
not ?lled by the buffer encasement 36a. In accordance With 
another version of the ?rst embodiment, the interstices 50 
are ?lled by the buffer encasement 36a. Whether or not the 
interstices 50 are ?lled by the buffer encasement 36a gen 
erally depends on the method by Which, and the material 
from Which, the buffer encasement is formed. As Will be 
discussed in greater detail beloW, numerous methods for 
forming the buffer encasement 36a are Within the scope of 
the present invention. 
As shoWn in FIG. 4, each optical ?ber ribbon 34 de?nes 

approximately the same thickness T1. As best seen in FIG. 
6, Which is an isolated end elevation vieW of the buffer 
encasement 36a of the optical module 30a (FIGS. 1 and 2) 
in the rectangular con?guration, the buffer encasement 36a 
can be characteriZed as including four separate Walls, each 
of Which de?nes approximately the same thickness T2. In 
accordance With the ?rst embodiment, the thickness T1 
(FIG. 4) of each of the optical ?ber ribbons 34 in (FIGS. 
1—3) is preferably at least approximately as great as the 
thickness T2 of the buffer encasement 36a. Stated more 
speci?cally and differently, in accordance With the ?rst 
embodiment in the entirety of the buffer encasement 36a has 
a thickness of approximately T2 that is preferably not greater 
than the thickness T1 of each optical ?ber ribbon 34. In 
accordance With the ?rst embodiment, the thickness T1 of 
each optical ?ber ribbon 34 is approximately 0.012 to 0.02 
inches, or most preferably approximately 0.012 inches. In 
accordance With the ?rst embodiment, the thickness T2 of 
the buffer encasement 36a is approximately 0.003 to 0.012 
inches, or more preferably approximately 0.007 to 0.012 
inches, or most preferably approximately 0.008 to 0.009 
inches. 

FIG. 5 is an end elevation vieW of the optical module 30a 
in a skeWed con?guration, in accordance With the ?rst 
embodiment. For example, the optical module 30a can be 
characteriZed as being in the skeWed con?guration because 
oblique angles are de?ned betWeen the generally vertical 
and horiZontal segments of the buffer encasement 36a, and 
the lateral surfaces 46, 48 (FIG. 3) of adjacent optical ?ber 
ribbons 34 are not entirely contiguous. That is, adjacent 
optical ?ber ribbons 34 are at least partially laterally dis 
placed from one another. Because the buffer encasement 36a 
is constructed of a relatively thin ?exible material, the 
optical ?ber ribbons 34 are capable of sliding laterally 
relative to one another When oppositely oriented lateral 
forces are applied against the optical module 30a, so that the 
optical module transitions from the generally rectangular 
con?guration (FIGS. 1 and 2) to the skeWed con?guration. 
That is, the buffer encasement 36a is constructed and 
arranged to be ?exible enough to alloW the optical ?ber 
ribbons 34 to slide laterally relative to one another so that, 
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in an end elevation vieW thereof, the stack can transition 
from an approximately rectangular arrangement to the 
skewed con?guration. The buffer encasement 36a is further 
constructed and arranged to be rigid enough to maintain the 
stack of optical ?ber ribbons 34 in a stacked con?guration 
When the optical module 30a is transitioned from the gen 
erally rectangular con?guration to the skeWed con?guration. 
Further, the buffer encasement 36a is constructed and 
arranged so that the optical module 30a is biased toWard the 
generally rectangular con?guration. 

In accordance With the illustrated version of the ?rst 
embodiment, the ability of the optical module 30a to be 
readily transitioned betWeen the generally rectangular con 
?guration (FIGS. 1 and 2) and the skeWed con?guration 
(FIG. 5) is enhanced by virtue of the interstices 50 (FIG. 4) 
de?ned betWeen the edges 42, 44 (FIG. 3) of adjacent optical 
?ber ribbons 34 not being ?lled by the buffer encasement 
36a. Further, in accordance With the unadhered version of 
the ?rst embodiment, a coating of lubricant (not shoWn), 
such as oil or the like, as Will be discussed in greater detail 
beloW, is upon the edges 42, 44 and lateral surfaces 46, 48 
(FIG. 3) of each of the optical ?ber ribbons 34. The lubricant 
enhances the ability of the optical ?ber ribbons 34 to be 
moved laterally and longitudinally relative to one another 
and relative to the buffer encasement 36a. Therefore, the 
lubricant enhances the ability of the optical module 30a to 
be transitioned betWeen the generally rectangular con?gu 
ration and the skeWed con?guration. 
As best seen in FIG. 6, the buffer encasement 36a includes 

an interior surface 60a and an exterior surface 62a. The 
interior surface 60a extends around and de?nes a longitu 
dinally extending passage 64. In accordance With the ?rst 
embodiment, in both the generally rectangular con?guration 
(FIGS. 1 and 2) and the skeWed con?guration (FIG. 5), the 
interior surface 60a closely bounds the periphery of the 
ribbon stack 32a (FIGS. 1, 2, and 3) and the exterior surface 
62a closely bounds the interior surface. The close bounding 
of the interior and exterior surfaces 60a, 60b provides for 
ef?cient packaging of multiple of the optical modules 30a 
(FIGS. 1, 2, and 5), as Will be discussed in greater detail 
beloW. More speci?cally, in an end elevation vieW of the 
optical module 30a during both the generally rectangular 
con?guration and the skeWed con?guration, the interior 
surface 60a de?nes a shape that is substantially similar to the 
shape de?ned by the periphery of the ribbon stack 32a 
(FIGS. 1, 2, 4, and 5), With substantially the only difference 
betWeen the shapes being that the interstices 50 (FIG. 4) are 
not ?lled by the buffer encasement 36a. In addition, in the 
end elevation vieW of the optical module 30a during both the 
generally rectangular con?guration and the skeWed 
con?guration, the exterior surface 62a also de?nes a shape 
that is substantially similar to the shape de?ned by the 
periphery of the ribbon stack 32a, With substantially the only 
difference betWeen the shapes being that the interstices 50 
are not ?lled by the buffer encasement 36a. In both the 
generally rectangular con?guration and the skeWed 
con?guration, in the end elevation vieW of the optical 
module 30a, the periphery of the ribbon stack 32a bounds a 
?rst area and the interior surface of the buffer encasement 
36a bounds a second area, and the ?rst and second areas are 
approximately equal. 

In accordance With a ?rst version of the ?rst embodiment, 
the buffer encasement 36a is homogenous, meaning that all 
portions of the buffer encasement have approximately the 
same properties, such as hardness and modulus of elasticity. 
As best understood With reference to FIG. 6, in accordance 
With a second version of the ?rst embodiment, the buffer 
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8 
encasement 36a has an inner portion 68a and an outer 
portion 70a that are preferably not physically separate from 
one another but that have different properties, such as 
hardness and modulus of elasticity. Although there is not 
necessarily a clearly visible distinction betWeen the inner 
and outer portions 68a, 70a With the naked eye and the 
transition betWeen the inner and outer portions may be 
gradual, for purposes of explanation a separation line 66 is 
illustrated by broken lines in FIG. 6 to demonstrate a 
boundary betWeen the inner and outer portions. In accor 
dance With the second version of the ?rst embodiment, the 
outer portion 70a has a hardness and modulus of elasticity 
that are greater than the hardness and modulus of elasticity 
of the inner portion 68a. More speci?cally, in accordance 
With the second version of the ?rst embodiment, the inner 
portion 68a of the buffer encasement 36a preferably has a 
modulus of elasticity betWeen approximately 2><104 pounds 
per square inch and 1><102 pounds per square inch, and most 
preferably the modulus of elasticity of the inner portion is 
approximately 1><103 pounds per square inch. In contrast, in 
accordance With the second version of the ?rst embodiment, 
the outer portion 70a of the buffer encasement 36a prefer 
ably has a modulus of elasticity betWeen approximately 
6><105 pounds per square inch and 2><104 pounds per square 
inch, and most preferably the modulus of elasticity of the 
outer portion is approximately 2><105 pounds per square. 

In accordance With the ?rst embodiment, it is preferred for 
the optical ?bers 38 and the optical ?ber ribbons 34 to be 
conventionally color-coded or marked With identifying 
indicia, or the like, for identi?cation purposes. It is preferred 
for the buffer encasement 36a to be clear so that the 
identifying colors or markings of the optical ?ber ribbons 34 
and/or optical ?bers 38 can be seen through the buffer 
encasement. Alternatively or in addition, different buffer 
encasements 36a are color-coded or marked With identifying 
indicia, or the like, for identi?cation purposes. 

In accordance With a version of the ?rst embodiment, the 
buffer encasement 36a can be easily torn so that the buffer 
encasement can be easily removed from the ribbon stack 
32a. In accordance With one example of this easily torn 
version, the buffer encasement 36a has an ultimate tensile 
strength of less than approximately 2><103 pounds per square 
inch and a thickness T2 (FIG. 6) of less than approximately 
0.020 inches. In accordance With this example of the easily 
torn version, the buffer encasement 36a is acceptably con 
structed of loW-density polyethylene, or the like. 

In accordance With another example of the easily torn 
version, the buffer encasement 36a is easily tearable because 
it is constructed of a polymeric material that contains one or 
more ?llers, such as inorganic ?llers, that reduce the elon 
gation and/or tensile strength of the polymeric material. 
Preferably this easily tearable buffer encasement has a 
tensile strength of less than approximately 2,000 pounds per 
square inch, an elongation of less than approximately 400 
percent, and most preferably less than approximately 200 
percent. In accordance With this example, suitable base 
resins or polymers include polyethylene, ethylene-vinyl 
acetate, ethylene-acrylic acid, or the like. In accordance With 
this example, suitable ?llers include talc, calcium carbonate, 
aluminum trihydrate, or the like. 
Second Embodiment 
FIG. 7 is a perspective vieW of an optical module 30b in 

accordance With a second embodiment of the present inven 
tion. The optical module 30b of the second embodiment is 
identical to the optical module 30a (FIGS. 1, 2, and 5) of the 
?rst embodiment, except for noted variations and variations 
apparent to those of ordinary skill in the art. 
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In accordance With the second embodiment, the ribbon 
stack 32b of the optical module 30b is longitudinally tWisted 
When its buffer encasement 36b is formed therearound, and 
the buffer encasement 36b is suf?ciently rigid to hold the 
ribbon stack 32b in its tWisted con?guration. In addition, as 
described above for the ?rst embodiment, the buffer encase 
ment 36a of the second embodiment is relatively thin and 
conforms closely to the exterior surface of the ribbon stack 
32a. As a result, the longitudinally extending four corners 71 
of the buffer encasement 36a are arranged so as to de?ne a 
longitudinal tWist that corresponds to the tWist of the ribbon 
stack 32b, as is shoWn in FIG. 7. That is, the exterior surface 
62b of the buffer encasement 36b de?nes ridge-like corners 
71, Which can be characteriZed as ridges, that de?ne a lay 
length that corresponds to the lay length of the tWisted 
ribbon stack 32b. The corners 71 are preferably someWhat 
rounded. 

The optical module 30b can have a continues helical tWist 
or an S-Z tWist. More speci?cally, the ribbon stack 32b can 
be longitudinally tWisted in the same direction for the entire 
length of the buffer encasement 36b to provide the continu 
ous helical tWist. In contrast, it is preferred for the longitu 
dinal tWisting of the ribbon stack 32b to be periodically 
reversed, so that the optical module 30b has What is referred 
to by those of ordinary skill in the art as an S-Z tWist. In this 
regard, along a ?rst section of the buffer encasement 36b the 
ribbon stack 32b is longitudinally tWisted in a ?rst direction 
to de?ne a lay length, and the ribbon stack is longitudinally 
tWisted in an opposite second direction along a contiguous 
second section of the buffer encasement to again de?ne the 
lay length. The lay length is the longitudinal distance in 
Which the ribbon stack 32b makes a complete revolution. 
That alternating tWisting pattern is repeated along the entire 
length of the ribbon stack 30b. In accordance With the 
second embodiment, the lay length of the S-Z tWist is 
preferably in the range of approximately tWelve to thirty-six 
inches, and most preferably the lay length is approximately 
tWenty-four inches. 

Third Embodiment 
FIG. 8 is an end elevation vieW of an optical module 30c 

in accordance With a third embodiment of the present 
invention. The optical module 30c of the third embodiment 
is identical to the optical module 30a (FIGS. 1, 2, and 5) of 
the ?rst embodiment, except for noted variations and varia 
tions apparent to those of ordinary skill in the art. 

In accordance With the third embodiment, the buffer 
encasement 36c de?nes a longitudinally extending Weak 
ened portion. The Weakened portion preferably extends for 
the length of the optical module 30c and is preferably in the 
form of a longitudinally extending frangible portion 72. 
Whereas the frangible portion 72 is shoWn in the form of a 
trough-like cutout, the frangible portion can be in the form 
of a series of perforations or other voids or means that 
Weaken the buffer encasement 36c.The buffer encasement 
36c can be manually longitudinally torn along the frangible 
portion 72 more easily than the buffer encasement can be 
torn at other locations. Nonetheless, the frangible portion 72 
is preferably constructed and arranged so that it does not tear 
inadvertently. 

The frangible portion 72 is longitudinally torn to provide 
access to the optical ?ber ribbons 34 contained Within the 
buffer encasement 36c. More speci?cally, by tearing the 
buffer encasement 36c along the frangible portion 72, oppo 
site longitudinally extending torn edges 74, 76, Which are 
illustrated by broken lines in FIG. 8, are formed. The torn 
edges 74, 76 are manually lifted aWay from the optical ?ber 
ribbons 34 contained by the buffer encasement 36c so that a 
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10 
longitudinally extending opening 78c is de?ned betWeen the 
torn edges, as is illustrated by broken lines in FIG. 8. The 
optical ?ber ribbons 34 contained by the buffer encasement 
36c can be accessed through the opening 78c. In accordance 
With an alternative embodiment of the present invention, the 
buffer encasement 36c is constructed of a material that can 
be easily torn so that the buffer encasement can be readily 
manually longitudinally torn Without including a frangible 
portion 72. 

Fourth Embodiment 
FIG. 9 is an end elevation vieW an optical module 30a' in 

accordance With a fourth embodiment of the present inven 
tion. The optical module 30d of the fourth embodiment is 
identical to the optical module 30a (FIGS. 1, 2, and 5) of the 
?rst embodiment, except for noted variations and variations 
apparent to those of ordinary skill in the art. 

In accordance With the fourth embodiment, the buffer 
encasement 36a' is preferably a longitudinally extending 
piece of polymeric ?lm or tape. The tape preferably cannot 
be penetrated by Water and/or may be coated With a con 
ventional poWder that absorbs Water, or the like. The buffer 
encasement 36d includes opposite longitudinally extending 
edges 80, 82 that overlap one another so the optical ?ber 
ribbons 34 are enclosed Within the buffer encasement. 
The surfaces of the edges 80, 82 that are overlapping and 

facing one another are preferably held together by a con 
ventional adhesive so that those edges remain in their 
overlapping arrangement. In accordance With the unadhered 
version of the fourth embodiment, the adhesive does not 
cover the entire interior surface of the buffer encasement 36d 
so the optical ?ber ribbons 34 contained by the buffer 
encasement can move relative to one another and relative to 

the buffer encasement. In accordance With the adhered 
version of the fourth embodiment, the entire interior surface 
of the buffer encasement 36a' is be covered by the adhesive 
so that movement of the optical ?ber ribbons 34 relative to 
one another as Well as relative to the buffer encasement is 

impeded. 
In accordance With the fourth embodiment, When access 

to the optical ?ber ribbons 34 Within the buffer encasement 
36c is desired, the edges 80, 82 are manually separated to 
provide access to the optical ?ber ribbons Within the buffer 
encasement. More speci?cally, the separated edges 80, 82 
are lifted aWay from the optical ?ber ribbons 34 contained 
by the buffer encasement 36d so that a longitudinally extend 
ing opening 78a' is de?ned betWeen the edges, as is illus 
trated by broken lines in FIG. 9. The optical ?ber ribbons 34 
contained by the buffer encasement 36d can be accessed 
through the opening 78d. In addition, the edges 80, 82 can 
be returned to their original con?gurations to again fully 
enclose the optical ?ber ribbons 34, if desired. 

In accordance With an alternative embodiment of the 
present invention, the polymeric tape or sheet from Which 
the buffer encasement 36a' is constructed is Wrapped heli 
cally around the optical ?ber ribbons 34 to form the buffer 
encasement, rather than being longitudinally applied to the 
optical ?ber ribbons. 

Fifth Embodiment 
FIGS. 10 and 11 are perspective and end elevation vieWs, 

respectively, of an optical module 306 in accordance With a 
?fth embodiment of the present invention. The optical 
module 306 of the ?fth embodiment is identical to the optical 
module 30a (FIGS. 1, 2, and 5) of the second version of the 
?rst embodiment, Which is discussed above With reference 
to FIG. 6, except for noted variations and variations apparent 
to those of ordinary skill in the art. 

In accordance With the ?fth embodiment, the buffer 
encasement 366 has multiple plies. More speci?cally, the 


















