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(57) ABSTRACT 

A focus detecting device includes a defocus amount detect 
ing circuit for detecting an amount of defocus obtained at 
each of a plurality of focus areas disposed Within an image 
plane, a selecting circuit for, on the basis of amounts of 
defocus detected respectively at the plurality of focus areas, 
dividing the plurality of focus areas into a plurality of groups 
and selecting a focus area capturing a target object from 
among the plurality of groups, a posture sensor for detecting 
a posture of an apparatus, a Weighting circuit for, on the 
basis of positions of the plurality of focus areas Within the 
image plane, dividing the plurality of focus areas into a 
plurality of groups and respectively Weighting the plurality 
of groups, the Weighting circuit making grouping of the 
plurality of focus areas differently according to the posture 
of the apparatus, and a deciding circuit for deciding at least 
one focus area from among the plurality of focus areas by 
adding a result of Weighting made by the Weighting circuit 
to a result of selection made by the selecting circuit. 

6 Claims, 12 Drawing Sheets 
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FOCUS DETECTING DEVICE AND 
APPARATUS HAVING THE SAME 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to a focus detecting device 
having a plurality of focus areas Within an image plane or an 
apparatus having the focus detecting device. 

2. Description of Related Art 
Some of knoWn focus detecting devices are arranged to 

split the exit pupil of a photo-taking lens by an optical 
system of a focus detecting system, to receive tWo object 
images formed by light ?uxes passing through the split pupil 
areas on an array of photoelectric conversion elements, such 
as a CCD sensor array, to detect the focusing state of the 
photo-taking lens from the output of the photoelectric con 
version element array, and to drive the photo-taking lens on 
the basis of the result of detection. 

The basic concept of focus detection Which has been 
knoWn as shoWn in FIG. 12 is brie?y described beloW. 

Referring to FIG. 12, a ?eld lens 83 is set on the optical 
axis of a photo-taking lens 81 the focus of Which is to be 
detected. TWo secondary image forming lenses 84a and 84b 
are disposed in rear of the ?eld lens 83 at positions sym 
metrical With respect to the optical axis. Photoelectric con 
version element arrays 85a and 85b are disposed further in 
rear of the secondary image forming lenses 84a and 84b. 
Diaphragms 86a and 86b are set respectively in the neigh 
borhood of the secondary image forming lenses 84a and 
84b. The ?eld lens 83 is arranged to approximately image 
the exit pupil of the photo-taking lens 81 on the pupil planes 
of the tWo secondary image forming lenses 84a and 84b. As 
a result, light ?uxes incident respectively on the secondary 
image forming lenses 84a and 84b come to make their exits 
from areas of equal siZes Which correspond respectively to 
the secondary image forming lenses 84a and 84b on the exit 
pupil plane of the photo-taking lens 81 and never overlap 
each other. 

Space images formed in the neighborhood of the ?eld lens 
83 are reimaged by the secondary image forming lenses 84a 
and 84b on the surfaces of the photoelectric conversion 
element arrays 85a and 85b. The tWo images on the photo 
electric conversion element arrays 85a and 85b change their 
positions according to changes of image position in the air 
in the direction of the optical axis. Therefore, the focusing 
state of the photo-taking lens 81 can be found by detecting 
the amount of displacement (deviation) taking place in the 
relative positions of the tWo images on the photoelectric 
conversion element arrays 85a and 85b. 
A method for processing photoelectrically-converted 

image signals outputted from the photoelectric conversion 
element arrays 85a and 85b is Well knoWn. Therefore, the 
details of this method are omitted from the description given 
here. In brief, an arithmetic operation is performed on some 
correlative functions While electrically (virtually) shifting 
the image signals. 

With the displacement of the relative positions obtained in 
this manner, the amount of focus deviation, i.e., the so-called 
amount of defocus, of the photo-taking lens is detected. 

According to the above-stated defocus-amount detecting 
method, a pair of sensors are arranged to extract only the 
luminance distribution of a speci?c area of an object space. 
It is, therefore, impossible to compute the amount of defocus 
for any object that has no luminance distribution Within that 
speci?c area. 
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2 
To solve this problem, a method Was disclosed in Japa 

nese Patent Publication No. SHO 59-28886 and Japanese 
Laid-Open Patent Application No. SHO 62-212611. This 
method permits focus detection for a greater number of 
objects by arranging a plurality of sensor pairs and focus 
detecting optical systems corresponding thereto and by 
extracting luminance distributions obtained Within a plural 
ity of object areas. 

In the case of this method, small areas for Which focus is 
detectable are called focus-detection points. Then, a plural 
ity of focus-detection points are arranged Within a vieW 
?nder ?eld to correspond to many objects. 

For example, the focus-detection points to be used for 
focus detection are arranged horiZontally as indicated by 
reference numerals 600 to 604 in FIG. 13. As regards a 
method for ?nally obtaining an amount of defocus from a 
plurality of focus detecting mechanisms Which correspond 
to these focus-detection points, a near-point priority algo 
rithm in Which Weight is attached to a central focus 
detection point is Well knoWn. 

FIG. 14 is a How chart shoWing an automatic focus 
detection point selection algorithm in Which Weight is 
attached to a central focus-detection point. In the How chart 
of FIG. 14, the focus-detection points are indicated as AF 
points. The automatic focus-detection point selection algo 
rithm is carried out as folloWs. 

At a step S501, a check is made for any focus-detection 
point in Which focus is detectable (focus-detectable focus 
detection point) among the ?ve focus-detection points. If 
there is no focus-detectable focus-detection point, the How 
of operation comes to an end and returns to a main routine 
Which is not shoWn. If there is any focus-detectable focus 
detection point, the How proceeds from the step S501 to a 
step S502. At the step S502, a check is made to ?nd if the 
number of focus-detectable focus-detection points is one. If 
so, the How proceeds to a step S507. If not, the How proceeds 
to a step S503. At the step S507, the one focus-detectable 
focus-detection point is selected for obtaining an amount of 
defocus. 
At the step S503, With the number of focus-detectable 

focus-detection points found at the step S502 to be not one 
but tWo or more, a check is made to ?nd if the focus 
detectable focus-detection points include a central focus 
detection point. If not, the How directly proceeds to a step 
S505. If so, the How proceeds to a step S504. At the step 
S504, a check is made to ?nd if focus information obtained 
at the central focus-detection point indicates a near distance. 
If so, the How proceeds to the step S505. 

In other Words, the How of operation proceeds to the step 
S505 either if the central focus-detection point is a focus 
detectable focus-detection point and indicates a near dis 
tance or if the central focus-detection point is not a focus 
detectable focus-detection point. At the step S505, a check 
is made to ?nd if the number of focus-detectable focus 
detection points indicative of near distances is larger than the 
number of focus-detectable focus-detection points indicative 
of far distances. If so, the How proceeds to a step S506 on 
the assumption that a main object of shooting is located at 
a near distance. If not, the How proceeds to a step S510 on 
the assumption that the main object is located at a far 
distance. At the step S506, a focus-detectable focus 
detection point indicative of the nearest distance is selected 
for obtaining an amount of defocus. At the step S510, taking 
the depth of ?eld into consideration, a focus-detectable 
focus-detection point indicative of the nearest distance 
among focus-detectable focus-detection points indicative of 
far distances is selected for obtaining an amount of defocus. 
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Further, if the focus information obtained at the central 
focus-detection point at the step S504 indicates a far 
distance, the ?oW proceeds from the step S504 to a step 
S508. At the step S508, a check is made to ?nd if the number 
of focus-detectable focus-detection points indicative of far 
distances is larger than the number of focus-detectable 
focus-detection points indicative of near distances. If so, the 
?oW proceeds to a step S509, on the assumption that the 
main object of shooting is located at a far distance including 
the central focus-detection point, and the central focus 
detection point is selected for obtaining an amount of 
defocus. If not, the ?oW proceeds to the step S506 to select 
the focus-detection point indicative of the nearest distance 
for obtaining an amount of defocus. 

According to the prior art described above, if some of 
focus-detection points are found to permit focus detection, 
one of the focus-detectable focus-detection points is auto 
matically selected as a focus-detection point to be used for 
obtaining an amount of defocus. 

BRIEF SUMMARY OF THE INVENTION 

In accordance With one aspect of the invention, there is 
provided a focus detecting device for deciding at least one 
focus area from among a plurality of focus areas disposed 
Within an image plane, the focus detecting device compris 
ing selecting means for, on the basis of amounts of defocus 
detected respectively at the plurality of focus areas, dividing 
the plurality of focus areas into a plurality of groups and 
selecting a focus area capturing a target object from among 
the plurality of groups, Weighting means for, on the basis of 
positions of the plurality of focus areas Within the image 
plane, dividing the plurality of focus areas into a plurality of 
groups and respectively Weighting the plurality of groups, 
and deciding means for deciding at least one focus area from 
among the plurality of focus areas by adding a result of 
Weighting made by the Weighting means to a result of 
selection made by the selecting means, the Weighting means 
performing the grouping and the Weighting differently 
according to a posture of an apparatus. Accordingly, it is 
possible to decide an optimum focus area from among the 
plurality of focus areas irrespective of the posture of the 
apparatus. 

The above and other aspects and features of the invention 
Will become apparent from the folloWing detailed descrip 
tion of a preferred embodiment thereof taken in connection 
With the accompanying draWings. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWING 

FIG. 1 is a diagram shoWing the optical layout of a 
single-lens re?ex camera to Which the invention is applied. 

FIG. 2 is a diagram shoWing the arrangement of focus 
detection points Within the vieW?nder of the single-lens 
re?ex camera shoWn in FIG. 1. 

FIGS. 3(a) and 3(b) are appearance vieWs shoWing the 
upper side and the rear side of the single-lens re?ex camera 
shoWn in FIG. 1, respectively. 

FIG. 4 is a block diagram shoWing the circuit arrangement 
of the single-lens re?ex camera shoWn in FIG. 1. 

FIGS. 5(a) and 5(b) are diagrams shoWing all segments of 
a monitor LCD shoWn in FIG. 3(a) and all segments of an 
intravieW?nder LCD, respectively. 

FIGS. 6(a) to 6(h) are diagrams for explaining the display 
states of a part of the monitor LCD shoWn in FIG. 3(a). 

FIG. 7 is a ?oW chart shoWing in part a focus-detection 
point automatic selecting algorithm to be carried out by the 
single-lens re?ex camera shoWn in FIG. 1. 
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FIG. 8 is a ?oW chart shoWing another part of the ?oW of 

operation continuing from FIG. 7. 
FIG. 9 is a diagram for explaining a ?rst example of 

dividing of focus-detection points into groups. 
FIG. 10 is a diagram for explaining a second example of 

dividing of focus-detection points into groups. 
FIG. 11 is a diagram for explaining a third example of 

dividing of focus-detection points into groups. 
FIG. 12 is a diagram for explaining the optical system of 

an ordinary focus detecting device of the secondary image 
forming type. 

FIG. 13 is a diagram shoWing, by Way of example, a 
vieW?nder ?eld of a conventional camera. 

FIG. 14 is a ?oW chart shoWing a conventional focus 
detection point automatic selecting algorithm. 

DETAILED DESCRIPTION OF THE 
INVENTION 

Hereinafter, a preferred embodiment of the invention Will 
be described in detail With reference to the draWings. 

FIGS. 1 to 9 relate to the embodiment of the invention. 
FIG. 1 is a diagram shoWing the optical layout of a single 
lens re?ex camera having a focus detecting device according 
to the embodiment of the invention. FIG. 2 is a diagram 
shoWing the arrangement of focus-detection points Within a 
vieW?nder. 

Referring to FIG. 1, a photo-taking lens 1 is shoWn, for the 
sake of expediency, as having tWo lenses 1a and 1b. In 
actuality, hoWever, the photo-taking lens 1 is composed of a 
number of lenses. A main mirror 2 is arranged to be 
obliquely set in a photo-taking optical path for photo-taking 
or moved to a retracted position for observing images. A 
submirror 3 is arranged to re?ect a light ?ux passing through 
the main mirror 2 toWard the loWer part of a camera body. 
The camera has a shutter 4 and a photosensitive member 5 
Which is a silver-halide ?lm, a solid-state image sensor, such 
as a CCD or MOS, or a camera tube such as a vidicon or the 

like. 
A focus detecting device 6 is of a knoWn phase-difference 

type and includes a ?eld lens 6a Which is disposed in the 
neighborhood of an image forming plane, re?ection mirrors 
6b and 6c, a secondary image forming lens 6d, a diaphragm 
6e, and a line sensor 6f Which is an image-signal accumu 
lating type sensor, such as a CCD or the like, consisting of 
a plurality of photoelectric conversion element arrays. As 
shoWn in FIG. 2, the focus detecting device is arranged 
according to the invention to be capable of detecting focus 
at each of a total of seven focus-detection points, including 
?ve focus-detection points 200 to 204 Which are horiZontally 
aligned and tWo focus-detection points 205 and 206 Which 
are vertically aligned in addition to the horiZontal alignment. 
A focusing screen 7 is set on a prescribed image forming 

plane of the photo-taking lens 1. A pentagonal prism 8 is 
arranged to change a vieW?nder optical path. An image 
forming lens 9 and a light measuring sensor 10 are arranged 
in combination to measure the luminance of the object of 
shooting obtained Within an observation image plane. The 
image forming lens 9 is arranged to set the focusing screen 
7 and the light measuring sensor 10 in a conjugate relation 
to each other. An eyepiece lens 11 is arranged in rear of the 
exit side of the pentagonal prism 8 to enlarge the visual ?eld 
of the vieW?nder. 
A vieW?nder optical system is formed by the main mirror 

2, the focusing screen 7, the pentagonal prism 8 and the 
eyepiece lens 11. 



US 6,404,986 B1 
5 

A ?eld mask 23 is arranged to de?ne the ?eld area of the 
view?nder. An intravieW?nder LCD 24 is provided for 
displaying photo-taking information outside of the vieW 
?nder ?eld. The intravieW?nder LCD 24 is illuminated With 
an illumination LED (F-LED) 25. A light passing through 
the intravieW?nder LCD 24 is led into the vieW?nder by a 
triangle prism 26 to make a display outside of the vieW?nder 
?eld, as shoWn in FIG. 2. This display enables the user of the 
camera to knoW photo-taking information of varied kinds. A 
posture sensor 27 is arranged to detect Whether the camera 
is in a vertical posture or a horiZontal posture. In the case of 
the vertical posture, the posture sensor 27 is capable of 
making a discrimination betWeen a skyWard or earthWard 
posture of a release button 41 of the camera. 
A diaphragm 31 is disposed inside of the photo-taking 

lens 1. Adiaphragm driving device 32 includes a diaphragm 
driving circuit 111. A motor 33 is provided for driving the 
photo-taking lens 1. A lens driving member 34 is composed 
of a driving gear, etc. A photo-coupler 35 is arranged to 
detect the rotation of a pulse plate 36 Which is interlocked 
With the lens driving member 34 and to send information on 
the rotation of the pulse plate 36 to a focus adjusting circuit 
110. The focus adjusting circuit 110 is arranged to cause the 
lens driving motor 33 to drive the photo-taking lens 1 to a 
predetermined extent on the basis of this information and 
information on a lens driving amount coming from the 
camera body. The lens driving motor 33 is thus caused to 
move the photo-taking lens 1 to its in-focus position. 
A distance information code plate 37 is provided for 

obtaining information on a distance from the camera to an 
object of shooting by detecting the position of the photo 
taking lens 1. The distance information code plate 37 has a 
code pattern arranged, for example, to indicate distance 
positions from a nearest distance position to an in?nitely 
distant position With 4 bits or thereabout. The distance 
information code plate 37 is thus arranged to be capable of 
detecting an object distance obtained at an in-focus position 
by using a brush contact Which is not shoWn. A focal length 
information code plate 38 is provided for detecting the focal 
length of the photo-taking lens 1. The focal length informa 
tion code plate 38 is arranged to be capable of detecting a 
focal length corresponding to the Zooming movement of the 
photo-taking lens 1 by using a brush contact Which is not 
shoWn. Both the code plates 37 and 38 are connected to the 
focus adjusting circuit 110. Mount contacts 39 are arranged 
in a knoWn manner as an interface betWeen the camera body 
and the photo-taking lens 1. 

FIGS. 3(a) and 3(b) shoW the upper and rear sides of the 
above-stated single-lens re?ex camera. Referring to FIGS. 
3(a) and 3(b), the camera has the release button 41. A 
monitor LCD 42 is an external monitor display device and 
is composed of a ?xed segment display part 42a Which 
displays a predetermined pattern and a 7-segment display 
part 42b Which displays variable numerical values. A mode 
dial 44 is provided for selecting a photo-taking mode or the 
like. A rotary electronic dial 45 is provided for setting 
various setting values in combination With other operation 
members and modes. A focus-detection point selection but 
ton 46 is provided for selecting one of the plurality of 
focus-detection points 200 to 206 Within the image plane for 
focus detection. The action of the focus-detection point 
selection button 46 Will be described in detail later herein. 
The details of other operation members shoWn in FIGS. 3(a) 
and 3(b) are omitted from the folloWing description because 
they are not particularly related to the invention. 

FIG. 4 is a block diagram shoWing the electric arrange 
ment of parts incorporated in the single-lens re?ex camera 
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6 
arranged as described above. In FIG. 4, all parts that are the 
same as those shoWn in FIG. 1, etc., are indicated by the 
same reference numerals as used in FIG. 1, etc. 

Referring to FIG. 4, to a central processing unit 
(hereinafter referred to as the CPU) 100 of a microcomputer 
Which is disposed Within the camera body, there are con 
nected a light measuring circuit 102, an automatic focus 
detecting circuit 103, a signal input circuit 104, an LCD 
driving circuit 105, an LED driving circuit 106, a shutter 
control circuit 108 and a motor control circuit 109. The CPU 
100 is arranged to transmit signals through the mount 
contacts 39 (shoWn in FIG. 1) to the focus adjusting circuit 
110 and the diaphragm driving circuit 111 Which are dis 
posed Within the photo-taking lens 1. An EEPROM 100a 
accompanying the CPU 100 serves as a storage means for 
storing information arbitrarily set by the user. 
The light measuring circuit 102 is arranged to A/D 

convert, With logarithmic compression, a signal from the 
light measuring sensor 10, after amplifying the signal, and to 
send the signal of each part of the light measuring sensor 10 
to the CPU 100 as luminance information. The line sensor 6f 
is composed of seven pairs of line sensors CCD-L2, CCD 
L1, CCD-C, CCD-R1, CCD-R2, CCD-U and CCD-D Which 
correspond to the seven focus-detection points 200 to 206 of 
the image plane shoWn in FIG. 2. The line sensor 6f is 
arranged in a knoWn manner. 

A sWitch SW-1 is arranged to be turned on by the ?rst 
stroke of the release button 41 and to cause a light measuring 
action, an AF action, etc., to begin. A sWitch SW-2 is a 
release sWitch arranged to be turned on by the second stroke 
of the release button 41. A sWitch SW-AEL is arranged to 
turn on When an AB lock button 43 is pushed. A sWitch 
SW-AFSEL is arranged to turn on When the focus-detection 
point selection button 46 is pushed. 

FIG. 5(a) shoWs in detail all display segments of the 
monitor LCD 42 shoWn in FIG. 3(a). FIG. 5(b) shoWs in 
detail all display segments of the LCD 24 disposed Within 
the vieW?nder. 

Referring to FIG. 5(a), the ?xed segment display part 42a 
is arranged to display in a knoWn manner a photo-taking 
mode. The seven-segment display part 42b for a variable 
numerical value display is composed of a four-digit seven 
segment part arranged to display a shutter time value, a 
tWo-digit seven-segment part and a decimal point part 
arranged to display an aperture value, and a limited-value 
display segment part and a one-digit seven-segment part 
arranged to display the number of ?lm frames. The monitor 
LCD 42 further includes a selected focus-detection point 
display part 42c Which corresponds to the focus-detection 
points 200 to 206 shoWn in FIG. 2. The selected focus 
detection point display part 42c Will be described in detail 
later as this part represents a feature of the present embodi 
ment. 

Referring to FIG. 5(b), a ?xed segment display part 24a 
is arranged in a knoWn manner to display a photo-taking 
mode. A variable numerical value display part 24b is 
arranged to make a display Which is equivalent in part to the 
above-stated seven-segment display part 42b. A selected 
focus-detection point display part 24c is arranged to make a 
display in the same manner as the display part 42c as Will be 
further described later. An in-focus con?rmation display part 
24a' is arranged to light up When an in-focus state is detected 
at one of the focus-detection points. 

The folloWing describes, With reference to FIGS. 6(a) to 
6(h), hoW a focus-detection point is selected from among the 
plurality of focus-detection points for an actual focus adjust 
ment action on the photo-taking lens. 
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FIGS. 6(a) to 6(h) show the display states of the selected 
focus-detection point display part 42c. The selected focus 
detection point display part 24c of the LCD 24 within the 
view?nder also shows the same display states. The display 
states of the display part 42c (24c) vary as described below. 

Referring to FIGS. 6(a) to 6(h), every time the electronic 
dial 45 is turned clockwise to the extent of one click while 
pushing the focus-detection point selection button 46 at the 
same time, the display state shown in FIG. 6(a) changes in 
a cycle to the states shown in FIGS. 6(b) to 6(h) one by one 
as follows: FIG. 6(a)—>FIG. 6(b)—> . . . aFIG. Then, 
one more click of the dial rotation after arrival at the state of 
FIG. 6(h) brings the display back to the state of FIG. 6(a) for 
another cycle. When the electronic dial 45 is turned 
counterclockwise, the cycle of changes of display indicated 
by arrows in FIGS. 6(a) to 6(h) is reversed. 
When the operation on the camera shifts to some other 

operation member while the display state is as shown in FIG. 
6(a), the camera automatically selects one of the seven 
focus-detection points 200 to 206 at which the focus adjust 
ment action is to be performed on the photo-taking lens 1. 
This is called a focus-detection point automatic selecting 
mode. An automatic selection algorithm to be carried out in 
the focus-detection point automatic selecting mode repre 
sents the characteristic feature of the present embodiment. 
Therefore, the automatic selection algorithm will be 
described in detail hereinafter. 

FIGS. 6(b) to 6(h) show how the display state varies in a 
focus-detection point manual selection mode which is pro 
vided for allowing the user to limit beforehand the use of a 
focus-detection point for adjusting the focus of the photo 
taking lens to one of the seven focus-detection points. The 
use of the focus-detection point is limited, for example, to 
the focus-detection point 200 in the case of the display state 
of FIG. 6(b) and to the focus-detection point 201 in the 
display state of FIG. 6(c). 

In the focus-detection point manual selection mode, since 
the selectable focus-detection point is limited to one focus 
detection point, the length of time required in detecting a 
focused state becomes shorter to permit an increase in 
focusing speed. Besides, in a case where the object of 
shooting is in a certain ?xed positional relation to the 
view?nder ?eld, the focus-detection point manual selection 
mode enables the user to have the photo-taking lens accu 
rately focused on a desired object. 

However, since only one focus-detection point is usable 
for focus detection in the focus-detection point manual 
selection mode, the main (desired) object would easily come 
outside of the focus-detection point when the object happens 
to move or the composition of picture is changed a little. In 
that event, focus detection would become impossible. 
Another shortcoming of the focus-detection point manual 
selection mode lies in that the manual selection of the 
focus-detection point requires time. A shutter-operating 
opportunity might be missed for the length of time required. 

The problems with the focus-detection point manual 
selection mode can be solved by a focus-detection point 
automatic selection mode in which one of the seven focus 
detection points is automatically selected according to the 
conditions of a photo-taking scene. 

FIGS. 7 and 8 are How charts showing an automatic 
selection algorithm to be carried out when the focus 
detection point automatic selection mode is set as shown by 
the display state of FIG. 6(a). 

The automatic selection algorithm is allowed to begin 
when the switch SW-1 is turned on by the ?rst stroke of the 
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8 
release button 41 with the camera held by the user for taking 
a picture of an object of shooting. 

In the How charts, a term “focus-detection line” means a 
line sensor composed of the array of photoelectric conver 
sion elements in the focus detecting optical system corre 
sponding to each of the focus-detection points. The actual 
focus detection is made through the output of this line 
sensor. Therefore, the How of the automatic selection algo 
rithm is described below on the basis of the seven line 
sensors which correspond to the above-stated focus 
detection points. 
When the switch SW-1 is turned on, the focus detection 

is performed by the seven line sensors. Then, luminance 
distributions obtained within the areas of the object which 
correspond respectively to the focus-detection points are 
extracted. In a case where there is no luminance distribution 
at any of the object areas, the output of the line sensor 
(hereinafter sometimes referred to as the line) for that area 
becomes an error. Then, the number of focus-detection lines 
having succeeded in extracting the luminance distributions, 
i.e., having succeeded in focus detection, (hereinafter 
referred to as the successful focus-detection lines) is 
counted. 

Under these conditions, at a step S1 of FIG. 7, a check is 
made to ?nd if the number of successful focus-detection 
lines is only one while the outputs of other six focus 
detection lines become errors. If so, the How proceeds from 
the step S1 to a step S2. At the step S2, the focus-detection 
point corresponding to this successful focus-detection line is 
decided to be used for focus detection in carrying out a focus 
adjustment action on the photo-taking lens. 

If a plurality of focus-detection lines are found at the step 
S1 to have succeeded in focus detection, the How proceeds 
from the step S1 to a step S3. At the step S3, a focus 
detection line which is found, through the amounts of 
defocus detected, to have captured an object located at the 
nearest distance from the camera among the plurality of 
successful focus-detection lines is named “focus-detection 
line A”. At the next step S4, a check is made to ?nd if there 
is any successful focus-detection line that detects an object 
located within a middle defocus range farther than the object 
detected by the focus-detection line A. 
The term “middle defocus range” means an amount of 

defocus which is obtained in the neighborhood of the 
prescribed image forming plane 5 and is “a” (mm), as 
reduced to an amount of focus deviation in the direction of 
the optical axis. In other words, with the focal length of the 
photo-taking lens 1 assumed to be “f” and a distance 
from the prescribed image forming plane 5 to an object 
located nearest to the camera assumed to be “L” (mm), the 
middle defocus range aims at grouping all objects located 
within a range of “{(L—f)2/f2}><a (mm)” farther than the 
object nearest to the camera. In the case of the present 
embodiment, the amount of defocus “a” is 2 mm. For 
example, with the photo-taking lens 1 of a focal length 50 
mm is mounted on the camera, if the object nearest to the 
camera is located at a distance of 2.55 m from the prescribed 
image forming plane, objects located within a range of 5 m 
on the farther side of this position are grouped together. 

If any successful focus-detection line is found to be within 
the middle defocus range, the How proceeds from the step S4 
to a step S5. At the step 5, all of such focus-detection lines 
are named “focus-detection line B”. At the next step S6, a 
check is made to ?nd if there is any successful focus 
detection line within a small defocus range which is farther 
away from the focus-detection line capturing an object 
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farthest from the camera among the focus-detection lines 
included in the focus-detection line B. The term “small 
defocus range” as used here means an amount of defocus 
Which is obtained in the neighborhood of the prescribed 
image forming plane 5 and is “b” (mm), as reduced to an 
amount of focus deviation in the direction of the optical axis. 
The value of “b” is smaller than the value of “a”. If any 
successful focus-detection line is found at the step S6 to be 
Within the small defocus range, the How proceeds to a step 
S7 to name it “focus-detection line C”. In other Words, With 
objects of shooting found to be existing Within the middle 
defocus range farther than the object nearest to the camera, 
the range of grouping the focus-detection lines is broadened 
a little. In the present embodiment, the value of “b” is set at 
0.2 mm. With the focus-detection line C found, the How 
proceeds from the step S7 to a step S8 (FIG. 8). At the step 
S8, the focus-detection lines A, B and C are regarded as a 
main object group. 

If no successful focus-detection line is found at the step 
S6 to exist Within the small defocus range, i.e., if no 
focus-detection line C is found, the How proceeds to a step 
S9 (FIG. 8). At the step S9, the focus-detection lines A and 
B are regarded as a main object group. 

Further, if no successful focus-detection line is found at 
the step S4 to exist Within the middle defocus range, the How 
proceeds from the step S4 to a step S10. At the step S10, the 
focus-detection line A is renamed “focus-detection line O”, 
and a successful focus-detection line Which captures an 
object located second nearest to the camera is considered to 
be the focus-detection line A. At the next step S11, as in the 
step S4, a check is made to ?nd if there is any successful 
focus-detection line that detects an object located Within the 
middle defocus range, Which is farther than the object 
detected by the focus-detection line A. If so, the How 
proceeds from the step S11 to a step S12. At the step S12, 
all such lines are named “focus-detection line B”. The How 
then proceeds to a step S13. 

At the step S13, a check is made, as in the step S6, to ?nd 
if there is any successful focus-detection line for an object 
located Within the small defocus range Which is farther aWay 
from the focus-detection line capturing an object farthest 
from the camera among the focus-detection lines included in 
the focus-detection line B. If so, the How proceeds from the 
step S13 to a step S14 (FIG. 8). At the step S14, all such lines 
are named “focus-detection line C”. At the next step S15, the 
focus-detection lines O, A, B and C are regarded as a main 
object group. If no successful focus-detection line is found 
at the step S13 to exist Within the small defocus range, the 
How proceeds from the step S13 to a step S16 (FIG. 8). At 
the step S16, the focus-detection lines O, A and B are 
regarded as a main object group. 

If no successful focus-detection line is found at the step 
S11 to exist Within the middle defocus range, the How 
proceeds from the step S11 to a step S17 (FIG. 8). At the step 
S17, the focus-detection lines O and A are regarded as a 
main object group. 
As described above, the main object group is decided on 

the basis of an object located nearest to the camera. 
The grades of priority to be given to the focus-detection 

points are described beloW referring to FIGS. 9 to 11. 
FIG. 9 shoWs a case Where the camera is found by the 

posture sensor 27 shoWn in FIG. 1 to be held in a horiZontal 
posture by the user. 

In this case, of the seven focus-detection points 200 to 
206, the focus-detection points 200 to 205 Which are located 
in upper parts When the camera is in the horiZontal posture 
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is named “focus-detection point group 250”. The remaining 
focus-detection point 206 is named “focus-detection point 
group 251”. Then, “priority grade 1” is given to the focus 
detection point group 250, and “priority grade 2” is given to 
the focus-detection point group 251. 

FIG. 10 shoWs a case Where the camera is found by the 
posture sensor 27 to be held in a vertical posture having the 
release button 41 on the side of the earth. 

In this case, a group including the focus-detection points 
200 and 201 Which are at positions on the side of the sky is 
named “focus-detection point group 252”. Then, “priority 
grade 1” is given to the focus-detection point group 252. 
Another group including the focus-detection points 202, 205 
and 206 is named “focus-detection point group 253”. Then, 
“priority grade 2” is given to the focus-detection point group 
253. A further group including the focus-detection points 
203 and 204 Which are at positions on the side of earth is 
named “focus-detection point group 254”. Then, “priority 
grade 3” is given to the focus-detection point group 254. 

FIG. 11 shoWs another case Where the camera is in 
another vertical posture obtained With the camera turned 180 
degrees from the posture of FIG. 10. 

In the case of FIG. 11, the focus-detection points 203 and 
204 are at positions on the side of the sky, and a group 
including them is named “focus-detection point group 255”. 
Then, “priority grade 1” is given to the focus-detection point 
group 255. Another group including the focus-detection 
points 202, 205 and 206 is named “focus-detection point 
group 256”. Then, “priority grade 2” is given to the focus 
detection point group 256. Further, a group including the 
focus-detection points 200 and 201 Which are this time at 
positions on the side of the earth is named “focus-detection 
point group 257”. Then, “priority grade 3” is given to the 
focus-detection point group 257. 

These grades of priority are allocated by taking into 
consideration the degree of probability of having the main 
object of shooting located in each of different positions 
Within the visual ?eld of the vieW?nder. The priority grades 
are allocated, in the order of from the highest grade to the 
loWer grades, to the highest, medium and loWest probabili 
ties of having the main object, as “priority grade 1>priory 
grade 2>priority grade 3”. Therefore, the priory grade 1 is 
higher than the priority grade 2, and the priority grade 2 is 
higher than the priory grade 3. 

Referring again to FIG. 8, at a step S18, a focus-detection 
line Which corresponds to the focus-detection point group of 
the highest priority among the focus-detection lines of the 
main object group is extracted. At the next step S19, a check 
is made to ?nd if a plurality of focus-detection lines are 
extracted at the step S18. If not, the How proceeds from the 
step S19 to a step S21. If so, the How proceeds to a step S20. 
At the step S21, the focus adjusting action on the photo 
taking lens is decided to be performed at a focus-detection 
point Which corresponds to the focus-detection line 
extracted. At the step S20, With the plurality of focus 
detection lines found to have been extracted, one of the 
plurality of focus-detection lines detecting an object located 
nearest to the camera among objects detected by others is 
selected. Then, the focus adjusting action on the photo 
taking lens is decided to be performed at a focus-detection 
point corresponding to this focus-detection line. 
A focus-detection point at Which a main object of shoot 

ing is considered to exit is extracted from among the 
plurality of focus-detection points by the algorithm 
described above. After that, a focus adjusting action is 
carried out at the focus-detection point thus extracted. 
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Photo-taking actions to be carried out after selection of a 
focus-detection point are Well known and, therefore, are 
omitted from the description given here. 

The present embodiment is arranged as described above 
to have focus-detection points horizontally aligned With 
some of them vertically aligned, and to extract, from among 
these focus-detection points, a focus-detection point consid 
ered to be capturing a main object of shooting. For this 
purpose, With an object located nearest to the camera used 
as a reference object, all objects Within a range Which is 
located on the farther distance side of the near object and is 
variable With the focal length of the photo-taking lens and 
With a distance to the near object are considered to be one 

object group. Further, the focus-detection points are grouped 
according to the posture of the camera and in the order of 
higher probability of capturing a main object. Priority grades 
are set and allocated to all of these focus-detection point 
groups. A focus-detection point considered to be capturing 
the main object is extracted from among these groups 
according to the object group and the priority grades allo 
cated to the focus-detection point groups. 

In other Words, the algorithm for selecting a focus 
detection point considered to have a highest probability of 
capturing a main object is arranged such that, by using 
amounts of defocus of objects corresponding to the plurality 
of focus-detection points as parameters, the focus-detection 
points are grouped on the basis of a focus-detection point 
capturing an object nearest to the camera, and, according to 
the posture of the camera, priority grades are allocated to the 
focus-detection point groups in the order of higher prob 
ability of having a main object of shooting. Therefore, With 
the focus detecting device arranged to have a vertical 
alignment of focus-detection points in addition to a hori 
Zontal alignment of focus-detection points, the focus detect 
ing device enables a camera to accurately capture a main 
object of shooting. 

Further, the algorithm described above obviates the neces 
sity of separately arranging one automatic selecting algo 
rithm for the vertical posture of a camera and another 
automatic selecting algorithm for the horiZontal posture of 
the camera. 

With regard to the priority grade setting action of the 
present embodiment, the focus-detection point grouping 
arrangement disclosed may be changed according to the 
tendency of behavior of the object of shooting. While the 
value “a” of the middle defocus range and the value 
“b” of the small defocus range are arranged to be ?xed 
values in the case of the present embodiment, the values “a” 
and “b” may be arranged to be ?exibly variable according to 
the focal length of the photo-taking lens, etc. 

While the number of focus-detection points is seven in the 
case of the present embodiment, this number of course may 
be variable as desired. 

In the case of the embodiment disclosed, the invention is 
applied to a camera. HoWever, possible applications of the 
invention are not limited to cameras. The invention is 
applicable likeWise to any other portable apparatuses so long 
as they are arranged to have a focus detecting function. 
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Further, the camera Which is disclosed by Way of example 

as an embodiment of the invention has a plurality of focus 
detection points arranged Within the vieW?nder. HoWever, 
the invention likewise applies to a camera of the kind having 
a plurality of distance measuring points for measuring a 
distance from the camera to the object of shooting or also to 
any portable apparatuses that have some other focus detect 
ing functions. 

What is claimed is: 
1. A focus detecting device mounted in an apparatus, 

comprising: 
a) a focus state detection device Which detects a focus 

state obtained at each of a plurality of focus areas 
disposed Within an image ?eld; 

b) a ?rst selection device Which selects at least tWo of the 
focus areas satisfying a predetermined condition from 
the focus states detected respectively at the plurality of 
focus areas by said focus state detection device; 

c) a posture detection device Which detects a posture of 
said apparatus; 

d) a dividing device Which divides the plurality of focus 
areas into a high priority group having at least one of 
the focus areas and a loW priority group having the 
other of the focus areas in such a manner that the at 

least one of the focus areas in the high priority group 
and the other of the focus areas in the loW priority 
group are different in position-relation from each other 
according to the posture detected by said posture detec 
tor; and 

e) a second selection device Which, When said ?rst selec 
tion device selects at least one focus area from the high 
priority group and selects at least one focus area from 
the loW priority group, selects one of the at least one 
focus areas from the high priority group. 

2. Afocus detecting device according to claim 1, Wherein 
said second selection device selects, When said ?rst selection 
device selects at least tWo focus areas from the high priority 
group, one of the at least tWo focus areas, representing an 
object located nearest to the apparatus, from the high priority 
group. 

3. Afocus detecting device according to claim 1, Wherein 
the predetermined condition is de?ned by the fact that the 
apparatus is positioned aWay from an object located nearest 
to said apparatus by a predetermined distance With respect to 
a reference distance from said focus detecting device to the 
object. 

4. Afocus detecting device according to claim 1, Wherein 
said apparatus comprises a camera. 

5. Afocus detecting device according to claim 4, Wherein 
said focus state detection device detects an amount of 
defocus of a photo-taking lens of the camera. 

6. Afocus detecting device according to claim 4, Wherein 
the predetermined condition changes according to the focal 
length of a photo-taking lens of the camera. 

* * * * * 
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