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(57) ABSTRACT 

A diaper holder comprising a Water-proof material having 
horizontal bands secured at the ends to form an open loop at 
the top and bottom beloW the Waistbands to hold cloth 
diapers or liners securely in place. The lateral sides of the 
holder are in-curved and elasticized to form leg embracing 
openings. The Waistbands are elastic and siZe adjustable 
With the use of releasable fasteners of hook and pile. 

19 Claims, 5 Drawing Sheets 
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RE-USEABLE HOLDERS FOR DIAPERS AND 
DISPOSABLE LINERS 

FIELD OF THE INVENTION 

The present invention relates to reusable pantsiholders for 
diapers and disposable liners. 

DESCRIPTION OF THE PRIOR ART 

Pants that function as holders for diapers or disposable 
liners are Well knoWn in the prior art. Most suffer from one 
or more of several disadvantages such as, e.g., (1) the need 
to be secured on the Wearer by safety pins or other eXternal 
securing devices Which can become lost or can injure the 
Wearer; (2) are not reusable; (3) need to be unsecured or 
unfastened to remove the diaper or disposable liner; (4) have 
a construction, shape or conformation required for holding 
the diaper or liner that is uncomfortable to the Wearer, and 
the like. Typical of such holders are those shoWn in US. Pat. 
Nos. 3,000,381; 3,483,864; 3,688,767; 3,900,032 and UK 
Patent No. 1,520,740. 
Many of these disadvantages are overcome by the pants/ 

holder described in US. Pat. No. 4,576,601 (the entire 
contents and disclosure of Which are incorporated herein by 
reference). That patent discloses a plastic pants/holder for 
diapers fastenable by releasable hook/pile fasteners that 
securely ?X a diaper or disposable liner in a desired position. 
Although that patents/holder represents a signi?cant 
improvement over prior art garments of the same type, it 
nevertheless suffers from the disadvantage that the hook/pile 
fasteners must be released in order to remove the pants/ 
holder from the Wearer. The garment is of such a construc 
tion that, When the hook/pile fasteners are secured to hold 
the garment in place on the Wearer, it can only be removed 
by releasing the fasteners. 

It is an object of the present invention to provide an 
improved pants/holder of the type described in US. Pat. No. 
4,576,601 that may be removed from the Wearer Without the 
necessity for releasing the hook/pile fasteners. 

SUMMARY OF THE INVENTION 

The above and other objects are realiZed by the present 
invention, one embodiment of Which relates to a diaper or 
liner holder comprising a plastic piece extending betWeen a 
back Waistband portion and a front Waistband portion along 
tWo sides; each Waistband portion having tWo ends, each 
side having an elastic member to provide elastic contractable 
leg portions by gathering at least part of the side; front and 
back bands attached to the plastic piece to eXtend lengthWise 
along and adjacent to the respective front and back Waist 
band portions and operable to hold a cloth diaper, liner or 
disposable pad placed over and under the bands; each of the 
Waistband portions having a releasable hook/pile fastening 
portion at least at end of its ends; Wherein the holder forms 
pants upon each of the fastening portions of the front 
Waistband portion being secured to a complimentary one of 
the fastening portions of the back Waistband portion With 
each of contractable leg portions de?ning a leg opening; 
each side having an overlapping portion disposed to overlap 
a corresponding overlapped portion of the same side, each 
overlapping portion removable relative to the corresponding 
overlapped portion from the leg opening up to the Waistband 
portions such that air may circulate under the overlapping 
portions; Wherein the fabric fastening portions on the Waist 
bands are fastenable so as to adjust the diaper holder for 
different siZed Waists; and Wherein the back and front 
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2 
Waistband portions are elastic to permit the holder to be 
pulled doWn at least part Way over the legs of the Wearer and, 
if desired, to be pulled back up to its original position 
Without the need to release the hook/pile fastening portions. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW of the invention shoWing the 
pants/holder. 

FIG. 2 is a perspective vieW of the invention shoWing the 
pants/holder and the contained diaper or liner. 

FIG. 3 is a side elevational vieW of the holder folded and 
fastened into pants. 

FIG. 4 is a side elevational vieW of the holder and 
contained diaper. 

FIG. 5 is a top elevational vieW of the holder. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The diaper or liner holder of the present invention enables 
one to put on the Wearer a Water-proof pants and diaper or 
disposable liner Without the necessity for employing dan 
gerous and inconvenient safety pins. Another bene?t asso 
ciated With the invention is a lessening of the deleterious 
impact imposed on the environment by present day dispos 
able diapers. Thus, the plastic pants/holder is reusable. 
The invention saves time in that the pants and diaper (or 

liner) may be put on at the same time rather than ?rst 
installing the diaper and then pulling tight plastic pants over 
the diaper. If disposable liners are employed rather than 
cloth diapers, these are the only items that require disposal. 
The holders of the invention Wash and Wear Well and are 

ideal for toilet training. Also, they are easier to use for the 
handicapped. The principal bene?ts of the invention are the 
elimination of the inconvenience and danger of safety pins 
in attaching a cloth diaper to a baby and the use of tight 
plastic pants. The Waist has an adjustable releasable closure 
of hook and pile and the bands at the back and front of the 
holder hold a standard cloth diaper securely Without slipping 
When placed over and under the bands, giving more con 
centrated absorbency than conventional methods of pinning. 
The overlapping in the hip area on each side alloWs air to 
circulate With movement to deter diaper rash While the 
elastic in the leg openings prevents leakage. 
The diaper holder is made of Water-proof material such as 

vinyl sheeting, Water-proof polymer coated fabric, or the 
like. The shape is generally rectangular, Wider at the top than 
the bottom and in-curved in the center to permit passing 
through of the legs of the Wearer. This area employs elastic 
tape by Zig-Zag stitching or equivalent technique to provide 
leg embracing portions; therefore, the leg embracing por 
tions are eXtensive and elastic. The Waistbands are made by 
folding the top and bottom edges over to form, e.g., double 
vinyl Waistbands that are seWn, Welded or glued. The 
Waistband is adjustable to ?t the Waist siZe of the Wearer by 
the use of strips of releasable closure of hook and pile and 
positioned at either end of the Waistbands. Located directly 
beloW the Waistbands are, e.g., double vinyl bands that may 
be seWn, glued or Welded at each end to form open loops. 

Referring to FIG. 1, the holder or shell 1 is comprised of 
plastic resinous or plastic material to render the holder/pants 
Water-proof. Top Waistband 2 may be a double layer of (or 
doubled over) plastic material. Bottom Waistband 3 is con 
structed similarly to top Waistband 2. Strips 4 and 5, Which 
may also be constructed of plastic material, are secured (e. g., 
by seWing) at their ends to the shell 1 to form open loops. 
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Strips 4 and 5 are also rendered elastic by, e.g., gathering a 
portion thereof. A portion 6 at each side of the shell 1 is 
rendered elastic (by, e.g., gathering) so as to form leg 
openings for the Wearer When the holder is Worn. Strips 7 of 
pile fastener are secured at both ends of the top Waistband 2 
in the inside thereof. Hook fasteners 8 are secured at both 
ends of the bottom Waistband 3 on the outside thereof. Strips 
9 betWeen the fasteners 7 and 8 of top and bottom Waist 
bands 2 and 3, respectively, are rendered elastic by, e.g., 
gathering so as to permit expansion of the Waist portion of 
the holder When fastened in place on the Wearer and at least 
partially removed therefrom When fasteners 7 and 8 are 
engaged. 

FIG. 2 demonstrate hoW a cloth diaper or disposable liner 
10 may be positioned up, over and under loops 4 and 5 to 
hold it securely in place When the holder 1 is fastened 
together by means of fasteners 7 and 8 to form pants. 

FIG. 3 depicts the pants formed by bringing the top and 
bottom Waistbands 2 and 3, respectively, together and secur 
ing them via fasteners 7 and 8 to form leg openings 11. 

FIG. 4 depicts the holder from a side shoWing hoW the 
diaper 10 is secured in place via loops 4 and 5. 

FIG. 5 depicts the holder vieWed from the top When the 
Waistbands 2 and 3 are secured together via fasteners 7 and 
8. 
As may be best appreciated from the vieW of FIG. 3, the 

diaper holder of the present invention forms pants upon each 
of the releasable hook/pile fabric fastening portions 7 and 8 
of the front Waistband portion (3 in FIG. 2) being secured to 
a complimentary one of the fastening portions of the back 
Waistband portion (2 in FIG. 2). As shoWn, each of the 
contractable leg openings 6 de?nes a leg opening 11. Each 
of the sides 12 (see also FIGS. 1 and 2) has an overlapping 
portion 14 disposed to overlap a corresponding overlapped 
portion 16 of the same side 12. As Will be readily appreciated 
from the position of fasteners 7 and 8 shoWn in FIG. 3, the 
overlapping portion 14 is movable relative to the corre 
sponding overlapped portion 16 from the leg opening 11 up 
to the Waistband portions 2 and 3. This arrangement With 
movable overlapping portions Will most advantageously 
alloW air to circulate under the overlapping portions. As 
shoWn, the overlapping portion 14 and the overlapped 
portion 16 have curved edges 18 and 20, respectively, Which 
extend up from the corresponding leg opening 11. 
As shoWn in FIGS. 1 and 2, each of the sides extending 

betWeen the Waistband portions 2 and 3 extend inWardly to 
narroW at a point intermediate the Waistband portions. As 
shoWn in the draWings, the intermediate point is along the 
elastic contractable leg portions 6. Speci?cally, each side 
extends inWardly at least from each of the bands 4 and 5 to 
the intermediate point, as clearly soWn in FIGS. 1 and 2. 
Each side is pointless from the back Waistband portion 2 (top 
in FIGS. 1 and 2) to the front Waistband portion 3 (loW end 
of FIGS. 1 and 2), meaning that there are no sharp ends 
along this side. As shoWn, each of the sides has a continuous 
curve from the back Waistband portion to at least the front 
diaper-holding band 5. 

The holder as described above is essentially that of US. 
Pat. No. 4,576,601. The improvement thereover embodied 
by the present invention comprises the strips 9 in Waistbands 
2 and 3 that are elastic. This improvement alloWs the Wearer 
(or another) to partially remove the pants/holder Without 
unfastening fasteners 7 and 8. Thus, in applications Where 
the Wearer is an infant undergoing potty training, the child 
may simply pull doWn the pants to use the potty and simply 
pull them back up When ?nished Without having to unfasten 
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4 
the hook and pile fasteners 7 and 8. Similarly, Where the 
Wearer is an incontinent elderly person, the latter need only 
pull doWn the pants When visiting the bathroom and need not 
unfasten the entire device to do so. 

The holder/pants of US. Pat. No. 4,576,601 suffers from 
the disadvantage that the Waistbands are inextensible, 
thereby requiring unfastening in order to even partially 
remove the device from the Wearer. It Will be readily 
apparent that the prior art device Would not be as suitable for 
e.g., potty training and the like as that of the present 
invention. 

As Will be appreciated by those skilled in the art, strips 9 
may be rendered elastic by Way of a variety of means and 
methods. It is preferred to render the strips elastic by simply 
gathering the top and bottom Waistbands Where indicated. 

It is also preferred to render strips 4 and 5 elastic (also by, 
e.g., gathering) to more frrmly secure the diaper or liner 10 
in the loops formed thereby. 

To use the holder of the invention, the diaper or liner is 
folded to the Width desired, placed on the holder and tucked 
over and under the plastic loops on the top and bottom. The 
holder is positioned on the baby and the bottom end is pulled 
up betWeen the legs. The larger top Waistband is brought 
over the bottom Waistband on each side and fastened With 
the hook and pile fasteners to ?t the siZe for the baby’s Waist. 
This design has the necessary tightness in the legs, yet still 
lets air circulate, thereby deterring diaper rash. 

While the above description contains many speci?cations, 
these should not be construed as limitations on the scope of 
the invention, but rather as an exempli?cation of one pre 
ferred embodiment thereof. Many other variations are 
possible, for example, they can be made in siZes for infants, 
children and adults, the mentally handicapped and the eld 
erly. They can be used as a liner in the matching pants of 
diaper sets and pajama bottoms for infants. Aone-inch Wide 
length of elastic can be substituted for the plastic loops. Any 
other closing could be utiliZed as hooks, grippers, snaps, etc. 
The elastic could be gathered from just under the top 
Waistband along the leg openings to just under the bottom 
Waistband to give a tighter ?t in the legs. An absorbent liner 
or diaper pad With adhesive strips on the back could be 
manufactured to ?t. They could be stamped out of plastic 
With Welded or laminated edges and Waistbands or any other 
process available. 
We claim: 
1. Adiaper or liner holder, said holder being reusable and 

consisting essentially of a plastic piece extending betWeen a 
back Waistband portion and a front Waistband portion along 
tWo sides; each Waistband portion having tWo ends, each 
side having an elastic member to provide elastic contractible 
leg portions by gathering at least part of the side; front and 
back bands attached to said plastic piece to extend length 
Wise along and adjacent to said respective front and back 
Waistband portions and operable to detachably hold a cloth 
diaper, liner or disposable pad placed over and under the 
bands; each of said Waistband portions having a releasable 
hook/pile fastening portion at least at each of its ends; 
Wherein said holder forms pants upon each of said fastening 
portions of said front Waistband portion being secured to a 
complimentary one of said fastening portions of said back 
Waistband portion With each of contractible leg portions 
de?ning a leg opening; each side having an overlapping 
portion disposed to overlap a corresponding overlapped 
portion of the same side, each overlapping portion remov 
able relative to the corresponding overlapped portion from 
the leg opening up to the Waistband portions such that air 
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may circulate under the overlapping portions; wherein said 
fabric fastening portions on the Waistbands are fastenable so 
as to adjust the diaper holder for different siZed Waists; and 
Wherein said back and front Waistband portions are elastic to 
permit the holder to be pulled doWn at least part Way over 
the legs of the Wearer and, if desired, to be pulled back up 
to its original position Without the need to release said 
hook/pile fastening portions. 

2. The holder of claim 1 Wherein said back and front 
Waistband portions are elastic by a gathering of at least a part 
thereof. 

3. The holder of claim 1 Wherein said front and back 
Waistbands are elastic. 

4. The holder of claim 3 Wherein said font and back 
Waistbands are elastic by a gathering of at least a part 
thereof. 

5. The holder of claim 1 Wherein said plastic piece 
comprises a fabric coated on the side adapted to ?t against 
a Wearer thereof With a Water-proof coating. 

6. The holder of claim 5 Wherein said fabric comprises a 
nylon. 

7. The holder of claim 5 Wherein said Water-proof coating 
comprises a polymeric coating. 

8. The holder of claim 1 Wherein said bands comprise a 
fabric coated With a Waterproof coating. 

9. The holder of claim 8 Wherein said fabric comprises a 
nylon. 

10. The holder of claim 8 Wherein said Water-proof 
coating comprises a polymeric coating. 
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11. The holder of claim 7 or 10 Wherein said polymer is 

a vinyl polyrner. 
12. The holder of claim 1 Wherein each of said Waistband 

portions has a portion folded over to form a double thick 
ness. 

13. The holder of claim 12 further comprising a fabric 
reinforcing piece Within the double thickness of each Waist 
band portion. 

14. The holder of claim 1 Wherein each of said sides 
extends inWardly to narroW at a point intermediate the 
Waistband portions. 

15. The holder of claim 14 Wherein each side extends 
inWardly from each band to the corresponding interrnediate 
point. 

16. The holder of claim 15 Wherein each side is pointless 
from said front Waistband portion to said back Waistband 
portion. 

17. The holder of claim 14 Wherein each side has a 
continuous curve from one of said Waistband portions to at 
least the other of said Waistband portions. 

18. The holder of claim 14 Wherein, When the holder is 
formed into pants, each of said overlapped portions has a 
curved edge extending up from the corresponding leg open 
ing and each of said overlapping portions has a curved edge 
extending up from the corresponding leg opening. 

19. The holder of claim 1 Wherein said fastening portions 
on said Waistband portions are the only fasteners on the 
holder. 


