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DIODE, METHOD FOR FABRICATING THE 
DIODE, AND COPLANAR WAVEGUIDE 

BACKGROUND OF THE INVENTION 

The present invention generally relates to a diode, a 
method for fabricating the diode and a coplanar Waveguide, 
and more particularly relates to a diode that should have an 
increased isolation. 

Alarge-capacity, high-speed communications system, uti 
liZing the millimeter-Wave band (i.e., betWeen 27 GHZ and 
32 GHZ) as its frequency resource, is one of the potential 
neXt-generation communications systems. In the ?eld of 
communications systems, an RF sWitch With high isolation, 
Which is applicable to sWitching the modes of operation 
from transmission into reception, and vice versa, is in high 
demand. A PIN diode mainly composed of GaAs is one of 
the candidates for the RF sWitch. In the current state of the 
art, a PIN diode sWitch is normally implemented as a vertical 
PIN diode. HoWever, a PIN diode sWitch is also implement 
able as a horiZontal PIN diode. A horiZontal PIN diode can 
be fabricated by an ion implantation process. Accordingly, 
compared to the vertical PIN diode, the production cost can 
be cut doWn by using the horiZontal PIN diode and those 
horiZontal PIN diodes can be integrated together much more 
easily. 

FIG. 8 illustrates a cross-sectional structure of a knoWn 
horiZontal PIN diode. As shoWn in FIG. 8, the horiZontal 
PIN diode includes n- and p-type semiconductor regions 102 
and 103 that are de?ned in a semiconductor substrate 101 of 
GaAs. An n-side ohmic electrode 104 is formed on, and 
makes an ohmic contact With, the n-type semiconductor 
region 102, While a p-side ohmic electrode 105 is formed on, 
and makes an ohmic contact With, the p-type semiconductor 
region 103. The n- and p-type semiconductor regions 102 
and 103 are horiZontally spaced apart from each other by 
about 1 pm. Speci?cally, the n-type semiconductor region 
102 is formed by implanting Si ions as dopant ions into the 
GaAs substrate 101, While the p-type semiconductor region 
103 is formed by implanting Zn ions as dopant ions into the 
GaAs substrate 101. The n-side ohmic electrode 104 is 
formed on the n-type semiconductor region 102 by evapo 
rating and depositing AuGe, for eXample, thereon. On the 
other hand, the p-side ohmic electrode 105 is formed on the 
p-type semiconductor region 103 by evaporating and depos 
iting a stack of Ti, Pt and Au, for eXample, thereon. 

In the horiZontal PIN diode shoWn in FIG. 8, the amount 
of current ?oWing rises steeply enough When the diode is 
turned ON. In addition, the diode has an eXtremely loW 
resistance, thus attaining a very loW loss. It is already knoWn 
that particularly When the amount of current ?oWing is 
raised by increasing the Width of the diode, the loss can be 
reduced considerably. 

In the knoWn horiZontal PIN diode, hoWever, the n- and 
p-side ohmic electrodes 104 and 105 face each other. Thus, 
an inter-electrode capacitance eXists betWeen the n- and 
p-side ohmic electrodes 104 and 105 to decrease the isola 
tion. If the spacing betWeen the n- and p-type semiconductor 
regions 102 and 103 is about 1 pm, then the spacing betWeen 
these ohmic electrodes 104 and 105 is usually as narroW as 
around 4 pm due to various constraints involved With 
process conditions. Such a narroW gap is one of the main 
factors of the unWanted increase in capacitance. Moreover, 
as the diode is Widened to increase the amount of current 
?oWing and thereby minimiZe the loss, the inter-electrode 
capacitance increases correspondingly. Accordingly, under 
the current circumstances, it is dif?cult to cut doWn the loss 
drastically and increase the isolation suf?ciently at a time. 
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2 
SUMMARY OF THE INVENTION 

It is therefore an object of the present invention to provide 
a diode With an increased isolation. 

An inventive diode includes: a cathode electrode and an 
anode electrode that are disposed on a semiconductor sub 
strate and are spaced apart from each other; and a shielding 
metal member placed betWeen the cathode and anode elec 
trodes. 

In one embodiment of the present invention, the diode 
further includes n- and p-type semiconductor regions that 
are de?ned in the semiconductor substrate. The cathode 
electrode is an n-side ohmic electrode formed on the n-type 
semiconductor region, While the anode electrode is a p-side 
ohmic electrode formed on the p-type semiconductor region. 
And the shielding metal member is placed betWeen the n 
and p-side ohmic electrodes. 

In another embodiment of the present invention, the diode 
further includes an n-type semiconductor region and an 
n-type heavily doped semiconductor region that are de?ned 
in the semiconductor substrate. The cathode electrode is a 
Schottky electrode formed on the n-type semiconductor 
region, While the anode electrode is an n-side ohmic elec 
trode formed on the n-type heavily doped semiconductor 
region. And the shielding metal member is placed betWeen 
the Schottky electrode and the n-side ohmic electrode. 

In still another embodiment, the diode may further 
include an insulating ?lm that is formed betWeen the shield 
ing metal member and the semiconductor substrate. 

In yet another embodiment, the top of the shielding metal 
member is preferably higher than the tops of the cathode or 
anode electrode. 

In yet another embodiment, the shielding metal member 
may be a metal Wall With ?rst and second sides, Which face 
a side of the cathode electrode and a side of the anode 
electrode, respectively. The ?rst side of the metal Wall may 
be greater in area than the side of the cathode electrode. 

In an alternative embodiment, the shielding metal mem 
ber may also be a metal Wall With ?rst and second sides, 
Which face a side of the cathode electrode and a side of the 
anode electrode, respectively. The second side of the metal 
Wall may be greater in area than the side of the anode 
electrode. 
An inventive method for fabricating a diode includes the 

steps of: a) de?ning p- and n-type semiconductor regions in 
a semiconductor substrate; b) forming a p-side ohmic elec 
trode on the p-type semiconductor region; c) forming an 
n-side ohmic electrode on the n-type semiconductor region; 
d) forming an insulating ?lm on a region of the semicon 
ductor substrate, the region being located betWeen the p- and 
n-type semiconductor regions; and e) forming a shielding 
metal member on the insulating ?lm. 

In one embodiment of the present invention, the step a) 
may include the sub-steps of: preparing a semiconductor 
substrate (e.g., semi-insulating semiconductor substrate) 
With a high resistivity; de?ning p- and n-type doped regions 
in the semiconductor substrate; and activating dopants in the 
p- and n-type doped regions. 

In another embodiment of the present invention, the step 
b) or c) and the step e) may be performed at a time by using 
the same material for the p- or n-side ohmic electrode and 
the shielding metal member. 
An inventive coplanar Waveguide includes a diode includ 

ing a cathode electrode, an anode electrode and a shielding 
metal member. The cathode and anode electrodes are dis 
posed on a semiconductor substrate and spaced apart from 
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each other. The shielding metal member is placed between 
the cathode and anode electrodes. The coplanar Waveguide 
further includes: a ?rst signal line connected to the cathode 
electrode of the diode; a second signal line connected to the 
anode electrode of the diode; and a grounded conductor 
placed in the vicinity of the ?rst and second signal lines and 
connected to the shielding metal member. 

In one embodiment of the present invention, the shielding 
metal member and the grounded conductor may be inte 
grated together. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW schematically illustrating a 
PIN diode according to a ?rst embodiment of the present 
invention. 

FIGS. 2A, 2B, 2C, 3A, 3B, 3C, 4A and 4B are cross 
sectional vieWs illustrating respective process steps for 
fabricating the PIN diode of the ?rst embodiment. 

FIG. 5 is a perspective vieW schematically illustrating a 
PN diode according to the ?rst embodiment. 

FIG. 6 is a perspective vieW schematically illustrating a 
Schottky diode according to the ?rst embodiment. 

FIG. 7A is a plan vieW illustrating a coplanar Waveguide 
according to a second embodiment of the present invention; 
and 

FIG. 7B is a cross-sectional vieW of the Waveguide taken 
along the line VIIB—VIIB shoWn in FIG. 7A. 

FIG. 8 is a cross-sectional vieW schematically illustrating 
a knoWn horiZontal PIN diode. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

The diode of the present invention includes a shielding 
metal member (e.g., a metal Wall) placed betWeen cathode 
and anode electrodes that are spaced apart from each other. 
The shielding metal member can block the electric ?eld 
existing betWeen these electrodes. Accordingly, the inter 
electrode capacitance can be reduced and yet the isolation 
can be increased. Hereinafter, preferred embodiments of the 
present invention Will be described With reference to the 
accompanying draWings. It should be noted that the present 
invention is in no Way limited to the folloWing illustrative 
embodiments. 

EMBODIMENT 1 

FIG. 1 schematically illustrates a diode according to a ?rst 
embodiment of the present invention. As shoWn in FIG. 1, 
the diode is implemented as a horiZontal PIN diode. The 
diode includes: n- and p-type semiconductor regions 2 and 
3 de?ned in a semiconductor substrate 1; and n- and p-side 
ohmic electrodes 4 and 5 (Which are exemplary cathode and 
anode electrodes) formed on the n- and p-type semiconduc 
tor regions 2 and 3,respectively. The diode further includes 
a shielding metal member 6 (e.g., shielding metal Wall in the 
illustrated embodiment) placed betWeen the n- and p-side 
ohmic electrodes 4 and 5. 

The semiconductor substrate 1 may be a GaAs substrate, 
i.e., a semi-insulating semiconductor substrate made of 
GaAs With a high resistivity. The n- and p-type semicon 
ductor regions 2 and 3 are de?ned in respective surface 
regions of the semiconductor substrate 1 and horiZontally 
spaced apart from each other by about 1 pm. Speci?cally, the 
n-type semiconductor region 2 is formed by implanting Si 
ions as dopant ions into a surface region of the semicon 
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4 
ductor substrate 1, While the p-type semiconductor region 3 
is formed by implanting Zn ions as dopant ions into another 
surface region of the substrate 1. The n-side ohmic electrode 
4 (thickness: 0.6 pm) makes an ohmic contact With the 
n-type semiconductor region 2, While the p-side ohmic 
electrode 5 (thickness: 0.6 pm) makes an ohmic contact With 
the p-type semiconductor region 3. And the n- and p-side 
ohmic electrodes 4 and 5 are horiZontally spaced apart from 
each other by about 5 pm. 
The n-side ohmic electrode 4 is formed on the n-type 

semiconductor region 2 by evaporating and depositing 
AuGe, for example, thereon. On the other hand, the p-side 
ohmic electrode 5 is formed on the p-type semiconductor 
region 3 by evaporating and depositing a stack of Ti, Pt and 
Au, for example, thereon. In the illustrated embodiment, the 
Widths (i.e., the siZes as measured along the arroW B shoWn 
in FIG. 1) of the n- and p-type semiconductor regions 2 and 
3 and the n- and p-side ohmic electrodes 4 and 5, Which Will 
de?ne the Width of the resultant diode, may be 50 pm and 50 
pm, respectively. 

The shielding metal member 7 is placed betWeen the n 
and p-side ohmic electrodes 4 and 5 to reduce an inter 
electrode capacitance betWeen these ohmic electrodes 4 and 
5. In the illustrated embodiment, the shielding metal mem 
ber 7 is shaped as a metal Wall that has been formed by 
evaporating and depositing a stack of Ti, Pt and Au, for 
example. It should be noted that the shielding metal member 
7 has only to function as an electromagnetic shield contrib 
uting to reduction in inter-electrode capacitance. Thus, the 
shielding metal member 7 does not have to be formed in the 
Wall shape, but may have any other arbitrary shape. 

To block the electric ?eld existing betWeen the n- and 
p-side ohmic electrodes 4 and 5 With more certainty, the top 
of the metal Wall 7 is preferably higher than that of the 
electrode 4 or 5. Also, a side 7a of the metal Wall 7 is 
preferably greater in area than side faces (or end faces) 4a 
and 5a of these electrodes 4 and 5 that are placed to face 
each other. In other Words, if the side 7a a of the metal Wall 
7 is greater in area than the side 4a or 5a of the electrode 4 
or 5, then the electric ?eld betWeen these electrodes 4 and 5 
can be blocked With much more certainty. As a result, the 
isolation of the diode can be increased effectively. In the 
illustrated embodiment, the metal Wall 7 may have a height 
of 2.8 pm, a length (the siZe A indicated in FIG. 1) of 1 pm 
and a Width (a siZe as measured along the arroW B shoWn in 
FIG. 1) of 120 pm, for example. In the illustrated 
embodiment, the height of the metal Wall 7 (e.g., 2.8 pm) is 
greater than that of the electrode 4 or 5 (e.g., about 0.6 pm). 
HoWever, We con?rmed based on the results of experiments 
that the electric ?eld betWeen the electrodes 4 and 5 can be 
blocked suf?ciently even if the height of the metal Wall 7 is 
approximately equal to the height (i.e., thickness) of the 
electrode 4 or 5. Accordingly, the metal Wall 7 may be 
almost as high as the electrode 4 or 5. 

A direct contact of the metal Wall 7 With the semicon 
ductor substrate 1 Will interfere With the normal operation of 
the PIN diode. For that reason, an insulating ?lm 6 is 
provided betWeen the metal Wall 7 and the semiconductor 
substrate 1. In the illustrated embodiment, an oxide ?lm 6 
(e.g., SiO2 ?lm) With a thickness (e.g., about 0.1 pm) much 
smaller than that of the n- or p-side ohmic electrode 4 or 5 
is formed betWeen the metal Wall 7 and the semiconductor 
substrate 1. In an alternative embodiment, the direct contact 
betWeen the metal Wall 7 and the semiconductor substrate 1 
is also avoidable by forming a shielding metal member in an 
elevated, air-bridge shape Without providing the oxide ?lm 
6 betWeen the member and the substrate 1. 
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The metal Wall 7 is connected to a grounded metal 
structure (i.e., a grounded plane) 8, for example, so that the 
metal Wall 7 is at a ground potential. In the illustrated 
embodiment, Where a transmission line for supplying RF 
poWer is implemented as a coplanar Waveguide, the 
grounded metal structure 8 and the metal Wall 7 are inte 
grated together. And the metal Wall 7, mechanically con 
nected to the grounded metal structure 8, is positioned 
betWeen the n- and p-side ohmic electrodes 4 and 5. A line 
9 is connected to each of the n- and p-side ohmic electrodes 
4 and 5. One end of the line 9, Which is located closer to the 
metal Wall 7, is set 10 pm back from the nearest end of the 
n- or p-side electrode 4 or 5. In other Words, the end of the 
line 9 is farther aWay from the metal Wall 7 by 10 pm than 
the end of the n- or p-side ohmic electrode 4 or 5 is. The 
thickness of the line 9 may be 2.2 pm, for example. Also, in 
the illustrated embodiment, the top of the metal Wall 7 is set 
higher than the top of the line 9. 

In the PIN diode of the ?rst embodiment, the shielding 
metal member (e.g., metal Wall) 7 is provided betWeen the 
n- and p-side ohmic electrodes 4 and 5, Which are spaced 
apart from each other, to block the electric ?eld existing 
betWeen these electrodes 4 and 5. Thus, compared to the 
prior art, the diode can have its inter-electrode capacitance 
reduced and its isolation increased. 

The present inventors measured the isolations of the 
inventive and knoWn PIN diodes. As a result, the inventive 
PIN diode had an isolation of —19 dB, While the knoWn PIN 
diode not including the metal Wall 7 had an isolation of —13 
dB. Thus, according to the present invention, the isolation 
could be increased by 6 dB. Based on these results, We 
con?rmed that the inventive PIN diode has much improved 
isolation characteristics compared to the knoWn PIN diode 
With no metal Wall 7. As used herein, the “isolation” is 
determined by the folloWing scattering parameter S21: 

Where b2 is re?ected poWer of Port 2(i.e., the n-side ohmic 
electrode 4 in this case), a1 is incident poWer of Port 1 (i.e., 
the p-side ohmic electrode 5 in this case) and a2 is incident 
poWer of Port 2. This means that S21 is a transmission 
coef?cient under the condition that a2=0. 

In the foregoing embodiment, the metal Wall 7 is 
grounded using the grounded metal structure 8 of a coplanar 
Waveguide. HoWever, the coplanar Waveguide does not have 
to be used and the potential of the metal Wall 7 may be set 
to an arbitrary constant potential. Also, in the foregoing 
embodiment, the metal Wall 7 and the grounded metal 
structure 8 are integrated together. Alternatively, the metal 
Wall 7 and the grounded metal structure 8 may be formed 
separately from each other and then connected together. 

Hereinafter, a method for fabricating the PIN diode of this 
embodiment Will be described With reference to FIGS. 2A, 
2B, 2C, 3A, 3B, 3C, 4A and 4B. FIGS. 2A through 4B are 
cross-sectional vieWs illustrating respective process steps 
for fabricating the PIN diode of the ?rst embodiment. 

First, after a semiconductor substrate 1 of GaAs has been 
prepared, a ?rst resist pattern 31 With an opening for forming 
an n-type semiconductor region is de?ned on the semicon 
ductor substrate 1 as shoWn in FIG. 2A. Next, Si ions are 
implanted as n-type dopant ions into a surface region of the 
semiconductor substrate 1 using the ?rst resist pattern 31 as 
a mask, thereby forming an n-type doped region 21A. Then, 
the resist pattern 31 is stripped. 
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6 
Next, as shoWn in FIG. 2B, a second resist pattern 32 With 

an opening for forming a p-type semiconductor region is 
de?ned on the semiconductor substrate 1. Subsequently, Zn 
ions are implanted as p-type dopant ions into another surface 
region of the semiconductor substrate 1 using the second 
resist pattern 32 as a mask, thereby forming a p-type doped 
region 22A. In this process step, the n- and p-type doped 
regions 21A and 22A are spaced apart from each other by 1 
pm. Thereafter, the resist pattern 32 is stripped. 

Then, the substrate is annealed to activate the dopants in 
these doped regions 21 and 22A, thereby forming n- and 
p-type semiconductor regions 21 and 22 as shoWn in FIG. 
2C. 

Subsequently, as shoWn in FIG. 3A, an insulating ?lm 23 
of SiO2 is deposited to a thickness of 0.1 pm over the 
semiconductor substrate 1 and then a third resist pattern 33, 
Which Will de?ne a pattern for an n-side ohmic electrode 24, 
is formed on the insulating ?lm 23. Then, the insulating ?lm 
23 is partially etched aWay to de?ne an opening for the 
n-side ohmic electrode 24 using the third resist pattern 33 as 
a mask. Next, a metal ?lm 24A of AuGe, for example, is 
deposited to a thickness of 0.6 pm over the substrate, as Well 
as inside the opening, using the third resist pattern 33 as a 
mask. Thereafter, the third resist pattern 33 is lifted off and 
the substrate is heat-treated, thereby forming the n-side 
ohmic electrode 24. 

Then, as shoWn in FIG. 3B, a fourth resist pattern 34, 
Which Will de?ne a pattern for a p-side ohmic electrode 25, 
is formed on the semiconductor substrate 1. Next, the 
insulating ?lm 23 is partially etched aWay to de?ne an 
opening for the p-side ohmic electrode 25 using the fourth 
resist pattern 34 as a mask. Next, a metal ?lm 25A is 
deposited as a stack of Ti, Pt, Au and Ti, for example, to a 
thickness of 0.6 pm over the substrate, as Well as inside the 
opening, using the fourth resist pattern 34 as a mask. 
Thereafter, the fourth resist pattern 34 is lifted off, thereby 
forming the p-side ohmic electrode 25. 

Next, as shoWn in FIG. 3C, a ?fth resist pattern 35, Which 
has an opening de?ning a pattern for a metal Wall 26, is 
formed on the semiconductor substrate 1. Next, a metal ?lm 
26A is deposited to a thickness of 2.6 pm over the substrate, 
as Well as inside the opening, using the ?fth resist pattern 35 
as a mask. Thereafter, the ?fth resist pattern 35 is lifted off, 
thereby forming the metal Wall 26. 

Subsequently, as shoWn in FIG. 4A, a sixth resist pattern 
36, Which Will de?ne a pattern for lines 27, is formed on the 
semiconductor substrate 1. Next, the surface of the substrate 
is plated With a metal ?lm 27A to a thickness of 2.0 pm using 
the sixth resist pattern 36 as a mask. Thereafter, the sixth 
resist pattern 36 is lifted off, thereby forming the lines 27. In 
this manner, a PIN diode With the metal Wall 26 provided 
betWeen the n- and p-side ohmic electrodes 24 and 25 is 
obtained as shoWn in FIG. 4B. 
According to the fabrication process of the ?rst 

embodiment, a loW-loss PIN diode including the metal Wall 
26, Which can increase the isolation, can be fabricated easily 
and just as intended. 

It should be noted that if the p-side ohmic electrode 25 
and the metal Wall 26 are formed out of the same material 
in the same process step, then the number of process steps 
can be reduced. Alternatively, the n-side ohmic electrode 24 
and the metal Wall 26 may be formed out of the same 
material in the same process step. Furthermore, the height of 
the metal Wall 26 may be approximately equal to the height 
(i.e., thickness) of the ohmic electrode 24 or 25 (e.g., about 
0.6 pm). In that case, the metal Wall 26 and ohmic electrode 
24 and 25 can be formed more easily in the same process 
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step. We also con?rmed based on the results of experiments 
that even the metal Wall 26 With such a height can block the 
electric ?eld betWeen the ohmic electrodes 24 and 25 
sufficiently. 

In the foregoing embodiment, the present invention has 
been described as being applied to a PIN diode. HoWever, 
the present invention is also applicable to a PN diode of the 
type shoWn in FIG. 5, in Which the n- and p-type semicon 
ductor regions 2 and 3 are not separated but are in contact 
With each other. As another alternative, the present invention 
is further applicable to various diodes other than PIN and PN 
diodes. Examples of the implementable diodes include 
Schottky diodes, MIS diodes and heterojunction diodes. 

FIG. 6 schematically illustrates an alternative to the ?rst 
embodiment in Which the present invention is implemented 
as a Schottky diode. 
As shoWn in FIG. 6, the Schottky diode includes an 

n+-type heavily doped semiconductor region 10 and an 
n-type semiconductor region 11 that are de?ned in a semi 
conductor substrate 1. The semiconductor substrate 1may be 
made of GaAs With a high resistivity. The n+-type heavily 
doped semiconductor region 10 and the n-type semiconduc 
tor region 11 are both formed by implanting Si ions as 
dopant ions into respective surface regions of the semicon 
ductor substrate 1. The dopant concentration in the n-type 
semiconductor region 11 is loWer than that in the n+-type 
heavily doped semiconductor region 10. The Schottky diode 
further includes: an ohmic electrode (i.e., an exemplary 
anode electrode) 12, Which makes an ohmic contact With the 
n+-type heavily doped semiconductor region 10; and a 
Schottky electrode (i.e., an exemplary cathode electrode) 13, 
Which makes a Schottky contact With the n-type semicon 
ductor region 11. The ohmic electrode 12 is formed on the 
n+-type heavily doped semiconductor region 10 by evapo 
rating and depositing AuGe, for example, thereon. The 
thickness of the ohmic electrode 12 may be 0.6 pm, for 
example. On the other hand, the Schottky electrode 13 is 
formed on the n-type semiconductor region 11 by evaporat 
ing and depositing a stack of Ti, Pt and Au, for example, 
thereon. The thickness of the Schottky electrode 13 may also 
be 0.6 pm, for example. And the ohmic and Schottky 
electrodes 12 and 13 are horiZontally spaced apart from each 
other by 5 pm. 

Also, an oxide ?lm 6 With a thickness (e.g., about 0.1 pm) 
much smaller than that of the ohmic or Schottky electrodes 
12 or 13 is formed betWeen the ohmic and Schottky elec 
trodes 12 and 13 on the semiconductor substrate 1. 
Furthermore, a metal Wall 7 is formed on the oxide ?lm 6 by 
evaporating and depositing a stack of Ti, Pt and Au, for 
example, thereon. In the illustrated embodiment, the metal 
Wall 7 may have a height of 2.8 pm, a length (the siZe A 
indicated in FIG. 6) of 1 pm and a Width (a length as 
measured along the arroW B shoWn in FIG. 6) of 120 pm, for 
example. This metal Wall 7 is an exemplary shielding metal 
member provided betWeen the ohmic and Schottky elec 
trodes 12 and 13 to reduce an inter-electrode capacitance 
betWeen these electrodes 12 and 13. If a transmission line for 
supplying RF poWer is implemented as a coplanar 
Waveguide, the metal Wall 7 is connected to a grounded 
metal structure 8 of the coplanar Waveguide. In the illus 
trated embodiment, the grounded metal structure 8 and the 
metal Wall 7 are integrated together. A direct contact of the 
metal Wall 7 With the semiconductor substrate 1 Will inter 
fere With the normal operation of the Schottky diode. For 
that reason, the oxide ?lm 6 is herein provided betWeen the 
metal Wall 7 and the semiconductor substrate 1. In an 
alternative embodiment, a substitute shielding metal mem 
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8 
ber may be formed in an elevated, air-bridge shape Without 
providing the oxide ?lm 6 betWeen the Wall 7 and the 
substrate 1. 
A line 9 is connected to each of the ohmic and Schottky 

electrodes 12 and 13. The thickness of the line 9 may be 2.2 
pm, for example. One end of the line 9, Which is located 
closer to the metal Wall 7, is set 10 pm back from the nearest 
end of the ohmic or Schottky electrode 12 or 13 as shoWn in 
FIG. 6. The lines 9 and the grounded metal structure 8 may 
be formed at a time by a plating technique, for example. 

EMBODIMENT 2 

Hereinafter, a coplanar Waveguide according to a second 
embodiment of the present invention Will be described With 
reference to FIGS. 7A and 7B. FIG. 7A is a plan vieW 
illustrating a coplanar Waveguide, including a horiZontal 
PIN diode, according to the second embodiment. FIG. 7B is 
a cross-sectional vieW of the Waveguide taken along the line 
VIIB—VIIB shoWn in FIG. 7A. 

The coplanar Waveguide includes: the PIN diode With the 
metal Wall 7 according to the ?rst embodiment; ?rst and 
second signal lines 9A and 9B; and the grounded metal 
structure 8. The ?rst signal line 9A is connected to the n-side 
ohmic electrode (i.e., an exemplary cathode electrode) 4 of 
the PIN diode, While the second signal line 9B is connected 
to the p-side ohmic electrode (i.e., an exemplary anode 
electrode) 5 of the PIN diode. And the grounded metal 
structure 8 is placed in the vicinity of the ?rst and second 
signal lines 9A and 9B and mechanically connected to the 
metal Wall 7. In the illustrated embodiment, the metal Wall 
7 is connected to the grounded metal structure 8 that is 
placed to sandWich the ?rst and second signal lines 9A and 
9B therebetWeen. HoWever, the metal Wall 7 may also be 
connected to an alternative grounded metal structure 8 that 
has been formed on only one side (i.e., over or under in FIG. 
7A) of these signal lines 9A and 9B. This is because the 
inter-electrode capacitance can also be reduced and the 
isolation can also be increased even When such an alterna 
tive structure 8 is used. 

The PIN diode included in the coplanar Waveguide of the 
second embodiment may have the same construction as the 
PIN diode of the ?rst embodiment. The PIN diode includes 
n- and p-type semiconductor regions 2 and 3 that are de?ned 
to be spaced apart from each other in a semiconductor 
substrate 1. The semiconductor substrate 1 may be made of 
GaAs With a high resistivity. The PIN diode further includes: 
an n-side ohmic electrode 4 (thickness: 0.6 pm), Which 
makes an ohmic contact With the n-type semiconductor 
region 2; and a p-side ohmic electrode 5 (thickness: 0.6 pm), 
Which makes an ohmic contact With the p-type semiconduc 
tor region 3. The n- and p-side ohmic electrodes 4 and 5 are 
horiZontally spaced apart from each other by 5 pm. And the 
n- and p-side ohmic electrodes 4 and 5 are connected to the 
?rst and second signal lines 9A and 9B, respectively. The 
thickness of the lines 9A and 9B may be 2.2 pm, for 
example. As shoWn in FIGS. 7A and 7B, one end of each of 
these lines 9A and 9B, Which is located closer to the metal 
Wall 7, is set 10 pm back from the nearest end of the n- or 
p-side ohmic electrode 4 or 5. The lines 9A and 9B and the 
grounded metal structure 8 together constitute the coplanar 
Waveguide to transmit radio frequency poWer. 

Also, an oxide ?lm 6 With a thickness (e.g., about 0.1 pm) 
much smaller than that of the n- or p-side ohmic electrode 
4 or 5 is formed betWeen the n- and p-side ohmic electrodes 
4 and 5 on the semiconductor substrate 1. Furthermore, a 
metal Wall 7 is formed on the oxide ?lm 6 by evaporating 
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and depositing a stack of Ti, Pt and Au, for example, thereon. 
In the illustrated embodiment, the metal Wall 7 may have a 
height of 2.8 pm, a length (i.e., a siZe as measured in the 
longitudinal direction of the lines 9A and 9B) of 1 pm and 
a Width (i.e., a siZe as measured in the Width direction of the 
lines 9A and 9B) of 120 pm, for example. It should be noted 
that the Width (e.g., 120 pm) of the metal Wall 7 as measured 
in the Width direction of the lines 9A and 9B may be 
approximately equal to the spacing of the ground metal 
structure 8 (e.g., 120 pm). HoWever, the Width of the metal 
Wall 7 (or the spacing of the grounded metal structure 8) is 
not limited to the exempli?ed one, but may be set to any 
other appropriate value during the design of the coplanar 
Waveguide. 

This metal Wall 7 is an exemplary shielding metal mem 
ber provided betWeen the n- and p-side ohmic electrodes 4 
and 5 to reduce an inter-electrode capacitance betWeen these 
electrodes 4 and 5. The metal Wall 7 is mechanically 
connected to the grounded metal structure 8 of the coplanar 
Waveguide to transmit RF poWer. A direct contact of the 
metal Wall 7 With the semiconductor substrate 1Will interfere 
With the normal operation of the PIN diode. For that reason, 
the oxide ?lm 6 is herein provided betWeen the metal Wall 
7 and the semiconductor substrate 1. HoWever, as in the ?rst 
embodiment, a substitute shielding metal member may be 
formed in an elevated, air-bridge shape Without providing 
the oxide ?lm 6 betWeen the Wall 7 and the substrate 1. 

In the coplanar Waveguide of the second embodiment, the 
?rst and second signal lines 9A and 9B are connected to the 
n- and p-side ohmic electrodes (i.e., exemplary cathode and 
anode electrodes) 4 and 5 of the diode, respectively. And the 
shielding metal member (i.e., the metal Wall in this 
embodiment) 7 of the diode is connected to the grounded 
metal structure (i.e., exemplary grounded conductor) 8 sand 
Wiching the ?rst and second signal lines 9A and 9B ther 
ebetWeen. Thus, by using the coplanar Waveguide of the 
second embodiment, a PIN diode, exhibiting signi?cantly 
improved isolation characteristics, is implementable through 
a simpli?ed layout With the number of parts drastically 
reduced. In the foregoing embodiment, the present invention 
has been described as being applied to a PIN diode. 
HoWever, the present invention is also applicable to various 
diodes other than PIN diodes. Examples of the implement 
able diodes include PN diodes, Schottky diodes, MIS diodes 
and heterojunction diodes. 

The inventive diode includes a shielding metal member 
betWeen cathode and anode electrodes. Thus, the diode can 
reduce an inter-electrode capacitance and yet improve its 
isolation characteristics. Also, in the inventive coplanar 
Waveguide including the diode, the shielding metal member, 
provided betWeen the cathode and anode electrodes of the 
diode, is mechanically connected to a grounded metal struc 
ture sandWiching signal lines of the coplanar Waveguide 
therebetWeen. Accordingly, the isolation characteristics are 
improvable through a simpli?ed layout With the number of 
parts drastically reduced. 
What is claimed is: 
1. A diode comprising: 
a cathode electrode and an anode electrode that are 

disposed on a semiconductor substrate and are spaced 
apart from each other; and 
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a shielding metal member placed betWeen the cathode and 

anode electrodes. 
2. The diode of claim 1, further comprising n- and p-type 

semiconductor regions that are de?ned in the semiconductor 

substrate, 
Wherein the cathode electrode is an n-side ohmic elec 

trode formed on the n-type semiconductor region, and 

Wherein the anode electrode is a p-side ohmic electrode 
formed on the p-type semiconductor region, and 

Wherein the shielding metal member is placed betWeen 
the n- and p-side ohmic electrodes. 

3. The diode of claim 1, further comprising an n-type 
semiconductor region and an n-type heavily doped semi 
conductor region that are de?ned in the semiconductor 
substrate, 

Wherein the cathode electrode is a Schottky electrode 
formed on the n-type semiconductor region, and 

Wherein the anode electrode is an n-side ohmic electrode 
formed on the n-type heavily doped semiconductor 
region, and 

Wherein the shielding metal member is placed betWeen 
the Schottky electrode and the n-side ohmic electrode. 

4. The diode of claim 1, further comprising an insulating 
?lm that is formed betWeen the shielding metal member and 
the semiconductor substrate. 

5. The diode of claim 1, Wherein the top of the shielding 
metal member is higher than the tops of the cathode or anode 
electrode. 

6. The diode of claim 1, Wherein the shielding metal 
member is a metal Wall With ?rst and second sides, Which 
face a side of the cathode electrode and a side of the anode 
electrode, respectively, and 

Wherein the ?rst side of the metal Wall is greater in area 
than the side of the cathode electrode. 

7. The diode of claim 1, Wherein the shielding metal 
member is a metal Wall With ?rst and second sides, Which 
face a side of the cathode electrode and a side of the anode 
electrode, respectively, and 

Wherein the second side of the metal Wall is greater in area 
than the side of the anode electrode. 

8. A coplanar Waveguide comprising: 
a diode including a cathode electrode, an anode electrode 

and a shielding metal member, the cathode and anode 
electrodes being disposed on a semiconductor substrate 
and spaced apart from each other, the shielding metal 
member being placed betWeen the cathode and anode 
electrodes; 

a ?rst signal line connected to the cathode electrode of the 
diode; 

a second signal line connected to the anode electrode of 
the diode; and 

a grounded conductor placed in the vicinity of the ?rst and 
second signal lines and connected to the shielding 
metal member. 

9. The coplanar Waveguide of claim 8, Wherein the 
shielding metal member and the grounded conductor are 
integrated together. 


