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INTEGRATED BED SIDE STEP ASSEMBLY 
FOR VEHICLES 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates generally to beds for 
vehicles and, more speci?cally, to an integrated bed side step 
assembly for a bed of a vehicle. 

2. Description of the Related Art 
It is knoWn to provide a bed for a vehicle such as a pick-up 

truck. Typically, the bed is rectangular in shape to de?ne a 
cargo area and is closed at the end by a tailgate. The tailgate 
is hinged to the bed to have an upright position to close the 
end of the bed and a doWn position to open the end of the 
bed. 

It is knoWn to provide an opening in a side of a bed of a 
vehicle such as a pick-up truck. An example of such a 
pick-up truck is disclosed in US. Pat. No. 4,861,096. In this 
patent, the pick-up truck has an opening in a side of the bed 
and a door mounted to the side of the bed to alloW occupant 
ingress and egress to the bed of the pick-up truck. 

One disadvantage of the above pick-up truck is that it does 
not alloW stepped access to the bed. Another disadvantage is 
that the above pick-up truck does not provide access to the 
b ed When a cap is place over the bed of the pick-up truck. 
Therefore, there is a need in the art to provide a pick-up 
truck With a bed access step and opening and one that can 
also be used With a cap over the bed of the pick-up truck. 

SUMMARY OF THE INVENTION 

Accordingly, the present invention is an integrated bed 
side step assembly for a vehicle having a bed. The integrated 
bed side step assembly includes a body opening assembly 
forming one side of the bed and having an opening extend 
ing therethrough above a ?oor of the bed to alloW access to 
an interior of the bed. The integrated bed side step assembly 
also includes a door assembly operatively cooperating With 
the body opening assembly to open and close the opening 
and having at least one step to alloW an operator to step up 
into and access the interior of the bed. 

One advantage of the present invention is that an inte 
grated bed side step assembly is provided for a vehicle such 
as a pick-up truck. Another advantage of the present inven 
tion is that the integrated bed side step assembly has an 
opening in a side of a bed of a pick-up truck and a side 
access door that alloWs occupants to simply step into the bed 
and to access cargo placed in the bed of the pick-up truck. 
Yet another advantage of the present invention is that the 
integrated bed side step assembly incorporates a side access 
door for a bed of a pick-up truck that provides occupants 
With an unique step into the bed and provides access to the 
bed from the side of the bed of the pick-up truck. Still 
another advantage of the present invention is that the inte 
grated bed side step assembly can also be used With a cap 
over the bed of the pick-up truck. 

Other features and advantages of the present invention 
Will be readily appreciated, as the same becomes better 
understood after reading the subsequent description When 
taken in conjunction With the accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW of an integrated bed side step 
assembly, according to the present invention, illustrated in 
operational relationship With a pick-up truck. 
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2 
FIG. 2 is an exploded perspective vieW of the integrated 

bed side step assembly and pick-up truck of FIG. 1. 
FIG. 3 is an exploded perspective vieW of a portion of the 

integrated bed side step assembly and pickup truck of FIG. 
1. 

FIG. 4 is a perspective vieW of another embodiment, 
according to the present invention, of the integrated bed side 
step assembly of FIG. 1. 

DESCRIPTION OF THE PREFERRED 

EMBODIMENT(S) 
Referring noW to the draWings and in particular FIGS. 1 

through 3, one embodiment of an integrated bed side step 
assembly 10, according to the present invention, is illus 
trated in connection With a vehicle such as a pick-up truck, 
generally indicated at 12. Such pick-up trucks 12 typically 
include a cab 14 and a bed 16 forming a cargo area 18. The 
bed 16 includes a front 19, ?oor 20, tWo sides 22, and a rear 
tailgate 24, Which de?ne the cargo area 18. It should be 
appreciated that, except for the integrated bed side step 
assembly 10, the pick-up truck 12 is conventional and 
knoWn in the art. 

Referring to FIGS. 1 through 3, the integrated bed side 
step assembly 10 includes a bed opening assembly, generally 
indicated at 25, in one of the sides 22 of the bed 16. The bed 
opening assembly 25 has an inner panel 26 extending 
longitudinally and connected to the ?oor 20 by suitable 
means such as Welding. The bed opening assembly 25 also 
includes an outer panel 28 extending longitudinally and 
connected to the inner panel 26 by suitable means such as 
fasteners or Welding. The inner panel 26 has an opening 30 
extending laterally therethrough. The opening 30 is gener 
ally rectangular in shape. The outer panel 28 has an opening 
32 extending laterally therethrough. The opening 32 is 
generally rectangular in shape and greater in longitudinal 
length than the opening 30. The inner panel 26 and outer 
panel 28 are made of metal material. 

The bed opening assembly 25 also includes a pillar 
assembly 34 disposed on both sides of the openings 30 and 
32. The pillar assembly 34 has an inner portion 36 that 
extends vertically and is generally holloW and rectangular in 
shape. The inner portion 36 is disposed in a recess 38 formed 
in the inner panel 26 adjacent the opening 30 and secured to 
the inner panel 26 by suitable means such as Welding. The 
pillar assembly 34 also has an outer portion 40 that extends 
vertically and laterally from the inner portion 36. The outer 
portion 40 is generally holloW and rectangular in shape. The 
outer portion 40 is disposed in a recess 42 formed in the 
outer panel 40 adjacent the opening 32 and secured to the 
outer panel 28 by suitable means such as fasteners (not 
shoWn). The pillar assembly 34 may be either a one-piece 
member or a tWo-piece construction. The pillar assembly 34 
is made of a metal material. It should be appreciated that the 
both pillar assemblies 34 are secured to a rail 44 to be 
described by suitable means such as Welding to form a 
generally “U” shaped structure around the openings 30 and 
32. 

The bed opening assembly 25 also includes a rail 44 
extending longitudinally along the side 22 and beloW the 
?oor 20 of the bed 16. The rail 44 is secured to the inner 
panel 28 by suitable means such as Welding. The bed 
opening assembly 25 includes a ?rst bed cross member 46 
secured at one end to the rail 44 by suitable means such as 
Welding. The bed opening assembly 25 includes a second 
bed cross member 48 extending laterally and spaced longi 
tudinally from the ?rst bed cross member 46 beloW the ?oor 
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20 of the bed 16. The second bed cross member 48 is secured 
at one end to the rail 44 by suitable means such as Welding. 
The rail 44, ?rst bed cross member 46, and second bed cross 
member 48 are made of a metal material. It should be 
appreciated that the rail 44, ?rst bed cross member 46, and 
second bed cross member 48 are also secured to the ?oor 20 
by suitable means such as Welding. 

The integrated bed side step assembly 10 also includes a 
door assembly, generally indicated at 50, for opening and 
closing the opening 32. The door assembly 50 includes a 
door 52 having an inner panel 54 and an outer panel 56 
joined together by suitable means such as a hem ?ange. The 
inner and outer panels 54 and 56 have a predetermined 
shape, preferably a generally rectangular in shape. The inner 
and outer panels 54 and 56 are made of rigid material such 
as a composite material. The door 52 also has at least one, 
preferably a plurality of, more preferably tWo, steps 58 
molded into the inner panel 54 for ease of entry into the 
cargo area 18 of the bed 16. The steps 58 have a predeter 
mined shape, preferably a generally rectangular shape. It 
should be appreciated that the outer panel 56 of the door 52 
is molded to match an outer surface or contour of the outer 
panel 26 of the bed opening assembly 25. 

The door assembly 50 also includes a hinge 60 to attach 
the door 52 to the rail 44 of the bed opening assembly 25. 
The hinge 60 eXtends longitudinally and is of a piano type. 
The hinge 60 is connected on one lateral side to a hinge 
reinforcement 62 disposed Within the inner panel 54 beneath 
an upper surface 64 thereof by suitable means such as 
fasteners (not shoWn). The hinge reinforcement 62 is made 
of metal material such as steel. The hinge 60 is also 
connected on the other lateral side to the rail 44 by suitable 
means such as fasteners (not shoWn). It should be appreci 
ated that the door assembly 50 may include a spring-loaded 
assist mechanism (not shoWn) to aid in the opening and 
closing of the door 52. It should also be appreciated that the 
assist mechanism alloWs the door 52 to open sloWer as it 
passes a ninety degree (90°) point and Will also reduce the 
amount of effort required to close the door 52. 

The door assembly 50 also includes a hider plate 66 
disposed over one side of the hinge 60 to bridge a step 
betWeen the door 52 and the ?oor 20. The hider plate 64 is 
secured to the inner panel 24 of the bed opening assembly 
25 by suitable means such as Welding. It should be appre 
ciated that the hider plate 64 is optional. It should also be 
appreciated that the door 52 is attached to the bed opening 
assembly 25 via the hinge 60 similar to the tailgate 24. 

The door assembly 50 also includes a latch assembly 68 
on both sides of the door 52 to latch the door 52 to the bed 
opening assembly 25. The latch assembly 68 is of a con 
ventional type and similar to the latch assemblies (not 
shoWn) for the tailgate 24. The latch assembly 68 is disposed 
on each longitudinal side 70 of the inner panel 54 and 
connected to a reinforcement plate 72 disposed Within the 
inner panel 54 and connected to the longitudinal side 70 
thereof by suitable means such as fasteners (not shoWn). The 
reinforcement plate 72 is made of metal material such as 
steel. The latch assembly 68 is eXposed through an opening 
74 in the longitudinal side 70 of the inner panel 54. The door 
assembly 50 also includes a striker 76 connected to the outer 
panel 26 on each longitudinal side of the opening 32 suitable 
means such as fasteners (not shoWn). The striker 76 is of a 
conventional type and similar to the strikers (not shoWn) for 
the tailgate 24. It should be appreciated that the striker 76 
cooperates With the latch assembly 68 to latch the door 52 
in a closed position Within the opening 32 similar to the 
tailgate 24. 

15 

25 

35 

45 

55 

65 

4 
The door assembly 50 includes a handle 78 connected to 

the door 52 to aid in lifting and loWering the door 52. The 
handle 78 is of a conventional type and similar to the handle 
(not shoWn) for the tailgate 24. The handle 78 is partially 
disposed in a handhold recess 80 in an outWard surface 82 
of the inner panel 54. The handle 78 is secured to the inner 
panel 54 by suitable means such as fasteners (not shoWn). It 
should be appreciated that the handle 78 may be located on 
the outer panel 56 to be visible. It should also be appreciated 
that the handle 78 is similar to that for the tailgate 24. 

The door assembly 50 also includes a cable 84 disposed 
on each side of the door 52 to aid in lifting and loWering the 
door 52. The cable 84 is of a conventional type and similar 
to the cables (not shoWn) for the tailgate 24. The cable 84 
has a ?rst end 86 attached to the reinforcement plate 72 by 
suitable means such as fasteners (not shoWn). The cable 84 
also has a second end 88 attached to the outer panel 26 on 
each longitudinal side of the opening 32 by suitable means 
such as a fastener 90. 

The door assembly 50 further includes at least one, 
preferably a plurality of skid pads 92 disposed on the steps 
58, inner panel 54, and hider plate 66. The skid pads 92 are 
of a rough or abrasive material attached to the steps 58, inner 
panel 54, and hider plate 66 by suitable means such as 
adhesive. It should be appreciated that the skid pads 92 
provide a non-skid surface to resist foot slippage by a user. 

The door assembly 50 further includes a door trim mold 
ing or top cover 94 for the door 52. The cover 94 has a shape 
to match a contour of a bottom surface 96 of the inner panel 
54 to overlap the bottom surface 96 of the door 52. The 
cover 94 is made of a rigid material such as metal or plastic. 
It should be appreciated that the cover 96 may be attached 
to the door 52 by suitable means such as an adhesive. 

In operation of the integrated bed side step assembly 10, 
during normal operating conditions, the door 52 is located in 
the side 22 of the bed 16 in an up or closed position in the 
opening 32 of the bed opening assembly 25. An operator 
moves the handle 78 to actuate the latches 68 to disengage 
the latches 68 from the strikers 76. The door 52 is loWered 
and rotated via the hinge 60 to a doWn or open position in 
a similar fashion to an airplane and drop aWay from the side 
22. With the door 52 in an open position as illustrated in FIG. 
1, the operator is alloWed to step up into the cargo area 18 
of the bed 16 using the steps 58 of the door 52, accessing the 
cargo area 18. Once the door 52 is in the doWn or open 
position, the operator can access the cargo area 18 located in 
the bed 16 through the openings 30 and 32. It should be 
appreciated that the operation is reversed for closing the 
door 52. 

Referring to FIG. 4, another embodiment 110, according 
to the present invention, of the integrated bed side step 
assembly 10 is shoWn. Like parts of the integrated bed side 
step assembly 10 have like references numerals increased by 
one hundred (100). In this embodiment, the integrated bed 
side step assembly 110 alloWs the operator to step into the 
cargo area 18 of the bed 16 When the pick-up truck 12 is 
?tted With a boX or bed cap, generally indicated at 100. The 
bed cap 100 is disposed over the cargo area 18 betWeen the 
sides 22 of the bed 16 adjacent the front 19 and tailgate 24 
thereof. The bed cap 100 is generally rectangular in shape. 
The bed cap 100 has a top 102 and sides 104 extending 
generally perpendicular thereto to form a chamber 106 
therein. One of the sides 104 of the bed cap 100 includes at 
least one opening 107 eXtending therethrough. The bed cap 
100 is secured to the sides 22 by fasteners (not shoWn) . The 
integrated bed side step assembly 110 includes a door 108 
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attached to the bed cap 100 by suitable means such as a 
hinge (not shown). The door 108 may include a WindoW 
108a and a handle 108b to actuate a latch (not shown), Which 
may cooperate With a striker (not shoWn) on the door 152 or 
sides 104. The integrated bed side step assembly 110 may 
include an assist mechanism 109 such as a damper to assist 
in the opening and closing of the door 108. It should be 
appreciated that assist mechanism 109 is connected to 
longitudinal sides of the door 108 and opening 107 by 
suitable means such as fasteners (not shoWn). 

In operation of the integrated bed side step assembly 110, 
during normal operating conditions, the door 152 is located 
in the side 22 of the bed 16 in an up or closed position in the 
opening 132 of the bed opening assembly 125. The door 108 
is located in the side 104 of the bed cap 100 in a doWn or 
closed position in the opening 107 of the bed cap 100. An 
operator moves the handles 108b and 178 to actuate the 
latches 168 to disengage the latches 168 from the strikers 
176. The doors 108 and 152 open in a clamshell fashion and 
rotated to their respective open positions. Once the doors 
108 and 152 are in the open position, the operator can access 
the cargo area 18 located in the bed 16 through the openings 
107 and 132. It should be appreciated that the operation is 
reversed for closing the doors 108 and 152. 

The present invention has been described in an illustrative 
manner. It is to be understood that the terminology, Which 
has been used, is intended to be in the nature of Words of 
description rather than of limitation. 
Many modi?cations and variations of the present inven 

tion are possible in light of the above teachings. Therefore, 
Within the scope of the appended claims, the present inven 
tion may be practiced other than as speci?cally described. 
What is claimed is: 
1. An integrated bed side step assembly for a pick-up 

truck having a bed, said integrated bed side step assembly 
comprising: 

a body opening assembly forming one side of the bed and 
having a body opening extending therethrough in the 
one side of the bed above a ?oor of the bed to alloW 
access to an interior of the bed; 

a door assembly operatively cooperating With said body 
opening assembly and pivotal about a horiZontal axis to 
open and close said body opening, said door assembly 
having at least one step therein to alloW an operator to 
step up into and access the interior of the bed; and 

a pillar assembly disposed on opposed sides of said body 
opening and adapted to be secured to a rail of the 
vehicle to form a generally U-shaped structure around 
said body opening. 

2. An integrated bed side step assembly as set forth in 
claim 1 Wherein said body opening assembly includes an 
inner panel and an outer panel connected to said inner panel, 
said inner panel having a ?rst opening and said outer panel 
having a second opening, said ?rst opening and said second 
opening forming said body opening. 

3. An integrated bed side step assembly as set forth in 
claim 2 Wherein said pillar assembly is connected to said 
inner panel and said outer panel. 

4. An integrated bed side step assembly as set forth in 
claim 1 Wherein said door assembly comprises a door and a 
hinge to pivotally connected said door to said body opening 
assembly. 

5. An integrated bed side step assembly as set forth in 
claim 4 Wherein said door comprises an inner panel and an 
outer panel joined to said inner panel, said inner panel 
having said at least one step. 

6. An integrated bed side step assembly as set forth in 
claim 4 Wherein said door assembly includes at least one 
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6 
latch connected to said door and at least one striker con 
nected to said body opening assembly to latch said door in 
a closed position in said body opening. 

7. An integrated bed side step assembly as set forth in 
claim 6 Wherein said door assembly includes a handle 
connected to said door and cooperating With said at least one 
latch to actuate said at least one latch to disengage said at 
least one striker. 

8. An integrated bed side step assembly as set forth in 
claim 4 Wherein said door assembly includes at least one 
cable having one end connected to said door and another end 
connected to said bed opening assembly. 

9. An integrated bed side step assembly as set forth in 
claim 4 Wherein said door assembly includes at least one 
skid pad attached to said door to resist slippage. 

10. An integrated bed side step assembly as set forth in 
claim 4 including a cover disposed over an end of said door 
for covering the end of said door. 

11. An integrated bed side step assembly as set forth in 
claim 1 including a bed cap disposed over the bed for 
covering the bed and having one side With an opening 
extending therethrough above the interior of the bed. 

12. An integrated bed side step assembly as set forth in 
claim 11 Wherein bed cap includes a door and a hinge to 
pivotally connect said door to said side of said bed cap. 

13. A pick-up truck comprising: 
a bed having a front, ?oor and sides extending upWardly 

and along said sides; 
a body opening assembly forming one of said sides and 

having a body opening extending therethrough in the 
one of said sides above said ?oor to alloW access to an 
interior of said bed; 

a door assembly operatively cooperating With said body 
opening assembly and pivotal about a horiZontal axis to 
open and close said body opening, said door assembly 
having at least one step therein to alloW an operator to 
step up into and access the interior of said bed; and 

a pillar assembly disposed on opposed sides of said body 
opening and adapted to be secured to a rail of the 
vehicle to form a generally U-shaped structure around 
said body opening. 

14. A pick-up truck as set forth in claim 13 Wherein said 
body opening assembly includes an inner panel and outer 
panel, said inner panel having a ?rst opening and said outer 
panel having a second opening, said ?rst opening and said 
second opening said body opening. 

15. A pick-up truck as set forth in claim 14 Wherein said 
pillar assembly is connected to said inner panel and said 
outer panel. 

16. A pick-up truck as set forth in claim 13 Wherein said 
door assembly comprises a door and a hinge to pivotally 
connected said door to said body opening assembly. 

17. A pick-up truck as set forth in claim 16 Wherein said 
door comprises an inner panel and an outer panel joined to 
said inner panel, said inner panel having said at least one 
step. 

18. A pick-up truck as set forth in claim 16 Wherein said 
door assembly includes at least one latch connected to said 
door and at least one striker connected to said body opening 
assembly to latch said door in a closed position in said body 
opening. 

19. Apick-up truck as set forth in claim 13 including a bed 
cap disposed over said bed for covering said bed and having 
one side With an opening extending therethrough above the 
interior of said bed. 

20. A pick-up truck as set forth in claim 19 Wherein bed 
cap includes a door and a hinge to pivotally connect said 
door to said side of said bed cap. 

* * * * * 


