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ELECTRICALLY CONDUCTIVE ELEVATION 
SHAPING TOOL 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation of US. patent applica 
tion Ser. No. 09/168,774, ?led Oct. 8, 1998, now US. Pat. 
No. 6,234,373 B1, Which is divisional of US. patent appli 
cation Ser. No. 08/961,758, ?led Oct. 31, 1997, now US. 
Pat. No. 5,984,164, both of Which are incorporated herein by 
reference. 

BACKGROUND OF THE INVENTION 

1. The Field of the Invention 

The present invention relates to semiconductor chip pack 
aging. More particularly, the present invention relates to 
realigning and reshaping of solder balls or conductive 
bumps in an array upon a chip or die prior to ?nal packaging. 
In particular, the present invention relates to a solder ball 
shaping tool and a method of using the tool to reshape and 
realign solder balls in an array that may have been mis 
aligned either during solder ball deposition or during han 
dling. 

2. The Relevant Technology 
In the ?eld of chip packaging, a goal for those skilled in 

the art is to miniaturiZe the chip package, such as in chip 
scale packages (CSP) Where the chip itself is not much 
smaller than its package. Various methods have been pro 
posed to eliminate Wire bonding and to achieve lead on chip 
(LOC) Wiring as a means of decreasing chip packaging siZe. 
Traditionally, connections have been achieved by connect 
ing a bonding Wire from a bonding pad on the chip to a lead 
?nger. HoWever, Wire bonding is time consuming and costly, 
particularly as the number of inputs and outputs from a 
single chip increases. 
As integrated circuit technology advances, other methods 

of connecting input and output from a chip to the external 
World must be explored to facilitate miniaturiZation. Solder 
balls, also called solder bumps, are generally intended to all 
be of substantially the same siZe. For example, the solder 
balls may be about 0.3 to 0.4 millimeters in diameter Where 
they contact the bottom of the package surface. Generally an 
array of electrical contacts congruent to the solder ball array 
is to be found on a circuit board to Which the package is to 
be mounted. The solder balls individually contact their 
corresponding pads on the circuit board. In order to assure 
adequate contact, solder paste is often required to accom 
modate for variations and discrepancies betWeen solder ball 
siZes and solder ball locations. After contact, the circuit 
board and the chip are placed in a solder re?oW furnace, 
under conditions suf?cient to cause the solder ball to re?oW 
and coalesce Within the solder paste in order to form an 
adequate electrical connection. 
One method of forming solder paste on a printed circuit 

board (PCB) is to use silk-screening techniques to deposit 
solder paste onto the PCB. Where a silk-screening stencil is 
substantially adequate in its location of positioning solder 
paste onto the PCB, the problem of getting substantially 
uniform solder paste bumps remains, due to uneven distri 
bution of solder paste and pressures during the silk 
screening process. An alternative method of depositing 
solder paste is multi-point deposition of solder paste glob 
ules. As each solder paste globule is deposited, siZe varia 
tions occur that may cause shorting betWeen neighboring 
sites. 
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2 
One method of forming solder bumps comprises stencil or 

screen printing or dispensing of solder paste in a desired 
pattern on the package substrate folloWed by re?oWing to 
provide rounded solder bumps. Maintaining accurate place 
ment of the chip is dif?cult and the reliability of electrical 
connections betWeen solder bumps and contact pads is 
reduced due to misplacement of the solder bumps. 
Additionally, variation in location in discrepancy in shape of 
solder bumps makes it dif?cult and time consuming to 
effectively make all electrical connections. 

Conventionally, solder bump re?oWing is used to mount 
a chip or chip package onto a PCB. Adegree of dimensional 
variation occurs With solder bumps in the prior art. Reli 
ability in the mounting and electrical connection of inte 
grated circuit packages to their mounting boards is important 
because the solder joints betWeen the contacts of the chip 
and those of the circuit board are highly dif?cult to visually 
inspect and non-destructively test once the chip is in place 
on the PCB. Although statistical methods of quality control 
along With destructive testing methods must be relied upon 
to provide con?dence that reliable electrical connections are 
being made, more effective methods are being sought. 
PCBs are typically made of laminated layers and organic 

resins. Plastic or organic substrates have a draWback of 
dimensional instability such as Warpage and boWing. 
Warpage and boWing cause additional challenges in effec 
tively making electrical connection betWeen the PCB and 
the chip package. When an integrated circuit package With 
an array of solder balls is placed against a PCB, if the 
package and PCB are suf?ciently coplanar, then each of the 
solder balls Will contact its corresponding contact pad. 
A boWed or Warped PCB or integrated circuit package 

may be suf?ciently deformed so as to prevent effective 
electrical contact betWeen solder paste and the solder balls. 
FIG. 1 illustrates one of the problems associated With a 
boWed or Warped chip package. In an exaggerated illustra 
tion seen in FIG. 1, integrated circuit package 10 containing 
a chip 8 is shoWn as being Warped When vieWed in cross 
section. In FIG. 1 it can be seen that integrated circuit 
package 10 is being placed in proximity to a PCB 16. Upon 
PCB 16 there is an array of pads 18 that correspond to an 
array of solder balls 12 upon integrated circuit package 10. 
Solder ball 12 is disposed upon a loWer surface 14 of 
integrated circuit package 10 in an array that folloWs the 
Warpage thereof It can be seen that a degree of Warpage, W, 
may be quanti?ed as approximately the distance betWeen a 
loW spot, L, on loWer surface 14 and approximately the 
center of integrated circuit package 10. It can be seen that 
upon assembly of integrated circuit package 10 With PCB 
16, loW spot L Will likely contact PCB at a corresponding 
pad 18 but a high spot, H on loWer surface 14, Will likely not 
make contact thereto. An attempt to force PCB 16 into high 
spot H may cause solder ball 12 at loW spot L to substantially 
?atten to the point that it Will short into an adjacent solder 
ball. Reduction of siZe of solder ball 12 may alleviate the 
problem of solder ball ?attening and subsequent shorting 
into an adjacent solder ball. HoWever, reduction of siZe of 
solder ball 12 in the area of high spot H Will likely prevent 
making an electrical contact to PCB 16. 

In an attempt to compensate for a Warped integrated 
circuit package, a larger solder ball may be deposited. 
HoWever, as the pitch betWeen adjacent solder balls in a ball 
grid array (BGA) decreases due to smaller packaging 
techniques, a larger solder ball that is substantially ?attened 
during mating of a BGA to a pad array, in relationship to 
other solder balls, may cause a short betWeen solder balls. 
Thus, non-planarity of both the PCB and integrated circuit 
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package and dimensional variability of solder balls among 
themselves all contribute to the problem of defectively 
connecting a chip package to a PCB. 

In situations Where a BGA is uniformly and substantially 
precisely set doWn upon a grid Within design tolerances, 
subsequent handling steps can damage, deform and displace 
any or all of the solder balls. In FIG. 1, it can be seen that 
a design distance, dO describes spacing betWeen tWo solder 
balls 12. Displacement of a solder ball during subsequent 
handling steps Will cause variations such as a spacing less 
than d0, d1, and a spacing greater than d0, d2. 

Handling steps include chip singulation, marking, and 
testing such as burn-in. One technique that has been used in 
the prior art to reclaim the design shape of a solder ball is to 
re?oW the solder ball through a thermal process. One 
problem With a thermal re?oW process is that a given chip 
or array thereof may be at or near the end of its fabrication 
processing thermal budget and any further thermal process 
ing Will compromise the quality or reliability of the chip or 
chip array. 
What is needed in the art is a tool that effectively shapes 

and siZes solder balls. What is also needed in the art is a tool 
that effectively restores shapes and siZes of individual solder 
balls Within an array to their designed location and height to 
prevent electrical shorting inherent in smaller packaging and 
increasingly ?ner pitch of solder balls. 

BRIEF SUMMARY OF THE INVENTION 

The present invention relates to an electrically conductive 
elevation shaping tool and a method for using the tool. 
EXamples of an electrically conductive elevation are a solder 
ball or solder bump, a conductive polymer bump, a gold 
bump, and the like. For convenience, reference to electri 
cally conductive elevations Will be done by using the term 
solder ball unless otherWise noted. FolloWing routine pro 
cedures such as testing, marking, and burn-in, the present 
invention is used to restore the BGA to its design param 
eters. 

In a substrate there is formed a series of depressions. The 
substrate forms part of a tool that is to be aligned over an 
array of solder balls. The tool is pressed onto the integrated 
circuit package, if the BGA is arrayed on an integrated 
circuit package, and the BGA is realigned either With simple 
pressure or pressure assisted by heating. In one embodiment, 
a truncated pyramid depression shape is used to reshape a 
solder ball. In other embodiments, a preferred depression 
shape may include a hemisphere depression, a pyramid 
depression, a cylinder-end depression, and the like. 
Where a solder ball may have been deposited upon a die 

in a diameter that eXceeds that of the designed diameter, a 
corral tool is used to substantially conform the solder ball to 
design dimensions and a design location. As the corral tool 
is pressed against the solder ball, portions of the solder ball 
Will re?oW both into the substrate depression and into the 
corral. Where the total volume of the solder ball does not 
eXceed that of both the corral and the substrate depression, 
the corral tool is adequate to achieve a designed solder ball 
height. 
Where the solder ball is misaligned in the X-Y dimension 

(the Z dimension being vertical), pressure of the corral tool 
against the solder ball Will cause the solder ball to plastically 
deform and/or re?oW in a X-Y direction toWard the center of 
the substrate depression. 
Where a solder ball has a substantial adhesive af?nity or 

capability of Wetting silicon, polysilicon, or a material that 
forms the substrate, a liner layer may be formed upon the 
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4 
substrate. Where the substrate has a ?rst adhesive affinity to 
the solder ball, the liner layer is selected to have a second 
adhesive af?nity to the solder ball. The ?rst adhesive affinity 
is greater than the second adhesive af?nity. Preferably, the 
af?nity of the liner layer to Wet a solder ball or the like Will 
be substantially insigni?cant in comparison to the af?nity of 
the material that forms the substrate. EXamples thereof 
include aluminum, tungsten and the like. Alternatively, a 
substrate may be chosen Without a liner layer that likeWise 
has a substantially insigni?cant af?nity for alloWing a solder 
ball to Wet thereupon. 
Where a corral tool con?guration, in spite of its capacity 

to reshape the solder ball Without causing shorting to a 
neighboring solder ball is insuf?cient to accomplish that end, 
a vented corral tool may be used. The vented corral tool 
includes a Wetting channel that has a ?rst adhesive af?nity 
to the solder ball that is greater than the second adhesive 
af?nity to the solder ball of the liner layer. As the vented 
corral tool is pressed against the solder ball, eXcess solder 
ball material at or near re?oW temperatures ?oWs or moves 
beyond the boundary of the depression and is draWn into the 
Wetting channel. 

The tool may be as simple as a single tool With a single 
depression therein, such as a tool that can be articulated 
among an array of solder balls upon a die or a chip package 
by use of an 3-dimensional motion robot arm. The tool may 
also include an array of depressions that substantially 
matches a solder ball array on a single die or on a single chip 
package. Alternatively, the tool may include an array of tools 
that substantially matches an array of dice upon a Wafer 
before singulation or that substantially matches an array of 
chip packages on a PCB panel before singulation. 

In a method of processing a solder ball array according to 
the present invention, a plurality of tools having an array of 
depressions, each tool having a depression siZe smaller than 
the previous, is sequentially applied to a solder ball array to 
substantially realign and reshape solder balls that are mis 
aligned. 

These and other features of the present invention Will 
become more fully apparent from the folloWing description 
and appended claims, or may be learned by the practice of 
the invention as set forth hereinafter. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In order that the manner in Which the above-recited and 
other advantages of the invention are obtained, a more 
particular description of the invention brie?y described 
above Will be rendered by reference to speci?c embodiments 
thereof Which are illustrated in the appended draWings. 
Understanding that these draWings depict only typical 
embodiments of the invention and are not therefore to be 
considered to be limiting of its scope, the invention Will be 
described and eXplained With additional speci?city and 
detail through the use of the accompanying draWings in 
Which: 

FIG. 1 is an elevational cross-section vieW of problems 
that occur in the ?eld of chip packaging in attempting to 
achieve a substantially uniform and planar array of electri 
cally conductive elevations such as a ball grid array. 

FIG. 2 is plan vieW of an embodiment of the inventive 
tool, Wherein depressions of various con?gurations are 
illustrated as alternatives of the inventive electrically con 
ductive prominence reshaping tool. 

FIG. 3 is an elevational cross-section vieW of the tool 
depicted in FIG. 2, Wherein it can be seen that the depres 
sions form openings of various Widths in relation to a solder 
ball Width. 
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FIG. 4 is an elevational cross-section vieW of an embodi 
ment of the present invention that includes both a depression 
and a corral and Wherein the corral is used to reshape and 
re-align the solder ball array. 

FIG. 5 is an elevational cross-section vieW of another 
embodiment of the present invention, Wherein the tool 
includes a depression and a liner layer that is disposed 
substantially conformably Within the depression and that has 
a resistance to adhesion With the electrically conductive 
elevation such as a solder ball; the substrate has a ?rst 
adhesive af?nity for the electrically conductive elevation 
and the liner layer has a second adhesive affinity for the 
electrically conductive elevation that is substantially less 
than the ?rst adhesive af?nity. 

FIG. 6 is an elevational cross-section vieW of another 
embodiment of the present invention, Wherein a Wetting 
channel circumscribes the corral; the Wetting channel has a 
?rst adhesive affinity for the electrically conductive eleva 
tion in re?oW and the liner layer has a second adhesive 
af?nity for the electrically conductive elevation in re?oW. 

FIG. 7 is an elevational cross-section vieW of another 
embodiment of the present invention, Wherein the inventive 
tool includes an electrically conductive elevation 
depression, a Wetting channel trench that both circumscribes 
the electrically conductive elevation depression and is con 
?gured to convey eXcess portions of the electrically con 
ductive elevation in re?oW aWay from the depression, and 
Wherein a second Wetting channel is located at the bottom of 
the depression to facilitate removal of eXcess electrically 
conductive elevation material in re?oW. 

FIG. 8 is an elevational cross-section vieW of another 
embodiment of the present invention, Wherein a Wall diago 
nal Wetting channel is located along the side of the 
depression, and Wherein a second Wetting channel is located 
at the bottom of the depression. 

FIG. 9 is an elevational cross-section vieW of another 
embodiment of the present invention, Wherein the liner layer 
is depicted as having either a right angle edge at the Wetting 
channel opening to resist substantial How of a solder ball in 
re?oW into the Wetting channel or a beveled edge to facilitate 
substantial removal of electrically conductive elevation 
material into the Wetting channel Where eXcess electrically 
conductive elevation material is found. 

FIG. 10 is an elevational cross-section vieW of another 
embodiment of the present invention, Wherein the liner layer 
is depicted as being substantially Within the Wetting channel; 
the Wetting channel having a ?rst adhesive af?nity for the 
electrically conductive elevation in re?oW by virtue of the 
liner layer, the depression having a second adhesive affinity 
for the electrically conductive elevation in re?oW, and 
Wherein the ?rst adhesive affinity is substantially greater 
than the second adhesive af?nity. 

FIG. 11 is an elevational cross-section vieW of an embodi 
ment of the inventive tool being used in an inventive 
method, Wherein a series of successfully smaller-Width 
corrals is applied to the electrically conductive elevation to 
achieve a designed electrically conductive elevation location 
and electrically conductive elevation siZe. 

FIG. 12 is an elevational cross-section vieW of a motion 
study of three possible steps in the inventive method, 
Wherein an electrically conductive elevation is realigned and 
reshaped in a plurality of stages that includes increasingly 
tighter depression-to-elevation tolerances. 

FIG. 13 is an elevational cross-section vieW of possible 
results of application of the inventive tool and method, 
Wherein a ball grid array as part of a Warped integrated 
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6 
circuit package has been realigned and reshaped to achieve 
substantial planarity and substantial design alignment. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Reference Will noW be made to the draWings Wherein like 
structures Will be provided With like reference designations. 
It is to be understood that the draWings are diagrammatic and 
schematic representations of the embodiment of the present 
invention and are not draWn to scale. 

The present invention relates to an electrically conductive 
elevation shaping tool and a method for using the tool. 
FolloWing routine procedures such as testing, marking, and 
burn-in the present invention can be used to restore the BGA 
to its design parameters. For convenience, the electrically 
conductive elevation Will be referred to throughout as solder 
ball 12. HoWever, it is understood that solder ball includes 
solder bumps, solder balls, conductive polymer bumps, gold 
bumps, and the like. 

FIG. 2 illustrates a bottom plan vieW of an embodiment of 
the present invention. In FIG. 2 it can be seen that a tool 20 
has been provided that consists of a substrate 22 Which may 
be, by Way of nonlimiting example, monocrystalline silicon 
or polycrystalline silicon. In substrate 22 there is formed a 
series of depressions including a ?rst depression 24, a 
second depression 26, a third depression 28, and an Nth 
depression 30. First depression 24 illustrates additional 
features for a preferred embodiment of the present invention. 
It can be seen Within ?rst depression 24 that a depression 
Wall 32 and a depression bottom 34 are included Within ?rst 
depression 24. In this embodiment, Where ?rst depression 24 
forms a truncated pyramid depression shape, there eXists a 
miter joint shape 36 betWeen tWo adjacent structures of 
depression Wall 32. Miter joint shape 36 is merely a shape 
and not a joint, as miter joint shape 36 is preferably formed 
entirely out of substrate 22. Thus, depression Wall 32 con 
sists of four substantially planar Wall surfaces With miter 
joint shape 36 being the boundary of any tWo of such 
substantially planar Wall surfaces. 

Although tool 20 is illustrated as having ?rst depression 
24 through Nth depression 30 being of differing siZes in the 
same tool, a given tool can have an array of depressions that 
are substantially the same in siZe and con?guration (i.e., 
depth, Width, shape, etc.). Thus, vertically-draWn dash lines 
indicate differentiation of different tools. Tool 20 is used by 
aligning it beloW an array of solder balls, such as placing 
tool 20 or integrated circuit package 10 into a fence and then 
pressing. Sight alignment techniques may also be used such 
as a visual scan of the array that recogniZes the BGA pattern 
and then places tool 20 upon the array in a manner that 
optimiZes alignment of solder ball 12 With the depressions 
may also be used. Tool 20 is then pressed against integrated 
circuit package 10, if the BGA is arrayed on an integrated 
circuit package, and the BGA is realigned either With simple 
pressure or pressure assisted by heating. 

FIG. 3 illustrates tool 20 of FIG. 2 in elevational cross 
section. In ?rst depression 24, a truncated pyramid depres 
sion shape in substrate 22 is depicted. Where a solder ball 
may have a Width in the range from about 100 to about 1,000 
microns, the Width of the truncated pyramid shape Will be 
proportionally as Wide. Second depression 26 illustrates a 
truncated pyramid shape With solder ball 12 above it that has 
a Width greater than the Width of second depression 26. In 
third depression 28, solder ball 12 has a Width that exceeds 
all portions of any Width of third depression 28. In Nth 
depression 30, solder ball 12 has a Width that begins to 
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approach twice the Width of Nth depression 30. Where 
solder ball 12 has a Width of 300 microns, it can be seen that 
during the process of pressing solder ball 12 into ?rst 
depression 24, ?rst depression 24 With a Width of 300 
microns substantially equals the Width of solder ball 12. An 
alternative embodiment is illustrated in FIG. 3, Wherein third 
depression 28 has an opening of 250 microns and solder ball 
12 has a Width that exceeds the Width of third depression 28 
by about 50 microns. 

References in the Figures refer to the vertical dimension, 
such as in FIG. 3 as an axis in the plane of the page that runs 
from top to bottom thereof, to be the Z-dimension. The 
X-dimension is understood to be the dimension coming 
perpendicularly out of the plane of the page. The 
Y-dimension is understood to be an axis substantially Within 
the plane of the page and moving from right to left thereon. 
Where solder ball 12 may have been deposited upon a die 

or substrate in a diameter that exceeds that of the designed 
diameter, a corral tool 38, as seen in FIG. 4, is used to 
substantially conform solder ball 12 to design dimensions 
and a design location. As corral tool 38 is pressed against 
solder ball 12, portions of solder ball 12 Will re?oW both into 
a substrate depression 40 and into a corral 42. Where the 
total volume of solder ball 12 does not exceed that of both 
corral 42 and substrate depression 40, corral tool 38 is 
adequate to achieve a designed solder ball height in the 
Z-dimension. 

Where solder ball 12, as seen immediately above third 
depression 28 in corral tool 38 is misaligned in the X-Y 
dimension, pressure of corral tool 38 against solder ball 12 
Will cause solder ball 12 to plastically deform and/or re?oW 
in the X-Y dimension in a direction toWard the center of 
third depression 28. Although solder ball 12 Within third 
depression 28 may not be substantially centered, the effect 
of deformation and/or re?oW of solder ball 12 substantially 
toWard the center of third depression 28 Will in some 
applications be sufficient to restore solder ball 12 both to 
design height (Z) and design location (X-Y). 

Corral tool 38 has an elevation 44 that extends above a 
tool upper surface 46 of corral tool 38. Elevation 44 may be 
manufactured from epitaxial polycrystalline silicon disposed 
upon tool upper surface 46 of corral tool 38. Other materials 
may also be used to form elevation 44 such as a polyamide 
or a photoresist-type material that can be cured and hardened 
to remain upon tool upper surface 46. Elevation 44 can be 
made from a suitable material such as plastics including 
polytetra?uoroethylene (PTFE), polyamids, and photoresist 
material. Elevation 44 may also be made from such inor 
ganic materials as silicon nitride, silicon carbide, silicon 
carbon nitride, and silicon oxide. Elevation 44 may also be 
made from polysilicon such as P-doped polysilicon, 
N-doped polysilicon, Group 4A-doped polysilicon, mixtures 
thereof, and undoped polysilicon. In selecting an appropriate 
material for elevation 44, the material is preferably resistant 
to thermal degradation at or near solder ball re?oW 
temperatures, and also substantially resistant to brittle fail 
ure due to incidental pressure caused during pressing corral 
tool 38 upon a BGA. Alternatively, both substrate 22 and 
elevation 44 may be manufactured from a single monocrys 
talline silicon piece. Fabrication of corral 42 and substrate 
depression 40 may be accomplished, by Way of non-limiting 
example by etching techniques knoWn in the art. 
Where substrate 22 of tool 20 or corral tool 38 is formed 

from monocrystalline silicon, the shape of any depression 
therein may be dictated by etching along crystal planes. 
Elevation 44 is not necessarily limited to crystal planes in its 

10 

15 

20 

30 

40 

45 

50 

55 

60 

65 

8 
preferred shape. Thus, Where a ?rst depression 24, etc. forms 
a pyramid or truncated pyramid shape in substrate 22, 
elevation 44 may have a substantially circular shape or a 
geometric shape to complement the shape of substrate 
depression 40. 

Substrate 22 may be made of any suitable material, silicon 
and polysilicon being preferred. As seen in FIG. 5, Where a 
solder ball has a speci?c adhesive af?nity or Wetting capa 
bility to silicon or polysilicon or a material that is preferred 
in a speci?c application that forms substrate 22, a liner layer 
48 may be formed upon substrate 22. Substrate 22 is selected 
to have a ?rst adhesive affinity to solder ball 12 and liner 
layer 48 is selected to have a second adhesive af?nity to 
solder ball 12. The ?rst adhesive affinity for solder ball 12 
Will be greater than the second adhesive af?nity for solder 
ball 12. The adhesive af?nity of any material for solder ball 
12 may be described as a tendency for solder ball 12 to Wet 
that material during re?oW or a tendency for solder ball 12 
to adhere to that material during substantial contact ther 
ebetWeen. Apreferred second adhesive af?nity material that 
is used to form liner layer 48 for solder ball 12 is understood 
to be a material that Will form a Wetting contact angle of less 
than 90|I| for a solder ball substantially at its liquidus 
temperature if a metal, or its plastic gravity-induced re?oW 
temperature if a plastic resin or the like. In other Words, 
solder ball 12, When placed on material used to form liner 
layer 48 under these conditions Will tend to “bead up” 
instead of spread out. Although a preferred second adhesive 
af?nity material Will have a Wetting contact angle of a solder 
ball substantially at the liquidus temperature or the like that 
is less than 90El, a preferred ?rst adhesive af?nity material 
may also have a contact angle less than 90|I| at substantially 
similar conditions. In such a case, a preferred second adhe 
sive af?nity material Will have a contact Wetting angle even 
smaller than the contact Wetting angle of the preferred ?rst 
adhesive af?nity material. In a more preferred embodiment, 
a characteristic preferred contact Wetting angle of liner layer 
48 is less than 60°, even more preferably less than 30°, and 
most preferably less than 10°. 
Where a corral tool con?guration, in spite of its capacity 

to reshape solder ball 12 Without causing shorting to a 
neighboring solder ball is insuf?cient to accomplish that end, 
a vented corral tool 50 as illustrated in FIG. 6 may be used. 
Vented corral tool 50 includes liner layer 48 as an option and 
a Wetting channel 52. Wetting channel 52 has a ?rst adhesive 
af?nity to solder ball 12 that is greater than the second 
adhesive af?nity to solder ball 12 than that of liner layer 48. 
As vented corral tool 50 is pressed against solder ball 12, 
excess solder ball material at or near re?oW temperatures 
spills beyond the boundary of corral 42 and is forced into 
Wetting channel 52 by pressure, draWn by vacuum action, by 
Wicking action, or by other forces such as capillary action. 

In any embodiment of the present invention, Where a tool 
has a vented portion that may convey excess solder material 
aWay from a given solder bump, the tool may be con?gured 
to have suf?cient capacity Within a vent or in a reservoir 
connected to the vent to process an entire given batch of 
substrates carrying an array of solder balls. Alternatively, a 
series of tools may be con?gured such that Where a second 
tool is in use to realign and reshape solder balls, a ?rst tool 
is off line and is being substantially cleaned of any solder 
ball material that may have been draWn into a Wetting 
channel or accumulated thereon by other means. Under this 
scheme, a given plurality of tools may be cycling through a 
process of being used to realign and reshape a solder ball 
array, being cleaned of substantially all solder ball material, 
and being prepared to realign and reshape a given array of 
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solder balls. With or Without Wetting channel 52, a tool of 
the present invention may be used in rotation With other 
tools of like or different con?guration to be substantially 
cleaned and brought back on-line. 

FIG. 7 illustrates in an alternative embodiment of the 
present invention, Wherein a vented tool 54 has both Wetting 
channel 52 and a second Wetting channel 56 that is located 
at the bottom of ?rst depression 24. It can be readily 
understood that vented tool 54 may be con?gured With 
Wetting channel 56 alone, in combination With second 
Wetting channel 56, or With second Wetting channel 56 
alone. Where vented tool 54 has Wetting channel 52, a trench 
58 that surrounds ?rst depression 24 may be part of Wetting 
channel 52. Aplurality of Wetting channels lead out of trench 
58 in a direction aWay from tool upper surface 46. In FIG. 
7, it can be seen in cross-section that Wetting channel 52 is 
depicted With trench 58 surrounding ?rst depression 24 to 
Nth depression 30 and a single Wetting channel 52 is 
eXposed near each depression in this cross-sectional vieW. 

FIG. 8 illustrates yet another embodiment of the present 
invention Wherein a Wall diagonal Wetting channel 60 forms 
an opening against the depression Wall 32 of vented tool 54. 
Vented tool 54 may include second Wetting channel 56 as 
illustrated, and may also include liner layer 48. 

FIG. 9 illustrates another embodiment of the present 
invention. It can be seen that liner layer 48 can be con?gured 
With either a substantially right angle edge 62 that has an 
edge height 64 or With a beveled edge 66 that has substan 
tially no edge height. During re?oW of solder ball 12, edge 
height 64 When used, Will resist How of solder ball 12 into 
second Wetting channel 56. Resisting re?oW of solder ball 12 
into second Wetting channel 56 is desirable Where solder ball 
12 has a height con?guration such that it does not exceed 
design tolerances but another solder ball on the BGA does 
eXceed design tolerances. Beveled edge 66 facilitates How of 
solder ball 12 into second Wetting channel 56 When the 
height of solder ball 12 is substantially greater than design 
tolerances. It can be appreciated that right angle edge 62 
and/or beveled edge 66 may be placed at any location Within 
?rst depression 24 to Nth depression 30 (not illustrated) to 
accompany a Wetting channel. 

FIG. 10 illustrates another embodiment of the present 
invention in Which vented tool 54 includes ?rst depression 
24 to Nth depression 30 and Wetting channel 52 has been 
formed With liner layer 48 thereWithin. In this con?guration, 
liner layer 48 has a ?rst adhesive affinity for solder ball 12 
and substrate 22 has a second adhesive af?nity for solder ball 
12 as herein de?ned. Processing to form liner layer 48 Within 
Wetting channel 52 can be carried out according to layer 
formation methods knoWn in the art such as chemical vapor 
deposition (CVD). Liner layer 48 may be made from any 
suitable material that Will facilitate degradation during use 
of tool 20 and that Will substantially resist Wetting or 
adhesive contact to solder ball 12. Liner layer 48 may be 
made from aluminum, copper, silver, or refractory metals, 
either alone or in combination. Preferred refractory metals 
include titanium, tungsten, cobalt, and niobium. Liner layer 
48 may be also made from refractory metal nitrides. Pre 
ferred refractory metal nitrides include tungsten nitride, 
titanium nitride, titanium tungsten nitride, cobalt nitride, and 
tantalum nitride. Additionally, liner 48 may be made from 
the same preferred materials that are used to manufacture 
elevation 44 as set forth herein. 

In another embodiment of the present invention, corral 42 
may be formed Wherein elevation 44 has a corral Wall 68 that 
has a slope substantially the same as the slope of the 
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depression Wall 32 as illustrated in FIG. 11. FIG. 11 illus 
trates yet another alternative of the present invention on the 
right side of the vertical dashed line Wherein corral Wall 68 
of elevation 44 is initially backset from depression Wall 32 
of ?rst depression 24. By use of the inventive method, 
elevation 44 may be progressively advanced toWard depres 
sion Wall 32 by using a series of tools that have increasingly 
coplanar corral and depression Walls until corral Wall 68 is 
substantially coplanar With depression Wall 32 as illustrated 
in Nth depression 30 on the left side of the vertical dashed 
line. It can be appreciated that corral Wall 68 may initially 
be formed substantially perpendicularly to tool upper sur 
face 46 or may initially be set at an angle substantially 
similar to that of depression Wall 32 or any angle betWeen 
coplanarity and perpendicular to tool upper surface 46. 
The tool may be as simple as a single tool With a single 

depression therein, Whereby the tool is articulated among an 
array of solder balls by use of a 3-dimensional motion robot 
arm or tray handling devices. The tool may include an array 
of depressions that substantially matches a solder ball array 
on a single die, a single integrated circuit package, or a 
single substrate such as a PCB. Also, the tool may include 
an array of tools that substantially matches an array of dice 
upon a Wafer before singulation. 

FIG. 12 illustrates, by Way of motion study, a method of 
processing a solder ball array according to the present 
invention. Tool 20 is illustrated in three segments, but it is 
to be understood that each segment represents a different 
tool. A method of aligning and siZing a solder ball according 
to the present invention includes placing tool 20 containing 
?rst depression 24, or containing an array of ?rst depression 
24 Within substrate 22 over solder ball 12 or a BGA. Where 
solder ball 12 is misaligned, as illustrated Within ?rst depres 
sion 24, solder ball 12 Will be pushed by depression Wall 32 
substantially in a direction toWard the center of ?rst depres 
sion 24. First depression 24 has a depression siZe smaller 
than ?rst depression but greater than second depression 26. 
Second depression 26 has a depression siZe smaller than ?rst 
depression 24 but greater than Nth depression 30. In the 
inventive method, a plurality of tools having an array of 
depressions, each tool having a depression siZe smaller than 
the previous, the series of tools is applied progressively to a 
solder ball array to substantially realign and reshape solder 
balls that are misaligned. Where a tool has an array With Nth 
depression 30 as the ?nal tool in a series of tools, Nth 
depression 30 Will have a Width that is substantially the 
design Width of solder ball 12. 057 It can be appreciated that 
any con?guration of tools may be used in the inventive 
method that includes any con?guration or combination of 
tools illustrated in FIGS. 4—11 including combination and/or 
elimination of individual features set forth herein. Thus, a 
plurality of tools may include, for eXample vented corral tool 
50 as a ?rst tool applied to a solder ball array, Wherein each 
solder ball 12 in the solder ball array is substantially larger 
than design. As a series of progressively smaller depression 
tools is applied to the solder ball array, solder ball 12 is 
realigned by the tool, and is siZe reduced, Where necessary, 
by re?oW of solder material into any of Wetting channel 52, 
second Wetting channel 56, Wall diagonal Wetting channel 
60, and the like. 

FIG. 12 also illustrates an alternative method in assisting 
the realignment and reshaping of solder ball 12. A heating 
gradient Q+ is applied to integrated circuit package 10 and 
a cooling gradient Q- is applied to tool 20. As depression 
Wall 32 contacts solder ball 12, a shear force upon solder ball 
12 betWeen tool upper surface 46 and loWer surface 14 of 
integrated circuit package 10 causes solder ball 12 to move 
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in a direction substantially toward the center of ?rst depres 
sion 24. Heating gradient Q+ assists in facilitating the 
loWering of the shear force required to alloW solder ball 12 
to move into a reshaped form. Cooling gradient Q- assists 
in causing solder ball 12 to be reshaped into a form sub 
stantially that of the depression that is covering it. Heating 
gradient Q+ and cooling gradient Q- may be used simulta 
neously or in succession. Heating gradient Q+ and cooling 
gradient Q- may be applied before, during, or after pressing, 
or a combination thereof including all three. Where the 
thermal budget of a die Within integrated circuit package 10 
is substantially expended, application of tool 20 to inte 
grated circuit package 10 and solder ball 12 can be done 
Without imposing heating gradient Q+ to integrated circuit 
package 10. Where solder ball 12 is substantially larger than 
an intended design in order to accommodate Warpage and 
boWing problems, heating gradient Q+ may be applied to 
tool 20 (not illustrated) and eXcess solder material may 
re?oW into corral 42 When present, or into Wetting channel 
52 When present, Where over?oW exceeds the volume of 
corral 42 and/or the depression. 

It can noW be appreciated that use of the inventive tool 
overcomes the problems in the prior art depicted in FIG. 1 
and as otherWise described. Application of a single tool to 
integrated circuit package 10, or a series of tools thereto Will 
substantially reduce the siZe of solder ball 12 in the area of 
loW spot L by removing solder ball material Without ?at 
tening it and Without causing an electrical short betWeen 
solder balls in that region, and removing substantially no 
solder ball material in high spot H thereof. 

FIG. 13 represents embodiments of the present invention 
as they affect a BGA that required substantial realignment 
and reshaping. In FIG. 13, it can be seen that integrated 
circuit package 10 as similarly illustrated in FIG. 1 has been 
processed by the inventive method With at least one embodi 
ment of the inventive tool. Solder ball 12 has been substan 
tially reshaped or reduced in volume or both. The variation 
of Warpage W‘ is substantially reduced as compared to 
Warpage W in FIG. 1 Where the planarity, represented by the 
dashed line P—P, is substantially ?at. It can be seen that in 
some embodiments, a reduced pro?le solder ball 70 Will 
result Wherein solder ball 12 has been substantially reshaped 
With substantial removal of solder ball material or With 
substantial realignment of solder ball material, or both. In 
applications Where it is knoWn that the planarity of an 
integrated circuit package is problematic, a vented tool may 
be used to achieve reduced pro?le solder ball 70. Thus, the 
illustration of FIG. 13 depicts at least tWo embodiments of 
the present invention Wherein a solder ball 72 has a sub 
stantially unchanged pro?le Without removal of solder ball 
material, and Wherein reduced solder ball 72 has a substan 
tially reduced volume and pro?le that Was necessitated to 
achieve planarity Without causing shorting of a given solder 
ball into a neighboring solder ball. An embodiment of the 
inventive tool may include both pro?le-reducing qualities 
and volume-reducing qualities separately or in combination. 

The present invention may be embodied in other speci?c 
forms Without departing from its spirit or essential charac 
teristics. The described embodiments are to be considered in 
all respects only as illustrated and not restrictive. The scope 
of the invention is, therefore, indicated by the appended 
claims and their combination in Whole or in part rather than 
by the foregoing description. All changes that come Within 
the meaning and range of equivalency of the claims are to be 
embraced Within their scope. 
What is claimed is: 
1. An electrically conductive elevation reshaping tool, 

comprising: 
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12 
a substrate having a ?rst upper surface; 

a vent With a vent opening into said substrate; and 

a depression for reshaping an electrically conductive 
elevation of an electrical device, Wherein said depres 
sion is formed in said ?rst upper surface, and said 
depression de?nes a depression surface beloW said ?rst 
upper surface. 

2. An electrically conductive elevation reshaping tool 
according to claim 1, Wherein: 

said substrate has a ?rst adhesive af?nity to said electri 
cally conductive elevation; and 

a ?lm is conformably disposed upon said substrate and 
upon said surface, said ?lm having a second adhesive 
affinity to said electrically conductive elevation, said 
second adhesive af?nity being less than said ?rst adhe 
sive af?nity. 

3. An electrically conductive elevation reshaping tool 
according to claim 1, Wherein said depression has a Width 
measured at said ?rst upper surface in a range from about 
100 microns to about 1,000 microns. 

4. An electrically conductive elevation reshaping tool 
according to claim 1, Wherein said depression has a bottom 
and a Wall. 

5. An electrically conductive elevation reshaping tool 
according to claim 4, further comprising: 

a ?lm conformably disposed upon said substrate, said 
Wall, and said bottom, Wherein said substrate has a ?rst 
adhesive af?nity to said electrically conductive 
elevation, said ?lm has a second adhesive af?nity to 
said electrically conductive elevation, and said second 
adhesive affinity is less than said ?rst adhesive affinity. 

6. An electrically conductive elevation reshaping tool 
according to claim 4, Wherein said Wall comprises four 
planar Wall surfaces, and Wherein any one of said four planar 
Wall surfaces forms a miter joint shape With tWo adjacent 
planar Wall surfaces of said four planar Wall surfaces. 

7. An electrically conductive elevation reshaping tool 
according to claim 6, Wherein said substrate comprises 
monocrystalline silicon. 

8. An electrically conductive elevation reshaping tool 
according to claim 5, Wherein said ?lm comprises at least 
one of aluminum, copper, silver, and refractory metals. 

9. An electrically conductive elevation reshaping tool 
according to claim 5, Wherein said ?lm comprises at least 
one of tungsten, titanium, titanium tungsten, cobalt, 
niobium, cobalt niobium, and miXtures thereof. 

10. An electrically conductive elevation reshaping tool 
according to claim 5, Wherein said ?lm comprises a refrac 
tory metal nitride. 

11. An electrically conductive elevation reshaping tool 
according to claim 5, Wherein said ?lm comprises at least 
one of titanium nitride, tungsten nitride, titanium tungsten 
nitride, cobalt nitride, and niobium nitride. 

12. An electrically conductive elevation reshaping tool 
according to claim 5, Wherein said ?lm comprises at least 
one of polyimides, photoresists, and PTFE. 

13. An electrically conductive elevation reshaping tool 
according to claim 5, Wherein said depression is de?ned by 
a crystal plane Within said substrate. 

14. An electrically conductive elevation reshaping tool 
according to claim 1, Wherein said ?rst upper surface is 
planar, Wherein said depression has a bottom and a Wall, and 
Wherein said bottom of said depression de?nes a second 
upper surface that is parallel to said ?rst upper surface. 

15. An electrically conductive elevation reshaping tool 
according to claim 1, Wherein said depression comprises an 
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array of depressions that are con?gured for reshaping a 
respective plurality of surfaces on solder balls of a solder 
ball grid array. 

16. An electrically conductive elevation reshaping tool 
according to claim 1, Wherein said vent opening opens into 
said depression surface. 

17. An electrically conductive elevation reshaping tool 
according to claim 16, further comprising: 

a ?lm conforrnably disposed upon a surface of said vent 
opening, Wherein said substrate has a ?rst adhesive 
af?nity to said electrically conductive elevation, said 
?lrn having a second adhesive af?nity to said electri 
cally conductive elevation, said second adhesive af?n 
ity being greater than said ?rst adhesive af?nity. 

18. An electrically conductive elevation reshaping tool 
according to claim 1, Wherein said vent opens into said ?rst 
upper surface. 

19. An electrically conductive elevation reshaping tool 
according to claim 18, further comprising: 

a ?lrn conforrnably disposed upon a surface of said vent 
opening, Wherein said substrate has a ?rst adhesive 
af?nity to said electrically conductive elevation, said 
?lrn having a second adhesive af?nity to said electri 
cally conductive elevation, said second adhesive af?n 
ity being greater than said ?rst adhesive af?nity. 

20. An electrically conductive elevation reshaping tool 
according to claim 1, Wherein said vent opening is a ?rst 
vent opening that opens into said depression surface, and 
said substrate further comprises a second vent having a 
second vent opening that opens into said ?rst upper surface. 

21. An electrically conductive elevation reshaping tool 
according to claim 1, further comprising: 

a prorninence upon said ?rst upper surface; and 
a second depression in said prorninence, such that said 

second 
depression surrounds said depression in said ?rst upper 

surface. 
22. An electrically conductive elevation reshaping tool 

according to claim 21, Wherein said prorninence comprises 
a material substance, and said rnaterial substance is one of 
photoresist, polyirnides, and polytetra?uoroethylene. 

23. An electrically conductive elevation reshaping tool 
according to claim 21, Wherein said prorninence comprises 
a material substance, and said rnaterial substance is one of 
silicon nitride, silicon carbide, silicon carbon nitride, and 
silicon oxide. 

24. An electrically conductive elevation reshaping tool 
according to claim 21, Wherein said prorninence comprises 
a material substance, and said rnaterial substance is one of 
p-doped polysilicon, n-doped polysilicon, Group 4A-doped 
polysilicon, mixtures thereof, and undoped polysilicon. 

25. An electrically conductive elevation reshaping tool 
according to claim 21, Wherein said substrate cornprises 
rnonocrystalline polysilicon. 

26. An electrically conductive elevation reshaping tool 
according to claim 21, Wherein said vent opening opens into 
said depression surface. 

27. An electrically conductive elevation reshaping tool 
according to claim 26, further comprising a ?lrn conforrn 
ably disposed on a surface of said vent opening, Wherein 
said substrate has a ?rst adhesive affinity to said electrically 
conductive elevation, said ?lrn has a second adhesive affinity 
to said electrically conductive elevation, and said second 
adhesive af?nity is greater than said ?rst adhesive affinity. 

28. An electrically conductive elevation reshaping tool 
according to claim 21, Wherein said vent opening opens into 
said prorninence. 
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29. An electrically conductive elevation reshaping tool 

according to claim 28, further comprising a ?lrn conforrn 
ably disposed upon a surface of said vent opening, said ?lrn 
having a second adhesive af?nity to said electrically con 
ductive elevation, said second adhesive af?nity being greater 
than said ?rst adhesive af?nity. 

30. An electrically conductive elevation reshaping tool 
according to claim 21, Wherein said vent opening is a ?rst 
vent opening that opens into said depression surface, said 
substrate further including a second vent having a second 
vent opening that opens into said second depression of said 
elevation. 

31. An electrically conductive elevation reshaping tool, 
comprising: 

a substrate having a ?rst upper surface; 

a vent in said substrate; 

a vent opening in said vent, such that said vent opens into 
said ?rst upper surface; 

a depression for reshaping an electrically conductive 
elevation of an electric device, Wherein said depression 
is formed in said ?rst upper surface, Wherein said ?rst 
upper surface has a ?rst adhesive af?nity to said elec 
trically conductive elevation; and 

a ?lrn conforrnably disposed upon a surface of said vent 
opening, Wherein said ?lrn has a second adhesive 
affinity to said electrically conductive elevation, and 
said second adhesive af?nity is greater than said ?rst 
adhesive af?nity. 

32. An electrically conductive elevation reshaping tool, 
comprising: 

a substrate having a ?rst upper surface; 

a depression for reshaping an electrically conductive 
elevation of an electric device, Wherein said depression 
is formed in said ?rst upper surface, Wherein said ?rst 
upper surface has a ?rst adhesive af?nity to said elec 
trically conductive elevation; 

a prorninence upon said ?rst upper surface; 
a second depression formed in said prorninence, such that 

said second depression surrounds said depression in 
said ?rst upper surface; 

a ?rst vent in said substrate; 

a ?rst vent opening in said ?rst vent, such that said ?rst 
vent opens into said depression surface; 

a second vent in said substrate; 

a second vent opening in said second vent, such that said 
second vent opens into said prominence; and 

a ?lrn conforrnably disposed on a surface of each of said 
?rst and second vent openings, said ?lrn having a 
second adhesive affinity to said electrically conductive 
elevation, Wherein said ?rst adhesive af?nity is greater 
than said second adhesive af?nity. 

33. An electrically conductive elevation reshaping tool, 
comprising: 

a substrate comprising a ?rst upper surface; 

a vent With a vent opening into said substrate; 

a depression for reshaping an electrically conductive 
elevation of an electric device, Wherein said depression 
is formed in said ?rst upper surface; 

a depression Wall; and 
a depression bottorn; 
Wherein said depression has a surface, said depression 

Wall and said depression bottom are connected so that 
they de?ne said surface of said depression. 
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34. An electrically conductive reshaping tool according to 
claim 33, 

Wherein said depression Wall and said depression bottom 
form a pyramid depression shape. 

35. An electrically conductive reshaping tool according to 
claim 33, Wherein said depression Wall and said depression 
bottom form a truncated pyramid depression shape. 

36. An electrically conductive reshaping tool according to 
claim 33, further comprising a plurality of depression Wall 
structures, Wherein said plurality of depression Wall struc 
tures form at least one boundary and said at least one 
boundary is a miter joint shape. 

37. An electrically conductive elevation reshaping tool 
according to claim 33, Wherein: 

said substrate has a ?rst adhesive af?nity to said electri 
cally conductive elevation; and 

a ?lm is conformably disposed upon said substrate and 
upon said depression surface, said ?lm having a second 
adhesive af?nity to said electrically conductive eleva 
tion. 

38. An electrically conductive elevation reshaping tool 
according to claim 33, Wherein said second adhesive affinity 
is less than said ?rst adhesive affinity. 

39. An electrically conductive elevation reshaping tool 
according to claim 33, Wherein said depression has a Width 
measured at said ?rst upper surface in a range from about 
100 microns to about 1000 microns. 

40. An electrically conductive elevation reshaping tool 
according to claim 33, Wherein said substrate comprises 
monocrystalline silicon. 

41. An electrically conductive reshaping tool according to 
claim 33, Wherein said vent has an opening that opens into 
said depression surface. 

42. An electrically conductive reshaping tool according to 
claim 33, Wherein said vent has an opening that opens into 
said ?rst upper surface. 

43. An electrically conductive reshaping tool according to 
claim 33, further comprising: 

a prominence upon said ?rst upper surface; and 
a depression in said prominence, such that said depression 

in said prominence surrounds said depression in said 
?rst upper surface. 

44. A tool for reshaping a structure comprising an elec 
trically conductive material, the tool comprising: 

a recessed surface for contacting the structure as said 
structure is being reshaped; and 

16 
a passageWay for passing the electrically conductive 

material therethrough as the structure is being 
reshaped. 

45. A tool for reshaping according to claim 44, further 
5 comprising a ?lm on the recessed surface, Wherein: 

the recessed surface has a ?rst adhesive af?nity to said 
electrically conductive material; and 

the ?lm has a second adhesive af?nity to said electrically 
conductive material that is less than said ?rst adhesive 
affinity. 

46. A tool for reshaping according to claim 44, Wherein: 
the structure has a quantity of material that changes upon 

reshaping; and 
the passageWay passes therethrough the quantity of mate 

rial that makes up for said material change upon 
reshaping. 

47. A tool for reshaping according to claim 44, Wherein 
the passageWay terminates at the recess surface. 

48. A tool for reshaping each of a plurality of solder balls 
projecting from a substrate, comprising: 

a surface With a plurality of depressions, each for con 
tacting a solder ball While said solder ball is being 
reshaped, Wherein each solder ball comprises a solder 
ball material; and 

a passageWay in ?uid communication With said surface 
for channeling said solder ball material as said solder 
ball is being reshaped. 

49. A tool for reshaping according to claim 48, further 
comprising a ?lm on each of said depressions, Wherein: 

said surface has a ?rst adhesive af?nity to said solder ball 

25 

30 material; and 
said ?lm has a second adhesive af?nity to said solder ball 

material. 
50. A tool for reshaping according to claim 49, Wherein 

said second adhesive af?nity is less than said ?rst adhesive 
35 af?nity. 

51. A tool for reshaping according to claim 48, further 
comprising a plurality of passageWays. 

52. A tool for reshaping according to claim 51, Wherein 
each of said passageWays terminates at each one of said 

40 depressions. 
53. A tool for reshaping according to claim 48, Wherein 

the amount of solder ball material channeled through at least 
one of said passageWays comprises the amount of solder ball 
material by Which at least one solder ball changes While it is 
being reshaped. 
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