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METHOD AND APPARATUS FOR 
PROCESSING OF MULTIPLE PROTOCOLS 
WITHIN DATA AND CONTROL CHANNELS 

IN DATA TRANSMISSION SIGNALS 

FIELD OF THE INVENTION 

The invention relates to the ?eld of telecommunications. 
More speci?cally, the invention relates to network elements 
that can process data of different protocols Within data 
transmission signals. 

BACKGROUND OF THE INVENTION 

With the advent of the Internet and the World Wide Web 
(WWW), the need for high-speed transmission of data 
including video and audio has continued to increase. 
Moreover, in addition to the demand for higher bandWidth, 
there has also been an increased need for various types of 
services that employ different protocols. For example, cer 
tain customers of high-speed netWorks may Want to employ 
a High Level Data Link Control (HDLC) protocol, While 
other customers may Want to employ various types of an 
Asynchronous Transfer Mode (ATM) protocol. Additionally, 
other types of protocols that customers may desire include a 
voice over Internet Protocol (IP) protocol. 

NetWork elements are used to route or sWitch data of these 
different protocols across such high-speed netWorks. 
Examples of the types of data signals that can be transmitted 
and received by these netWork elements include Digital 
Signal (DS)-1 and DS-3 signals, Which include a number of 
channels. Examples of other types of data signals that can be 
transmitted and received by these network elements signals 
based on the Synchronous Optical NetWork (SONET) stan 
dard or Synchronous Digital Hierarchy (SDH) standard. 
Moreover, these netWork elements typically include a num 
ber of line cards that include a number of ports to receive and 
transmit these data from. In order to accommodate the 
different protocol types, conventional netWork elements are 
designed and provisioned such that a given port on a given 
line card processes data of a particular protocol. In other 
Words, a particular port to tied to a particular type of 
protocol. Disadvantageously, this limitation precludes the 
handling of data of different types of protocols for a given 
port of a netWork element. 

SUMMARY OF THE INVENTION 

A method and apparatus for processing data packets of 
differing protocols across different data channels and control 
channels Within signals are described. In an embodiment, a 
method includes receiving at least one data signal, Wherein 
the at least one data signal includes a number of channels. 
The number of channels includes data channels and control 
channels, such that each of the data channels can include 
different protocols and different con?gurations for the dif 
ferent protocols and such that the control channels includes 
control data for controlling the at least one data signal. 
Additionally, the method includes processing data packets in 
each of the number of channels in a prede?ned order. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Embodiments of the invention may be best understood by 
referring to the folloWing description and accompanying 
draWings Which illustrate such embodiments. The number 
ing scheme for the Figures included herein are such that the 
leading number for a given element in a Figure is associated 
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2 
With the number of the Figure. For example, system 100 can 
be located in FIG. 1. HoWever, element numbers are the 
same for those elements that are the same across different 

Figures. In the draWings: 
FIG. 1 is block diagram illustrating a system that incor 

porates embodiments of the present invention; 
FIG. 2 illustrates portions of in-ring netWork elements 

102—108, according to embodiments of the present inven 
tion; 

FIG. 3 is a block diagram of physical connection circuitry 
210a—a', according to embodiments of the present invention; 

FIG. 4 is a more detailed block diagram of another 
embodiment of physical connection circuitry 210a—a', 
according to embodiments of the present invention; 

FIG. 5 illustrates a ?oWchart for the processing of data 
being received and transmitted from a netWork element, 
according to embodiments of the present invention; 

FIG. 6 illustrates a number of channeliZed DS-3 signals 
that are processed, according to embodiments of the present 
invention; 

FIG. 7 illustrates a ?oWchart for the processing of data 
being transmitted out from a netWork element, according to 
embodiments of the present invention; and 

FIG. 8 is a block diagram of a SONET signal carrying 
data, according to embodiments of the present invention. 

DETAILED DESCRIPTION 

A method and apparatus for processing data packets of 
differing protocols across different data channels and control 
channels Within signals are described. In the folloWing 
description, for purposes of explanation, numerous speci?c 
details are set forth in order to provide a thorough under 
standing of the present invention. It Will be evident, 
hoWever, to one skilled in the art that the present invention 
may be practiced Without these speci?c details. 

System Description 

FIG. 1 is block diagram illustrating a system that incor 
porates embodiments of the present invention. In particular, 
FIG. 1 illustrates system 100 that includes netWork ring 114, 
Which is comprised of in-ring netWork element 102, in-ring 
netWork element 104, in-ring netWork element 106 and 
in-ring netWork element 108. System 100 also include 
non-ring netWork element 110, non-ring element 111 and 
non-ring netWork element 112, Which are coupled to net 
Work ring 114 through in-ring netWork element 102, in-ring 
netWork element 104 and in-ring netWork element 106, 
respectively. In an embodiment, non-ring elements 110—112 
can be routers, sWitches, bridges or other types of netWork 
element that sWitch data across a netWork. 

In one embodiment, the connection among in-ring net 
Work element 102, in-ring netWork element 104, in-ring 
netWork element 106 and in-ring netWork element 108 alloW 
for bi-directional traffic. Accordingly, this bi-directional 
capability alloWs for redundancy in the communication 
betWeen the different netWork elements, such that if a given 
line of communication is lost, the data traf?c to be trans 
mitted thereon can be rerouted in the opposite direction to 
reach its intended destination Within the ring architecture. 

In an embodiment, system 100 transmits data traf?c 
among the different netWork elements, both in-ring and 
non-ring, employing the Synchronous Optical NetWork 
(SONET) standard or Synchronous Digital Hierarchy 
(SDH). HoWever, embodiments of the present invention are 
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not so limited, as data traf?c among the different network 
elements can be transferred using other types of transmis 
sion standards. Examples of other types of transmission 
standards can include, but are not limited to, T1, T3, Data 
Signal (DS)3 and D51 signals. In one embodiment, data 
traf?c among in-ring netWork element 102, in-ring netWork 
element 104, in-ring netWork element 106 and in-ring net 
Work element 108 includes TDM traf?c and packet traf?c 
Within a same Time Division Multiplexing (TDM) signal. 

In this ring netWork, netWork elements are used that can 
transmit and receive TDM ring traffic. In addition, at least 
certain of the netWork elements provide tWo different 
sWitching techniques—TDM and packet. The packet sWitch 
ing provided can support any number of protocols including 
layer 2 and layer 3 type protocols such as ATM, Ethernet, 
Frame Relay, etc. In addition to typical operations of a TDM 
netWork element, the netWork elements are implemented to 
be able to: 1) programmably select on an STS basis certain 
of the incoming TDM traffic to be extracted and packet 
sWitched rather than TDM sWitched; and/or 2) receive 
packet traf?c in another form and to be packet sWitched. 
Regardless of Which sWitching technique is used, the 
sWitched traf?c going back onto the ring is put in TDM 
format and transmitted out. HoWever, each time traffic is 
packet sWitched, that traf?c can be statistically multiplexed 
(e.g., the packets can be selectively dropped based on 
various criteria). A further description of the operation of 
system 100 and the netWork elements therein is described in 
more detail beloW. 

The architecture and con?guration of system 100 is by 
Way of example and not by Way of limitation, as embodi 
ments of the present invention can be incorporated in other 
types of systems. For example, other such systems could 
incorporate less or more network elements into the network 
ring and/or netWork elements attached thereto. Moreover, 
embodiments of the present invention are not limited to the 
netWork ring architecture as illustrated in FIG. 1. Examples 
of other types of netWork architectures that can incorporate 
embodiments of the present invention include, but are not 
limited to, a point-to-point con?guration, point-to 
multipoint con?guration and/or a hub con?guration. In 
addition, embodiments of the present invention are not 
limited to TDM netWorks, but also applies to Wave Division 
Multiplexing (WDM) netWorks. 

NetWork Element Description 
FIG. 2 illustrates portions of in-ring netWork elements 

102—108 (for purposes of FIG. 2, hereinafter “netWork 
element 10 ”), according to embodiments of the present 
invention. As shoWn, netWork element 102 includes line 
cards 202a—a' and control card(s) 220, such that control 
card(s) 220 are coupled to each of line cards 202a—a'. The 
number of line cards illustrated are for the sake of simplicity 
and not by Way of limitation, as a lesser or greater number 
of line cards can be included Within netWork element 102. 
Additionally, netWork element 102 includes a ?rst sWitch 
fabric, packet mesh 226, Which includes a full mesh such 
that each of line cards 202a—a' are coupled to one another. 
For example, line card 202a is coupled to line cards 202b—a' 
through packet mesh 226. HoWever, embodiments of the 
present invention are not limited to a fall mesh for the 
transmission of packets among line cards 202a—a', as any 
type of sWitching method that sWitches based on the 
addressing scheme described herein can be incorporated into 
embodiments of the present invention. For example, in one 
embodiment, line cards 202a—a' could be coupled together 
using a sWitch fabric, such that the line cards are coupled to 
a control card, Which provides for the sWitching therein. 
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4 
Line cards 202a—a' include physical connection circuitry 

210a—a', ingress packet processing circuitry 212a—a' and 
egress packet processing 214a—a', respectively. Physical 
connection circuitry 210a—a' can be coupled to lines external 
to netWork element 102, as shoWn, Which can carry optical 
and/or electrical signals, Which is described in more detail 
beloW in conjunction With FIG. 7. In one embodiment, line 
cards 202a—a' of netWork element 102 may be connected to 
an optical line transmitting SONET OC-N signals. 
Moreover, in an embodiment, line cards 202a—a' of netWork 
element 102 may be connected to an electrical line such as 
a T1, T3, E1, E3, Ethernet, Gigabit Ethernet, etc. HoWever, 
embodiments of the present invention are not limited to the 
above-described examples, as any other type of optical or 
electrical data transmission can be incorporated into 
embodiments of the present invention. Additionally, control 
cards(s) 220 include TDM sWitching circuitry 216. 

In an embodiment, each line card 202a—a' can be coupled 
to four optical and/or electrical lines. In another 
embodiment, each line card 202a—a' can be coupled to eight 
optical and/or electrical lines. HoWever, embodiments of the 
present invention are not so limited, as a lesser or greater 
number of optical and/or electrical lines can be coupled to 
netWork element 102 through line cards 202a—a'. 
Additionally, physical connection circuitry 210a—d are 
coupled to ingress packet processing circuitry 212a—a', 
respectively, such that packet data being received from the 
optical and/or electrical lines is passed from physical con 
nection circuitry 210a—a' to ingress packet processing cir 
cuitry 212a—a', respectively. In one embodiment, the packet 
data is extracted from a TDM signal, Which is described in 
more detail beloW. 

Ingress packet processing circuitry 212a—a' is coupled to 
packet mesh 226. Accordingly, each ingress packet process 
ing circuitry 212a—a' is coupled to each egress packet 
processing circuitry 214a—a', respectively, on other line cards 
202a—a' through packet mesh 226. Moreover, egress packet 
processing circuitry 214a—a' is respectively coupled to physi 
cal connection circuitry 210a—a', such that packet data traf?c 
coming in from packet mesh 226 from ingress packet 
processing circuitry 212a—a' is transmitted from egress 
packet processing circuitry 214a—a' to physical connection 
circuitry 210a—a', respectively. 

Line cards incorporated into embodiments of the present 
invention are not limited to those illustrated by line cards 
202a—a'. Moreover, the netWork elements can have different 
line card con?gurations from that shoWn by line cards 
202a—a'. For example, a given in-ring netWork element could 
be limited to a single line card that can receive and transmit 
TDM traf?c (Which may include packet traf?c) Within net 
Work ring 114, employing multiple interfaces for the receipt 
and transmittal of TDM traf?c. In another embodiment, a 
given in-ring netWork element can include a ?rst line card to 
receive TDM traf?c (Which may include packet traf?c) from 
another in-ring element, While a second line card can trans 
mit TDM traf?c to another or same in-ring netWork element. 
In one such embodiment, a third line card can be incorpo 
rated into this given in-ring netWork element to add, drop 
and transmit different types of traf?c including different 
types of packet traffic, such as ATM, Frame Relay, IP, etc, 
received and transmitted to a non-ring netWork element. In 
another embodiment, a given netWork element may include 
a single line card With multiple interfaces such that a ?rst 
interface receives TDM traf?c from another in-ring netWork 
element, a second interface transmits TDM traf?c to another 
in-ring netWork element and a third interface adds, drops and 
transmits traf?c, such as packet traf?c to a non-ring netWork 
element. 
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Accordingly, a line card is used either to connect to an 
in-ring network element to form part of the ring, or to 
provide communication With out-of ring netWork elements. 
To provide some examples With regard to a line card 
connected With an out-of-ring netWork element: 1) layer 2/3 
traf?c from out-of-ring netWork element can come in, go 
through the packet mesh to a line card connected to an 
in-ring netWork element, and then out onto the ring being 
carried by a SONET frame; 2) layer 2/3 traf?c coming from 
an out-of-ring netWork element can be de-mapped into 
SONET, go through the TDM sWitch fabric to a line card 
connected to an in-ring netWork element, and then out onto 
the ring being carried by a SONET frame; 3) TDM traf?c 
coming from an out-of-ring netWork element can come in, 
go through the TDM sWitch fabric to a line card connected 
to an in-ring netWork element, and then out onto the ring 
being carried by a SONET frame; 4) TDM traf?c carrying 
layer 2/3 traf?c can be processed to eXtract the layer 2/3 
traf?c, With the layer 2/3 traf?c going through the packet 
mesh to a line card connected to an in-ring netWork element, 
and then out onto the ring carried by a SONET frame; layer 
2/3 traf?c coming form an out-of-ring netWork element can 
go through the packet mesh to an line card connected to an 
out-of-ring netWork element, and then go out of the ring 
being carried by the protocol of the interface of that egress 
line card; etc. With regard to the TDM traf?c, a second 
sWitch fabric (in addition to packet mesh 226) is formed 
among line cards 202a—a' and TDM sWitching circuitry 216 
of control cards 220, as illustrated by the dashed lines in 
FIG. 2. In particular, physical connection circuitry 210a—a' is 
coupled to TDM sWitching circuitry 216 for the receiving 
and transmitting of TDM traffic into and out of netWork 
element 102. Accordingly, TDM sWitching circuitry 216 
receive TDM traffic from physical connection circuitry 
210a—a' and sWitches this traffic to any of physical connec 
tion circuitry 210a—a', based on con?guration data for the 
timeslots of the TDM traf?c. For example, TDM sWitching 
circuitry 216 could be con?gured such that data Within the 
?rst ten timeslots of a TDM signal, such as a SONET/SDH 
signal, received on a ?rst interface of physical connection 
circuitry 210a are forWarded out the ?rst ?ve timeslots of a 
TDM signal being transmitted out from a ?rst interface of 
physical connection circuitry 210d. 

Operation Of Physical Connection Circuitry 210 
FIG. 3 is a more detailed block diagram of physical 

connection circuitry 210a—a', according to embodiments of 
the present invention. In particular, physical connection 
circuitry 210a—a' (hereinafter physical connection circuitry 
210) includes framing unit 302, deframing unit 304, receiv 
ing protocol processing unit 306, transmitting protocol pro 
cessing unit 308, register arrays 314a—i, register arrays 
316a—i, memory control circuit 318 and memory control 
circuit 320. Additionally, memory control circuit 342 is 
coupled to memory unit 312, While memory control circuit 
340 is coupled to memory unit 310. Memory control circuit 
342 is also coupled to egress packet processing circuitry 
214a—a' (hereinafter egress packet processing circuitry 214), 
and memory control circuit 340 is coupled to ingress packet 
processing circuitry 212a—a' (hereinafter ingress packet pro 
cessing circuitry 212). 
Memory units 310 and 312 can be any type of read/Write 

memory. In an embodiment, memory units 310 and 312 are 
random access memories (RAMs). In one such embodiment, 
memory units 310 and 312 can be static RAMS. Register 
arrays 314a—i and register arrays 316a—i are also any type of 
read/Write memory. In one embodiment, register arrays 
314a—i and register arrays 316a—i are registers. 
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Deframing unit 304 is coupled to receive signal 318. 

Additionally, deframing unit 304 is coupled to receiving 
protocol processing unit 306, Which is coupled to memory 
control unit 340 and register arrays 316a—i. Framing unit 
302 is coupled to transmitting protocol processing unit 308, 
Which is coupled to memory control unit 342 and register 
arrays 314a—i. Moreover, framing unit 302 transmits signal 
320 out from physical connection circuitry 210. 

FIG. 4 is a more detailed block diagram of another 
embodiment of physical connection circuitry 210a—a', 
according to embodiments of the present invention. Similar 
to the embodiment illustrated in FIG. 3, the embodiment of 
physical connection circuitry 210 illustrated in FIG. 4 
includes framing unit 302, deframing unit 304, receiving 
protocol processing unit 306, transmitting protocol process 
ing unit 308, register arrays 314a—i, register arrays 316a—i, 
memory control circuit 318 and memory control circuit 320. 
Additionally, physical connection circuitry 210 includes 
receiving channeliZing unit 402 and transmitting channeliZ 
ing unit 404. Receiving channeliZing unit 402 includes 
buffers 406a—i, and transmitting channeliZing unit 404 
includes buffers 408a—i. Moreover, in contrast to the 
embodiment of FIG. 3, memory units 310—312 are internal 
to physical connection circuitry 210. 
Memory control circuit 342 is coupled to memory unit 

312, While memory control circuit 340 is coupled to memory 
unit 310. Memory control circuit 342 is also coupled to 
egress packet processing circuitry 214a—d (hereinafter 
egress packet processing circuitry 214), and memory control 
circuit 340 is coupled to ingress packet processing circuitry 
212a—a' (hereinafter ingress packet processing circuitry 
212). 
Memory units 310 and 312 can be any type of read/Write 

memory. In an embodiment, memory units 310 and 312 are 
random access memories (RAMs). In one such embodiment, 
memory units 310 and 312 can be static RAMS. Register 
arrays 314a—i and register arrays 316a—i are also any type of 
read/Write memory. In one embodiment, register arrays 
314a—i and register arrays 316a—i are registers. 

Deframing unit 304 is coupled to receive signal 318. 
Additionally, deframing unit 304 is coupled to receiving 
channeliZing unit 402. Receiving channeliZing unit 402 is 
coupled to receiving protocol processing unit 306, Which is 
coupled to memory control unit 340 and register arrays 
316a—i. Framing unit 302 is coupled to transmitting chan 
neliZing unit 404. Transmitting channeliZing unit 404 is 
coupled to transmitting protocol processing unit 308, Which 
is coupled to memory control unit 342 and register arrays 
314a—i. Moreover, framing unit 302 transmits signal 320 out 
from physical connection circuitry 210. The operation of 
physical connection circuitry 210 Will noW be described in 
conjunction With FIGS. 5—8 beloW. 

Processing of Data Packets Received 

FIG. 5 illustrates a ?oWchart for the processing of data 
being received into a netWork element, according to embodi 
ments of the present invention. In particular, FIG. 5 includes 
method 500 that illustrates the processing of data packets 
received by receiving protocol processing unit 306. Method 
500 commences With the receipt of a number of channels 
Within signal 318, at process block 502. In an embodiment, 
the number of channels include portions of data packets. For 
the embodiment of physical connection circuitry 210 illus 
trated in FIG. 3, receiving protocol processing unit 306 
receives these channels from deframer unit 304. In an 
embodiment, deframer unit 304 receives signal 318 from an 
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external network element (not shown). Returning to FIG. 1 
to help illustrate, physical connection circuitry 210 of FIG. 
3 could be located Within in-ring netWork element 102 to 
receive signal 318 from non-ring netWork element 110. 
Additionally, physical connection circuitry 210 of FIG. 3 
could be located Within in-ring netWork element 102 to 
receive signal 318 from in-ring netWork element 108. 

For the embodiment of physical connection circuitry 210 
illustrated in FIG. 4, receiving protocol processing unit 306 
receives these channels from receiving channeliZer unit 402. 
Receiving channeliZer unit 402 receives the data for place 
ment into these channels from deframer unit 304. In an 
embodiment, receiving channeliZer unit 402 includes buffers 
406a—i that are associated With the different channels to 
Which the data can be placed. In an embodiment, the number 
of buffers is four. HoWever, embodiments of the present 
invention are not so limited, as a lesser or greater number of 
buffers can be included Within receiving channeliZer unit 
402. Additionally, in one embodiment, buffers 406a—i can 
associate a channel With a number of SONET frames, Which 
is described in more detail beloW in conjunction With FIG. 
8. 

In an embodiment, signal 318 is based on the DS-3 
standard. In another embodiment, signal 318 is based on the 
DS-1 standard. In one embodiment, signal 318 is comprised 
of a number of DS-3 signals. In one such embodiment, the 
number of DS-3 signals are included in a SONET/SDH 
signal. Additionally, in an embodiment, signal 318 is a 
channeliZed DS-3 signal. FIG. 6 illustrates one embodiment 
of a number of channeliZed DS-3 signals. 

In particular, FIG. 6 illustrates a number of channeliZed 
DS-3 signals that are processed, according to embodiments 
of the present invention. In this embodiment, FIG. 6 illus 
trates 12 channeliZed DS-3 signals. FIG. 6 illustrates chan 
neliZed DS-3 signals 601 that includes channel 6001, chan 
nel 6002, channel 6003 through channel 6682, channel 6683 
and channel 6684. As illustrated, in an embodiment, chan 
neliZed DS-3 signals 601 can include 684 channels. More 
over in one embodiment, each of these 684 channels can 
include a different protocol. 

For channeliZed DS-3 signals 601, channel 6001 is con 
?gured to process data traf?c having a High-level Data Link 
Control (HDLC) protocol, While channel 6002 is con?gured 
to process data traf?c (i.e., data packets) having an Asyn 
chronous Transfer Mode (ATM) protocol. Embodiments of 
the present invention can incorporate different types of the 
ATM protocol including but not limited to direct map, 
Physical Layer Convergence Protocol (PLCP) and ATM 
Adaptation Layer Additionally, channel 6003 is 
con?gured to process data traf?c having a Voice over 
Internet Protocol (VoIP) protocol, While channel 6683 is 
con?gured to process data traf?c having an HDLC protocol. 
The above-described protocols are by Way of example and 
not by Way of limitation, as other types of protocols can be 
incorporated into embodiments of the present invention. 
Moreover, channel 6684 illustrates another example of a 
mode, termed transparent mode, that data can be in for 
processing by receiving protocol processing unit 306. In 
particular, in an embodiment, a channel may not be associ 
ated With a protocol. Accordingly, receiving protocol pro 
cessing unit 306 forWards the data as a number of bits, 
independent of a protocol. 

Channel 6682 illustrates another type of data that can be 
transmitted Within a channel of channeliZed DS-3 signals 
601. In particular, channel 6682 transmits control data. In 
one such embodiment, this control data for a given control 
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channel is associated With the DS-3 signal or one of the 28 
DS-1s Within the DS-3 channel. Accordingly in one such 
embodiment, one channeliZed DS-3 signal can include 29 
channels carrying control data (i.e., control channels), Which 
includes a control channel for the channeliZed DS-3 signals 
and a control channel for each of the 28 DS-1 signals. In an 
embodiment, a control channel is a maintenance data link 
(MDL) channel, as is knoWn in the art. In another 
embodiment, a control channel is a facility data link (FDL) 
channel, as is knoWn in the art. 

In one embodiment, these different control channels being 
processed Within physical connection circuitry 210 employ 
the HDLC protocol. In another embodiment, these different 
control channels being processed Within physical connection 
circuitry 210 employ the transparent mode. HoWever, 
embodiments of the present invention are limited to the 
employment of the HDLC protocol or the transparent mode 
for use in these different control channels, as other types of 
protocols can be incorporated for the usage in these control 
channels. 

Additionally, While channels in channeliZed DS-3 signals 
601 can have a same protocol, such channels can have 
different con?gurations for such a protocol. For example, 
channel 6001 and channel 6683 both carry High-level Data 
Link Control (HDLC) traffic. HoWever, the con?guration for 
HDLC for channel 6001 can be different than the con?gu 
ration for HDLC for channel 6683. For example, as is knoWn 
in the art, HDLC can support different scrambling modes, 
such as Asynchronous Transfer Mode (ATM) type scram 
bling and Larscom scrambling. According, the con?guration 
for channel 6001 could include an ATM type scrambling, 
While the con?guration for channel 6683 could include 
Larscom scrambling. Embodiments of the present invention 
are described in terms of a DS-3 or DS-1 signal. HoWever, 
this is by Way of example and not by Way of limitation, as 
other types of signals carrying multiple protocols can be 
incorporated into embodiments of the present invention. 

ChanneliZed DS-3 signals 601, Which are being processed 
by embodiments of the present invention, are by Way of 
example and not by Way of limitation, as other types of 
signals in other types of con?gurations can be incorporated 
into embodiments of the present invention. For example, in 
another embodiment, if there are a number of DS-3 signals, 
portions of these DS-3 signals may be channeliZed While the 
others may be unchanneliZed. Accordingly, the number of 
channels to be processed can vary depending on the type and 
number of incoming signals as Well as the con?guration of 
such signal(s). 

To help illustrate, if the signal included 12 unchanneliZed 
DS-3 signals, the number of channels to be processed Would 
be 24, Which Would include 12 data channels for each of the 
unchanneliZed DS-3 signals and 12 maintenance data link 
(MDL) control channels for each of the unchanneliZed DS-3 
signals. To further illustrate, if the signal included six 
unchanneliZed DS-3 signals and six channeliZed DS-3 
signals, the number of channels to be processed Would 
include (1) six data channels and six control channels for the 
six unchanneliZed DS-3 signals and (2) 168 data channels 
for the DS-1 data channels and 168 Facility Data Link (FDL) 
control channels for the DS-1s and 6 MDL control channels 
for the DS-3s. 

Upon receipt of signal 318, deframer unit 304 removes the 
data from the payload of the different frames of signal 318. 
Subsequently, for the embodiment of physical connection 
circuitry 210 illustrated in FIG. 3, deframer unit 304 for 
Wards this data to receiving protocol processing unit 306, 
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Which receives the data, at process block 502. For the 
embodiment of physical connection circuitry 210 illustrated 
in FIG. 4, deframer unit 304 forwards this data to receiving 
channeliZer unit 402, Which places the data into one of 
buffers 406a—i, Which is associated With one of a number of 
a channels for processing by receiving protocol processing 
unit 306. 

Receiving protocol processing unit 306 determines Which 
channel to process Within the signal, at process block 504. In 
an embodiment, receiving protocol processing unit 306 
determines Which channel to process based on a table stored 
in memory Within physical connection circuitry 210 (not 
shoWn). Such a table sets the order of traversal of the 
different channels of the signal being received by receiving 
protocol processing unit 306. In another embodiment, 
receiving protocol processing unit 306 determines Which 
channel to process based on a prioritiZation scheme that can 
be con?gured by a system administrator of the given net 
Work element. In another embodiment, this prioritiZation 
scheme can be con?gured based on the channel having the 
highest bandWidth. In one embodiment, receiving protocol 
processing unit 306 can dynamically order the processing of 
the different channels based on usage. To help illustrate, the 
embodiment of physical connection circuitry 210 illustrated 
in FIG. 4 Will process the channel for Whose buffer is more 
full in comparison to the other buffers Within receiving 
channeliZer unit 402. 

In one embodiment, the channels are traversed in sequen 
tial order starting With channel 6001 up through channel 
6684. In another embodiment, the channels are prioritiZed 
such that certain channels are processed more frequently in 
comparison to other channels Within the signal being 
received by receiving protocol processing unit 306. For 
example, control channels typically are not required to be 
serviced as frequently in comparison to channels carrying 
data. Accordingly, channels 6001—6003 and 6683—6684 are 
serviced by receiving protocol processing unit 306 more 
frequently in comparison to channel 6682. The above 
embodiments of the order of traversal are by Way of example 
and not by Way of limitation, as any other type of order of 
traversal may be incorporated into embodiments of the 
present invention. 
As illustrated, receiving protocol processing unit 306 can 

service or process all of the channels Within signal 318 prior 
to reservicing or reprocessing a channel again. Accordingly, 
receiving protocol processing unit 306 is operating at a 
frequency that is higher that the bandWidth of the incoming 
signal in order to process all of the channels therein. In an 
embodiment, signal 318 can be 12 DS-3 signals, such that 
each DS-3 signal is operating at approximately 44.35 
Megabits/second (Mbits/sec). Signal 318 is, therefore, oper 
ating at approximately 532.2. Megabits/second. In an 
embodiment, receiving protocol processing unit 306 is oper 
ating at a frequency higher than approximately 532.2 Mbits/ 
sec. In one such embodiment, receiving protocol processing 
unit 306 is operating at approximately 800 Mbits/sec, Which 
is higher than the operating frequency of 12 DS-3 signals. 
Upon determining Which channel to process, receiving 

protocol processing unit 306 retrieves the con?guration and 
the previous state of this channel, at process block 506. In an 
embodiment, physical connection circuitry 210 includes a 
storage space associated With each channel Within signal 
318. Accordingly, in an embodiment Wherein signal 318 
includes 12 DS-3 signals, physical connection circuitry 210 
includes storage space for 684 channels. Returning to FIG. 
3, in an embodiment, this storage space is provided by 
register arrays 316a—i such that each of these register arrays 
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is associated With a channel Within the signal being received. 
HoWever, embodiments of the present invention are not so 
limited, as the con?guration and previous state of the 
different channels can be stored in other con?gurations 
and/or other memory devices. For example, in another 
embodiment, the con?gurations and previous states for the 
different channels can be stored in one memory location on 
physical connection circuitry 210. Moreover, in another 
embodiment, the con?gurations and previous states for the 
different channels can be stored in a memory device external 
to physical connection circuitry 210. Additionally, in another 
embodiment, the con?guration and the previous state for a 
channel can be stored in separate memory locations. 

Once the con?guration and the previous state for the 
selected channel has been retrieved, receiving protocol pro 
cessing unit 306 processes the data in the selected channel 
based on the con?guration and the previous state, at process 
block 508. In an embodiment, the con?guration includes 
Whether the channel is enabled, the type of protocol as Well 
as the con?gurations associated With this protocol for the 
given channel. For example, for the HDLC protocol, con 
?gurations could include Whether to enable scrambling as 
Well as the type of scrambling that is enabled (e.g., ATM 
type scrambling, Larscom scrambling, digital link, Kentrox, 
etc.). 

Additionally, in an embodiment, the previous state for the 
selected channel includes previous data received from the 
channel. In an embodiment, receiving protocol processing 
unit 306 receives and processes one byte for a given channel. 
Accordingly, receiving protocol processing unit 306 stores a 
number of previously received bytes for this channel. The 
number of bytes stored for a given channel is dependent on 
the protocol associated With this channel. 

To help illustrate, for the HDLC protocol, receiving 
protocol processing unit 306 can perform bit “destuffing” 
upon receipt of a given bit combination, as is knoWn in the 
art. In one embodiment, a bit combination of ‘0111110’ 
indicates that bit “destuf?ng” for the HDLC protocol is 
required. HoWever, this bit combination may be across tWo 
different bytes received by receiving protocol processing 
unit 306. Accordingly, in an embodiment for the HDLC 
protocol, receiving protocol processing unit 306 stores a 
previous byte as part of the previous state for the channel. 
For example, a previous byte stored in the previous state 
could include the bit combination of ‘00101001’ While the 
current byte being received could include the bit combina 
tion of ‘11110101’. The last tWo bits of the previous byte in 
conjunction With the ?rst six bits of the current byte include 
the bit combination ‘0111110’, thereby indicating that bit 
“destuf?ng” for the HDLC protocol is required. 

HoWever, embodiments of the present invention are not 
limited to the storage of a single previous byte in the 
previous state, as different protocols may be more demand 
ing in the number of bytes needed to determine relevant 
information for the given protocol. For example, for the 
ATM protocol the previous four bytes are stored in the 
previous state in order to generate the Header Error Check 
(HEC) for the ATM cells, as is knoWn in the art. In an 
embodiment, the siZe of register arrays 316a—i are large 
enough to accommodate the most demanding protocol. 

Additionally, receiving protocol processing unit 306 for 
Wards the data for the given channel as part of a packet, such 
as an ATM cell to memory control circuit 340, Which stores 
this data into memory unit 310. Accordingly, ingress packet 
processing circuitry 216 retrieves these processed packets 
from memory unit 310 through memory control unit 340. 
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The above description of the processing of a channel Within 
signal 318 is by Way of example and not by Way of 
limitation, as different protocols require different con?gu 
rations and calculations, thereby requiring the storage of 
different types and siZes of the previous states for the 
different channels. 

In addition to processing the data in the given channel, 
receiving protocol processing unit 306 stores the current 
state as the previous state for the processed channel Within 
register arrays 316a—i, at process block 510. As described 
above, the current state can include a number of different 
bytes depending on the type of protocol and protocol con 
?guration. 

Processing of Data Packets Transmitted 

FIG. 7 illustrates a ?oWchart for the processing of data 
being transmitted out from a netWork element, according to 
embodiments of the present invention. In particular, FIG. 7 
includes method 700 that illustrates the processing of data 
packets received by transmitting protocol processing unit 
308 that are stored in memory unit 312. In an embodiment, 
such data packets that are stored in memory unit 312 are 
being received from egress packet processing circuitry 
214a—a'. Method 700 commences With determining Which 
channel of signal 320 is to be processed, at process block 
702. Similar to receiving protocol processing unit 306, in an 
embodiment, transmitting protocol processing unit 308 
determines Which channel to process based on a table stored 
in memory Within physical connection circuitry 210 (not 
shoWn) or a prioritiZation scheme. Such a table sets the order 
of traversal of the different channels of signal 320. 

Returning to FIG. 6 to help illustrate, in one embodiment, 
the channels are traversed in sequential order starting With 
channel 6001 up through channel 6684. In another 
embodiment, the channels are prioritiZed such that certain 
channels are processed more frequently in comparison to 
other channels Within signal 320. For example, control 
channels typically are not required to be serviced as fre 
quently in comparison to channels carrying data. 
Accordingly, channels 6001—6003 and 6683—6684 are ser 
viced by transmitting protocol processing unit 308 more 
frequently in comparison to channel 6682. The above 
embodiments of the order of traversal are by Way of example 
and not by Way of limitation, as any other type of order of 
traversal may be incorporated into embodiments of the 
present invention. 

Additionally, transmitting protocol processing unit 308 
retrieves the con?guration for the selected channel, at pro 
cess block 704. As described above, each channel can 
include a different con?guration for a different and/or same 
protocol. For example, in an embodiment, a ?rst channel can 
be an ATM protocol Wherein ATM-type scrambling for the 
channel is enabled, While a second channel can also be a 
ATM protocol Wherein a Larscom scrambling for the chan 
nel is enabled. 

Moreover, transmitting protocol processing unit 308 
retrieves at least a portion of a data packet that is to be 
transmitted on the selected channel, at process block 706. In 
one embodiment, for given protocols, transmitting protocol 
processing unit 308 delays the retrieval of portions of a data 
packet until a threshold amount of the entire data packet has 
been stored in memory unit 312. For example, for data 
packets having an ATM protocol, transmitting protocol 
processing unit 308 delays the retrieval of a portion of data 
for a given ATM cell until a threshold portion of the payload 
has been stored in memory unit 312 by egress packet 
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processing circuitry 214a—a'. Moreover, in an embodiment, 
if a given channel is based on the ATM protocol and the 
amount of data for the next ATM cell to be transmitted has 
not exceeded the threshold for this channel, transmitting 
protocol processing unit 308 forWards an idle ATM cell to 
framing unit 302. 

In one embodiment, transmitting protocol processing unit 
308 checks this threshold amount for the entire data packet 
for the ?rst portion of the data packet being processed by 
transmitting protocol processing unit 308. HoWever, 
embodiments of the present invention are not so limited, as 
certain data packets may contain multiple data cells, depend 
ing on the protocol and protocol con?guration. For example, 
in an embodiment, a channel transmitting an ATM protocol 
may be transmitting a data packet that can contain more than 
a single ATM cell therein. In one such embodiment, trans 
mitting protocol processing unit 308 checks if the threshold 
value for an ATM cell Within a given data packet and not just 
the entire data packet for a given ATM cell has been reached 
prior to the transmission of the ATM cell to framing unit 302. 

In one embodiment, each of the different protocols as Well 
as each of the different channels of a same protocol can 
con?gure this threshold value. Embodiments of the present 
invention are not limited to the transmission of a idle cell if 
the data is not complete, as described in conjunction With the 
ATM protocol above. For example, in an embodiment of the 
voice over IP protocol, transmitting protocol processing unit 
308 can retransmit the previous packet for the given channel. 
Additionally, in an embodiment, if a threshold value for a 
given protocol and protocol con?guration has not been 
achieved but the completed packet has been stored in 
memory unit 312, transmitting protocol processing unit 308 
proceeds With the processing of this packet to send to 
framing unit 302. Accordingly, this checking of threshold 
values by transmitting protocol processing unit 308 pre 
cludes underrunning, Which is condition Wherein transmit 
ting protocol processing unit 308 does not have enough of a 
data packet to complete the transmission of the entire data 
packet to framing unit 302. 

Moreover, upon determining Which channel to process, 
transmitting protocol processing unit 308 retrieves the pre 
vious state of this channel, at process block 708. In an 
embodiment, physical connection circuitry 210 includes a 
storage space associated With each channel Within signal 
320. Accordingly, in an embodiment Wherein signal 320 
includes 12 DS-3 signals, physical connection circuitry 210 
includes storage space for 684 channels. In one such 
embodiment, these 684 channels can be for 336 DS-1 data 
channels and 348 control channels related to the 336 DS-1 
data channels and 12 DS-3 data channels. 

Returning to FIG. 3, in an embodiment, this storage space 
is provided by register arrays 314a—i such that each of these 
data arrays is associated With a channel Within the signal 
being received. HoWever, embodiments of the present 
invention are not so limited, as the previous state of the 
different channels can be stored in other con?gurations 
and/or other memory devices. For example, in another 
embodiment, the previous states for the different channels 
can be stored in one memory location on physical connec 

tion circuitry 210. Moreover, in another embodiment, the 
previous states for the different channels can be stored in a 
memory device external to physical connection circuitry 
210. 

Once the previous state for the selected channel has been 
retrieved, transmitting protocol processing unit 308 pro 
cesses the data in the selected channel based on the previous 
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state, at process block 710. In one embodiment, the pro 
cessing of the data for this given channel includes encap 
sulating the data into a particular protocol, such as ATM, 
HDLC, or Voice over IP. Moreover, in an embodiment, the 
previous state includes Whether the channel is enabled, the 
type of protocol as Well as the con?gurations associated With 
this protocol for the given channel. For eXample, for the 
HDLC protocol, con?gurations could include Whether to 
enable scrambling as Well as the type of scrambling that is 
enabled (e.g., ATM type scrambling, Larscom scrambling, 
digital link, KentroX, etc.). 

Additionally, in an embodiment, the previous state for the 
selected channel includes previous data received for the 
channel. In an embodiment, transmitting protocol process 
ing unit 308 retrieves and processes one byte for a given 
channel. Accordingly, transmitting protocol processing unit 
308 stores a number of previously received bytes for this 
channel. The number of bytes stored for a given channel is 
dependent on the protocol associated With this channel. To 
help illustrate, for the HDLC protocol, transmitting protocol 
processing unit 308 determines Whether to perform bit 
stuf?ng so that ?ve consecutive “1”s are not inserted into the 
bit stream for the payload of an HLDC .packet. Accordingly, 
because this ?ve bit combination “11111” can be across tWo 
consecutive bytes being process by transmitting protocol 
processing unit 308, the previous byte is stored as check for 
the possible need of bit stuf?ng. This byte can be stored in 
the associated register array 314a—i, Which is part of the 
previous state for the given channel. 

In addition to processing the data in the given channel, 
transmitting protocol processing unit 308 stores the current 
state as the previous state for the processed channel Within 
register arrays 314a—i, at process block 710. As described 
above, the current state can include a number of different 
bytes depending on the type of protocol and protocol con 
?guration. 

For the embodiment of physical connection circuitry 210 
illustrated in FIG. 3, transmitting protocol processing unit 
308 forWards this packet data to the framing unit 302, Which 
places the packet data for the given channel into signal 320. 
For the embodiment of physical connection circuitry 210 
illustrated in FIG. 4, transmitting protocol processing unit 
308 forWards this packet data to the buffer of buffers 408a—i 
associated With the given channel Within transmitting chan 
neliZing unit 404. Transmitting channeliZing unit 404 for 
Wards the packet data to framing unit 302, Which places the 
packet data for the given channel into signal 320. 

The description of the different protocols and con?gura 
tions are by Way of eXample and not by Way of limitation, 
as other types of protocols along With different con?gura 
tions can be incorporated into embodiments of the present 
invention. For eXample, embodiments of the present inven 
tion can incorporate a Frame Relay protocol and various 
con?gurations thereof. 

Embodiments of the present invention are not limited to 
the channeliZed DS-3 signals, as illustrated in FIG. 6. In 
particular, embodiments of the present invention can be 
incorporated into channeliZed DS-1 signals, unchanneliZed 
DS-3 signals, unchanneliZed DS-1 signals as Well as both 
channeliZed and unchanneliZed T1 and T3 signals. Further, 
in one embodiment, physical connection circuitry 210 is 
incorporated into a single Application Speci?c Integrated 
Circuit (ASIC). 

Moreover, embodiments of the present invention Were 
described in terms of the processing of a DS-3 and/or DS-1 
signals. HoWever, embodiments of the present invention are 
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not so limited, as other type of signals can be processed 
according to embodiments of the present invention. For 
eXample, signals based on the SONET/SDH standard can be 
incorporated into embodiments of the present invention. In 
particular, signals based on the SONET/SDH standard can 
concatenate Synchronous Transport Signal (STS)-1 frames 
such that different STS-1 frames and/or the different con 
catenation of STS-1 frames can be processed by physical 
connection circuitry 210 differently as described above. 
To help illustrate, FIG. 8 is a block diagram of a SONET 

signal carrying data, according to embodiments of the 
present invention. In particular, FIG. 8 illustrates a OC-48 
SONET signal, Which could be transmitted among in-ring 
netWork elements 102—108 of FIG. 1. As shoWn, the 48 
frames of this OC-48 signal are apportioned into different 
groups. In particular, data traf?c Within this OC-48 signal is 
located in STSI-9, STS10—11, STS12—21, STS22—23, 
STS24—35, STS36—37, STS38—44, STS45—46 and 
STS47—48 Within SONET portions 802, 804, 806, 808, 810, 
812, 814, 816 and 818, respectively. Accordingly, each of 
the groups of STS frames are concatenated together. For 
eXample, STS frames 24—35 are concatenated together. In an 
embodiment, the concatenation of STS frames Within the 
SONET/SDH signals can be of any siZe and across any 
location Within the SONET/SDH signals, Which is described 
in more detail in a patent application titled “Any SiZe and 
Location of Concatenated Packet Data across TDM frames 
in a TDM signal” to Anurag Nigam and David Stiles, ?led 
on Dec. 30, 2000, Ser. No. 09/751,764 Unassigned, Attorney 
Docket Number: 004906.P014, Which is hereby incorpo 
rated by reference. 

Therefore, each of the individual frames of the SONET/ 
SDH signals and/or concatenation of frames of the SONET/ 
SDH signal can be processed by physical connection cir 
cuitry 210 such that each frame and/or concatenation 
includes a different protocol and/or protocol con?guration, 
as described above in conjunction With the DS-1/DS-3 
signals. For eXample, SONET portion 802 could be con?g 
ured to process an ATM protocol having a ?rst set of 
con?gurations, While SONET portion 804 could be con?g 
ured to process a Frame Relay protocol having a ?rst set of 
con?gurations. Additionally, SONET portion 806 could be 
con?gured to process a voice over IP protocol having a ?rst 
set of con?gurations, While SONET portion 808 could be 
con?gured to process a PPP protocol having a ?rst set of 
con?gurations. Moreover, SONET portion 810 could be 
con?gured to process an IP protocol having a ?rst set of 
con?gurations, While SONET portion 812 could be con?g 
ured to process a Frame Relay protocol having a second set 
of con?gurations. SONET portion 814 could be con?gured 
to process an IP protocol having a second set of 
con?gurations, While SONET 816 could be con?gured to 
process an ATM protocol having a second set of con?gu 
rations. Moreover, SONET portion 818 could be con?gured 
to process a Frame Relay protocol having a third set of 
con?gurations. 
The delineation and con?guration of the SONET signal 

illustrated in FIG. 8 is by Way of eXample and not by Way 
of limitation, as other SONET signals Wherein the STS or 
OC frames are delineated differently and/or the types of 
protocols and/or con?gurations incorporated into such delin 
eations are different. Moreover, embodiments of the present 
invention are not limited to a DS-1, DS-3, T1, T3 or 
SONET-based signals. In particular, any type of data trans 
mission signal that can be broken doWn into different 
portions such that these portions can be processed differently 
depending on the different protocols and/or protocol con 
?gurations. 
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The line cards and control cards included in the different 
network elements include memories, processors and/or 
Application Speci?c Integrated Circuits (ASICs). Such 
memory includes a machine-readable medium on Which is 
stored a set of instructions (i.e., software) embodying any 
one, or all, of the methodologies described herein. Software 
can reside, completely or at least partially, Within this 
memory and/or Within the processor and/or ASICs. For the 
purposes of this speci?cation, the term “machine-readable 
medium” shall be taken to include any mechanism that 
provides (i.e., stores and/or transmits) information in a form 
readable by a machine (e.g., a computer). For example, a 
machine-readable medium includes read only memory 
(ROM); random access memory (RAM); magnetic disk 
storage media; optical storage media; ?ash memory devices; 
electrical, optical, acoustical or other form of propagated 
signals (e.g., carrier Waves, infrared signals, digital signals, 
etc.); etc. 

Thus, a method and apparatus for processing data packets 
of differing protocols across different data channels and 
control channels Within signals have been described. 
Although the present invention has been described With 
reference to speci?c exemplary embodiments, it Will be 
evident that various modi?cations and changes may be made 
to these embodiments Without departing from the broader 
spirit and scope of the invention. Accordingly, the speci? 
cation and draWings are to be regarded in an illustrative 
rather than a restrictive sense. 
What is claimed is: 
1. A method comprising: 
receiving at least one data signal, Wherein the at least one 

data signal includes a number of channels, Wherein the 
number of channels includes data channels and control 
channels, such that each of the data channels can 
include different protocols and different con?gurations 
for the different protocols and such that the control 
channels includes control data for controlling the at 
least one data signal; and 

processing data packets in each of the number of channels 
in a prede?ned order. 

2. The method of claim 1, Wherein a same processing 
element processes the data packets. 

3. The method of claim 1, Wherein the same processing 
element is an Application Speci?c Integrated Circuit. 

4. The method of claim 1, Wherein the prede?ned order is 
sequential. 

5. The method of claim 1, Wherein the prede?ned order is 
such that data packets Within a ?rst channel of the number 
of channels is processed more frequently than data packets 
Within a second channel of the number of channels. 

6. The method of claim 1, Wherein the different protocols 
are selected from a group consisting of Asynchronous Trans 
fer Mode, HDLC and Voice over Internet Protocol. 

7. The method of claim 1, Wherein the at least one data 
signal includes a Data Signal (DS)-3 signal and Wherein the 
control channels include a maintenance data link (MDL) 
channel. 

8. The method of claim 1, Wherein the at least one data 
signal includes a Data Signal (DS)-1 signal and Wherein the 
control channels include a facility data link (FDL) channel. 

9. A method comprising: 
receiving data packets Within a number of data channels 

of a signal; 
receiving data packets Within a number of control chan 

nels in the signal; and 
processing the data packets Within the number of data 

channels and the number of control channels in an 
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order, Wherein the processing of a channel of the 
number of data and control channels includes: 
retrieving a previous state of the channel; 
retrieving con?guration data of the channel; 
determining a protocol of the channel based on the 

con?guration data; 
determining a con?guration of the protocol of the 

channel based on the con?guration data; 
processing a protocol header of the data packet in the 

channel based on the protocol and the con?guration 
of the protocol; and 

saving the current state of the channel as the previous 
state of the channel. 

10. The method of claim 9, Wherein a same processing 
element processes the data packets. 

11. The method of claim 9, Wherein the same processing 
element is an Application Speci?c Integrated Circuit. 

12. The method of claim 9, Wherein the prede?ned order 
is sequential. 

13. The method of claim 9, Wherein the prede?ned order 
is such that data packets Within a ?rst channel of the number 
of channels is processed more frequently than data packets 
Within a second channel of the number of channels. 

14. The method of claim 9, Wherein the different protocols 
are selected from a group consisting of Asynchronous Trans 
fer Mode, HDLC and Voice over Internet Protocol. 

15. The method of claim 9, Wherein the at least one data 
signal includes a Data Signal (DS)-3 signal and Wherein the 
control channels include a maintenance data link (MDL) 
channel. 

16. The method of claim 9, Wherein the at least one data 
signal includes a Data Signal (DS)-1 signal and Wherein the 
control channels include a facility data link (FDL) channel. 

17. An apparatus comprising: 
a ?rst memory unit to store a number of data packets 

received on at least one receiving signal from at least 
one external apparatus, Wherein the at least one receiv 
ing channel includes a number of data channels and a 
number of control channels; 

a second memory unit to store a number of data packets 
to be transmitted on at least one transmitting signal to 
the at least one external apparatus, Wherein the at least 
one transmitting signal includes a number of data 
channels and control channels; 

a number of register arrays coupled to the ?rst and second 
memory units, each of the number of register arrays to 
store a con?guration and a previous state of one of the 
number of data channels and control channels Within 
the at least one receiving signal and the at least one 
transmitting signal; 

a receiving packet processing unit coupled to the number 
of register arrays and the ?rst memory unit, the receiv 
ing packet processing unit to receive and process 
portions of data packets from the number of channels of 
the at least one receiving signal, Wherein the number of 
data and control channels of the at least one receiving 
signal can include different protocols and different 
con?gurations of the different protocols; and 

a transmitting packet processing unit coupled to the 
number of register arrays and the second memory unit, 
the transmitting packet processing unit to receive por 
tions of data packets from the second memory unit and 
to place the portions of the data packets into a number 
of data and control channels of the at least one trans 
mitting signal, Wherein the number of data and control 
channels of the at least one transmitting signal can 
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include different protocols and different con?gurations 
of the different protocols. 

18. The apparatus of claim 17, wherein the apparatus is 
Within a single Application Speci?c Integrated Circuit. 

19. The apparatus of claim 17, Wherein receiving protocol 
processing unit processes portions of the data packets from 
the number of channels of the at least one receiving signal 
in an order. 

20. The apparatus of claim 19, Wherein the order is 
sequential. 

21. The apparatus of claim 19, Wherein the order is such 
that data packets Within a ?rst channel of the number of 
channels is processed more frequently than data packets 
Within a second channel of the number of channels. 

22. The apparatus of claim 17, Wherein the different 
protocols are selected from a group consisting of Asynchro 
nous Transfer Mode, HDLC and Voice over Internet Proto 
col. 

23. The apparatus of claim 17, Wherein the at least one 
receiving signal and the at least one transmitting signal 
includes a Data Signal (DS)-3 signal and Wherein the control 
channels include a maintenance data link (MDL) channel. 

24. The apparatus of claim 17, Wherein the at least one 
receiving signal and the at least one transmitting signal 
includes a Data Signal (DS)-1 signal and Wherein the control 
channels include a facility data link (FDL) channel. 

25. A machine-readable medium that provides 
instructions, Which When eXecuted by a machine, cause said 
machine to perform operations comprising: 

receiving at least one data signal, Wherein the at least one 
data signal includes a number of channels, Wherein the 
number of channels includes data channels and control 
channels, such that each of the data channels can 
include different protocols and different con?gurations 
for the different protocols and such that the control 
channels includes control data for controlling the at 
least one data signal; and 

processing data packets in each of the number of channels 
in a prede?ned order. 

26. The machine-readable medium of claim 25, Wherein 
a same processing element processes the data packets. 

27. The machine-readable medium of claim 25, Wherein 
the same processing element is Application Speci?c Inte 
grated Circuit. 

28. The machine-readable medium of claim 25, Wherein 
the prede?ned order is sequential. 

29. The machine-readable medium of claim 25, Wherein 
the prede?ned order is such that data packets Within a ?rst 
channel of the number of channels is processed more 
frequently than data packets Within a second channel of the 
number of channels. 

30. The machine-readable medium of claim 25, Wherein 
the different protocols are selected from a group consisting 
of Asynchronous Transfer Mode, HDLC and Voice over 
Internet Protocol. 
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31. The machine-readable medium of claim 25, Wherein 

the at least one data signal includes a Data Signal (DS)-3 
signal and Wherein the control channels include a mainte 
nance data link (MDL) channel. 

32. The machine-readable medium of claim 25, Wherein 
the at least one data signal includes a Data Signal (DS)-1 
signal and Wherein the control channels include a facility 
data link (FDL) channel. 

33. A machine-readable medium that provides 
instructions, Which When eXecuted by a machine, cause said 
machine to perform operations comprising: 

receiving data packets Within a number of data channels 
of a signal; 

receiving data packets Within a number of control chan 
nels in the signal; and 

processing the data packets Within the number of data 
channels and the number of control channels in an 
order, Wherein the processing of a channel of the 
number of data and control channels includes: 
retrieving a previous state of the channel; 
retrieving con?guration data of the channel; 
determining a protocol of the channel based on the 

con?guration data; 
determining a con?guration of the protocol of the 

channel based on the con?guration data; 
processing a protocol header of the data packet in the 

channel based on the protocol and the con?guration 
of the protocol; and 

saving the current state of the channel as the previous 
state of the channel. 

34. The machine-readable medium of claim 33, Wherein 
a same processing element processes the data packets. 

35. The machine-readable medium of claim 33, Wherein 
the same processing element is Application Speci?c Inte 
grated Circuit. 

36. The machine-readable medium of claim 33, Wherein 
the prede?ned order is sequential. 

37. The machine-readable medium of claim 33, Wherein 
the prede?ned order is such that data packets Within a ?rst 
channel of the number of channels is processed more 
frequently than data packets Within a second channel of the 
number of channels. 

38. The machine-readable medium of claim 33, Wherein 
the different protocols are selected from a group consisting 
of Asynchronous Transfer Mode, HDLC and Voice over 
Internet Protocol. 

39. The machine-readable medium of claim 33, Wherein 
the at least one data signal includes a Data Signal (DS)-3 
signal and Wherein the control channels include a mainte 
nance data link (MDL) channel. 

40. The machine-readable medium of claim 33, Wherein 
the at least one data signal includes a Data Signal (DS)-1 
signal and Wherein the control channels include a facility 
data link (FDL) channel. 

* * * * * 
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