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APPARATUS AND METHOD FOR 
DETECTING CHANNEL INFORMATION 
FROM WDM OPTICAL SIGNAL BY USING 

WAVELENGTH SELECTIVE PHOTO 
DETECTOR 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to an apparatus and a 
method for detecting channel information; and, more 
particularly, the present invention relates to an apparatus and 
a method for monitoring channel status and detecting loca 
tion and a number of Working channels from a Wavelength 
division multiplexed (WDM) signal Without demultiplexing 
the WDM signals by using a Wavelength selective detector 
(herein, in the WDM signal, a Wavelength means a channel). 

2. Description of the Prior Art 
Astatus of an individual channel is an important factor in 

terms of management, maintenance and monitoring perfor 
mance of netWork. SWitching and recovering operations 
should be rapidly performed in accordance With a channel 
status When there is an error in optical netWork, since a lot 
of information are transmitted through transmission channel 
at a high speed (e.g., 10 Gbps or more than 10 Gbps). Thus, 
the status information for each channel should be monitored 
rapidly, correctly, simply, and in an economical Way. 

In a Wavelength division multiplexed optical transmission 
system and an optical transport netWork, presence of indi 
vidual channel cannot be identi?ed Without demultiplexing 
the Wavelength division multiplexed signal, since lots of 
channels, each channel having a different Wavelength, are 
transmitted as mixed. 

FIG. 1 is a diagram illustrating a WDM channel detector 
in accordance With a conventional method. The WDM 
channel detector comprises an optical multiplexer 11, an 
optical ampli?er 12, an optical coupler 13, an optical demul 
tiplexer 14, a photo detector 15 and a signal processor 16. 

Optical signals, each of Which has a different Wavelength, 
are multiplexed by the optical multiplexer 11. The multi 
plexed optical signals are divided into individual channel at 
the optical demultiplexer 14. Thereafter, it is determined that 
the channel is presented or not on the basis of the divided 
signals. Thus, there existed disadvantages that lots of optical 
elements, such as the optical demultiplexer 14 and the photo 
detectors 15 (D1 to Dn), are needed, thereby additional loss 
of optical poWer resulted from use of the demultiplexer 14 
is caused. Such a conventional WDM. channel detector is 
described in US. Pat. No. 5,617,234 issued to M. Koga, 
entitled of “MultiWavelength simultaneous monitoring cir 
cuit employing arrayed-Waveguide grating”. 

FIG. 2 is a diagram illustrating another conventional 
WDM channel detector. The WDM detector comprises an 
optical multiplexer 21, an optical ampli?er 22, an optical 
coupler 23, a variable optical ?lter 24, a Waveform counter 
25 and an optical detector 27. 

The Waveform counter 25 detects presence and location of 
Working channels from Wavelength division multiplexed 
optical signals scanned through a tunable optical ?lter 24 
and optical-to-electrical converted through a photo detector 
27. An article by C. Konishi, “Dynamic gain controlled 
erbium doped ?ber ampli?er repeater for WDM network”, 
OFC’97 Paper TuEl, pp18—19, 1997, shoWs an example of 
method for checking the presence of channel by using the 
tunable optical ?lter 24 Without demultiplexing the WDM 
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2 
signals such as shoWn in FIG. 2. Even though the optical 
demultiplexer 14 is not used in Konishi’s method contrary to 
the above mentioned US. Pat. No. 5,617,234, there are 
demerits that the tunable optical ?lter 24 such as an expen 
sive Acousto Optic Tunable Filter(AOTF) is necessarily 
needed, and that a detection speed is restricted due to 
scanning of the tunable optical ?lter 24. Moreover, there is 
a disadvantage in Konishi’s method that processing of signal 
in a tunable optical ?lter controller 26 and a Waveform 
counter 25 is relatively complicated. 

SUMMARY OF INVENTION 

Therefore, it is an object of the present invention to 
provide an apparatus and a method for detecting channel 
information from Wavelength division multiplexed signals 
Without demultiplexing the Wavelength division multiplexed 
signals. 

It is another object of the present invention to provide an 
apparatus and a method for detecting channel information 
from Wavelength division multiplexed signals Without using 
complicated and expensive devices. 

It is still another object of the present invention to provide 
an apparatus and a method for more rapidly detecting 
channel information from Wavelength division multiplexed 
signals Without delay due to scanning. 

In accordance With one embodiment of the present 
invention, there is provided an apparatus for detecting 
channel information in each channel from Wavelength divi 
sion multiplexed (WDM) optical signals each having a 
different Wavelength, comprising: a pre-processor for pre 
processing WDM optical signals and outputting a portion of 
the WDM optical signals; a photo detector for converting the 
WDM optical signal from said pre-processor into a ?rst 
electrical signal having a constant value regardless of Wave 
lengths of the WDM optical signal; a Wavelength selective 
photo detector for converting the WDM optical signal from 
said pre-processor into a second electrical signal having a 
different value in response to the Wavelength of the distrib 
uted optical signal; a lookup table for storing the 
Wavelengths, a number of channels and optical poWer per 
channel; normaliZation part for normaliZing the second 
electrical signal With respect to the ?rst electrical signal; 
channel number detector for detecting a number of channels 
using the optical poWer per channel and poWer of the ?rst 
electrical signal; and channel location detector for detecting 
channel locations by using normaliZed electrical signals and 
electrical poWer values stored in said lookup table. 

In accordance With another embodiment of the present 
invention, there is provided a method for detecting channel 
information from Wavelength division multiplexed optical 
signals each having a different Wavelength, comprising the 
steps of: a) storing Wavelengths to be used as channls, a 
number of channel, an optical poWer per a channel and 
electrical poWer values, each of the electrical poWer value 
corresponding to a channel combination specifying location 
of Working channel in a lookup table; b) pre-processing 
WDM optical signals and outputting a portion of the WDM 
optical signals; c) converting pre-processed WDM optical 
signal into a ?rst electrical signal having a constant value 
regardless of Wavelengths of the WDM optical signal; d) 
converting the pre-processed WDM optical signal into a 
second electrical signal having a different value in response 
to the Wavelength of the WDM optical signal; e) normaliZing 
the second electrical signal With respect to the ?rst electrical 
signal; f) detecting a number of channels using the optical 
poWer per channel and poWer of the ?rst electrical signal; 
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and g) detecting channel location by using normalized 
electrical signals and electrical poWer values stored in the 
lookup table. 

In accordance With still another embodiment of the 
present invention, there is provided a computer-readable 
recording medium, tangibly embodying a program of 
instruction executable by the machine to perform a method 
for detecting channel information from Wavelength division 
multiplexed signals each having a different Wavelength, said 
programs of the instruction running in a data processing 
machine, the method comprising the steps of: a) storing 
Wavelengths to be used as channels, a number of channel, 
electrical poWer values for one channel (almost all the same) 
and each electrical poWer corresponding to a channel com 
bination specifying location of Working channel in a lookup 
table; b) pre-processing WDM optical signals and outputting 
a portion of the WDM optical signals; c) converting the 
WDM optical signal pre-processed into a ?rst electrical 
signal having a constant value regardless of Wavelengths of 
the WDM optical signal; d) converting the WDM optical 
signal pre-processed into a second electrical signal having a 
different value in response to the Wavelength of the WDM 
optical signal; e) normaliZing the second electrical signal 
With respect to the ?rst electrical signal; f) detecting a 
number of channels using the electrical poWer correspond 
ing to one channel and poWer of the ?rst electrical signal; 
and g) detecting channel location by using normaliZed 
electrical signals and electrical poWer values stored in the 
lookup table. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above and other objects and features of the present 
invention Will become apparent from the folloWing descrip 
tion of preferred embodiments given in conjunction With the 
accompanying draWings, in Which: 

FIG. 1 is a block diagram illustrating a conventional 
WDM channel detector; 

FIG. 2 is a block diagram shoWing another conventional 
WDM channel detector; 

FIG. 3 is a block diagram describing a WDM channel 
detector in accordance With the present invention; 

FIG. 4 is a detailed block diagram depicting a signal 
processor of FIG. 3 in accordance With the present inven 
tion; 

FIG. 5 is a How chart offering a method for detecting 
channel information from the Wavelength division multi 
plexed optical signals by using the Wavelength selective 
photo detector in accordance With the present invention; 

FIG. 6 is a graph demonstrating Wavelength response 
characteristics of the Wavelength selective photo detector 
utiliZed at the present invention; 

FIGS. 7a through 7d are graphs disclosing a normaliZed 
output in response to operation of an input channel in case 
of four channel input in the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

A preferred embodiment of the present invention Will be 
explained in detail in reference to the attached draWings. 

FIG. 3 is a block diagram describing Wavelength division 
multiplexed (WDM) channel detector. 

The WDM channel detector in accordance With the 
present invention detects the operation status, locations and 
numbers of Wavelength division multiplexed optical signals 
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4 
by using a Wavelength selective photo detector and a normal 
photo detector. 

The WDM channel detector comprises an optical multi 
plexer 31, an optical ampli?er 32, optical couplers 33 and 
34, a photo detector 35, a Wavelength selective photo 
detector and a signal processor 37. 
The optical multiplexer 31 multiplexes input optical 

signals, each of Which has a different Wavelength. The 
optical ampli?er 32 ampli?es the optical signal multiplexed 
at the optical multiplexer 31. The optical coupler 33 divides 
the multiplexed optical signal ampli?ed at the optical ampli 
?er 32. A part of the optical signals divided at the optical 
coupler 33 is fed into the optical coupler 34 as a monitor 
signal. The optical coupler 34 distributes the optical signals 
from the optical coupler 33 into the photo detector 35 and a 
Wavelength selective photo detector 36. The normal photo 
detector 35 converts the optical signals from the optical 
coupler 34 to electrical signals having a constant value 
regardless of the Wavelengths of the optical signals. The 
Wavelength selective photo detector 36 converts the optical 
signals from the optical coupler 34 to electrical signals each 
having a different value in response to the Wavelength of the 
optical signals. The signal processor 37 detects the operation 
status, the location and the number of channels by using the 
electrical signals from the photo detector 35 and the Wave 
length selective photo detector 36. 

Herein, utiliZing a Wavelength selective photo detector 
suggested in an article by T. Coroy, “Active Wavelength 
measurement system using an InGaAs-Inp quantum Well 
electro absorption ?ltering detector,” IEEE Photonics Tech 
nology Letter; pp.1686—1688,August, 1996, a Wavelength of 
an input optical signal can simply and economically be 
measured, thus the presence of channels can be detected by 
using an apparatus and method in accordance With the 
present invention together thereWith. 

Channel status of each of the WDM optical signals can be 
represented by binary codes. For example, considering tWo 
Wavelength division multiplexed system, it can be assumed 
that “1” indicates presence of Working channel and “0” 
means absence of Working channel. Thus, “00” indicates 
that both channels are not Working channels, “01” or “10” 
that only one of tWo channels is a Working channel, and “11” 
that both channels are Working channels. The status “01” 
and “10” indicate that only one of tWo channels is Working 
and location of the Working channel is different. 

Also, the binary codes indicating the channel status can be 
represented by decimal codes. The binary codes “00”, “01”, 
“10” and “11” can respectively be represented by “0”, “1”, 
“2” and “3”. 
As explained above, there is a difference in electrical 

poWer value responsive to the location of the Working 
channel. Thus, the WDM channel detector in accordance 
With the present invention detects the number and the 
location of non-Working channel by using nonlinear char 
acteristics of a Wavelength selective photo detector. 

FIG. 4 is a detailed block diagram illustrating a signal 
processor of FIG. 3 in accordance With the present inven 
tion. The signal processor 37 comprises an ampli?er 41, a 
normaliZing part 42, a channel location detector 43, a 
channel number detector 44, a correcting part 45 and a 
lookup table 46. 
The ampli?er 41 ampli?es electrical signals D1 and WDl 

from the photo detector 35 and the Wavelength selective 
photo detector 36 in FIG. 3. The channel number detector 44 
divides the electrical signals outputted from the photo detec 
tor 35 by a pre-measured electrical output for one channel, 
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and compares dividing results With values stored in the 
lookup table 46 to thereby obtains a number of channels. 

The lookup table 46 includes Wavelengths to be used, the 
number of channels and an electrical output value for one 
channel. The calibration part 45 performs a calibration for 
initial vales in the lookup table such as the used 
Wavelengths, the number of channels and electrical output 
value for one channel When establishing a WDM channel 
detecting system. 

The normaliZation part 42 normaliZes ampli?ed signals 
from the ampli?er 41. 

Since normaliZed output values from the Wavelength 
selective photo detector 36 are different from each other in 
accordance With the location of the channel, the channel 
location detector 43 detects the location of the channel by 
comparing the normaliZed result from the normaliZation part 
42 With electrical poWer values stored in the lookup table 46. 
In other Words, the channel location detector 43 receives the 
number of channels and the normaliZed result from the 
channel number detector 44 and the normaliZation part 42. 
The channel location detector 43 compares the normaliZed 
result With the electrical poWer values stored in the lookup 
table 46 and ?nds the location of the channel. Signal poWer 
values, Which correspond to the number and the location of 
the channel, Were stored in the lookup table 46. Therefore, 
the channel location detector 43 ?nds the location of the 
channel by comparing the normaliZed result With the loca 
tion values stored in the lookup table 46. 

For example, When only tWo channels are presented in an 
optical system using three channels (Wavelengths), channel 
combination can be expressed as one of three sets (0, 1, 1), 
(1, 0, 1) or (1, 1, 0). NormaliZed signal poWers are different 
from each other in response to the channel combination. 
Therefore, the channel location detector 43 compares the 
normaliZed signal poWer With the reference value stored in 
the lookup table 46 and then detects the channel combina 
tion corresponding to the normaliZed signal poWer. 

FIG. 5 is a ?oWchart illustrating a method for detecting 
the operation status, the location and the number of channels 
from the Wavelength division multiplexed optical signal in 
accordance With one embodiment of the present invention. 

First, Wavelengths to be used, a number of channels and 
electrical poWer values for each channel (but almost all the 
same) are pre-set and stored in a lookup table at step 50. 
Then, the process receives the Wavelength division multi 
plexed (WDM) optical signal through a normal photo detec 
tor and a Wavelength selective photo detector at step 51. The 
normal photo detector outputs a constant value regardless of 
Wavelength of the WDM optical signal. The Wavelength 
selective photo detector outputs a different value in response 
to the Wavelength of the WDM optical signal. 

The process ampli?es the signals received from the nor 
mal photo detector and the Wavelength selective photo 
detector at step 52, and detects the number of Working 
optical channels by dividing the signal received through the 
normal photo detector by the electrical signal poWer corre 
sponding to one channel and by comparing dividing result 
With the electrical poWer values stored in the lookup table at 
step 53. 

The process normaliZes the signal received through the 
Wavelength selective photo detector With respect to the 
signal received through the normal photo detector at step 54, 
and then detects location of the Working channels by com 
paring the normaliZed result and the number of the channels 
With reference values stored in the look up table at step 55. 

FIG. 6 is a response characteristic curves of the Wave 
length selective photo detector measured at several bias 
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6 
levels as varying reverse-biased voltage of the Wavelength 
selective photo detector. 

In the present invention, band of Which Wavelength-to 
electrical current response is nonlinear is used. In FIG. 6, 
reference numeral 61 denotes the Wavelength-to-the electri 
cal current response characteristic curve When a reverse-bias 
voltage is 0.0 volt, and 62, 63 and 64 respectively denote 
When reverse-bias voltages are 0.5, 1.0 and 1.5 volts. 

FIGS. 7a through 7d are graphs illustrating normaliZed 
outputs of four input channels in accordance With one 
experiment of the present invention. In FIG. 7b, the refer 
ence numeral 71 (described by using the square) denotes the 
normaliZed outputs of the Wavelength selective photo 
detector, and 72 (denoted by using the circle) does outputs 
of the normal photo detector. 

Referring again to FIGS. 3 and 4, in this experiment, four 
input channels (Wavelengths) )»1 to 24, 1554.12, 1555.77, 
1557.40, 1558.99 nm are used. After four signals each 
having Wavelengths L1 to )»4 are multiplexed through the 
multiplexer 31 and divided by the optical coupler 33, a 
portion of the optical poWer are distributed by the optical 
coupler 34 to the normal photo detector 35 and the Wave 
length selective photo detector 36. 
TWo electrical signals from tWo photo detectors 35 and 36 

are normaliZed by the normaliZation part 42. Outputs of the 
normaliZation part 42 are illustrated in FIGS. 7a through 7d. 
The outputs are classi?ed into four groups as shoWn in 
FIGS. 7a through 7d. FIGS. 7a, 7b, 7c and 7d respectively 
illustrate normaliZed result When Working channel(s) is (are) 
1, 2, 3 and 4. 
The normaliZed results are different in response to the 

location of the Working channels. Therefore, using the 
normaliZed results, the location of the Working channels can 
be detected. 

Since the WDM channel detector in accordance With the 
present invention uses less optical elements and no AOTF 
(Acousto Optic Tunable Filter) , the WDM channel detector 
can rapidly and economically detect channel information 
Without demultiplexing the WDM signals. 

The WDM channel detector in accordance With the 
present invention can monitor status of optical channels as 
installed at one terminal of WDM optical transmission 
system. Also, the WDM channel detector can be used as an 
optical signal monitor in the optical cross-connect system. 

Also, the WDM channel detector in accordance With the 
present invention can be utiliZed as a channel gain stabili 
Zation circuit of an optical ?ber ampli?er in the WDM 
optical transmission system. 

While the present invention has been described With 
respect to certain preferred embodiments only, other modi 
?cation and variations may be made Without departing from 
the spirit and scope of the present invention as set forth in 
the folloWing claims. 
What is claimed is: 
1. An apparatus for detecting channel information in each 

channel from Wavelength division multiplexed (WDM) opti 
cal signals each having a different Wavelength, comprising: 

a pre-processor for pre-processing WDM optical signals 
and outputting a portion of the WDM optical signals; 

a ?rst converter for converting pre-processed WDM opti 
cal signal into a ?rst electrical signal having a constant 
value regardless of Wavelengths of the WDM optical 
signal; 

a second converter for converting the pre-processed 
WDM optical signal into a second electrical signal 
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having a different value in response to the Wavelength 
of the distributed optical signal; 

a lookup table storing Wavelengths to be used, a number 
of channels and an electrical signal power for one 
channel; 

means for normaliZing the second electrical signal With 
respect to the ?rst electrical signal; 

a channel number detector for detecting a number of 
channels using the electrical signal poWer for one 
channel and poWer of the ?rst electrical signal; and 

a channel location detector for detecting channel location 
by using normaliZed electrical signal from said second 
conversion means and electrical poWer values stored in 
said lookup table. 

2. The apparatus of claim 1, further comprising means for 
amplifying the ?rst electrical signal and the second electrical 
signal from said ?rst and said second conversion means. 

3. The apparatus of claim 1, Wherein said channel location 
detector comprises: 

means for comparing the normaliZed electrical signal With 
electrical poWer values stored in said lookup table, the 
electrical poWer value corresponding to a set of channel 
combination specifying location of the Working chan 
nels; and 

means for outputting the set of channel combination if a 
poWer value of the normaliZed electrical signal is the 
same as the electrical poWer value stored in said lookup 
table. 

4. The apparatus of claim 1, Wherein said second con 
verter comprises a Wavelength selective photo detector. 

5. The apparatus of claim 4, Wherein said ?rst converter 
comprises a photo detector. 

6. The apparatus of claim 4, Wherein said pre-processor 
comprises: 

means for multiplexing optical signals having a different 
Wavelength; 

means for amplifying multiplexed optical signal; and 
means for dividing ampli?ed optical signals and output 

ting a portion of the ampli?ed optical signals; and 
means for distributing the portion of the ampli?ed optical 

signals to said ?rst and said second converter. 
7. The apparatus of claim 4, Wherein said pre-processor 

comprises: 
means for amplifying Wavelength division multiplexed 

optical signals; and 
means for dividing ampli?ed optical signals and output 

ting a portion of the ampli?ed optical signals; and 
means for distributing the portion of the ampli?ed optical 

signals to said ?rst and said second converter. 
8. A method for detecting channel information from 

Wavelength division multiplexed optical signals each having 
a different Wavelength, comprising the steps of: 

a) storing Wavelengths to be used as channels, a number 
of channel, an electrical poWer value for one channel 
and electrical poWer values, each of the electrical 
poWer value corresponding to a channel combination 
specifying location of Working channel in a lookup 
table; 
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b) pre-processing WDM optical signals and outputting a 

portion of the WDM optical signals; 
c) converting pre-processed WDM optical signal into a 

?rst electrical signal having a constant value regardless 
of Wavelengths of the WDM optical signal; 

d) converting the pre-processed WDM optical signal into 
a second electrical signal having a different value in 
response to the Wavelength of the WDM optical signal; 

e) normaliZing the second electrical signal With respect to 
the ?rst electrical signal; 

f) detecting a number of channels using the electrical 
poWer corresponding to one channel and poWer of the 
?rst electrical signal; and 

g) detecting channel location by using normaliZed elec 
trical signals and electrical poWer values stored in the 
lookup table. 

9. The method of claim 8, Wherein said step g) detecting 
channel location comprises the steps of: 

comparing the normaliZed electrical signal With electrical 
poWer values stored in the lookup table, the electrical 
poWer value corresponding to sets of channel combi 
nation specifying location of the Working channels; and 

outputting the set of channel combination if a poWer of the 
normaliZed electrical signal is the same as the electrical 
poWer value. 

10. A computer-readable recording medium, tangibly 
embodying a program of instruction executable by the 
machine to perform a method for detecting channel infor 
mation from Wavelength division multiplexed signals each 
having a different Wavelength, said programs of the instruc 
tion running in a data processing machine, the method 
comprising the steps of: 

a) storing Wavelengths to be used. as channels, a number 
of channel, electrical poWer values for one channel 
(almost all the same) and each electrical poWer corre 
sponding to a channel combination specifying location 
of Working channel in a lookup table; 

b) pre-processing WDM optical signals and outputting a 
portion of the WDM optical signals; 

c) converting the WDM optical signal pre-processed into 
a ?rst electrical signal having a constant value regard 
less of Wavelengths of the WDM optical signal; 

d) converting the WDM optical signal pre-processed into 
a second electrical signal having a different value in 
response to the Wavelength of the WDM optical signal; 

e) normaliZing the second electrical signal With respect to 
the ?rst electrical signal; 

f) detecting a number of channels using the electrical 
poWer corresponding to one channel and poWer of the 
?rst electrical signal; and 

g) detecting channel location by using normaliZed elec 
trical signals and electrical poWer values stored in the 
lookup table. 


