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(57) ABSTRACT 

The invention relates to an electrode structure for measuring 

a biosignal from a living body, Which electrode structure 

comprises a contact surface intended to be placed against the 
body. It is essential for the invention that the contact surface 

comprises several adjacent Wave fronts, Which Wave fronts 
comprise protrusions and valleys, Which are situated loWer 
betWeen the protrusions. 

18 Claims, 3 Drawing Sheets 
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ELECTRODE STRUCTURE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

Field of the invention relates to an electrode structure for 
measuring a biosignal from a living body, Which electrode 
structure comprises a contact surface intended to be placed 
against the body. 

2. Brief Description of the Related Art 
The invention is particularly applied in a non-invasively 

measuring, personal heart rate measuring arrangement, in an 
electrode belt, or a so-called transmitter belt, of the heart rate 
measuring arrangement, the belt being in a Wireless connec 
tion With a receiver unit, in most cases a Wristband unit. The 
electrode belt need not necessarily be a transmitter, but it 
may just be a measuring unit as Well, if it is equipped With 
a display or a memory, for eXample. 

In knoWn electrode structures of electrode belts, there are 
long continuous protrusions neXt to each other on the contact 
surface, and they are either direct or they Wind in the 
direction of the surface. In both knoWn electrode structures, 
each protrusion is long, continuous and equally thick. 

The knoWn solutions are associated With draWbacks con 
cerning particularly the quality of the contact caused by the 
electrode against the skin. Since a protrusion is continuous, 
each continuous protrusion only creates one long contact 
surface, and the contact betWeen the long continuous pro 
trusion and the skin is not especially strong. It is obvious that 
a Weak contact betWeen the surface of the electrode structure 
and the skin may lead to errors in the measurement results. 

BRIEF DESCRIPTION OF THE INVENTION 

The object of the invention is thus to provide a neW 
electrode structure avoiding the problems and draWbacks 
associated With the knoWn solutions. 

To achieve the above object, the electrode structure of the 
invention is characteriZed in that the contact surface com 
prises several adjacent Wave fronts, Which Wave fronts 
comprise protrusions and valleys, Which are situated loWer 
betWeen the protrusions. 

The invention is based on the idea that an electrode 
surface is shaped in a Way that improves the quality of the 
contact betWeen the surface of the electrode structure and 
the skin. 

The electrode structure of the invention provides the 
advantage that the contact betWeen the electrode surface and 
the skin improves. The invention provides a large number of 
contact points With small surface areas for use, each of 
Which contact points effects a stronger point contact. By 
means of a better contact, reliable measurement results free 
of interference can be achieved. The preferred embodiments 
of the invention and other embodiments described later in 
greater detail make the advantages of the invention more 
signi?cant. Proceeding Wavelike and comprising at least to 
some eXtent curved protrusions and valleys, each Wave front 
and thus the entity of several Wave fronts feel good against 
the skin and are easier to keep clean as Well, since the 
protrusions change sloWly into valleys and vice versa. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the folloWing the invention Will be described in greater 
detail in connection With the preferred embodiments With 
reference to the attached draWings, in which 
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2 
FIG. 1 shoWs a belt-like measuring and/or transmitter unit 

from the area of an electrode by means of a chart illustrating 
the shape of a contact surface of the electrode, 

FIG. 2 shoWs a belt-like transmitter unit at a person’s 
chest, comprising tWo electrode structures, and a receiver 
unit at a person’s Wrist, 

FIG. 3 shoWs a sectional vieW from A to A of FIG. 1, 

FIG. 4 shoWs a sectional vieW from B to B of FIG. 1, 
FIG. 5 shoWs a perspective vieW of an area on a contact 

surface of the electrode by means of a chart illustrating the 
shape of a contact surface of the electrode. 

DETAILED DESCRIPTION OF THE 
INVENTION 

Referring ?rst to FIGS. 1 and 2 in particular, it is to be 
stated that the invention is particularly applied to a non 
invasively measuring personal heart rate measuring arrange 
ment 1, 2, Which is used by eg sport enthusiasts and athletes 
or other people 3. The heart rate measuring arrangement 
comprises tWo units: a heart rate information transmitter unit 
1, generally of a transmitter belt type, comprising EKG 
electrodes 11 to 12, i.e. electrode structures 11 to 12, and a 
receiver unit 2 formed eg as a Wristband, including eg a 
microprocessor, display and user interface (not shoWn) and 
being in a telemetric inductive connection or an optical or 
other connection, eg in an RF connection, With the heart 
rate information transmitter unit. The transmitter belt 1 does 
not transmit a heart rate value, but burst-like information on 
the heart rate, and using this information, the receiver 2 
calculates by means of a microprocessor some other calcu 
lating unit the value of the heart rate to be shoWn on the 
display. 
The present invention relates thus to a transmitter unit 1. 

On the other hand, if the calculating unit, such as a 
microprocessor, and possibly the display Were integrated to 
the same entity as the electrodes 11 to 12, it Would not 
actually deal With a transmitter unit 1 any more, but, 
expressed With a more general term, With a measuring unit 
1. The invention is applicable to both of the above versions, 
independent of Whether the heart rate measuring arrange 
ment is a conventional one With tWo units or Whether it is 
integrated to one entity. Referring to FIGS. 1 and 2, an 
opening 5 is a locking case for a locking projection 7 at the 
end of the strap 6 of the electrode belt 1. 

In the folloWing mainly the electrode 11 is discussed, as 
the electrode 12 is eXactly similar. 
The invention relates thus to an electrode structure 11 for 

measuring a biosignal, especially a heart rate, from a living 
body 3, Which electrode structure 11 comprises a contact 
surface 20 intended to be placed against the body 3, and the 
invention relates to the surface shape of that contact surface 
in particular, as the contact surface 20 comprises several 
adjacent Wave fronts R1 to R7, Which Wave fronts R1 to R7 
comprise protrusions H and valleys L, Which are situated 
loWer betWeen the protrusions H. The protrusions and val 
leys can most clearly be seen from FIGS. 3 to 5. The Wave 
fronts R1 to R7 are such that each Wave front R1 to R7 is 
preferably a front formed of successive and alternating 
protrusions H and valleys L. In the ?gures the Wave fronts 
R1 to R7 proceed preferably in the longitudinal direction of 
the transmitter belt, ie. also in the longitudinal direction of 
the electrode. Preferably the contact surface 20 is an elec 
trically conducting material, and is curved at the peak of 
each protrusion. Referring to FIG. 3, preferably the adjacent 
Wave fronts have a substantially sinusoidal form so that the 
protrusions de?ne an upper level 22 and the valleys de?ne 
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a lower level 24. Preferably the sinusoidal form has a ratio 
of Wavelength over amplitude in a range from about 75 to 
100 Where the Wavelength is substantially equal to the 
distance betWeen tWo peaks and the amplitude is substan 
tially equal to half the distance betWeen the upper level 22 
and the loWer level 24. Most preferably the sinusoidal form 
has a ratio of Wavelength over amplitude of about 94. 

In a preferred embodiment, the contact surface 20 com 
prises Wave fronts TR1 to TR32 With protrusions H and 
valleys L, the Wave fronts being transversal to the Wave 
fronts R1 to R7. Thus, in the preferred embodiment the 
contact surface 20 is such that the protrusions H and the 
valleys L of the Wave fronts R1 to R7 are arranged in such 
a manner that the protrusions H and the valleys L of the 
Wave fronts R1 to R7 form Wave fronts TR1 to TR32 
transversal to the Wave fronts R1 to R7, in Which the 
protrusions H and the valleys L alternate. The structure may 
alternately be such that the peaks H of the Wave fronts R1 
to R7 are the peaks of the transversal Wave fronts TR1 to 
TR32 as Well, Which is the case in the above version, but the 
valleys L of the transversal Wave fronts TR1 to TR32 Would 
be different than the valleys L of the Wave fronts R1 to R7. 
Referring to FIG. 4, preferably the transversal Wave fronts 
have a substantially sinusoidal form so that the protrusions 
de?ne an upper level 22 and the valleys de?ne a loWer level 
24. Preferably the sinusoidal form has a ratio of Wavelength 
over amplitude in a range from about 75 to 100 Where the 
Wavelength is substantially equal to the distance betWeen 
tWo peaks and the amplitude is substantially equal to half the 
distance betWeen the upper level 22 and the loWer level 24. 
Most preferably the sinusoidal form has a ratio of Wave 
length over amplitude of about 80. 

To illustrate the shape of the contact surface 20, FIGS. 1 
and 5 shoW a chart, Which is naturally not present in reality. 
The horiZontal lines of the chart in FIG. 1 and the chart lines 
in the direction from 2 to 8 clock in FIG. 5 illustrate Wave 
fronts R1 to R7 (in FIG. 5, Wave fronts R1 to R17) such that 
the line folloWs that route of the Wave front Which goes from 
the peak of the protrusion H to the bottom of the valley L and 
again to the peak of the neXt protrusion H etc. 
Correspondingly, the vertical lines of the chart in FIG. 1 and 
the chart lines in the direction from 10 to 4 o’clock in FIG. 
5 illustrate transversal Wave fronts TR1 to TR32 (in FIG. 5, 
the Wave fronts TR1 to TR15) such that the line folloWs the 
route of the transversal Wave front that goes from the peak 
of the protrusion H to the bottom of the valley L and again 
to the peak of the neXt protrusion H etc. 

In FIG. 1, the transversal Wave fronts R1 to R7 proceed 
in the transverse direction of the transmitter belt, i.e. also in 
the transverse direction of the electrode belt. In a preferred 
embodiment, the transversal Wave fronts TR1 to TR20 are 
perpendicularly transversal to the Wave fronts R1 to R7, i.e. 
almost 90 degrees. 

In a preferred embodiment, the protrusions H of the 
adjacent Wave fronts in the Wave fronts R1 to R7, eg the 
Wave fronts R3, R4, are not opposed to each other, ie the 
protrusions H of the adjacent Wave fronts are not adjacent in 
the transverse direction of the Wave front. Correspondingly, 
the valleys L of the adjacent Wave fronts, eg the Wave 
fronts R3, R4, are not opposed to each other, ie the valleys 
L of the adjacent Wave fronts are not adjacent in the 
transverse direction of the Wave front. This means that there 
is a transition betWeen the location of the valleys L of the 
adjacent Wave fronts R3, R4. This can be observed in FIG. 
3 in particular and in FIG. 5 as Well. Such a non-opposition 
according to the preferred embodiments improves the 
contact, as the contact points have spread out more evenly, 
not just into lines and columns. The transition equals half a 
wave. 

10 

15 

25 

35 

45 

55 

65 

4 
In a preferred embodiment, the above mentioned non 

opposition is implemented such that there is a transition 
betWeen adjacent Wave fronts, eg between the Wave fronts 
R2, R3, in such a manner that the protrusions H of the Wave 
front R2 are opposed to the valleys L of the adjacent Wave 
front R3. 
The transversal Wave fronts TR1 to TR32 have a similar 

structure. Thus, the protrusions H of the adjacent transversal 
Wave fronts, eg the Wave fronts TR16 and TR17, are not 
opposed to each other, ie the protrusions H of the adjacent 
transversal Wave fronts are not adjacent in the transverse 
direction of the transversal Wave fronts. Correspondingly, 
the valleys L of the adjacent transversal Wave fronts, e. g. the 
Wave fronts TR16 and TR17, are not opposed to each other, 
ie the valleys L of the adjacent transversal Wave fronts are 
not adjacent in the transverse direction of the transversal 
Wave fronts. This means that there is a transition betWeen the 
location of the valleys L of the transversal Wave fronts 
TR16, TR17. Thus, there is a transition betWeen the adjacent 
transversal Wave fronts, eg the Wave fronts TR16 and 
TR17, in such a manner that the protrusions of the trans 
versal Wave front TR16 are opposed to the valleys of the 
adjacent transversal Wave front TR17. This can be seen in 
FIG. 4 in particular, but also in FIG. 5. The transition equals 
half a Wave. 

Said preferred embodiments of the Wave fronts R1 to R7 
and the transversal Wave fronts TR1 to TR32 make the 
location of the protrusions H symmetrical, Which further 
improves the contact. 

It is obvious to a person skilled in the art that as tech 
nology develops, the basic idea of the invention can be 
implemented in a variety of Ways. Consequently, the inven 
tion and the embodiments thereof are not restricted to the 
above examples, but may be modi?ed Within the scope of 
the claims. 
What is claimed is: 
1. An electrode structure for measuring a biosignal from 

a living body, said electrode structure comprising: 
a contact surface for placement against the body, said 

contact surface being formed With a plurality of pro 
trusions that de?ne an upper level and a plurality of 
valleys that de?ne a loWer level, each of said plurality 
of protrusions having a peak located Within said upper 
level, said contact surface being curved at said peak of 
each of said plurality of protrusions, 

Wherein said plurality of protrusions and said plurality of 
valleys are arranged to de?ne a plurality of adjacent 
Wave fronts. 

2. An electrode structure as claimed in claim 1, Wherein 
said plurality of protrusions and said plurality of valleys are 
successive and alternating to form said plurality of adjacent 
Wave fronts. 

3. An electrode structure as claimed in claim 1, Wherein 
said plurality of protrusions and said plurality of valleys are 
con?gured to de?ne a plurality of transversal Wave fronts 
Which transverse said plurality of adjacent Wave fronts in a 
direction. 

4. An electrode structure as claimed in claim 1, Wherein 
said plurality of protrusions and said plurality of valleys are 
successive and alternating to form said plurality of trans 
versal Wave fronts. 

5. An electrode structure as claimed in claim 1, Wherein 
said plurality of protrusions are nonadj acently arranged in a 
direction that is transverse to said plurality of adjacent Wave 
fronts. 

6. An electrode structure as claimed in claim 1, Wherein 
said plurality of valleys are nonadjacently arranged in a 
direction that is transverse to said plurality of adjacent Wave 
fronts. 
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7. An electrode structure as claimed in claim 1, Wherein 
there is a transition betWeen at least one pair of said plurality 
of adjacent Wave fronts such that said plurality of protru 
sions of a ?rst adjacent Wave front are adjacent to said 
plurality of valleys of a second adjacent Wave front in a 
direction that is transverse to said plurality of adjacent Wave 
fronts. 

8. An electrode structure as claimed in claim 3, Wherein 
said plurality of protrusions are nonadjacently arranged in 
the direction of said plurality of transversal Wave fronts. 

9. An electrode structure as claimed in claim 3, Wherein 
said plurality of valleys are nonadjacently arranged in the 
direction of said plurality of transversal Wave fronts. 

10. An electrode structure as claimed in claim 3, Wherein 
there is a transition betWeen at least one pair of said plurality 
of adjacent Wave fronts such that said plurality of protru 
sions of a ?rst adjacent Wave front are adjacent to said 
plurality of valleys of a second adjacent Wave front in a 
direction that is transverse to said plurality of adjacent Wave 
fronts. 

11. An electrode structure as claimed in claim 1, Wherein 
said contact surface is an electrically conducting material. 
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12. An electrode structure as claimed in claim 1, Wherein 

at least one of said plurality of adjacent Wave fronts has a 
substantially sinusoidal form. 

13. An electrode structure as claimed in claim 12, Wherein 
said sinusoidal form has a ratio of Wavelength over ampli 
tude in a range from about 75 to 100. 

14. An electrode structure as claimed in claim 12, Wherein 
said sinusoidal form has a ratio of Wavelength over ampli 
tude of about 94. 

15. An electrode structure as claimed in claim 3, Wherein 
at least one of said plurality of transversal Wave fronts has 
a substantially sinusoidal form. 

16. An electrode structure as claimed in claim 15, Wherein 
said sinusoidal form has a ratio of Wavelength over ampli 
tude in a range from about 75 to 100. 

17. An electrode structure as claimed in claim 15, Wherein 
said sinusoidal form has a ratio of Wavelength over ampli 
tude of about 80. 

18. An electrode structure as claimed in claim 15, Wherein 
at least one of said plurality of adjacent Wave fronts has a 
substantially sinusoidal forrn. 

* * * * * 


