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DUPLEXING STRUCTURE OF SWITCHING 
SYSTEM PROCESSOR AND METHOD 

THEREOF 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to a switching system 
processor, and more particularly, to a dupleXing structure of 
a switching system processor and its method. 

2. Background of the Related Art 
In general, a sWitching system includes a plurality of 

processors, Which are required to process data on a real time 
basis, and are managed by a dupleXing channel to prevent an 
interruption in processing of data, even When a malfunction 
occurs. A dupleXing channel is generally formed through a 
back plane betWeen tWo processor boards having the same 
construction, so that While one processor is operating in an 
active mode, the other processor is operating in a standby 
mode. When a disturbance occurs at the active mode 
processor, the standby mode processor is sWitched to an 
active mode to successively perform the data processing. 

FIG. 1 shoWs a dupleXing structure of a background art 
sWitching system processor. In this draWing, tWo processors 
10 and 20, for implementing an actual dupleXing operation 
have similar construction, and a dupleXing channel is 
formed through a back plane. A requisite portion for a 
dupleXing operation of the tWo processors 10 and 20 are 
shoWn in FIG. 1 illustrating a case Where the ?rst processor 
10 is operating in an active mode While the second processor 
20 is operating in a standby mode. A description and a 
draWing for the opposite case are omitted. 

The ?rst processor 10, the active mode processor, includes 
a microprocessor 11, a dupleXing controller 12, an address 
FIFO 13, an address buffer 14, a data buffer 15, a data FIFO 
16, a memory controller 17 and a memory 18. The second 
processor 20, the standby mode processor, includes a micro 
processor 21, a bus arbitration unit 22, an address buffer 23, 
a data buffer 24, a memory controller 25 and a memory 26. 

If use of a processor bus of the second processor 20 is 
required While the microprocessor 11 is reading or Writing 
data, the dupleXing controller 12 requests use of the bus 
from the bus arbitration unit 22 and controls the address 
FIFO 13, the data FIFO 16, the address buffer 14 and the 
data buffer 15, for transmitting the address and the data 
signals. 
When the microprocessor 11 performs a concurrent Writ 

ing operation into the memories 18 and 26 under the control 
of the dupleXing controller 12, the address FIFO 13 and the 
data FIFO 16 temporarily store the address and the data. 

The address buffers 14 and 23 and the data buffers 15 and 
24 offer a transfer path for the address and the data signal, 
respectively, When the data is read from or Written into the 
memory 26 of the second processor 20. 
At the request for use of the bus by the dupleXing 

controller 12, the bus arbitration unit 22 monitors use of the 
bus by the microprocessor 21, arbitrates the use of the bus 
betWeen the displaying controller 12 and the microprocessor 
21, and controls the address buffer 23 and the data buffer 24. 

If the microprocessor 11 of the ?rst processor 10 is 
intended to read the data stored in the memory 26 of the 
second processor 20, the dupleXing controller 12 requests 
use of the bus from the bus arbitration unit 22. Upon 
authoriZation from the bus arbitration unit 22, the dupleXing 
controller 12 and the bus arbitration unit 22 control the 
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2 
address buffers 14 and 23, respectively, to offer a transfer 
path for the address signal, read a data from a corresponding 
address of the memory 26 and transfer the data to the 
microprocessor 11 through the data buffers 24 and 15. 

If the microprocessor 11 Writes a data into the memory 26, 
the dupleXing controller 12 requests use of the bus from the 
bus arbitration unit 22. Upon authoriZation, the dupleXing 
controller 12 and the bus arbitration unit 22 control the 
address buffers 14 and 23 and the data buffers 15 and 24, 
respectively, to offer a transfer path for the address and the 
data, through Which the data is Written into a corresponding 
address of the memory 26. 

If the microprocessor 11 is intending to concurrently Write 
a data into both of the memories 18 and 26, that is, the data 
carried on the address signal outputted from the micropro 
cessor 11 is a data to be dupleXed, then data Writing is 
performed into the memory 18 through the memory con 
troller 17, and simultaneously, the data is temporarily stored 
in the data FIFO 16, and its address signal is temporarily 
stored in the address FIFO 13 under the control of the 
dupleXing controller 12. 

If a request by the dupleXing controller 12 for use of the 
bus from the bus arbitration unit 22 is alloWed, the address 
signal and the data stored in the address FIFO 13 and the 
data FIFO 16 are Written into the memory 26 through the 
address buffer 23 and the data buffer 24. 

Regarding the dupleXing structure of the background art 
sWitching system processor, since the dupleXing channel 
betWeen the active mode processor 10 and the standby mode 
processor 20 is only separated from the processor bus by the 
address buffer 23 and the data buffer 24 in the standby mode 
processor 20, the actual clock speed of the dupleXing chan 
nel must be the same as the actual clock speed of the 
processor bus. HoWever, since the dupleXing of the sWitch 
ing system processor is made through the back plane, if the 
clock signal of the dupleXing channel formed through the 
back plane is of high frequency, the phases of the signals 
transmitted betWeen the tWo processors may not be identi 
cal. 

Therefore, for a high-performance microprocessor requir 
ing a higher speed processor bus clock, since the clock speed 
of the dupleXing channel formed betWeen the dual proces 
sors hardly meets the speed of the bus clock of the higher 
speed processor, there occurs a problem in that the high 
performance microprocessor is limited in use With such a 
dupleXing structure of the background art. 

SUMMARY OF THE INVENTION 

An object of the invention is to solve at least the above 
problems and/or disadvantages and to provide at least the 
advantages described hereinafter. 
Another object of the present invention is to provide a 

dupleXing structure of a sWitching system processor. 
Another object of the present invention is to implement a 

dupleXing channel using an independent clock. 
Another object of the present invention is to form a 

dupleXing channel. 
Another object of the present invention is to implement a 

dupleXing operation in an active mode and a standby mode. 
The object of the present invention can be obtained, as a 

Whole or in parts, by a dupleXing structure of a sWitching 
system processor having ?rst and second processor boards 
for Which a dupleXing channel is formed through a back 
plane and is dually operated in an active mode and in a 
standby mode, Wherein each processor bus connected to a 
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microprocessor of a processor board at one side and a 
dupleXing channel connected to a processor board at the 
other side use different clocks so that the tWo processor 
boards are independently operated. 

Additional advantages, objects, and features of the inven 
tion Will be set forth in part in the description Which folloWs 
and in part Will become apparent to those having ordinary 
skill in the art upon examination of the following or may be 
learned from practice of the invention. The objects and 
advantages of the invention may be realiZed and attained as 
particularly pointed out in the appended claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention Will be described in detail With reference to 
the folloWing draWings in Which like reference numerals 
refer to like elements Wherein: 

FIG. 1 is a schematic vieW of a dupleXing structure of a 
sWitching system processor in accordance With a back 
ground art; 

FIG. 2 is a schematic vieW of a dupleXing structure of a 
sWitching system processor in accordance With a preferred 
embodiment of the present invention; 

FIG. 3 is a How chart of a process When a data is Written 
into a memory of a standby mode processor board, in 
accordance With another preferred embodiment of the 
present invention; 

FIG. 4 is a How chart of a process When a data is read from 
the memory of a standby mode processor board in accor 
dance With yet another preferred embodiment of the present 
invention; and 

FIG. 5 is a How chart of a process When a data is 
concurrently Written into each memory of an active mode 
processor board and a standby mode processor board in 
accordance With still another preferred embodiment of the 
present invention. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

As shoWn in FIG. 2, the ?rst processor board 30 operating 
in an active mode includes a microprocessor 31, a dupleXing 
controller 32, a dupleXing channel controller 33, an address 
FIFO 34, an address buffer 35, a data buffer 36, a data FIFO 
37, a memory controller 38 and a memory 39. The second 
processor board 40 operating in the standby mode includes 
a microprocessor 41, a bus arbitration unit 42, a processor 
bus controller 43, a dupleXing channel controller 44, an 
address FIFO 45, an address buffer 46, a data buffer 47, a 
data FIFO 48, a memory controller 49 and a memory 50. 

The dupleXing controller 32 of the ?rst processor board 30 
controls processing according to a request by the micropro 
cessor 31. If a data is concurrently Written into memories 39 
and 50, the address and the data are temporarily stored in the 
address FIFO 34 and the data FIFO 37, respectively. 
HoWever, if a data is Written only into the memory 50 of the 
second processor board 40, the address and the data are 
temporarily stored in the address buffer 35 and the data 
buffer 36, respectively. 
When the microprocessor 31 concurrently Writes a data 

into the memories 39 and 50, under the control of the 
dupleXing controller 32, the address FIFO 34 and the data 
FIFO 37 temporarily store the address and the data and 
transfer status information of the address FIFO 34 and the 
data FIFO 37 to the dupleXing channel controller 33 on a 
real-time basis. 
When a data is Written into or read from the memory 50 

of the second processor board 40, the address buffer 35 and 
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4 
the data buffer 36 offer a transfer path for the address and the 
data signal and transfer status information of the address 
buffer 35 and the data buffer 36 to the dupleXing channel 
controller 33 and to the dupleXing controller 32 on a 
real-time basis. 

Through the arbitration on the dupleXing channel accord 
ing to mutual interaction With the dupleXing channel con 
troller 44 of the second processor board 40, the dupleXing 
channel controller 33 receives and transfers a content of the 
address FIFO 34, the data FIFO 37, the address buffer 35 and 
the data buffer 36. 

Each FIFO 45 and 48, and buffer 46 and 47 of the second 
processor board 40 temporarily stores the signals received or 
transferred betWeen the FIFOs 34 and 37 and the buffers 35 
and 36 of the ?rst processor board 30 under the control of the 
dupleXing channel controller 44, and transfers status infor 
mation of the FIFOs 45,48 and buffer 46,47 to the dupleXing 
channel controller 44 and to the processor bus controller 43 
on a real-time basis. 

According to the status information of the FIFOs 45 and 
46 and the buffers 46 and 47, the processor bus controller 43 
requests occupation of the processor bus (BUSiS) from the 
bus arbitration unit 42, and controls the memory controller 
49 to perform data reading from or data Writing into the 
memory 50. 
The bus arbitration unit 42 monitors the state of the 

processor bus, and When the processor bus controller 43 
requests use of the bus, the bus arbitration unit 42 arbitrates 
the use of the processor bus betWeen the processor bus 
controller 43 and the microprocessor 41. 
As shoWn in FIGS. 3 through 5, implementation of the 

dupleXing method largely includes three processes. FIG. 3 
illustrates a How chart of an allocation process When the 
microprocessor 31 of the ?rst processor board 30 performs 
data Writing into the memory 50 of the second processor 
board 40. FIG. 4 illustrates a How chart of an allocation 
process When the microprocessor 31 of the ?rst processor 
board 30 performs data reading from the memory 50 of the 
second processor board 40. FIG. 5 illustrates a How chart of 
an allocation process When data Writing is concurrently 
performed into each memory 39 and 50 of the ?rst and the 
second processor boards 30 and 40, respectively. 

For another preferred embodiment of the present 
invention, as shoWn in FIG. 3, the microprocessor 31 of the 
?rst processor board 30 is intended to Write data into the 
memory 50 of the second processor board 40. At step S10, 
a data and an address signal are inputted from the micro 
processor 31 to the dupleXing controller 32. The dupleXing 
controller 32 controls processing for storing the address and 
data signal in the address buffer 35 and the data buffer 36, 
respectively, at step S11. 
When the status information of the address buffer 35 and 

the data buffer 36 is transferred to the dupleXing channel 
controller 33, the dupleXing channel controller 33 occupies 
the dupleXing channel through the dupleXing channel arbi 
tration With the dupleXing channel controller 44 of the 
second processor board 40, at step S12. At step S13, the 
dupleXing channel controller 33 transfers the content of the 
address buffer 35 and the data buffer 36 to the address buffer 
46 and the data buffer 47 of the second processor 40 through 
the dupleXing channel. 
The status information of the buffers 46 and 47 is trans 

ferred to the processor bus controller 43, Which requests use 
of the processor bus BUSiS from the bus arbitration unit 
42. At step S14, the bus arbitration unit 42 interrupts the use 
of the bus by the microprocessor 41 to alloW the processor 
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bus controller 43 to use the bus so that the processor bus 
controller 43 controls the memory controller 49, and a data 
is Written into a desired address of the memory 50 through 
the processor bus BUSiS at step S15. 

For yet another preferred embodiment of the present 
invention, as shoWn in FIG. 4, the microprocessor 31 of the 
?rst processor board 30 is intended to read a data stored in 
the memory 50 of the second processor board 40. At step 
S20, as an address signal of a data desired to be read by the 
microprocessor 31 is inputted to the duplexing controller 32. 
The duplexing controller 32 controls processing for storing 
the address signal in the address buffer 35 at step S21. 

At step S22, the status information of the address buffer 
35 is transferred to the duplexing channel controller 33, 
Which occupies the duplexing channel over the duplexing 
channel arbitration With the duplexing channel controller 44 
of the second processor board 40. At step S23, the duplexing 
channel controller 33 transfers the content of the address 
buffer 35 to the address buffer 46 of the second processor 
board 40, through the duplexing channel. When the status 
information of the address buffer 46 is transferred to the bus 
controller 43, the processor bus controller 43 requests use of 
the processor bus BUSiS from the bus arbitration unit 42. 

Then, at step S24, the bus arbitration unit 42 interrupts the 
use of the bus by the microprocessor 41 to alloW the 
processor bus controller 43 to use the bus. At step S25, the 
processor bus controller 43 controls the memory controller 
49, so that the data stored in a desired address of the memory 
is read and temporarily stored in the data buffer 47 through 
the processor bus BUSiS. 

At step S26, the status information of the data buffer 47 
is transferred to the duplexing channel controller 44, Which 
occupies the duplexing channel based on the duplexing 
channel arbitration With the duplexing channel controller 33 
of the ?rst processor board 30. At step S27, the duplexing 
channel controller 44 transfers the content of the data buffer 
47 to the data buffer 36 of the ?rst processor board 30 
through the duplexing channel. 

At step S28, the processor bus (BUSiA) is occupied and 
the status information is transferred to the duplexing con 
troller 32. When the status information of the data buffer 36 
is transferred to the duplexing controller 32, the duplexing 
controller 32 transfers the data to the microprocessor 31 
through the processor bus BUSiA, at step S29, thereby 
ending data reading. 

For still another preferred embodiment of the present 
invention, as shoWn in FIG. 5, the microprocessor 31 of the 
?rst processor board 30 is intended to concurrently Write a 
data into both memories 39 and 50, respectively, Which are 
installed in the ?rst processor board 30 and the second 
processor board 40. As step S30, a data and its address signal 
to be duplexed is inputted from the microprocessor 31. At 
step S31, the data is applied to the memory controller 38 
through the processor bus BUSiA, and is Written into the 
memory 39 under the control of the memory controller 38. 
The address and data signal, as inputted under the control of 
the duplexing controller 32, are temporarily stored in the 
address FIFO 34 and the data FIFO 37, respectively, at step 
S32. 

At step S33, the status information of the address FIFO 34 
and the data FIFO 37 is transferred to the duplexing channel 
controller 33, Which occupies the duplexing channel based 
on the duplexing channel arbitration With the duplexing 
channel controller 44 of the second processor board 40. At 
step S34, the duplexing channel controller 33 transfers the 
content of the address FIFO 34 and the data FIFO 37 through 
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6 
the duplexing channel to the address FIFO 45 and the data 
FIFO 48 of the second processor board 40, respectively. 
When the status information of the FIFOs 45 and 48 is 

transferred to the processor bus controller 43, the processor 
bus controller 43 requests use of the processor bus BUSiS 
from the bus arbitration unit 42. Then, at step S35, the bus 
arbitration unit 42 interrupts the use of the bus by the 
microprocessor 41 to alloW the processor bus controller 43 
to use the bus. At step S36, the processor bus controller 43 
controls the memory controller 49 so that data is Written into 
a corresponding address of the memory 50 through the 
processor bus BUSiS, thereby ending concurrent Writing of 
the data into each memory 39 and 50 of the ?rst processor 
board 30 and the second processor board 40, respectively. 
As so far described, according to the duplexing method of 

the sWitching system processor of the present invention, 
only the duplexing controller 32 of the active mode proces 
sor and the processor bus controller 43 of the standby mode 
processor are operated in relation to the clock speed of the 
processor bus of the microprocessor, and the duplexing 
channel betWeen the tWo processors is independently oper 
ated as being completely separated from the processor bus of 
each FIFO and buffer, so that the duplexing channel con 
troller uses a duplexing channel clock different than the 
clock of the processor bus to control the duplexing channel 
betWeen the tWo processors. 

Namely, since the processor bus of the microprocessor 
and the duplexing channel betWeen the tWo processors are 
independently operated by using different clocks, the clock 
speed of the duplexing channel is not determined by the 
microprocessor used for the sWitching system processor, and 
thus, a high-performance microprocessor requiring a high 
speed processor bus clock can be readily adopted for use. 
The foregoing embodiments and advantages are merely 

exemplary and are not to be construed as limiting the present 
invention. The active mode processor board and the standby 
mode processor board for implementing duplexing opera 
tions of the sWitching system processor in accordance With 
the present invention have substantially the same construc 
tion. For convenience of explanation, FIG. 2 shoWs blocks 
required for performing the duplexing When the ?rst pro 
cessor board 30 is operating in an active mode and the 
second processor board 40 is operating in a standby mode. 
A skilled artesian Would readily understand that the pre 
ferred embodiment of the present invention are also appli 
cable When the ?rst processor board 30 is in a standby mode 
and the second processor board is in the active mode. In 
addition, the present teaching can be readily applied to other 
types of apparatuses. The description of the present inven 
tion is intended to be illustrative, and not to limit the scope 
of the claims. Many alternatives, modi?cations, and varia 
tions Will be apparent to those skilled in the art. In the 
claims, means-plus-function clauses are intended to cover 
the structures described herein as performing the recited 
function and not only structural equivalents but also equiva 
lent structures. 
What is claimed is: 
1. A sWitching system processor, comprising: 
a ?rst processor board coupled to a ?rst microprocessor 

and a ?rst memory via a ?rst bus; 
a second processor board coupled to a second micropro 

cessor and a second memory via a second bus; and 
a duplex channel device coupled to the ?rst bus and the 

second bus, that accesses a duplex channel, such that 
data is transferred betWeen at least one of the ?rst 
microprocessor and the second microprocessor, and at 
least one of the ?rst memory and the second memory, 
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wherein the ?rst microprocessor and the second micro 
processor operate at a ?rst clock and the duplex channel 
is operated at a second clock, Which is different from 
the ?rst clock. 

2. The sWitching system of claim 1, Wherein the duplex 
channel device includes: 

a ?rst storage device coupled to the ?rst processor board, 
that temporarily stores the data transferred betWeen the 
at least one of the ?rst microprocessor and the second 
microprocessor, and the at least one of the ?rst memory 
and the second memory; 

a second storage device coupled to the second processor 
board, that temporarily stores the data transferred 
betWeen the at least one of the ?rst microprocessor and 

10 

8 
the ?rst FIFO includes a ?rst address FIFO that tempo 

rarily stores the address signal of the data When the data 
is concurrently transferred to the ?rst memory and the 
second memory, and a ?rst data FIFO that temporarily 
stores the data signal of the data When the data is 
concurrently transferred to the ?rst memory and the 
second memory, and 

the second FIFO includes a second address FIFO that 
temporarily stores the address signal of the data When 
the data is concurrently transferred to the ?rst memory 
and the second memory, and a second data FIFO that 
temporarily stores the data signal of the data When the 
data is concurrently transferred to the ?rst memory and 
the second memory. 

5. The sWitching system of claim 4, Wherein the ?rst 
duplex channel controller receives and transfers a content of 
any of the ?rst address FIFO, the ?rst data FIFO, the ?rst 

storage device, that arbitrates the use of the duplex address buffer and the ?rst data buffer, and the second 
channel and controls the transferring of the data duplex channel controller receives and transfers a content of 
betWeen the ?rst storage device and the second storage 20 any of the Seeehd address FIFO, the Second data FIFO, the 
device; and second address buffer and the second data buffer. 

a second duplex channel controller coupled to the second 6- The SWltChlhg System of Clalhl 3, further eehlprlslhgi 
storage device, that arbitrates the use of the duplex a ?rst bus controller that controls the transferring of the 
channel with the ?rst duplex channel controller and data to and from the ?rst microprocessor and the ?rst 

the second microprocessor, and the at least one of the 15 
?rst memory and the second memory; 

a ?rst duplex channel controller coupled to the ?rst 

a status information of the ?rst FIFO to the ?rst duplex 

controls the transferring of the data betWeen the second 25 memory Via the ?rst bus; and 
storage device and the ?rst storage device. a second bus controller that controls the transferring of the 

3. The sWitching system of claim 2, Wherein the ?rst data to and from the second microprocessor and the 
storage device includes second memory via the second bus. 

a ?rst buffer that provides a transfer path for the data 30 7- The sWitChing system 0f Claim 6, wherein the SeCOIld 
transferred between the at least one of the ?rst micr0_ bus controller monitors and arbitrates a bus allocation of the 
processor and the Second microprocessor, and the at second bus With the second microprocessor in accordance 
least one of the ?rst memory and the Second memory, with a status Of the second buffer and the second FIFO. 
and that transfers a status information of the ?rst 8- The switching system of Claim 6, further Comprising: 
storage device to the ?rst duplex channel controller, 35 a ?rst memory controller coupled to the ?rst memory, that 
and controls reading an Writing operations of the ?rst 

a ?rst FIFO that temporarily stores the data transferred memory in accordance With the ?rst bus Controller; and 
betWeen the at least one of the ?rst microprocessor and second memory controller coupled to the second 
the second microprocessor, and the at least one of the memory, that controls reading and Writing operations of 
?rst memory and the second memory, and that transfers 40 the second memory in accordance With the second bus 

controller. 
channel controller When the data is concurrently trans 
ferred to the ?rst memory and the second memory; and 

the second storage device includes 
a second buffer that provides a transfer path for the data 4 

transferred betWeen the at least one of the ?rst micro 
processor and the second microprocessor, and the at 
least one of the ?rst memory and the second memory, 
and that transfers a status information of the second 
storage device to the second duplex channel controller, 50 

9. The sWitching system of claim 1, Wherein the ?rst 
processor board is operated in an active mode, and the 
second processor board is operated in a standby mode. 

10. A duplex channel device that accesses a duplex 
channel to transfer data to a ?rst peripheral device via a ?rst 
bus and a second peripheral device via a second bus, 
comprising: 

a ?rst storage device coupled to a ?rst processor board and 
the ?rst bus, that temporarily stores the data; 

and a second storage device coupled to a second processor 
a second FIFO that temporarily stores the data transferred board and the second bus, that temporarily stores the 
betWeen the at least one of the ?rst microprocessor and data; 
the second microprocessor, and the at least one of the a ?rst duplex channel controller coupled to the ?rst 
?rst memory and the Second memory, and that transfers 55 storage device and a duplex channel, that arbitrates the 
a Status information of the Second FIFO t0 the SeCOIld use of the duplex channel and controls the transferring 
duplex channel controller When the data is concurrently 0f the data between the ?rst storage device and the 
transferred to the ?rst memory and the second memory. Second storage device; and 

4 The Switching System of Claim 3> wherein a second duplex channel controller coupled to the second 
the ?rst buffer includes a ?rst address buffer that provides 60 Storage device and the duplex channel, that arbitrates 

a transfer path for an address signal of the data, and a the use of the duplex channel with the ?rst duplex 
?rst data buffer that provides a transfer path for a data channel controller and controls the transferring of the 
signal of the data, data betWeen the second storage device and the ?rst 

the second buffer includes a second address buffer that storage device, Wherein the ?rst duplex channel con 
provides a transfer path for the address signal of the 65 troller and the second duplex channel controller operate 
data, and a second data buffer that provides a transfer the duplex channel at a frequency independent of the 
path for the data signal of the data, ?rst and second peripheral devices. 
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11. The duplex channel device of claim 10, Wherein the 
?rst storage device includes 

a ?rst buffer that provides a transfer path for the data 
transferred betWeen the ?rst peripheral device and the 
second storage device, and that transfers a status infor 
mation of the ?rst storage device to the ?rst duplex 
channel controller, and 

a ?rst FIFO that temporarily stores the data transferred 
betWeen the ?rst peripheral device and the second 
storage device, and that transfers a status information 
of the ?rst FIFO to the ?rst duplex channel controller 
When the data is concurrently transferred to the ?rst 
peripheral device and the second peripheral device; and 

the second storage device includes 
a second buffer that provides a transfer path for the data 

transferred betWeen the second peripheral device and 
the ?rst storage device, and that transfers a status 
information of the second storage device to the second 
duplex channel controller, and 

a second FIFO that temporarily stores the data transferred 
betWeen the second peripheral device and the ?rst 
storage device, and that transfers a status information 
of the second FIFO to the second duplex channel 
controller When the data is concurrently transferred to 
the ?rst peripheral device and the second peripheral 
device. 

12. The duplex channel device of claim 11, Wherein the 
?rst peripheral device includes a ?rst microprocessor and a 
?rst memory, and the second peripheral device includes a 
second microprocessor and a second memory. 

13. The duplex channel device of claim 11, Wherein 
the ?rst buffer includes a ?rst address buffer that provides 

a transfer path for an address signal of the data, and a 
?rst data buffer that provides a transfer path for a data 
signal of the data, 

the second buffer includes a second address buffer that 
provides a transfer path for the address signal, and a 
second data buffer that provides a transfer path for the 
data signal, 

the ?rst FIFO includes a ?rst address FIFO that tempo 
rarily stores the address signal When the data is con 
currently transferred to the ?rst peripheral device and 
the second peripheral device, and a ?rst data FIFO that 
temporarily stores the data signal When the data is 
concurrently transferred to the ?rst peripheral device 
and the second peripheral device, and 

the second FIFO includes a second address FIFO that 
temporarily stores the address signal When the data is 
concurrently transferred to the ?rst peripheral device 
and the second peripheral device, and a second data 
FIFO that temporarily stores the data signal When the 
data is concurrently transferred to the ?rst peripheral 
device and the second peripheral device. 

14. The duplex channel device of claim 13, Wherein the 
?rst duplex channel controller receives and transfers a 
content of any of the ?rst address FIFO, the ?rst data FIFO, 
the ?rst address buffer and the ?rst data buffer, and the 
second duplex channel controller receives and transfers a 
content of any of the second address FIFO, the second data 
FIFO, the second address buffer and the second data buffer. 

15. The duplex channel device of claim 10, Wherein the 
?rst processor board is operated in an active mode, and the 
second processor board is operated in a standby mode. 

16. A method of duplexing a sWitching system processor 
including a ?rst processor board coupled to a ?rst micro 
processor and a ?rst memory via a ?rst bus, and a second 
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processor board coupled to a second microprocessor and a 
second memory via a second bus, comprising: 

(a) transferring data, including an address signal and a 
data signal, to and from at least one of the ?rst and 
second microprocessors at a ?rst clock; and 

(b) transferring the data betWeen the at least one of the 
?rst and second microprocessors and at least one of the 
?rst and second memories, via ?rst and second duplex 
channel controllers coupled to a duplex channel, at a 
second clock, Which is different from the ?rst clock. 

17. The method of claim 16, Wherein the step (b) further 
comprises: 

temporarily storing the address signal and the data signal 
in a ?rst address buffer and a ?rst data buffer under the 
control of a duplexing controller When the data is 
inputted from the ?rst microprocessor; 

transferring a status information of the ?rst address buffer 
and the ?rst data buffer to the ?rst duplexing channel 
controller coupled to the ?rst processor board; 

occupying the duplex channel; 
transferring the address signal and the data signal via the 

duplexing channel to a second address buffer and a 
second data buffer, respectively; 

transferring a status information of the second address 
buffer and the second data buffer to a second bus 
controller and occupying the second bus; 

Writing data into the second memory via the second bus. 
18. The method of claim 16, Wherein the step (b) further 

comprises: 
temporarily storing the address signal in a ?rst address 

buffer under the control of a duplexing controller When 
the data is to be read from the second memory; 

transferring a status information of the ?rst address buffer 
to the ?rst duplex channel controller; 

occupying the duplex channel; 
transferring the address signal via the duplex channel to a 

second address buffer; 
transferring a status information of the second address 

buffer to the second bus controller and occupying the 
second bus; 

reading data Written from the second memory via the 
second bus and temporarily storing the data in a second 
data buffer; 

transferring a status information of the second data buffer 
to the second duplex channel controller and occupying 
the duplex channel; 

transferring the data via the duplex channel to the ?rst 
data buffer; 

transferring the status information of the ?rst data buffer 
to the duplexing controller; and 

transferring the data via the ?rst bus to the ?rst micro 
processor. 

19. The method of claim 16, Wherein the step (b) further 
comprises: 

Writing the data from the ?rst microprocessor into the ?rst 
memory When the data is intended to be Written to both 
the ?rst and second memories; 

temporarily storing the address signal and the data signal 
in a ?rst address FIFO and a ?rst data FIFO, respec 
tively; 

transferring a status information of the ?rst address FIFO 
and the ?rst data FIFO to the ?rst duplex channel 
controller; 
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occupying the duplex channel; Writing the data into the second memory via the second 
transferring the address signal and the data signal to a bus 

second address FIFO and a second data FIFO, 
respectively, via the dupleXing channel; * * * * * 

5 transferring a status information of the second address 
FIFO and the second data FIFO to a second bus 
controller and occupying the second bus; and 


