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(57) ABSTRACT 

LoW k dielectrics such as black diamond have a tendency to 
delaminate from the edges of a silicon Wafer, causing 
multiple problems, including blinding of the alignment 
mark. This problem has been overcome by inserting a layer 
of silicon nitride betWeen the loW k layer and the substrate. 
A key requirement is that said layer of silicon nitride be 
under substantial compressive stress (at least 5><109 dynes/ 
cmz). In the case of a layer of black diamond, on Which 
material the invention is particularly focused, a nucleating 
layer is also inserted betWeen the silicon nitride and the 
black diamond. A process for laying doWn the required 
layers is described together With an example of applying the 
invention to a dual damascene structure. 

5 Claims, 3 Drawing Sheets 
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SOLUTION TO BLACK DIAMOND FILM 
DELAMINATION PROBLEM 

This is a division of patent application Ser. No. 09/578, 
412, ?ling date May 26, 2000 now US. Pat. No. 6,358,839, 
Solution To Black Diamond Film Delamination Problem, 
assigned to the same assignee as the present invention. 

FIELD OF THE INVENTION 

The invention relates to the general ?eld of loW dielectric 
constant layers for use in integrated circuits With particular 
reference to methods for preventing peeling and delamina 
tion of such ?lms. 

BACKGROUND OF THE INVENTION 

The internal dimensions Within integrated circuits con 
tinue to shrink, including the thicknesses of the dielectric 
layers used to separate various layers of Wiring from one 
another. HoWever, as these Wiring levels are brought closer 
together, the possibility of cross-coupling betWeen them 
starts to rise as Well as the incidence of parasitic capaci 
tances. One Way to minimiZe this problem is to reduce the 
dielectric constants of these inter-metal layers. Thus there is 
considerable interest in developing loW k materials as Well 
as deposition methods for them that are compatible With 
integrated circuit technology. 

For our purposes We Will de?ne a loW k dielectric as one 
that has a dielectric constant close to or less than about 3. 
Several such materials are knoWn to exist but they have the 
disadvantage that they are organic rather than inorganic 
compounds. Examples include hydrogen silsesquioxane, 
?uorinated polyimide, polyarylene ether, ?uorinated arylene 
ether, polytetra?uoro-ethylene, and benZocyclobutene. 
Because of their organic nature these materials are innately 
soft, Which physical property can give rise to problems 
during semiconductor processing, particularly during 
planariZation, by chemical mechanical polishing (CMP). 

The present invention is concerned With loW dielectric 
constant materials that are inorganic in nature, such as 
spin-on glass (SOG), ?uorinated silicon glass (FSG) and, 
particularly, methyl-doped porous silica Which is referred to 
by practitioners of the art as black diamond, or BD. When 
formed as Will be described beloW, about 36% of a BD 
layer’s volume is in the form of pores having a diameter 
betWeen about 8 and 24 Angstroms. 

Dual damascene structures have received Widespread 
application in recent years so it is important that processes 
for laying doWn loW dielectric constant materials be com 
patible With such structures. An example of a dual dama 
scene structure is schematically illustrated in FIG. 1. See 
there is a substrate 11 over Which tWo layers of dielectric 
material 14 and 15 have been deposited. Via hole 14 has 
been etched through loWer dielectric layer 14 and trench 13 
(long dimension running normal to the plane of the ?gure) 
has been etched through upper dielectric layer 15. Via and 
trench Were over-?lled With metal (usually copper) and then 
the upper surface Was planariZed, as shoWn. 

Inorganic loW k dielectrics enjoy several advantages over 
the organic variety, such as good thermal conductivity 
suitability for production, but one problem associated With 
them is that many of them, When in thin ?lm form, are found 
to be in a state of high tensile stress. This is the case, 
regardless of hoW they are deposited. Because of this, loW k 
inorganic ?lms have a tendency to delaminate, particularly 
near the edges of the substrate Where the restoring forces are 
the strongest. This is illustrated in FIG. 2 Which shoWs 
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2 
silicon Wafer 22 Which has been coated With a layer of (for 
example) BD. For a 25 cm. Wafer, an outer annular region 
23, Whose Width varies betWeen about 0.5 and 2 cm has a 
tendency to come aWay. Aside from the yield loss in the 
affected area, the delaminated ?lm is a source of particulate 
contamination and, most importantly, the Wafer alignment 
mark (shoWn schematically in the ?gure as area 24) can 
easily be obscured (blinded) by this. 
A routine search of the prior art Was performed but no 

references that teach the exact processes and structures of 
the present invention Were discovered. Several references of 
interest Were, hoWever, encountered along the Way. For 
example, in US. Pat. No. 6,025,280, Brady et al. shoW a loW 
k oxide process using nitrous oxide and TEOS With an 
organic reactant. In US. Pat. No. 5,851,892, Lojek et al. 
shoW an oxidation process using a nitrogen pre-anneal. 
Reference to BD Was found on the Web-site for Applied 
Materials in the form of a press release dated Feb. 28, 2000 
describing this material. 

SUMMARY OF THE INVENTION 

It has been an object of the present invention to provide 
a process for depositing a layer of loW dielectric constant 
material on a substrate Without subsequent delamination of 
said layer. 

Another object of the invention has been to provide a 
process for depositing a layer of black diamond on a silicon 
Wafer Without subsequent delamination of said layer. 
A further object of the invention has been to provide a 

dual damascene structure in Which the dielectric is black 
diamond. 

A still further object has been to provide a process for 
forming said dual damascene structure. 

These objects have been achieved by inserting a layer of 
silicon nitride betWeen the loW k layer and the substrate. A 
key requirement is that said layer of silicon nitride be under 
substantial compressive stress (at least 5><109 dynes/cm2). In 
the case of a layer of black diamond, on Which material the 
invention is particularly focused, a nucleating layer is 
inserted betWeen the silicon nitride and the black diamond. 
A process for laying doWn the required layers is described 
along With an example-of applying the invention to a dual 
damascene structure. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a typical dual damascene structure. 

FIG. 2 shoWs a loW k dielectric ?lm can delaminate from 
the surface of a silicon Wafer. 

FIG. 3 shoWs the starting point for the process of the 
present invention. 

FIGS. 4 to 6 shoW successive stages in the process of the 
present invention. 

FIG. 7 shoWs the structure that is obtained at the conclu 
sion of the process of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

We Will disclose the present invention through a descrip 
tion of a process for forming a dual damascene structure. At 
the end of this description the structure of the present 
invention Will also be apparent. We note here that copper 
?lled damascene structures normally include glue and bar 
rier layers but, since the present invention does not depend 
on their presence in order to be effective, they have not been 
included in our description, thereby simplifying it. 
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Referring noW to FIG. 3, the process of the present 
invention begins With the provision of substrate 11 Which is 
most commonly, though not necessarily, a silicon Wafer. 
Silicon nitride layer 31 is deposited onto substrate 11 to a 
thickness betWeen about 300 and 600 Angstroms. It is a key 
feature of the invention that this layer be deposited under 
conditions that ensure that it is in a state of compressive 
stress of magnitude greater than about 5><109 dynes/cm2, 
With a stress level betWeen about 7><109 and 1.5><101O 
dynes/cm2 being preferred. 

The exact method by Which the silicon nitride is deposited 
is not critical as long as these levels of compressive stress 
are attained. One deposition method that ensures this is 
PECVD (Plasma Enhanced Chemical Vapor Deposition). 
We used Applied materials’ DX chamber at an RF poWer 
betWeen about 500 and 650 Watts. Gas ?oW rates Were 
betWeen about 60 and 80 SCCM for silane, betWeen about 
2,300 and 2,700 SCCM for nitrogen, and betWeen about 25 
and 35 SCCM for ammonia. 

Referring noW to FIG. 4, silicon nitride layer 31 is then 
exposed to a gaseous mixture of methyl silane, nitrous 
oxide, and oxygen, enhanced by a helium plasma at a poWer 
level of about 200 Watts, for about 2 seconds, thereby 
forming, through chemical vapor deposition, nucleation 
layer 42 (having a thickness betWeen about 200 and 400 
Angstroms) on all exposed surfaces of silicon nitride 31. 
FloW rates for the gases are: for the methyl silane betWeen 
about 50 and 90 SCCM, for the nitrous oxide betWeen about 
350 and 400 SCCM, and for the oxygen betWeen about 10 
and 50 SCCM. 

Then, nucleation layer 42 is exposed to a gaseous mixture 
of methyl silane and nitrous oxide, enhanced by a helium 
plasma at a poWer level of about 110 Watts, thereby forming 
on nucleation layer 42, through chemical vapor deposition, 
a layer of black diamond having a thickness betWeen about 
2,000 and 6,000 Angstroms. FloW rates for the gases are: for 
the methyl silane, betWeen about 50 and 90 SCCM and for 
the nitrous oxide betWeen about 350 and 400 SCCM. 

Proceeding noW to FIG. 5, the tWo previous deposition 
steps are repeated. That is, silicon nitride layer 51 is depos 
ited (to a thickness betWeen about 300 and 600 Angstroms) 
onto black diamond layer 44 also under conditions that 
ensure that layer 51 is in a state of compressive stress of 
magnitude greater than about 5><109 dynes/cm2’ With a stress 
level betWeen about 7><109 and 1.5><101O dynes/cm2 being 
preferred. Layer 51 is then exposed to a gaseous mixture of 
methyl silane, nitrous oxide, and oxygen, enhanced by a 
helium plasma at a poWer level of about 200 Watts, for about 
2 seconds, thereby forming, through chemical vapor 
deposition, nucleation layer 52 (to a thickness betWeen 
about 200 and 400 Angstroms) over Which is deposited layer 
of black diamond 55 (having a thickness betWeen about 
2,000 and 6,000 Angstroms). 

Then, still referring to FIG. 5, black diamond layer 55, 
nucleation layer 52, and silicon nitride layer 51 are all etched 
through a suitably patterned mask (not shoWn) doWn to the 
level of black diamond layer 44 to form Wiring trench 53. 

The penultimate step of the process is illustrated in FIG. 
6. First, via hole 62 is etched through black diamond layer 
44, nucleation layer 42, and silicon nitride layer 31 doWn to 
the level of substrate 11 (in general a silicon Wafer). Copper 
is then deposited to a thickness suf?cient to ?ll the via hole 
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4 
and to over-?ll the Wiring trench The process concludes, as 
shoWn in FIG. 7, With the application of chemical mechani 
cal polishing to the structure seen in FIG. 6, thereby pla 
nariZing said structure and making certain that no copper 
remains on any exposed surface outside the trench. 

It Will be understood by those skilled in the art that the 
process and structure of the present invention are not limited 
to damascene processes and structures, being of a more 
general nature Whereby said process may be effectively used 
to deposit on a substrate any one of a family of loW dielectric 
constant inorganic materials. In particular, the process may 
be used to deposit on a silicon Wafer a layer of black 
diamond that Will not subsequently delaminate, Whether or 
not it includes a damascene structure. 

Furthermore, While the invention has been particularly 
shoWn and described With reference to the preferred embodi 
ments thereof, it Will be understood by those skilled in the 
art that various changes in form and details may be made 
Without departing from the spirit and scope of the invention. 
What is claimed is: 
1. A dual damascene structure on a silicon Wafer, com 

prising: 
on said Wafer, a loWer layer of silicon nitride that is in a 

state of compressive stress, said stress having a value of 
at least 5><109 dyneS/cm2; 

on the loWer layer of silicon nitride, a ?rst nucleation 
layer; 

on said ?rst nucleation layer, a loWer layer of black 
diamond; 

on said loWer layer of black diamond, an upper layer of 
silicon nitride that is in a state of compressive stress, 
said stress having a value of at least 5><109 dynes/cm2; 

on the upper layer of silicon nitride, a second nucleation 
layer; 

on said second nucleation layer, an upper layer of black 
diamond; 

a Wiring trench etched in said upper black diamond and 
silicon nitride layers extending as far as the loWer layer 
of black diamond; 

a via hole etched in said loWer black diamond and silicon 
nitride layers extending as far as the silicon Wafer; 

both the trench and the via hole being just ?lled With 
copper; and 

there being no copper on any exposed surface outside the 
trench. 

2. The structure described in claim 1 Wherein the stress 
value of the silicon nitride layer is betWeen about 7><109 and 
1.5><101O dynes/cm2. 

3. The structure described in claim 1 Wherein each nucle 
ation layer has a thickness betWeen about 200 and 400 
Angstroms. 

4. The structure described in claim 1 Wherein the loWer 
layer of silicon nitride has a thickness betWeen about 300 
and 600 Angstroms and the upper layer of silicon nitride has 
a thickness betWeen about 300 and 600 Angstroms. 

5. The structure described in claim 1 Wherein the loWer 
layer of black diamond has a thickness betWeen about 2,000 
and 6,000 Angstroms and the upper layer of black diamond 
has a thickness betWeen about 2,000 and 6,000 Angstroms. 

* * * * * 


