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INHALATION THERAPY ASSEMBLY AND 
METHOD 

FIELD OF THE INVENTION 

The invention herein pertains to inhalation therapy and 
particularly pertains to an assembly and method Which 
utiliZes a manual pumping action to ensure complete medi 
cation dosage delivery to the patient. 

DESCRIPTION OF THE PRIOR ART AND 
OBJECTIVES OF THE INVENTION 

Medications for bronchitis and other common respiratory 
ailments are conventionally sold in metered does inhalers 
(MDI) Which have pressuriZed canisters to release a pre 
scribed dosage quantity of medicants upon each manual 
activation. Many patients frequently use MDIs for easy, 
portable, self-medication. Other patients With more serious 
health conditions utiliZe various types of inhalation therapy 
devices such as set forth in US. Pat. Nos. 5,020,530 and 
5,479,920. In addition, US. Pat. No. 5,842,467 provides a 
MDI in combination With a manual breathing unit. Other 
common types of mechanical respiratory devices include 
electrical poWered ventilators, oxygen tanks and the like. 

It is commonplace to utiliZe a collapsible reservoir With 
an MDI canister for discharge therein. Such devices are 
often used in ventilator breathing circuits. It is also usual to 
provide a rigid, transparent, cylindrical reservoir With a MDI 
canister for containment of the medicants before such enters 
the patient’s lungs. 

Conventional methods of delivering respiratory medi 
cants often Work very Well under normal circumstances With 
a cooperative patient. HoWever, young children are often 
frightened by inhalation apparatus Which are attached to 
their face and as a result hold their breath, preventing intake 
of the medicants. Sometimes elderly patients become obsti 
nate and Will not cooperate With medical personnel or some, 
for physical reasons have difficulty in breathing properly. 
Breathing too fast can also cause problems in that the 
medicants are taken into the lungs and are expirated too 
quickly, before being absorbed. Under these conditions the 
medicants are not absorbed and the patient does not ulti 
mately bene?t from the prescribed dosage. Other patients 
also lack adequate muscle tone for deep breaths due to 
advanced disease status or heavy sedation. 

Thus, With the problems and di?iculties of prior art 
inhalation therapy devices, the present invention Was con 
ceived and one of its objectives is to provide an inhalation 
therapy assembly and method Which Will conveniently and 
easily alloW the patient to receive the proper prescribed 
medicant dosage. 

It is also an objective of the present invention to provide 
an inhalation assembly Which can be used With either a facial 
mask or an endotrachael tube. 

It is yet a further objection of the present invention to 
provide an inhalation therapy assembly Which includes a 
collapsible reservoir Which can be used to manually pump 
medicants to the patient. 

It is still another objective of the present invention to 
provide an inhalation therapy assembly Which utiliZes a 
standard peep valve Which is adjustable to provide the 
needed resistance for a particular patient. 

Various other objectives and advantages of the present 
invention Will become apparent to those skilled in the art as 
a more detailed description is set forth beloW. 

SUMMARY OF THE INVENTION 

The aforesaid and other objectives are realiZed by pro 
viding an inhalation assembly Which includes a MDI can 
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2 
ister housing Which is affixed to a conventional coil spring 
supported, transparent, ?exible reservoir for receiving medi 
cants therefrom. As the medicants are released from the 
pressuriZed aerosol canister, such medicants ?oW into the 
expanded reservoir and a terminal diaphragm valve in 
communication thereWith closes due to the pressure associ 
ated thereWith. As the patient breathes in, a proximal one 
Way valve on the reservoir opens to alloW the medicants to 
?oW from the reservoir to the lungs of the patient through a 
means connected to a delivery tube, either an endotracheal 
tube or a conventional facial mask. An adjustable exhalation 
valve prevents the patient from over breathing, i.e., expiring 
the medicants too quickly. Should there be a problem With 
the patient’s breathing, through either lack of cooperation, 
fear or voluntary physical restraints, the assisting medical 
personnel can simply “pump” the assembly manually by 
urging the reservoir to a collapsed position, thereby driving 
the medicants from the reservoir through the proximal 
one-Way valve into the delivery tube Which is attached to for 
example, a facial mask. The reservoir, Which is spring 
loaded Will then recover and the pumping action is repeated 
until all the medicants are introduced into the patient’s 
lungs, thereby insuring the patient of receiving the full 
dosage prescribed, Without signi?cant residual amounts 
remaining in the reservoir. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs a top vieW of the preferred form of the 
invention With the reservoir in an extended state; 

FIG. 2 illustrates the invention as shoWn in FIG. 1 but 
With the reservoir in a collapsed posture; 

FIG. 3 depicts an enlarged partial side vieW of the 
reservoir and MDI canister housing; and 

FIG. 4 pictures the apparatus as shown in FIG. 1 in place 
on a male patient. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT AND OPERATION 

OF THE INVENTION 

For a better understanding of the invention and its 
operation, turning noW to the draWings, FIG. 1 illustrates 
preferred inhalation therapy assembly 10 having an aerosol 
metered dose inhaler (MDI) canister 11 positioned in recep 
tacle 15 of MDI housing 12 for delivering medicants 22 
through housing channel 13 (FIG. 3) into collapsible reser 
voir 14. Standard terminal one-Way diaphragm valve 16 is in 
?uid communication With collapsible reservoir 14 to prevent 
?uids contained Within reservoir 14 from escaping and to 
alloW entry of air into reservoir 14 as it is expanded. At the 
other end of reservoir 14, proximal one-Way diaphragm 
valve 19 is connected to T-shaped delivery tube 17 as seen 
in FIGS. 1 and 2. T-shaped delivery tube 17 provides a 
passageWay for directing medicants 22 to patient 20 (FIG. 4) 
through a means to connect to a patient, preferably mask 18. 
As aerosol medicants 22 are often not directly or e?iciently 
delivered to patient 20, collapsible reservoir 14 can be 
manually collapsed and extended (pumped) in order to 
ensure substantial delivery of medicants 22 to patient 20. 
This is of particular importance for very young patients that 
might hold their breath or older patients that are uncoop 
erative or lack sufficient muscle tone for a full spontaneous 
inhalation. Collapsible reservoir 14 is conventional and 
includes an outer, thin, transparent, polymeric Wall 23 Which 
is internally supported by metal coil spring 24 as seen in 
FIG. 4. 

After patient 20 inhales medicants 22 from reservoir 14, 
exhaled gases are then forced through T-shaped delivery 
tube 17 and encounter exhalation or peep valve 21 as shoWn 
in FIG. 2 Which provides resistance to the exhaled gases, as 
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proximal valve 19 is closed. This created resistance 
increases the time medicants 22 remain in the lungs of 
patient 20 and assists in the absorption thereof. 

The preferred method of use of inhalation assembly 10 
comprises attaching mask 18 to patient 20 via straps 25 or 
the like Which may have a means to connect thereon such as 
hook and loop fasteners, a buckle, snaps or the like (not 
seen). Next, MDI canister 11 is positioned in receptacle 15 
of housing 12 With reservoir 14 fully expanded as shoWn in 
FIG. 1. By depressing aerosol MDI canister 11 Within 
receptacle 15 the MDI canister valve (not shoWn) opens, and 
medicants 22 contained therein Which may be for the 
treatment of bronchitis or other ailments passes through 
channel 13 into collapsible reservoir 14. Normal breathing 
by patient 20 draWs medicants 22 from reservoir 14 through 
mask 18 and on into the lungs of patient 20 as intended. 
After inhaling, patient 20 then exhales and one-Way proxi 
mal diaphragm valve 19 as shoWn in FIGS. 1 and 2 prevents 
exhaled gases from entering reservoir 14. Rather, such gases 
are passed through standard exhalation valve 21 Which has 
been adjusted for suitable resistance, depending on the 
speci?c requirements of patient 20. For example, if the 
patient is breathing normally, then valve 21 Would be 
positioned at a relative loW rating (such as at 5 cm of Water 
pressure). This setting Would also be used When assembly 10 
is used With an endotracheal tube. For a greater resistance, 
that is, to prevent the patient from exhaling too quickly and 
the medicant 22 being only partially absorbed due to the 
short time period in the lungs, exhalation valve 21 is 
adjusted for a greater resistance, up to for example, 20 cm 
of Water pressure. This high resistance sloWs the exhalation 
of the patient, thereby alloWing the medicants to be more 
fully absorbed. 

In the event a patient is uncooperative, or has trouble 
breathing once medicants 22 have been released into reser 
voir 14, a nurse or other medical personnel can manually 
“pump” reservoir 14 by grasping canister housing 12 and 
urging reservoir 14 into a collapsed posture as shoWn in FIG. 
2. Terminal valve 16 Which has been closed by the pressure 
created in reservoir 14 by the release of medicants 22 from 
pressuriZed aerosol MDI canister 11, remains closed as 
reservoir 14 is collapsed. Once collapsed, reservoir 14 can 
be rapidly expanded by manually urging it outWardly, Which 
alloWs terminal valve 16 to open and permits air to ?oW 
therethrough into reservoir 14. As Would be understood, 
proximal one-Way valve 19 likeWise opens as air is forced 
therethrough by collapsing reservoir 14 and alloWs medi 
cants 22 to pass into T-shaped delivery tube 17 and on to 
patient 20. Additional collapsing and expansion of reservoir 
14 can be carried out as required and, if additional doses of 
medicants 22 are needed, MDI canister 11 is manually 
pressed doWnWardly to release medicants 22 therefrom into 
reservoir 14 as hereinbefore explained. 

Thus, inhalation assembly 10 provides an easy method for 
ensuring both medicant delivery and absorption by patient 
20. Also, the device is conveniently used With patients 
requiring an endotracheal tube (not seen) Which is attached 
to T-shaped delivery tube 17 in place of mask 18. 

The illustrations and examples provided herein are for 
explanatory purposes and are not intended to limit the scope 
of the appended claims. 

I claim: 
1. An inhalation assembly comprising: 
a canister housing, a collapsible reservoir, said reservoir 

in ?uid communication With said canister housing, a 
terminal one-Way valve, said terminal one-Way valve in 
communication With said reservoir, said terminal one 
Way valve for alloWing air to enter said reservoir When 
said reservoir is expanded, a delivery tube, said deliv 
ery tube joined to said reservoir Whereby medicants can 
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pass from said canister housing into said reservoir for 
continued passage through said delivery tube to the 
patient. 

2. The inhalation assembly of claim 1 Wherein said 
canister housing de?nes a MDI canister receptacle. 

3. The inhalation assembly of claim 1 Wherein said 
reservoir is cylindrically shaped. 

4. The inhalation assembly of claim 3 Wherein said 
reservoir further comprises a spring supported ?exible Wall. 

5. The inhalation assembly of claim 4 Wherein said Wall 
is transparent. 

6. An inhalation assembly for delivering medicants from 
a MDI canister to a patient comprising: 

a canister housing, a collapsible reservoir, said canister 
housing in ?uid communication With said collapsible 
reservoir, a terminal one-Way valve, said terminal one 
Way valve in communication With said collapsible 
reservoir, a delivery tube, a proximal one-Way valve, 
said delivery tube connected to said collapsible reser 
voir through said proximal one-Way valve, means to 
connect a patient to said delivery tube, said connecting 
means attached to said delivery tube, and an exhalation 
valve, said exhalation valve connected to said delivery 
tube. 

7. The inhalation assembly of claim 6 Wherein the deliv 
ery tube is T-shaped and said exhalation valve is in axial 
alignment along said delivery tube With said collapsible 
reservoir. 

8. The inhalation assembly of claim 7 Wherein said 
reservoir further comprises a coil spring supported ?exible 
Wall. 

9. The inhalation assembly of claim 8 Wherein said Wall 
is transparent. 

10. An inhalation assembly for delivering medicants from 
a MDI canister to a patient comprising: 

a canister housing, a collapsible reservoir, said canister 
housing in ?uid communication With said collapsible 
reservoir, a terminal one-Way valve, said terminal one 
Way valve in communication With said collapsible 
reservoir, a delivery tube, a proximal one-Way valve, 
said delivery tube connected to said collapsible reser 
voir through said proximal one-Way valve, a means to 
connect to a patient, said patient connecting means 
attached to said delivery tube, and an exhalation valve, 
said exhalation valve connected to said delivery tube, 
said exhalation valve in axial alignment along said 
delivery tube With said collapsible reservoir. 

11. Amethod of delivering medicants to a patient through 
an inhalation assembly having a collapsible reservoir 
attached to a MDI canister housing comprising the steps of: 

a) attaching the assembly to the patient; 
b) releasing medicants from the canister housing into said 

reservoir; and 
c) collapsing the reservoir to pump the medicants to the 

patient. 
12. The method of claim 11 Wherein attaching the assem 

bly to the patient comprises the step of attaching a mask to 
the face of the patient. 

13. The method of claim 11 Wherein releasing the medi 
cants comprises the step of releasing pressuriZed medicants 
from an MDI canister through said MDI canister housing. 

14. The method of claim 11 Wherein releasing the medi 
cants into the reservoir comprises the step of releasing the 
medicants under pressure to the reservoir. 

15. The method of claim 11 Wherein collapsing the 
reservoir further comprises the step of alloWing the reservoir 
to expand and thereafter collapsing the reservoir again. 

* * * * * 


