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FIG. 3 

FIG. 2 
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DRY EAR SET 

BACKGROUND OF THE INVENTION 

This invention is in the realm of personal hygiene. I, 
personally have a tendency to get ear infections When I get 
Water in my ears. I have for many years treated my ears With 
strong alcohol and prescriptions from physicians. Of course, 
the best prescription is to keep Water out of the ears. 

With this background and incentive, I proceeded to fab 
ricate the present invention, titled Dry Ear Set. This set deals 
With both ears and is pleasant to use and it does the job of 
keeping the ears dry. 

In the past it is my understanding that the only Way to 
keep the ears dry, if indeed it could be done, Was the use of 
some kind of ear plug, Which often is irritating. 

BRIEF SUMMARY OF THE INVENTION 

The Dry Ear Set is truly a set, in that, it protects both ears 
and keeps them dry While one takes a shoWer. One may Wash 
his or her hair While shoWering and still keep the ears dry. 
The Dry Ear Set is light Weight and friendly to Wear. There 
is no comparable product on the market. 

The Dry Ear Set is one unit, in that the tWo ear covers are 
joined together by anelastic tape, stretching from one ear 
buffer to the other, across the upper lip. This is What ensures 
that the shoWer pressure Will not unseat either ear cover. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 Is a front facial vieW of the Dry Ear Set in use; 

FIG. 2 Is a side vieW of the ear, relating to the ear cover 
in FIG. 3; 

FIG. 3 Is a side vieW of the ear cover, illustrating its 
relationship to the Water buffer and the elastic tapes; 

FIG. 4 Is a top vieW of the inside of the Water buffer. 

DETAILED DESCRIPTION OF THE 
INVENTION 

From FIG. 1 in the draWing, one may visualiZe the head 
and facial vieW of the DRY EAR SET in use (Reference No. 
1, The human head, Reference No. 2, Plastic Ear Cover, 
Reference No. 4, Rubber tape cover of the Water buffer, 
Reference No. 9, The elastic tape across the upper lip). In 
FIG. 2, the ear is shoWn in relation to the ear cover, FIG. 3; 
Which shoWs that the ear covers are made of light, plastic 
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material, With a small, ?at, elastic tape, seWn around the 
material at the circumference of each of the ear covers; 
forming a concave opening for each ear. FIG. 3, Reference 
No. 3, the elastic member of the ear cover, forming the cover 
opening). 

Each Water buffer is constructed of Waterproof healthcare 
tape and contains four folds of soft rubber, stacked inside, 
forming a large, soft and cushey form, Which adheres to the 
face and repells Water, FIG. (4, (Reference No. 5, NarroWest 
strip of rubber inside the Water buffer, Reference No. 6, 
Second narroWest strip of rubber inside the Water buffer, 
Reference No. 7, Third narroWest strip of rubber inside of 
the Water buffer, Reference No. 8, Widest strip of rubber 
inside the Water buffer). The Water buffers occupy the area 
of the face immediately in front of each ear cover, eXtending 
from the top of the ear opening to the top of the ear lobe, 
FIG. 3. Each Water buffer is attached to the front edge of 
each ear cover 4, FIG. 3. 

An elastic tape is attached to the center front of each Water 
buffer and stretches across the upper lip, joining one Water 
buffer to the opposing Water buffer. The direct pull of the 
elastic tape betWeen the tWo Water buffers form a Wedge 
betWeen each Water buffer and the face, aiding in each Water 
buffer adhering to the face and de?ecting Water, FIG. 1, 
Reference numbers 1, 4 and 9, previously shoWn. 
What is claimed is: 
1. Apair of opposing ear covers forming a barrier to Water 

entering the ears, comprising: 
a) Each ear cover made of Waterproof, plastic material, 

generally round, With a small, ?at elastic tape seWn to 
the material around the circumference of each cover, 
forming a gather, a good ?t to each ear in the concave 
area of each ear cover; and 

b) Apair of Water buffers, each constructed of Waterproof, 
rubberiZed healthcare tape and each enclosing four 
folds of rubber, Whereas, the Water buffers being cylin 
drically shaped to cover the area of the face in front of 
each ear the distance from the top opening of each ear 
to the top of the ear lobe at the bottom of each ear; and 

c) An elastic tape stretched across the upper lip, joining 
one Water buffer to the opposing Water buffer, Whereby 
the direct pull of the elastic tape betWeen the tWo Water 
buffers form a Wedge betWeen each Water buffer and the 
face, Which aids in each Water buffer adhering to the 
face and de?ecting Water. 

* * * * * 


