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(57) ABSTRACT 

A metal halide discharge lamp Which essentially permits 
disusing mercury is provided. The metal halide discharge 
lamp comprises a refractory and transparent hermetic vessel, 
a pair of electrodes ?xed to the hermetic vessel, and a 
discharge medium sealed in the hermetic vessel and con 
taining a ?rst halide, a second halide, and a rare gas. The ?rst 
halide is a halide of a metal Which achieves a desired light 
emission. The second halide has a relatively high vapor 
pressure, being at least one halide of a metal Which is 
unlikely to emit a visible light compared With the metal of 
the ?rst halide and acts as a buffer gas. 

18 Claims, 14 Drawing Sheets 
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COMPACT-TYPE METAL HALIDE 
DISCHARGE LAMP 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This is a continuation of US. patent application No. 
09/087,311, ?led on May 29, 1998, now US. Pat. No. 
6,353,289 B1 the bene?t of the ?ling date of Which is hereby 
claimed under 35 U.S.C. §120, Which in turn claims the 
bene?t of the following Japanese applications, the bene?t of 
the ?ling date of Which is hereby claimed under 35 U.S.C. 
§119z 

Application No. 9-148994, ?led in Japan on Jun. 6, 1997 
Application No. 9-311833, ?led in Japan on Nov. 13, 

1997 

Application No. 9-346033, ?led in Japan on Dec. 16, 
1997 

Application No. 9-346035, ?led in Japan on Dec. 16, 
1997 

Application No. 10-028134, ?led in Japan on Feb. 10, 
1998 

BACKGROUND OF THE INVENTION 

The present invention relates to a metal halide discharge 
lamp, a lighting device for a metal halide discharge lamp, 
and an illuminating apparatus using a metal halide discharge 
lamp. 
Ametal halide discharge lamp comprises a light-emitting 

tube provided With a pair of electrodes arranged to face each 
other. A rare gas, a halide of a light-emitting metal, and 
mercury are sealed in the light-emitting tube to form the 
metal halide discharge lamp. The discharge lamp of the 
particular construction exhibits a relatively high ef?ciency 
and high color rendering properties and, thus, is used Widely. 

The metal halide discharge lamp is classi?ed into a short 
arc type and a long arc type. The short arc type metal halide 
discharge lamp is used in projectors such as a liquid crystal 
projector in Which light rays emitted from a lamp are 
collected so as to be projected onto a screen, and an 
overhead projector, and is also used for illumination of shops 
in the form of doWn light and spot light. Also, a small short 
arc type metal halide discharge lamp has come to be used in 
recent years as a headlamp of a vehicle in place of a halogen 
lamp. 
As described in, for example, Japanese Patent Disclosure 

(Kokai) No. 2-7347, it is absolutely necessary to seal about 
2 to 15 mg of mercury in a metal halide discharge lamp used 
as a headlamp of a vehicle. 

On the other hand, Japanese Patent Disclosure No. 
3-112045 discloses a metal halide discharge lamp Which 
does not necessitate the sealing of mercury. In this prior art, 
a rare gas such as helium or neon is sealed in the lamp at a 
pressure of 100 to 300 Torr in place of mercury so as to 
obtain a desired lamp voltage. Since the atom of each of 
these rare gases has a small radius, the rare gas permeates 
through a quartZ glass and, thus, the hermetic vessel of the 
lamp is formed of a transparent ceramic material. 
On the other hand, the long arc type metal halide dis 

charge lamp is used mainly for the general illumination 
purposes. For example, the discharge lamp of this type is 
used as an illumination equipment for a high ceiling, a light 
projector, a street lamp and as an illumination equipment for 
roads. Further, a metal halide discharge lamp Which gener 
ates ultraviolet rays is used for the manufacture of a photo 
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2 
setting synthetic resin or ink. The metal halide discharge 
lamp used for this purpose is also of a long arc type. 

In any of the short arc type and long arc type metal halide 
discharge lamps Which have been put to practical use 
noWadays, it is absolutely necessary to use mercury, 
because, in the metal halide discharge lamp, mercury serves 
to obtain a desired lamp voltage so as to maintain satisfac 
tory electric properties. 

To be more speci?c, Where, for example, the lamp voltage 
is unduly loW, the lamp current must be increased in order 
to obtain a desired lamp input. In this case, problems are 
brought about that the current capacities are increased in the 
related facilities such as the lighting device, illuminating 
device and Wiring. Also increased is the heat generation. 
On the other hand, Where the lamp current is unduly high, 

the electrode loss is increased, leading to a loW lamp 
ef?ciency. To be more speci?c, the electrode drop of the 
metal halide discharge lamp is constant for each lamp. As a 
result, if the lamp voltage is unduly loW, the lamp current 
must be increased for making up for the loW lamp voltage, 
With the result that the electrode loss is increased in pro 
portion to the lamp current so as to loWer the lamp ef?ciency. 

As pointed out above, it is generally advantageous in a 
discharge lamp to set the lamp voltage at a value as close to 
the input voltage of the lamp as possible, i.e., as high as 
possible, as far as the arc does not disappear. 

Let us describe the reason Why the mercury sealing Was 
required in the conventional metal halide discharge lamp 
While giving consideration to the lamp voltage With refer 
ence to FIG. 1. As shoWn in the draWing, the lamp comprises 
a hermetic vessel 1, a pair of electrodes 2, 2, and lead Wires 
3, 3. The lamp voltage V1, Which denotes the voltage 
betWeen the lead Wires 3, 3 When the metal halide discharge 
lamp is lit, can be represented by formula (1) given beloW: 

V1=E><L+Vd (1) 

Where E is a degree of potential inclination of the plasma 
betWeen the electrodes, L is a distance betWeen the 
electrodes, and Vd is an electrode drop. 
The potential inclination degree E of the plasma can be 

represented by formula (2) given beloW: 

E =I/2njordr (2) 

Where I is a lamp current, (I is an electrical conductivity of 
the plasma, Which is a function of temperature T, and r is a 
distance of an optional point from the center in the radial 
direction. 

If a substance A is supposed to be present Within the 
discharge space during the lighting of the metal halide 
discharge lamp, the electrical conductivity 0 of the sub 
stance A at temperature T is given by formula (3) beloW: 

Where C is a constant, NE is an electron density, NA is a 
density of the substance A, and Q is a cross section of 
impingement of the electron against the substance A. 
As apparent from formula (1), the lamp voltage V1 is 

increased With increase in the potential inclination degree E 
and With increase in the distance L betWeen the electrodes. 
On the other hand, formula (2) indicates that the potential 
inclination degree E is increased With decrease in the 
electrical conductivity 0 and With increase in the lamp 
current I. Further, formula (3) indicates that the electrical 
conductivity u is decreased With decrease in the electron 
density NE and With increase in the density NA of the 
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substance A and in the impinging cross section Q. It follows 
that, Where the distance L betWeen the electrodes and the 
lamp current I are set constant, the conditions of the sub 
stance A, under Which the lamp voltage V1 is increased, are 
that the substance A is unlikely to be ioniZed to diminish the 
value NE, that the substance A has a high density Within the 
lamp to increase the value NA, and that substance A has a 
large cross section Q of the electron impingement. 

It should be noted that mercury has a very high vapor 
pressure, i.e., 1 atmosphere at 361° C., is unlikely to be 
ioniZed, and has a large cross section of the electron 
impingement. It folloWs that a desired lamp voltage can be 
easily obtained by controlling the sealing amount of mercury 
in accordance With the siZe of the lamp. In other Words, 
mercury is sealed in the conventional metal halide discharge 
lamp because a desired lamp voltage can be obtained easily. 

It should be noted in this connection that, in the case of 
a metal halide discharge lamp, it is necessary to set the 
mercury vapor pressure higher With miniaturiZation of the 
lamp in Which the distance L betWeen the electrodes is 
shortened in order to ensure a desired lamp voltage. For 
example, in a small short arc type metal halide discharge 
lamp Whose light-emitting tube has an inner volume of 1 cc 
or less, the mercury vapor pressure during lighting of the 
lamp is as high as at least 20 atmospheres. 

Let us describe the problems Which are brought about 
Where mercury is sealed in a metal halide discharge lamp 
and the problems Which are brought about Where mercury is 
not sealed in the conventional metal halide discharge lamp. 

Problems Brought about by Mercury Sealing 
Air pollution and Water contamination problems attract 

WorldWide attentions noWadays. Since mercury is harmful to 
the health of the human being, it is naturally desirable to 
decrease the amount of mercury used or not to use mercury 
at all in the ?eld of illumination. In other Words, the greatest 
problem inherent in the conventional metal halide discharge 
lamp is that mercury is sealed in the lamp. 

In addition, many problems remain unsolved When it 
comes to the metal halide discharge lamp in Which mercury 
is sealed for obtaining a desired lamp voltage, as pointed out 
beloW: 
1. Poor in Rising of Spectral Characteristics in the Start-up 
Time: 
Where a metal halide discharge lamp is used in the 

headlamp of a vehicle, required is the instant rising of the 
light ?ux. To meet this requirement, employed is a lighting 
system in Which xenon is sealed as a starting gas at a high 
pressure, and a large current is alloWed to How in the initial 
period of the lighting, folloWed by gradually decreasing the 
current With time. It is certainly possible to achieve the 
instant rising of light ?ux in this fashion. HoWever, since 
mercury is rapidly evaporated in the sWitch-on time, mer 
cury takes much energy so as to cause delay in the rising of 
the vapor pressure of a light-emitting metal. It folloWs that 
mercury continues to emit light of high intensity for 10 to 20 
seconds. It should be noted that the light emitted from 
mercury is poor in color characteristics and in color render 
ing properties. Also, the chromaticity of the light emitted 
from mercury fails to fall Within a range of Whiteness. Since 
the rising of the spectral characteristics is very poor as 
described above, it takes a long time to obtain emission of 
light having desired spectral characteristics. 
2. Unsuitable for Light Control (Dimming): 
A change in temperature of the light emitting tube brings 

about a great change in the color temperature of the emitted 
light and, thus, in the color rendering properties, as apparent 
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4 
from FIG. 2. Speci?cally, FIG. 2 is a graph shoWing the 
distribution of an emission spectral of a conventional short 
arc type metal halide discharge lamp for projection. The 
Wavelength (nm) is plotted on the abscissa of the graph, With 
the relative emission poWer (%) being plotted on the ordi 
nate. 

Sealed in the conventional short arc type metal halide 
discharge lamp are 6.65><104 Pa of argon as a rare gas, 1 mg 
of dysprosium iodide (DyI3) as a halide, 1 mg of neodymium 
iodide (NdI3) as a halide, and 13 mg of mercury. The 
emission spectral consists of a continuous light emission 
caused by dysprosium and neodymium and main bright-line 
spectra caused by the elements given above the arroWs in the 
draWing. As seen from the graph, the bright-line spectrum 
caused by mercury has a large poWer. 

It should be noted that the amount of light emission from 
each of the light-emitting metals is changed proportionally 
to the vapor pressure Within the lamp. Since the vapor 
pressure of a halide of a light-emitting metal is markedly 
loWer than that of mercury, a change in temperature of the 
light emitting tube causes a change in the evaporation 
amount of the halide, leading to a change in the vapor 
pressure Within the lamp. As a result, the amount of light 
emitted from the light-emitting metal is also changed. 
On the other hand, the vapor pressure of mercury is so 

high that a change in temperature of the light emitting tube 
does not bring about an appreciable change in the mercury 
vapor pressure, leading to a small change in the amount of 
light caused by the strong bright-line spectrum of mercury. 
It folloWs that, if the input poWer supplied to the light 
emitting tube is decreased, the light emission caused by 
mercury is rendered relatively predominant. As a result, the 
color temperature of the emitted light is loWered, leading to 
poor color rendering properties. This indicates that the 
conventional metal halide discharge lamp, Which requires 
mercury sealing, is unsuitable for the light control 
(dimming). 

In the case of a headlamp for a vehicle, dimming is 
required for the lighting in the day time (day light) employed 
in the USA. and Europe. HoWever, the color characteristics 
are markedly impaired in the conventional metal halide 
discharge lamp requiring the mercury sealing. 
3. Large Unevenness in Properties: 
The metal halide discharge lamps having mercury sealed 

therein are uneven in temperature of the light emitting tubes, 
Which are caused by unevenness in the siZe of the individual 
lamps. As a result, unevenness in the characteristics tends to 
be brought about even under the same input poWer. Also, the 
characteristics are likely to be changed by the temperature 
elevation in the coolest region caused by the blackening of 
the light-emitting tube used over a long period of time. 
These dif?culties tend to bring about a problem particularly 
Where a plurality of metal halide discharge lamps are used 
in combination for illumination as in, for example, shops. 
4. Dif?cult to Re-start up Instantly: 
As described previously, the distance betWeen the paired 

electrodes is small in a short arc type small metal halide 
discharge lamp, making it necessary to set the mercury 
vapor pressure at a high value. Speci?cally, the mercury 
vapor pressure is set at such a high value as, for example, at 
least 20 atmospheres. 

Further, When used in a headlamp for a vehicle, xenon is 
also sealed in the lamp at a high pressure. For example, the 
xenon pressure is as high as about 35 atmospheres during the 
lighting. Since the mercury vapor pressure and the xenon 
vapor pressure are very high during the lighting, it is 
necessary to apply a pulse voltage of a very large poWer in 
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the re-start up time. It follows that the lighting circuit is 
rendered costly. In addition, it is necessary to insulate the 
circuit, the lamp and the equipment housing them against a 
high voltage. 
5. Rupture of Light-Emitting Tube 

Since the mercury vapor pressure is very high during the 
lighting as described previously, strain of the lamp is 
increased during lighting of the lamp over a long period of 
time, With the result that the lamp tends to be ruptured. The 
problem of rupture markedly loWers the reliability of the 
lamp. 
6. LoW Screen Brightness When used in Projector: 
Where a short arc type metal halide discharge lamp is 

used in a projector in Which the light emitted from the lamp 
used as a light source is collected through an optical system 
such as a liquid crystal projector so as to illuminate, for 
example, a screen arranged apart from the projector, it is of 
high importance to suppress the loss of the light emitted 
from the discharge lamp When the emitted light passes 
through the optical system so as to permit the emitted light 
to arrive at the screen as much as possible. In order to 
improve the brightness of the screen by suppressing the light 
loss, it is necessary for the arc of the discharge lamp to be 
narroWed thin. The expression “narroW arc” denotes that the 
arc temperature distribution is sharp. 

It should be noted in this connection that the light emitted 
from mercury is absorbed and, thus, is optically thick. Since 
energy is absorbed by the absorption of the light emitted in 
the intermediate and loW temperature regions, the tempera 
ture is elevated. As a result, the arc temperature is distributed 
to depict a parabola, making it dif?cult to narroW the arc. On 
the other hand, it is knoWn to the art that, if the light 
emission is very much increased by using scandium or a rare 
earth metal as a light-emitting metal, the arc can be nar 
roWed even in the presence of mercury. In this case, 
hoWever, convection occurs vigorously if the lighting pres 
sure of mercury is high, With the result that the arc is 
rendered unstable. It folloWs that it is impossible to put this 
technique to practical use. 

Problems Inherent in the Conventional Lamp Which 
does not necessitate Mercury Sealing 

In the metal halide discharge lamp Which does not neces 
sitate mercury sealing, the partial pressure of helium or neon 
Within the light-emitting tube is markedly increased during 
the lighting. If the light-emitting tube is constructed to 
Withstand the high pressure, it is certainly possible to obtain 
a metal halide discharge lamp in Which mercury is not 
sealed. The possibility itself of obtaining a metal halide 
discharge lamp not requiring mercury sealing is Worthy of a 
favorable evaluation. HoWever, it is practically dif?cult to 
permit a metal halide discharge lamp of the construction 
similar to that of the conventional lamp to Withstand the high 
pressure Within the lamp during the lighting of the lamp. 
Where, for example, a lamp voltage of 50 to 60V is required 
in s small metal halide discharge lamp, the pressure of 
helium or neon Within the lamp is expected to exceed 150 
atmospheres during the lighting of the lamp. It folloWs that 
the hermetic vessel Widely used in the conventional lamp 
fails to obtain a high reliability in respect of the measure 
against rupture of the hermetic vessel. 

BRIEF SUMMARY OF THE INVENTION 

A main object of the present invention is to provide a 
metal halide discharge lamp Which essentially permits dis 
using mercury, Which is harmful to the living environment 
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of the human being, and Which also permits obtaining 
electrical characteristics and light-emitting characteristics 
substantially equal to those produced by a metal halide 
discharge lamp in Which is sealed mercury, to provide a 
lighting device for the particular metal halide discharge 
lamp, and to provide an illumination apparatus using the 
particular metal halide discharge lamp. 
An auxiliary object of the present invention is to provide 

a metal halide discharge lamp Which permits a good rising 
of chromaticity at the start-up time, Which permits light 
control for the dimming purpose, Which is small in uneven 
ness of the characteristics, Which permits an instant re-start 
up easily, and Which is effective for preventing the hermetic 
vessel from being ruptured, to provide a lighting device for 
the particular metal halide discharge lamp, and to provide an 
illumination apparatus using the particular metal halide 
discharge lamp. 

Another auxiliary object of the present invention is to 
provide a metal halide discharge lamp in Which mercury is 
not sealed, Which is small in heat loss, and Which is effective 
for preventing the light emitting ef?ciency from being 
loWered, to provide a lighting device for the particular metal 
halide discharge lamp, and to provide an illumination appa 
ratus using the particular metal halide discharge lamp. 

Another auxiliary object of the present invention is to 
provide a metal halide discharge lamp Which is lit by a DC 
current to emit light free from color difference and color 
separation, and Which permits the lighting circuit to be 
manufactured as a loW cost, to provide a lighting device for 
the particular metal halide discharge lamp, and to provide an 
illumination apparatus using the particular metal halide 
discharge lamp. 

Another auxiliary object of the present invention is to 
provide a metal halide discharge lamp Which is adapted for 
use as a headlamp for a vehicle such as an automobile, to 
provide a lighting device for the particular metal halide 
discharge lamp, and to provide an illumination apparatus 
using the particular metal halide discharge lamp. 

Still another auxiliary object of the present invention is to 
provide a practical metal halide discharge lamp Which is 
effective for preventing a hermetic vessel from being rup 
tured during the lighting of the lamp even if the mechanical 
strength of the hermetic vessel is substantially equal to that 
of the conventional hermetic vessel in Which is sealed 
mercury, to provide a lighting device for the particular metal 
halide discharge lamp, and to provide an illumination appa 
ratus using the particular metal halide discharge lamp. 

According to a ?rst aspect of the present invention, there 
is provided a metal halide discharge lamp Which essentially 
permits disusing mercury, comprising: 

a refractory and transparent hermetic vessel; 
a pair of electrodes ?xed to the hermetic vessel; and 
a discharge medium sealed in the hermetic vessel and 

containing a ?rst halide, a second halide and a rare gas, 
the ?rst halide being a halide of a metal Which achieves 
a desired light emission, the second halide having a 
relatively high vapor pressure, being at least one halide 
of a metal Which is unlikely to emit a visible light 
compared With the metal of the ?rst halide, and acting 
as a buffer gas. 

The terms used in the present speci?cation are de?ned to 
denote the technical meanings described beloW unless oth 
erWise speci?ed particularly: 

Hermetic Vessel . . . The refractory and transparent 

hermetic vessel used in the present invention is formed of a 
material capable of fully Withstanding the ordinary operating 
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temperature of a discharge lamp and also capable of leading 
the visible light of a desired Wavelength region emitted by 
the discharge to the outside. Any material can be used for 
forming the hermetic vessel as far as the requirements given 
above are met. For example, it is possible to use quartZ glass, 
or ceramic material such as transparent alumina or YAG as 
Well as single crystals thereof. 

Incidentally, it is acceptable in the present invention to 
form on the inner surface of the hermetic vessel a transparent 
?lm resistant to halogen and to metals, as required. It is also 
acceptable to modify the inner surface of the hermetic 
vessel, as required. 

Electrode . . . The metal halide discharge lamp of the 
present invention can be constructed so as to be lit by either 
an AC current or a DC current. Therefore, Where the lamp 
is operated by an AC current, the paired electrodes are of the 
same construction. HoWever, Where the lamp is operated by 
a DC current, the anode Whose temperature is elevated 
severely in general is alloWed to have a heat radiating area 
larger than that of the cathode. 

The metal halide discharge lamp of the present invention 
may be either of a short arc type or of a long arc type. The 
short arc type discharge lamp is of a so-called electrode 
stability type, in Which the distance betWeen the electrodes 
arranged Within the hermetic vessel is diminished so as to 
alloW the electrodes to stabiliZe the arc discharge. Therefore, 
the light emission from the discharge lamp can be made as 
close to that of a dot light source as possible, making it 
possible to alloW the optical system such as a light re?ector 
or a lens to collect light ef?ciently. A small short arc type 
metal halide discharge lamp is used in a projector such as a 
liquid crystal projector or in a headlamp for a vehicle such 
as an automobile. In this case, a suitable distance betWeen 
the electrodes of the metal halide discharge lamp is practi 
cally at most 6 mm. If the distance betWeen the electrodes 
eXceeds 6 mm, the light emission from the discharge lamp 
is rendered Widely different from that from a dot light 
source, leading to poor focusing characteristics of the optical 
system. Where, for eXample, the discharge lamp, in Which 
the distance betWeen the electrodes eXceeds 6 mm, is used 
as a light source of a liquid crystal projector, the screen 
brightness is loWered. 

Under the circumstances, the small short arc type metal 
halide discharge lamp of the present invention is de?ned to 
denote a discharge lamp in Which the distance betWeen the 
electrodes is at most 6 mm. Preferably, the distance betWeen 
the electrodes should be at most 5 mm. Further, Where the 
discharge lamp is used in a projector such as a liquid crystal 
projector, the distance betWeen the electrodes should be 1 to 
3 mm. Incidentally, the distance in question represents the 
distance betWeen the tips of the electrodes. 
On the other hand, the long arc type metal halide dis 

charge lamp of the present invention is of a so-called tube 
Wall stability type, in Which the distance betWeen the elec 
trodes arranged Within the hermetic vessel is set longer than 
the inner diameter of the hermetic vessel so as to alloW the 
arc discharge to be stabiliZed by the inner surface of the 
hermetic vessel. In general, the long arc type metal halide 
discharge lamp is Widely used for the illumination purpose. 

Discharge Medium . . . As described previously, the 

discharge medium used in the present invention consists 
essentially of a ?rst halide, a second halide and a rare gas. 

The ?rst halide is a halide of a metal Which emits a desired 
light such as a visible light or an ultraviolet light. Where a 
halide of a metal Which ef?ciently emits a visible light is 
used as the ?rst halide in order to utiliZe the visible light, the 
vapor pressure of the ?rst halide is not necessarily high in 
general during the lighting of the lamp. 
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The second halide, Which is also a halide of a metal, 

should have a relatively high vapor pressure during the 
lighting of the lamp. The metal contained in the second 
halide is not particularly limited as far as the metal is 
unlikely to emit a visible light compared With the metal 
contained in the ?rst halide. The eXpression “relatively high 
vapor pressure” denotes that the vapor pressure need not be 
as high as the vapor pressure of mercury. Preferably, the 
pressure Within the hermetic vessel during the lighting of the 
lamp should be about 5 atmospheres or less. During opera 
tion of the lamp, it is desirable for the vapor pressure of the 
second halide to be at least about 10 times as high as that of 
the ?rst halide in the loWest temperature region of the lamp. 
Further, the metal contained in the second halide should be 
less likely to emit a visible light than the metal contained in 
the ?rst halide. This implies that, though the metal contained 
in the second halide may slightly emit a visible light, the 
visible light emission from the particular metal is relatively 
small. 

It should be noted in this connection that the light emitted 
from Fe or Ni contains components having Wavelengths of 
an ultraviolet region in an amount larger than that of the 
components having Wavelengths of a visible region. On the 
other hand, the light emitted from Ti, Al or Zn contains a 
large amount of components having Wavelengths of a visible 
region. If Ti, Al or Zn is eXcited singly to emit light, the 
energy is concentrated on the particular metal so as to emit 
a large amount of visible light. HoWever, if the metal 
contained in the second halide has an energy level higher 
than that of the metal contained in the ?rst halide so as to 
alloW the metal contained in the second halide to be less 
likely to emit light, the energy is concentrated on the light 
emission from the ?rst halide under the condition that the 
?rst and second halides are present together, With the result 
that the light emission from the metal contained in the 
second halide is suppressed. 
The vapor of the second halide functions basically as a 

buffer gas during the lighting of the lamp like mercury used 
in the conventional metal halide discharge lamp. Table 1 
exempli?es various second halides used in the present 
invention and the temperatures at Which the vapor pressures 
of these second halides reach one atmosphere. Incidentally, 
slight differences are seen depending on the literature in the 
temperatures at Which the vapor pressures of these second 
halides reach one atmosphere. HoWever, the values given in 
Table 1 are considered to be substantially correct. 

TABLE 1 

Temperature (O C.) at Which 
Halide Second vapor pressure of second 
No. Halide halide reaches 1 atm. 

1 AlI3 422 
2 FeI2 827 
3 ZnI2 727 
4 SbI3 427 
5 MnI2 827 
6 CrI2 827 
7 GaI3 349 
8 ReI3 627 
9 MgI2 927 

10 CoI2 827 
11 NiI2 747 
12 BeI2 487 
13 TiI4 377 
14 ZrI4 431 
15 HfI4 427 

Almost all the halides shoWn in Table 1 have a vapor 
pressure loWer than that of mercury. Also, the control range 


















































