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SUSPENSION DEVICE AND METHOD 

FIELD OF THE INVENTION 

The invention relates to a device and method of using the 
device for providing a suspended volume of an agent 
Without additional mixing. 

BACKGROUND 

Agents that do not persist in a suspended state and 
sediment must be resuspended prior to use. One example of 
an agent that must be resuspended prior to use is a pharma 
ceutical colloid, such as a contrast agent that is injected into 
a patient to enhance an imaging procedure. Contrast agents 
are used in various types of imaging including x-ray, mag 
netic resonance imaging (MRI), computed tomography (CT) 
and ultrasound (US). A contrast agent that comes out of 
suspension must be resuspended before placing the desired 
volume to be dosed into a delivery container such as a 
syringe. If there is a delay before the dose is injected into a 
patient, for example While preparing the patient or 
equipment, or if the infusion is extended, the agent must 
again be suspended before or during administration. 

Resuspension of contrast agent requires mechanical 
manipulations, for example, removing a ?lled syringe posi 
tioned in an injector and remixing its contents. Additional 
remixing steps may delay a critical infusion time or, if 
remixing is omitted, the entire imaging procedure may have 
to be repeated due to suboptimal contrast obtained. Dupli 
cate procedures not only put patients at increased risk and 
inconvenience, but are also cost- and time-inef?cient. Even 
if the need to resuspend a single bolus injection is not 
prohibitive for a given procedure, repeated bolus injections 
or long term continuous infusions can become problematic 
due to agent coming out of suspension during administra 
tion. 

The loss of suspension for a contrast agent at any point in 
a delivery system to a patient, such as in a syringe and/or in 
the connecting tubing, severely limits the duration of con 
tinuous infusions or the time betWeen intermittent injections. 
The need to initially resuspend the colloid or other type of 
agent, and to further suspend if the agent is not used shortly 
after resuspension, requires either time-consuming effort 
and vigilance by the user or the use of mechanical mixing 
devices. In any case, the need to resuspend an agent poses 
an additional step and a possible source of error in an 
imaging procedure. 

SUMMARY OF THE INVENTION 

The invention is directed to a device that provides a 
suspended agent Without additional mechanical mixing. The 
device divides a total volume of a sedimenting agent into a 
netWork of sub-volumes and has ports for an in?oW and 
out?oW of a propellant ?uid to release the sub-volumes of 
agent from the device. In one embodiment, the device is 
located Within a container in Which the agent is packaged, 
such as a vial or bottle, or in a container in Which the agent 
is dosed, such as a syringe or bag, or in a container 
containing the propellant ?uid. In another embodiment, the 
device is located external to a container for the propellant 
?uid. In this embodiment, the device may be operably 
attached to an exit port of the propellant ?uid container. 
Alternatively, in this embodiment, the device may be posi 
tioned in-line at any point With lines that connect the 
propellant ?uid container With a patient connector. The 
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2 
device is comprised of a netWork of sub-volumes that may 
take the form of one or more tubes, cells and/or sponges, and 
that may assume any con?guration such as a parallel, 
stairstep, helical, random and/or coiled con?guration. The 
netWork may be retained in a netWork holder. 

The invention is also directed to a suspension device for 
a volume of an agent in Which a container for the propellant 
?uid has a netWork of grooves that are integral With the 
container and that retain a sub-volume of the agent Within 
the grooves. The container has a plug that occupies an 
internal volume of the container and the grooves are either 
integral With an internal Wall of the container, or are integral 
With an external Wall of the plug. In either embodiment, the 
plug diverts the propellant ?uid ?oW to a variable extent 
from the center of the container to the periphery of the 
container, thus diverting ?uid ?oW through the grooves. The 
grooves may further contain substantially perpendicular 
channels at regular intervals to alloW uniform ?lling of the 
grooves With the agent. 
The invention is also directed to a method of providing a 

volume of suspended agent to a patient. The method 
includes dividing the volume of agent into contained sub 
volumes, storing the sub-volumes in a netWork for contain 
ing sub-volumes of the agent and providing a propellant 
?uid under pressure to eject the sub-volumes of agent 
through the netWork and into a patient. The propellant ?uid 
may be housed in a container in Which the netWork is also 
located. Alternatively, the netWork may be external to the 
propellant ?uid container, With the netWork positioned either 
in-line betWeen a source of propellant ?uid and a patient, or 
adjacent an exit port of a propellant ?uid container. 

The invention is also directed to a suspension device for 
a volume of an imaging contrast agent. A netWork contains 
a plurality of sub-volumes of the agent and has in?oW and 
out?oW ports for propellant ?uid. The device may also have 
a container and netWork holder external to the container. 

The objectives and other advantages of this invention Will 
be further understood With reference to the folloWing draW 
ings and detailed description. 

BRIEF DESCRIPTION OF THE FIGURES 

FIG. 1 is a cross-sectional vieW of a syringe container 
With an internal tubular netWork. 

FIG. 1A is a vieW similar to FIG. 1 of an alternate 
embodiment of the invention. 

FIG. 2 is a cross-sectional vieW of a syringe container 
With an external tubular netWork operably attached to a 
propellant ?uid container exit port. 

FIG. 3 is an elevational vieW of an in-line device. 

FIGS. 4A, 4B and 4C are various netWork embodiments 
and con?gurations. 

FIG. 5 is a cross-sectional vieW of a syringe container 
having an integral netWork. 

FIG. 6 is a cross-sectional vieW of an integral netWork 
With channels. 

DETAILED DESCRIPTION 

The device of the invention sub-divides a desired volume 
of an agent to suspend the agent Without mechanical mixing. 
Resuspension is caused by viscous ?uid ?oW through the 
netWork of sub-volumes. As used herein, the device is 
comprised of a netWork of structures for containing sub 
volumes of the agent, With the entire volume of agent 
contained in the netWork component sub-volumes. As Will 
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be described, the device may be located in the same con 
tainer that contains propellant ?uid to eject the agent from 
the netWork (container package embodiment). Alternatively, 
the device may be located adjacent an eXit port of a 
propellant ?uid container (add-on embodiment), or may be 
positioned in-line at any point in a ?uid path betWeen the 
propellant ?uid container and the ultimate deposit site such 
as a patient (in-line embodiment). As used herein, a propel 
lant ?uid is one that is used to eject the agent from the 
netWork of tubes, cells, etc. As used herein, a netWork is 
de?ned as a collection of structures Which contain the entire 
desired volume of agent in sub-volumes, and hence increase 
the surface area of the agent over Which the propellant ?uid 
must ?oW, in the device. In one embodiment, the netWork 
has a common eXit port, and agent sub-volumes are ejected 
from the netWork at a substantially equal rate. The netWork 
may encompass tubes, cells, sponges, etc. and is not limited 
by volume or con?guration. 

The device sub-divides a volume of an agent to prevent it 
from settling or sedimenting into one or a feW dense 
aggregates Without the need for mechanical miXing or 
suspending prior to use, and thus reduces or eliminates the 
problem of remiXing or resuspending an agent that has come 
out of suspension prior to use. Use may be either preparing 
an injection dose by transferring the desired volume of agent 
from a package to a dosing container such as syringe, or 
injecting the dosing volume of agent into a patient. This 
problem may occur With contrast agents, either While in their 
package or portioned in a container such as a syringe for 
injecting into a patient about to undergo an imaging proce 
dure. The invention solves the problem by subdividing the 
volume of the agent to prevent separation or aggregation of 
the agent from the suspending liquid. 

Dividing a uniformly suspended contrast agent or other 
agent into a netWork of sub-volumes rather than a single 
large volume inhibits the particles from either ?oating or 
precipitating into one or more larger masses or aggregates. 
The invention thus reduces or obviates the need for miXing 
before or during a process, such as an infusion process. This 
increases the quality, safety, and cost- and time-ef?ciencies 
of the process. 

With reference to FIG. 1, a netWork 8a containing divided 
sub-volumes of an agent 12 is internal to a container 10 for 
propellant ?uid 16. The container 10 may be a syringe 14 or 
other types of containers Which include but are not limited 
to vials, bags having ?exible or semi-?exible Walls, bottles 
of either glass or plastic, etc. The agent 12 contained in the 
netWork 8a is ejected from the container 10 as propellant 
?uid 16 ?oWs through the netWork 8a and displaces the 
agent 12. The propellant ?uid 16 is any viscous ?uid (liquid 
or gas) that is biocompatible. The propellant ?uid may be a 
diluent for the agent 12 such as normal saline, Water, buffer, 
etc. The propellant ?uid 16 may also be a contrast agent that 
is different from the agent 12 injected for the imminent 
imaging procedure. 

The netWork 8a may be any structure that serves to 
contain a sub-volume of the desired total volume of an agent 
12 in a unit area. The netWork 8a may be contained in a 
netWork holder 22. The netWork 8a may be tubes 18 Which, 
as used herein, encompass tubules, microtubules, channels, 
or other types of holloW cylinders that convey a ?uid or that 
function as a passageWay, Whereby a volume of agent 12 is 
divided into sub-volumes of any siZe. There are numerous 
con?gurations of the tubes 18 that can be used to sub-divide 
the volume of agent 12. These include, but are not limited to, 
a single long tube 18 as best shoWn in FIG. 1 or a collection 
of tubes 18a as shoWn in FIG. 1A. The tubes 18 may be in 
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4 
any con?guration, such as one or more coils or helices, an 
angular or stairstep con?guration, and/or even random con 
?gurations. Acollection of tubes 18 may similarly be one or 
more coils or helices, an angular or stairstep con?guration, 
and/or even random con?gurations, or may be arranged in a 
parallel con?guration (FIG. 1A). The geometries and con 
?gurations of the netWork 8 may be combined in either 
regular or random con?gurations. While FIGS. 1 and 1A 
shoW tubes 18 positioned in a syringe 14 Without any 
accompanying support, other con?gurations are contem 
plated. For eXample, the tubes 18 may be positioned Within 
a netWork holder 22 (FIGS. 2 and 3), or may be supported 
or held in a syringe 14 or netWork holder 22 by a ?Xture such 
as 30 (shoWn in phantom lines in FIG. 1) Which may eXtend 
for part of or all of the length of the netWork 8. 
With reference to FIG. 2, a dose delivery container 10 that 

is a syringe 14 is shoWn With a netWork holder 22 containing 
the netWork 8 external to the syringe 14. The netWork 8c is 
packaged Within a netWork holder 22, Which may be any 
container in Which the netWork is housed or retained and 
may be made of any biocompatable material. The netWork 
holder 22 containing the netWork 8c may be separable from 
the syringe 14 or other container 10 and attached to an eXit 
port 24 of the syringe 14 or container 10. The netWork holder 
22 for the netWork 8c may also be manufactured as part of 
the container 10, Which may be useful as a pre-packaged 
embodiment of the invention. In a non-pre-packaged 
embodiment, the netWork holder 22 may be attached to an 
eXit port 24 using, for eXample, connectors 26 such as luer 
?ttings. The eXit port 24 of the syringe 14 may be ?tted With 
luer ?ttings, such as Luer-Lok® caps (Becton-Dickinson), 
or may have luer ?ttings such as metal, brass or glass luer 
tips attached. As previously described, a support or ?Xture 
30 for the tubes 28 may be used, and the support 30 and 
tubes 28 may be contained in a netWork holder 22. As one 
alternative, the support 30 and tubes 28 may be contained 
directly in the container 10. As another alternative, the tubes 
28 in a netWork holder 22 may be unsupported as shoWn in 
FIG. 2. 

While FIG. 2 illustrates a netWork holder 22 Which is 
attached to a syringe 14, other embodiments are contem 
plated. With reference to FIG. 3, the netWork (not shoWn) 
contained in a netWork holder 22 is shoWn in an in-line 
embodiment. The netWork holder 22 is fashioned With 
connectors 26 at both an in?oW port 32 and an out?oW port 
34. Tubing is connected to connectors 26 to carry propellant 
?uid 16 from a syringe to holder 22 and from holder 22 to 
a patient. The connectors 26 may be the same or different at 
the in?oW 32 and out?oW 34 ports and may be any type such 
as luer ?ttings, as previously described. NetWork holder 22 
and the netWork inside may be con?gured symmetrically, so 
that the orientation of the netWork holder 22 in an in-?oW 
embodiment need not be a concern; i.e., there is no back 
to-front or front-to-back limitation. Agent 12 can be 
removed from the netWork Within the netWork holder 22 
upon pressure from a propellant ?uid 16. 
A netWork 8 that is internal to a container 10 such as a 

syringe 14 need not be housed in a netWork holder 22. As 
seen in FIGS. 1 and 1A, the netWork 8a, 8b of tubes 18 or 
other structures may be positioned directly Within the barrel 
36 of the syringe 14. In an alternative embodiment, the 
netWork 8 that is internal to a syringe 14 or other container 
10 may also be housed in a netWork holder 22. In either 
embodiment, the barrel 36 of the syringe 14 may contain a 
propellant ?uid 16 that, upon initiation of ?oW, provides 
pressure to release or eject the agent 12 from the netWork 8. 
The propellant ?uid 16 need not be pre-?lled in the barrel 36 
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of the syringe 14, but instead may be added to the barrel 36 
of the syringe 14. 

The sub-dividing volume structure of tubes 18 in the 
network 8 may assume a variety of geometries and con?gu 
rations. As shoWn in FIGS. 1A, 2, 4A, 4B and 4C, the tubes 
18 may be straight, coiled, helical, in random ?laments 38, 
in an angular or stairstep (not shoWn) con?guration, or may 
have other con?gurations. All of these alternatives are 
appropriate for use in any of the illustrated embodiments. 
The sub-dividing netWork 8 need not encompass tubes 18 at 
all; all shoWn in FIGS. 4A, 4B and 4C, the netWork 8d, 86 
and 8f respectively, may be a series of discrete cells 42 (see 
FIG. 4B), or may have a sponge 44 type of structure (see 
FIG. 4A). In a cell 42 structure, the agent 12 is retained in 
or on discreet cells 42. In a sponge 44 structure, the agent 12 
is either absorbed in or adsorbed on the sponge 44, rather 
than contained Within tubes 18 or cells 42. A cell 42 or 
sponge 44 structure may also be used effectively in a 
netWork holder 22 separate from a syringe 14. In any 
embodiment, the netWork 8 may be con?gured so that there 
is a non-uniform direction for all sub-volumes, that is, there 
is no single upWard, doWnWard or lateral direction for all 
sub-volumes. 

With reference to FIG. 5, a netWork 8g that is integral With 
the container 10 is shoWn. In this embodiment, the netWork 
8g is fabricated as grooves or channels 48 that are etched or 
otherWise manufactured Within the container 10 itself. For 
example, a syringe 14 may have a cylindrical plug 46 
disposed in the barrel 36, Where the plug 46 has parallel or 
spiral grooves 48 in its outer surface. The grooves 48 contain 
the agent 12 betWeen the syringe 14 inner Wall 50 and barrel 
36. As shoWn in FIG. 6, the grooves 48 may contain 
substantially perpendicular channels 60 at one or more 
regularly spaced intervals. The channels 60 permit rapid and 
uniform ?lling of the netWork 8 With agent 12 added into one 
side of a container 10 When the other side of the container 
10 is sealed. In another embodiment, the syringe 14 has a 
cylindrical plug 46 disposed in the barrel 36 as previously 
described, Where the inner Wall 50 of the syringe 14 has 
parallel or spiral grooves in its structure. The grooved 
structures 48 may also be used in a separate netWork holder 
22. In these embodiments, the grooved structure 48 com 
prises the netWork 8 Which sub-divides the volume of agent 
12. It Will thus be appreciated that the netWork 8 may assume 
a variety of forms and con?gurations Whereby a volume of 
agent 12 can be sub-divided into smaller volumes With 
increased surface area of the agent 12 over Which the 
propellant ?uid 16 ?oWs to reduce sedimentation. 

The netWork 8, Whether in the form of tubes 18, cells 42 
or sponges 44, may be made of any biocompatable material 
that can Withstand steriliZation and is inert With respect to 
the agent 12, the propellant ?uid 16, and the container 10. 
Examples of such materials for a tubular 18 netWork include 
biocompatable tubing such as polyethylene, polypropylene, 
silicon, rubber, etc., for example, Tygon® tubing 
(halogenated vinyl plastic, Norton Plastics). Tubes 18 used 
in kidney dialysis devices, such as cellulose tubes 18 having 
a nominal diameter of 200 pm, may also be used in the 
invention In a network 86 having cells or voids, the cells 42 
may be produced by incomplete fusion of pieces of fusable 
material such as thermoplastics or metals. The cells 42 may 
be made of DelrinTM, polycarbonate such as LexanTM, 
polyethylene, polypropylene, silicon, rubber, etc. In a net 
Work 8d having a sponge 44 structure, the sponge 44 may be 
made of porous DelrinTM, porpous polycarbonate such as 
LexanTM, porous polyethylene, porous polypropylene, 
porous silicon, porous rubber, etc. 
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The siZe and volume of the netWork 8, container 10, and 

netWork holder 22 may vary, depending upon a number of 
factors. These factors include the volume of agent 12, the 
siZe of the container 10, the duration of the imaging or other 
procedure to be performed, etc. There is neither a maximum 
nor a minimum volume for the netWork 8, container 10, or 
netWork holder 22, and an exponential range of volumes is 
contemplated by the invention. For embodiments in Which 
the netWork 8 is internal or integral With the container 10, 
hoWever, the volume of agent 12 contained Within the 
netWork 8 is at most one-half the volume of propellant ?uid 
16 in the container 10 This ensures that substantially all the 
agent 12 Will be released from the netWork 8 by the How of 
propellant ?uid 16. For example, volumes of contrast agent 
12 injected for enhanced ultrasound imaging may range 
from 1 ml to about 10 ml. As an example, a 3 ml volume of 
agent Would require using about a 10 ml syringe 14, With the 
tubular 18 or other structure of the netWork 8 containing 3 
ml agent 12 and the remaining volume of the syringe 14 
containing at least 3 ml, and more typically 4—5 ml, of 
propellant ?uid 16. A 3 ml volume of agent 12 may be 
sub-divided in a syringe 14 having ten threads or grooves 48 
per inch, With the threads or grooves 48 one millimeter deep, 
each thread or groove 48 containing about 0.3 ml agent 12. 
The container 10 and/or netWork holder 22 may be 

manufactured having the netWork 8 preloaded With a uni 
formly mixed suspension of agent 12 such as a pharmaceu 
tical colloid. The container 10 and/or netWork holder 22 may 
have both an entry port 54 and an exit port 56 With 
appropriate ?ttings 26 such as luer locks for connection to 
standard tubing or catheters, as is knoWn to one skilled in the 
art (FIG. 3). To eject the agent 12 in the netWork 8 from the 
exit port 56 of the container 10 or netWork holder 22 and into 
the patient through a patient connector line, propellant ?uid 
16 may be injected into the entry port 54 or, alternatively, 
pressure may be applied to the propellant ?uid 16 already in 
the container 10. The container 10 may also have a single 
exit port 56 and a plunger 58, With liquid 60 in the opposite 
end, to permit use as a pre?lled syringe (FIG. 1). 
The speci?c location, position and con?guration of the 

netWork 8 may depend upon an intended use. For example, 
an agent containing a gas other than air should be housed in 
a container 10 that has been purged of air. A container 10 
made of glass may be rendered air-tight more easily than a 
plastic syringe, and thus is preferable for this agent. 
LikeWise, a netWork 8 that is internal rather than external is 
preferred for use With an agent that contains a gas other than 
air. This alloWs the propellant ?uid 16 to be purged of air and 
become saturated With the agent-containing gas, maintaining 
a substantially anaerobic environment prior to injection. 
One advantage of the invention is that it eliminates the 

need for resuspension of agents 12 that may come out of 
suspension, either in their original container 10 or in a dose 
delivery container such as a syringe 14. Conventional con 
tainers 10 require mechanical devices or manipulations to 
maintain colloids such as a contrast agent 12 in suspension. 
By eliminating the need for prior resuspension of the agent 
12 for single-bolus injection, the device and method of the 
present invention provides a competitive advantage for 
injectable agents 12. In accordance With the principles of the 
present invention, a syringe 14 having a netWork 8 contain 
ing agent 12 can remain resuspendable for more than ?ve 
months. 

Maintaining the agent 12 in a substantially fully resus 
pendable state assures consistent quality and reduced sen 
sitivity to user technique. The agent 12 may be shipped 
already prepackaged in the netWork 8. This arrangement has 
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the potential to reduce susceptibility of agents, such as 
microbubble preparations, to mechanical vibration and 
shock Which may decrease the integrity of the agent 12. 
Dividing the volume of agent 12 into sub-volumes also 
alloWs it to be more quickly preheated to a desired 
temperature, facilitating the ef?ciency of the entire imaging 
procedure. 

Another advantage of the invention is that the colloid or 
other agent 12 may be released, ejected or expelled from the 
exit port 56 of the container 10 by injecting a propellant ?uid 
16. This precludes the need to draW the pharmaceutical or 
contrast agent 12 into a syringe 14 for injection, and 
provides similar advantages as enjoyed by pre-?lled 
syringes. 

Still another advantage of the invention is that, in those 
embodiments such as FIGS. 2 and 3 Where netWork 8 is 
external to the syringe 14, the exit port 56 of the dose 
delivery container 10 or netWork holder 22 may be con 
nected to a short angiocatheter (not shoWn) that is very close 
to a venous or arterial puncture site in a patient. This 
arrangement prevents loss of suspension of agent 12 that 
Would occur inside a longer catheter, and permits use of a 
manual or poWer syringe located a substantial distance aWay 
from the patient, While preventing the need for the agent 12 
to maintain resuspendable in the manual or poWer syringe 14 
and connecting tubing. Instead, the manual or poWer syringe 
and tubing need only contain a non-colloidal ?uid that does 
not require mixing or resuspending during long injection 
times. 

A further advantage of the invention is realiZed With an 
optional built-in plunger 58 in the syringe 14. A built-in 
plunger 58 permits use of the device as a manual syringe 14 
or With a small, battery-operated poWer injector at the end of 
a very short angiocatheter. In either case, the ?lled syringe 
14 could be located very close to a venous or arterial 
puncture site, precluding the need to maintain the agent 12 
resuspended in a long catheter for infusion into a patient. 
This embodiment also precludes the need for a ?uid-?lled 
syringe 14 connected to the entry port 54 of the dose 
delivery container 10 in order to eject the agent 12 from the 
exit port 56 of the dose delivery container 10. 

It should be understood that the embodiments of the 
present invention shoWn and described in the speci?cation 
are exemplary embodiments contemplated by the inventor 
and are not limiting in any Way. For example, the invention 
is not limited to use in the clinical area and may be used in 
research applications, as Well as in other industries Where 
uniformly suspended agents are needed, such as the food and 
beverage industries. In such cases, for example, the propel 
lant ?uids 16 may also include oils, epoxy resins, sugars, 
etc., depending upon the application. Therefore, various 
changes, modi?cations or alterations to these embodiments 
may be made or resorted to Without departing from the spirit 
of the invention and the scope of the folloWing claims. 
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What is claimed is: 
1. A device for providing a volume of an agent With a 

propellant ?uid, comprising: 
a single syringe consisting of a side Wall de?ning an 

interior space, an exit port, a plunger positioned in the 
interior space and having a sealing engagement With 
the side Wall, the entire interior space betWeen The 
plunger and the exit port containing the propellant 
?uid, and the plunger being movable in the interior 
space toWard the exit port, and a helical tubular body 
de?ning a continuously open and uninterrupted ?uid 
passageWay Within said interior space of said syringe, 
said helical tubular body being located betWeen said 
plunger and said exit port and containing an agent, the 
?uid passageWay having an outlet coupled in ?uid 
communication With said exit port of said syringe and 
an inlet opening into said interior space, the inlet 
receiving propellant ?uid When the plunger is moved so 
that the propellant ?uid ?oWs through said ?uid pas 
sageWay in direct contact With the agent and said outlet 
directing the agent contacted by the ?oW of the pro 
pellant ?uid to said exit port. 

2. The device of claim 1 Wherein said agent is an imaging 
contrast agent. 

3. The device of claim 1 Wherein said agent is a 
microbubble preparation. 

4. The device of claim 1 Wherein said agent is a colloid. 
5. The device of claim 1 Wherein said propellant ?uid is 

biocompatible. 
6. The device of claim 1 Wherein said passageWay has a 

helical con?guration. 
7. A device for providing a volume of an agent With a 

propellant ?uid, comprising: 
only one syringe, said syringe having a side Wail de?ning 

an interior space, an exit port, and a plunger positioned 
in the interior space and having a sealing engagement 
With the side Wall, the entire interior space betWeen the 
plunger and the exit port containing the propellant 
?uid, and the plunger being movable in the interior 
space toWard the exit port, and 

a helical tubular body de?ning a continuously open and 
uninterrupted ?uid passageWay Within said interior 
space of said syringe, said helical tubular body being 
located betWeen said plunger and said exit port and 
containing the agent, the ?uid passageWay having an 
outlet coupled in ?uid communication With said exit 
port of said syringe and an inlet opening into said 
interior space, the inlet receiving propellant ?uid When 
the plunger is moved so that the propellant ?uid ?oWs 
through said ?uid passageWay in direct contact With the 
agent and said outlet directing the agent contacted by 
the ?oW of the propellant ?uid to said exit port. 

* * * * * 
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