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METHOD AND APPARATUS FOR FOLDING 
A WEB 

FIELD OF THE INVENTION 

The present invention relates to a method and an appa 
ratus for folding a Web. More particularly, this invention 
relates to a method and an apparatus for folding a Web by use 
of a continuous tWist belt. 

BACKGROUND OF THE INVENTION 

Conventional methods of making a longitudinal fold in a 
continuous Web material generally employ stationary fold 
ing devices, such as rails or folding boards, and active 
folding devices, such as folding belts, Which move With the 
Web in the direction of the Web to be folded. 

Stationary folding devices, such as rails, are generally 
used for folding relatively stiff Webs having both continuous 
and/or discontinuous longitudinal edges, and for folding 
soft, ?exible Webs having usually only continuous longitu 
dinal edges. Other stationary folding devices, such as fold 
ing boards, are generally used for folding soft, ?exible Webs 
having usually only continuous longitudinal edges. 

Active folding devices, such as folding belts, are gener 
ally used for folding both relatively rigid and soft, ?exible 
Webs having both continuous or discontinuous longitudinal 
edges. HoWever, conventional belt folding devices do not 
Work consistently Well in folding relatively narroW longitu 
dinal folds in soft, ?exible Webs. 

One type of a conventional folding belt system 10 is 
illustrated in FIGS. 1—5, Wherein the longitudinal axis of 
rotation 14 of the folding belt 12 is not parallel, (i.e., angled) 
to the fold line 24 of the Web 18. (The term “longitudinal 
axis of rotation” refers herein to an axis around Which a 
folding belt rotates or tWists during folding a Web.) In one 
embodiment, as shoWn in FIG. 1, the Web 18 is disposed to 
a conveyor belt 20 (or any suitable Web-supporting device) 
and folded inWard along the ?rst longitudinal edge 22 of the 
Web 18 creating the fold line 24 and the longitudinally 
folded ?ap 25 along the fold line 24. The fold line 24 is 
substantially parallel to the longitudinal centerline 26 of the 
conveyor belt 20 and the machine direction 17. (The term 
“longitudinal centerline” refers herein to a centerline Which 
is equidistant betWeen the opposing longitudinal edges of a 
belt. The term “machine direction” refers herein to the 
direction in Which the materials being processed move.) The 
Web 18 travels in the ?rst or machine direction 17, and the 
folding belt 12 travels in the second direction 19, Which is 
angled in relation to the machine direction 17. Further, the 
longitudinal axis of rotation 14 of the folding belt 12 
generally coincides With the longitudinal centerline 16 of the 
folding belt 12. FIG. 2 illustrates an initial arrangement of 
the folding belt 12 at a Zero rotation position of the folding 
belt 12 in relation to the conveyor belt 20 and the Web 
material 18, Wherein the folding belt 12 is generally coplanar 
With the conveyor belt 20. FIG. 3 illustrates an intermediate 
arrangement of the folding belt 12 betWeen the Zero rotation 
position of FIG. 2 and a 90-degree rotation position of FIG. 
4. FIG. 5 illustrates a ?nal arrangement of the folding belt 12 
in providing the longitudinally folded ?ap 25 along the fold 
line 24. As seen in FIGS. 3—4, during rotation of the folding 
belt 12, the ?rst longitudinal edge 28 of the folding belt 12 
loses its contact With the Web 18 When the ?rst longitudinal 
edge 28 rotates around the longitudinal axis of rotation 14 of 
the folding belt 12, aWay from the Web 18. Furthermore, 
during this rotation, the Web-contacting surface 29 of the 
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2 
folding belt 12 also moves aWay from the Web 18. This 
relative movement betWeen the Web-contacting surface 29 
of the folding belt 12 and the Web 18 may result in Wrinkles 
in the folding ?ap 25 and/or in improper fold con?gurations 
of the folded ?ap 25, especially When folding relatively 
narroW folds in soft, ?exible Webs. 

Another type of a belt folding device is disclosed in US. 
Pat. No. 5,762,597, issued on Jun. 9, 1998 to Valterio. This 
device employs a folding belt supported by an under-belt 
track Which forces the belt to rotate around an axis Which is 
generally parallel to the machine direction and, thus, to the 
longitudinal fold line. HoWever, the draWback of this device 
may be excessive Wear of the folding belt and deteriorating 
quality of the fold due to a drag betWeen the belt and the 
under-belt track. 

Still another type of a belt folding device is disclosed in 
US. Pat. No. 4,795,416 issued on Jan. 3, 1989 to CogsWell 
et al. The device employs several folding belts disposed 
consecutively along the Web path to fold the Web in con 
secutive stages, Wherein each folding belt rotates a portion 
of a total rotation required for providing a complete fold in 
a Web. The shortcoming of this device may be a gap 
separating the sequential folding belts, especially, When 
folding discontinuous longitudinal edges in soft, ?exible 
materials. The discontinuous edges may be caught in the gap 
and cause jams and/or inconsistency in quality of the folds. 

Given the foregoing, there exists a continuing need in the 
art to provide a folding device for folding relatively narroW 
longitudinal fold(s), especially discontinuous, relatively nar 
roW longitudinal folds(s) in soft, ?exible Webs. Further, it 
Would be desirable to provide a folding device having a 
folding belt Without the use of an under-belt track. Such 
needs are satis?ed by the belt folder of the present invention. 

SUMMARY OF THE INVENTION 

In accordance With one aspect of the present invention, a 
method is provided for making a longitudinal fold in a Web 
moving in a machine direction. The method generally 
includes the folloWing steps: (1) providing a Web-supporting 
device having a Web-contacting surface and ?rst and second 
opposing longitudinal edges; (2) providing a simply 
supported folding belt disposed adjacent to the ?rst longi 
tudinal edge of the Web-supporting device, the simply 
supported folding belt includes a ?rst surface contacting the 
Web, a ?rst longitudinal edge and a second longitudinal edge 
opposed thereto, a Width extending betWeen the ?rst and the 
second longitudinal edges, a longitudinal centerline, and a 
longitudinal axis of rotation Which is generally parallel to 
the longitudinal centerline; (3) providing the Web having a 
?rst and a second longitudinal edges opposed to each other, 
the Web being superimposed onto the Web-contacting sur 
face of the Web-supporting device such that the ?rst longi 
tudinal edge of the Web extends laterally beyond the ?rst 
longitudinal edge of the Web-supporting device and at least 
partially onto the ?rst surface of the simply-supported 
folding belt; and (4) folding the ?rst longitudinal fold of the 
Web by tWisting the simply-supported folding belt around its 
longitudinal axis of rotation such that the ?rst surface of the 
simply-supported folding belt rotates toWard the ?rst longi 
tudinal edge of the Web-supporting device to face at least 
partially the Web-contacting surface of the Web-supporting 
device, Wherein the longitudinal axis of rotation of the 
simply-supported folding belt extends substantially parallel 
to a longitudinal fold line of the longitudinal fold of the Web. 
Furthermore, the longitudinal axis of rotation of the simply 
supported folding belt of the present invention may be offset 
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a distance from the longitudinal centerline, wherein the 
offset distance is less than half of the Width of the simply 
supported folding belt or substantially equal to the half of the 
Width of the simply-supported folding belt or greater than 
half of the Width of the simply-supported folding belt. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a simpli?ed plan vieW from the top of a 
conventional embodiment utiliZing a conveyor belt convey 
ing a Web and a folding belt to make a longitudinal fold in 
the Web. 

FIG. 2 is a cross-sectional vieW along cut line 2—2 of 
FIG. 1. 

FIG. 3 is a cross-sectional vieW along cut line 3—3 of 
FIG. 1. 

FIG. 4 is a cross-sectional vieW along cut line 4—4 of 
FIG. 1. 

FIG. 5 is a cross-sectional vieW along cut line 5—5 of 
FIG. 1. 

FIG. 6 is a simpli?ed plan vieW from the top of one 
embodiment of the present invention utiliZing a conveyor 
belt conveying a Web and a simply-supported folding belt to 
make a longitudinal fold in the Web. 

FIG. 7 is a cross-sectional vieW along cut line 7—7 of 
FIG. 6. 

FIG. 8 is a cross-sectional vieW along cut line 8—8 of 
FIG. 6. 

FIG. 9 is a cross-sectional vieW along cut line 9—9 of 
FIG. 6. 

FIG. 10 is a cross-sectional vieW along cut line 10—10 of 
FIG. 6. 

FIG. 11 is a simpli?ed plan vieW from the top of another 
embodiment of the present invention utiliZing a conveyor 
belt conveying a Web and a simply-supported folding belt to 
make a longitudinal fold in the Web. 

FIG. 12 is a cross-sectional vieW along cut line 12—12 of 
FIG. 11. 

FIG. 13 is a cross-sectional vieW along cut line 13—13 of 
FIG. 11. 

FIG. 14 is a cross-sectional vieW along cut line 14—14 of 
FIG. 11. 

FIG. 15 is a cross-sectional vieW along cut line 14—14 of 
FIG. 11. 

FIG. 16 is a graph illustrating tension pro?les in folding 
belts of the present invention. 

FIG. 17 is a plan vieW of one embodiment of a folding belt 
of the present invention in an unspliced form. 

FIG. 18 is a side vieW of the folding belt shoWn in FIG. 
17 after it has been spliced into a continuous belt. 

FIG. 19 is a perspective vieW of another embodiment of 
a folding belt of the present invention. 

FIG. 20 is a side vieW of a folding belt pulley used in the 
present invention. 

FIG. 21 is a perspective vieW of the embodiment of the 
present invention shoWn in FIG. 11. 

DETAILED DESCRIPTION OF THE 
INVENTION 

It Will be readily apparent to those skilled in the art that 
the present invention may be useful for folding nearly any 
Web, dry or Wet, having suf?cient structural integrity to be 
processed as a continuous Web. Non-limiting examples of 
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4 
such Webs may include non-Woven substrates, plastic ?lms, 
foams, tissues, rubbers, metal foils and other materials, 
either separately or in combination, and in single or 
multiple-layer forms. In particular, the present invention 
may be useful in production of disposable absorbent articles 
or any garment-like product, both disposable and non 
disposable, manufactured by utiliZing a Web having con 
tinuous or discontinuous longitudinal edges, Which need to 
be folded. 

In the folloWing description, a “Web” is any Web of 
material Which is continuous in a machine direction and 
Which may include components that are discontinuous or 
discrete in the machine direction. Further, the Web may 
comprise a single or multiple layers of materials, attached or 
not attached to each other. The Web may also comprise a 
plurality of interconnected disposable absorbent articles, 
such as diapers or feminine hygiene articles. As used herein, 
the term “absorbent article” refers to devices Which absorb 
and contain body exudates, and more speci?cally, refers to 
devices Which are placed against or in proximity to the body 
of the Wearer to absorb and contain the various exudates 
discharged from the body. The term “disposable” is used 
herein to describe absorbent articles Which generally are not 
intended to be laundered or otherWise restored or reused as 
an absorbent article, i.e., they are intended to be discarded 
after a single use and, preferably, to be recycled, composted 
or otherWise disposed of in an environmentally compatible 
manner. As used herein, the term “diaper” refers to an 
absorbent article generally Worn by infants and other incon 
tinent persons about the loWer torso. The term “feminine 
protection device” refers to an absorbent article Worn by 
Women to absorb and contain menses and other vaginal 
exudates. The term “body Wrap” refers to an article or a 
garment Worn about the body, typically to provide some 
therapeutic bene?t, such as, for example, pain relief, Wound 
coverage or to hold another device or article near the body. 
As used herein, the term “garment” refers to an article of 
clothing, including undergarments such as disposable 
diapers, training pants, incontinence briefs, incontinence 
undergarments, absorbent inserts, diaper holders and liners, 
feminine protection devices, bandages, body Wraps, bibs and 
the like. 

FIGS. 6—10 illustrate the folding belt system 40 of the 
present invention having a simply-supported folding belt 46. 
(The term “simply-supported folding belt” or “folding belt” 
refers hereinafter to a belt Which extends betWeen at least 
tWo opposing pulleys by Wrapping at least partially around 
at least one of these pulleys, and Which is not supported 
betWeen these pulleys by an under-belt track directing the 
belt to rotate or tWist betWeen these pulleys.) In the system 
40, contrary to the conventional art shoWn in FIGS. 1—5, the 
longitudinal axis of rotation 42 of the folding belt 46 is 
substantially parallel to the fold line 24 of the Web 18. (The 
term “longitudinal axis of rotation” refers herein to an axis 
around Which a folding belt rotates or tWists during folding 
a longitudinal fold of a Web.) Accordingly, contact betWeen 
the folding belt 46 and the Web 18 is maintained during the 
folding of the ?ap 25. In the system 40, the longitudinal axis 
of rotation 42 of the folding belt 46 generally coincides With 
the longitudinal centerline 44 of the folding belt 46, Which 
is substantially parallel to the machine direction 17. (The 
term “longitudinal centerline” refers herein to a centerline 
Which is equidistant betWeen the opposing longitudinal 
edges of a belt.) 

FIG. 7 illustrates an initial arrangement of the folding belt 
46 at a Zero rotation position of the folding belt 46 in relation 
to the conveyor belt 20 (or any other suitable Web 
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supporting device). The folding belt 46 is preferably not 
coplanar With the conveyor belt 20. In the initial position, as 
shoWn in FIG. 7, the folding belt 46 is disposed generally 
parallel to the conveyor belt 20, hoWever, the folding belt 46 
need not be necessarily generally parallel to the conveyor 
belt 20; the folding belt 46 can be inclined in relation to the 
conveyor belt 20 as long as at least a portion of the folding 
belt 46 is subordinate to the conveyor belt 20. For example, 
the initial position of the folding belt 46 can be any position 
intermediate to the position of FIG. 7 and a transitional 
position of FIG. 8. FIGS. 9 and 10 illustrate, respectively, a 
90-degree-rotation position and a ?nal, about 180-degree 
rotation position of the folding belt 46 in relation to the 
conveyor belt 20 and the Web 18. As seen from FIGS. 8—9, 
the folding belt 46 and the ?ap 25 both rotate around the 
coinciding axis 42 and fold line 24 and, therefore, there is no 
substantial relative movement betWeen the Web-contacting 
surface 50 of the folding belt 46 and the ?ap 25. Thus, no 
drag is produced Which may affect formation of Wrinkles 
and/or irregularities in the shape of the folded ?ap 25. 

FIGS. 11—15 shoW an alternative embodiment of the 
present invention, Wherein the folding belt system 60 
includes the folding belt 66 having the longitudinal axis of 
rotation 62 substantially parallel to the longitudinal fold line 
24 of the Web 18. HoWever, in the system 60, the longitu 
dinal axis of rotation 62 does not coincide With the longi 
tudinal centerline 64 of the folding belt 66, but preferably 
generally coincides With the ?rst longitudinal edge 68 of the 
folding belt 66. FIG. 12 illustrates an initial arrangement of 
the folding belt 66 at a Zero rotation position of the folding 
belt 66 in relation to the conveyor belt 20 (or any other 
suitable Web-supporting device) and the Web material 18, 
Wherein the folding belt 66 is generally coplanar With the 
conveyor belt 20. FIGS. 13, 14 and 15 illustrate, 
respectively, an intermediate position, a 90-degree rotation 
position, and a ?nal 180-degree position of rotation of the 
folding belt 66 in relation to the conveyor belt 20 and the 
Web 18. As seen from FIGS. 12—15, the folding belt 66 and 
the ?ap 25 both rotate around the axis 62 and, therefore, 
there is no substantial relative movement betWeen the Web 
contacting surface 50 of the folding belt 66 and the ?ap 25. 
Thus, again, no drag is created Which may affect formation 
of Wrinkles and/or irregularities in the shape of the folded 
?ap 25. 

In order to provide rotation of the folding belt 66 in its 
longitudinal direction around an axis other than its longitu 
dinal centerline 64 (as illustrated in FIGS. 11—15), the 
folding belt 66 may be subjected to a non-symmetrical 
tension pro?le across the Width of the folding belt 66. The 
term “non-symmetrical tension pro?le” across the belt Width 
refers herein to a tension pro?le across the belt Width Which 
is not symmetrical in relation to a longitudinal centerline of 
the belt. The term “symmetrical tension pro?le” refers 
herein to a tension pro?le across the belt Width Which is 
symmetrical or has a mirror image in relation to a longitu 
dinal centerline of the belt. The belts With symmetrical 
tension pro?les across the belt Width, When tWisted by 
rotating the opposite ends of the belt in opposite directions, 
Will generally tWist about an axis of rotation Which generally 
coincides With the longitudinal centerline of the belt. 
Some examples of tension pro?les to Which a simply 

supported folding belt may be subjected are shoWn in FIG. 
16, Wherein the vertical axis represents a tension in the 
cross-section of the belt and the horiZontal axis represents 
the belt Width 67 extending betWeen the ?rst longitudinal 
edge 68 and the second longitudinal edge 72, and Wherein 
the ?rst longitudinal edge 68 is proximal to the longitudinal 
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6 
centerline 26 of the conveyor belt 20. One example of a 
symmetrical tension pro?le in a tWisted belt is illustrated by 
the function 80 Which is symmetrically positioned in relation 
to the longitudinal centerline 42. (HoWever, any other shapes 
or con?gurations of symmetrical tension pro?les in the 
folding belt of the present invention may be suitable.) 

Examples of non-symmetrical tension pro?les are illus 
trated by functions 82, 84 and 86 (see FIG. 16), each having 
the higher tension 100, 104 and 117, respectively, at the ?rst 
longitudinal edge 68 and the loWer tension, 102, 106 and 
119, respectively, at the second longitudinal edge 72. 
Furthermore, the function 82 illustrates a folding belt having 
both edges under positive tension values 100 and 102, 
hoWever, each of the functions 84 and 86 illustrates a folding 
belt having the positive tension value 104 and 117, 
respectively, on the ?rst longitudinal edge 68 and the nega 
tive tension values 106 and 119, respectively, on the second 
longitudinal edge 72 extending beloW the Zero-tension line 
108. Thus, each of the functions 84 and 86 represents a 
tWisted belt, Wherein the ?rst longitudinal edge 68 is 
stretched under the positive tension 104 and 117, and the 
second longitudinal edge 72 is compressed under the nega 
tive tension (i.e., compression) 106 and 119. The function 82 
provides the axis of rotation 43, Which is offset from the 
longitudinal centerline 24 at a distance less than half of the 
Width 67 of the belt 66. The function 84 provides the axis of 
rotation 62 Which is offset from the longitudinal centerline 
24 a distance substantially equal to the Width 67 of the belt 
66. The function 86 provides an axis of rotation 65 Which is 
offset from the longitudinal centerline 24 a distance greater 
than half of the Width 67 of the belt 66. (It should be noted, 
that any other shapes or con?gurations of non-symmetrical 
tensions pro?les in a folding belt of the present invention 
may be suitable.) 

Referring to FIG. 16, the function 84 is one preferred 
embodiment of a non-symmetrical tension pro?le for the 
folding belt 66 of the system 60 of the present invention, 
Wherein the folding belt 66 rotates around its ?rst longitu 
dinal edge 68 Which generally coincides With the longitu 
dinal axis of rotation 64. The function 84 intersects With the 
Zero-tension line 108 at the point 110. The point 110 projects 
on the horiZontal axis forming the point 110‘ Which divides 
the Width 67 of the folding belt 66 into the tension Zone 112 
and the compression Zone 114. The tension Zone 112 and the 
compression Zone 114, respectively, de?ne the tensile area 
116 and the compressive area 118, each of Which is con 
tained betWeen the function 84 and the Zero-function line 
108. In one preferred embodiment of the present invention, 
the tensile area 116 and the compressive area 118 are 
preferably substantially equal in order to provide rotation of 
the folding belt 66 around its longitudinal axis of rotation 64 
generally coinciding With the ?rst or shorter longitudinal 
edge 68 of the folding belt 66. The tensile areas 116 and 118 
represent the forces causing rotation of the simply-supported 
folding belt 66. If the compressive area 118 is greater than 
the tensile area 116, a resulting force, speci?cally, a lateral 
component of this force, may affect mistracking of the 
folding belt 66. In contrast, if the tensile area 116 is greater 
than the compressive area 118, then the resulting differential 
force may shift the axis of rotation 64 from the ?rst 
longitudinal edge 68 inWard toWard the second longitudinal 
edge 72 of the folding belt 66. 
The non-symmetrical tension pro?les in a folding belt can 

be provided by one or more of the folloWing factors: (1) by 
the belt geometry, Wherein the opposing longitudinal edges 
of the belt are not equal in length in relaxed or untensioned 
state; (2) by the geometry of the opposing pulleys around 
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Which a simply-supported folding belt is Wrapped during the 
rotation, wherein at least a portion of at least one of the 
opposing pulleys has a shape resembling a frustum of a 
cone; and (3) by the belt material properties, Wherein the 
modulus of elasticity of the belt is varied along the belt 
Width. HoWever, it should be noted that the non-symmetrical 
tension pro?les in a folding belt can be also provided by 
other factors. These factors may include cylindrical pulleys 
(With a croWn or Without the croWn) disposed such that the 
cylindrical surface of the pulleys is inclined in relation to the 
surface of the belt to simulate the effect provided by the 
cone-shaped pulleys of the present invention. 

The folding belt of the present invention may be con 
structed as a continuous belt by any knoWn process, such as, 
for example, molding, casting, thermoforming, Woven or 
non-Woven processes and the like. Further, the folding belt 
of the present invention may have a ?rst surface 70 and a 
second surface 71 Which are separated from each other by a 
thickness 45 of the folding belt (see FIGS. 7 and 12). 
Alternatively, the folding belt of the present invention may 
be a mobius belt (i.e., When the belt is spliced after being 
tWisted 180 degrees such that the ?rst surface 70 continues 
from the second surface 71 as shoWn, for example, in FIG. 
19). 

The folding belt of the present invention can be fabricated 
from any material suitable to perform the desired function of 
providing a suitable Web-supporting or Web-contacting sur 
face of the folding belt capable of folding a longitudinal 
edge of the Web. The folding belt materials can include 
materials having very Wide differences in various material 
properties, for example, tensile strength, elasticity, stretch, 
?exibility, surface properties and the like. Therefore, suit 
able folding belt materials may include various conventional 
belting materials, as Well as non-conventional applications 
of certain materials as folding belts, for example, non-Woven 
Webs and the like. 

In the folding belt system 60 shoWn in FIGS. 11—15, the 
non-symmetrical tension pro?le is provided by the geometry 
of the folding belt 66, Wherein the ?rst longitudinal edge 68 
is shorter then the second longitudinal edge 72. One Way to 
create the folding belt 66 is shoWn in FIG. 17, Where the 
folding belt 66 is cut out from a sheet of the belt material 81 
at the predetermined radius R, thus forming the curved strip 
of belt 82. The strip 82 is then spliced into the continuous 
belt 66 shoWn in FIG. 18 in its relaxed or untensioned state, 
forming a frustum of a cone. It should be noted that other 
Ways to provide a belt having unequal longitudinal edges 
may include a straight belt having at least one end of the belt 
cut and spliced at an angle, i.e. not perpendicular to the 
longitudinal edge of the belt. It also should be noted that the 
folding belt may be spliced by any suitable method knoWn 
in the art. 

Referring to FIG. 17, the radius R of the simply-supported 
folding belt 66 can be calculated by the folloWing equation: 

width 

\/ length2 + (?ipangle- width)2 1 
length 

radius : 

Wherein 
Width is the Width 120 of the folding belt 66 Which is 

generally selected by the Width of the folded ?ap, 
length is the length betWeen the tWo opposing idlers, 

around Which the folding belt Wraps, measured 
betWeen the centers of rotation of the opposing idlers, 
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8 
?ipangle is the degree of rotation Which the folding belt 

makes in providing a fold, for example, from the initial 
position of the folding belt 66 shoWn in FIG. 12 to the 
?nal position shoWn in FIG. 15. 

The tension pro?le in the folding belt 66 can be calculated 
by the folloWing equation: 

width 

tension : f [ 
0 

Wherein 

elong + length 

\/ length2 + (?ipangle- width)2 
—1 EM - dwidth 

elong is the difference in length betWeen stretched and 
unstretched conditions of the shorter longitudinal edge 
of the folding belt (the ?rst longitudinal edge 68 of the 
folding belt 66), 

EM is a modulus of elasticity of the folding belt material. 
In one embodiment of the present invention the radius R 

of the folding belt 66 preferably ranges from about 500 mm 
to about 5,000 mm, and more preferably from about 800 mm 
to about 1,800 mm. The Width 67 of the folding belt 66 
preferably ranges from about 10 mm to about 150 mm, and 
more preferably from about 10 mm to about 40 mm. 

In use, the folding belt 66 of the present invention Wraps 
around pulleys de?ning a continuous path of the folding belt 
66. One embodiment of the pulleys of the present invention 
is represented by a pulley 200 shoWn in FIG. 20. The pulley 
200 is shaped preferably as a frustum of a cone having the 
smaller diameter 202, the larger diameter 204, and the Width 
206. The diameters 202 and 204 and the Width 206 could 
have any suitable dimensions. In a preferred embodiment of 
the present invention, the smaller diameter 202 is preferably 
about 50 mm, the larger diameter 204 is preferably about 
50.6 mm, and the Width 206 is preferably about 20 mm, 
Which is generally equal to the Width 67 of the folding belt 
66. Further, the pulley 200 also preferably includes chamfers 
or ?llets 208 on both sides of the Width 206 of the pulley 
200. In any case, the pulley 200 can be fabricated from any 
suitable material, for example, metals, plastics and the like. 
In one preferred embodiment of the present invention, the 
pulley 200 is fabricated from an anodiZed aluminum. 

The folding belt system 60 of FIGS. 11—15 is also 
illustrated in a perspective vieW in FIG. 21, Wherein folding 
belts 66 and 66‘ fold both longitudinal folds of the Web 18 
carried by conveyor belts 20 and 20‘. (It should be noted that 
the number of conveyor belts carrying the Web can be any 
suitable number that ranges from a single belt to multiple 
belts.) The conveyor belts 20 and 20‘ preferably include 
vacuum holes to provide accurate positioning of the fold line 
24 of the Web 18. HoWever, the Web 18 may be held by any 
suitable means including but not limited to mechanical 
grippers, high coef?cient friction areas, electrostatic 
charges, compressed air jets and/or combinations thereof. 
Similarly, if desired, the one or more folding belts 66 and 66‘ 
may include any suitable Web-holding means, for example, 
mechanical grippers, high coef?cient friction areas, electro 
static charges, compressed air jets and/or any combination 
thereof. Each of the folding belts 66 and 66‘ may have 
similar con?guration, therefore, for simplicity of 
explanation, the invention Will be described for a single 
folding belt 66 con?guration. 

Referring to FIG. 21, the folding belt 66 moves in a 
continuous path that includes the folding path 140 and the 
returning path 142. The folding path 140 extends in the 
direction of the Web path 154 from the starting folding 
position 190 to the ?nished folding position 192. The 
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starting folding position 190 coincides With the axis 180 of 
the ?rst pulley 150. The ?nished folding position 192 
coincides With the axis 182 of the second pulley 152. (These 
pulleys are illustrated in FIG. 20 as pulley 200.) The ?rst 
pulley 150 is disposed adjacent to the ?rst longitudinal edge 
172 of the conveyor belt 20 such that, in the starting folding 
position 190, the Web-contacting surface 160 of the con 
veyor belt 20 is generally coplanar With the Web-contacting 
surface 70 of the folding belt 66. The second pulley 152 is 
disposed such that the Web-contacting surface 70 of the 
folding belt 66 faces the Web-contacting surface 160 of the 
conveyor belt 20 and is separated by the gap 31 (see FIG. 15) 
Which is generally equal to the combined thickness of the 
folded Web 18. Further, the second pulley 152 is disposed 
such that the ?rst longitudinal edge 68 of the folding belt 66 
remains substantially parallel to the ?rst longitudinal edge 
172 of the conveyor belt 20. Further, the ?rst pulley 150 and 
the second pulley 152 are disposed such that the larger 
diameter 204 (see FIG. 20) of the pulleys 150 and 152 is 
aligned With the shorter or ?rst longitudinal edge 68 of the 
folding belt 66. 

The ?rst and second pulleys 150 and 152, respectively, are 
preferably separated along the Web path 154 by a folding 
length 156. The folding length 156 may be selected from a 
desired length-to-Width ratio betWeen the folding length 156 
and the Width 67 (see FIG. 17) of the folding belt 66. The 
length-to-Width ratio preferably ranges from about 3 to 
about 50, and more preferably from about 5 to about 20. In 
the folding belt system 60, the length-to-Width ratio is 
preferably about 18, the belt Width 67 is preferably about 20 
mm, and the folding length 156 is preferably about 360 mm. 
Further, along the folding length 156, the folding belt 66 
preferably rotates about 180 degrees at a rate of rotation of 
0.5 degrees per mm. The term “rate of rotation” refers herein 
to a ratio betWeen a degree of rotation or tWisting of a 
folding belt extending betWeen tWo opposing pulleys 
(around Which the folding belt Wraps) and a length betWeen 
the axes of rotation of the tWo opposing pulleys. 
As shoWn in FIG. 21, the axis 190 of the ?rst pulley 150 

of the folding belt 66 coincides With the axis 194 of the ?rst 
pulley 196 of the conveyor belt 20. HoWever, it should be 
noted that the axis 190 need not necessary coincide With the 
axis 194. 

Referring to FIG. 21, the returning path 142 of the folding 
belt 66 can take any suitable con?guration such that it does 
not disturb the required tension pro?le of the folding belt 66 
in the folding path 140. Because the tension pro?le of the 
folding belt 66 is generally dependent upon the rate of 
rotation of the folding belt 66, it is preferred to maintain a 
substantially equal rate of rotation throughout the length of 
the folding belt 66, Which includes the returning path 142. 
The returning path 142 can be de?ned by any suitable 
number of pulleys. In one preferred embodiment of the 
present invention shoWn in FIG. 21, there are three returning 
path pulleys 210, 212 and 214 de?ning the returning path 
142. The returning pulleys 210, 212 and 214 can have any 
suitable shape and dimensions, and can be manufactured 
from any suitable material. In one preferred embodiment of 
the present invention, the returning pulleys 210, 212 and 214 
preferably have the same shape and dimensions as the 
pulleys 150 and 152 from the folding path 156. Further, 
similarly to the pulleys 150 and 152, the returning pulleys 
210, 212 and 214 are disposed such that the larger diameter 
204 (see FIG. 20) of the pulleys is aligned With the shorter 
or ?rst longitudinal edge 68 of the folding belt 66. 

The simply-supported folding belt pulleys and the con 
veyor pulleys described herein may be arranged and rotat 
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ably supported Within a suitable frame, and conventional 
drive mechanisms are operatively connected thereto 
employing ordinary techniques Well knoWn to a person 
skilled in the art. 

While particular embodiments and/or individual features 
of the present invention have been illustrated and described, 
it Would be obvious to those skilled in the art that various 
other changes and modi?cations can be made Without 
departing from the spirit and scope of the invention. Further, 
it should be apparent that all combinations of such embodi 
ments and features are possible and can result in preferred 
executions of the invention. Therefore, the appended claims 
are intended to cover all such changes and modi?cations that 
are Within the scope of this invention. 
What is claimed is: 
1. A method for making a longitudinal fold in a Web, the 

method comprising the steps of: 
(i) providing a Web-supporting device comprising a Web 

contacting surface, a ?rst longitudinal edge and a 
second longitudinal edge opposed thereof; 

(ii) providing a simply-supported folding belt disposed 
adjacent to the ?rst longitudinal edge of the Web 
supporting device, the simply-supported folding belt 
comprising a ?rst surface contacting the Web, a ?rst 
longitudinal edge and a second longitudinal edge 
opposed thereto, a Width extending betWeen the ?rst 
and the second longitudinal edges, a longitudinal cen 
terline and a longitudinal axis of rotation Which is 
generally parallel to the longitudinal centerline, 
Wherein the ?rst longitudinal edge is shorter than the 

second longitudinal edge in relaxed state and 
Wherein the ?rst longitudinal edge is de?ned by a 
radius; 

(iii) providing the Web having a ?rst longitudinal edge and 
a second longitudinal edge opposed thereto, the Web 
being superimposed onto the Web-contacting surface of 
the Web-supporting device such that the ?rst longitu 
dinal edge of the Web extends laterally beyond the ?rst 
longitudinal edge of the Web-supporting device and at 
least partially onto the ?rst surface of the simply 
supported folding belt; and 

(iv) folding the longitudinal fold of the Web by tWisting 
the simply-supported folding belt around its longitudi 
nal axis of rotation such that the ?rst surface of the 
simply-supported folding belt rotates around the ?rst 
longitudinal edge of the Web-supporting device to at 
least partially face the Web-contacting surface of the 
Web-supporting device, 
Wherein the longitudinal axis of rotation of the simply 

supported folding belt extends substantially parallel 
to a longitudinal fold line of the longitudinal fold of 
the Web. 

2. The method of claim 1 Wherein at least a portion of the 
simply-supported folding belt is disposed coplanar With the 
Web-supporting device. 

3. The method of claim 1 Wherein at least a portion of the 
simply-supported folding belt is disposed subordinate to the 
Web-supporting device. 

4. The method of claim 1 Wherein the longitudinal axis of 
rotation of the simply-supported folding belt generally coin 
cides With the longitudinal centerline of the simply 
supported folding belt. 

5. The method of claim 1 Wherein the longitudinal axis of 
rotation of the simply-supported folding belt is offset a 
distance from the longitudinal centerline of the simply 
supported folding belt, and Wherein the offset distance is less 
than half of the Width of the simply-supported folding belt, 
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substantially equal to half of the Width of the simply 
supported folding belt, or greater than half of the Width of 
the simply-supported folding belt. 

6. The method of claim 1 Wherein the ?rst longitudinal 
edge and the second longitudinal edge of the simply 
supported folding belt are substantially equal in length to 
each other in relaxed state. 

7. The method of claim 1 Wherein the simply-supported 
folding belt further comprises a second surface opposed to 
the ?rst surface of the simply-supported folding belt, and 
Wherein the second surface continues from the ?rst surface 
forming a mobius belt. 

8. The method of claim 1 Wherein the Web-supporting 
device further comprises a Web-holding means adjacent to 
the ?rst longitudinal edge of the Web-supporting device 
selected from the group consisting of: vacuum holes, elec 
trostatic charges, high coefficient of friction areas, mechani 
cal grippers, compressed ?uid jets and/or combinations 
thereof. 

9. The method of claim 1 Wherein the simply-supported 
folding belt further comprises a Web-holding means selected 
from the group consisting of: vacuum holes, electrostatic 
charges, high coef?cient of friction areas, mechanical 
grippers, compressed ?uid jets and/or combinations thereof. 

10. Abelt folding apparatus for making a longitudinal fold 
in a Web, the belt folding apparatus comprising: 

(a) a Web-supporting device having a Web-contacting 
surface, a ?rst longitudinal edge and a second longitu 
dinal edge opposed thereto; and 

(b) a simply-supported folding belt disposed adjacent to 
the ?rst longitudinal edge of the belt-supporting device, 
the simply-supported folding belt comprising a ?rst 
surface contacting the Web, a ?rst longitudinal edge and 
a second longitudinal edge opposed thereto, a Width 
extending betWeen the ?rst and the second longitudinal 
edges, a longitudinal centerline and an axis of rotation 
Which is generally parallel to the longitudinal 
centerline, 
Wherein the ?rst longitudinal edge is shorter than the 

second longitudinal edge in relaxed state and 
Wherein the ?rst longitudinal edge is de?ned by a 
radius. 

11. The apparatus of claim 10 further comprising a belt 
folding path extending in a machine direction, and a belt 
returning path extending in a direction other than the 
machine direction. 

12. The apparatus of claim 10 Wherein at least a portion 
of the simply-supported folding belt is disposed generally 
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coplanar With the Web-contacting surface of the Web 
supporting device. 

13. The apparatus of claim 10 Wherein at least a portion 
of the simply-supported folding belt is disposed subordinate 
to the Web-contacting surface of the Web-supporting device. 

14. The apparatus of claim 10 Wherein the longitudinal 
axis of rotation of the simply-supported folding belt gener 
ally coincides With the longitudinal centerline of the simply 
supported folding belt. 

15. The apparatus of claim 10 Wherein the longitudinal 
axis of rotation of the simply-supported folding belt is offset 
a distance from the longitudinal centerline of the simply 
supported folding belt, and Wherein the offset distance is less 
than half of the Width of the simply-supported folding belt, 
substantially equal to the half of the Width of the simply 
supported folding belt, or greater than half of the Width of 
the simply-supported folding belt. 

16. The apparatus of claim 10 Wherein the ?rst longitu 
dinal edge and the second longitudinal edge of the simply 
supported folding belt are substantially equal in length to 
each other in relax state. 

17. The apparatus of claim 10 Wherein the simply 
supported folding belt further comprises a second surface 
opposed to the ?rst surface of the simply-supported folding 
belt, and Wherein the second surface is separated from the 
?rst surface by a thickness of the simply-supported folding 
belt. 

18. The apparatus of claim 10 Wherein the simply 
supported folding belt further comprises a second surface 
opposed to the ?rst surface of the simply-supported folding 
belt, and Wherein the second surface continues from the ?rst 
surface forming a mobius belt. 

19. The apparatus of claim 10 Wherein the Web-supporting 
device further comprises a Web-holding means adjacent to 
the ?rst longitudinal edge of the Web-supporting device 
selected from the group consisting of: vacuum holes, elec 
trostatic charges, high coefficient of friction areas, mechani 
cal grippers, compressed ?uid jets and/or combinations 
thereof. 

20. The apparatus of claim 10 Wherein the simply 
supported folding belt further comprises a Web-holding 
means selected from the group consisting of: vacuum holes, 
electrostatic charges, high coef?cient of friction areas, 
mechanical grippers, compressed ?uid jets and/or combina 
tions thereof. 


