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CLAMP DEVICE, METHOD AND SYSTEM 
FOR EXCHANGING A SOLUTION 

BACKGROUND OF THE INVENTION 

The present invention generally relates to medical proce 
dures and treatments. More speci?cally, the present inven 
tion relates to peritoneal dialysis. 

It is, of course, generally known to store a dialysis 
solution in a ?exible plastic bag for use in continuous 
ambulatory peritoneal dialysis (CAPD). The solution bag is 
generally completely ?lled and ready for use after a steril 
iZation procedure is performed. The dialysis solution is 
transferred from the solution bag to a patient during a 
peritoneal dialysis exchange procedure. A second empty bag 
is provided for draining liquid from the peritoneal cavity of 
the individual undergoing the procedure. 

In conventional tWin bag systems, the empty bag and the 
solution bag are interconnected by at least one set of tubing 
that ultimately connects to a patient catheter or dialysis 
bag/pouch. The tubing set provides ?uid communication 
betWeen an interior of the solution container and alloWs 
transfer of that solution from the interior of the container to 
a remote location, such as the patient or dialysis bag/pouch. 
At the start of a typical cycle of CAPD, expended 

peritoneal dialysis solution is drained from the peritoneal 
cavity of the patient into the drain bag through the drain line 
of the tubing set. At that time, the ?ll line of the tubing set 
is closed using a conventional closure device such as a Borla 
clamp. After draining, the ?ll line is re-opened via the same 
Borla clamp to alloW for the ?ll line to be “?ushed.” 

The intent of the “?ush” procedure is to prevent infusion 
of air into the peritoneal cavity by priming that ?ll line With 
a neW replacement peritoneal dialysis solution; and to serve 
as a microbial Wash of each component of the set prior to 
administration of the neW solution into the patient. 

FolloWing the “?ush” procedure, the solution bag is ?lled 
With the neW peritoneal dialysis solution via the same ?ll 
line. Once the ?lling procedure has been completed, the ?ll 
line is closed using another conventional closure device such 
as another Borla clamp. Because of the equipment involved 
and the multiple steps required to change the expended and 
neW peritoneal dialysis solutions, the exchange procedure is 
often a complicated process for the patient to perform alone. 
Often, the patient requires the frequent assistance of profes 
sionally trained medical personnel. The procedure becomes 
even more dif?cult for those patients that are visually 
impaired. 

Yet, for such patients to become ambulatory While receiv 
ing peritoneal dialysis, they must learn to operate the nec 
essary solution exchange equipment properly by themselves. 
An extensive period of training for each patient by medical 
personnel to learn the exchange procedure is frequently 
required. In addition, such extensive training usually occurs 
While the individual is an in-patient at a hospital. Training in 
this manner greatly increases the healthcare cost for each 
CAPD patient. 
Aneed, therefore, exists for an inexpensive and improved 

solution exchange device, method and system Which sim 
pli?es the solution exchange procedure performed by a 
patient receiving continuous ambulatory peritoneal dialysis; 
and Which reduces the training time required for each patient 
to learn that procedure. 

SUMMARY OF THE INVENTION 

The present invention provides improved devices, meth 
ods and systems for exchanging a solution. More 
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2 
speci?cally, the present invention provides improved 
devices, methods and systems Which simplify the peritoneal 
dialysis solution exchange procedure performed by a CAPD 
patient. 

To this end, the present invention includes an external 
integrated clamp device for temporarily closing a section of 
a ?uid ?oW path comprising a series of integrated clamp 
portions operably communicating With one another in 
sequence and so arranged and constructed to temporarily 
close a ?uid ?oW path de?ned by a ?ll tubing line and a drain 
tubing line each received Within a channel of the clamp 
device, Wherein the series of clamp portions comprises a ?rst 
clamp portion for closing the ?ll tubing line When activated; 
a second clamp portion for re-opening the ?ll tubing line 
When activated; a third clamp portion for closing the drain 
tubing line When activated; and a fourth clamp portion for 
re-closing the ?ll line When activated. 

In an embodiment, the clamp device is disposable. 
In an embodiment, the ?rst clamp portion is capable of 

locking into a ?xed position by operably communicating 
With an integral ?rst locking mechanism. 

In an embodiment, the ?rst locking mechanism comprises 
a lip capable of engaging a tab. 

In an embodiment, the second clamp portion is capable of 
locking into a ?xed position by operably communicating 
With an integral second locking mechanism. 

In an embodiment, the second locking mechanism com 
prises a lip capable of engaging a tab. 

In an embodiment, the third clamp portion is capable of 
locking into a ?xed position by operably communicating 
With an integral third locking mechanism. 

In an embodiment, the third locking mechanism com 
prises a lip capable of engaging a tab. 

In an embodiment, the fourth clamp portion is capable of 
locking into a ?xed position by operably communicating 
With an integral fourth locking mechanism. 

In an embodiment, the fourth locking mechanism com 
prises a lip capable of engaging a tab. 

In another embodiment of the present invention, a method 
of exchanging a ?rst solution Within a container having a ?ll 
tubing line and a drain tubing line With a second solution is 
provided. The method comprises providing an external 
integrated clamp device capable of receiving and operably 
communicating With a portion of each of the ?ll and drain 
tubing lines; draining the ?rst solution from the container 
using a ?rst clamp portion of the clamp device; ?ushing the 
?ll tubing line With the second solution using a second clamp 
portion of the clamp device; ?lling the container With the 
second solution using a third clamp portion of the clamp 
device; and ?nishing the exchange of solutions using a 
fourth clamp portion of the clamp device. 

In an embodiment of the method, the draining step further 
comprises closing the ?ll line While leaving open the drain 
line using the ?rst clamp portion. 

In an embodiment of the method, the ?ushing step further 
comprises re-opening the ?ll line using the second clamp 
portion. 

In an embodiment of the method, the ?lling step further 
comprises closing the drain line While leaving open the ?ll 
line using the third clamp portion. 

In an embodiment of the method, the ?nishing step further 
comprises re-closing the ?ll line using the fourth clamp 
portion. 

In an embodiment of the method, the ?rst and second 
solutions are each a peritoneal dialysis solution. 
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In an embodiment of the method, the method is self 
administered by an individual. 

In an embodiment of the method, the steps of the method 
are completed in sequence beginning With the draining step 
and ending With the ?nishing step. 

In a further embodiment of the present invention, a 
solution exchange system is provided. The system com 
prises providing to an individual a ?rst container having a 
?rst solution; a second container having a second solution; 
a third container; and at least one external integrated clamp 
device having a series of clamp portions capable of receiv 
ing a portion of each of a ?ll tubing line and a drain tubing 
line that are connected to the ?rst, second and third con 
tainers; and activating the series of clamp portions in a 
sequence by the individual to exchange the ?rst solution and 
second solutions. 

In an embodiment of the system, the sequence comprises 
activating a ?rst clamp portion of the clamp device by the 
individual to drain the ?rst solution from the ?rst container 
into the third container; activating a second clamp portion of 
the clamp device by the individual to ?ush at least one of the 
tubing lines With the second solution; activating a third 
clamp portion of the clamp device by the individual to ?ll 
the ?rst container With the second solution from the second 
container; and activating a fourth clamp portion of the clamp 
device by the individual to complete the exchange of solu 
tions. 

In an embodiment of the system, the ?rst and second 
solutions are each a peritoneal dialysis solution. 

In a still further embodiment of the present invention, a 
method of instructing an individual in exchanging a ?rst 
solution With a second solution is provided. The method 
comprises the steps of providing to the individual an exter 
nal integrated clamp device having a series of clamp por 
tions Which are activated in a sequence to exchange the ?rst 
and second solutions; and marking at least one external 
surface of each clamp portion With a predetermined number 
of instructional markings to differentiate each clamp portion. 

In an embodiment of the instructional method, the mark 
ings are selected from a group consisting of raised strips, 
indentations, graphic images, derivatives thereof and com 
binations thereof. 

In another embodiment of the present invention, a con 
tinuous ambulatory peritoneal dialysis device is provided. 
The device comprises a ?ll tubing line; a drain tubing line; 
and a clamp member including a series of integrated clamp 
portions operably communicating With one another in 
sequence and capable of receiving and closing a ?uid ?oW 
path de?ned by the ?ll and drain tubing lines comprising a 
?rst clamp portion capable of closing the ?ll tubing line; a 
second clamp portion capable of re-opening the ?ll tubing 
line; a third clamp portion capable of closing the drain 
tubing line; and a fourth clamp portion capable of re-closing 
the ?ll tubing line. 

In a further embodiment of the present invention, an 
external integrated clamp device for temporarily closing a 
section of a ?uid ?oW path de?ned by a tubing line received 
Within a channel of the clamp device is provided. The clamp 
device comprises a series of integrated clamp portions 
operably communicating With one another in sequence and 
so arranged and constructed to temporarily restrict ?uid ?oW 
comprising at least one clamp portion capable of closing the 
tubing line When activated; and at least one clamp portion 
capable of opening the tubing line When activated. 

It is, therefore, an advantage of the present invention to 
provide an improved device Which simpli?es a solution 
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4 
exchange procedure performed by an individual in a self 
administered manner. 

It is also an advantage of the present invention to provide 
an improved method Which simpli?es a solution exchange 
procedure performed by an individual. 
A further advantage of the present invention is to provide 

an improved device for performing continuous ambulatory 
peritoneal dialysis. 
A still further advantage of the present invention is to 

provide an improved device for performing continuous 
ambulatory peritoneal dialysis in a self-administered manner 
by a patient. 

Another advantage of the present invention is to provide 
an improved method of performing continuous ambulatory 
peritoneal dialysis. 

Additionally, another advantage of the present invention 
is to provide an improved system for performing continuous 
ambulatory peritoneal dialysis. 
Another advantage of the present invention is to provide 

an improved device Which reduces the training time required 
of a patient to learn a continuous ambulatory peritoneal 
dialysis solution exchange procedure. 

Moreover, another advantage of the present invention is to 
provide an improved system Which reduces the training time 
required for an individual to learn a continuous ambulatory 
peritoneal dialysis solution exchange procedure. 

Additionally, another advantage of the present invention 
is to provide a simpli?ed method of instruction regarding a 
solution exchange procedure Which can be utiliZed by any 
individual, including those visually impaired. 

Further, another advantage of the present invention is to 
provide an improved device for exchanging a solution Which 
is inexpensive. 

Additional features and advantages of the present inven 
tion are described in, and Will be apparent from, the detailed 
description of the presently preferred embodiments and from 
the draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a perspective vieW of an embodiment of 
the external integrated clamp device of the present inven 
tion. 

FIG. 2 illustrates an elevational vieW of an embodiment of 
the external integrated clamp device of the present inven 
tion. 

FIG. 3 illustrates a perspective vieW of an embodiment of 
the solution exchange system of the present invention. 

FIGS. 4a—e illustrate elevational vieWs of the sequence of 
activation of each clamp portion of an embodiment of the 
external integrated clamp device of the present invention. 

FIG. 5 illustrates a perspective vieW of an embodiment of 
the present invention having instructional markings. 

DETAILED DESCRIPTION OF THE 
PRESENTLY PREFERRED EMBODIMENTS 

The present invention provides devices, methods and 
systems by Which a peritoneal dialysis solution exchange 
procedure may be performed by a patient in a simpli?ed 
manner. 

Referring noW to the draWings Wherein like numerals 
refer to like parts, FIGS. 1 and 2 illustrate an embodiment of 
an external integrated clamp device 1 of the present inven 
tion from perspective and elevational vieWs. External inte 
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grated clamp device 1 includes a series of integrated clamp 
portions Which operably communicate With one another in 
sequence, comprising a ?rst clamp portion 10, a second 
clamp portion 20, a third clamp portion 30 and a fourth 
clamp portion 40. Clamp portions 10—40 are arranged and 
constructed to temporarily close a ?uid path de?ned by a ?ll 
tubing line and a drain tubing line each received Within a 
channel of the clamp device. 

Each of clamp portions 10—40 When activated are capable 
of being locked into a ?xed position, preferably from an 
open position to a closed position. First clamp portion 10 
locks into the ?xed closed position by operably communi 
cating With an integral ?rst locking mechanism. The ?rst 
locking mechanism comprises a lip 12 Which is capable of 
engaging a tab 14. By engaging lip 12 With tab 14, ?rst 
clamp portion 10 can be transitioned and locked from the 
open position to the ?xed closed position. 

In the same fashion, clamp portions 20, 30 and 40 
preferably transition and lock from an open position to a 
?xed closed position by operably communicating With inte 
gral second, third and fourth locking mechanisms respec 
tively. The second locking mechanism comprises a lip 22 
Which is capable of engaging a tab 24 While third locking 
mechanism comprises a lip 32 Which is capable of engaging 
a tab 34. The fourth locking mechanism comprises a lip 42 
Which is capable of engaging a tab 44. (FIGS. 1, 2.) 

Because the series of clamp portions 10—40 operably 
communicate With one another in sequence, it should be 
appreciated by those skilled in the art that activation of one 
clamp portion Within the series can cause deactivation of 
another clamp portion. Deactivation can occur for each of 
the clamp portions or can occur for only certain clamp 
portions. 

For example, in a preferred embodiment of external 
integrated clamp device 1, activation and locking of the 
second clamp portion 20 via the second locking mechanism 
causes lip 12 and tab 14 of the ?rst locking mechanism to 
disengage and release ?rst clamp portion 10 from the ?xed 
closed position to the open position once again. HoWever, 
activation of the third locking mechanism does not disen 
gage the second locking mechanism and activation of the 
fourth locking mechanism does not disengage the third 
locking mechanism. Thus, in this preferred embodiment, 
only ?rst clamp portion 10 is able to transition from the ?xed 
closed position back to the open position unlike clamp 
portions 20—40. 

In use, external integrated clamp device 1 receives and 
operably communicates With the ?ll and drain tubing lines of 
a tubing set, preferably the ?ll and drain tubing lines of a 
peritoneal dialysis tWin-bag system. Further, the clamp 
device of the present invention is a manual ?oW control 
device that is outside the ?uid path of the intravenous tubing 
lines. The clamp portions 10—40 of external integrated clamp 
device 1 are only in contact With the external surfaces of the 
tubing lines. 

In a preferred embodiment of the external integrated 
clamp device 1, ?rst clamp portion 10, When activated, 
closes a ?ll tubing line. Then, in sequence, the second clamp 
portion 20 re-opens the same ?ll tubing line When activated; 
the third clamp portion 30 closes a drain tubing line When 
activated; and the fourth clamp portion 40 re-closes the same 
drain tubing line When activated. 

In an alternative embodiment, the external integrated 
clamp device of the present invention is a continuous 
ambulatory peritoneal clamp device. The device comprises 
a ?ll tubing line; a drain tubing line; and a clamp member 
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6 
having a series of integrated clamp portions Which operably 
communicate With one another in sequence and are capable 
of receiving and closing a ?uid ?oW path de?ned by the ?ll 
and drain tubing lines. In operation, a ?rst clamp portion, 
When activated, closes a portion of the ?ll tubing line While 
a second clamp portion, When activated, re-opens that same 
portion of the ?ll tubing line after the ?rst clamp portion has 
been activated. Athird clamp portion, When activated, closes 
a portion of the drain tubing line While a fourth clamp 
portion, When activated, re-closes the ?ll tubing line after the 
second clamp portion has been activated. 

In a further alternative embodiment, the external inte 
grated clamp device of the present invention comprises a 
series of integrated clamp portions Which operably commu 
nicate With one another in sequence and are so arranged and 
constructed to temporarily close a section of a ?uid ?oW path 
de?ned by a tubing line received Within a channel of the 
clamp device. At least one clamp portion is capable of 
closing the tubing line When activated and at least one other 
clamp portion is capable of opening the tubing line When 
activated. 

To produce external integrated clamp device 1 of the 
present invention, any production material generally knoWn 
Within the renal medical device art can be used. Preferably, 
the clamp device is manufactured from an inexpensive 
polymeric material such as polyvinyl chloride Which can 
Withstand steam steriliZation. By making the external inte 
grated clamp device of the present invention from inexpen 
sive production materials, the device can be disposed of after 
use Without signi?cant cost. 

Additionally, by making the clamp device of the present 
invention as a single integrated device having a series of 
clamp portions, the need for more than one clamp perform 
ing a separate ?oW control function is no longer required. 
Thus, the present invention has the advantage of reducing 
the costs associated With currently available solution 
exchange systems and devices because the external inte 
grated clamp device can perform multiple ?oW control 
functions as a single unit. 

Moreover, because currently available prior art solution 
exchange systems use more than one clamp to perform 
separate ?oW control functions, patients must close and 
re-open each of those individual clamps in a predetermined 
sequence While performing solution exchanges. The external 
integrated clamp device of the present invention overcomes 
that problem by alloWing a patient to close and re-open ?ll 
and drain tubing lines in sequence using a unitary integrated 
device. 

Referring noW to FIG. 3, in another embodiment of the 
present invention, a solution exchange system is provided. 
Solution exchange system 2, preferably a peritoneal dialysis 
solution exchange system, comprises at least one external 
integrated clamp device 1 having a series of clamp portions 
10—40; at least one ?rst container, preferably comprising a 
dialysis bag or pouch 50 having a ?rst solution 52; at least 
one second container, preferably a ?ll bag 70 having a 
second solution 72; and at least one third container, prefer 
ably comprising a drain bag 60. It is also preferable that ?rst 
solution 52 and second solution 72 are peritoneal dialysis 
solutions. 

Connecting dialysis bag 50 to drain bag 60 and ?ll bag 70 
is a tubing set 80. The tubing set 80 preferably includes a 
Y-connector 82 Which connects at least tWo tubing lumens or 
lines 84, 86. Tubing lines 84, 86 are capable of connecting 
to ports 90 of bags 50, 60 and 70 to provide ?uid commu 
nication betWeen the interiors of those bags. 
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Preferably, tubing line 84 provides ?uid communication 
between ?ll bag 70 and dialysis bag 50 While tubing line 86 
provides ?uid communication betWeen drain bag 60 and 
dialysis bag 50. Thus, for clarity purposes, tubing line 84 
shall hereinafter be referred to as “?ll line 84” While tubing 
line 86 shall hereinafter be referred to as “drain line 86.” 
Further, the series of clamp portions 10—40 of external 
integrated clamp device 1 are capable of receiving a portion 
of each of ?ll line 84 and drain line 86. 
Asecond port 92 may also be provided on each or one of 

the bags 50, 60 and 70. The second port 92 provides 
selective access to the interior of bags 50, 60 and 70. For 
example, it is often necessary to sample a ?uid Within the 
bags 50, 60 and 70 during or after a peritoneal dialysis 
procedure. The ?uid may then be draWn from the second 
port 92 by a method knoWn in the art. 

In the preferred embodiment of the system, the bags and 
tubing of the tubing set of the present invention are manu 
factured from a polyvinyl chloride material. Alternatively, 
the bags and tubing may be manufactured from an ultra loW 
density polyethylene. HoWever, the bags 50, 60 and 70 may 
also be manufactured from any other non-polyvinyl chloride 
material. 

In conventional prior art peritoneal dialysis solution 
exchange systems, more than one clamping device is placed 
on each of the ?ll and drain lines 84, 86 to aid in the transfer 
of ?uid betWeen bags 50, 60 and 70. HoWever, because 
CAPD patients are required to perform the peritoneal dialy 
sis solution exchange procedure by themselves Without any 
professional assistance, the use of more than one clamping 
device to close and open drain lines 84,86 makes the 
procedure very complicated and time consuming. This is 
especially true for those CAPD patients that are visually 
impaired. 
As a result, most if not all, CAPD patients often require 

extensive training in the operation of such multiple closure 
devices by medical personnel. To provide such extensive 
training greatly increases healthcare costs. Moreover, CAPD 
patients often require re-training Which further exacerbates 
those costs. 

In addition, if a patient cannot learn the solution exchange 
procedure properly, the patient may become mal- or non 
compliant in performing peritoneal dialysis Which could 
effect adversely the patient’s health and quality of life. Thus, 
for those patients unable to adequately perform the 
procedure, an in-patient only treatment setting may be 
required. Again, healthcare costs are signi?cantly increased. 

The system of the present invention reduces the health 
care costs associated With CAPD patients because each 
patient only has to learn the operation of one unitary 
integrated ?oW control device rather than tWo or more. 
Moreover, the training time for each patient to learn a 
self-performed solution exchange procedure is greatly 
reduced since the patient only has to learn the operation of 
that one manual ?oW control device. 

In a further embodiment of the present invention, a 
method of exchanging a solution, preferably a peritoneal 
dialysis solution, in a self-administered manner by a patient 
is provided. 

Referring noW to FIG. 4a, the method comprises ?rst 
providing to an individual an external integrated clamp 
device 1 Which is capable of receiving and operably com 
municating With a portion of each of the ?ll and drain lines 
84, 86 of a container. Next, the individual activates ?rst 
clamp portion 10 of external integrated clamp device 1 such 
that lip 12 and tab 14 are engaged to lock ?rst clamp portion 
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8 
10 from an open position to a ?xed closed position as can be 
seen in FIG. 4b. In doing so, ?ll line 84 is closed While drain 
line 86 remains open. 

In a preferred embodiment of the method, ?rst clamp 
portion 10 closes ?ll line 84 While leaving open drain line 86 
to alloW ?rst solution 52 to drain from dialysis bag 50 into 
drain bag 60. (FIG. 3.) It should be appreciated by those 
skilled in the art that external integrated clamp device 1 
alloWs for selective egress of ?uid. First solution 52 is 
alloWed to drain from bag 50 to bag 60 While second 
solution 72 is restricted from draining from bag 70 to bag 50. 

After the ?rst step of the method has been completed, the 
individual then activates second clamp portion 20 as can be 
seen in FIG. 4c. After second clamp portion 20 has been 
activated, tWo functions are performed. First, lip 22 and tab 
24 are engaged to lock and close second clamp portion 20 
into a ?xed position. Second, lip 12 and tab 14 are disen 
gaged to re-open ?rst clamp portion 10. In doing so, ?ll line 
84 is re-opened so that a “?ush” procedure knoWn Within the 
art can be completed. Within the preferred embodiment, ?ll 
line 84 is “?ushed” utiliZing second solution 72. (FIG. 3.) 

After the “?ushing” step has been completed, third clamp 
portion 30 is activated by the individual as can be seen in 
FIG. 4d. During this stage of the method, lip 32 and tab 34 
are engaged to lock and close third clamp portion 30 into a 
?xed position. In doing so, third clamp portion 30 closes 
drain line 86 While leaving open ?ll line 84. In the preferred 
embodiment of the method, second solution 72 is transferred 
during this step from ?ll bag 70 to dialysis bag 50 via open 
?ll line 84. 

After the ?lling step has been completed, the solution 
exchange procedure can be completed by the individual 
activating fourth clamp portion 40 as can be seen in FIG. 46. 
When fourth clamp portion 40 is activated, lip 42 engages 
tab 44 to lock and close fourth clamp portion 40 into a ?xed 
position. In doing so, fourth clamp portion 40 closes ?ll line 
84, preventing egress of ?uid. 

In the preferred embodiment of the method, after second 
solution 72 has been completely transferred from ?ll bag 70 
to dialysis bag 50, fourth clamp portion 40 closes ?ll line 84 
to prevent egress of second solution 72 back into dialysis 
bag 50. (FIG. 3.) Once fourth clamp portion 40 has been 
properly activated, the patient disconnects dialysis bag 50 at 
port 90 (as can be seen in FIG. 3) to complete the solution 
exchange procedure. After disconnection, tubing set 80, 
integrated clamp device 1, drain bag 60 and ?ll bag 70 can 
be discarded in an appropriate manner. 

Since integrated clamp device 1 receives and operably 
communicates With ?ll and drain lines 84, 86 as one inte 
grated ?oW control device, an individual can perform a 
solution exchange procedure, preferably a peritoneal dialy 
sis solution exchange procedure, in a more simpli?ed man 
ner than could be done previously. The patient in a simple 
step-Wise fashion can activate each of clamp portions 10—40 
in sequence to drain, ?ush, ?ll and ?nish a complete solution 
exchange procedure using one device rather than multiple. 
Again, because the individual has to learn only one device 
and its operation rather than several, the training time 
required by that patient to learn the solution exchange 
procedure is signi?cantly reduced. 

Referring noW to FIG. 5, in a still further embodiment of 
the present invention, a method of instructing a patient in 
exchanging one solution for another is provided. The 
method comprises providing the patient With an external 
integrated clamp device 1 of the present invention and 
marking the top external surface of each of the clamp 
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portions 10—40 With a predetermined number of instruc 
tional markings 100—106 to differentiate each clamp portion. 
Instructional markings 100—106 can be in any form 
including, but not limited to, raised strips, indentations, 
graphic images, derivatives thereof and combinations 
thereof. 
By placing instructional markings 100—106 upon clamp 

portions 10—40, a patient can quickly differentiate one clamp 
portion from another and their proper sequence of activation 
according to the principles of the present invention. 
Moreover, once the patient has learned Which marking 
represents Which clamp portion, the patient can complete 
subsequent solution exchanges Without further instruction 
from medical personnel because the patient can refer to the 
markings for guidance. 

For example, in a preferred embodiment of the method, 
the ?rst clamp portion 10 includes instructional marking 100 
in the form of a single raised strip; second clamp portion 20 
includes instructional marking 102 in the form of tWo raised 
strips; third clamp portion 30 includes instructional marking 
104 in the form of three raised strips; and fourth clamp 
portion 40 includes instructional marking 106 in the form of 
four raised strips. (FIG. 5.) The predetermined number of 
instructional markings 100—106 represent to the patient 
interacting With those markings each of the clamp portions 
10—40 of the external integrated clamp device 1. 

To instruct a patient in the performance of a solution 
exchange procedure, medical personnel simply inform the 
patient Which markings represent Which clamp portion. 
Then, the patient merely touches the instructional markings 
100—106 placed upon the top external surfaces of each of the 
clamp portions 10—40 to determine and differentiate each 
clamp portion. After each clamp portion has been 
determined, the patient then activates each of the clamp 
portions 10—40 in sequence to perform the solution 
exchange procedure. Such touchable interaction is espe 
cially bene?cial for those visually impaired. 

Additionally, the method of the present invention also 
provides the patient a Way to remember the exchange 
procedure at a later point in time When medical personnel are 
not available. The instructional markings 100—106 provide 
the patient a quick touch-based reference guide as to the 
operation of the external integrated clamp device of the 
present invention. Thus, the instructional method of the 
present invention signi?cantly reduces patient re-training 
time. 
By simplifying the manner in Which a solution exchange 

is performed and by reducing the training time necessary to 
learn that procedure, the integrated clamp device, system, 
and methods of the present invention greatly reduce health 
care costs, in particular those of CAPD patients. Moreover, 
patient satisfaction in learning and performing that proce 
dure is greatly enhanced. 

Although the present invention has been described for 
applications involving peritoneal dialysis exchange Which is 
performed by a patient in a self-administered manner, the 
present invention may also be applied to any other system 
that requires solution exchange in any manner such as drug 
delivery systems, IV solution systems and the like. 

It should be understood that various changes and modi 
?cations to the presently preferred embodiments described 
herein Will be apparent to those skilled in the art. Such 
changes and modi?cations may be made Without departing 
from the spirit and scope of the present invention and 
Without diminishing its attendant advantages. It is, therefore, 
intended that such changes and modi?cations be covered by 
the appended claims. 

10 

15 

25 

35 

45 

55 

65 

10 
What is claimed is: 
1. An external integrated clamp device for temporarily 

closing a section of a ?uid ?oW path comprising: 
a series of integrated clamp portions operably communi 

cating With one another in sequence and so arranged 
and constructed to temporarily close a ?uid ?oW path 
de?ned by a ?ll tubing line and a drain tubing line each 
received Within a channel of the clamp device, Wherein 
the series of clamp portions comprises: 
a ?rst clamp portion for closing a portion of a ?uid ?oW 

path de?ned by the ?ll tubing line or the drain tubing 
line When activated; 

a second clamp portion; 
a third clamp portion for closing a portion of a ?uid 
?oW path de?ned by the ?ll tubing line or the drain 
tubing line When activated; and 

a fourth clamp portion for a portion of a ?uid ?oW path 
de?ned by the ?ll tubing line or the drain tubing line 
When activated. 

2. The clamp device of claim 1, Wherein the clamp device 
is disposable. 

3. The clamp device of claim 1, Wherein the ?rst clamp 
portion is capable of locking into a ?xed position by 
operably communicating With an integral ?rst locking 
mechanism. 

4. The clamp device of claim 3, Wherein the ?rst locking 
mechanism comprises a lip capable of engaging a tab. 

5. The clamp device of claim 1, Wherein the second clamp 
portion is capable of locking into a ?xed position by 
operably communicating With an integral second locking 
mechanism. 

6. The clamp device of claim 5, Wherein the second 
locking mechanism comprises a lip capable of engaging a 
tab. 

7. The clamp device of claim 1, Wherein the third clamp 
portion is capable of locking into a ?xed position by 
operably communicating With an integral third locking 
mechanism. 

8. The clamp device of claim 7, Wherein the third locking 
mechanism comprises a lip and a tab. 

9. The clamp device of claim 1, Wherein the fourth clamp 
portion is capable of locking into a ?xed position by 
operably communicating With an integral fourth locking 
mechanism. 

10. The clamp device of claim 9, Wherein the fourth 
locking mechanism comprises a lip and a tab. 

11. A method of exchanging a ?rst solution Within a 
container having a ?ll tubing line and a drain tubing line 
With a second solution comprising the steps of: 

providing an external integrated clamp device capable of 
receiving and operably communicating With a portion 
of each of the ?ll and drain lines; 

draining the ?rst solution from the container using a ?rst 
clamp portion of the clamp device to close the ?ll 
tubing line and leave open the drain tubing line; 

?ushing the ?ll tubing line With the second solution using 
a second clamp portion of the clamp device; 

?lling the container With the second solution using a third 
clamp portion of the clamp device; and 

?nishing the exchange of solutions using a fourth clamp 
portion of the clamp device. 

12. The method of claim 11, Wherein the ?ushing step 
further comprises re-opening the ?ll line using the second 
clamp portion. 

13. The method of claim 11, Wherein the ?lling step 
further comprises closing the drain line While leaving open 
the ?ll line using the third clamp portion. 
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14. The method of claim 11, wherein the ?nishing step 
further comprises closing the ?ll line using the fourth clamp 
portion. 

15. The method of claim 11, Wherein the ?rst and second 
solutions are each a peritoneal dialysis solution. 

16. The method of claim 11, Wherein the method is 
self-administered by an individual. 

17. The method of claim 11, Wherein the steps of the 
method are completed in sequence beginning With the 
draining step and ending With the ?nishing step. 

18. The method of claim 11, Wherein the method com 
prises exchanging a peritoneal dialysis solution by a patient 
receiving continuous ambulatory peritoneal dialysis. 

19. A solution exchange system comprising: 
a ?rst container including a ?rst solution; 

a second container having a second solution; 

a third container; 
at least one external integrated clamp device having a 

series of clamp portions capable of receiving a portion 
of each of a ?ll tubing line and a drain tubing line that 
are connected to the ?rst, second and third containers; 
and 

activating the series of clamp portions in a sequence by 
the individual to exchange the ?rst solution With the 
second solution. 

20. The system of claim 19, Wherein the sequence com 
prises: 

activating a ?rst clamp portion of the clamp device by the 
individual to drain the ?rst solution from the ?rst 
container into the third container; 

activating a second clamp portion of the clamp device by 
the individual to ?ush at least one of the tubing lines 
With the second solution; 

activating a third clamp portion of the clamp device by the 
individual to ?ll the ?rst container With the second 
solution from the second container; and 

activating a fourth clamp portion of the clamp device by 
the individual to complete the exchange of solutions. 

21. The system of claim 19, Wherein the ?rst and second 
solutions are each a peritoneal dialysis solution. 

22. A medical ?uid clamp comprising: 
a housing de?ning a channel through Which a tubing line 

passes; and 

a plurality of clamp portions individually moveable by a 
person and positioned With respect to the housing, the 
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portions operating collectively to alloW ?uid to How 
selectively through the tubing line. 

23. The clamp of claim 22, Wherein the housing is plastic. 
24. The clamp of claim 22, Which includes four clamp 

portions. 
25. The clamp of claim 22, Wherein the clamp portions are 

marked to indicate a sequence of operation. 
26. The clamp of claim 22, Wherein the tubing line is a 

?rst line and Which includes a second line passing through 
the channel. 

27. A medical ?uid clamp comprising: 
a ?rst clamp portion, an activation of Which causes How 

of a ?uid through a ?uid line to be effected; and 

a second clamp portion, an activation of Which causes the 
?rst clamp portion to cause How of the ?uid through the 
?uid line to be effected again. 

28. The clamp of claim 27, Wherein the activation of the 
?rst clamp and the activation of the second includes a 
substantially same mechanical input by a person. 

29. The clamp of claim 27, Wherein the activation of the 
?rst portion occludes ?oW through the ?uid line and the 
activation of the second portion causes the ?rst portion to 
open the ?uid line. 

30. The clamp of claim 27, Which operates as part of a 
peritoneal dialysis system. 

31. A continuous ambulatory peritoneal device compris 
ing: 

a ?ll tubing line; 

a drain tubing line; 
a clamp member including a series of integrated clamp 

portions operably communicating With one another in 
sequence and capable of receiving and temporarily 
closing a ?uid ?oW path de?ned by the ?ll and drain 
lines comprising: 
a ?rst clamp portion capable of closing the ?ll tubing 

line; 
a second clamp portion capable of re-opening the ?ll 

tubing line; 
a third clamp portion capable of closing the drain 

tubing line; and 
a fourth clamp portion capable of re-closing the ?ll 

tubing line. 


