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MULTIPLE DATA RATE BIT 
SYNCHRONIZER HAVING PHASE/ 

FREQUENCY DETECTOR GAIN CONSTANT 
PROPORTIONAL TO PLL CLOCK DIVIDER 

RATIO 

FIELD OF THE INVENTION 

The present invention relates in general to communication 
systems, and is particularly directed to a neW and improved 
bit synchroniZer having only a single a phase locked loop, 
the bandWidth of Which is maintained constant over a 
relatively Wide baud rate range, by making the loop’s 
phase/frequency detector gain constant proportional to the 
loop’s clock divider ratio. 

BACKGROUND OF THE INVENTION 

In order to recover and synchroniZe to the embedded 
clock of a received data communication signal (and thereby 
accurately sample the received signal to eXtract the data), 
digital communication receivers have customarily employed 
a digitally programmable (numerically controlled) phase 
locked loop (PLL) of the type shoWn diagrammatically in 
FIG. 1. This standard PLL con?guration includes a stable 
clock signal generator (voltage-controlled oscillator—VCO) 
10, the clock frequency output of Which is relatively high 
compared to the range of data rates capable of being 
received. The VCO output clock signal is selectively 
(programmably) divided doWn by a clock divisor N to a 
data-rate associated clock frequency by a programmable 
divider 12, in order to derive an output clock signal having 
the same frequency as, and Which is to be synchroniZed With 
the clock signal embedded in the incoming data signal 
applied to an input terminal 11. 

The incoming data signal at terminal 11 is coupled to a 
?rst input 15 of a phase/frequency detector 16, a second 
input 17 of Which is coupled to receive the divided-doWn 
clock signal from the programmable divider 12. The phase/ 
frequency detector 16 produces an output that is represen 
tative of the phase/frequency differential betWeen the tWo 
signals, and couples this output through a loop ?lter 18 
(customarily implemented as an operational ampli?er-based 
circuit) to the VCO 10. An input data signal DATA may be 
sampled by means of a ?ip-?op 19, Which is clocked With 
the output clock signal from the divider 12. 
NoW although the loop parameters of the PLL con?gu 

ration of FIG. 1 can be tailored to achieve satisfactory 
performance over a reasonably narroW bandWidth, such is 
not the case if the same loop is eXpected to handle data rates 
that may vary over multiple orders of magnitude. Aprincipal 
reason for this shortcoming is the fact that the loop’s 
parameters are based upon the divisor ratio of the clock 
frequency divider 12, and Will change if the clock divisor N 
is varied substantially to accommodate a signi?cant change 
in data rate. Such a variation in the loop parameters means 
that neither the loop bandWidth nor its damping constant can 
be maintained constant as required. 

Conventional ‘single loop’ proposals to handle this prob 
lem have included the use of a complex loop ?lter 
con?guration, the parameters of Which are controllably 
adjusted (such as through an arrangement of sWitched resis 
tor netWorks), When the data rate is to be changed. Alter 
native ‘multi-loop’ proposals employ a plurality of phase 
locked loops having respectively different transfer function 
parameters (e.g., respectively different, ‘?Xed’ loop gain 
constants that are associated With respectively different 
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2 
frequency ‘bins’ of the overall baud range). The signal 
processing path for the received signal through a selected 
one of these PLLs is controllably sWitched in accordance 
With that portion of the baud range in Which the received 
signal’s clock is located. It Will be readily appreciated that 
such conventional multiple data rate bit synchroniZers are 
relatively compleX from a circuit implementation 
standpoint, both in terms of hardWare and control softWare, 
and are therefore costly to implement and calibrate. 

SUMMARY OF THE INVENTION 

In accordance With the present invention, such draWbacks 
of both single loop and multiple loop clock recovery circuits 
are effectively obviated by a neW and improved ‘single loop’ 
bit synchroniZer, the phase/frequency detector of Which has 
a gain constant that is proportional to the loop’s clock 
divider ratio. In accordance With a preferred embodiment of 
the invention, this gain constant proportionality is readily 
accomplished by implementing the phase detector to include 
a (current mirror-based) charge pump that is operative to 
charge a capacitor With a current that is representative of the 
frequency difference betWeen the input data signal and the 
clock signal produced by the loop’s clock divider. 
By resistor-coupling the loop ?lter to the capacitor, the 

loop ?lter sees a voltage that is proportional to the integral 
of the phase detector’s output current over the symbol period 
of the received data signal. As the data symbol period is the 
inverse of the data rate, it effectively corresponds to the ratio 
of the clock frequency divisor N to the ?Xed output fre 
quency produced by the VCO, making the gain constant of 
the phase detector proportional to the clock divisor N. Since 
loop bandWidth is de?ned in accordance With the ratio of the 
phase detector gain constant (Which is proportional to N) to 
the clock divisor N, the contribution of the divisor N is 
effectively canceled, so that the loop bandWidth can be 
maintained constant regardless of data rate (Which sets N). 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 diagrammatically illustrates a conventional digi 
tally programmable phase locked loop; and 

FIG. 2 diagrammatically illustrates a digitally program 
mable phase locked loop having a phase/frequency detector 
Whose gain constant is proportional to the loop’s clock 
divider ratio. 

DETAILED DESCRIPTION 

Before describing in detail the constant loop bandWidth, 
variable data rate bit synchroniZer of the present invention, 
it should be observed that the invention resides primarily in 
What is effectively a prescribed arrangement of conventional 
communication circuits and associated supervisory digital 
processor that controls the operation of such circuits. Thus, 
the con?guration of such circuits and the manner in Which 
they are interfaced With other communication system equip 
ment have, for the most part, been illustrated in the draWings 
by a readily understandable block diagram, Which shoWs 
only those speci?c details that are pertinent to the present 
invention, so as not to obscure the disclosure With details 
Which Will be readily apparent to those skilled in the art 
having the bene?t of the description herein. Thus, the block 
diagram illustration to be described is primarily intended to 
shoW the architecture of the bit synchroniZer in a convenient 
functional block arrangement, Whereby the present inven 
tion may be more readily understood. 

FIG. 2 diagrammatically illustrates an embodiment of a 
single PLL-implemented bit synchroniZer of the invention, 
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the bandwidth of Which can be maintained constant over a 
substantial baud rate range by making the loop’s phase/ 
frequency detector gain constant proportional to the loop’s 
clock divider ratio. As in the architecture of FIG. 1, the 
improved con?guration of the invention includes a stable 
clock signal generator (voltage-controlled oscillator—VCO) 
20, the clock frequency output of Which is relatively high 
compared to the range of data rates capable of being 
received. As a non-limiting example, for a variable data rate 
range of 10 kbps—10 Mbps, VCO 20 may be operative to 
generate a stable 125 MHZ output clock signal. 

This high frequency clock is selectively (programmably) 
divided doWn by a programmable (numerically controlled) 
frequency divider 22, Whose clock divisor ratio N is set by 
the bit synchroniZer’s microcontroller in accordance With 
the data rate of the received signal. As in the conventional 
circuit of FIG. 1, the output of the programmable divider 22 
is a divided doWn clock signal having the same frequency as 
the data rate of the received signal, Which is coupled from 
a bit synchroniZer input terminal 23 to a ?rst input 31 of a 
phase/frequency detector 30. A second input 32 of the 
phase/frequency detector 30 is coupled to receive the 
divided-doWn clock signal from the programmable divider 
22. 
As described brie?y above, pursuant to the invention, the 

phase/frequency detector 30 is implemented to generate its 
output in the form of a current, the magnitude of Which is 
representative of the frequency difference betWeen the input 
data signal applied to the input terminal 31 and the clock 
signal produced by clock divider 22. This is readily effected 
by incorporating a (current mirror-based) charge pump that 
is operative to charge a capacitor 35 With the phase/ 
frequency difference representative current. 

Rather than directly couple the charging node 36 of 
capacitor 35 to a loop ?lter 40 (Which is implemented as an 
operational ampli?er-based circuit, as described above With 
reference to the conventional PLL of FIG. 1), the capacitor 
35 is coupled through a resistor 37 to the input node 41 of 
the loop ?lter 40. As a consequence, rather than being 
coupled to an in?nite input impedance circuit, because of the 
coupling resistor 37 betWeen node 36 and loop ?lter 40, the 
capacitor 35 sees a circuit having a ?nite input impedance. 
This has the effect of coupling a current integrator in circuit 
betWeen the output of the phase/frequency detector 30 and 
the loop ?lter 40. 

The effect of this integration function is to produce at 
node 36 a voltage V that is proportional to (l/C) times the 
integral of the phase detector output current I over the 
symbol period Ts, Where C is the capacitance of capacitor 
35. Since the phase detector’s output current I is a non 
time-varying representation of the phase/frequency differ 
ence betWeen the input data signal applied to the input 
terminal 31 and the clock signal produced by clock divider 
22, the voltage V may be de?ned as (l/C) times Ts. 
As described previously, the data symbol period Ts is the 

inverse of the data rate, so that it effectively corresponds to 
the ratio of the clock frequency divisor N to the ?Xed output 
frequency fvco produced by the VCO 20, i.e., N/fvco. The 
loop bandWidth of the PLL is de?nable as: 

Where: 
kw” is the gain constant of phase/frequency detector 30, 
kvco is the gain constant of VCO 20, and 
J'ELOOP?I, is loop ?lter time constant. 
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4 
With ktpdet being proportional to N, the contribution of the 

divisor N to loop bandWidth is effectively canceled, so that 
the loop bandWidth of the single loop bit synchroniZer of the 
invention can be maintained constant regardless of data rate 

(Which sets N). 
While We have shoWn and described an embodiment in 

accordance With the present invention, it is to be understood 
that the same is not limited thereto but is susceptible to 
numerous changes and modi?cations as are knoWn to a 

person skilled in the art, and We therefore do not Wish to be 
limited to the details shoWn and described herein, but intend 
to cover all such changes and modi?cations as are obvious 
to one of ordinary skill in the art. 
What is claimed is: 
1. An apparatus for generating an output frequency signal 

that is synchroniZed With the clock rate of an input data 
signal that has a baud rate Which may vary over a prescribed 
range, the prescribed range covering plural orders of mag 
nitude of baud rate variation, comprising: 

a clock frequency generator; 
a variable divider, from Which said output frequency 

signal is derived, and being operative to divide an 
output frequency signal generated by said clock fre 
quency generator by a variable divisor and producing 
therefrom a divided clock signal having a frequency 
corresponding to said clock rate and Which may fall 
anyWhere Within said prescribed range; 

a phase/frequency detector having a gain constant that is 
proportional to said variable divider, and including a 
?rst input coupled to receive said input data signal, a 
second input coupled to receive said divided clock 
signal produced by said variable divider, and an output 
representative of the phase/frequency difference 
betWeen said input data signal and said divided clock 
signal; and 

a loop ?lter coupled in circuit With said phase/frequency 
detector and said clock frequency generator. 

2. An apparatus according to claim 1, Wherein said clock 
generator is operative to generate a ?Xed output frequency 
signal. 

3. An apparatus according to claim 1, Wherein said clock 
frequency generator is operative to generate a ?Xed output 
frequency signal that is at least an order of magnitude higher 
than the highest baud rate of said prescribed range. 

4. Amethod of generating an output frequency signal that 
is synchroniZed With the clock rate of an input data signal 
having a baud rate Which may vary over a prescribed range, 
comprising the steps of: 

(a) providing a phase locked loop PLL that includes 
a clock frequency generator, 
a variable divider, from Which the output frequency 

signal is derived and being operative to divide an 
output frequency signal generated by said clock 
frequency generator by a variable divisor and pro 
ducing therefrom a divided clock signal having a 
frequency corresponding to said data rate and Which 
may fall anyWhere Within said prescribed range, 

a phase/frequency detector coupled to receive said 
input data signal and said divided clock signal pro 
duced by said variable divider, and being operative 
to generate an output representative of the phase/ 
frequency difference betWeen said input data signal 
and said divided clock signal, and 

a loop ?lter coupled in circuit With said phase/ 
frequency detector and said clock frequency genera 
tor; and 
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(b) maintaining the bandwidth of said PLL constant over 
said prescribed range by con?guring said phase/ 
frequency detector to have a gain constant that is 
proportional to said variable divider, and comprising 
con?guring said phase/frequency detector as a phase/ 
frequency detector circuit that is operative to produce 
an output current in accordance With the phase/ 
frequency difference betWeen said input data signal and 
said divided clock signal, and an integrator that is 
operative to generate an output voltage representative 
of the integral of said output current. 

5. A method according to claim 4, Wherein said phase 
detector includes a charge pump that is operative to charge 
a capacitor With said output current in accordance With the 
phase/frequency difference betWeen said input data signal 
and said divided clock signal, and an integrating resistor 
coupled in circuit With said capacitor and being operative to 
generate an output voltage representative of the integral of 
said output current. 

6. A method according to claim 4, Wherein said clock 
frequency generator generates a ?xed output frequency 
signal that is at least an order of magnitude higher than the 
highest baud rate of said prescribed range, and Wherein said 
prescribed range covers plural orders of magnitude of baud 
rate variation. 

7. An apparatus for generating an output frequency signal 
that is synchroniZed With the clock rate of an input data 
signal that has a baud rate that varies over a prescribed 
range, the apparatus comprising: 

a clock frequency generator; 
a variable divider to divide an output frequency signal 

generated by said clock frequency generator by a 
variable divisor and produce therefrom a divided clock 
signal having a frequency corresponding to said clock 
rate and Which is Within said prescribed range; 

a phase/frequency detector having a gain constant that is 
proportional to said variable divisor, an output repre 
sentative of a phase/frequency difference betWeen the 
input data signal and said divided clock signal, and 
comprising 
a ?rst input to receive said input data signal, 
a second input to receive said divided clock signal 

produced by said variable divider, 
a phase/frequency detector circuit coupled to said ?rst 

and second inputs, said phase/frequency detector 
circuit to produce an output current in accordance 
With a phase/frequency difference betWeen said input 
data signal and said divided clock signal, and 

an integrator to generate an output voltage based on an 
integral of said output current; and 

a loop ?lter coupled in circuit With said phase/ 
frequency detector and said clock frequency genera 
tor. 

8. An apparatus according to claim 7, Wherein said clock 
generator generates a ?Xed output frequency signal. 

9. An apparatus according to claim 7, Wherein said 
prescribed range covers plural orders of magnitude of baud 
rate variation. 

10. An apparatus according to claim 7, Wherein said clock 
frequency generator generates a ?Xed output frequency 
signal that is at least an order of magnitude higher than the 
highest baud rate of said prescribed range, and Wherein said 
prescribed range covers plural orders of magnitude of baud 
rate variation. 

11. An apparatus for generating an output frequency 
signal that is synchroniZed With the clock rate of an input 
data signal that has a baud rate Which varies over a pre 
scribed range, the apparatus comprising: 
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6 
a clock frequency generator; 

a variable divider to divide an output frequency signal 
generated by said clock frequency generator by a 
variable divisor and producing therefrom a divided 
clock signal having a frequency corresponding to said 
clock rate and Which falls Within said prescribed range; 

a phase/frequency detector having a gain constant that is 
proportional to said variable divisor, an output current 
representative of a phase/frequency difference betWeen 
the input data signal and said divided clock signal, and 
comprising 
a ?rst input to receive said input data signal, 
a second input to receive said divided clock signal 

produced by said variable divider, a capacitor, 
a charge pump to charge said capacitor With said output 

current, and 
a resistor coupled to said capacitor and said charge 
pump to generate an output voltage representative of 
the integral of said output current; and 

a loop ?lter coupled betWeen said integrating resistor and 
said clock frequency generator. 

12. An apparatus according to claim 11, Wherein said 
clock generator generates a ?Xed output frequency signal. 

13. An apparatus according to claim 11, Wherein said 
prescribed range covers plural orders of magnitude of baud 
rate variation. 

14. An apparatus according to claim 11, Wherein said 
clock frequency generator generates a ?Xed output fre 
quency signal that is at least an order of magnitude higher 
than the highest baud rate of said prescribed range, and 
Wherein said prescribed range covers plural orders of mag 
nitude of baud rate variation. 

15. A method of generating an output frequency signal 
that is synchroniZed With the clock rate of an input data 
signal having a baud rate Which may vary over a prescribed 
range, comprising the steps of: 

(a) providing a phase locked loop PLL that includes 
a clock frequency generator, said clock frequency gen 

erator generating a ?Xed output frequency signal that 
is at least an order of magnitude higher than the 
highest baud rate of said prescribed range, and said 
prescribed range covering plural orders of magnitude 
of baud rate variation, 

a variable divider, from which the output frequency 
signal is derived and being operative to divide an 
output frequency signal generated by said clock 
frequency generator by a variable divisor and pro 
ducing therefrom a divided clock signal having a 
frequency corresponding to said data rate and Which 
may fall anyWhere Within said prescribed range, 

a phase/frequency detector coupled to receive said 
input data signal and said divided clock signal pro 
duced by said variable divider, and being operative 
to generate an output representative of the phase/ 
frequency difference betWeen said input data signal 
and said divided clock signal, and 

a loop ?lter coupled in circuit With said phase/ 
frequency detector and said clock frequency genera 
tor; and 

(b) maintaining the bandWidth of said PLL constant over 
said prescribed range by con?guring said phase/ 
frequency detector to have a gain constant that is 
proportional to said variable divider. 

* * * * * 


