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HAND FREE TELEPHONE PICKING UP 
DEVICE 

FIELD OF THE INVENTION 

The present invention generally relates to a device for 
allowing a telephone user to selectively ansWer a phone call 
Without picking up the handset of the telephone. 

BACKGROUND OF THE INVENTION 

A regular desktop telephone as shoWn in FIG. 3 of the 
attached draWings comprises a telephone body 10 and a 
handset 11 removably received in a cradle formed in the 
telephone body 10. Acable 14 connects the handset 11 to the 
telephone body 10. The telephone is connected to a public 
exchange station by a subscriber line 13 Whereby a signal 
may be transmitted from the public exchange station to the 
telephone. Auser may ansWer a phone call by picking up the 
handset 11. This action requires using the user’s hand. This 
may cause certain problems if the user is using both his or 
her in for example operating a computer. 

It is thus desirable to provide a device for alloWing a user 
to ansWer a phone call Without hand holding a handset of a 
telephone so as to overcome the problems mentioned above. 

SUMMARY OF THE INVENTION 

Accordingly, an object of the present invention is to 
provide a hand free telephone picking up device Which 
alloWs a user to ansWer a phone call Without picking up the 
handset With hands. 

Another object of the present invention is to provide a 
device Which alloWs a user to selectively ansWering a phone 
call by hand picking up the handset or by using a headset. 
A further object of the present invention is to provide a 

hand free telephone picking up device Which alloWs general 
consumers to install With a regular telephone Without factory 
modi?cation of the telephone. 

To achieve the above objects, in accordance With the 
present invention, there is provided a hand free telephone 
picking up device for alloWing a user to pick up a telephone 
handset Without using his or her hands is disclosed. The hand 
free telephone picking up device comprises a control unit 
having a control circuit arranged inside a casing. The control 
circuit is connected betWeen a telephone and a handset of the 
telephone. A ?rst activation key is provided on the control 
unit for alloWing signal received by the telephone to be 
passed to the handset so as to alloW the user to ansWer a 

phone call by hand picking up the handset. The control unit 
has a signal receiving/transmitting device Which is coupled, 
via electromagnetic Waves, to a counterpart receiving/ 
transmitting device arranged in a headset. A second activa 
tion key is formed on the headset Whereby the user may 
actuate the second activation key for alloWing signals 
received by the telephone to be passed to the headset. A 
handset raising device comprising a solenoid is electrically 
coupled to the control unit Whereby When the second acti 
vation key is actuated, the solenoid raises the handset to 
alloW signals to be received by the telephone and then 
transmitted to the headset. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention Will be apparent to those skilled in 
the art by reading the folloWing description of a preferred 
embodiment thereof, With reference to the attached 
draWings, in which: 
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2 
FIG. 1 is a schematic vieW shoWing a telephone With a 

hand free telephone picking up device in accordance With 
the present invention mounted thereto, cables connected 
betWeen the telephone and the hand free telephone picking 
up device being omitted for simplicity; 

FIG. 2 is a side elevational vieW of FIG. 1; 

FIG. 3 is a schematic vieW shoWing a conventional 
desktop telephone; 

FIG. 4 is schematic vieW shoWing the hand free telephone 
picking up device of the present invention and the telephone; 
and 

FIG. 5 is a block diagram of the hand free telephone 
picking up device of the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

With reference to the draWings and in particular to FIGS. 
1 and 4, a hand free telephone picking up device constructed 
in accordance With the present invention is adapted to be 
coupled to a regular desktop telephone that receives a phone 
call and associated signals from a public exchange station 
via a subscriber line for alloWing a user to selectively ansWer 
a phone call by either picking up the handset of the tele 
phone as is conventionally done or activating and using a 
headset. The hand free telephone picking up device of the 
present invention comprises a control unit 20, a handset 
raising device 30 and a Wireless headset 40. The control unit 
20 comprises a casing (not labeled) inside Which a circuit is 
arranged. The circuit is connected to a telephone 10 by 
means of cables 14, 29, alloWing signals received by the 
telephone 10 from a public exchange station to be transmit 
ted to the control unit 20. 

With reference to FIGS. 1, 2, 4 and 5, the circuit inside the 
casing of the control unit 20 comprises ?rst transmitting/ 
receiving means 21, such as a blue tooth-based transmitter/ 
receiver. An antenna 22 is mounted on a top face of the 
casing of the control device 20 and in electrical connection 
With the ?rst transmitting/receiving means 21. 

The casing of the control unit 20 forms a receiving/ 
charging slot 23 for receiving and selectively charging the 
Wireless headset 40. A ?rst activation key 24 is mounted on 
the casing of the control unit 20. Indicators 25, such as 
LEDs, are mounted on the casing for indicating the opera 
tion status of the hand free telephone picking up device of 
the present invention. A ?rst electrical socket 26 is formed 
on the casing of the control unit 20 to Which a plug (not 
shoWn) formed on an end of the cable 14 is removably 
received for connection of the cable 14 to the transmitting/ 
receiving means 21 of the control unit 20. Another end of the 
cable 14 is connected to the handset 11 of the telephone 10. 
A second electrical socket 27 is formed on the casing of the 
control unit 20 to Which a plug formed on an end of the cable 
29 is received. The cable 29 has a second end connected to 
the telephone 10 Whereby the control unit 20 is connected 
betWeen the telephone 10 and the handset 11. 

Preferably, the sockets 26, 27 and the associated plugs are 
the so-called RJ-ll standard socket-plug pairs for alloWing 
an easy engagement and separation of the plug and the 
sockets so that a user may readily install the hand free 
telephone picking up device Without factory modi?cation of 
the telephone 10. 

In the embodiment illustrated, the control unit 20 is 
poWered by a poWer source 28 external to the control device 
20, such as an electric main. The poWer is also supplied to 
the receiving/charging slot 23 to charge the headset 40, if 
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suitable. If desired, an internal power source may be 
arranged inside the control unit 20. The internal poWer 
source may be any suitable poWer source, such as a battery 
set or an rechargeable cell Which may be charged by the 
external poWer source 28. 

As shoWn in FIGS. 1 and 2, the handset raising device 30 
comprises a holloW base (not labeled) in Which solenoid 
means 31 is ?xed. The solenoid means 31 has a push rod 32 
movable betWeen a retracted position and an extended 
position When the solenoid means 31 is actuated. A handset 
retaining arm 33 made of a deformable material extends 
from the push rod 32 With a free end thereof retaining the 
handset 11. The free end of the handset retaining arm 33 is 
suitably deformed to ?rmly retain the handset 11 thereon. 
Dashed lines of FIG. 2 shoW tWo deformed conditions of the 
handset retaining arm 33. The solenoid means 31, once 

actuated, moves the push rod 32 upWards thereby raising the 
handset 11 for picking up a phone call to the telephone 10. 

In the embodiment illustrated, the control unit 20 and the 
handset raising device 30 are made separate parts. Connect 
ing elements 34 are formed betWeen the handset raising 
device 30 and the control unit 20 for releasably attaching the 
handset raising device 30 to the control unit 20. HoWever, it 
is apparent to those skilled in the art to combine the handset 
raising device 30 With the control unit 20 as a single unit 
Whereby no connecting elements 34 are needed and the 
overall structure is simpli?ed. 
As shoWn in FIGS. 1 and 5, the headset 40 comprises 

second transmitting/receiving means 41, such as a blue 

tooth-based transmitted/receiver, arranged inside a casing 
(not labeled) of the headset 40 for receiving and transmitting 
signals betWeen the headset 40 and the control unit 20. The 
second transmitting/receiving means 41 is Wirelessly con 
nectable to the ?rst transmitting/receiving means by elec 
tromagnetic Waves for transmitting signals therebetWeen. A 
second activation key 43 is formed on the casing of the 
headset 40 for user’s actuation to ansWer phone call With the 
headset 40. A microphone 42 is built in the headset 40 at a 
suitable position for user’s to speak to the headset 40. A 
holding element 44 is formed on the casing of the headset 40 
for securely holding the headset 40 on the head of a user 
Whereby the microphone 42 is positioned close to the mouth 
of the user. An internal poWer source (not shoWn) is built in 
the headset 40 Which may be a battery set or, preferably a 
rechargeable cell. The headset 40 is con?gured to be 
received and retained in the receiving/charging slot 23 of the 
control device 20. Preferably, corresponding contact pads 
are formed on both the receiving/charging slot 23 and the 
headset 40 Which engages each other When the headset 40 is 
received in the receiving/charging slot 23 for charging the 
rechargeable cell of the headset 40. 

In operation, When an incoming call is detected by the 
telephone 10, the telephone 10 rings. The user may select to 
ansWer the phone call by using the handset 11 or the headset 
40. If the user selects to use the handset 11, then the ?rst 
activation key 24 formed on the control unit 20 is actuated. 
Signal is alloWed to pass the control unit 20 to the handset 
11. The user may then ansWer the phone call With the 
handset 11 as a regular telephone. 

If the user selects to ansWer With the headset 40, the 
second activation key 43 of the headset 40 is actuated. 
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Signal is then transmitted to the headset 40 via the ?rst and 
second transmitting/receiving means 21, 41 and the antenna 
22. Actuation of the second activation key 43 triggers the 
solenoid means 31 of the handset raising device 30 to raise 
the handset 11. This alloWs the signal received by the 
telephone 10 to be transmitted to the control unit 20 and is 
in turn transferred to the headset 40. The headset 40 may be 
securely held on the head of the user by the holding element 
44 thereby freeing the user hands in ansWering the call. 

To terminate the call, the user simply actuates the second 
activation key 43 again. The solenoid means 31 is 
de-energiZed and the handset 11 is loWered doWn back to the 
handset cradle of the telephone 10 thereby hanging off the 
telephone 10. 

In accordance With the present invention, the telephone 10 
requires no modi?cation to connect to the control unit 20, a 
user may be alloWed to install the hand free telephone 
picking up device of the present invention by himself or 
herself Without any dif?culty. 

Although the present invention has been described With 
reference to the preferred embodiment thereof, it is apparent 
to those skilled in the art that a variety of modi?cations and 
changes may be made Without departing from the scope of 
the present invention Which is intended to be de?ned by the 
appended claims. 
What is claimed is: 
1. A hand free telephone picking up device comprising: 
a control unit comprising a circuit arranged inside a 

casing adapted to be electrically connected betWeen a 
telephone that receives external signals from a tele 
phone line and a handset of the telephone, the circuit 
comprising ?rst transmitting/receiving means, the con 
trol unit comprising a handset activation key Which 
When actuated alloWs the handset to be connected to the 
telephone via the circuit; 

a headset comprising second transmitting/receiving 
means selectively and Wirelessly connectable to the 
?rst transmitting/receiving means for transmitting sig 
nals therebetWeen, the headset comprising a micro 
phone and an earphone and a headset activation key 
Which When actuated alloWs the second transmitting/ 
receiving means to be Wirelessly connected to the ?rst 
transmitting/receiving means Whereby the microphone 
and the earphone are electrically coupled to the 
telephone, the headset comprising retaining means 
adapted to retain the headset on a user head Whereby 

the user may use the microphone and the earphone to 
speak and listen When the headset activation key is 
actuated; and 

means for selectively raising the handset of the telephone, 
the handset raising means being coupled to the control 
unit Whereby When the headset activation key is 
actuated, the handset raising means is activated to raise 
and thus pick up the handset for activating the tele 
phone to receive the external signals. 

2. The device as claimed in claim 1, Wherein the headset 
comprises a built-in rechargeable poWer supply. 

3. The device as claimed in claim 2, Wherein the casing of 
the control unit de?nes a recess for receiving the headset 
therein, contacts being formed in the recess for electrically 
contacting corresponding contacts formed on the headset for 
recharging the rechargeable poWer supply of the headset. 
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4. The device as claimed in claim 1, Wherein the control 
unit further comprises an antenna for transmitting/receiving 
signals to/from the headset. 

5. The device as claimed in claim 1, Wherein the casing of 
the control unit de?nes a socket for removably receiving a 
plug formed on an end of a cable extending from the 
telephone and a socket for removably receiving a plug 
formed on an end of a cable extending from the handset, 
both sockets being in electrical connection With the control 
circuit. 

6. The device as claimed in claim 1, Wherein the handset 
raising means comprises a solenoid having a push rod 
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movable betWeen ?rst and second positions When the sole 

noid is activated/deactivated. 

7. The device as claimed in claim 6, Wherein a handset 

support arm eXtends from the push rod, the handset support 
arm being deformable to accommodate the handset so as to 

?rmly supporting the handset thereon. 

8. The device as claimed in claim 1 further comprising 

connecting members to secure the handset raising means to 

the casing of the control unit. 


