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(57) ABSTRACT 

A method of ?ltering a packet data stream as transmitted in 
a digital audiovisual transmission system characterized in 
that transport packet data is ?ltered at a ?rst stage by a digital 
?lter according to the characteristics of the transport packet 
header, selected ?ltered data being then passed directly to a 
memory element Within the receiver/decoder. In a second 
aspect, the method comprises ?ltering a packet data stream 
characterized in that transport packet data is ?ltered at a ?rst 
stage by a ?rst digital ?lter according to the characteristics 
of the transport packet header, selected ?ltered data from the 
paload corresponding to a continuous ?uX of data then being 
passed to a second digital ?lter for a second stage of ?ltering. 

8 Claims, 4 Drawing Sheets 
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PACKET FILTERING 

The present invention relates to a method and apparatus 
for ?ltering a digital packet data stream as used in a digital 
audiovisual transmission system, in particular a packet data 
stream conforming to an MPEG format for a digital televi 
sion system. 

Conventional digital television broadcast systems trans 
mit data in the form of discrete transport stream packets or 
transport packets, each packet being of a predetermined 
length and containing a header and a payload. The MPEG-2 
standard is the currently favoured standard in this domain 
and sets out a predetermined format for transport packets. 

The packet header comprises general descriptive data 
regarding the packet, Whilst the payload comprises the data 
to be processed at the receiver. The packet header includes 
a packet ID or PID identifying the packet. The payload of the 
packet may contain audio, video or other data such as 
application data processed by the receiver/decoder to pro 
vide extra functions, for example to generate a program 
guide or other visual data that may be superimposed on the 
screen over the normally displayed program. 

Conventionally, the incoming data stream is ?ltered by a 
receiver/decoder according to the PID of each packet. 
Demultiplexed visual and audio data is then passed directly 
to dedicated processor elements in the receiver/decoder 
adapted to generate real time visual and audio images 
respectively. Teletext and subtitle data are similarly passed 
directly to the general microprocessor of the receiver/ 
decoder to generate real time teletext and subtitle displays. 

Data requiring immediate processing such as visual, 
audio, teletext and subtitle data is communicated to an 
appropriate processor in the form of What is conventionally 
knoWn as a packetised elementary stream or PES. This 
continuous ?ux of data, Which is formed by assembling the 
payloads of the transport packets, itself comprises a 
sequence of packets, each PES packet comprising a packet 
header and payload. Unlike the transport packet data, the 
length of a PES packet is variable. The ?ltered PES streams 
are processed immediately in order to provide a real time 
operation. 

Whilst visual, audio, teletext or subtitle data are the most 
common types of data de?ned by a PES stream, other ?ux 
type data may equally be organised as a PES stream. 

In addition to PES stream data, other data not requiring 
immediate processing may also be contained Within the 
payloads of the transport packets. Unlike PES data, Which is 
treated immediately by a processor to generate a real time 
output, this data is typically processed in an asynchronous 
manner by the processor. The data is often cyclical, i.e. the 
functions de?ned by the data are called up at several 
intervals by a processor. An example of data of this kind is 
the so-called Programme Speci?c Information or PSI data. 

In this case, the data contained in the payload of the 
transport packets is divided into a series of sections or tables, 
each including a header and a payload, the header including 
a table ID or TID identifying the table. After the initial PID 
?ltering, a second stage of ?ltering based on the section 
header is used to divide out modules With the same TID, and 
the payloads of these modules are stored and gradually 
assembled in a memory element in the receiver/decoder to 
build up the doWnloaded application. Unlike PES data, the 
order in Which the sections arrive is not important, since the 
application is assembled over a period of time. 

An example of a conventional decoder architecture for 
?ltering PES and PSI type data is shoWn in the European 
Patent Application EP 0735776 (Hitachi). Transport packet 
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2 
data is initially stored in a packet landing buffer, after Which 
an initial stage of PID ?ltering is carried out. Audio and 
video PES data is immediately passed to audio and video 
decoders for real-time processing, Whilst a second stage of 
?ltering at the PSI section header or TID level is carried out 
for PSI data, such data being thereafter stored in a system 
decoder buffer. 

The European Patent Application EP 0714213 (LG 
Electronics) describes a similar decoder architecture and, in 
addition, discusses the analysis of adaptation ?eld or ADF 
data contained in the header of transport packets used to 
convey PES data. 

Whilst the use of a set of assembled sections enables 
complex applications to be doWnloaded and executed by the 
microprocessor, the steps required in this process lead to a 
relatively long processing time since all tables having the 
same TID must be identi?ed, ?ltered out and stored in the 
memory before the application is complete. 

It is an object of the present invention to provide a 
method and apparatus for ?ltering transmitted data packets 
Which overcomes the disadvantages of the knoWn packet 
?ltering systems. 

According to one aspect of the present invention, there is 
provided a method of ?ltering a packet data stream as 
transmitted in an digital audiovisual transmission system 
and received by a receiver/decoder characterised in that 
transport packet data is ?ltered at a ?rst stage by a ?rst 
digital ?lter according to the characteristics of the transport 
packet header, selected ?ltered data then being passed 
directly to a memory element Within the receiver/decoder. 

This method of treating the packet data represents a 
radical departure to the conventional method, in Which data 
?ltered according to the PID packet header value is either 
sent directly (in the form of a PES stream) to a dedicated 
processor or is ?ltered in a second stage according to a TID 
or PSI header value before being assembled in the memory 
of the decoder. 

By storing transport packet data directly after a ?rst stage 
?ltering, the present invention permits the direct and rapid 
processing of data that Would otherWise have to be compiled 
over a period of time by assembling a series of tables etc. For 
example, raW or native data may be carried in the payload 
of the transport packet for storage in the memory and 
subsequent use by the main processor of the receiver/ 
decoder. 

The transport packet data may be ?ltered at least accord 
ing to the value of a packet ID or PID Within the transport 
packet header. HoWever, in a preferred embodiment the data 
may be ?ltered according to other bit values Within the 
transport packet header in addition to the value of the packet 
ID. 

The data passed to and stored in the memory element 
may correspond to only a part of a transport packet, for 
example, the payload of a packet. Preferably, hoWever, a 
complete transport packet including the packet header and 
payload is passed to and stored in the memory element. This 
facilitates later treatment of the packet data. For example, it 
may be desired to carry out an analysis of the transport 
packet header characteristics. 

In the case Where an MPEG-type format is used, the 
transport packet data is transmitted in packets of ?xed siZe. 
In one advantageous embodiment, a ?ltered packet is passed 
to a memory element having the same siZe as the ?xed 
packet siZe. 

Data contained Within the payload of the transport packet 
may itself be organised in the form of secondary packets of 
data each With a header and a payload. Unlike the transport 
packets, these secondary data packets may have a variable 
packet length. 
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In particular, in the case Where the transmitted data is 
organised in an MPEG format, the data contained in the 
payload of an MPEG transport packet may be organised in 
the form of a packetised elementary stream or PES. This 
packetised elementary stream may correspond to a video, 
audio, teletext, subtitle or other packetised elementary 
stream Which may be processed directly by a corresponding 
processor of the receiver/decoder. 

In addition to passing selected packets to a memory 
element, the digital ?lter may also be used to pass selected 
data to a processor, eg to pass selected data to a visual 
processor to generate an image, Without ?rst being stored in 
a memory element. 

Data may be passed to a processor for execution either 
directly or via a second digital ?lter stage. In the case Where 
data contained in the payload of transport packets is orga 
nised in the form of secondary data packets, the second 
digital ?lter may ?lter the packets based on the value of one 
or more elements of the header of the secondary packets of 
data. 

Data ?ltered by the second digital ?lter may be passed to 
an associated memory element for storage and/or to a 
processor for decoding after having been ?ltered. 

According to a second aspect, the present invention 
comprises a method of ?ltering a packet data stream as 
transmitted in an digital audiovisual transmission system 
and received by a receiver/decoder characterised in that 
transport packet data is ?ltered at a ?rst stage by a ?rst 
digital ?lter according to the characteristics of the transport 
packet header, selected ?ltered data from the payload cor 
responding to a continuous ?ux of data then being passed to 
a second digital ?lter for a second stage of ?ltering. 

Again, unlike knoWn systems, the payload data subjected 
to the second ?ltering stage corresponds to a continuous ?ux 
of data, rather than, for example, a set of tabulated sections 
that are assembled over a period of time. 

As With the ?rst aspect of the invention, the continuous 
?ux of data contained in the payload of transport packets 
may further be organised in the form of secondary data 
packets, the second digital ?lter acting to ?lter the packets 
based on the value of one or more elements of the header of 
the secondary packets of data. 

This aspect of the present invention is particularly appli 
cable to a method of ?ltering a packet data stream in Which 
the transmitted data is organised in an MPEG format, 
notably in Which the continuous ?ux of data contained in the 
payload of a ?ltered and stored MPEG packet is organised 
in the form of a packetised elementary stream. 

As before, data ?ltered by the second digital ?lter may be 
passed to an associated memory element for storage and/or 
to a processor for execution, depending on the results of the 
?ltering. 

As Will be appreciated, any of the methods of ?ltering 
packet data described above, according to either the ?rst or 
second aspects of the present invention, may be carried out 
in parallel With other ?ltering of the transport packet data. In 
particular, ?ltering of transport packet data may also be 
carried out according to the value of the PID of the transport 
packet stream so as to divide out packetised elementary 
stream data to be sent to a corresponding processor element. 

In addition, parallel ?ltering of transport packet data 
according to the value of the PID, folloWed by a further 
?ltering of sections contained Within the payload of a 
transport packet according to the value of the section header 
may also be carried out. 

The present invention extends in one aspect to a receiver/ 
decoder for a digital audiovisual transmission system com 
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4 
prising a ?rst digital ?lter and memory element, character 
ised in that selected transport packet data is ?ltered at a ?rst 
stage by the ?rst digital ?lter according to the characteristics 
of the transport packet header and thereafter passed directly 
to the memory element. 

The present invention equally extends to a receiver/ 
decoder for a digital audiovisual transmission system com 
prising a ?rst and second digital ?lter, characterised in that 
transport packet data is ?ltered at a ?rst stage by the ?rst 
digital ?lter, selected ?ltered data from the payload corre 
sponding to a continuous ?ux of data then being passed to 
the second digital ?lter for a second stage of ?ltering. 

In the context of the present application the term “digital 
audiovisual transmission system” refers to all transmission 
systems for transmitting or broadcasting primarily audiovi 
sual or multimedia digital data. Whilst the present invention 
is particularly applicable to a broadcast digital television 
system such as a satellite, terrestrial or cable television 
system, the present invention may equally be used in ?lter 
ing data sent by a ?xed telecommunications netWork for 
multimedia internet applications, combination telecommu 
nication and broadcast systems etc. 

The term MPEG refers to the data transmission standards 
developed by the International Standards Organisation 
Working group “Motion Pictures Expert Group” and notably 
the MPEG-2 standard developed for digital television appli 
cations and set out in the documents ISO 13818-1, ISO 
13818-2, ISO 13818-3, and ISO 13818-4. In the context of 
the present patent application, the term includes all variants, 
modi?cations or developments of the basic MPEG formats 
applicable to the ?eld of digital data transmission. 

Similarly, Whilst the description refers to “receiver/ 
decoders” and “decoders” it Will be understood that the 
present invention applies equally to embodiments having a 
receiver integrated With the decoder as to a decoder unit 
functioning in combination With a physically separate 
receiver, as Well as decoder units incorporating other func 
tionalities such as Web broWsers or decoders integrated With 
other devices, such as video recorders, televisions etc. 

There Will noW be described, by Way of example only, a 
preferred embodiment of the present invention, With refer 
ence to the attached ?gures, in Which: 

FIG. 1 shoWs an overvieW of a digital television system; 
FIG. 2 shoWs the elements of a receiver/decoder for use 

in a digital television system; 
FIG. 3 shoWs the digital ?lters used in the decoder of 

FIG. 2 to ?lter packet data according to this embodiment of 
the present invention; and 

FIG. 4 shoWs the structure of data packets Within the 
transmitted data stream as Well as the structure of data 
contained Within the payload of such packets. 

An overvieW of a digital television system 1 according to 
the present invention is shoWn in FIG. 1. The invention 
includes a mostly conventional digital television system 2 
that uses the knoWn MPEG-2 compression system to trans 
mit compressed digital signals. In more detail, MPEG-2 
compressor 3 in a broadcast centre receives a digital signal 
stream (typically a stream of video signals). The compressor 
3 is connected to a multiplexer and scrambler 4 by linkage 
5. 

The multiplexer 4 receives a plurality of further input 
signals, assembles the transport stream and transmits com 
pressed digital signals to a transmitter 6 of the broadcast 
centre via linkage 7, Which can of course take a Wide variety 
of forms including telecommunications links. The transmit 
ter 6 transmits electromagnetic signals via uplink 8 toWards 
a satellite transponder 9, Where they are electronically 
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processed and broadcast via notional doWnlink 10 to earth 
receiver 12, conventionally in the form of a dish oWned or 
rented by the end user. The signals received by receiver 12 
are transmitted to an integrated receiver/decoder 13 oWned 
or rented by the end user and connected to the end user’s 
television set 14. The receiver/decoder 13 decodes the 
compressed MPEG-2 signal into a television signal for the 
television set 14. 

Other transport channels for transmission of the data are 
of course possible, such as terrestrial broadcast, cable 
transmission, combined satellite/cable links, telephone net 
Works etc. 

In a multichannel system, the multiplexer 4 handles 
audio and video information received from a number of 
parallel sources and interacts With the transmitter 6 to 
broadcast the information along a corresponding number of 
channels. In addition to audiovisual information, messages 
or applications or any other sort of digital data may be 
introduced in some or all of these channels interlaced With 
the transmitted digital audio and video information. 
A conditional access system 15 is connected to the 

multiplexer 4 and the receiver/decoder 13, and is located 
partly in the broadcast centre and partly in the decoder. It 
enables the end user to access digital television broadcasts 
from one or more broadcast suppliers. A smartcard, capable 
of deciphering messages relating to commercial offers (that 
is, one or several television programmes sold by the broad 
cast supplier), can be inserted into the receiver/decoder 13. 
Using the decoder 13 and smartcard, the end user may 
purchase commercial offers in either a subscription mode or 
a pay-per-vieW mode. 

As mentioned above, programmes transmitted by the 
system are scrambled at the multiplexer 4, the conditions 
and encryption keys applied to a given transmission being 
determined by the access control system 15. Transmission of 
scrambled data in this Way is Well knoWn in the ?eld of pay 
TV systems. Typically, scrambled data is transmitted 
together With a control Word for descrambling of the data, 
the control Word itself being encrypted by a so-called 
exploitation key and transmitted in encrypted form. 

The scrambled data and encrypted control Word are then 
received by the decoder 13 having access to an equivalent of 
the exploitation key stored on a smart card inserted in the 
decoder to decrypt the encrypted control Word and thereafter 
descramble the transmitted data. A paid-up subscriber Will 
receive, for example, in a broadcast monthly ECM 
(Entitlement Control Message) the exploitation key neces 
sary to decrypt the encrypted control Word so as to permit 
vieWing of the transmission. 

An interactive system 16, also connected to the multi 
plexer 4 and the receiver/decoder 13 and again located partly 
in the broadcast centre and partly in the decoder, enables the 
end user to interact With various applications via a modem 
back channel 17. The modem back channel may also be used 
for communications used in the conditional access system 
15. An interactive system may be used, for example, to 
enable the vieWer to communicate immediately With the 
transmission centre to demand authorisation to Watch a 
particular event, doWnload an application etc. 

Referring to FIG. 2, the elements of the receiver/decoder 
13 or set-top box adapted to be used in the present invention 
Will noW be described. The elements shoWn in this ?gure 
Will be described in terms of functional blocks. 

The decoder 13 comprises a central processor 20 includ 
ing associated memory elements and adapted to receive 
input data from a serial interface 21, a parallel interface 22, 
a modem 23 (connected to the modem back channel 17 of 
FIG. 1), and sWitch contacts 24 on the front panel of the 
decoder. 
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6 
The decoder is additionally adapted to receive inputs 

from an infra-red remote control via a control unit 26 and 
also possesses tWo smartcard readers 27, 28 adapted to read 
bank or subscription smartcards 29, 30 respectively. The 
subscription smartcard reader 28 engages With an inserted 
subscription card 30 and With a conditional access unit 29 to 
supply the necessary control Word to a demultiplexer/ 
descrambler 30 to enable the encrypted broadcast signal to 
be descrambled. The decoder also includes a conventional 
tuner 31 and demodulator 32 to receive and demodulate the 
satellite transmission before being ?ltered and demulti 
plexed by the unit 30. 

Processing of data Within the decoder is generally 
handled by the central processor 20. The softWare architec 
ture of the central processor may correspond to that used in 
a knoWn decoder and Will not be described here in any detail. 
It may be based, for example, on a virtual machine inter 
acting via an interface layer With a loWer level operating 
system implemented in the hardWare components of the 
decoder. In terms of the hardWare architecture, the decoder 
Will be equipped With a processor, memory elements such as 
ROM, RAM, FLASH etc. as in knoWn decoders. 

In the case of received audio and video signals, and as 
Will be described in more detail beloW, the MPEG packets 
containing these signals Will be demultiplexed and ?ltered 
so as to pass real time audio and video data in the form of 
a packetised elementary stream (PES) of audio and video 
data to dedicated audio and video processors or decoders 33, 
34. The converted output from the audio processor 33 passes 
to a preampli?er 35 and thereafter via the audio output of the 
receiver/decoder. The converted output from the video pro 
cessor 34 passes via a graphic processor 36 and PAL/ 
SECAM encoder 37 to the video output of the receiver/ 
decoder. 

The graphic processor 36 additionally receives graphic 
data for display (such as generated images etc) from the 
central processor 20 and combines this information With 
information received from the video processor 34 to gener 
ate a screen display combining moving images together With 
overlaid text or other images. 

In the case of received teletext and/or subtitle data, the 
conversion of the real time PES data to generate the appro 
priate images may also be handled by dedicated processors. 
HoWever, in most conventional systems, this is handled by 
the processor 20. 

The processing of the ?ltered audiovisual and teletext/ 
subtitle data to generate the necessary image and sound data 
is conventional and need not be described in any further 
detail. 

Referring noW to FIGS. 3 and 4, a system of ?ltering 
packet data Within the demultiplexer 30 Will noW be 
described. In FIG. 3, descrambled MPEG packets arriving 
from the descrambler part of the demultiplexer (not shoWn) 
are passed by a ?rst stage of digital ?lters 40. This stage of 
?lters comprises a standard set of four PID ?lters 41 for 
extracting visual, audio, teletext and subtitle data, four 
packet header ?lters 42 for extracting MPEG packets having 
predetermined header characteristics, and a further conven 
tional tWenty eight PID ?lters for extracting MPEG packets 
of a predetermined PID value. 

Referring to FIG. 4, the structure of a standard MPEG-2 
packet 60 of transmitted data is shoWn. The packet has a 
?xed length of 188 bytes and comprises a header 61 and a 
payload 62. The header 61 has a ?xed siZe of 4 bytes (32 
bits). The payload has a length of 184 bytes (1472 bits). 

The ?rst byte 62 of the header comprises synchronisation 
data, the remaining 3 bytes (24 bits) being occupied by a 
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packet ID or PID section 63 and other data 64. The PID 
section has a length of 13 bits, the other data occupying the 
remaining 11 bits. 

In detail in a standard MPEG packet, the 3 header bytes 
following the synchronisation data comprise: 

Transport error indicator 1 bit 
Payload unit start indicator 1 bit 
Transport priority 1 bit 
PID 13 bits 
Transport scrambling control 2 bits 
Adaptation ?eld control 2 bits 
Continuity counter 4 bits 

Referring back to FIG. 3, the ?lters 41 for extracting the 
video, audio etc data streams carry out a ?ltering process 
based solely on the value of the bits Within the PID section 
63. For this reason, the ?lters have a siZe of 13 bits, 
corresponding to the siZe of this section. 

As in conventional MPEG systems, certain transport 
packets at reserved PID addresses contain information 
regarding the PID addresses of audio packets, visual packets 
etc. This information enables the ?lters 41 to extract the 
correct packets for subsequent processing. Once the trans 
port packet header is removed, the extracted PES streams 
contained in the payload and ?ltered out by these ?lters are 
passed directly to the appropriate processors for real time 
conversion to image and sound data. 

By Way of contrast, the ?lters 42 according to this 
embodiment of the invention carry out a ?ltering of data 
based on the Whole of the packet header 63, 64 including the 
PID section 63 but excluding the synchronisation byte 62. 
For this reason, the ?lters 42 each have a siZe of 24 bits or 
3 bytes. 

As With all conventional digital ?lters, the ?lters 42 can 
be pre-set to recognise the presence or absence of a given bit 
or to ignore the value of a bit at a particular location by 
masking this bit. The ?lters 42 may be implemented in a 
?xed hardWare circuit or by means of a dedicated program 
mable processor operating With an embedded softWare pro 
gram. The characteristics of the digital ?lters 42 can be 
pre-programmed by the central control unit of the receiver/ 
decoder and may be changed as desired. 

In the present embodiment, four ?lters 42 have been 
indicated. For ease of representation, the four data streams 
emerging from the output of the ?lters have been shoWn as 
a single data flow. In other embodiments other numbers of 
such ?lters may be provided in parallel. 

Depending on the outcome of the ?ltering process, some 
of the data may be passed to and stored in a dedicated 
memory element 44, for example a RAM element. 
Alternatively, a predetermined space in the general memory 
of the receiver/decoder may be allocated to the storage of 
this data. In this embodiment, the Whole of a received and 
?ltered MPEG packet of data is stored in the memory 
element 44, Which has a corresponding siZe of 188 bytes. In 
alternative arrangements, only the 184 byte payload of the 
MPEG packet may be stored. As before, four such buffer 
elements Will be provided for each of the four ?lters. 

Data may be stored in the memory element according to 
either a simple mode, Where only the ?rst matching packet 
is stored, the remaining ?ltered packets being ignored, or a 
repeat mode Where each matching packet is stored in the 
memory, a neW packet erasing a previously stored packet. 

Once stored in the memory element 44, such data may be 
called up and processed at Will by the receiver/decoder. For 
example, the payload of the trasport packet may contain raW 
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or native code to be executed by elements of the decoder. 
Alternatively, it may be desired to analyse the characteristics 
of the header of the transport packet. 

Unlike knoWn systems for extracting and storing data 
modules arranged in a ?xed table form (see the description 
beloW of PID ?lters 42 and the subsequent processing), the 
?lter stage 42 is particularly adapted to ?ltering and storing 
transport packets containing PES data, such as video or 
audio PES data, as it arrives in one sequential block. As Will 
noW be described, instead of passing a transport packet to 
the memory 44, the ?lter 42 may remove the transport 
packet header and send the PES data contained in the 
payload to a second digital ?lter 45. 

Referring to FIG. 4, the loWer illustration represents PES 
data packet 65 that may be carried in one or more payloads 
62 of an MPEG packet 60. Unlike an MPEG packet, a PBS 
packet is of variable length and one PES packet may be 
carried in a plurality of transmitted MPEG packets. 

The PES packet comprises a header section 66 and 
payload 67. The header section 66 of a PBS packet breaks 
doWn as folloWs: 

Packet start code pre?x 3 bytes 
Stream identi?er 1 byte 
PES packet length 2 bytes 
Flag Field 2 bytes 
Optional Fields (variable length) 
Stu?ing bytes (variable length) 

In the present case, the elements of the PES header that 
are to be considered in the second stage ?ltering process and 
their maximum value are: 

From the Flag ?eld: 

Flags 8 bit max 
From the Optional Fields: 

PTS ?elds 33 bit max 
DTS ?elds 33 bit max 
DSM trick mode ?eld 8 bit max 

The meaning of each of the ?elds relates to the ?eld of 
digital broadcasting and Will be knoWn to one skilled in the 
art. The term “PTS” refers to the “Presentation Time Stamp” 
and determines the relative timing of display of data in that 
packet, “DTS” refers to “Decoder Time Stamp” and deter 
mines the relative timing of processing of data, and “DSM 
Trick Mode” is used to treat the data in a particular manner, 
eg by freeZing a frame, repeating a frame etc. The term 
“Flag ?elds” refers a set of ?ags indicating the presence or 
absence of certain information. In the present case, ?ltering 
is only carried out on half the available ?ags in the ?ag ?eld. 

Referring to FIG. 3, in order to correctly ?lter data based 
on the PES Header values described above, the second ?lter 
45 needs to have a siZe of 82 bits corresponding to the 
maximum siZe of all the above values. The ?ltering process 
can be carried out on an “OR” basis, i.e. if any of the ?elds 
(?ag, PTS, DTS, DSM Trick Mode) are present the PES 
stream may be sent to a memory element 46 or via a sWitch 
element 47 to the dedicated processor element for real time 
processing and presentation. As before, ?ltering may be 
carried out according to knoWn digital ?ltering techniques; 
masking, comparison of a ?eld to a given maximum/ 
minimum value etc. 

As described above, the ?ltering at the ?lter 45 has been 
carried out in relation to the PES header. HoWever, in other 
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embodiments, the ?ltering may carried out in relation to the 
payload. In such a case, the system operator de?nes the 
characteristics of the payload to permit ?ltering, for 
example, by de?ning a number of predetermined ?elds after 
the end of the header that may be identi?ed and ?ltered by 
the ?lter 45 etc. 

The memory 46 may have any value suf?cient to store a 
useful amount of PBS data. In the present case, a memory of 
1024 bytes has been chosen. 

The sWitch element 47 is needed in order to prevent 
overloading a given processor. As described above, the 
?ltering stages 42, 45 Work in parallel With the ?lters 41. In 
the case Where the ?lters 42,45 are set up to direct a given 
PES stream (for example, a video PES stream) to a processor 
for immediate real time processing, it is necessary to inhibit 
the supply of the same data stream type (for example, the 
video PES exiting from the ?lters 41) to the same processor. 

In addition to the ?lters 41, 42, the present embodiment 
also includes a further set of PID ?lters 43 adapted to 
identify and process doWnloaded application data stored in 
the form of sections Within the payload of the MPEG packet. 
Application data identi?ed by the PID ?lters 43 is routed via 
further set of thirty tWo section ?lters 48 Which carry out a 
further ?ltering operation based on the value of the section 
header including the table ID present in the header of the 
tables Within the MPEG packet payload. The ?ltered tables 
are then passed via FIFO buffers 49 to be assembled in the 
processor memory 50. 

As mentioned in the introduction, this ?ltering of data by 
table ID is in itself knoWn and described, for example, in the 
pending patent application PCI/EP97/02114 ?led in the 
name of the present applicants. As such, it need not be 
described in any further detail. 
What is claimed is: 
1. Amethod of ?ltering a stream of transport data packets 

transmitted in a digital audiovisual transmission system, 
comprising: 

a step of extracting from the stream of transport data 
packets a ?rst particular stream of data packets by a ?rst 
digital ?lter based on predetermined information in a 
transport packet header, Wherein thereby the ?rst par 
ticular stream of data packets comprises a continuous 
?ux of data in Which data packets of the ?rst particular 
stream of data packets each comprise a ?rst packet 
header and a ?rst payload, Wherein the ?rst payload 
comprises a second packet header and a second pay 
load; and 
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10 
a step of extracting from the ?rst particular stream of data 

packets a second particular stream of data packets by a 
second digital ?lter based on predetermined informa 
tion in the second packet headers, 

Wherein the ?rst particular stream of data packets is 
directly passed from the ?rst digital ?lter to the second 
digital ?lter. 

2. Amethod of ?ltering a stream of transport data packets 
as claimed in claim 1 in Which a transport data packet is 
?ltered at least according to a value of a packet ID Within the 
transport packet header. 

3. Amethod of ?ltering a stream of transport data packets 
as claimed in claim 1 in Which a transport data packet is 
?ltered according to other bit values Within the transport 
packet header in addition to the value of a packet ID Within 
the transport packet header. 

4. Amethod of ?ltering a stream of transport data packets 
as claimed in claim 1 in Which the transport data packets are 
organiZed in an MPEG format. 

5. Amethod of ?ltering a stream of transport data packets 
as claimed in claim 1 in Which the continuous ?ux of data 
is organiZed in the form of a packetiZed elementary stream. 

6. Amethod of ?ltering a stream of transport data packets 
as claimed in claim 1 in Which the second particular stream 
of data packets is passed to one of an associated memory 
element and a processor for execution. 

7. Amethod of ?ltering a stream of transport data packets 
as claimed in claim 1 in Which the method is carried out in 
parallel. 

8. A receiver for receiving data transmitted in an audio 
visual transmission system, comprising: 

a ?rst digital ?lter arranged to extract a ?rst set of 
particular data packets from a plurality of data packets 
in an input data stream based on predetermined infor 
mation in headers of the plurality of data packets; 

a second digital ?lter arranged to extract a second set of 
particular data packets from the ?rst set of particular 
data packets based on predetermined information in 
data packets in the ?rst set of particular data packets, 
Wherein the ?rst set of particular data packets is directly 
passed from the ?rst digital ?lter to the second digital 
?lter; and 

at least one memory element arranged to store the second 
set of particular data packets. 

* * * * * 


