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(57) ABSTRACT 

Amethod and apparatus for creating a data set With pending 
results are described. In one embodiment, the method 
includes receiving a user request to process data and pro 
cessing the user request to begin creating a ?nal result set 
With at least one ?eld being identi?ed as a pending result 
?eld. The processing, in turn, includes creating a portion of 
an initial result set containing the pending result ?eld before 
a ?nal value for the pending result ?eld is determined, and 
transforming the portion of the initial result set to create a 
portion of the ?nal result set before a ?nal value for the 
pending result ?eld is determined. The method further 
includes continuing processing the user request While the 
?nal value remains undetermined, and updating the ?nal 
result set With the ?nal value of the pending result ?eld once 
the ?nal value is determined. 

25 Claims, 14 Drawing Sheets 
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METHOD AND APPARATUS FOR CREATING 
A DATA SET WITH PENDING RESULTS 

FIELD OF THE INVENTION 

The present invention relates to the ?eld of processing 
data; more particularly, the present invention relates to 
creating a data set With pending results. 

BACKGROUND OF THE INVENTION 

To be successful in today’s economy, companies must 
have fast access to various sources of information. It is 
critical for an enterprise to be able to extract, transform, 
move, stage, and present key information across all points of 
the enterprise. This may require consolidating different types 
of information from multiple back end systems and analyZ 
ing that data over a netWorked environment, such as the 
Internet. Typically, providing information over the World 
Wide Web (herein after “the Web”, is a costly and time 
consuming effort, and the results are rarely optimiZed for the 
Internet. 

Existing tools do not alloW much ?exibility in transform 
ing various kinds of information into customiZed result sets 
(e.g., charts, spreadsheets, reports, etc.). For example, a 
report created for one user is typically used by this speci?c 
user only. Other user requests for a similar report are 
processed aneW. In addition, formation of the report, includ 
ing grouping and pagination of report records, is typically 
performed on a client machine, thereby increasing the 
amount of data being sent to the client machine and delaying 
the delivery of the report to the user. 

Furthermore, When a page of a result set contains a value 
that cannot be computed until subsequent pages are 
processed, this page is not built until the value is computed. 
For example, if a ?rst report page contains a grand total 
Which cannot be computed until the entire report is built, the 
user does not see the ?rst report page until all the report 
pages are created. It is not uncommon for an enterprise 
report to include more than 1,000 pages. For a report of such 
length, the Waiting time may be signi?cant and may seri 
ously affect the speed of delivering the report to the user. 

Therefore, What is needed is a data processing tool Which 
enables rapid creation and distribution of customiZed result 
sets to the users. 

SUMMARY OF THE INVENTION 

A method and apparatus for creating a data set With 
pending results are described. In one embodiment, the 
method includes receiving a user request to process data and 
processing the user request to begin creating a ?nal result set 
With at least one ?eld being identi?ed as a pending result 
?eld. A pending result ?eld is a ?eld Whose ?nal value 
cannot be calculated until a certain stage in the creation of 
the ?nal result set is reached. The processing of the user data 
includes creating a portion of an initial result set containing 
the pending result ?eld before a ?nal value for the pending 
result ?eld is calculated, and transforming the portion of the 
initial result set to create a portion of the ?nal result set 
before a ?nal value for the pending result ?eld is calculated. 
The method further includes continuing processing the user 
request While the ?nal value remains undetermined, and 
updating the ?nal result set With the ?nal value of the 
pending result ?eld once the ?nal value is calculated. In one 
embodiment, the pending result ?eld contains an interme 
diate value until the ?nal value is calculated. 
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2 
BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention Will be understood more fully from 
the detailed description given beloW and from the accom 
panying draWings of various embodiments of the invention, 
Which, hoWever, should not be taken to limit the invention 
to the speci?c embodiments, but are for explanation and 
understanding only. 

FIG. 1 is a block diagram of one embodiment of a system 
for processing data. 

FIG. 2 is a block diagram of one embodiment of a system 
for processing data using multi-tier caching. 

FIG. 3 is a How diagram of one embodiment of a process 
for executing a user request to process data. 

FIG. 4 is a How diagram of one embodiment of a process 
for producing a ?nal result set using multi-tier caching. 

FIG. 5 is a block diagram of one embodiment of a system 
for producing a data set With pending results. 

FIG. 6 illustrates a sample report With pending results. 
FIG. 7 is a How diagram of one embodiment of a process 

for producing a data set With pending results. 

FIG. 8 is a block diagram of one embodiment of a system 
for pipelined processing of data. 

FIG. 9 illustrates grouping and pagination of data during 
pipelined processing. 

FIG. 10 illustrates the hierarchical structure of a data 
portion of a sample report With a pending result ?eld. 

FIG. 11 illustrates the hierarchical structure of a sample 
report. 

FIG. 12 is a block diagram of one embodiment of a 
process ?oW for pipelined processing of data using caching. 

FIG. 13 is a How diagram of one embodiment of a process 
of pipelined processing of data. 

FIG. 14 is a block diagram of one embodiment for an 
architecture of a computer system. 

DETAILED DESCRIPTION OF THE PRESENT 
INVENTION 

A method and apparatus for creating a data set With 
pending results are described. In the folloWing description, 
numerous details are set forth, such as distances betWeen 
components, types of molding, etc. It Will be apparent, 
hoWever, to one skilled in the art, that the present invention 
may be practiced Without these speci?c details. In other 
instances, Well knoWn structures and devices are shoWn in 
block diagram form, rather than in detail, in order to avoid 
obscuring the present invention. 

In the folloWing description, for purposes of explanation, 
numerous speci?c details are set forth in order to provide a 
thorough understanding of the present invention. It Will be 
apparent, hoWever, to one skilled in the art that the present 
invention can be practiced Without these speci?c details. In 
other instances, Well knoWn structures and devices are 
shoWn in block diagram form in order to avoid obscuring the 
present invention. 
Some portions of the detailed descriptions Which folloW 

are presented in terms of algorithms and symbolic repre 
sentations of operations on data bits Within a computer 
memory. These algorithmic descriptions and representations 
are the means used by those skilled in the data processing 
arts to most effectively convey the substance of their Work 
to others skilled in the art. An algorithm is here, and 
generally, conceived to be a self consistent sequence of steps 
leading to a desired result. The steps are those requiring 
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physical manipulations of physical quantities. Usually, 
though not necessarily, these quantities take the form of 
electrical or magnetic signals capable of being stored, 
transferred, combined, compared, and otherWise manipu 
lated. It has proven convenient at times, principally for 
reasons of common usage, to refer to these signals as, for 
example, bits, values, elements, symbols, characters, terms, 
or numbers. 

It should be borne in mind, hoWever, that all of these and 
similar terms are to be associated With the appropriate 
physical quantities and are merely convenient labels applied 
to these quantities. Unless speci?cally stated otherWise as 
apparent from the folloWing discussions, it is appreciated 
that throughout the present invention, discussions utiliZing 
terms such as “processing” or “computing” or “calculating” 
or “determining” or “displaying” or the like, may refer to the 
action and processes of a computer system, or similar 
electronic computing device, that manipulates and trans 
forms data represented as physical (electronic) quantities 
Within the computer system’s registers and memories into 
other data similarly represented as physical quantities Within 
the computer system memories or registers or other such 
information storage, transmission or display devices. 

The present invention also relates to apparatus for per 
forming the operations herein. This apparatus may be spe 
cially constructed for the required purposes, or it may 
comprise a general purpose computer selectively activated 
or recon?gured by a computer program stored in the com 
puter. Such a computer program may be stored in a computer 
readable storage medium, such as, but is not limited to, any 
type of disk including ?oppy disks, optical disks, compact 
disk read only memory (CD-ROMs), and magnetic optical 
disks, read-only memories (ROMs), random access memo 
ries (RAMs), erasable programmable read-only memories 
(EPROMs), electrically erasable programmable read only 
memories (EEPROMs), magnetic or optical cards, or any 
type of media suitable for storing electronic instructions, and 
each coupled to a computer system bus. Instructions are 
executable using one or more processing devices (e.g., 
processors, central processing units, etc.). 

The algorithms and displays presented herein are not 
inherently related to any particular computer or other appa 
ratus. Various general purpose machines may be used With 
programs in accordance With the teachings herein, or it may 
prove convenient to construct more specialiZed apparatus to 
perform the required method steps. The required structure 
for a variety of these machines Will appear from the descrip 
tion beloW. In addition, the present invention is not 
described With reference to any particular programming 
language. It Will be appreciated that a variety of program 
ming languages may be used to implement the teachings of 
the invention as described herein. 

OVERVIEW 

FIG. 1 is a block diagram of one embodiment of a system 
for processing data. Referring to FIG. 1, a Web client 110, a 
Web server 130, a data How service 150, a database man 
agement system (DBMS) 160, a repository 180, a design 
studio 170, and a Wide area netWork (e.g., Internet) 120 are 
shoWn. 

The DBMS 160 includes a subsystem for accessing and 
analyZing existing data. In one embodiment, the DBMS 160 
includes a data Warehouse Where corporate data is consoli 
dated and fed to smaller data Warehouses (called data marts). 
Alternatively, the data Warehouse and data mart functions 
are both performed by the DBMS 160. Data may be stored 
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4 
in a relational database such as, for example, a Microsoft 
SQL Server database, an Oracle database, a Sybase databse 
or DB2. Alternatively, data may be stored in a ?at-?le 
database, netWork database, or a hierarchical database. 
The DBMS 160 communicates With the data How service 

150. The data How service 150 provides a set of services to 
process user requests for information stored by the DBMS 
160. In one embodiment, the data How service 150 employs 
softWare agents that can perform multiple tasks simulta 
neously and in the background, thereby alloWing users to 
submit several requests at once, or to Work on other tasks 
While user requests are executed. 

The data How service 150 runs plans speci?ed by the user. 
In one embodiment, a plan graphically represents to the user 
the process of accessing, transforming and loading data. The 
plan may de?ne the steps to perform a request and vieW the 
data. For example, the plan may include a data source step, 
a data transform step, and a data vieWing step. Alternatively, 
plans can be created to batch load data into database tables 
of DBMS 160. 

In one embodiment, individuals create plans using the 
design studio 170. The design studio 170 may be connected 
to the data How service over a netWork. The design studio 
170 provides an intuitive and graphical environment for 
developing plans. A user can create a neW plan or use an 

existing plan. In addition, pre-built plan portions can be used 
to create a customiZed plan that satis?es the user’s require 
ments. When a plan is created, it is stored in the repository 
180. The repository 180 also stores various data set de?ni 
tions and metadata de?ning a database structure. The reposi 
tory 180 is coupled to the design studio 170 and the Web 
server 130. Information (e.g., a plan) in the repository 180 
may be requested by either a user of the design studio 170 
or by the Web server 1330 upon a request of a user of the Web 
client 110. The user may request to have the information 
presented in various forms, including, but not limited to, a 
report, a chart, or a spreadsheet. Alternatively, the user may 
request to load data to a database. For example, the user may 
specify a source for the data, its hierarchical structure and a 
destination for loading the hierarchical data. 
The Web client 110 connects to the Wide area netWork 

120. Client 110 represents any device that may enable a 
user’s online activity over a netWork. Such devices may 
include, for example, a conventional computer system, a 
netWork computer or a thin client device (e.g., WebTV 
NetWorksTM Internet terminal or OracleTMNC), a laptop 
computer or palm top computing device (e. g., Palm PilotTM), 
a cellular phone, a “kitchen computer”, etc. In one 
embodiment, client 110 may use a client application pro 
gram knoWn as a Web broWser such as the NetscapeTM 
NavigatorTM published by Netscape Corporation of Moun 
tain VieW, Calif. the Internet ExplorerTM published by 
Microsoft Corporation of Redmond, Wash., the user inter 
face of America On-LineTM, or the Web broWser or HTML 
translator of any other supplier. Using such conventional 
broWsers and the World Wide Web, client 110 may access 
graphical data, textual data, video, audio or tactile data 
provided by the Web server 130. 

The Web client 110 communicates With the Web server 
130 via the Wide area netWork 120. The Wide area netWork 
120 may include, for example, the Internet, America 
On-LineTM, CompuServeTM, Microsoft NetWorkTM, or 
ProdigyTM. The Web server 130 is, in turn, coupled to the 
repository 180 and the data How service 150. 

In one embodiment, the Web server 130 includes a Web 
link 140. The Web link 140 is an information-access tool that 
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allows users of the Web client 110 to access and analyze 
items from the repository 180. In one embodiment, the Web 
link 140 includes pre-built Web pages that provide a user 
interface for vieWing and executing plans stored in the 
repository 180. When a user clicks on a hyper-text link for 
a speci?c plan, the Web link 140 receives the request, 
retrieves the plan from the repository 180, and passes it to 
the data How service 150 for execution. In one embodiment, 
the data How service 150 obtains data from the DBMS 160, 
transforms it according to the plan, and sends it to the Web 
server 130. The Web server 130 then repackages the trans 
formed data and transmits it to the Web client 110 Which 
generates a ?nal data set for display to a user. 
Multi-tier Caching 

FIG. 2 is a block diagram of one embodiment of a system 
for processing data using multi-tier caching. Multi-tier cach 
ing improves ef?ciency of processing data by enabling a user 
to access a result set previously created in response to a 
request of another user. For example, if one user requests 
Weekly sales data from a data mart, the next user requesting 
the same sales data can receive the results back Without 
re-executing the request. 

Referring to FIG. 2, multiple chains are shoWn. Each 
chain includes a number of tiers performing pre assigned 
tasks. In one embodiment, the tiers in the chain include a 
data How service 220, a Web server 210, and one or more 
clients 205. In one embodiment, each tier in the chain 
performs a speci?c data processing task. 

In one embodiment, the user request is a request to 
execute a speci?c plan. The plan may identify a data source, 
a hierarchical structure of the data and other data transfor 
mation features, and specify vieWing options. The data How 
service 220 transforms the set of data according to the plan 
or other information in the user request and creates a data 
How result set. The Web server 210 creates a Web server 
result set by adding instructions enabling the Web client 205 
to create a ?nal result set Which is displayed to the user. 
Alternatively, the user may request to retrieve data from one 
source(s), transform it and load the transformed data to a 
different source, as described above. In this embodiment, the 
data How result set is transferred to the DBMS 160 to be 
loaded to a destination database. 

In one embodiment, in each chain, every tier has a cache 
for storing corresponding parameteriZed result sets. A 
parameteriZed result set is created at each tier using one or 
more parameters and is stored in the cache With these 
parameters. In one embodiment, the parameters represent 
the key of the result set. Aparameter may be, for example, 
a speci?c geographic location (e.g., a state, a city, a county, 
etc.), a date, an account number, a division, or any other 
criterion. 

In one embodiment, each client 205 has a cache 207 for 
storing ?nal parameteriZed result sets. The client 205 issues 
a user request to process data and displays a ?nal result set 
to the user. A user request includes one or more data 

parameters. Before transmitting a user request to the Web 
server 210 (in the same chain), the client 205 searches the 
cache 207 for a ?nal result set associated With the data 
parameters. If the ?nal result set is found, the client 205 
displays it to the user. In one embodiment, the user speci?es 
one or more pages of the ?nal result set that the user Wants 

to see. In this embodiment, only the speci?ed pages are 
retrieved from the cache 207 and displayed to the user. 

If the ?nal result set associated With the data parameters 
is not found in the cache 207, the client 205 transmits the 
user request to the Web server 210 over the Wide area 
netWork. The Web server 210 has a cache 215 for storing 
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parameteriZed Web server result sets. Upon receiving the 
user request, the cache 215 is searched for the data param 
eters. If the data parameters are found, the Web server result 
set associated With the parameters is retrieved from the 
cache 215 and sent to the client 205. The client 205 creates 
a ?nal result set and displays it to the user. In addition, the 
client 205 stores the ?nal result set With the parameters in the 
cache 207. 

In one embodiment, only a prede?ned group of users can 
access a corresponding cache to maintain security. In 
addition, each user can only access the portion of the cache 
that contains result sets that may be shared Within this user’s 
group. 

In one embodiment, if the parameters are not found in the 
cache 215, the user request is sent to a next tier, ie the data 
How service 220. In an alternate embodiment, access to the 
cache 215 is not limited to the above group of clients 205. 
In this embodiment, if the data parameters are not found in 
the cache 215, the user request is sent to a Web server 210 
in the next chain, etc. If none of caches 215 contain the data 
parameters, the user request is sent to a next tier in the initial 
chain, ie the data How service 220. 
Upon receiving the user request, the data How service 220 

searches the cache 225 for the data parameters. If the data 
parameters are found, an associated data How result set is 
retrieved from the cache 225. This data How result set is then 
sent to the Web server 210 Where it is processed to create a 
Web server result set. The Web server result set is transmitted 
to the client 205 and a copy of the Web server result set is 
stored With the parameters in the cache 215. The client 205 
utiliZes the Web server result set to generate a ?nal result set 
for a display to the user. Acopy of the result set is stored With 
the parameters in the client’s cache 207. 

If the result set associated With the parameters requested 
by the user is not found in the cache 225, the data How 
service 225 re-executes the user request and creates a neW 
data How result set according to the user request. This data 
How result set is sent to the Web server 210 and a copy of the 
data How result set is stored in the cache 225. The Web server 
210 performs its task, creating a Web server result set. The 
Web server result set is transmitted to the client 205, and a 
copy of the Web server result set is stored in the cache 215. 
The client 205 then generates a ?nal result set and stores its 
copy in cache 207. The process of executing the user request 
When the data parameters are not found in any of the above 
caches is described in greater detail beloW in conjunction 
With FIG. 3. 

In one embodiment, caches 207, 215 and 225 are searched 
in parallel. In this embodiment, if parameteriZed result sets 
are found in all of the caches 207, 215 and 225, a param 
eteriZed result set is retrieved from the Web client 205 for 
display to the user. If parameteriZed result sets are found in 
both caches 215 and 225, but not in the cache 207, a 
parameteriZed result set is retrieved from the Web server 
cache 215 and transmitted to the Web client 205. The Web 
client 205 then creates a ?nal result set for display to the user 
and stores the ?nal result set in the cache 207. If a param 
eteriZed result set is only found in cache 215, and not in any 
of the caches 215 and 207, a parameteriZed result set is 
retrieved from the data How cache 225 and transmitted to the 
Web server 210. The Web server creates a Web server result 
set, stores it in the cache 215 and sends it to the Web client 
205. 

The Web client 205 then creates a ?nal result set for 
display to the user and stores the ?nal result set in the cache 
207. 

In one embodiment, a parameteriZed result set can be 
stored in a corresponding cache during a prede?ned time 
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period. In this embodiment, upon expiration of the pre 
de?ned time period, the parameteriZed result set is auto 
matically refreshed, i.e. replaced by a neW result set created 
using the parameters of the expired result set. Alternatively, 
When the prede?ned time period expires, the content of the 
entire cache is refreshed and all parameteriZed result sets 
Within the cache are re-created. 

In another embodiment, a cache or a particular result set 
may be refreshed upon receiving an instruction from an 
individual. For example, a database administrator, knowing 
that neW data is being entered into a database, may request 
to re-create all result sets that Were generated based on the 
data in this database. 

FIG. 3 is a How diagram of one embodiment of a process 
for executing a user request to create a ?nal result set. The 
process is performed by processing logic, Which may com 
prise hardWare, softWare, or a combination of both. The 
processing logic may be in any or all of client 205, Web 
server 210, data How service 220, or partially or entirely in 
a separate device and/or system(s). 

Referring to FIG. 3, the process begins With receiving a 
user request to process data (processing block 306). The user 
request includes one or more data parameters. In one 

embodiment, the user request identi?es a plan to be used for 
processing the data. 

Next, the process continues With determining that the data 
parameters are not stored in any cache in a plurality of tiers 
(processing block 308). In one embodiment, the plurality of 
tiers include a ?rst tier for initial processing of user requests, 
a second tier for intermediate processing, and a third tier for 
?nal processing of user requests. The ?rst tier is one or more 
processes running on the data How service 220, a second tier 
is represented by one or more processes running on the Web 
server 210, and the third tier is one or more processes 
running on the Web client 205. Each tier has a corresponding 
cache. In one embodiment, the caches are searched 
sequentially, beginning With the cache 207 and completing 
With cache 225. Alternatively, the caches are searched in 
parallel as described in greater detail above. 

Further, each tier processes the user request using the data 
parameters to create a result set (processing block 310) and 
stores the result set With the data parameters in a corre 
sponding cache (processing block 314) for use in processing 
of subsequent user requests. AfterWards, a ?nal result set is 
displayed to the user (processing block 316). In one 
embodiment, one page at a time is displayed to the user. 

FIG. 4 is How diagram of one embodiment of a process for 
producing a ?nal result set using multi-tier caching. The 
process is performed by processing logic, Which may com 
prise hardWare, softWare, or a combination of both. The 
processing logic may be in any or all of client 205, Web 
server 210, data How service 220, or partially or entirely in 
a separate device and/or system(s). 

Referring to FIG. 4, the process begins With receiving a 
user request to process data (processing block 406). The user 
request includes a data parameter (e.g., a speci?c state, city, 
date, etc.). In one embodiment, the user request includes tWo 
or more parameters. The user request may identify a plan to 
be executed to process the data. 

Next, cache memories of a plurality of tiers are searched 
until a parameteriZed result set associated With the data 
parameter is found (processing block 408). The tiers are 
described in more detail above. Each tier has a correspond 
ing cache for storing parameteriZed result sets. Aparameter 
iZed result set is created at a corresponding tier based on the 
data parameters included in the user request. In one 
embodiment, the data parameters represent a key that iden 
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8 
ti?es the result set in the cache. In one embodiment, each 
parameteriZed result set Was dynamically placed in a cache 
When a user request Was processed at a corresponding tier. 
In one embodiment, the search begins With a cache of the 
third tier (the Web client 205) and, if the identi?ed result set 
is not found, the search continues toWards a cache of the ?rst 
tier (the data How service 220). 

In one embodiment, the user request is processed at tiers 
Whose caches did not contain the data parameter. Although 
not necessary, in one embodiment, a sequence of tiers for the 
processing is reverse to a sequence of tiers for the searching. 
Each tier creates a result set Which is passed to a next tier for 
further processing. Result sets are saved in corresponding 
caches for use in processing of subsequent user requests. 

AfterWards, at processing block 410, the ?nal result set is 
created. In one embodiment, a parameteriZed result set is 
stored in a cache With a page index. If a user Wishes to vieW 
a particular page or pages of the result set, the page index is 
utiliZed to retrieve the desired pages from the cache and to 
display only this page or pages to the user. As a result, the 
user does not need to scroll through numerous pages to vieW 
a required page. In addition, the amount of data transmitted 
to the client 205 over the Wide area netWork is reduced, 
thereby improving performance of the data distribution 
process. 
Pending Results 

FIG. 5 is a block diagram of one embodiment of a system 
for producing a data set With pending results. Referring to 
FIG. 5, a DBMS 230, a data How service 220, and a client 
505 are shoWn. The functions of the DBMS 230 and the data 
How service 220 are described in detail above in conjunction 
With FIGS. 1 and 2. The data How service 220 communicates 
With the client 505. In one embodiment, the client 505 
represents a design studio Which alloWs the user to create a 
neW plan, or select or modify an existing plan. The plan is 
then passed to the data How service 220 Which executes the 
plan, creates a result set 565, and sends the result set 565 
back to the design studio for a subsequent display to the user. 
In this embodiment, the client 505 communicates With the 
data How service over a netWork. 

Alternatively, the client 505 may represent a broWser on 
a client device such as the Web client 205 in FIG. 2. In yet 
another embodiment, the client 505 may represent a Web 
server, i.e., the Web server 210 in FIG. 2. In this 
embodiment, the Web server 210 acts as a client of the data 
How service 220. The Web server 210 sends user requests to 
process data (received from an actual client) to the data How 
service 220 and receives back the result sets 565. The Web 
server 210 reformats these result sets and transmits them to 
the actual client over the Wide area netWork. 

In one embodiment, the data How service 220 includes a 
data acquisition component 555 and a data transformation 
component 560. The data acquisition component 555 
obtains a set of data requested by the user from one or more 
databases of the DBMS 230. The data transformation com 
ponent 560 transforms the obtained set of data according to 
the user request and creates the data How result set 565. In 
one embodiment, the user request identi?es a plan to be used 
for processing the data. The plan may specify a data source 
(s), data transformation requirements (e.g., a conversion of 
English pounds to American dollars, data grouping, 
pagination, etc.), and data vieWing requirements (e.g., Where 
the data How result set 565 should be output). In one 
embodiment, the data How result set is saved in a data How 
service (DFS) cache 225 for use in processing of subsequent 
user requests. 

In one embodiment, the data How service 220 includes a 
server pending result manager (a server PRM) 570. The 
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server PRM 570, in cooperation With a client pending result 
manager (a client PRM) 575, maintains pending result ?elds 
in the data set and provides intermediate and ?nal results for 
pending result ?elds. Apending result ?eld may be any data 
set ?eld Whose value cannot be determined at the time of 
processing a record containing this ?eld. For example, a 
pending result ?eld may be an identi?er, a page indicator, or 
a total. FIG. 6 illustrates a sample report With pending 
results. 

Referring to FIG. 6, sample DBMS records 610 are 
shoWn. The DBMS records 610 may be obtained by the data 
acquisition component 555 from one or more databases of 
the DBMS 230. Each of the DBMS records 610 may have 
multiple ?elds. For example, a DBMS record may have a 
division code 612, a department number 614, an employee 
number 616, and a product cost 618. These records are 
passed to the data transformation module 560 Which de?nes 
a hierarchical structure 620 of a report requested by the user. 
For example, the user may request to perform a ?rst level 
grouping of the records 610 by a division code 612 and a 
second level grouping of the records 610 by a department 
number 614. 
As illustrated in FIG. 6, the report starts With the ?rst level 

totals: a total for a division “A” (a division code 630 and a 
total product cost 635) and a total for a division “B” (a 
division code 640 and a total product cost 645). The report 
also includes subtotals for various departments Within each 
division. The totals 635 and 645 cannot be determined until 
the corresponding subtotals are calculated. For example, to 
compute the total 635 for the division 630, a subtotal for a 
department “1” (a department number 648 and a subtotal 
product cost 650), a subtotal for a department “2” (a 
department number 652 and subtotal product cost 655), and 
a subtotal for a division “3” (a department number 658 and 
subtotal product cost 660) must be calculated. Each subtotal 
cannot be determined until corresponding detail records are 
processed. Similarly, the total 640 cannot be determined 
until all subtotals for departments Within the division 640 are 
computed, and these subtotals, in turn, Will not be calculated 
until all corresponding detail records are processed. 
A ?nal result set (e.g., a report) may begin With a total 

folloWed by corresponding subtotals. Each subtotal is usu 
ally folloWed by several pages of detail records. That is, the 
page With the subtotal 650 cannot be completely built until 
DBMS records 610 identi?ed by division “A” and depart 
ment “1” are processed. Similarly, the page With the total 
635 cannot be completely built until all DBMS records 610 
identi?ed by division code “A” and any department codes 
are processed. 

To avoid delaying the building process of a ?nal result set 
and to reduce the delivery time of the ?nal result to the user, 
the page With a ?eld having a value that requires further 
determination is displayed before this value is actually 
calculated. For example, the ?rst page is displayed right 
aWay With the total 630 marked as a pending result ?eld 
(e.g., the total ?eld 635 may have a notation “[Waiting . . . 

]”). When the value for the pending result ?eld 635 is 
computed, the ?eld 635 is updated With this computed value. 
Alternatively, the pending result ?eld may be periodically 
updated With intermediate values. Each intermediate value 
may represent a total product cost for detail records pro 
cessed at the time of update. 

In one embodiment, a page indicator identi?ed as a 
pending result ?eld is displayed to the user. The page 
indicator noti?es the user of the number of pages that are 
currently available for display. For example, if at the time 
the user vieWs the ?rst page of the report, 16 pages have 
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10 
been built, the user may see a message (e.g., “page 1 of 
16+”) Which noti?es the user of hoW many pages are 
currently available. As more pages are built, the value of the 
page indicator increases. 

Returning to FIG. 5, the data How service 220 maintains 
information about all pending result ?elds in the result set, 
including current value and status information of each 
pending result ?eld. The status of the pending result ?eld 
may be, for example, pending (e.g., initialiZed but a value 
has not been determined yet), incomplete, complete, 
unknoWn, etc. The server PRM 570 provides the current 
value and status information to the client PRM 575 Which 
updates the pending result ?eld With its intermediate or ?nal 
value. 

In one embodiment, the client PRM 575 triggers a request 
to the server PRM 570 for a current value of the pending 
result ?eld. In one embodiment, the request is explicit. That 
is, the request may be sent upon the occurrence of certain 
user online activity (e.g., the user requests to vieW the page 
With a pending result ?eld). Alternatively, the request may be 
sent periodically. For example, the client PRM 575 may be 
con?gured to request the current value of the pending result 
?eld over prede?ned periods of time When the broWser is 
idle. In yet another embodiment, the request may be 
included in already occurring communication betWeen the 
client 505 and the data How service 220, thereby minimiZing 
the netWork traf?c. 

In response to the request triggered by the client PRM 
575, the server PRM 570 sends back a current value and a 
status of the pending result ?eld. Depending on the status 
and the user request, the client PRM 575 either updates the 
pending result ?eld With an intermediate value or Waits for 
a ?nal value. 

In one embodiment, the data processed by the data How 
service 220 is saved in the DFS cache 225. The pending 
result ?elds are marked and are saved in the cache With 
either their intermediate values or Without any value. When 
a ?nal value (and possibly an intermediate value) for each 
pending result ?eld becomes available, the DFS cache 225 
is updated With this value. Accordingly, if another user 
requests the same result set after ?nal values for all pending 
result ?elds are determined, the complete result set With 
?naliZed values Will be retrieved from the DFS cache 225 for 
a subsequent display to the user. 

FIG. 7 is a How diagram of one embodiment of a process 
for creating a data set With pending results. The process is 
performed by processing logic, Which may comprise 
hardWare, softWare, or a combination of both. The process 
ing logic may be in either or both of client 505 and data How 
service 220, or partially or entirely in a separate device 
and/or system(s). 

Referring to FIG. 7, the process begins With receiving a 
user request to process data (processing block 704). In one 
embodiment, the user request identi?es a plan to be used for 
processing the data. Next, processing logic in the data How 
service 220 processes the user request to begin creating a 
?nal result set (processing block 706). The created portion of 
the ?nal result set contains a ?eld identi?ed as a pending 
result ?eld. In one embodiment, the pending result ?eld is a 
total. In alternate embodiments, the pending result ?eld may 
be a page indicator notifying the user about available pages 
of the ?nal result set, an identi?er, or any other ?eld Whose 
value is determined later in the process of building the ?nal 
result set. 
The processing of the user request includes initial pro 

cessing of data and subsequent transformation of partially 
processed data. The initial processing results in the creation 










