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T0 at?) whom it may concern: 
Be it known that I, ISAAC STEINAU, a citi 

zen of the United States, and a resident of the 
city of New York, borough of Manhattan, in 
the county and State of New York, have in 
vented a new and Improved Display-Stand, 
of which the following is a full, clear, and ex 
act description. 
The purpose of the invention is to provide 

a portable or counter display-stand which will 
comprise a bowl-body, either plain or divided 
into compartments, together with a transpar 
ent sectional cover for the body, the sections 
being capable of sliding one over the other, 
and a stem which is virtually an integral por 
tion of the bowl serving to hold the parts of 
the cover loosely in position and preventing 
them from leaving the body, which stem also 
constitutes a handle for the stand. 
The invention consists in the novel con 

struction and combination of the several parts, 
as will be hereinafter fully set forth, and point 
ed out in the claim. ' 
Reference is to be had to the accompanying 

drawings, forming a part of this speci?cation, 
in which similar characters of reference indi 
vcate corresponding parts in both the ?gures. 

Figure 1 is a plan view of the body portion 
of the device, the stem having been removed, 
illustrating the manner in which the sections 
of the cover are mounted and the way in 
which they slide one‘over the other; and Fig. 
2 is a transverse vertical section through the 
bowl and its cover and apartial longitudinal 
section and side elevation of the stem which‘ 
forms a portion of the bowl. 
The body A of the stand is preferably cir 

cular and formed after the fashion of a bowl, 
being provided at its center with an upward 
extension 10, which is also shown circular. 
Two annular channels 11 and 12 are formed 
in the outer face of the extension 10 of the 
body at its top portion, and these grooves or 
channels 11 and 12 are located one over the 
other. The uppermost channel 12 preferably 
extends beyond the upright wall of the lower 
channel or groove 11, as is shown best in Fig. 
2, so that the upper groove or channel 12 is 
practically deeper in the extension 10 than 
is the lower groove or channel 11. ‘Corre 

sponding grooves or channels 11a and 12“ are 
formed in the inner face of the body A at its 
top portion. 
A stem 13, which is shown tapering, but 

which maybe of any desired shape, is screwed 
into the extension 10 of the body or is other 
wise secured thereto in such manner that 
-when the stem is ?xed to the body the two 
- parts are substantially integral. The base of 
the stem 13 forms the upper wall for the up 
per groove or channel 12 in the extension 10 
of the body, and preferably the stem 13 is 
provided at its top with an ornament 14 of 
any suitable description. The construction 
of the device is completed by the addition of 
a cover. This cover is made of a transpar 
ent material—usually glass-and in two sec 
tions 15 and 16. These sections are seg 
mental, and one section travels in the grooves 
11 and 11a and the other section in the grooves 
12 and 12a. Consequently one section of the 
cover will slide above the other. These sec 
tions of the cover are placed in position on 
the body before the stem 13 is attached thereto, 
and after the stem 13 is placed in position the 
sections of the cover cannot be removed, yet 
they may be moved apart, so as to disclose 
portions of the interior of the bowl, enabling 
persons to obtain access to the’ contents of 
said bowl, which in their entirety are visible 
through the cover. The bowl may be. pro 
vided with a single chamber, or it may be di 
vided by a number of partitions 17. 

It will be observed that the stand may be 
moved from place to place without the sec 
tions of the cover being removed from their 
slideways and that any portion of the body 
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may be reached either to remove articles there 
from or to place articles therein. 
Having thus described my invention, I 

claim as new and desire to'secure by Letters 
Patent 
As an improved article of manufacture,'a 

display-stand, consisting of a bowl-body hav 
ing a central extension, which extension is 
provided with annular exterior grooves at its 
upper portion, one groove being above the 
other, the inner surface of the body at the 
top having corresponding. annular grooves, a 
cover constructed in sections, the sections be 
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ing adapted to turn in corresponding ortrans- name to this speci?cation in the presence of 
versely-alining grooves in the body and its two subscribing Witnesses. 
extension, and a stem attached to the exten- I A } TE A 
sion of the body, which stein retains the sec~ S A0 S IN U’ 

5 tions of the cover in place, as and for the pur— Witnesses: 
pose speci?ed. J. FRED. AOKER, 

In testimony whereof I have signed my JNO. M. BITTER. 


