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(57) ABSTRACT 

The relay system obtains voltage and current values from a 
poWer line and uses a ?rst sampling element to sample the 
voltage and current values at selected intervals of time. The 
resulting sampled signals are used for poWer system-Wide 
protection, control, monitoring and metering. The sampled 
signals are then resampled at a rate Which is a selected 

multiple of the poWer system frequency. The results of the 
resampling are used by processing circuitry for protection 
functions including fault determinations. 

15 Claims, 5 Drawing Sheets 
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PROTECTIVE RELAY WITH 
SYNCHRONIZED PHASOR MEASUREMENT 

CAPABILITY FOR USE IN ELECTRIC 
POWER SYSTEMS 

TECHNICAL FIELD 

This invention relates generally to the monitoring and 
protection of electric poWer systems, and more speci?cally, 
concerns a poWer system relay apparatus Which is capable of 
monitoring system-Wide performance, such as With voltage 
and current oscillography and harmonic analysis and 
voltage/current synchronized phasor measurements, While 
also providing protection functions, such as line distance 
protection for fault determinations. 

BACKGROUND OF THE INVENTION 

Heretofore, system-Wide poWer monitoring functions, 
Which include system control as Well as disturbance analysis 
and harmonic frequency analysis, for example, require sam 
pling of the data from the poWer line referenced to time, 
either a local time clock or an absolute time reference, such 
as from a global positioning system. Digital fault recorders, 
for instance, require data (current and voltage values) from 
the poWer line at ?xed time intervals to carry out voltage and 
current oscillography and harmonic analysis. Typical sam 
pling rates are 1000 (1 k) samples per second or faster, With 
sampling being synchronized, as indicated above, to an 
internal clock or an external time source. 

On the other hand, many poWer system protection 
functions, such as line distance protection algorithms, 
require sampling at multiples of the poWer system operating 
frequency (typically 60 HZ), to avoid phasor measurement 
errors. Phasors used by the protection algorithms are devel 
oped from the voltage and current values but can contain 
signi?cant errors Where the system frequency is other than 
nominal. Protective relays determine the poWer system 
operating frequency and use that frequency information to 
produce a sampling frequency Which is a selected multiple 
of the operating frequency. This arrangement reduces pos 
sible errors in phasor calculations to a minimum; hoWever, 
the resulting phasor measurements are not referenced to 
absolute time, so that synchroniZed phasor measurement 
applications to an entire poWer system are not possible. 
As an alternative to the above-described systems, the 

poWer system operating frequency, once obtained, can be 
used to modify the coefficients of digital bandpass ?lters 
Which are used to ?lter the sampled input data. Such a 
system provides information suitable for some protection 
functions, but also, since the original input data is sampled 
via a time-based clock (either internal or external) to provide 
an oscillography and harmonic analysis capability, it does 
not have a common i.e. absolute, time reference for the 
multiple protective relays and other protective devices 
located at different points in the poWer system. Accordingly, 
such a system is not suitable for those protective applica 
tions Which require synchroniZed phasor measurements. 

It is thus desirable to have a single, comprehensive system 
capable of producing synchroniZed phasor values, including 
such values capable of being used for system-Wide control 
and disturbance analysis, as Well as line protection functions 
Within a single poWer system relay device. 

SUMMARY OF THE INVENTION 

Accordingly, the present invention is a protective relay for 
electric poWer systems for system-Wide control and analysis 
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2 
and for protection, comprising: acquisition circuits for 
obtaining at least one of the folloWing: (1) voltage values 
and (2) current values from a poWer line; a ?rst sampling 
circuit for sampling said voltage and/or current values at 
selected intervals of time; a ?rst calculation system using the 
resulting sampled values to perform selected poWer system 
Wide control and analysis determinations; a frequency esti 
mating circuit for determining the poWer system frequency; 
a second sampling circuit for resampling the sampled volt 
age and/or current values at a rate Which is related to the 
poWer system frequency; and a second calculation system 
using the resampled voltage and current values to perform 
selected protection functions for the portion of the poWer 
line associated With the protection relay. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram shoWing a prior art time-based 
sampling apparatus for electric poWer system recorders, 
such as digital fault recorders. 

FIG. 1A is a diagram similar to that of FIG. 1, using a 
global positioning receiver to provide an absolute time 
reference. 

FIG. 2 is a block diagram of a prior art system using 
sampling at multiples of the poWer system operating fre 
quency for electric poWer system relays. 

FIG. 3 is a block diagram of the system of the present 
invention. 

FIG. 4 is an alternative system to the system of FIG. 3. 

FIGS. 5—7 are diagrams shoWing various communication 
arrangements betWeen a relay device and other units, includ 
ing a host computer and/or another relay device, involving 
solicited and unsolicited messages. 

BEST MODE FOR CARRYING OUT THE 
INVENTION 

As discussed above, certain poWer system monitoring 
devices such as digital fault recorders, acquire analog volt 
age and current values from the poWer line at ?xed time 
intervals in order to carry out voltage and current oscillog 
raphy analysis as Well as harmonic analysis on the entire 
poWer system. Such a system is shoWn generally at 10 in 
FIG. 1, With a source of voltage VA shoWn at 12. Typically, 
the analog data Will include all three voltage phases and all 
three current phases from the poWer line. 
The analog signal VA (at a suitable magnitude level, 

provided by a voltage transformer) is directed to a loW pass 
?lter 14 and then to an A-D converter 16. This is conven 
tional. A local clock source 18 in FIG. 1 operating at a 
speci?c selected sampling interval (block 20) samples the 
A-D converter 16 at a selected rate, eg 8000 samples per 
second. The resulting time-sampled signal is sent to a 
conventional processing system 24 for oscillography and 
harmonic analysis. Since the time-sampled data preserves 
the frequency information of the poWer system, analysis of 
the poWer system frequency excursions can be performed 
during poWer system disturbances. 
The system of FIG. 1A provides synchroniZed phasor 

values (in addition to oscillography and harmonic analysis) 
by processor 25 When an absolute time reference is used, 
instead of a local clock, such as from a GPS (global 
positioning system) reference 26 in communication With a 
time synchroniZation system. The use of these synchroniZed 
phasor measurements or values, also referred to as synchro 
phasor measurements, Will be discussed in more detail 
beloW. 
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Sampling the input data at constant time intervals is 
typically not used for protection functions, such as line 
distance protection, because it can introduce errors in the 
protection functions. Also, as brie?y discussed above, tra 
ditional line distance protection requires sampling at some 
multiple of the poWer system operating frequency. Referring 
to FIG. 2, data from the poWer line 30, such as phase A 
voltage (VA) from a voltage transformer, is applied to a loW 
pass ?lter 32. A system frequency estimation circuit 34 
obtains the system frequency from the output of the loW pass 
?lter to develop a poWer system operating frequency (fSYS) 
This frequency information is multiplied by a factor k at 36 
to obtain the system sampling frequency f5, Which is applied 
to the A/D converter 37. Many types of frequency estimation 
circuits can be used in the present system. One example is 
discussed in the folloWing reference: A New Measurement 
Technique for Tracking Voltage Phasors, Local System F re 
quency and Rate of Change of Frequency, Phadke et al, 
IEEE Transactions on PoWer Apparatus and Systems, Vol. 
PAS-102 No. 5, May 1983. The sampled data from the A-D 
converter 37 is passed through a digital bandpass ?lter 38. 
The output from the bandpass ?lter is applied to conven 
tional protection processor circuitry 41. 

The disadvantage of the system of FIG. 2 is that the 
phasor measurements have no absolute time reference, 
Which is necessary for synchroniZed phasor measurement 
applications. The system thus does not have the time syn 
chroniZation necessary for system-Wide monitoring, 
metering, protection and control functions. 

FIG. 3 shoWs the system of the present invention, Which 
produces synchroniZed phasor values (measurements), 
Which are independent of system frequency, and Which 
hence can be used for certain system-Wide protection func 
tions. System-Wide protection, monitoring, metering and 
control functions, including oscillography and harmonic 
analysis of FIGS. 1 and 1A, can be accomplished from the 
time-based sampling for time-based applications using syn 
chrophasors. In addition, the input signals are resampled at 
multiples of the poWer system operating frequency to pro 
vide a typical range of protection functions, such as line 
distance protection and fault determinations. 

FIG. 3 includes a local protection apparatus or device 42, 
also referred to as an intelligent electronic device, such as a 
protective relay, and a remote apparatus 44. The remote 
apparatus is identical to the local apparatus and the tWo 
communicate With each other over a communications chan 
nel 46. The description beloW concerns the structure and 
operation of the local device; the same description is appli 
cable to the remote apparatus 44. 

In more detail, data is acquired from the poWer line, 
typically, three phases of current (IA, 15 and IC) and three 
phases of voltage (VA, VB and VC). Only VA is shoWn in 
FIG. 3 for purposes of simplicity of explanation. Element 50 
includes conventional transformer devices (voltage 
transformers/current transformers) Which reduce the current 
and/or voltage values to a level appropriate for use in a 
microprocessor-based protective relay 42. A typical voltage 
output of element 50 Will be approximately 1.34 volts under 
normal operating conditions. 

The output from element 50 is applied to a loW pass ?lter 
52, the output of Which is applied to an A-D converter 54. 
The acquired data is sampled at ?xed timed intervals. The 
sampling signal is referenced to an external clock signal, 
such as from a GPS receiver 56, Which is an absolute time 
reference. The output from the GPS receiver 56 is applied to 
a time synchroniZation element 58. To produce synchroniZed 
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4 
phasor measurements, such an absolute time reference is 
required. The resulting sampled output from the A-D con 
verter is applied to a calibration circuit 62, Which accounts 
for any data acquisition errors Which may occur in the data 
acquisition hardWare, so that the data is aligned betWeen 
devices 42 and 44. The output of the calibration circuit 62, 
Which is typically provided at a relatively high sampling 
rate, for example, 8000 samples per second, is applied to a 
processing circuit 64 for conventional oscillography and 
harmonic analysis applications. 

In addition, hoWever, synchroniZed phasor values are 
determined from the poWer line input voltage and current 
values. The synchroniZed phasor output of circuit 64 is 
independent of system frequency, and can be used in certain 
protection functions carried out by the local apparatus 42. 

The determination of synchronous phasor values per se is 
knoWn, as set forth in a paper entitled “Measurement of 
Voltage Phase for the French Future Defense Team Plan 
Against Loss of Synchronism” at IEEE TRANSACTIONS 
ON POWER DELIVERY, Vol. 7, No. 1, January 1992. The 
algorithm in processing circuit 64 uses the input values VA, 
VB, VC, and IA, 15, IC, at 8000 samples per second, With an 
absolute time reference. The processor 64 decimates, i.e. 
decreases, the number of samples, dividing by eight, to 
create voltage and current signals at 1000 (1 k) samples per 
second. Next, each input signal is multiplied by the refer 
ence signals cos(2s'ct+[3) and sin(2s'ct+[3) Where time t is the 
absolute time reference and [3 is a calibration adjustment for 
the particular hardWare used. In the next step, the multiplied 
signals are demodulated With a loW-pass ?lter to obtain the 
real and imaginary parts of the VA, VB, VC and IA, 15, IC 
phasors. The relay calculates these particular phasors every 
50 milliseconds. 

Next, the processor uses the angle information from the 
VA phasor calculation in the above step and the magnitude 
calculations from the ?ltered quantity VAF (the ?ltered 
fundamental A-pphase voltage quantity) to produce the 
A-phase voltage synchrophasor (VASynC). The relay performs 
similar calculations for the other phasors. Each resulting 
synchrophasor is associated With a particular time mark, 
referred to as time-sync. This time mark is referenced to 
absolute time. 

Then the positive sequence quantities (e.g. Vlsync) are 
then computed from the three-phase current and voltage 
synchrophasors as folloWs: 

Where a=1 at an angle 120°. An alternative to the positive 
sequence voltage, referred to as Alpha Clarke components, 
for protection calculations is as folloWs: 

The protection functions Which use the synchroniZed 
phasor measurements, such as the synchroniZed positive 
sequence phasor values, include current differential 
protection, in Which current values from a local device, such 
as device 42, are used With current values from a remote 
device, such as device 44, to provide the protection function. 
The absolute time reference for the synchrophasors provides 
the ability to carry out such protection functions and make 
fault determinations. Although synchroniZed phasor mea 
surements are knoWn per se, as indicated by the above 
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reference, the application of synchronized phasors in a 
protective relay for line distance protection is not heretofore 
knoWn. Hence, system-Wide analysis capability as Well as 
some protection functions are available from the processing 
circuit 64 alone. 

Referring again to FIG. 3, the output of the calibration 
circuit 62 is also applied to a digital loW pass ?lter 68, the 
output of Which is applied to a “doWn” sampling device 70, 
Which decimates, i.e. divides the number of samples, such as 
doWn to 1000 samples per second from 8000 samples per 
second. The doWn sampled data is applied to the remote 
device 44 on transmit line 71 over a communications 
channel 46 at a rate Which is suitable for the bandWidth of 
the communications channel. The doWn sampled data output 
is also applied to a conventional frequency estimator 72, 
Which can be any of several knoWn devices, as discussed 
above. Frequency estimator 72 Will provide an estimate as to 
the actual frequency of the poWer line signal. 

The output of frequency estimator circuit 72 is applied to 
one input 73 of a tWo position sWitch 74. The other input 75 
is the transmitted data from the remote device, on receive 
line 76 from communications channel 46. The inputs to the 
sWitch 74 thus are local and remote poWer signal frequency 
information. The output of sWitch 74 is applied as the 
sampling signal fsys to a resampling circuit 78. There are tWo 
data inputs to resampler 78, one on line 79 from the output 
of the digital loW pass ?lter 68 of local device 42 (the local 
signal) and the other on line 81 from the remote device via 
the remote channel 82 (the remote signal). 

Both of these input signals are resampled at a frequency 
Which is a selected multiple of the operating system 
frequency, e.g. 32~fsys in the embodiment shoWn. Other 
multiples could be used. The local and remote resampled 
data appear on output lines 80 and 83, respectively. These 
signals are then applied through digital bandpass ?lters 84 
and 86. A sWitch 88 controls the application of either the 
local or remote frequency sampled data to a conventional 
protection, metering and programmable logic circuit 90. The 
selection betWeen the tWo depends upon the requirements of 
the programmable logic relative to the particular protection 
function. 

The local resampled data is also processed at 94 to 
produce an RMS (root-mean-square) value. This RMS data 
is used for metering and protection applications for the relay. 
The output of the circuit 90 is applied to the remote device 
over communications channel 46, While similar information 
from the remote device is applied to the protection circuit 90 
to implement protection functions and to produce fault 
indications and to trip a circuit breaker, When appropriate, 
for that portion of the poWer system covered by the relay. 

The system of FIG. 3 in a single device provides an 
oscillography and harmonic analysis capability because of 
the time-based sampling as Well as protection and metering 
functions using samples based on multiples of system fre 
quencies. The apparatus thus has a comprehensive 
protection, monitoring, metering and control capability. The 
use of an absolute time reference, such as a GPS receiver, 
permits the generation of synchroniZed phasor 
(synchrophasor) values, Which are used in the protection 
functions. The protection capability includes communica 
tion and coordination With remote devices. 
A variation of FIG. 3 is shoWn in FIG. 4, in Which the 

sampling of the input voltage and current data from the 
poWer line is based on a local clock signal from source 99, 
providing a sampling frequency f5 for A-D converter 101, 
While a resampling circuit 100 uses an absolute time refer 
ence from a GPS receiver 102 to provide synchroniZed 
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6 
phasor values. The system frequency is also estimated by 
circuit 104 and applied to the resampler 100. The absolute 
time reference and the system operating frequency resample 
the data from A-D converter 101 at a speci?c frequencies, 
depending on the application. One frequency can be used for 
protection and another frequency can be used for synchro 
phasor measurement. 

Synchronized phasor measurement data from the device 
42 of FIG. 3 can be reported in tWo different Ways, unso 
licited binary messages at speci?c time intervals and solic 
ited ASCII messages at speci?c times. One eXample is 
shoWn in FIG. 5, Where tWo devices (intelligent electronic 
devices, such as protective relays) 112 and 114 communicate 
With a host computer 116 over conventional communication 
channels 118 and 120, using a conventional CRC (cyclical 
redundancy check) error detection method. 

Unsolicited binary messages from the IED’s to the host 
computer 116 Will typically contain the folloWing data: the 
IED address that is used by the host computer to determine 
the data source; the sample number of the data; the data 
acquisition time stamp With the absolute time reference; the 
poWer system estimated frequency; the phase and positive 
sequence voltages and currents from the poWer line; an 
indication of correct time synchroniZation; a con?rmation 
that the data packet is ok; folloWed by general purpose bits; 
and lastly, an error detection code. The host computer 116 
Will parse the received data from several different devices 
communicating With it in the netWork, according to the time 
stamp and the sample number in each data packet. 
With solicited messages, the devices respond to a com 

mand from the host computer 116 relative to a phasor 
measurement by reporting synchroniZed phasor measure 
ments of meter data (magnitude and angle for the three phase 
currents and voltages) in the poWer system at speci?c times. 
This arrangement is used to take “snapshots” of the syn 
chrophasors at speci?c times across the entire poWer system, 
Which, When put together, shoW the poWer system condition 
at all points in the system at one speci?c point in time. A 
sample report is shoWn in FIG. 6. 
With relay-to-relay unsolicited binary messages (FIG. 7), 

a local relay 130 using unsolicited binary messages can use 
a remote relay 132 as a reference, With a communications 
channel 134. The data packet transmitted is similar to the 
unsolicited message shoWn in FIG. 6. The data packet 
contains one or more voltage and/or current values. Nor 
mally the positive sequence voltage is transmitted. The local 
device (relay) 130 uses the time stamp information to align 
the local and remote data packets. For eXample, the local 
angle information AN GLOCAL can be aligned With the 
remote angle ANGREMOTE to obtain the angle difference 
betWeen the tWo ends of the line. This angle difference can 
then be used by the relay logic to perform control or 
protection functions, With ?Xed or programmable logic. 

For those messages, such as the unsolicited binary mes 
sages described above, Which use positive sequence voltage 
values determined from the synchroniZed phasor measure 
ments as a reference, an alternative knoWn as the Alpha 
Clarke voltage can be used. The Alpha Clarke voltage is a 
better reference choice than the positive sequence voltage 
because it is easier to calculate and hence reduces the 
relay-processing burden. The Alpha Clarke components are 
calculated as described above. 

Hence, a system has been described Which is capable of 
producing electric poWer system control and analysis infor 
mation as Well as protection functions for the system. In one 
arrangement, the absolute time reference is used to produce 
a synchroniZed phasor measurement of voltages and/or 
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currents for current or voltage differential analysis, While in 
another arrangement, the frequency is combined With fre 
quency estimation techniques and With re-sampling in order 
to provide information Which can be used for other types of 
protection such as line distance protection. 

Although a preferred embodiment of the invention has 
been disclosed for purposes of illustration, it should be 
understood that various changes, modi?cations and substi 
tutions may be made in the embodiment Without departing 
from the spirit of the Work, Which is de?ned by the claims 
Which folloW. 
What is claimed is: 
1. A protective relay for electric poWer systems for 

system-Wide control and analysis and for protection, com 
prising: 

acquisition circuits for obtaining at least one of the 
folloWing: (1) voltage values and (2) current values 
from a poWer line; 

a ?rst sampling circuit for sampling said voltage and/or 
current values at selected intervals of time; 

a ?rst calculation system using the resulting samples to 
perform selected poWer system-Wide control and analy 
sis determinations; 

a frequency estimating circuit for determining the poWer 
system frequency; 

a second sampling circuit for resampling the sampled 
voltage and/or current values at a rate Which is related 
to the poWer system frequency; and 

a second calculation system using the resampled voltage 
and current values to perform selected protection func 
tions for the portion of the poWer line associated With 
the protective relay. 

2. An apparatus of claim 1, Wherein one selected function 
is line distance protection. 

3. An apparatus of claim 1, Wherein the ?rst sampling 
circuit has an absolute time reference. 

4. An apparatus of claim 3, Wherein the absolute time 
reference is provided by a global positioning system. 

5. An apparatus of claim 1, including a calibration circuit 
for modifying the resulting sampled signals to account for 
errors in acquisition of data. 

6. An apparatus of claim 1, including a doWn sampling 
circuit for decreasing the number of samples provided by the 
?rst sampling element. 

7. An apparatus of claim 1, Wherein the resampling circuit 
is responsive to data from the protective relay and also from 
another relay Which is remote from said protective relay on 
the same poWer line. 

8. An apparatus of claim 7, Wherein the estimated poWer 
system frequency is selected from the local protective relay 
or the remote protective relay. 

9. An apparatus of claim 7, Wherein the resampled signals 
from both the local protective relay and the remote protec 
tive relay are applied to bandpass ?lters Which have ?Xed 
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coef?cients that do not depend on the poWer system oper 
ating frequency. 

10. An apparatus of claim 7, including a calculation 
circuit for determining the RMS (root means square) value 
of the up resampled signals from the local protective relay, 
Wherein the RMS values are used for metering functions. 

11. A protective relay for electric poWer systems using 
synchroniZed phasor measurements for system-Wide control 
and analysis and for poWer line protection, comprising: 

voltage and current acquisition circuits for obtaining 
voltage and current values from a poWer line; 

a sampling circuit for sampling the voltage and current 
values at selected intervals of time, Wherein the sam 
pling is based on an absolute time value reference; 

a ?rst calculation system using the sampled signals to 
perform selected poWer system-Wide protection, con 
trol and analysis determinations and for producing 
synchroniZed voltage and current phasor values from 
the acquired voltage and current values, the synchro 
niZed voltage and current values being substantially 
independent of system frequency for protection and 
control functions; and 

a second calculation system responsive to synchroniZed 
phasor values from the said protective relay and from 
another relay Which is remote from said protective 
relay on the same poWer line. 

12. An apparatus of claim 11, including communication 
means for transmitting unsolicited binary messages contain 
ing synchroniZed phasor values from the protective relay to 
a host computer, Wherein the binary messages contain the 
address of the protective relay, an absolute time stamp, a 
sample number for the data being transmitted, the poWer 
system estimated frequency, and the synchronized phasor 
values for the voltages and currents on the poWer line for 
said sample With respect to absolute time. 

13. An apparatus of claim 11, Wherein the relay includes 
a communication circuit responsive to a request from a host 
computer to report the synchroniZed phasor values of volt 
age and currents present on the line at speci?ed times, 
Wherein the synchroniZed phasor values from a plurality of 
protective relays in the poWer system are combined by the 
host computer to provide an indication of the operating 
condition of the poWer system at said speci?ed times. 

14. An apparatus of claim 11, Wherein the second calcu 
lation system uses the absolute time stamp information from 
a remote relay on the poWer line to align data, including both 
magnitude and angle, from the local and remote sources and 
further uses the aligned magnitude and angle information to 
perform the protection and control functions. 

15. An apparatus of claim 10, Wherein the synchroniZed 
phasor values are used to produce an Alpha Clarke compo 
nent voltage useful as a substitute for positive sequence 
voltage in synchroniZed phasor protection applications. 

* * * * * 


