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METHOD OF UPGRADING A PROGRAM 
USING ASSOCIATED CONFIGURATION 

DATA 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The invention relates generally to con?gurable data pro 
cessing devices running an upgradable program or micro 
code the con?guration of Which requires at least some 
mandatory parameters, and relates particularly to a method 
of upgrading a program using associated con?guration data. 

2. Description of the Related Art 
Con?gurable netWork devices have generally a lot of 

con?guration parameters. For a netWork device to perform 
a task, some parameters can use factory default values but 
other ones cannot. The parameters Which can keep factory 
default values are called optional parameters. The param 
eters that cannot keep factory default values are called 
mandatory parameters. 
When connecting such a device for the ?rst time to the 

netWork, the user has to con?gure these mandatory param 
eters and can also perform more ?ne-tuning of the device by 
changing the values of the optional parameters. Once this 
operation is completed, the device is operational and its 
con?guration parameters are saved as a con?guration ?le in 
a permanent memory such as an NVRAM. 

During the device life, the microcode development engi 
neering of the device perform function enhancement and 
bug ?xes of the microcode When necessary. These bug ?xes 
and function enhancement are grouped in a neW microcode 
version having a number n+1Whereas the most recent ver 
sion of the microcode has a number n. Because of the neW 
functions, the format of the con?guration ?le may change 
because it contains neW record siZes, neW values, or neW 
entries. 

Each program version can be installed by the user fol 
loWing upgrading instructions. When the user Wants to 
change, inside the device, the microcode version n by a 
microcode version n+1, for a safety reason he expects to be 
able to easily return to microcode version n in case of failure 
of the device When running microcode version n+1. This is 
generally made by storing version n+1 into an alternate 
location. Once version n+1 is activated, the location Where 
version n is stored becomes the alternate location for a future 
upgrade of the program With a version n+2. Doing so, there 
are alWays tWo versions of the microcode inside the device. 
So, a command called SWAP MICROCODE can be pro 
vided to activate any one of these microcode versions. 

When changing version n by version n+1, the user also 
expects not to have to re-enter all the device con?guration 
parameters before its device becomes operational again. 
When version n+1 is ?rst activated after version n, version 
n+1 ?nds the- con?guration ?le that version n has saved in 
memory. Microcode version n+1 being more recent than the 
previously running microcode version n, the softWare devel 
opment engineering may implement the translation function 
for version n+1 to be able to understand the con?guration 
?le associated With version n. During such a translation, 
record siZes are re-computed, old values are translated into 
neW values and neW entries are initialiZed With values that 
alloW the device to operate anyWay. Once translated, the 
con?guration ?le is stored into memory as a neW con?gu 
ration ?le associated With microcode version n+1. The 
device probably operates properly and the user can take 
bene?ts of the neW functions and bug ?xes. 
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2 
But, if the user experiences troubles in the device opera 

tion With the microcode version n+1, he may Want to 
re-activate microcode version n. Doing so, the neWly acti 
vated microcode version n ?nds in the memory a con?gu 
ration ?le formatted and stored by a more recent version. In 
other Words, the microcode ?nds record siZes, values, and 
entries that did not exist at the time version n Was imple 
mented by development engineering. So, microcode has no 
other choice than retrieving factory default parameters. But, 
as mandatory parameters are no longer set, the device is no 
longer operational. 
TWo methods can be used to solve the above problem. The 

?rst method consists in saving the con?guration ?le asso 
ciated With version n onto a diskette on a hard disk. 
Unfortunately, diskette or hard disk drives are not alWays 
present on devices used in a netWork because of failure rates. 
The second method consists in retrieving the con?guration 
?le from a server onto Which the user has previously 
uploaded it before activating version n+1. But this requires 
a con?guration of mandatory parameters for the device to be 
able to reach the netWork server prior to doWnloading the 
con?guration ?le. 

SUMMARY OF THE INVENTION 

Accordingly, the object of the invention is to achieve a 
method of upgrading a program Wherein the con?guration 
data associated With the previous version of the microcode 
are automatically stored When this previous version is 
replaced by a neW version. 

The invention relates, therefore, to a method of upgrading 
a program used in any data processing device having a 
permanent memory, in particular a netWork device, from a 
version n to a version n+1, Wherein, at any time, both the 
recent version and the previous version of the program are 
stored in a ?rst and a second location of the memory, each 
one of version n and version n+1 using, respectively, con 
?guration data of format n or format n+1When used as the 
current version, and the con?guration data of format n being 
automatically stored into the memory While the version n+1 
of the program is stored into the second location of the 
memory. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above and other objects, features, and advantages of 
the invention Will be better understood by reading the 
folloWing more particular description of the invention in 
conjunction With the accompanying draWings Wherein: 

FIG. 1 represents schematically the ?rst step according to 
the invention Wherein the current con?guration ?le is auto 
matically saved When a neW version of the program is stored 
into memory; 

FIG. 2 represents schematically the state of the device at 
the end of the step represented in FIG. 1 When the neW 
version of the program is being used; 

FIG. 3 represents schematically the step of the translation 
of the current con?guration ?le by the neW version of the 
program; 

FIG. 4 represents schematically the replacement of the 
current con?guration ?le by the translated con?guration ?le 
at the end of the translation step represented in FIG. 3; 

FIG. 5 represents schematically the state of the device 
When the user decides to come back to the previous version 
of the program; and 

FIG. 6 represents the step of taking the saved con?gura 
tion ?le associated With the previous version of the program 
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as the active con?guration ?le When the previous version of 
the program is used. 

DETAILED DESCRIPTION OF A PREFERRED 
EMBODIMENT 

As illustrated in FIG. 1, a ?rst location 10 in the perma 
nent memory of the device such as an NVRAM in a network 

device (but Which could be any data processing device) is 
used to store the current version n of the program and a ?rst 
saving area 12 is associated With this ?rst location to save 
con?guration data. Likewise, a second memory location 14 
is used as an alternate location to store an upgraded version 
of the program, and this second location is also associated 
With a data saving area 16. Note that the active con?guration 
?le of format n used by the current version of the program 
is stored in a con?guration location 18 of the memory. 
At the beginning, a pointer 20 of the active program 

points to the ?rst memory location since it contains the 
current version n of the program. Assuming that an upgraded 
version n+1 has to replace version n, this second version is 
doWnloaded for eXample from a server 22 to alternate 
location 14. According to the principles of the invention, the 
active con?guration data stored in con?guration location 20 
are automatically saved in ?rst data saving area 12. 

Accordingly, When pointer of the active program 20 
points to the upgraded version n+1 stored in alternate 
location 14 as illustrated in FIG. 2, con?guration ?le n is 
saved in ?rst data saving area 12 associated With ?rst 
memory location 10. 

Then, program version n+1 has to access the con?guration 
?le stored in con?guration location 18 and to translate it as 
illustrated in FIG. 3 in order to change record siZes and old 
values into neW ones and to initialiZe neW entries With values 

permitting the device to operate. Once translated, the neW 
con?guration ?le n+1 is stored into con?guration location 18 
as the active con?guration ?le as illustrated in FIG. 4. 

Assuming that the user Wants to again use the version n 
of the program, pointer 20 points to ?rst location 10 con 
taining version n as illustrated in FIG. 5. As previously When 
the current version has become n+1, the active con?guration 
?le n+1 is automatically saved in the second data saving area 
16 associated With second memory location 14 Wherein 
version n+1 is stored. At this time, con?guration location 18 
contains con?guration ?le n+1 Which is not adapted to 
version n of the program. It is Why the con?guration ?le n 
Which is saved in ?rst data saving area 12 is transferred into 
con?guration location 18 as soon as version n replaces 
version n+1 as illustrated in FIG. 6. 

It must be noted that, one version n+1 of the program 
stored in the second location 14 of the memory, the ?rst 
location 10 becomes the alternate location for a future 
program upgrading With a version n+2. This means that 
there are alWays tWo operational versions of the program in 
the device, the most recent version and the immediately 
preceding version. 

Modi?cations could be brought to the invention Without 
changing its principle Which is to save automatically the 
con?guration ?le associated With a program version in case 
of program upgrading in order for the user to be able to use 
the previous version. Thus, a common key could be allo 
cated to both version of the program and associated con 
?guration ?le so that the right con?guration ?le can be easily 
determined by looking for the key. 
What is claimed is: 
1. Amethod for facilitating softWare upgrade Within a data 

processing system, said method comprising: 
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4 
storing a ?rst version of a softWare program in a ?rst 

location of a memory Within a data processing system; 
storing an active con?guration ?le having information in 

a ?rst data format usable by said ?rst version of said 
softWare program in a con?guration location of said 
memory; 

assigning a pointer of said softWare program to point to 
said ?rst location of said memory; and 

in response to a request for upgrading said softWare 
program from said ?rst version to a second version, 
storing said second version of said softWare program in 

a second location of said memory; 
assigning said pointer of said softWare program to point 

to said second location of said memory; and 
automatically translating information in said active 

con?guration ?le to a second data format usable by 
said second version of said softWare program. 

2. The method of claim 1, Wherein said translating further 
includes storing said active con?guration ?le in said second 
data format in a same memory location as said active 
con?guration ?le in said ?rst data format. 

3. The method of claim 1, further comprising: 
storing a ?rst set of con?guration data in a ?rst saving area 

of said memory; 
storing a second set of con?guration data in a second 

saving area of said memory; 
associating said ?rst set of con?guration data With said 

?rst version of said softWare program during an eXecu 
tion of said ?rst version of said softWare program; and 

associating said second set of con?guration data With said 
second version of said softWare program during an 
execution of said second version of said softWare 
program. 

4. The method of claim 3, further comprising automati 
cally associating said active con?guration ?le With said 
second set of con?guration data in response to said softWare 
program update request. 

5. The method of claim 1, further comprising in response 
to a request for returning said softWare program from said 
second version to said ?rst version, 

assigning said pointer of said softWare program to point to 
said ?rst location of said memory; and 

automatically translating information in said active con 
?guration from said second data format usable by said 
second version of said softWare program back to said 
?rst data format usable by said ?rst version of said 
softWare program. 

6. The method of claim 5, further comprising associating 
said active con?guration ?le With said ?rst set of con?gu 
ration data. 

7. A computer program product residing on a computer 
usable medium for facilitating softWare upgrade Within a 
data processing system, said computer program product 
comprising: 
program code means for storing a ?rst version of a 

softWare program in a ?rst location of a memory Within 
a data processing system; 

program code means for storing an active con?guration 
?le having information in a ?rst data format usable by 
said ?rst version of said softWare program in a con 
?guration location of said memory; 

program code means for assigning a pointer of said 
softWare program to point to said ?rst location of said 
memory; and 

in response to a request for upgrading said softWare 
program from said ?rst version to a second version, 
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program code means for storing said second version of 
said software program in a second location of said 
memory; 

program code means for assigning said pointer of said 
software program to point to said second location of 
said memory; and 

program code means for automatically translating 
information in said active con?guration to a second 
data format usable by said second version of said 
softWare program. 

8. The computer program product of claim 7, Wherein said 
program code means for translating further includes pro 
gram code means for storing said active con?guration ?le in 
said second data format in a same memory location as said 
active con?guration ?le in said ?rst data format. 

9. The computer program product of claim 7, further 
comprising: 

program code means for storing a ?rst set of con?guration 
data in a ?rst saving area of said memory; 

program code means for storing a second set of con?gu 
ration data in a second saving area of said memory; 

program code means for associating said ?rst set of 
con?guration data With said ?rst version of said soft 
Ware program during an execution of said ?rst version 
of said softWare program; and 
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program code means for associating said second set of 

con?guration data With said second version of said 
softWare program during an execution of said second 
version of said softWare program. 

10. The computer program product of claim 9, further 
comprising program code means for automatically associ 
ating said active con?guration ?le With said second set of 
con?guration data in response to said softWare program 
update request. 

11. The computer program product of claim 7, further 
comprising in response to a request for returning said 
softWare program from said second version to said ?rst 
version, 

program code means for assigning said pointer of said 
softWare program to point to said ?rst location of said 
memory; and 

program code means for automatically translating infor 
mation in said active con?guration from said second 
data format usable by said second version of said 
softWare program back to said ?rst data format usable 
by said ?rst version of said softWare program. 

12. The computer program product of claim 11, further 
comprising program code means for associating said active 
con?guration ?le With said ?rst set of con?guration data. 


