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(57) ABSTRACT 

The combining device for combining stacked plates includes 
a ?rst plate at a bottom layer thereof; a plurality of upper 
plates; and an inserting means. The ?rst plate is formed With 
at least tWo buckling rings; and a proper distance is retained 
betWeen the tWo buckling rings. The upper plate is formed 
With at least one hole at position corresponding to one of the 
buckling rings. The buckling rings is inserted by the tWo 
inserting ends of each inserting means; and then the elastic 
pieces aside the inserting end pass through the buckling ring 
and resists against the inserting end. Thereby; the plates are 
combined; While the inserting end can not be released. 
Therefore; the combining device of the present invention 
provides a loW cost and conventional Way for combining a 
plurality of overlapping plates. Moreover; by the present 
invention; the combining surface is ?at. 

4 Claims, 5 Drawing Sheets 
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COMBINING DEVICE FOR COMBINING 
STACKED PLATES FLATLY 

FIELD OF THE INVENTION 

The present invention relates to combining devices, and 
especially to a combining device for combining a plurality 
of stacked plates ?atly. 

BACKGROUND OF THE INVENTION 

In general, a plurality of plates are combined by nails, 
screWs or rivets. 

Referring to FIG. 1, it is illustrated that tWo plates 11, 12 
are combined by rivets. HoWever, this prior Way Will leave 
a protruded combining portion 101 from the outer surface of 
the plate 12 so as to affect the ?atness of the plates. 

For example, to combine frames or other devices in the 
assembly of a personal computer, a combining technology 
for combining plates is used. Thereby, protrusion is formed 
at the combining portion 101. This protrusion not only 
affects the appearance of the casing, but also Will collide 
With other devices. Furthermore, in assembly, it Will induce 
an inconvenience. Moreover, it is inconvenient in repairing 
a computer. 

SUMMARY OF THE INVENTION 

Accordingly, the primary object of the present invention 
is to provide combining device, Wherein the combining 
device of the present invention improves the defects of the 
conventional Way for combining stacked plates. 
Furthermore, the cost of the present invention is loW and the 
present invention can be assembled easily. Moreover, by the 
present invention, the combining surface is ?at. 

To achieve the object, the present invention provides a 
combining device for stacked plates. The combining device 
includes a ?rst plate at a bottom layer thereof, a plurality of 
upper plates, and an inserting means. The ?rst plate is 
formed With at least tWo buckling rings; a proper distance is 
retained betWeen the tWo buckling rings. The upper plate is 
formed With at least one hole at position corresponding to 
one of the buckling rings. TWo inserting ends of each 
inserting means inserts into the buckling rings; and then the 
elastic pieces aside the inserting end pass through the 
buckling ring and resist against the inserting end. Thereby, 
the plates are combined, While the inserting end can not be 
released. Therefore, the combining device of the present 
invention provide a loW cost and conventional Way for 
combining a plurality of overlapping plates. Moreover, by 
the present invention, the combining surface is ?at. 

The various objects and advantages of the present inven 
tion Will be more readily understood from the folloWing 
detailed description When read in conjunction With the 
appended draWing. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW shoWing a prior combining 
device of plates. 

FIG. 2 is a perspective vieW of the present invention. 
FIG. 3 shoWs an operation of combining plates by the 

combining device of the present invention. 
FIG. 4 shoWs an assembling vieW of combining plates by 

the combining device of the present invention. 
FIG. 5 shoWs a perspective vieW of the ?rst embodiment 

of the inserting means of the combining device in the present 
invention. 
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2 
FIG. 6 is a cross section vieW for overlapping plates by the 

combining device of the present invention. 
FIG. 7 is a perspective vieW of the second embodiment of 

the inserting means in the present invention. 
FIG. 8 shoWs the structure of the inserting means of the 

combining device of the present invention. 
FIG. 9 shoWs the third embodiment of the inserting means 

in the combining device of the present invention. 
FIG. 10 is a structural vieW shoWing the inserting means 

in FIG. 9. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Referring to FIG. 2 and FIG. 6, the combining device of 
the present invention is illustrated. The combining device 
includes a ?rst plate 20 (see FIG. 6) at the bottom layer (or 
also called an outer layer), a plurality of upper plates 30 
(referring to FIG. 6, only one plate is illustrated in the 
draWing), and an inserting means 40. The ?rst plate 20 is 
formed With at least tWo buckling rings 21, 22 Which are 
arranged longitudinally. A proper distance is retained 
betWeen the tWo buckling rings 21, 22. 

Each upper plate 30 is formed With at least one hole 31 at 
position corresponding to one of the buckling rings 21, 22. 
The hole 31 is buckled to one of the buckling rings 21, 22. 
Then, the inserting ends 41, 42 of the inserting means 40 
inserts into the buckling rings 21, 22. The elastic pieces 43, 
44 aside the inserting end 42 resist against the inserting end 
42 (referring to FIG. 4). Thereby, the ?rst plate 20 and the 
upper plate 30 are combined, While the inserting means 40 
can not be released. 

Referring to FIG. 5, the inserting means 40 includes at 
least one frame 401. Asecond inserting end 42 eXtends from 
a loWer edge of the frame 401 and is aligned With the ?rst 
inserting end 41. The ?rst and second inserting ends 41, 42 
point toWard the same direction. The frame 401 at the front 
edge of the second inserting end 42 has a hole 402 Which has 
a siZe capable of containing the buckling ring 22. TWo elastic 
pieces 43, 44 from the frame 401 pointing to the second 
inserting end 42 are formed at tWo sides of the hole 402. The 
bottoms of tWo elastic pieces 43, 44 have proper tilt surfaces, 
thereby, the positioning of the inserting means 40 can be 
performed successfully. It is preferable that triangular Wings 
at tWo sides of the resisting plate 45 are used to connect the 
resisting plate 45 and the frame 401. 

FIG. 6 is a cross section vieW shoWing the combining 
device of the present invention being used to combine plates. 
At ?rst, the buckling ring 22 of the ?rst plate 20 is positioned 
in the hole 402 of the inserting means 40. The ?rst inserting 
end 41 points toWard another buckling ring 21 for combing 
the ?rst plate 20 and the upper plate 30 (referring to FIG. 2 
and FIG. 3). Then, the user pushes a push plate 45 of the 
inserting means 40 so that the inserting means slides for 
Wards. After the inserting means slides, the ?rst inserting 
end 41 Will move into the buckling ring 21. At the same time, 
the tWo elastic pieces 43, 44 of the inserting means 40 Will 
move through another buckling ring 22 by the tilt surface 
thereof so that the buckling ring 22 is at a rear side of the tWo 
elastic pieces 43, 44. NoW, the loWer edges 431, 441 of the 
elastic pieces 43, 44 are used as resisting portions for 
con?ning the inserting means (referring to FIG. 4). As a 
result, the assembly of the ?rst plate 20 and the upper plate 
30 are complete. 

In above description, it is preferred that the shapes of the 
buckling rings are triangular shapes Which bene?t the sliding 
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of the elastic pieces. Similarly, tWo inserting ends 41, 42 of 
the inserting means 40 are formed With tilt surfaces 411, 412, 
421, and 422 from the top center to the outer sides so that 
inserting and ?xing Works may be Well performed. 

Referring to FIG. 7, another preferred embodiment of the 
inserting means 40 of the present invention is illustrated. 
The inserting means 40 includes a frame 401. The front edge 
of the frame 401 extends With a ?rst inserting end 41. A 
second inserting end 42 extends from a loWer edge of the 
frame 401 and is aligned With the ?rst inserting end 41. The 
?rst and second inserting ends 41, 42 point toWard the same 
direction. The frame 401 at the front edge of the second 
inserting end 42 has a hole 402 Which has a siZe capable of 
containing the buckling ring 22. TWo extending arms 403, 
404 from the front edge of the frame 401 are formed. Each 
arm has elastic piece 4341, 4441 pointing to the ?rst inserting 
end 41. Aspace 405 is formed betWeen the elastic pieces 4341 
and 4441 and the frame 401. The space 405 is exactly 
sufficient to enclose the buckling ring 21. The structure of 
the elastic pieces are identical to above embodiment, i.e., tilt 
surfaces are formed at the bottoms thereof so that they may 
pass through the buckling ring 21 easily. 

Referring to FIG. 8, by the inserting means 40 of FIG. 7, 
at ?rst, the buckling ring 22 of the ?rst plate 20 is positioned 
in the hole 402 of the inserting means 40. Then, the user 
pushes a push plate 45 of the inserting means 40 so that the 
inserting means slides forWards. Thus, the second inserting 
means slides into the buckling ring 22 for being positioned 
therein. At the same time, the second inserting end 41 passes 
through another buckling ring 21 by the elastic pieces 4341, 
4441 at tWo sides and then inserts into the buckling ring 21. 
Then, this buckling ring 21 is placed into the space 405 
betWeen the elastic pieces 4341 and 4441 and the frame 401. 
Thereby, the loWer edge 43411, 44411 of the elastic pieces 
4341, 4441 become resisting portions for resisting the buckling 
ring 21. As a result, the inserting means does not release out 
from the ring. 

FIG. 9 shoWs an embodiment of the inserting means 40. 
In the inserting means 40 of this embodiment, Which is 
identical to that of FIG. 7, the elastic pieces 43412, 44412 
pointing to the second inserting end 42 extends from the 
frame. Thereby, the inserting means 40 has a retaining effect 
as positioning the ?rst plate 20 and the upper plate 30, as 
shoWn in the FIG. 10. 

Therefore, the combining device of the present invention 
improves the defects of the conventional Way for combining 
stacked plates. Furthermore, the cost of the present invention 
is loW and the present invention can be assembled easily. 
Moreover, by the present invention, the combining surface 
is ?at. 

Although the present invention has been described With 
reference to the preferred embodiments, it Will be under 
stood that the invention is not limited to the details described 
thereof. Various substitutions and modi?cations have been 
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4 
suggested in the foregoing description, and others Will occur 
to those of ordinary skill in the art. Therefore, all such 
substitutions and modi?cations are intended to be embraced 
Within the scope of the invention as de?ned in the appended 
claims. 
What is claimed is: 
1. A combining device for combining stacked plates 

comprising: 
a ?rst plate as a bottom layer of the combining device and 

the ?rst plate having at least tWo buckling rings; a 
predetermined distance being retained betWeen the tWo 
buckling rings; 

at least one upper plate having at least tWo plate holes 
each at a position corresponding to a respective one of 
the buckling rings; and 

an inserting means comprising: 
at least one frame; 
a ?rst inserting end extending from a front edge of the 

at least frame; 
a frame hole being formed in the frame; and a siZe of 

the frame hole being capable of receiving any one of 
the at least tWo buckling rings; 

a second inserting end being extended from an edge of 
the frame hole; the second inserting end being 
aligned With the ?rst inserting end; and the ?rst and 
second inserting ends being oriented at the same 
direction; and 

each of tWo opposite sides of the frame hole having an 
elastic piece Which extends from one edge of the 
frame hole toWard the second inserting end; 

Wherein in assembly, the ?rst inserting end and the 
second inserting end of the inserting means are 
inserted into the buckling rings, respectively; then 
the inserting means moves continuously, so that tWo 
elastic pieces aside the second inserting end run over 
a respective one of the at least tWo buckling rings by 
its elasticity and ?nally resist against the respective 
one of the buckling ring so that the respective 
buckling ring are disposed betWeen the tWo elastic 
piece and one edge of the frame; thereby, the plates 
are combined, While the ?rst and second inserting 
ends are ?xed therein. 

2. The combining device for combining stacked plates as 
claimed in claim 1, Wherein a bottom of each elastic piece 
has an inclined surface. 

3. The combining device for combining stacked plates as 
claimed in claim 1, Wherein a loWer edge of the frame is 
extended With a resisting plate. 

4. The combining device for combining stacked plates as 
claimed in claim 3, Wherein each of tWo sides of the resisting 
plate has a respective triangular Wing for connecting the 
resisting plate to the frame. 

* * * * * 


