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(57) ABSTRACT 

Spherical balls, notably microballs of Welding alloys, are 
produced by passing a melted material through vibrating 
ori?ces of a granulation pot, in order to form droplets Which 
solidify When falling, by gravity, into a cooling toWer ?lled 
With an inert gas. To improve the surface condition of the 
balls, the inert gas comprises approximately 15 to 150 ppm 
of oxygen. Moreover, the melted material is subject to 
ultrasound stirring just before being fed into the granulation 
pot. The balls are, preferably, dampened at the outlet of the 
cooling toWer by brushes composed of polyamide Wires. 
Besides, the control of the vibration frequency of the vibrat 
ing ori?ces in relation to the percentage of balls meeting the 
standards enables to improve the output. 

19 Claims, 9 Drawing Sheets 
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DEVICE FOR PRODUCING SPHERICAL 
BALLS 

TECHNICAL FIELD OF THE INVENTION 

The invention concerns a device for producing spherical 
balls comprising: 

means for feeding, in a fusion vessel, material intended 
for the manufacture of balls, 

a second vessel communicating With the fusion vessel in 
order to receive the melted material, 

means to form, from the melted material contained in the 
second vessel, a jet through at least one ori?ce, 

vibrating means used to transmit vibrations to the ori?ce, 
in order to transform the jet into droplets, 

a cooling toWer, arranged at the outlet of the ori?ce and 
?lled With an inert gas, Wherein the droplets, falling by 
gravity, solidify to form the balls, and means for 
receiving balls at a loWer end of the cooling toWer 

STATE OF THE ART 

There eXist numerous methods and granulation devices, 
applied in numerous industrial domains, for eXample in 
metallurgy, fertilisers, food or pharmaceutical industry, 
etc . . . They all aim at transforming into balls materials 

Which, melted, have, in open air or under neutral gas, loW 
viscosity, good surface tension, good ?oWability through 
ori?ces and are liable to solidify by cooling. 

For eXempli?cation purposes, the document WO-A 
8101811, corresponding to the patent US. Pat. No. 4,428, 
894, describes a method and a device for producing metallic 
granulates, 0.1 to 5 mm in diameter, from a melted metal 
bath. According to this knoWn method, a jet of melted metal 
is formed, it is passed through a vibrating ori?ce in order to 
divide the jet into individual drops, the drops are caused to 
fall from the jet by gravity through an atmosphere of inert 
gas, in order to cause the drops to solidify by cooling into 
granulates. 

HoWever, in practice, there are feW methods and cali 
brated granulation devices, i.e. capable of large-scale 
producing, With good output, balls of uniform siZes With 
very good surface condition. Besides, Whatever the material 
(organic product, metal . . . ) granulated by this type of 
technique, it often happens that a certain percentage of the 
production is composed of balls vastly deformed or of balls 
stuck together, often in pairs, such a pair being designated as 
a dumbbell. 

Still, it is necessary, for certain applications, to produce 
balls, more speci?cally microballs, Without any surface 
defects and With very accurate granulometry. These 
microballs must, preferably, not only have uniform diameter, 
but also be perfectly spherical and isolated. In the mechani 
cal industry, When balls are composed of a material With 
relatively high hardness, one uses generally selection 
devices or sorting devices, comprising hoppers, rolls, etc . . . 
It is the case notably of balls for bearings, for pens, etc . . . 
The balls may then sustain shocks and frictions Without 
marking their surface. Conversely, in certain cases, the 
sphericity and the surface condition of the balls should not 
be altered by the selection device. 

It is the case, notably, for the Welding alloyed balls 
intended to be used in electronics to form connections, for 
eXample for casing of BGA (<<Ball Grid Array>>) type. 
Still, the metals used in the Welding alloys are soft metals 
and the surface condition of a ball composed of such metals 
can be altered very easily. 

15 

25 

35 

45 

55 

65 

2 
OBJECT OF THE INVENTION 

The purpose of the invention is to obtain balls Without any 
surface defects. More particularly, the balls must be per 
fectly spherical, With eXcellent surface condition, Without 
any oXidisation. The composition of the balls must be very 
stable With each batch of manufacture and the tolerances 
very narroW as regards granulometry. 

According to the invention, this target is met in that the 
device comprises an outlet chamber in the fusion vessel and 
means for ultrasound stirring of the melted material con 
tained in the outlet chamber before its transfer into the 
second vessel, Whereas the inert gas in the cooling toWer 
contains a pre-set quantity of oxygen. 

According to a development of the invention, the means 
for receiving balls comprise shock-absorbing means. Said 
means comprises, preferably, brushes composed of 
polyamide-based Wired, forming an angle of approx. 45° 
With the trajectory of the balls in the cooling toWer. Cloth 
rollers can, moreover, be arranged on the inner periphery of 
the inner Wall of the cooling toWer, above the brushes. 
According to a preferred embodiment, the device 

comprises, at the outlet of the cooling toWer, means for 
periodic WithdraWal of the balls and calibration means 
comprising means for sorting the balls into three categories, 
in relation to their siZes. It may also comprise means for 
Weighing the set of balls of each category obtained at each 
WithdraWal sequence, means for determining, on the basis of 
information supplied by the Weighing means, a percentage 
of balls Within pre-set standards and means for adjusting the 
frequency of the vibrating means in relation to said percent 
age. 

It is another object of the invention to provide a device for 
producing spherical balls With a selection device of spherical 
balls enabling to sort balls of uniform diameter, in order to 
put aside all the balls Which are not perfectly spherical. 

According to the invention, this target is met by the fact 
that the selection device comprises means for supplying the 
balls on a ?rst tilted plane of a succession of tilted planes, 
separated by spaces of pre-set dimensions, Whereby at least 
the ?rst tilted plane, in the direction of displacement of the 
balls, has a surface Whereof the roughness is greater than 
that of the folloWing tilted planes. 

According to a preferred embodiment, the means for 
supplying the balls on the ?rst tilted plane comprise a rolling 
plane, stop means, ejection means to eject from the rolling 
plane, jerkily, the balls resting against the stop means. 

The ejection means comprise, preferably, a holloW ramp, 
animated by a lateral back and forth movement and ?tted 
With a plurality of air ejectors distributed evenly along the 
ramp. 

According to another characteristic of the invention, the 
means for supplying the balls on the ?rst tilted plane 
comprise a conveyor belt having a tilted face in the same 
direction as the tilted planes and a rotational direction 
opposite the rolling direction of the balls on said face. 

Another object of the invention concern the elimination of 
the balls stuck together. 

According to a development of the invention, this other 
object is met by the fact that the selection device comprises, 
doWnstream of the tilted planes, a toothed Wheel animated 
by a rotational movement round a tilted aXis and comprising 
longitudinal grooves Whereof the siZes enable an isolated 
ball to roll and prevent a pair of stuck balls from rolling. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other advantages and characteristics Will appear more 
clearly from the folloWing description of particular embodi 
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ments of the invention given for exempli?cation purposes, 
Without limitation thereto and represented on the appended 
drawings, Wherein: 

FIG. 1 is a sectional schematic representation of a par 
ticular embodiment of a device according to the invention. 

FIG. 2 represents in greater detail the loWer section of the 
granulation pot of the device according to FIG. 1. 

FIG. 3 illustrates in greater detail a particular embodiment 
of an outlet ori?ce of the granulation pot according to FIG. 
2. 

FIG. 4 is a sectional vieW, along A—A, of a melting pot 
according to FIG. 1. 

FIG. 5 represents a particular embodiment of a shock 
absorbing device arranged at the loWer section of the cooling 
toWer of a device according to FIG. 1. 

FIG. 6 is a sectional vieW, along B—B, of the shock 
absorbing device of FIG. 5. 

FIG. 7 represents, schematically, a particular embodiment 
of a calibration and Weighing device arranged at the outlet 
of the cooling toWer of a device according to FIG. 1. 

FIG. 8 represents, schematically, a particular embodiment 
of a selection device of a unit according to the invention. 

FIGS. 9 and 10 represent in greater detail, respectively a 
side vieW and a bottom vieW, a particular embodiment of the 
section of the device situated upstream of the tilted planes of 
the selection device according to FIG. 8. 

FIG. 11 represents a particular embodiment of the outlet 
rolling plane of the hopper of a device according to FIG. 10, 
seen from the free end of the rolling plane. 

FIGS. 12 and 13 illustrate the respective positions of the 
mobile ramp and of the outlet rolling plane of the hopper for 
tWo extreme positions of the ramp. 

FIG. 14 represents, as a sectional vieW, the toothed Wheel 
of the selection device according to FIG. 8. 

FIG. 15 illustrates the positioning of a pair of balls 
blocked inside a groove of the toothed Wheel according to 
FIG. 14. 

DESCRIPTION OF PARTICULAR 
EMBODIMENTS 

The device according to FIG. 1 comprises a vessel or 
melting pot 1, heated by any appropriate means (not 
represented), Wherein the material intended for the balls can 
be injected, in the form of solid alloy, by means of a supply 
lock 2. The material, injected in the form of billets, of ingots 
or of bars 3, is melted in the fusion vessel. A second vessel 
or granulation pot 4, also heated by any appropriate means 
(not represented), is connected, at its base, to the base of the 
melting pot 1 by at least one transfer tube 5. A linking tube 
6 connects the upper sections of the pots 1 and 4, above the 
level 7 of the melted material, so that the pressure P of the 
gaseous atmosphere on top of the melted material is iden 
tical in both pots. Moreover, a level detector (not 
represented), is connected to feeding system of the ingots in 
order to maintain constant the level of the melted material in 
the pots 1 and 4. 

The granulation pot 4 comprises conventionally, at its 
loWer section, at least one ori?ce 8 of pre-set diameter, 
through Which the melted alloy ?oWs in the form of a jet. A 
vibrator 9, attached to the lid of the granulation pot 4, 
transmits vibrations to the ori?ces 8 by means of a vibrating 
pallet 10, Which is animated With of a vertical back and forth 
movement. It is Well knoWn that the vibrating pallet 10 is 
connected to the vibrator 9, for example of electromagnetic 
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4 
type, by a metallic rod 11 Which goes through the lid 12 of 
the granulation pot 4 through a tight passage. The frequency 
of the vibrations ranges betWeen 200 HZ and 10,000 HZ, 
preferably betWeen 200 HZ and 6,000 HZ. 

The material, for example a Welding metallic alloy, is 
melted in the melting pot 1, then transferred in liquid form, 
by the transfer tube 5, in the granulation pot 4. The pressure 
P of the gaseous atmosphere (nitrogen for example) on top 
of the melted material is measured permanently and regu 
lated by a control circuit 13, in order to impart a pre-set 
speed (preferably betWeen 0.5 and 5 m/s according to the 
diameter of the ori?ce) at a jet of melted material going 
through each ori?ce 8 at the loWer section of the granulation 
pot. The vibrations of the vibrating pallet 10 are transmitted 
to the laminar jet 14 from the ori?ce 8. As represented on 
FIG. 2, the jet 14 is then divided into droplets 15 Whereof the 
diameter is determined mainly by the diameter D of the 
ori?ce 8 (preferably ranging betWeen 80 and 800 pm). The 
droplets fall, by gravity, inside a cooling toWer 16, ?lled 
With an inert gas Wherein they solidify to form spherical 
balls. The use of helium, under a pressure ranging betWeen 
30 mbars and greater than 100 mbars, preferably in the order 
of 50 mbars, perfectly regulated at :1 mbar, enables rapid 
cooling of the balls, Within 2 to 3 s for example. The height 
of the cooling toWer 16 is conventionally several meters, 7 
m for example. Another inert gas may be used of course. 
HoWever, the use of nitrogen or of argon Would imply the 
use of a toWer approximately tWice as high. 
One or several ori?ces 8, circular, of diameter D, are 

preferably formed in a material Which is not Wettable by the 
melted material going through it and Whereof the surface 
tension cancels the super?cial tension of the material to be 
granulated. For exempli?cation purposes, the ori?ces 8 are 
made of sapphire or of ruby. In a particular embodiment 
illustrated on FIGS. 2 and 3, the Wall 17 of the granulation 
pot 4 is made of stainless steel and comprises at its loWer 
section an insert 18, of sapphire or of ruby, Wherein is 
formed at least one ori?ce 8. Each ori?ce 8 is delineated by 
a vertical Wall, of height H smaller than or equal to the 
diameter D. In a preferred embodiment, D=450 pm and 
H=190 pm. In the particular embodiment of FIGS. 2 and 3, 
the ori?ce 8 ?ares up in its loWer section Where it is 
delineated by tilted or curved Walls 19 of the insert 18. 

According to the invention, the melting pot 1 comprises 
an outlet chamber 20 Wherein the melted material is subject 
to ultrasound stirring. This stirring can be realised by means 
of a bar 21 dipped in the melted material contained in the 
outlet chamber 20 and animated With a vertical back and 
forth movement by a vibrating device 22, for example of 
pieZZo-electric type. This ultrasound stirring, for example at 
a frequency ranging betWeen 20 kHZ and 30 kHZ, enables to 
improve substantially the surface condition of the balls. This 
stirring cannot be carried out in the granulation pot 4 since 
it might disturb the How of the melted material through the 
ori?ces 8. This stirring causes essentially homogenisation of 
the melted material before being injected into the granula 
tion pot 4. This stirring is performed only in the outlet 
chamber 20, i.e. in a section of the melting pot 1 situated in 
the vicinity of the outlet of the melted material toWards the 
granulation pot 4 and Wherein the Whole material is already 
melted. 

In a preferred embodiment, illustrated on FIG. 4, the 
outlet chamber 20 has a volume smaller than approximately 
20% of the volume of the melting pot 1. A Wall 23, Which 
can be curved, delineates the outlet chamber 20 inside the 
melting pot 1. The Wall 23 is ?tted With a passage 24 of a feW 
millimetres (for example 5 mm) at its loWer section to enable 
the melted material to enter the outlet chamber. 
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Homogenisation of the melted material before its injec 
tion in the granulation pot 4 causes, simultaneously, the 
dispersion of the crystallisation germs and the suspension in 
the material melted previously of micro-impurities, Which 
might disturb the How of the melted material through the 
ori?ces 8, let alone obstruct said ori?ces. 

It can be noted that a device not containing this ultrasound 
stirring produces balls Which may comprise, at their surface, 
craters of various siZes and depths, Which make it unsuitable 
for using in electronics. Ultrasound stirring according to the 
invention enables to attenuate considerably this type of 
defects and generally even to make them disappear com 
pletely. Ultrasound stirring can be performed permanently. It 
may also be performed only intermittently by the control 
circuit 13. It should be noted that the melted material can be 
transferred continuously from the outlet chamber 20 toWards 
the granulation pot 4, Whereas the effect of homogenisation 
is re?ected on the surface condition of the balls even if the 
melted material must remain in standby for a certain time, 
for exempli?cation purposes up to 30 mn, in the granulation 
pot 4 before going through the ori?ces 8. 

Another measure, enabling to improve the surface con 
dition of the balls obtained, consists in acting on the nature 
of the gas contained in the cooling toWer 16. Indeed, said 
nature is extremely important for the sphericity of the balls, 
their quick solidi?cation and their surface condition. 
According to another aspect of the invention, a pre-set 
quantity of oxygen, preferably a feW ppm, for example in the 
order of 15 to 150 ppm is injected into the inert gas of the 
cooling toWer 16. In the absence of oxygen in the inert gas 
of the cooling toWer, the balls may exhibit at their surface 
micro-facets, Which disappear if oxygen is injected into the 
inert gas. HoWever, if the quantity of oxygen is too large, the 
balls do not alWays have the required sphericity. 

The combination of ultrasound homogenisation, in the 
outlet chamber, of the melted material and of injecting a 
pre-set quantity of oxygen into the cooling toWer enables to 
maximise the surface condition of spherical balls, notably of 
microballs formed out of a Welding metallic alloy. 

The reception of the balls at the loWer end of the cooling 
toWer 16 is, preferably, dampened to avoid any alteration of 
the surface condition of the balls. In numerous knoWn 
devices, the balls are received in a liquid. This type of 
reception has the shortcoming of requiring drying of the 
balls at a later stage. 

In the preferred embodiment represented on FIGS. 5 and 
6, the shocks are essentially absorbed by brushes 25. This 
enables to eliminate any liquid in the reception Zone, 
Whereas all the phases of the process are then carried out in 
dry condition. Each brush 25 is composed of polyamide 
based Wires Whereof one end is ?xed in the vicinity of the 
junction of the loWer vertical section of the inner Wall of the 
cooling toWer and of a reception cone 26. The Wires form an 
angle of approximately 45° With the trajectory of the balls in 
the cooling toWer, i.e. substantially an angle of 45° With the 
vertical. In a particular embodiment, four brushes 25 
approximately 10 cm in Width, opposite in pairs, are dis 
tributed along the periphery of the cooling toWer, Whereas 
the free ends of the Wires of tWo opposite brushes are on top 
of one another. The diameter of the Wires is smaller than the 
diameter of the balls. The ?exibility of the brushes lets the 
balls through once the shocks have been absorbed, Without 
altering their surface condition. 

Shock absorption of the balls by the brushes 25 before 
reaching the reception cone 26 can be completed by the use 
of rollers 27, preferably made of a polyamide-based cloth, 
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6 
arranged on the loWer periphery of the inner Wall of the 
cooling toWer, above the brushes. The rollers 27, Which may 
be arranged vertically (FIGS. 5 and 6) cover the Zone 
situated immediately above the brushes. Any shock of a ball 
against the inner Wall of the cooling toWer, Which may 
possibly be caused by a ball bouncing against a brush 25, is 
thus also dampened. 
The reception cone 26 of the cooling toWer is extended by 

a lock 28 ?tted With an inlet valve 29 and an outlet valve 30, 
both operated by the control circuit 13. The lock enables 
periodical WithdraWal of the balls accumulated in the recep 
tion cone 26. Said balls are then transferred to a calibration 

system. 
In the particular embodiment of FIG. 7, the balls With 

draWn (typically betWeen 100 and 300 g/mn) fall by gravity 
on an upper sieve 31 Which retains the balls Whereof the 
siZes are greater than pre-set standards. The balls Which have 
passed through the upper sieve 31 fall, through a ?rst funnel 
32, on a loWer sieve 33, Which lets too thin balls through. 
Said balls fall, through a second funnel 34, into a ?rst tub 35. 
The balls corresponding to the standards are retained in the 
loWer sieve 33. By turning the sieves 31 and 33 upside 
doWn, the balls Which are too big and the balls Which meet 
the standards, are caused to fall, respectively through the 
third and fourth funnels 36 and 37, respectively into the 
second and third tubs 38 and 39. The balls are thus sorted 
into three categories, in relation to their siZes: the complying 
balls into the third tub 39, the balls that are too thin into the 
?rst tub 35 and the balls that are too big into the second tub 
38. 

First, second and third scales 40, 41 and 42, placed 
respectively under the ?rst, second and third tubs 35, 38 and 
39, supply to the control circuit 13, for each extraction cycle, 
the signals M1, M2 and M3, representative of the Weight of 
the balls collected respectively into the ?rst, second and 
third tubs. The control circuit 13 determines, on the basis of 
this Weighing information, the percentage of balls With 
draWn Which comply With the standards and act on the 
granulation parameters to maintain an output close to 100%. 
In a preferred embodiment, the control circuit 13 regulates 
and adjusts notably the frequency of the vibrator 9. Indeed, 
the increased frequency of the vibrator 9 tends to reduce the 
siZes of the balls. For exempli?cation purposes, for a rated 
frequency of the vibrator of 500 HZ, the variation may 
amount to :5 HZ. 

The invention also concerns a device for producing 
spherical balls With a selection device of spherical balls 
enabling to sort the balls of uniform diameter, in order to put 
aside all the balls Which are not perfectly spherical. 

It has already been suggested to sort the spherical prod 
ucts of different diameters or exhibiting signi?cant defor 
mations by means of a tilted plane, Whereas the balls are 
sorted in relation to the speeds reached by the different balls. 

This type of sorting is suited to the sorting of balls all of 
them having already, before the sorting operation, the same 
diameter, With narroW tolerances, but Whereof the sphericity 
varies, over a relatively narroW range. The purpose of the 
sorting operation is then to eliminate all the balls Which are 
not perfectly spherical and Whereof the surface condition is 
not perfect. 

In the embodiment represented on FIG. 8, the device 
comprises a tub, in the form of a hopper 43, Wherein are 
placed the balls to be sorted. Such a tub is arranged at the 
outlet of the device for producing spherical balls described 
above. The balls are passed over a succession of tilted planes 
44a, 44b, 44c and 44d. Each tilted plane is situated slightly 
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beneath the previous tilted plane and a horizontal space e1 
separates tWo successive tilted planes. The void spaces 
betWeen the tilted planes enable to eliminate the balls Which 
arrive at the end of a tilted plane Without having reached 
sufficient speed to pass over the following tilted plane 
Without falling betWeen both successive tilted planes. 

All the tilted planes have not the same surface condition 
and that plane is controlled perfectly for each diameter of the 
balls to be sorted. Indeed, the speed of the balls depends on 
the combined effects of several types of loads, notably of the 
gravity, of the friction loads, of the aerodynamic loads, of 
the interaction With the rolling surfaces, etc . . . The tilted 

planes are, preferably, composed of metal sheets Whereof the 
surface has a controlled roughness, greater for at least one of 
the ?rst tilted planes, in the direction of displacement of the 
balls. The roughness of the ?rst tilted plane 44a is greater 
than that of the folloWing tilted planes, in order to sloW doWn 
more signi?cantly the balls With surface defects. As the 
trajectory of such a ball on a surface exhibits, too, clearly cut 
defects is indeed more complex, Which tends to sloW doWn 
the ball, causing it to fall betWeen the tilted planes 44a and 
44b for example. The presence of a controlled roughness 
should not cause the friction to increase, Which might cause 
a degradation of the surface condition of the balls, but 
unsettle their trajectories in relation to their unevenness. 
This enables the right spherical balls to folloW more direct 
trajectories and to reach consequently higher outlet speeds 

To obtain the requested roughness, the surface of the tilted 
planes is treated by any appropriate means, for example by 
sanding, shot-peening or by any other mechanical and/or 
chemical means, or be covered by an appropriate coating, 
etc . . . In a preferred embodiment, both ?rst tilted planes 44a 

and 44b exhibit high roughness, Which can be smaller for the 
second. The latter tilted plane 44d, possibly both latter tilted 
planes 44c and 44d, may have a perfectly smooth surface. 
Interaction betWeen the surface defects of the balls and the 
surface condition of the tilted planes thus enables quick 
elimination of the faulty balls. 

The slope of each tilted plane and the spaces betWeen tWo 
successive tilted planes are determined, in relation to the 
diameter of the balls, so that the balls With very good 
sphericity roll on the tilted planes With suf?cient speed to 
pass from one tilted plane to the next. Each tilted plane 
comprises, at its upstream section, an upWard curvature, 
intended to attenuate the shocks upon reception of the balls 
on the tilted plane and to prevent the balls from bouncing 
back. 

For exempli?cation purposes, for selecting microballs of 
Welding alloy, Whereof the diameter is typically smaller than 
500 pm, each tilted plane has, in horiZontal projection, a 
length L, Which can be in the order of 10 to 15 cm, and a 
Width Which can be in the order of 1 m. The vertical space 
e2 betWeen tWo successive tilted planes can be smaller than 
or equal to 1 cm, Whereas the horiZontal space e1 can be in 
the order of 1 cm to 3 cm. The number of tilted planes is 
inversely proportional to the siZe of the balls, preferably 
ranging betWeen 2 and 5. Besides, the heavier the balls, the 
faster they run. Consequently, the angle of the tilted planes 
must be small to enable good selection. 

The balls coming from the hopper 43 are fed on the ?rst 
tilted plane 44a by means of a rolling plane 45, slightly 
tilted, extending from the bottom of the hopper 43. The balls 
exit at the base of the hopper 43 through a narroW passage 
46, under the effect of the forces of gravity, in order to form 
a single layer of balls rolling on the rolling plane. At the free 
end of the rolling plane 45, the balls rest against a stop 47. 
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8 
On FIGS. 8 to 10, the stop 47 is composed of a cylinder 
arranged at least over the Whole Width of the rolling plane 
45, perpendicular to the direction of How of the balls on the 
rolling plane 45. The balls align thus before the stop 47. A 
space, smaller than the diameter of a ball, separates the free 
end of the rolling plane 45 from the stop 47. 
The balls aligned in front of the stop 47 are ejected jerkily 

from the rolling plane. The ejection is, preferably, realised 
by a ramp 48, composed of a holloW tube Wherein circulates 
continuously a ?ux of compressed dry air or of inert gas 
(nitrogen, argon, etc . . . The ramp 48 is arranged parallel 
to the stop 47, above the free end of the rolling plane 45. It 
comprises a plurality of air noZZles 49, directed toWards the 
space de?ned betWeen the free end of the rolling plane and 
the stop, distributed uniformly along the ramp 48 and 
forming the ejectors provided for raising, preferably jerkily, 
the roW of balls aligned in front of the stop 47. 

To ensure jerkily ejection of the balls, the ramp 48 is 
animated by a jack (not represented), With a lateral back and 
forth movement, perpendicular to the direction of How of the 
balls (from left to right on FIGS. 10, 12 and 13) on the 
rolling plane 45. The respective positions of the ramp 48 and 
of the rolling plane 45 for tWo extreme positions of the ramp 
during its back and forth movement are represented on 
FIGS. 12 and 13. The rolling plane 45 comprises, at least at 
its free end, obstacles 50, of uniform thickness (FIG. 11), 
triangular seen from above, Which divide said plane into a 
plurality of lanes 51 of decreasing Width. The obstacles 50 
are protruding very slightly at the free end of the rolling 
plane. The base of the triangular section of an obstacle 50, 
parallel to the free end of the rolling plane 45, has a length 
11, and the apexes of tWo adjacent obstacles are separated by 
a distance 12 (FIG. 12). The base angles of the triangular 
obstacles 50 delineate the displacement of the air noZZles 49 
in both extreme positions of the ramp 48 (FIGS. 12 and 13). 

Thus, at the end of the travel, When the ramp 48 is in one 
of these extreme positions, all the air noZZles 49 are placed 
under the end of an obstacle 50. The air jets coming out of 
the ramp 48 through the air noZZles 49 are then channelled 
beneath the obstacles 50 and cannot eject the balls arranged 
in the lanes 51, on the rolling plane 45. Conversely, during 
the displacement of the ramp 48, the air jets coming out of 
the air noZZles associated With each lane cause the ejection 
of the roW of balls resting against the stop 47. Ejection is 
gradual, paced With the displacement of the air noZZles. A 
dWelling time of the ramp at both ends enables to obtain 
intermittent ejection, jerkily, thereby clearing completely the 
space doWnstream, before ejection of a neW roW of balls and 
limiting the interactions betWeen the balls liable to alter their 
surface condition. The quantity of balls present on each 
rolling Zone is thus regulated and limited. 

In a preferred embodiment 8, the obstacles delineate 7 
lanes 51. The length 11 of the triangular base of the obstacles 
50 can be in the order of 20 to 30 mm, for a distance 12 in 
the order of 130 mm. The duration of displacement of the 
ramp betWeen both its extreme positions can, for example, 
range betWeen 1 s and a feW second (frequency ranging 
betWeen 0.1 and 1 HZ). 

The balls ejected are directed by a baffle 52 on a tilted face 
of a conveyor belt 53. The baffle 52, preferably curved in 
shape, delineates With the stop 47 a passage for the balls 
ejected, Which then fall onto a tilted face of the conveyor belt 
53, arranged beneath the assembly composed of the rolling 
plane 45, the stop 47, the ramp 48 and the baffle 52. The face 
of the conveyor belt Whereon fall the balls ejected is tilted 
in the same direction as the tilted planes 44a to 44d. The 
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rotational direction of the conveyor belt 53 is the reverse of 
the rolling direction of the balls on this face of the conveyor 
belt (FIG. 8). 

The balls With good sphericity roll on the tilted face of the 
conveyor belt, toWards the ?rst tilted plane 44a. The dis 
placement speed of the conveyor belt is chosen so that the 
spherical balls rolling on its tilted face in reverse direction 
of its displacement reach the ?rst tilted plane. For exempli 
?cation purposes, the speed of the conveyor belt can be in 
the order of 0.5 to 5 m/mn, preferably 2 m/mn. The conveyor 
belt makes a ?rst selection. Indeed, the balls With large 
surface defects or the double balls, Which cannot roll or 
Which roll too sloWly on the tilted face of the conveyor belt, 
are evacuated toWards the rear by the conveyor belt and fall 
into a ?rst tub 54, Whereas the balls With sphericity roll, in 
reverse direction, up to the ?rst tilted plane. 
At the outlet of the last tilted plane 44d, the balls selected 

fall into a hopper 55. A mobile strip 56 can be arranged 
betWeen the last tilted plane 44d and the hopper 55, in order 
to make a last selection betWeen the balls before reception 
in the hopper. On FIG. 8, the strip 56 comprises an upper 
edge linking tWo Walls Whereof the one directs the faster 
balls toWards the hopper 56, Whereas the other evacuates the 
sloWer balls, Which fall upstream of the upper edge. 

The selection device described above enables to select the 
spherical balls of uniform diameter in relation to their 
surface condition. Only the balls having a perfect surface 
condition reach the hopper 55. HoWever, it may happen that 
stuck balls reach the hopper 55. In practice, from approxi 
mately one million balls, 2 or 3 pairs of stuck balls reach the 
hopper. It is the case notably When a pair 60 of stuck balls 
falls on the conveyor belt 53, then on different tilted planes, 
so that the rolling of the pair is not sloWed doWn, for 
example When the longitudinal axis S of symmetry of the 
pair (FIG. 15) is perfectly perpendicular to the direction of 
displacement of the balls. Also to eliminate the stuck balls 
that may reach the hopper 55, the device is, preferably, 
added a toothed Wheel 57 of signi?cant diameter, for 
example in the order of 30 cm, arranged doWnstream of the 
tilted planes. 

In the particular embodiment of FIG. 8, the hopper 55, in 
the form of a funnel, enables the balls to How on the upper 
section of the toothed Wheel 57. Said Wheel is animated With 
a sloW movement of rotation round a tilted axis 8 and 
comprises longitudinal grooves 59 Whereof the dimensions 
enable an isolated ball to roll and prevent a pair 60 of stuck 
balls from rolling (FIGS. 14 and 15). The faultless balls roll 
into the grooves 59 of the toothed Wheel and are collected in 
a second tub 61 arranged doWnstream of the toothed Wheel. 
The pairs 60 of stuck balls blocked in the grooves rotate With 
the toothed Wheel round the axis 58 and fall by gravity into 
a third tub 62 When the toothed Wheel has rotated half a turn 
and the groove Wherein the pair 60 is situated, has reached 
the loWer section of the toothed Wheel, above the third tub. 

The toothed Wheel 57 comprises, preferably, several hun 
dreds of grooves. The bottom of the grooves 59 has approxi 
mately 1.2 to 1.5 times the diameter of the balls, so that a 
pair of stuck balls cannot be placed perpendicular to the 
groove and roll into said groove. To cause the balls to fall 
more readily into the grooves 59, the apexes of the teeth of 
the toothed Wheel are, preferably, sharp With a slightly 
rounded tip. 
A baffle (not represented) in the form of an arc of circle 

matching the outer diameter of the toothed Wheel can be 
placed perpendicular to the grooves 59, in order to act as a 
barrier in case of a bottleneck at the outlet of the hopper 55. 

15 

25 

35 

45 

55 

65 

10 
The invention is not limited to the particular embodiments 

represented. In particular, the number and the layout of the 
ori?ces 8 can be different from those represented on the 
?gures. Similarly the sorting and the Weighing of the balls 
at the outlet of the cooling toWer may be carried out by any 
other appropriate means capable of separating the balls 
complying With the standards from the other balls and of 
supplying the requested information. The number and the 
layout of the sieve, of the funnels and of the tubs can be 
different from What is represented. The control circuit 13 
receives, preferably, signals that are representative of the 
various parameters liable of exerting an in?uence on the 
balls produced by the device and controls the various 
members that may in?uence said parameters. It receives 
thus, notably, via any appropriate means, on top of the 
signals M1, M2 and M3, measuring signals of the pressure P 
and of the temperature 2 in the pots 1 and 4 as Well as in the 
cooling toWer 16. It controls notably the infeed of material 
3 from the supply lock 2, the extraction of the balls by the 
lock 28, the vibrating device 22, the vibrator 9, the heating 
of the pots 1 and 4, the gaseous pressure inside the pots and 
the cooling toWer and the quantity of oxygen contained in 
the cooling toWer. 
The shape, the siZes, the layout and the number of the 

tilted planes of the selection device can be adapted to the 
siZes of the balls to be selected. The stop 47 need not be 
cylindrical. Curved shapes are nevertheless advantageous, 
since sharp edges may damage the surface condition of the 
balls. 
What is claimed is: 
1. A device for producing spherical balls comprising: 
means for feeding, in a fusion vessel, material intended to 

form the balls, 
a second vessel communicating With the fusion vessel in 

order to receive the melted material, 
means to form, out of the melted material contained in the 

second vessel, a jet through at least one ori?ce, 
vibrating means to transmit vibrations to the ori?ce, in 

order to transform the jet into droplets, 
a cooling toWer, arranged at the outlet of the ori?ce and 

?lled With an inert gas, Wherein the droplets, falling by 
gravity, solidify to form the balls, 

and means for receiving balls at a loWer end of the cooling 
toWer, said device comprising an outlet chamber in the 
fusion vessel and means for ultrasound stirring of the 
melted material contained in the outlet chamber before 
its transfer to the second vessel, the inert gas contained 
in the cooling toWer containing a pre-set quantity of 
oxygen. 

2. A device according to claim 1, Wherein the quantity of 
oxygen contained in the inert gas of the cooling toWer is in 
the order of 15 to 150 ppm. 

3. A device according to claim 1, Wherein the volume of 
the outlet chamber is smaller than approximately 20% of the 
volume of the fusion vessel. 

4. A device according to claim 1, Wherein the fusion 
vessel comprises a Wall delineating the outlet chamber, said 
Wall being ?tted With a passage at its loWer section to enable 
the melted material to enter the outlet chamber. 

5. A device according to claim 1, Wherein the ultrasound 
stirring means comprise a bar immersed in the melted 
material of the outlet chamber and animated With a vertical 
back and forth movement. 

6. A device according to claim 1, Wherein the ori?ce is 
made of a material that cannot be Wetted by the melted 
material. 
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7. A device according to claim 1, wherein the means for 
receiving balls comprise shock-absorbing means. 

8. A device according to claim 7, Wherein the shock 
absorbing means comprise brushes composed of polyamide 
based Wires, forming an angle of approximately 45° With the 
trajectory of the balls in the cooling toWer. 

9. A device according to claim 8, Wherein the shock 
absorbing means comprise cloth rollers arranged on the 
loWer periphery of the inner Wall of the cooling toWer, above 
the brushes. 

10. A device according to claim 1, comprising, at the 
outlet of the cooling toWer, means for periodical extraction 
of the balls and calibration means comprising means for 
sorting the balls into three categories, in relation to their 
siZes. 

11. Adevice according to claim 10, comprising means for 
Weighing all the balls of each category obtained at each 
WithdraWal sequence, means for determining, on the basis of 
information supplied by the Weighing means, a percentage 
of balls Within pre-set standards and means for adjusting the 
frequency of the vibrating means in relation to said percent 
age. 

12. A device according to claim 1, comprising a selection 
device comprising means for supplying the balls on a ?rst 
tilted plane of a succession of tilted planes, separated by 
spaces of pre-set siZes, at least the ?rst tilted plane, in the 
direction of displacement of the balls, having a surface 
Whereof the roughness is greater than that of the folloWing 
tilted planes. 

13. A device according to claim 12, Wherein at least the 
last tilted plane has a perfectly smooth surface. 
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14. Adevice according to claim 12, Wherein the means for 

supplying the balls on the ?rst tilted plane comprise a rolling 
plane, stop means, means of ejection to eject from the rolling 
plane, jerkily, the balls resting against the stop means. 

15. A device according to claim 14, Wherein the ejection 
means comprise a holloW ramp, animated With a lateral back 

and forth movement and ?tted With a plurality of air ejectors 
distributed uniformly along the ramp. 

16. Adevice according to claim 12, Wherein the means for 
supplying the balls on the ?rst tilted plane comprise a 
conveyor belt having a tilted face in the same direction as the 
tilted planes and a rotational direction opposite the rolling 
direction of the balls on said face. 

17. Adevice according to claim 16, Wherein the means for 
supplying the balls on the ?rst tilted plane comprise de?ec 
tor means to direct the balls ejected on the tilted face of the 
conveyor belt. 

18. A device according to claim 12, comprising, doWn 
stream of the tilted planes, a toothed Wheel animated With a 
rotational movement round a tilted aXis and comprising 
longitudinal grooves Whereof the siZes enable an isolated 
ball to roll and prevent a pair of stuck balls from rolling. 

19. A device according to claim 18, comprising ?rst 
reception means for the faultless balls rolling into the 
grooves of the toothed Wheel, Whereas the pairs of stuck 
balls blocked in the grooves fall by gravity into second 
reception means during the rotation of the toothed Wheel. 

* * * * * 


