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METHOD AND SYSTEM FOR MDI 
CROSSOVER CONTROL 

FIELD OF THE INVENTION 

The present invention relates generally to telecommuni 
cations equipment and, more particularly, to an MDI cross 
over control for providing proper connections between tele 
communication transmission lines. 

BACKGROUND OF THE INVENTION 

When two cable pairs are used for differential transmis 
sion of data between two devices, one pair is used for signal 
transmit and one pair is used for signal receive. This requires 
the pairs be reversed on one end to insure that the transmit 
signal path is connected to the receive signal path and vice 
versa. This is referred to as Medium Dependent Interface 
(MDI) crossover. 

The original method used for MDI crossover was to use 
jumper wire on a cross connect termination block. The 
jumper wire was used to connect one pair to the other to 
achieve a crossover. When modular patching replaced cross 
connect blocks, a special patch cable that reversed the signal 
pairs on one end had to be used to achieve a crossover 
function. The special patch cables created a logistical prob 
lem because special cordage was required. 
A later method used a manual 4-pole double throw 

(4PDT) located in the network equipment. When actuated, it 
reverses the electrical connection between the cable pairs to 
achieve the MDI crossover. This is still a very common 
technique but does require that a knowledgeable operator 
con?gure the network equipment. 

Network equipment manufacturers now “hard-wire” the 
MDI crossover into the equipment port so no special cables 
and switch mechanisms are required. This is also a common 
technique employed in network equipment that has a spe 
ci?c application such as an unmanaged hub. Another method 
of hardwiring is to use two separate connectors on the same 
port. One connector is wired with the normal MDI connec 
tion and the second connector is wired with the MDI pairs 
reversed. This method increases the physical siZe of the 
product and requires a knowledgeable operator to con?gure 
the network equipment. 

Application Speci?c Integrated Circuits (ASIC) used for 
differential signal transmission may use a solid state switch 
ing matriX that is part of the IC. This matriX performs the 
same function as the manual switch previously mentioned. 
Unlike the switch, the matriX is actuated or switched auto 
matically by an internal clock signal. This switching con 
tinues regardless if a connection has been made to another 
piece of network equipment. When the ASIC detects a link 
or integrity pulse from the other piece of network 
equipment, the switching is halted indicating link integrity 
pulses have been detected by the receiver, hence proper MDI 
signal orientation. ASIC solutions are generally proprietary 
and not commercially available for use with other types of 
integrated circuits. 

SUMMARY OF THE INVENTION 

According to a ?rst aspect of the invention, there is 
provided a method of performing automatic crossover in a 
converter. The method includes the steps of: 

(a) detecting when a cable has been plugged into the 
converter indicating that a signal connection has been 
made between a device and the converter; 
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2 
(b) determining if the cable pair’s orientation is correct 

with a signal input and output of the converter; and 
(c) if it is determined in step (b) that the orientation is not 

correct, effecting a crossover of the cable pairs. 
According to a second aspect of the invention, there is 

provided a system for performing an automatic crossover in 
a converter. The system includes means for detecting when 
a cable has been plugged into the converter indicating that 
a signal connection has been made between a device and the 
converter, means for determining if the cable’s orientation is 
correct with a signal input and output of the converter and 
means for effecting a crossover of the cable if it is deter 
mined that the cable’s orientation is not correct. 

According to a third aspect of the invention, there is 
provided an apparatus for performing automatic crossover in 
a converter. The apparatus includes a detector circuit that 
detects when a cable has been plugged into the converter 
indicating that a signal connection has been made between 
a device and the converter, a cable orientation detection 
circuit that determines if the cable’s orientation is correct 
with a signal input and output of the converter, and a circuit 
for generating a steering pulse if it is determined that the 
orientation is not correct, wherein the steering pulse effects 
a crossover. 

According to a fourth aspect of the invention, there is 
provided a crossover control circuit assembly. The assembly 
includes a medium dependent interface, a relay, a media 
converter and a detection circuit. The relay is coupled to the 
medium dependent interface and the media converter circuit 
is coupled to the relay. The media converter has a signal 
input and a signal output. The detection circuit is coupled 
between the media converter circuit and the relay. The 
detection circuit performs the steps of detecting when a 
cable has been plugged into the medium dependent 
interface, determining if the orientation of the cable is 
correct with respect to the signal input and output of the 
media converter, and if it is determined that the orientation 
of the cable is not correct, causing the relay to effect a 
crossover. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The accompanying drawings, which are incorporated in 
and constitute a part of this speci?cation, illustrate several 
aspects of the invention and together with the description, 
serve to explain the principles of the invention. 

FIG. 1 is a diagram of a prior art system where crossover 
is hardwired in the hub. 

FIG. 2 is a diagram of an environment which includes 
automatic crossover control according to a preferred 
embodiment of the present invention. 

FIG. 3 is a circuit diagram of the automatic crossover 
control circuitry according to a preferred embodiment of the 
present invention incorporated in a media converter. 

FIG. 4 is a detailed diagram of a link status detector 
according to a preferred embodiment of the present inven 
tion. 

FIGS. 5(a), (b) are graphs of output pulses from a 
mono-stable multivibrator of the link status detector shown 
in FIG. 4. 

FIG. 6 is a functional schematic of the steering control. 
FIG. 7 is a table showing the various logic conditions of 

the link status detector circuit shown in FIG. 4. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Reference will now be made in detail to preferred 
embodiments of the present invention that are illustrated in 
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the accompanying drawings. Whenever possible, the same 
reference numbers Will be used throughout the drawings to 
refer to the same or like parts. 

FIG. 1 is a diagram of a prior art system Where crossover 
is hardWired in the hub. As de?ned in IEEE 802.3, 
10BASE-T requires tWo cable pairs for differential trans 
mission of data betWeen devices. One pair is used for signal 
transmit and one pair is used for signal receive. This requires 
that the pairs be reversed on one end to insure that a transmit 
signal path is connected to a receive signal path and vice 
versa. This is oftentimes referred to as medium dependent 
interface (MDI) crossover. MDI crossover can be achieved 
by a hardWired connection performed in the hub as shoWn in 
FIG. 1. The system 10 includes a hub 12, a netWork interface 
card 14 and a cable connection 16 coupling the hub 12 and 
netWork interface card 14. The cable 16 is an unshielded 
tWisted pair cable. The hub 12 includes interface magnetics 
18, a hardWired connection 20 and an MDI port 22 such as 
an RJ-45 port. The hardWired connection performs the 
crossover so that signals transmittal by the hub are coupled 
to the receive pairs of the netWork interface card and vice 
versa. 

IEEE 802.3 also requires that each 10BASE-T port must 
transmit link integrity pulses. The link integrity pulses are 
detected by a far end device such as a netWork interface card 
(or a sWitch or hub port) indicating that a valid link eXists. 
The far end device must also validate the link integrity 
pulses in terms of pulse duration and period as de?ned by the 
requirements established in IEEE 802.3. Since the far end 
device is also a 10BASE-T port, it must transmit link 
integrity pulse back to the originating (or near end) device. 
Both the near and far end device must detect each others link 
integrity pulses and validate them before tWo Way data 
transmission can occur. The link integrity pulses are trans 
mitted continuously regardless of the connection status of 
the MDI. Link integrity pulses are the only signal present 
during idle conditions. 
Amedia converter designed to convert 10 Mb/s Ethernet 

from 10BASE-T to 10BASE-FL must be able to accommo 
date the differences in the MDI connection since these units 
can be used at either end of the 10BASE-T link. FIG. 2 is a 
diagram of an environment Which includes automatic cross 
over control according to a preferred embodiment of the 
present invention. The environment includes a hub 102, a 
?rst media converter 106, a second media converter 107 and 
a Work station 104. The ?rst and second media converters 
106, 107 include automatic MDI crossover according to the 
present invention. The hub 102 and ?rst media converter 106 
are coupled by unshielded tWisted pair cable 108. The same 
is true for the second media converter 107 and Work station 
104. The ?rst and second media converters 106, 107 are 
coupled together by optic ?ber cable 110. The need for 
crossover control Will be described using the folloWing 
scenario as an eXample. Suppose the hub 102 is transmitting 
a signal to the Work station 104. The transmit signal pairs of 
the hub 102 need to be operatively coupled to the receive 
signal pairs of the Work station 104. The ?rst media con 
verter 106 detects that a cable 108 has been coupled to it. It 
then determines Whether the orientation of the cable is 
correct With the input and output of the converter. If it is not, 
a crossover needs to be performed Which Will be described 
in detail hereinafter. Then, in the ?ber, another crossover 
occurs as those of ordinary skill in this art are familiar. The 
second converter 107 determines if the Work station has 
been coupled to it and if the orientation of the cable 108 is 
proper With respect to that converter. If not, another cross 
over occurs. Heretofore, crossover is normally accom 
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4 
plished using special, patch cords, 4 Form C manual 
sWitches, hardWired designs, or even proprietary designs in 
the integrated circuitry as previously described. It is alWays 
preferable for the MDI crossover operation to be automati 
cally performed. 

FIG. 3 is a circuit diagram of the automatic crossover 
control circuitry according to a preferred embodiment of the 
present invention. The circuitry 106 includes an MDI 112, an 
electromechanical device 114 such as a relay, interface 
magnetics 116, a media converter 118 and automatic cross 
over control circuit 124. The automatic crossover control 
circuit 124 includes a steering logic circuit 126 and a link 
status detector circuit 128. 

A pair of receive Wires 120 and a pair of transmit Wires 
122 couple the MDI 112, relay 114, interface magnetics 116 
and media converter 118. The link status detector 128 is 
operatively coupled to a TPOS lead 130 of the transmit pair 
122 and is also coupled to the media converter 118 by a link 
test fail (LTF) lead 132. The link status detector 128 is 
coupled to the steering logic circuit 126 Which in turn is 
coupled to the relay 114. The link status detector 128 outputs 
a control signal 134 to the steering logic 126 to control an 
output signal 136 coupled to the relay 114 as Will be 
described in detail hereinafter. 
The purpose of the MDI crossover control according to 

the present invention is to alloW the device, in this preferred 
embodiment a media converter, to be used at either the hub 
or Work station end of a 10BASE-T link and automatically 
adapt the UTP MDI to the correct Wiring pattern necessary 
for normal operation. The crossover control circuit utiliZes 
the fact that 10BASE-T compatible circuits generate a logic 
command to indicate a valid UTP link command as Will be 
described hereinafter. 

In general, to perform the MDI crossover, the circuit 106 
must be able to perform the folloWing steps: 

(a) detect When a signal connection has been made 
betWeen a 10BASE-T port (not shoWn) and the UTP 
MDI 112 of a media converter integrated circuit 106. 
This occurs When an RJ-45 patch cord has been used to 
make a connection betWeen the 10BASE-T device and 
the media converter; 

(b) determine if the orientation of the MDI cable is correct 
With the signal input and output of the media converter 
integrated circuit; and 

(c) generate a pulse or series of pulses to trigger the relay 
114 to effect a crossover of the MDI cable pairs if 
required. 

NoW for the speci?cs of hoW the automatic crossover is 
made. The link status detector monitors the positive link 
pulse on the TPOS lead 130 of the transmit pair 120. As 
dictated by the IEEE standards as previously described, the 
media converter 118 generates link pulses on its transmit 
pair 120. The signal amplitude of the link pulses generated 
by the media converter changes When a connection has been 
made to the MDI port 112 of the circuit 106. 

It Was found that the best place to monitor these link 
pulses Was betWeen the media converter integrated circuit 
118 and the interface magnetics 116. It Was found that 
monitoring link pulses in the circuit betWeen the MDI 112 
and the interface magnetics 116 is not practical for four 
primary reasons. First, the common mode noise in this part 
of the circuit is very high and unpredictable. This noise 
could mask the link pulse or cause a false activation of the 
link status detector. Second, this part of the circuit is subject 
to various safety requirements that require the circuitry to be 
subjected to destructive test potentials. Third, high voltage 
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spikes can be present in this part of the circuit. These spikes 
can come from induce potential on the cable used for the 
MDI connection. Fourth, the amplitude of the link pulse 
betWeen the MDI and the magnetics varies due to the length 
of cable used for the MDI connection. This makes predict 
able detection of a link pulse based on the signal amplitude 
dif?cult to accomplish. 
As already described, media converter integrated circuits 

must comply With the requirements of IEEE 802.3 for 
10BASE-T so they must also be designed to transmit and 
detect link integrity pulses. When the MDI 112 does not 
have a valid connection to another MDI it appears as an open 
circuit. The transformer coupling provided by the interface 
magnetics 116 results in an impedance re?ection Where no 
connection is made to the MDI 112. The amplitude of the 
link pulses generated by the media converter integrated 
circuit 118 at TPOS 130 When there is no connection are thus 
much higher than When a valid MDI connection is in place. 
The detection of this difference in amplitude alloWs the ?rst 
step, i.e., the connection status of the MDI, to be determined. 
Next it must be determined if the orientation of the MDI 
cable is correct With respect to the signal input and output of 
the media converter integrated circuit. 

FIG. 4 is a schematic of the link status detector circuit 
128. The link status detector circuit 128 includes a coupling 
148, a threshold divider 150, a ?rst mono-stable multivibra 
tor 140, a ?rst timing circuit 144, a second mono-stable 
multivibrator 142, and a second timing circuit 146. The TPOS 
lead is coupled by coupling circuit 148 to the input of the 
threshold divider 150 and the B2 input of the second 
mono-stable multivibrator 142. The output of the threshold 
divider is coupled to the B1 input of the ?rst mono-stable 
multivibrator 140. The link test fail signal from the media 
converter integrated circuit 118 is coupled to the C2 input of 
the second multivibrator 142. The A1 input of the ?rst 
multivibrator 140 is set at a logic loW and the C1 input of the 
?rst multivibrator 140 is set to a logic high. The O1 output 
of the ?rst multivibrator 140 is coupled to the A2 input and 
Q2 output of the second multivibrator 142. The O2 output of 
the second multivibrator 142 is coupled to the steering logic 
circuit shoWn in FIG. 3. 

The status link detector circuit 128 operates as folloWs. 
When no MDI connection exists, the TPOS link pulse from 
the media converter integrated circuit is very high in ampli 
tude. The link status detector circuit is designed to con 
stantly re-trigger the ?rst multivibrator 140 using the link 
pulse generated by the media converter integrated circuit. 
This re-triggering provides a constant logic high at the 
output of the multivibrator When no cable connection exists 
and disables the second multivibrator 142. When a signal 
connection is made betWeen tWo valid MDIs, the signal 
amplitude of the local link pulse decreases beloW a level 
required to re-trigger the ?rst mono-stable multivibrator 
140. When this occurs, the output of the ?rst multivibrator 
140 drops to a logic loW Which enables the second multi 
vibrator 142. To summariZe, When an MDI connection 
exists, O1 is at logic loW thereby enabling the second 
multivibrator 142 and When no connection exists O1 is at 
logic high thereby disabling the second multivibrator 142. 
A mono-stable multivibrator is typically a one-shot 

device. This means that once triggered, the multivibrator 
Will generate an output pulse (i.e., a Q1 logic transition) With 
a period based on a time constant established by the external 
RC timing circuit 144. To keep the output Q1 at a constant 
logic high When no MDI connection exists, the output period 
at O1 must be longer than the period of time (t2, see FIG. 5) 
a re-trigger pulse appears. The long output period is set by 
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6 
the time constant of the external RC timing circuit 144 
linked to the ?rst multivibrator 140. A typical link pulse 
(positive) is shoWn in FIG. 5. The time interval t1 is 
approximately 100 nsec in duration and the period t2 is 
approximately 16 msec therefore the time constant of the 
external RC timing circuit 144 for ?rst multivibrator 140 
must be greater than 16 msec to keep the multivibrator 140 
re-triggered. 
When an MDI connection does occur, the amplitude of the 

signal from the threshold divider 150 Will no longer be able 
to re-trigger the ?rst multivibrator 140. The time constant 
determined by the external timing circuit 144 decays and the 
output at O1 eventually returns to a loW logic condition. 
The O1 output 154 of the ?rst multivibrator is coupled to 

the A2 input of the second multivibrator 142. The O2 output 
of the second multivibrator 142 is also coupled to the A2 
input forming a “Wired AND” condition. This connection 
forces the input at A2 to folloW a loW logic condition from 
either Q1 of the ?rst multivibrator 140 or Q2 of the second 
multivibrator. If Q1 and Q2 are high, the second multivibra 
tor 142 Will be triggered by the next link integrity pulse. 
After the second multivibrator 142 has been triggered, Q2 
goes loW Which prevents the second multivibrator from 
being re-triggered until the output period of Q2 has expired. 

The second mono-stable multivibrator 142 is used to 
generate steering pulses of a duration long enough to cause 
a latch to occur in the relay 114. Preferably, relay 114 is a 4 
Form C latching relay. The trigger source for the second 
mono-stable multivibrator 142 is the locally generated 
10BASE-T link pulses from the media converter integrated 
circuit. The Wired AND connection shoWn in the attached 
diagram creates a feedback loop resulting in symmetrical 
steering pulses. In 10/100 Mb/s systems Where auto 
negotiation is utiliZed, locally generated link pulses cannot 
be used as a triggering source. An external trigger source 
such as a 1-second clock pulse must be used to alloW the 
auto-negotiation device time to identify the signal after the 
MDI crossover. In either case, the output steering pulses are 
applied to the steering circuit. The LTF input is a logic 
command that is provided by the 10BASE-T device indi 
cating that a valid link pulse has been detected. When this 
occurs, the LTF becomes logic 0 disabling the second 
mono-stable multivibrator 142. This stops the generation of 
steering pulse thereby halted the MDI crossover process. 
The steering circuit shoWn in FIG. 6 consists of a single 

D-Type latch 300 and tWo NAND gates 302. The purpose of 
this steering circuit is to remember the last relay transition, 
either SET or RESET, and steer the next steering pulse to the 
correct relay latching coil. The use of the open collector 
NAND gates alloW the relays coils to be driven by the 
steering logic With the use of discrete or secondary driving 
devices such as transistors or MOSFETs. The D-Type latch 
300 in FIG. 6 is a one-bit latch that transfers the state of the 
input at D1 to the output at O1 When a clock pulse is applied 
to the CLK1 clock input. If the state at D1 is at a logic 1, then 
the next clock pulse Will cause the output at O1 to change 
from a logic 0 to a logic 1 state and vice versa for Q1. As 
shoWn, the output Q1 NOT is connected to the input at D1. 
The CLK1 input is also coupled to an input on each of the 
NAND gates 302. When a clock, or in this case a steering 
pulse, is applied to CLKl, the logic 1 state at D1 is 
transferred to the output at O1 causing O1 to be at a logic 1 
state and Q1 NOT to be at a logic 0 state. This transition of 
logic states betWeen Q1 and Q1 NOT causes the clock or 
steering pulse to be steered and inverted at the outputs of 
NAND gates 302 Aor B. The logic 1 at O1 is coupled to the 
input of NAN D gate A. Since the clock or steering pulse has 
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a long duration pulse, it is still in the logic 1 state and the 
output at NAND A goes to a logic 0 state for the duration of 
the clock or steering pulse. NAND gates 302 A and B are of 
an open collector type and used as momentary ON/OFF 
sWitches. A logic 0 on the output is essentially a loW 
impedance path to ground. This alloWs the SET coil 304 of 
the relay 114 to conduct placing the relay 114 in the SET 
position. Alogic 1 state on the output of either NAND gate 
is a high impedance or OFF condition. 

After the SET transition, O1 is at a logic 1 and Q1 NOT 
is at a logic 0 therefore D1 is also at a logic 0. If the MDI 
crossover did not result in a valid link during the SET 
transition, another clock or steering pulse Will be generated 
and applied to CLK1. This Will cause O1 to return to a logic 
0 state and Q1 NOT to return to a logic 1 state. The logic 1 
at O1 NOT is coupled to the input of NAND gate B. Since 
the clock or steering pulse is still in the logic 1 state, the 
output at NAND B goes loW for the duration of the clock or 
steering pulse. This alloWs the RESET coil 306 of the relay 
114 to conduct placing the relay 114 in the RESET position. 

The diodes 308 across the SET and RESET coils are used 
for suppression of counter EMF voltages that may be 
produced When Wither coil is being de-energiZed. 

The approach used in this MDI Crossover Control deter 
mines When a signal connection has been made by moni 
toring the amplitude of locally generated link pulses instead 
of constantly searching for a link pulse. This has the bene?t 
of reduced poWer dissipation and reduction of Wear on the 
relay. 

FIG. 7 is a chart 200 of the various conditions at various 
points in the circuitry shoWn in FIG. 4. Column 202 indi 
cates What is the condition, column 204 shoWs the logic 
level of the Q1 output of the ?rst multivibrator 140, column 
206 shoWs the logic level of the Q2 output of the second 
multivibrator 142, column 208 shoWs the link test fail signal 
state. RoW 208 shoWs the condition When there is no cable 
coupled to the media converter. In that case O1 is high, O2 
is loW and the link test fail signal is high. RoW 210 shoWs 
the condition When a cable is connected to the media 
converter but the orientation of the MDI cable is not correct 
so crossover is necessary, Q1 goes loW, Q2 outputs a pulse 
to the steering unit that in turn causes the relay to sWitch. 
RoW 212 shoWs the condition When a cable is connected to 
the media converter and the orientation of the cable is 
correct. In this case, O1 is loW, O2 is loW and the link test fail 
signal is loW. 

Having described preferred aspects and embodiments of 
the present invention, modi?cations and equivalents of the 
disclosed concepts may readily occur to one skilled in the 
art. HoWever, it is intended that such modi?cations and 
equivalents be included Within the scope of the claims Which 
are appended hereto. 
What is claimed is: 
1. A method of performing automatic crossover in an 

electrical to optical converter, the method comprising the 
steps of: 

(a) detecting When a cable pair has been plugged into the 
electrical to optical converter indicating that a signal 
connection has been made betWeen a device and the 
electrical to optical converter; 

(b) determining if the cable pair’s orientation is correct 
With respect to a signal input and output of the electrical 
to optical converter; and 

(c) if it is determined in step (b) that the orientation is not 
correct, effecting a crossover of the cable pairs. 

2. The method of claim 1 Wherein step (a) comprises the 
step of monitoring outgoing link pulses generated by the 
electrical to optical converter. 
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3. The method of claim 1 Wherein step (b) comprises 

monitoring a link test fail signal transmitted by the electrical 
to optical converter. 

4. The method of claim 1 Wherein step (c) comprises 
outputting a steering pulse from the electrical to optical 
converter to a relay that is coupled to the cable pairs and the 
steering pulse. 

5. The method of claim 1 Wherein step (b) does not occur 
unless a cable pair has been detected in step (a). 

6. A system for performing an automatic crossover in an 
electrical to optical converter, the system comprising: 
means for detecting When a cable pair has been plugged 

into the electrical to optical converter indicating that a 
signal connection has been made betWeen a device and 
the electrical to optical converter; 

means for determining if the cable pair’s orientation is 
correct With respect to a signal input and output of the 
electrical to optical converter; and 

means for effecting a crossover of the cable pairs if it is 
determined that the cable pair’s orientation is not 
correct. 

7. The system of claim 6 Wherein the means for detecting 
When a cable pair has been plugged into the electrical to 
optical converter comprises means for monitoring outgoing 
link pulses generated by the electrical to optical converter. 

8. The system of claim 6 Wherein the means for deter 
mining if the cable pair’s orientation is correct comprises 
means for monitoring a link test fail signal transmitted by the 
electrical to optical converter. 

9. The system of claim 6 Wherein the means for effecting 
a crossover comprises means for outputting a steering pulse 
from the electrical to optical converter to a relay that is 
coupled to the cable pairs and the steering pulse causes the 
relay to sWitch. 

10. The system of claim 6 Wherein the means for effecting 
a crossover is not activated until the means for detecting 
When a cable pair has been plugged into the electrical to 
optical converter detects that a cable pair is plugged into the 
converter. 

11. The system of claim 6 Wherein the means for detecting 
When a cable pair has been plugged into the electrical to 
optical converter and the means for determining if the cable 
pair’s orientation is correct comprises a link status detector 
coupled to the electrical to optical converter to receive a link 
pulse transmitted by the electrical to optical converter and a 
link test fail signal transmitted by the electrical to optical 
converter. 

12. The system of claim 11 Wherein the link status 
detector comprises: 

a ?rst mono-stable vibrator coupled to the link pulse 
transmitted by the electrical to optical converter; 

a second mono-stable vibrator coupled to the link pulse 
transmitted by the electrical to optical converter and the 
link test fail signal transmitted by the electrical to 
optical converter, the second vibrator having an output 
that is coupled to a relay to effect a crossover; and 

the ?rst vibrator having an output coupled to an input of 
the second vibrator Wherein the ?rst vibrator enables or 
disables the second vibrator through its output signal 
Wherein When it has been determined that a cable pair 
has been plugged in, the link pulse decreases in ampli 
tude Which causes the output of the ?rst vibrator to 
transition thereby enabling the second vibrator. 

13. An apparatus for performing automatic crossover in 
an electrical to optical converter, the apparatus comprising: 

a detector circuit that detects When a cable has been 
plugged into the electrical to optical converter indicat 



US 6,684,347 B1 

ing that a signal connection has been made between a 
device and the electrical to optical converter; 

a cable orientation detection circuit that determines if the 
cable’s orientation is correct With respect to a signal 
input and output of the electrical to optical converter; 
and 

a circuit for generating a steering pulse if it is determined 
that the orientation is not correct, Wherein the steering 
pulse effects a crossover. 

14. The apparatus of claim 13 Wherein the detector circuit 
is a ?rst mono-stable multivibrator coupled to a link pulse 
generated by the electrical to optical converter. 

15. The apparatus of claim 14 Wherein the cable orienta 
tion detection circuit is a second mono-stable multivibrator 
having a ?rst input coupled to the link pulse generated by the 
electrical to optical converter, a second input coupled to a 
link test fail signal from the electrical to optical converter, 
and a third input coupled to the output of the ?rst mono 
stable multivibrator Wherein the cable orientation detection 
circuit only generates an output trigger signal if a connection 
has been detected and it is determined that the orientation of 
the cable is not correct. 

16. A crossover control circuit assembly comprising: 
a relay coupled to a medium dependent interface; 
an electrical to optical media converter circuit coupled to 

the relay, the media converter circuit having a signal 
input and a signal output; 

a detection circuit coupled betWeen the media converter 
circuit and the relay, Wherein the detection circuit 
performs the steps of: 
(a) detecting When a cable has been plugged into the 
medium dependent interface; 

(b) determining if the orientation of the cable is correct 
With respect to the signal input and output of the 
media converter circuit; and 

(c) if it is determined that the orientation of the cable is 
not correct, causing the relay to effect a crossover. 

17. The circuit assembly of claim 16 Wherein the detec 
tion circuit comprises a link status detector circuit and a 
steering logic circuit Wherein the link status detector circuit 
performs steps (a) and (b) an the steering control circuit 
performs step 

18. The circuit assembly of claim 17 Wherein the link 
status detector circuit comprises: 

a ?rst multivibrator having an input and an output, the 
input coupled to a transmit signal lead of the media 
converter circuit to receive a link integrity pulse from 
the media converter circuit; and 

a second multivibrator having a ?rst, second and third 
input and a ?rst and second output Wherein the ?rst 
input and the second output of the second multivibrator 
circuit are coupled to the output of the ?rst 
multivibrator, the second input of the second multivi 
brator is coupled to the lead of the media converter 
circuit to receive the link integrity pulse from the media 
converter circuit and the third input is coupled to 
receive a link test fail signal from the media converter 
circuit and the ?rst output of the second multivibrator 
is coupled to the steering logic circuit Wherein the ?rst 
multivibrator disables the second multivibrator When 
ever a cable is not coupled to the medium dependent 
interface and enables the second multivibrator When 
ever a cable is coupled to the medium dependent 
interface Wherein When the second multivibrator is 
enabled it detects Whether a link test fail signal is 
present at its third input and, if so, outputs a steering 
control signal at its ?rst output. 

10 

15 

25 

35 

45 

55 

65 

10 
19. The circuit assembly of claim 18 Wherein the steering 

control circuit comprises: 
a latch having a ?rst input, a second input and a ?rst and 

a second output; 
a ?rst gate having a ?rst input, a second input and an 

output; and 
a second gate having a ?rst input, a second input and an 

output, Wherein the ?rst inputs of the latch, ?rst gate 
and second gate receive the steering control signal 
output by the link status detector circuit, the second 
output of the latch is coupled to the second input of the 
second gate and the second input of the latch and the 
?rst output of the latch is coupled to the seconds input 
of the ?rst gate Wherein the output of the ?rst gate is 
coupled to a set coil of the relay and the output of the 
second gate is coupled to a reset coil of the relay. 

20. The circuit assembly of claim 19 Wherein the latch is 
a dual D-type latch and the ?rst and second gates are NAN D 
gates. 

21. A method of performing automatic crossover in a ?rst 
device, the method comprising the steps of: 

(a) detecting When a transmit and receive signal connec 
tion has been made betWeen a second device and the 
?rst device; 

(b) after detecting that a transmit and receive signal 
connection has been made betWeen the second device 
and the ?rst device, then beginning a determination of 
Whether an orientation of the transmit and receive 
signal connection is correct With respect to a signal 
input and output of the ?rst device; and 

(c) if it is determined in step (b) that the orientation is not 
correct, effecting a crossover of the transmit and 
receive signal connection. 

22. The method of claim 21 Wherein the ?rst device 
comprises a converter. 

23. The method of claim 21 Wherein step (a) comprises 
the step of monitoring outgoing link pulses generated by the 
?rst device and step (b) comprises monitoring a link test fail 
signal transmitted by the ?rst device. 

24. The method of claim 21 Wherein step (c) comprises 
outputting a steering pulse from the ?rst device to a relay 
that is coupled to the transmit and receive signal connection 
and the steering pulse. 

25. A system for performing an automatic crossover in a 
?rst device, the system comprising: 
means for detecting When a cable pair has been plugged 

into the ?rst device indicating that a signal connection 
has been made betWeen a second device and the ?rst 
device; 

means for determining if an orientation of the cable pair 
is correct With respect to a signal input and output of the 
?rst device Wherein the means for determining if the 
orientation of the cable pair is correct is not activated 
until the means for detecting When a cable pair has been 
plugged into the ?rst device detects that a cable pair is 
plugged into the ?rst device; and 

means for effecting a crossover of the cable pair if it is 
determined that the orientation of the cable pair is not 
correct. 

26. The system of claim 25 Wherein the means for 
detecting When a cable pair has been plugged into the ?rst 
device comprises means for monitoring outgoing link pulses 
generated by the device. 

27. The system of claim 25 Wherein the means for 
determining if the orientation of the cable pair is correct 
comprises means for monitoring a link test fail signal 
provided by the ?rst device. 
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28. The system of claim 25 wherein the ?rst device 
comprises a converter. 

29. The system of claim 25 Wherein the means for 
detecting When a cable pair has been plugged into the ?rst 
device and the means for determining if the orientation of 
the cable pair is correct comprises a link status detector 
coupled to the ?rst device to receive a link pulse transmitted 
by the ?rst device and a link test fail signal transmitted by 
the ?rst device. 

30. The system of claim 29 Wherein the link status 
detector comprises: 

a ?rst mono-stable multivibrator coupled to the link pulse 
transmitted by the ?rst device; 

a second mono-stable multivibrator coupled to the link 
pulse transmitted by the ?rst device and the link test fail 
signal transmitted by the ?rst device, the second mono 
stable multivibrator having an output that is coupled to 
a relay to effect a crossover; 

the ?rst mono-stable multivibrator having an output 
coupled to an input of the second mono-stable multi 
vibrator Wherein the ?rst mono-stable multivibrator 
enables or disables the second mono-stable multivibra 
tor through its output signal Wherein When it has been 
determined that a cable pair has been plugged in, the 
link pulse decreases in amplitude Which causes the 
output of the ?rst mono-stable multivibrator to transi 
tion thereby enabling the second mono-stable multivi 
brator. 
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31. An apparatus for performing automatic crossover in a 

?rst device, the apparatus comprising: 
a ?rst mono-stable multivibrator coupled to a link pulse 

generated by the ?rst device that detects When a cable 
has been plugged into the ?rst device indicating that a 
signal connection has been made betWeen a second 
device and the ?rst device; 

a second mono-stable multivibrator that determines if an 

orientation of the cable is correct With respect to a 
signal input and output of the ?rst device having a ?rst 
input coupled to the link pulse generated by the ?rst 
device, a second input coupled to a link test fail signal 
from the ?rst device, and a third input coupled to the 
output of the ?rst mono-stable multivibrator Wherein 
the second mono-stable multivibrator only generates an 
output trigger signal after a signal connection has been 
made as detected by the ?rst mono-stable multivibrator 
and it is determined that the orientation of the cable is 
not correct; and 

a circuit for generating a steering pulse if it is determined 
that the orientation is not correct, Wherein the steering 
pulse effects a crossover. 

32. The apparatus of claim 31 Wherein the ?rst device 
comprises a converter. 
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