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T0 at” whom, it may concern: 
' Be it known that I, JAMES GRAHAM, a citi 
zen of the United States, residing at Detroit, 
in the county of Wayne and State of Michi 
gan, have invented a new and useful Improve 
ment in Vaginal Syringes, of which the follow 
ing is a speci?cation. 
My invention is more especially intended 

as a womb-douche, but is equally well adapted 
to wash or cleanse any part of the vaginal 
walls. The necessity of some simple device 
of this kind that can be used by the patient 
herself in any position without creating an 
unseemly soiling of the adjacent covering or 
clothing has long been felt. I am aware that 
there are many devices patented for this pur 
pose, all more or less built on the same gen 
eral principles, but most of them are unnec 
essarily complex, needing assistants in their 
operation, and otherwise faulty as well as 
wasteful in the application of the medicinal 
douche to the affected parts. I claim to meet 
the purpose desired by the following simple 
device, in which- . 
Figure 1 is a perspective view; Fig. 2, a 

separate view of the shield or guard; and Fig. 
3, a separate view of air-vent, showing cap re 
moved. 
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Similar letters refer to similar parts. 
The body of the device A is a cylindrical 

shell,made of hard rubber or other equivalent 
material, about one inch in diameter, having 
a duct or tube about three-eighths of an inch 
in diameter (dotted line a, Fig. 1) longitudi 
nally through its cen ter,molded into or closely 
?tted to the cylinder ends and opening freely 
into the head 13 at one end and connected or 
coupled with a ?exible tube A’ at the other 
end, said tube ending in a compression-bulb, 
thus making one continuous duct from the 
bulb into the open head. The head is by 
preference of paraboloid shape and as fully 
perforated with holes or spaces as large as 
shown in the drawing B, Fig. l, and as will 
leave strength to make it durable. It is de_ 
tachable, being screwed on, and projects 
slightly, as shown, so as to prevent the guard 
or shield O, which is adapted to slide along 
the entire length of the cylinder, from slip 

ping off. The other end is protected in a simi 
lar way. This shield or guard O is attached 
to prevent any ?uid from escaping during the 
operation of douching and is made of proper 
length and contour to cover the outside wall 
of the vagina and ?t closely on slight pressure. 
D is the ordinary compression-bulb, intend 

ed in my device to hold the medicine or 
douche and also to receive it back after in 
jection. To this bulb I attach a vent-port E, 
which in some cases is absolutely necessary 
to the e?ective working of the compression 
bulb, as it sometimes happens that air is 
sucked into the bulb, preventing the full re 
turn of the washing. In such a case the vent 
has to be opened so as to allow the air to es 
cape and the wash return to the bulb. The 
vent may be made as shown in Fig. 3. The 
cap, which has an opening e on its side, ?ts 
the port air- tight when screwed down in 
place; but on a half-turn being made this 
opening is adapted to coincide with a like 
opening on the side of the port and a vent 
secured. This port may be also used to in 
troduced medicine into the bulb. 
From this description the operation of my 

improved syringe will be readily understood, 
but brie?y stated it is as follows: The bulb 
D is ?lled with the wash, and the head Band 
cylinder A, which allows the entering or with 
drawal of the head from the vagina more 
easy, are inserted the desired distance in the 
vagina, when the shield C is slid upon the 
cylinder, so as to contact the body of the per 
son to close the vagina completely and pre 
vent the escape of the wash when the. bulb 
is pressed to inject the wash. The walls of 
the vagina can be washed thoroughly by hold 
ing the shield against the body and slowly 
withdrawing the cylinder and head while 
pressing the bulb to injectthc wash. 
Thus it will be seen that I provide a very 

simple, durable, and cheap vaginal syringe 
which is very useful and practical. 
What 1' claim, and desire to secure by Let 

ters Patent, is— 
A vaginal syringe, consisting of a bulb, a 

threaded lug provided with an air-port car 
ried by the bulb, a cap provided with a vent 
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adapted to ?t upon said lug, a ?exible tube mounted upon said cylinder, and a perfio? 
connected to said bulb, along tube with a rated conical cap or head ?tting upon the 
?aring upper end having its lower end 0011- upper end of said cylinder. 
nected to said ?exible tube, a rigid cylinder ' JAMES GRAHAM. 

5 surrounding said long tube and forming a Witnesses: 
case therefor said cylinder having rims at JAMES B. CARR, 
both ends, a curved elliptical shield slidably HENRY M. DU BOIS. 


