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KEYBOARD DEVICE AND A METHOD OF 
CONTROLLING A POWER SUPPLY 

INCORPORATED IN THE KEYBOARD 
DEVICE 

BACKGROUND OF THE INVENTION 

The present invention relates to a keyboard device and a 
method of controlling a poWer supply internally incorpo 
rated in the keyboard device. More particularly, the present 
invention relates to a keyboard device Which is connected in 
operation to an external device such as a communication 
terminal including a personal computer, a portable telephone 
or the like, and to a method of controlling the poWer supply 
of the keyboard device. 

DESCRIPTION OF THE PRIOR ART 

With the increase in the number of users Who performs 
communications or exchange data by means of an electronic 
mail via a portable or cellular telephone as a communication 
terminal, the users increasingly encounter occasions to enter 
characters and letters via the telephone. When a conven 
tional cellular phone is used to enter characters, successive 
key operations are required for the user, imposing a trouble 
some burden on the user. 

To support or facilitate operability of the cellular phone, 
an external keyboard device is knoWn Which is connected 
via a cable to a cellular phone or the like, to receive the 
poWer from that phone. The keyboard device of this type 
does not incorporate its oWn poWer supply. LikeWise, as for 
the keyboard device used to connect to a personal computer, 
operating poWer is supplied from the computer itself. 

In the conventional keyboard device of the personal 
computer or the cellular phone, once the poWer sWitch 
provided in the keyboard device is turned on, then the poWer 
supplied from the personal computer or cellular phone is 
dissipated by the device. 

This may in some cases cause a problem that, When the 
user tries to send a message or mail to the designated 
destination after entering desired characters via the keyboard 
device, the poWer in the poWer supply required to send the 
electronic mail has become insuf?cient. 

To overcome the draWbacks, there has been proposed a 
keyboard device Which incorporates its oWn poWer supply, 
from Which the device operates. This poWer supply is 
completely independent of the poWer supply used to operate 
the personal computer or the cellular phone. In the keyboard 
device, the poWer required When the user enters characters 
is supplied from the poWer supply incorporated in the device 
itself The keyboard device is usually connected to the 
personal computer or the cellular phone, only When a 
message is sent via the electronic mail. In this case, the 
poWer supply equipped in the personal computer or the 
cellular phone is the source of poWer used When entering 
characters. 
As for a keyboard device of another type, one Which is 

used by directly inserting a part of the cellular phone into the 
keyboard device, is also knoWn as a keyboard device of 
slot-in type. 

HoWever, the above-mentioned keyboard devices relating 
to the prior art internally incorporate their oWn poWer 
supply, therefore, When the poWer sWitch provided in the 
devices is turned on, the devices dissipate the poWer, regard 
less of Whether or not the devices are connected to the 
personal computer or the cellular phone. This disadvanta 
geously reduces the operable time of the keyboard device. 
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2 
When the conventional keyboard device is put in a bag or 

the like, under a condition of being connected to the personal 
computer or the cellular phone, the poWer to the personal 
computer or the cellular phone is undesirably turned on in 
some cases. To prevent such a trouble, a hard box is provided 
to reside the keyboard device. In some cases, to prevent 
undesired operation of the keyboard device or the like Which 
Will occur When a particular key on the keyboard device is 
kept depressed, a cover unit is provided to protect the keys. 

SUMMARY OF THE INVENTION 

The present invention has been made considering the 
above-mentioned problems. It is an object of the present 
invention to provide a keyboard device capable of control 
ling ef?ciently its oWn internal poWer supply. It is an another 
object of the present invention to provide a method of 
controlling the poWer supply internally incorporated in the 
keyboard device, for alloWing to reduce the poWer dissipa 
tion in the device. 

In accordance With the present invention, there is pro 
vided a keyboard device Which is internally incorporating a 
poWer supply, said device comprising: a ?rst monitor means 
for monitoring a connection state of said keyboard device 
With respect to an external device; and a control means for 
controlling a state of said poWer supply in accordance With 
said connection state obtained by said ?rst monitor means. 

It is preferable that said control means performs control to 
set said keyboard device to an active state, if said ?rst 
monitor means monitors to determine a connection betWeen 
said keyboard device and said external device. 

It is preferable that said control means performs control to 
set said keyboard device to a standby state, if said ?rst 
monitor means fails to determine a connection betWeen said 
keyboard device and said external device. 

It is also preferable that the present invention further 
comprises a second monitor means for monitoring a key 
operation, Wherein said control means performs control to 
set said keyboard device to a standby state, if said second 
monitor means determines that there is no key operation for 
more than a predetermined period of time. 

Preferably, said control means performs control to set said 
keyboard device to a standby state, if said second monitor 
means determines that any key is kept depressed for more 
than a predetermined period of time. 

Preferably, said external device is a communication ter 
minal. 

In accordance With another aspect of the present 
invention, there is provided a method of controlling a poWer 
supply internally incorporated in a keyboard device, com 
prising: a ?rst monitoring step of monitoring a connection 
state of said keyboard device With respect to an external 
device; and a step of controlling a state of said poWer supply 
in accordance With said connection state obtained in said 
?rst monitoring step. 

It is preferable that the method of controlling a poWer 
supply according to the present invention, said keyboard 
device is so controlled in said controlling step that the device 
is set to an active state, if it is determined in said ?rst 
monitoring step that a connection has been made betWeen 
said keyboard device and said external device. 

It is also preferable that the method of the present 
invention, said keyboard device is so controlled in said 
controlling step that the device is set to a standby state, if it 
is determined in said ?rst monitoring step that no connection 
has been made betWeen said keyboard device and said 
external device. 
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It is also preferable that the method according to the 
present invention further comprises a second monitoring 
step of monitoring a key operation, Wherein in said control 
ling step, said keyboard device is so controlled that the 
device is set to a standby state, if it is determined in said 
second monitoring step that there is no key operation for 
more than a predetermined period of time. 

In accordance With the present invention method, said 
keyboard device is so controlled in said controlling step that 
the device is set to a standby state, if it is determined in said 
second monitoring step that any key has been kept depressed 
for more than a predetermined period of time. 

Preferably, in the method according to the present 
invention, said external device is a communication terminal. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The objects and features of the present invention Will 
become more apparent from the consideration of the fol 
loWing detailed description taken in conjunction With the 
accompanying draWings in Which: 

FIG. 1 is a block diagram schematically shoWing a 
con?guration of a keyboard device according to an embodi 
ment of the present invention; 

FIG. 2 schematically shoWs con?guration of usage of a 
keyboard device according to an embodiment of the present 
invention; 

FIG. 3 is a ?oWchart shoWing a ?rst operation of a 
keyboard device according to an embodiment of the present 
invention; and 

FIG. 4 is a ?oWchart shoWing a second operation of a 
keyboard device according to an embodiment of the present 
invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring to the accompanied draWings, description Will 
noW be given in detail of a keyboard device according to an 
embodiment of the present invention. With reference to 
FIGS. 1 to 4, detailed explanation of a keyboard device in 
accordance With an embodiment of the present invention 
Will be given. 

FIG. 1 is a block diagram schematically shoWing a 
constitution of a portable communication unit ancillary 
keyboard device according to present invention. As shoWn 
in FIG. 1, a portable communication unit ancillary keyboard 
device 100 includes a key operating portion 1, a communi 
cation portion 2, a display portion 3, a timer 4, a control 
portion 5, a poWer supply 6, a communication port monitor 
7, and a keyboard monitor 8. 

The key operating portion 1 has a plurality of enter keys 
(not shoWn) arranged for the user to input his/her desired 
information related to characters and information With 
respect to destination. 

The communication portion 2 is a part Which establishes 
a connection to an external communication terminal. The 
control portion 5 determines, via the communication portion 
2, as to Whether a personal computer or a cellular phone 
Which serves as a communication terminal is connected to 
the keyboard device 100. 

The display portion 3 includes, for example, light emitting 
diode(s) (LED) (not shoWn). The LED is lit or unlit depend 
ing on a state of the keyboard device 100, i.e., an active state 
or a standby state. 

The timer 4 measures or monitors a state during Which no 
operation is made by the user With respect to the keyboard 
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4 
device 100, or any key is kept depressed. More speci?cally, 
the timer 4 measures elapsed time in Which no key operation 
is done to the keyboard device 100 for more than a prede 
termined period of time, or in Which any one or more of the 
keys is kept depressed for more than a ?xed period of time. 

The controller 5 controls a poWer supply internally incor 
porated in the keyboard device 100. The controller 5 sets the 
poWer supply to an active state or a standby state (in other 
Words, a poWer saving mode), depending upon hoW the key 
operating portion 1 is operated by the user or connection 
state of the keyboard device 100 via the communication 
portion 2. 

FIG. 2 shoWs one of con?gurations of usage With respect 
to the keyboard device 100 according to the present inven 
tion. By Way of example, as shoWn in FIG. 2, the keyboard 
device 100 is in use under the condition of being connected 
via a cable 200 to a cellular phone 300 Which serves as a 
communication terminal. Transmission information com 
prising data associated With characters, numerals, symbols 
or the like entered by using the keyboard device 100, is sent 
via the cable 200 to the cellular phone 300. 

In the present embodiment, it is illustrated that the key 
board device 100 is connected to the cellular phone 300. 
HoWever, the keyboard device 100 may also be connected to 
a personal computer Which accommodates a telephone line. 

FIG. 3 is a ?oWchart depicting a ?rst operation of the 
keyboard device 100 according to the present embodiment. 
In step S1 of the ?oWchart, the keyboard device 100 
determines Whether or not the poWer has been introduced to 
the device itself. If it is (i.e., the poWer is ON), the device 
checks in step S2 via the communication portion 2, if the 
device is connected to the communication terminal. 

If it is determined that the keyboard device 100 is con 
nected to the communication terminal (YES in step S2), the 
device is set to an active state in step S3. In the next step, 
step S4, the LED is lit indicating that the keyboard device 
100 is in the active state, that is, the poWer supply internally 
incorporated in the device has been turned on. 

If it is determined that the keyboard device is not con 
nected to the communication terminal (NO in step S2), the 
device is set to a standby state in step S5. The device is then 
set to a mode Where the LED remains unlit for indicating 
that the device is in an inactive state and at the same time, 
a connection state of the device With respect to the commu 
nication terminal is monitored (step S6). 

According to the ?rst operation as described above, the 
keyboard device 100 becomes an active state only When the 
internal poWer supply is turned on and the connection to the 
communication terminal is determined. HoWever, even 
When the poWer supply is turned on and no connection can 
be determined With respect to the communication terminal, 
the device remains a standby state. 

FIG. 4 is a ?oWchart illustrating a second operation of the 
keyboard device 100. As an example of the second 
operation, it is considered that the keyboard device 100 is 
put in a bag or the like, When the device is under the 
condition of being connected to a communication terminal. 

In step S11 of the ?oWchart shoWn in FIG. 4, the keyboard 
device 100 checks via the communication portion 2, if the 
device is connected to the communication terminal. 

If it is determined that the keyboard device 100 is not 
connected to the communication terminal (NO in step S11), 
the device is set to a standby state in step S14. The device 
is then set, in step S15, to a mode Where a connection state 
of the device With respect to the communication terminal is 
monitored. 
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Alternatively, if it is checked in step 11 that the keyboard 
device 100 is connected to the communication terminal, 
con?rmation is made in step S12 Whether or not any key 
operation has been conducted by using the key operating 
portion 1 Within a predetermined period of time. 

If it is determined in step 12 that there has been no key 
operation Within a predetermined period of time, the process 
goes to step S16 Where the keyboard device 100 is set to a 
standby state. In the next step, step S17, the device starts 
monitoring a key operation conducted via the key operating 
portion 1. 

If YES is rendered in step 12, (that is, it is determined that 
a key operation is accomplished Within a predetermined 
period of time), check is made in step S13 Whether or not 
any key has been kept depressed for more than a predeter 
mined period of time. 

If any key is found to be kept depressed for more than a 
?xed period of time (YES in step S13), the keyboard device 
100 is set to a standby state in step S16. Therefore, in step 
S17, as mentioned above, the device enters into the mode to 
monitor a key operation executed by using the key operating 
portion 1. 
On the other hand, if it is found that any key is not kept 

depressed for more than a predetermined period of time (NO 
in step S13), the controller 5 determines that the user is noW 
operating the keyboard device 100. The process then returns 
to step S11 and repeats the same as mentioned above While 
keeping the state of the device to be active. 

According to the example described as the second 
operation, if it is detected that any key has been kept 
depressed for more than a predetermined period of time 
When the keyboard device 100 is in an active state, the 
internal poWer supply of the device is set to a standby state. 

The embodiment as discussed above is a preferred one 
according to the present invention. It can therefore be 
modi?ed or changed Within a scope of the present invention. 
For example, the state of the poWer supply may be con 
trolled in conformity With an opening or closing operation 
With respect to the housing of the keyboard device. This 
facilitates an easy access to communication sites Which are 
frequently accessed by the user. 
As set above, the keyboard device including its poWer 

supply according to the present invention, is so controlled 
that the device is set to an active state only When the device 
is connected to an external equipment serving as a commu 
nication terminal. Therefore, even the poWer supply inter 
nally incorporated in the keyboard device is set to an 
“poWer-on” state and left as it is, the poWer dissipated in the 
keyboard device can be minimiZed. 

Moreover, according to the keyboard device With an 
internal poWer supply and a method of controlling the poWer 
supply of the present invention, a state in Which any key on 
the device has been kept depressed for more than a prede 
termined period of time, is monitored When the keyboard 
device is put, for example, in a bag or the like, and a mode 
With respect to the poWer supply is changed accordingly. It 
is therefore possible to minimiZe the poWer consumed in the 
keyboard device, thus providing the device capable of being 
used for longer hours to Which the poWer is supplied by 
batteries. 

Additionally, it is also possible to prevent unnecessary 
transmission of key codes from the keyboard device to a 
mobile unit. This advantageously precludes an erroneous 
operation of the mobile unit. 

While the present invention has been described With 
reference to the particular illustrative embodiments, it is not 
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6 
to be restricted by those embodiments but only by the 
appended claims. It is to be appreciated that those skilled in 
the art can change or modify the embodiments Without 
departing from the scope and spirit of the present invention. 
What is claimed is: 
1. A portable communication unit ancillary keyboard 

device internally incorporating a poWer supply, comprising: 
a dedicated poWer supply contained Within said portable 

communication unit ancillary keyboard device, 
a ?rst monitor means for monitoring a connection state of 

said portable communication unit ancillary keyboard 
device With respect to an external device; and 

a control means for controlling a state of said poWer 
supply in accordance With said connection state 
obtained by said ?rst monitor means. 

2. The portable communication unit ancillary keyboard 
device according to claim 1, Wherein said control means 
performs control to set said portable communication unit 
ancillary keyboard device to an active state, if said ?rst 
monitor means monitors to determine a connection betWeen 
said portable communication unit ancillary keyboard device 
and said external device. 

3. The portable communication unit ancillary keyboard 
device according to claim 1, Wherein said control means 
performs control to set portable communication unit ancil 
lary keyboard device to a standby state, if said ?rst monitor 
means fails to determine a connection betWeen said key 
board and said external device. 

4. The portable communication unit ancillary keyboard 
device according to claim 2, Wherein further comprising a 
second monitor means for monitoring a key operation, 
Wherein: 

said control means performs control to set said portable 
communication unit ancillary keyboard device to 
standby state, if said second monitor means determines 
that there is not key operation for more than a prede 
termined period of time, and 

said control means sets display LED to indicate standby 
mode. 

5. The portable communication unit ancillary keyboard 
device according to claim 4, Wherein: 

said control means performs control to set said portable 
communication unit ancillary keyboard device to a 
standby state, if said second monitor means determines 
that any key is kept depressed for more than a prede 
termined period of time, and 

said control means sets display LED to indicate standby 
mode. 

6. The portable communication unit ancillary keyboard 
device according to claim 5, Wherein said external device is 
a communication terminal. 

7. A method of controlling a poWer supply internally 
incorporated in a portable communication unit ancillary 
keyboard device, comprising: 

a ?rst monitoring step of monitoring a connection state of 
said portable communication unit ancillary keyboard 
device With respect to an external device; and 

a step of controlling a state of said poWer supply in 
accordance With said connection state obtained in said 
?rst monitoring step. 

8. The method of controlling a poWer supply according to 
claim 7, Wherein in said controlling step, said portable 
communication unit ancillary keyboard device is so con 
trolled that the device is set to an active state, if it is 
determined in said ?rst monitoring step that a connection has 
been made betWeen said portable communication unit ancil 
lary keyboard device and said external device. 
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9. The method of controlling a power supply according to 
claim 7, wherein in said controlling step, said portable 
communication unit ancillary keyboard device is so con 
trolled that the device is set to standby state, if it is 
determined in said ?rst monitoring step that no connection 
has been made betWeen said portable communication unit 
ancillary keyboard device and said external device. 

10. The method of controlling a poWer supply according 
to claim 8, further comprising a second monitoring step of 
monitoring a key operation, Wherein in said controlling step, 10 

said portable communication unit ancillary keyboard 
device is so controlled that the device is set to a standby 
state, if it is determined in said second monitoring step 
that there is no key operation for more than a prede 
termined period of time, and 

8 
said display is so controlled that it indicates standby 

mode. 
11. The method of controlling a poWer supply according 

to claim 10, Wherein in said controlling step, 
said portable communication unit ancillary keyboard 

device is so controlled that the device is set to a standby 
state, if it is determined in said second monitoring step 
that any key has been kept depressed for more than a 
predetermined period of time, and 

said display is so controlled that it indicates standby 
mode. 

12. The method of controlling a poWer supply according 
to claim 11, Wherein said external device is a communication 
terminal. 


