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TEAR RESISTANT SECURITY CONTAINER 

BACKGROUND OF THE INVENTION 

1. Technical Field 

This invention generally relates to storage containers for 
recorded media and, more particularly, to a security con 
tainer for recorded media that can only be opened With a 
speci?c key. Speci?cally, this invention relate’s to a security 
container for an item of recorded media that includes 
features that prevent the spine of the security container from 
being securely grasped and torn open. 

2. Background Information 
Renting items of recorded media such as video cassettes 

and video games has become immensely popular in recent 
times given the ever increasing number of items available 
for home vieWing and the use as Well as the decrease in price 
of the machines that play the media. Typical rental stores 
display the items available for rental in storage boxes that 
protect the items from dust, ultraviolet light, and damage 
from impact if accidentally dropped. Stores protect them 
selves against theft by shoplifting by placing one or more 
EAS (electronic article surveillance) tags on or inside the 
item of recorded media. An EAS tag may also be placed in 
the storage box. An EAS tag is adapted to activate an alarm 
When passed through a sensing device that may be disposed 
around the exit of the store. It is generally desirable to place 
the EAS tags in places Where they cannot be easily removed 
by a shoplifter. 

Most rental establishments place older rental stock out for 
sale When it no longer needs the item for rental. When items 
are put out for sale, the EAS tags are removed from the items 
and reused on items that are being rented. The EAS tags are 
removed from the items of recorded media prior to sale so 
that the purchaser Will not activate the alarm systems in 
other stores With the EAS tags. Without the EAS tags, a store 
must protect itself against shoplifting by placing an EAS tag 
on the storage container holding the item for sale. It is 
desirable that the EAS tag be placed on the storage container 
in a Way that alloWs a sales clerk to quickly and easily 
remove the tag after the sale is made but also in a manner 
that prevents a shoplifter from easily removing the tag. 
Placement of the EAS tag in such a position is, hoWever, 
dif?cult because a storage container provides feW, if any, 
areas Where the EAS tag may be hidden. If the EAS tag is 
placed on the storage container in a fashion such that it can 
be easily removed, a shoplifter may simply remove the tag 
and steal the item Without activating an alarm. It is thus 
desired in the art to provide a storage container having 
locking holes that can accept a lock containing an EAS tag 
When the container is used to sell an item of recorded media. 

Different types of storage box and lock combinations are 
knoWn in the art and are generally con?gured to prevent a 
thief from simply breaking the lock off the storage box With 
a small pry bar. One problem inherent With all security 
containers is that they are subject to attack by destroying the 
container. In the ?eld of art for protecting items of recorded 
media, a thief Will try to open the container quickly in a retail 
environment Without draWing attention to themselves. In 
this environment, the thief cannot typically use complex 
tools. The thief must thus rely on a simple pry bar or his 
hands to break open the security container and gain access 
to the contents. 

Many security containers have living hinges formed by 
reducing the thickness of the plastics in selected areas. 
Although such designs are desirable because they reduce the 
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2 
cost of manufacturing the security container, the areas of 
reduced thickness are vulnerable to attack by tearing. For 
instance, a typical VHS-style security container includes a 
pair of hinges that connect a back Wall or spine to a base and 
a lid. It is knoWn in the art that a thief can tear the spine off 
of the security container along these hinges to compromise 
the container and steal the contents of the container. It is thus 
desired in the art to provide a con?guration for a security 
container that prevents a thief from tearing the spine from 
the container. The invention must be inexpensive to imple 
ment and not change the overall siZe or appearance of the 
accepted industry standards for recorded media containers. 

SUMMARY OF THE INVENTION 

In vieW of the foregoing, a principal objective of the 
present invention is to provide a security container that 
resists tearing. 

Another objective of the present invention is to provide a 
security container that prevents a thief from obtaining a 
secure grip on the spine of the container to deter tearing. 

Another objective of the present invention is to provide a 
security container that prevents a thief from grasping the 
spine of the container by providing a spine that does not 
extend beyond the sideWall of the container. 

Another objective of the present invention is to provide a 
security container that includes a ?ange secured to a side 
Wall that abuts the spine of the container When the container 
is closed to prevent a thief from grasping the spine. 

Another objective of the present invention is to provide a 
security container having features that protect the spine 
against tearing that may be easily added to existing security 
container designs. 

Another objective of the present invention is to provide a 
security container having features that protect the spine 
against attack by tearing that do not require additional 
materials to be used in addition to the materials that form the 
security container. 

Another objective of the present invention is to provide a 
security container having features that prevent the spine 
from being easily torn from the security container that do not 
alter the con?guration of the hinges of the security container. 
Another objective of the present invention is to provide a 

security container that is of simple construction, that 
achieves the stated objectives in a simple, effective, and 
inexpensive manner, and that solves the problems and that 
satis?es the needs existing in the art. 

These and other objectives and advantages are obtained 
by a security container including a base having a bottom 
Wall and a sideWall; a spine connected to the bottom Wall of 
the base With a ?rst living hinge; a lid connected to the spine 
With a second living hinge, the lid movable betWeen open 
and closed positions; the spine not extending beyond the 
sideWall When the lid is in the closed position; and a locking 
mechanism that selectively locks the lid in the closed 
position. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The preferred embodiments of the invention, illustrative 
of the best mode in Which the applicants contemplate 
applying the principles of the invention, are set forth in the 
folloWing description and are shoWn in the draWings and are 
particularly and distinctly pointed out and set forth in the 
appended claims. 

FIG. 1 is a perspective vieW of one embodiment of a 
security container made in accordance With the objectives of 
the present invention; 
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FIG. 2 is a top plan vieW of one end of the spine of the 
security container taken along line 2—2 of FIG. 1; 

FIG. 3 is a side elevational vieW of the end of the spine 
of FIG. 2; 

FIG. 4 is a side elevational vieW of the end of the spine 
When the security container is closed; 

FIG. 5 is a sectional vieW taken along line 5—5 of FIG. 
4; 

FIG. 6 is a perspective vieW of another embodiment of a 
security container made in accordance With the objectives of 
the present invention; 

FIG. 7 is a top plan vieW of one end of the spine of the 
security container taken along line 7—7 of FIG. 6; 

FIG. 8 is a side elevational vieW of the end of the spine 
of FIG. 7; 

FIG. 9 is a side elevational vieW of the end of the spine 
When the security container is closed; 

FIG. 10 is a sectional vieW taken along line 10—10 of 
FIG. 9; and 

FIG. 11 is a side vieW of a prior art key. 

Similar numerals refer to similar parts throughout the 
draWings. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

One embodiment of the security container of the present 
invention is indicated generally by the numeral 10 in FIGS. 
1—5. Security container 10 generally includes a base, indi 
cated generally at 12, and a lid, indicated generally at 14, 
that is hingedly connected to base 12 and movable betWeen 
open and closed positions. The open position is depicted in 
FIGS. 1—3 With the closed position being depicted in FIGS. 
4 and 5. It is to be noted that the particular embodiment of 
security container 10 depicted in the draWings is designed 
and con?gured for holding a VHS video cassette. The 
concepts of the present invention may be employed With a 
Wide variety of differently shaped security containers 10 
con?gured to hold other types of recorded media such as 
video game cartridges, cassette tapes, compact discs, DVDs, 
computer discs, and the like. The VHS video cassette 
embodiment is depicted only to provide an example of the 
present invention and to provide an embodiment on Which to 
describe the elements of the invention and their interrela 
tionship. 

Base 12 generally includes a bottom Wall 18 from Which 
projects a sideWall 20. In the embodiment of the invention 
depicted in FIGS. 1—5, sideWall 20 includes a pair of end 
Walls 22, a front Wall 24, and a pair of outWardly extending 
?anges 26. End Walls 22 and front Wall 24 are inWardly 
disposed from the outer edge 28 of bottom Wall 18 to form 
a loWer ledge 30 extending about sideWall 20 and exteriorly 
thereof. In accordance With one of the objectives of the 
present invention, each ?ange 26 extends out from the ends 
32 of end Walls 22 to outer edge 28 of bottom Wall 18 such 
that each ?ange 26 extends entirely across loWer ledge 30. 
Each ?ange 26 is also substantially the same height as each 
end Wall 22. Each ?ange 26 is fabricated from the same 
material as Walls 22 and 24 and is substantially the same 
thickness as Walls 22 and 24. 

In the embodiment of the invention depicted in the 
draWings, security container 10 is selectively locked by a 
lock 34 that includes pins (not shoWn) that extend through 
locking holes 36 formed in front Wall 24 and locking tabs 38 
that extend from lid 14. Tabs 38 Will frictionally hold lid 14 
in a closed position but Will not lock container 10 until lock 
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4 
34 is used. The operation of lock 34 and its use With locking 
holes 36 is fully described in US. patent application Ser. No. 
09/015,085, ?led Jan. 29, 1998, Which now US. Pat. No. 
5,944,185 is oWned by the assignee of the present applica 
tion. The disclosures of this application are incorporated 
herein by reference. Lock 34 is unlocked With key 35 (FIG. 
11) When the user inserts key 35 in lock 34. Although the 
concepts of the present invention are disclosed and dis 
cussed With respect to this speci?c security device and 
security container, the concepts of the present invention may 
also be incorporated into other security containers that use 
different types of security or locking devices. Examples of 
such other locking mechanisms may be seen in US. Pat Nos. 
5,375,712 and 4,658,955. 

Lid 14 is connected to base 12 by a pair of living hinges 
40. One living hinge 40 connects lid 14 to a spine 42 With 
the other living hinge 40 connecting spine 42 to base 12. As 
discussed in the Background Information section of this 
speci?cation, living hinges 40 are areas of reduced thickness 
(as shoWn in FIG. 3) that subject security container 10 to 
attack by tearing. In accordance With one of the objectives 
of the present invention, spine 42 does not extend beyond 
sideWall 20 as shoWn in FIG. 5, and particularly does not 
extend beyond ?anges 26. This con?guration prevents the 
shoplifter from directly grasping spine 42 When security 
container 10 is closed and tearing spine 42 aWay from base 
12 and lid 14. In the embodiment of the invention depicted 
in FIGS. 1—5, each end 44 of spine 42 extends out to the 
same distance as outer edge 28 of base 12. Flanges 26 thus 
abut spine 42 and completely cover the previously exposed 
and vulnerable portions of spine 42 When security container 
is closed as depicted in FIGS. 4 and 5. 

Spine 42 additionally includes a pair of tabs 46 that are 
disposed to slide inside sideWall 20 When lid 14 is in the 
closed position. Tabs 46 provide an additional security 
feature that prevents spine 42 from being moved out of 
position by a shoplifter. Tabs 46 also prevent a pry bar from 
being inserted into security container 10. Lid 14 includes a 
projection or U-shaped rib 48 that also ?ts inside sideWall 20 
When lid 14 is closed to hold lid 14 in position and to prevent 
a pry bar from being inserted Within security container 10. 

Flanges 26 thus prevent a shoplifter from grasping spine 
42 When security container 10 is closed. Flanges 26 thus 
improve the security features of security container 10 by 
reducing the possibility that security container 10 can be 
compromised by tearing. It being understood that no portion 
of spine 42 extends beyond sideWall 20, and in particular 
?anges 26 of security container 10. 

Another embodiment of the security container of the 
present invention is indicated generally by the numeral 50 in 
FIGS. 6—10. Security container 50 includes many of the 
same elements as security container 10 and these elements 
are indicated by the same numbers used above. The differ 
ence betWeen security container 50 and security container 10 
is the construction of the spines and sideWalls. The spine 52 
of container 50 extends only to tabs 46 and thus does not 
extend beyond ends 32 of sideWall 20. Spine 52 thus 
includes ends 54 that are disposed Within the boundaries of 
sideWall 20 at all times. By not extending beyond sideWall 
20, spine 52 does not provide any structure for a shoplifter 
to grasp When attempting to compromise security container 
50. With this construction, ?anges 26 are not needed to cover 
the spine. 

Accordingly, the improved tear resistant security con 
tainer is simpli?ed, provides an effective, safe, inexpensive, 
and ef?cient device Which achieves all the enumerated 
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objectives, provides for eliminating difficulties encountered 
With prior devices, and solves problems and obtains neW 
results in the art. 

In the foregoing description, certain terms have been used 
for brevity, clearness and understanding; but no unnecessary 
limitations are to be implied therefrom beyond the require 
ment of the prior art, because such terms are used for 
descriptive purposes and are intended to be broadly con 
strued. 

Moreover, the description and illustration of the invention 
is by Way of example, and the scope of the invention is not 
limited to the exact details shoWn or described. 

Having noW described the features, discoveries and prin 
ciples of the invention, the manner in Which the improved 
tear resistant security container is construed and used, the 
characteristics of the construction, and the advantageous, 
neW and useful results obtained; the neW and useful 
structures, devices, elements, arrangements, parts and 
combinations, are set forth in the appended claims. 
We claim: 
1. A security container for securely holding an item of 

recorded media, the security container capable of being 
locked to prevent unauthoriZed access by shoplifters; the 
security container comprising: 

a base having a bottom Wall and sideWall; 

a spine connected to the bottom Wall of the base With a 
?rst living hinge; 

a lid connected to the spine With a second living hinge, the 
lid movable betWeen open and closed positions With 
respect to the base; 

the spine not extending beyond the sideWall When the lid 
is in the closed position; 

the lid and base at least partially de?ning locking holes; 
the locking holes being aligned and forming a substan 

tially common axis When the lid is in the closed 
position; 

at least one of the locking holes moving substantially 
perpendicular to the common axis When the lid is 
initially moved from the closed position toWard the 
open position; 

a locking mechanism selectively locking the lid in the 
closed position; the locking mechanism only releasing 
the lid through the use of a key. 

2. The security container of claim 1, Wherein the base has 
an edge; the sideWall being disposed inWard of the edge of 
the base to form a ledge. 

3. The security container of claim 1, Wherein the sideWall 
has a pair of ends adjacent the spine; the sideWall including 
a ?ange extending out from the sideWall at each of the ends 
to the edge of the base. 

4. The security container of claim 3, Wherein the spine 
extends the same distance as the edge of the base; the ?anges 
abutting the spine When the lid is in the closed position. 

5. The security container of claim 4, Wherein the sideWall 
de?nes the locking holes that align With the locking holes 
formed in the lid When the lid is in the closed position. 

6. The security container of claim 5, Wherein at least tWo 
locking holes are formed in the sideWall. 

7. The security device of claim 1, further comprising a 
pair of tabs mounted on the spine, the tabs being disposed 
inWard of the sideWall When the lid is in the closed position, 
the spine having ?rst and second ends; one tab being 
positioned at the ?rst end of the spine and one tab being 
positioned at the second end of the spine. 
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8. The security container of claim 1, Wherein the locking 

mechanism is detached from the base When unlocked. 
9. A security container for securely holding an item of 

recorded media, the security container capable of being 
locked to prevent unauthoriZed access by shoplifters; the 
security container comprising: 

a base having a bottom Wall and a sideWall, the bottom 
Wall having an outer edge; 

a spine hingedly connected to the bottom Wall of the base; 
a lid hingedly connected to the spine, the lid movable 

betWeen open and closed positions; 
the sideWall having a pair of end Walls and a front Wall; 
a ?ange connected to each end Wall and extending out 

Wardly therefrom; 
said ?anges abutting the spine When the lid is in the closed 

position; no portion of the spine extending beyond the 
?anges; and 

a locking mechanism selectively locking the lid in the 
closed position; the locking mechanism only releasing 
the lid through the use of a key. 

10. The security container of claim 9, Wherein each end 
Wall is disposed inWardly of the outer edge of the bottom 
Wall to form loWer ledges, each ?ange extending across a 
loWer ledge. 

11. The security container of claim 9, Wherein the sideWall 
de?nes at least one locking hole, the lid de?ning at least one 
locking hole; the locking hole in the sideWall aligning With 
the locking hole in the lid When the lid is closed. 

12. The security container of claim 9, Wherein each ?ange 
is connected to the base. 

13. The security container of claim 9, Wherein the locking 
mechanism is detached from the base When unlocked. 

14. A security container for securely holding an item of 
recorded media, the security container capable of being 
locked to prevent unauthoriZed access by shoplifters; the 
security container comprising: 

a base having an outer edge; 

a spine hingedly connected to the base; 
a lid hingedly connected to the spine and movable 

betWeen open and closed positions; 
a sideWall connected to the base, the sideWall having a 

pair of end Walls and a front Wall; 
each of the end Walls positioned inWard from the outer 

edge of the base to form a ledge; 

a pair of tabs mounted on the spine, the tabs being 
disposed inWardly of the end Walls When the lid is in the 
closed position; 

the spine having ?rst and second ends; one tab being 
positioned at the ?rst end of the spine and one tab being 
positioned at the second end of the spine; no portion of 
the spine extending beyond the tabs; and 

a locking mechanism that selectively locks the lid in the 
closed position; the locking mechanism only releasing 
the lid through the use of a key. 

15. The security container of claim 14, Wherein the 
sideWall has at least one locking hole that is aligned With 
another locking hole formed in the lid When the lid is in the 
closed position. 

16. The security container of claim 14, Wherein the 
locking mechanism is detached from the base When 
unlocked. 


