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LOLLIPOP WITH FLUID RESERVOIR 
HANDLE 

TECHNICAL FIELD 

This invention relates to a candy product and a method of 
making the product and, more particularly, to a product and 
method in Which a holder With hardened candy formed 
thereon is snap ?t onto a reservoir cap and is slidable on the 
cap to permit a consumer to pull up on the holder Without 
removing the holder from the cap to detach a breakaway 
portion of the cap and open ?uid communication betWeen 
the reservoir and a passageWay in the hardened candy. 

BACKGROUND INFORMATION 

In recent years, there has been a substantial increase in 
novelty candy products that are designed, at least primarily, 
to appeal to children. A number of these products are 
variations on the traditional concept of a lollipop. Lollipops 
that are provided With an edible liquid in addition to the 
conventional hard candy body have been proposed. TWo 
such lollipops are disclosed in Us. Pat. No. 4,229,482, 
granted Oct. 21, 1980 to A. Kreske, Jr.; and Us. Patent No. 
Re. 35,577, reissued Aug. 5, 1997 to T. J. Coleman. 

BRIEF SUMMARY OF THE INVENTION 

The invention provides a method of manufacturing a 
candy product. According to an aspect of the invention, the 
method comprises providing a holder having a cup-shaped 
portion and a tubular portion projecting from the cup-shaped 
portion. A pin is inserted into the holder through the cup 
shaped portion and the tubular portion to an outer end of the 
tubular portion opposite the cup-shaped portion. Liquid 
candy is dispensed into a cavity in a mold. The tubular 
portion of the holder With the pin inserted therein is inserted 
into the liquid candy in the cavity. The candy is alloWed to 
harden to anchor the tubular portion in the candy. The 
hardened candy is removed from the mold, and the pin is 
removed from the holder to leave a passageWay extending 
through the holder. A reservoir is siZed and shaped to be 
gripped by a consumer’s hand. Areservoir cap is con?gured 
to close an open end of the reservoir and has a break-aWay 
portion. The reservoir is ?lled With an edible ?uid and closed 
by securing the cap over the open end. The cup-shaped 
portion of the holder is snapped onto the cap. The cup 
shaped portion engages the cap in a manner that permits a 
subsequent consumer to pull up on the holder Without 
removing the holder from the cap, to detach the break-aWay 
portion and open ?uid communication betWeen the reservoir 
and the passageWay through the holder. 

The term “?uid” is used herein in a broad sense to include 
liquid, particulate, and poWdered materials. “Particulate” 
materials include What is commonly knoWn as “popping 
candy”, Which consists of small holloW particles of candy 
that are ?lled With carbon dioxide to create a bursting 
sensation on the tongue. The term “detach”, in relation to the 
break-aWay portion of the cap, includes both full and partial 
separation from the main body of the cap. The terms “up”, 
“beloW”, and “top”, and the like refer to the expected use 
orientation illustrated in FIGS. 1, 2, 6, 19, and 20. 
A preferred feature of the method is, When inserting the 

pin into the holder, snapping an enlarged Width portion of 
the pin into releasable engagement With an inner surface of 
the cup-shaped portion of the holder and maintaining an 
outer portion of the pin projecting outWardly from the holder 
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2 
opposite the tubular portion. This feature has the advantage 
of facilitating handling of the holder and the body of 
hardened candy. For example, removing the pin from the 
holder preferably includes engaging the projecting outer 
portion of the pin. 

The extent to Which the tubular portion is inserted into the 
liquid candy may vary. Preferably, the tubular portion is 
moved into a position in Which the outer end of the tubular 
portion is in close proximity to, but spaced from, an inner 
Wall of the mold de?ning the cavity. This procedure has the 
advantage of protecting the end of the tubular portion from 
damage that might be caused by contact With the Walls of the 
mold. In addition, the close proximity to the mold Wall 
leaves only a thin layer of hardened candy blocking the 
passageWay so that a consumer can dissolve the thin layer by 
a feW quick licks When the consumer begins to eat the 
hardened candy. This enables the consumer to also begin 
consumption of the edible ?uid Whenever the consumer 
desires folloWing the ?rst feW licks. 
The invention also provides a candy product. According 

to an aspect of the invention, the product includes a solid 
body of candy having a passage extending at least substan 
tially therethrough. A holder includes a cup-shaped portion 
having an open end, and a tubular portion projecting from 
the cup-shaped portion opposite the open end. The tubular 
portion extends from the cup-shaped portion into the pas 
sage and is anchored in the passage. The holder has a 
passageWay extending through the cup-shaped portion and 
the tubular portion. A reservoir is siZed and shaped to be 
gripped by a consumer’s hand and has an open end. An 
edible ?uid at least substantially ?lls the reservoir. A reser 
voir cap is secured to the reservoir and closes the open end. 
The cup-shaped portion of the holder is snap ?t onto the cap. 
The cup-shaped portion and the cap have interengaging 
portions that alloW a consumer to exert a pulling force on the 
holder to move the holder upWardly relative to the cap 
Without removing the holder from the cap. The cap has a 
break-aWay portion that is sufficiently frangible to break 
aWay When the holder is moved upWardly relative to the cap, 
to open ?uid communication betWeen the reservoir and the 
passageWay. 

The structure of the reservoir may be varied. Preferably, 
the reservoir is elongated and generally cylindrical. The 
reservoir may have a con?guration, such as the body of a 
skeleton, to increase its appeal to children. The reservoir is 
preferably structured so that a consumer can squeeZe edible 
?uid from the reservoir into the passageWay in the holder. 
One Way of accomplishing this is to make the reservoir 
compressible to alloW squeeZing by a consumer. In addition 
or in the alternative, the reservoir may be made at least 
partially from a ?exible material to alloW a consumer to 
squeeZe the reservoir. 

Other details in the structure of the elements of the candy 
product may also be varied. The holder may include tWo or 
more parts that are secured together. HoWever, the holder is 
preferably integrally formed. An end of the passage in the 
body of candy is preferably closely proximate to, but spaced 
from, an outer surface of the body of candy. This leaves a 
thin layer of candy blocking an end of the passageWay in the 
holder adjacent to the end of the passage. Also preferably, 
the tubular portion of the holder extends into the passage to 
an end of the passage. 

The details of the structure of the interengaging portions 
of the cup-shaped portion of the holder and the cap may also 
be varied. Preferably, the interengaging portions include a 
ridge on a side inner surface of the cup-shaped portion 
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spaced longitudinally below an upper inner surface of the 
cup-shaped portion. Aprojection on a top portion of the cap 
is positioned to engage the ridge When the holder is moved 
upwardly relative to the cap. 

The method of the invention has the advantages of being 
relatively inexpensive to carry out and of reliably producing 
a desired product that has a high degree of appeal to 
consumers. The product of the invention provides a combi 
nation of edible elements and has a maximized ease of use. 
In addition, it has a high degree of ?exibility to alloW for 
variations to enhance its taste and/or aesthetic appeal to 
different types of consumers. 

These and other advantages and features of the invention 
Will become apparent from the detailed description of the 
invention that folloWs. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the draWings, like element designations refer to like 
parts throughout, and: 

FIG. 1 is a pictorial vieW of a lollipop having a handle 
reservoir With an accordion con?guration. 

FIG. 2 is an elevational vieW of the lollipop shoWn in FIG. 
1. 

FIG. 3 is a top plan vieW of the lollipop shoWn in FIGS. 
1 and 2. 

FIG. 4 is a bottom plan vieW of the lollipop shoWn in 
FIGS. 1—3. 

FIG. 5 is a sectional vieW of the lollipop shoWn in FIGS. 
1—4. 

FIG. 6 is a pictorial vieW illustrating the manner in Which 
an edible ?uid may be dispensed from the reservoir shoWn 
in FIGS. 1, 2, 4, and 5. 

FIGS. 7—19 illustrate the preferred method of manufac 
ture of the candy product. 

FIG. 7 is a sectional vieW illustrating a pin being inserted 
into a holder. 

FIG. 8 is a sectional vieW shoWing the pin fully inserted 
into the holder. 

FIG. 9 is a sectional vieW, With parts shoWn in elevation, 
of liquid candy being dispensed into a cavity in a mold. 

FIG. 10 is a sectional vieW of the mold shoWn in FIG. 9 
after the cavity has been ?lled With liquid candy and a 
tubular portion of the holder With the pin inserted therein has 
been inserted into the candy. 

FIG. 11 is like FIG. 10 except that it shoWs the mold being 
opened and the hardened candy With the tubular portion 
anchored therein being removed from the mold. 

FIG. 12 is a sectional vieW shoWing the pin being 
removed from the holder. 

FIG. 13 is a sectional vieW of the hardened candy on the 
holder after the pin has been removed. 

FIG. 14 is an elevational vieW of a reservoir being ?lled 
With an edible ?uid. 

FIG. 15 is an elevational vieW illustrating a reservoir cap 
being secured to the reservoir, With the cap shoWn in section. 

FIG. 16 is an elevational vieW of the reservoir With the cap 
secured thereto. 

FIG. 17 is a part elevational and part sectional vieW of the 
holder With the hardened candy thereon being moved into 
position to be snapped onto the reservoir cap. 

FIG. 18 is like FIG. 17 except that it shoWs the compo 
nents after the holder has been snapped onto the cap. 

FIG. 19 is an elevational vieW of the candy product 
completed by the snapping of the holder onto the reservoir 
cap. 
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4 
FIG. 20 is a sectional vieW illustrating the use of the candy 

product shoWn being manufactured in FIGS. 7—19. 
FIG. 21 is like FIG. 7 except that it shoWs a modi?ed form 

of the holder Which is currently the most preferred embodi 
ment of the holder. 

FIG. 22 is like FIG. 18 except that it shoWs the holder 
shoWn in FIG. 21 and a modi?ed form of the reservoir, 
Which is currently the most preferred embodiment of the 
reservoir. 

FIG. 23 is like FIG. 22 except that it shoWs all the parts 
in elevation. 

DETAILED DESCRIPTION OF THE 
INVENTION 

FIGS. 7—20 illustrate a method of manufacturing a candy 
product that is currently the preferred embodiment of the 
method of the invention. FIGS. 7—23 also illustrate the 
currently preferred embodiments of the product of the 
invention. FIGS. 1—6 illustrate a candy product that has a 
reservoir With a structure that may be used as an alternative 
to the reservoir structures shoWn in FIGS. 14—20, and 22 and 
23. 

Referring to FIGS. 1—6, the candy product 2 shoWn 
therein may be vieWed as a modi?cation of a lollipop. The 
product 2 includes a spherical body of hard candy 4. A 
preferably straight and essentially cylindrical passage 6 
extends through the body of candy 4. The body 4 is formed 
on a holder 8, 10 that includes a cup-shaped portion 8 and 
a tubular portion 10. The cup-shaped portion 8 has an open 
end 12. The tubular portion 10 projects from the cup-shaped 
portion 8 opposite the open end 12. The tubular portion 10 
extends into the passage 6 in the candy body 4 and is 
anchored in the passage 6. ApassageWay 14 extends through 
the holder portions 8, 10. 
The candy product 2 also includes a reservoir 16 for an 

edible ?uid. A consumer of the product 2 can consume the 
candy body 4 by itself or in combination With the edible ?uid 
from the reservoir 16. As shoWn in FIGS. 1, 2, 5, and 6, the 
reservoir has a generally cylindrical accordion con?gura 
tion. The generally cylindrical nature of the reservoir 16 
alloWs a consumer to grip the reservoir 16 to consume the 
candy 4 in the manner of a conventional lollipop. The 
reservoir 16 is made from a ?exible material and can be 
compressed upWardly in the manner illustrated in FIG. 6 to 
force ?uid from the reservoir 16 up through the passageWay 
14 and out onto the outer surface of the candy body 4 so that 
the consumer can consume a combination of the candy 4 and 
the ?uid from the reservoir. Referring to FIG. 6, the holder 
8, 10 has an upper neck portion 18 to provide space for the 
consumer’s index and middle ?ngers on the top of the 
cup-shaped portion 8 of the holder Without the ?ngers 
contacting the candy body 4. The consumer’s thumb is 
placed on the bottom of the reservoir 16 and moved 
upWardly to force the ?uid upWardly through the passage 
Way 14 and out onto the outer surface of the candy 4. 

Referring to FIGS. 7—20, a ?rst preferred embodiment of 
the candy product of the invention includes a holder 22, 24, 
shoWn in the FIGS. 7, 8, 10—13, and 17—20. The holder 
includes a cup-shaped portion 22 having an open end 26 and 
a tubular portion 24 projecting from the cup-shaped portion 
22 opposite the open end 26. A passageWay 36 extends 
through the cup-shaped portion 22 and the tubular portion 24 
of the holder. The passageWay 36 extends from the open end 
26 of the cup-shaped portion 22 to and through the outer end 
34 of the tubular portion 24. 

Referring particulary to FIGS. 7, 12, 13, 17, and 20, the 
cup-shaped portion 22 of the holder has a side inner surface 
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With a substantially cylindrical con?guration. An annular 
ridge 28 is formed on the surface. The ridge 28 is parallel to 
and spaced a short distance inWardly of the open end 26. The 
cup-shaped portion 22 also has an upper inner surface 30 
that is perpendicular to the side inner surface and faces the 
open end 26. A second ridge 32 parallel to the ?rst ridge 28 
is formed on the side inner surface proximate to but spaced 
doWnWardly from the upper inner surface 30. The vertical 
separation betWeen the tWo ridges 28, 30 functions as 
described beloW. The cup-shaped portion 22 also has a 
substantially cylindrical upper recess 37 that has a radius 
smaller than, preferably someWhat less than half of, the 
radius of the ridges 28, 30. This recess 37 communicates 
With the portion of the passageWay 36 that extends through 
the tubular portion 24. The holder 22, 24 is preferably 
integrally molded from a plastic material. 

Referring to FIGS. 7, 8, and 10—12, a pin 38 is used in the 
manufacture of the preferred embodiment of the candy 
product in accordance With the preferred embodiment of the 
method of manufacture. The pin 38 has a shaft 40 in the form 
of a cylindrical rod. The pin 38 has an enlarged Width 
portion 42 that extends from an end of the shaft 40 to an 
annular projection 44 on the outer surface of the pin 38. The 
projection 44 projects radially from the outer pin surface and 
also de?nes a step in the diameter of the pin 38. In other 
Words, the enlarged portion 42 has a ?rst diameter betWeen 
the shaft 40 and the projection 44 and a second someWhat 
larger diameter betWeen the projection 44 and the outer end 
of the pin 38. The part of the pin 38 extending outWardly 
from the projection 44 to the outer end may be regarded as 
an outer portion 46 of the pin 38. At the outer end, a ?ange 
48 extends radially from the outer portion 46. The enlarged 
Width portion 42, including the outer portion 46, de?nes a 
cavity 50 that opens onto the outer end facing aWay from the 
shaft 40. Both the ?ange 48 and the cavity 50 contribute to 
the easy handling of the pin 38. The cavity 50 gives the outer 
portion 46 of the pin 38 ?exibility. It also reduces the Weight 
of the pin 38 and helps reduce cost by decreasing the amount 
of material in the pin 38. The pin 38 is preferably integrally 
molded from a plastic material. 

Referring to FIGS. 7 and 8, the method of manufacturing 
the candy product comprises inserting the pin 38 into the 
holder 22, 24 through the cup-shaped portion 22 and the 
tubular portion 24 to the outer end 34 of the tubular portion 
24 opposite the cup-shaped portion 22. FIG. 7 shoWs the 
shaft 40 of the pin 38 being inserted into the holder. The 
arroW in FIG. 7 indicates the direction of movement of the 
pin 38 relative to the holder 22, 24. The shaft 40 of the pin 
38 extends through the cup-shaped portion 22 and up into 
the passageWay 36 in the tubular portion 24. The shaft 40 has 
an outer diameter that is substantially equal to the inner 
diameter of the tubular portion 24. 

FIG. 8 shoWs the pin 38 inserted all the Way into the 
holder 22, 24. The shaft 40 extends into the tubular portion 
24 to the outer end 34 of the tubular portion 24 to completely 
?ll the tubular portion 24. A radial surface of the enlarged 
Width portion 42 of the pin 38 abuts the upper inner surface 
30 of the cup-shaped portion 22 of the holder. This abutment 
de?nes the maximum extent to Which the pin 38 can be 
inserted into the holder 22, 24. The projection 44 on the pin 
38 has snapped past the ridge 28 on the cup-shaped portion 
22 so that the pin 38 Will remain inserted into the holder 22, 
24 unless a positive force is exerted on the pin 38 and/or the 
holder 22, 24 suf?cient to ?ex one or both of these plastic 
elements so that the projection 44 may be moved outWardly 
past the ridge 28. As can be seen in FIGS. 8, 10, and 11, in 
the fully inserted position of the pin 38, the outer portion 46 
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6 
of the pin 38 projects outWardly from the cup-shaped portion 
22 of the holder. 

Referring to FIG. 9, the method includes dispensing liquid 
candy LC into a cavity 54 in a mold 52. The candy LC is 
dispensed through a noZZle N1 in a knoWn manner. When 
the cavity 54 has been ?lled With a desired amount of candy 
LC, the tubular portion 24 of the holder, With the pin 38 
inserted therein, is inserted into the candy LC in the cavity 
54. FIG. 10 illustrates the pin 38 fully inserted into the candy 
LC. The arroWs in FIG. 10 illustrate the direction of move 
ment of the holder 22, 24 and pin 38 relative to the mold 52 
as the holder/pin is inserted into the candy LC. In the fully 
inserted position, the outer end 34 of the tubular portion 24 
is in a position in Which the outer end 34 is in close 
proximity to, but spaced from, an inner Wall 56 de?ning the 
cavity 54. After the holder/pin has been inserted, the liquid 
candy LC is alloWed to harden to anchor the tubular portion 
24 in the candy. Since the outer end 34 of the tubular portion 
24 is spaced from the mold Wall 56, the hardened candy HC 
has a thin layer 60 of candy blocking the outer end of the 
passageWay 36 at the outer end 34 of the tubular portion 24. 
The tubular portion 24 forms a passage 58 extending sub 
stantially through the body of hardened candy HC. 
When the candy has hardened, the hardened candy HC is 

removed from the mold 52, as illustrated in FIG. 11. The 
mold 52 has a conventional structure in Which it is made up 
of tWo halves that are moved apart to open the mold and 
release the molded and hardened candy HC. After the candy 
HC has been removed from the mold 52, the pin 38 is 
removed from the holder 22, 24 to leave the unobstructed 
passageWay 36 extending through the holder 22, 24 from the 
open end 26 of the cup-shaped portion to the outer end 34 
of the tubular portion 24. FIG. 12 illustrates the removal of 
the pin 38. Preferably, the removal is accomplished by 
moving the pin 38 in the direction indicated by the arroW in 
FIG. 12. As the pin 38 is being removed, it ?exes an amount 
suf?cient to alloW the projection 44 to slide past the ridge 28. 
Preferably, the holder is held against movement by engaging 
the outer radial surface of the cup-shaped portion 22. A 
pulling force is exerted on the ?ange 48 of the pin 38 to 
move the pin 38 outWardly. FIG. 13 shoWs the holder 22, 24, 
With the hardened candy HC formed thereon folloWing the 
removal of the pin 38. 
As described above, the candy product has tWo edible 

components, the hardened candy HC and an edible ?uid. 
Preferably, the tWo components have complementary ?a 
vors. Referring to FIG. 14, a reservoir 62 for the edible ?uid 
is siZed and shaped to be gripped by a consumer’s hand. The 
reservoir 62 shoWn in FIGS. 14—20 is generally cylindrical 
and has design elements that make it resemble a human 
skeleton. This particular design is chosen to appeal to 
children. AWide variety of other design con?gurations could 
be chosen. The reservoir could also have a simple geometri 
cal shape, such as a simple cylinder, or the accordion 
con?guration shoWn in FIGS. 1, 2, 5, and 6. Currently, the 
con?guration shoWn in FIGS. 22 and 23 is most preferred. 
The reservoir 62 has an open end 64. Adjacent to the open 
end 64, the reservoir has a cylindrical neck portion With 
threads 66 formed thereon. The reservoir 62 is made from a 
?exible plastic material and is compressible to alloW a 
consumer to squeeZe the edible ?uid from the reservoir 62 
into the passageWay 36 in the holder 22, 24. FIG. 14 
illustrates the reservoir 62 being ?lled through a noZZle N2 
With an edible ?uid F. The ?uid F is illustrated as a 
gelatinous liquid but may also be a less viscous liquid or 
even a poWder or particulate material. 

A reservoir cap 70 is provided for closing the open end 64 
of the reservoir 62. The cap 70 has a main body that 
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threadedly engages the threads 66 on the upper neck portion 
of the reservoir 62. The arroWs in FIG. 15 illustrate the 
relative doWnWard and tWisting movement of the cap 70 as 
it is being secured onto the reservoir 62 over the open end 
64 of the reservoir 62. FIG. 16 is an elevational vieW of the 
reservoir 62 With the cap 70 secured thereon in its fully 
engaged position. The cap 70 has a projection or lip 72 
projecting radially outWardly from the top of the main body. 
It also has a generally cylindrical protuberance projecting 
aXially upWardly from a center portion of the top of the main 
body. The protuberance is coaXial With the main body of the 
cap 72 and the threaded neck of the reservoir 62. The 
protuberance includes an upper break-aWay portion 74. The 
break-aWay portion 74 is attached to the main body of the 
cap 70 by a Web 76. 

FIGS. 17—20 illustrate the method of the invention fol 
loWing the anchoring of the holder 22, 24 into the body of 
candy HC and the ?lling and closing of the reservoir 62. The 
holder 22, 24/candy HC is moved toWard the ?lled and 
closed reservoir 62, as illustrated in FIG. 17. The arroW in 
FIG. 17 illustrates the doWnWard movement of the holder/ 
candy assembly relative to the reservoir 62. The cup-shaped 
portion 22 of the holder 22, 24 is snapped onto the reservoir 
cap 70. The lip 72 on the cap 70 is snapped past the ridges 
28, 30 on the inner surface of the cup-shaped portion 22. 
FIG. 18 illustrates the reservoir 62 after the holder 22, 24 has 
been snapped doWn all the Way into its fully engaged 
position on the cap 70. The protuberance on the cap 70 
eXtends into the inner recess 37 in the cup-shaped portion of 
the holder 22, 24 so that the break-aWay portion 74 blocks 
the bottom of the passageWay in the tubular portion 24. The 
blocking of the passageWay 36 helps prevent unWanted 
movement of the ?uid F into the passageWay 36 prior to 
consumption of the candy product. The lip 72 of the cap 70 
is received betWeen the upper inner surface 30 and the 
second ridge 32 of the cup-shaped portion 22. This relative 
positioning releasably maintains the holder 22, 24 in its fully 
engaged position. FIG. 19 is like FIG. 18 eXcept that all of 
the parts are shoWn in elevation. 
When the holder 22, 24 is snapped onto the cap 70, it 

engages the cap 70 in a manner that permits a subsequent 
consumer to pull up on the holder 22, 24 Without removing 
the holder 22, 24 from the cap 70. The consumer eXerts an 
upWard force on the holder 22, 24 relative to the reservoir 
62. The positive upWard pulling force moves the lip 72 
doWnWardly past the second ridge 32. The holder 22, 24 
moves upWardly relative to the cap 70 until the lip 72 
engages the ?rst ridge 28. Further doWnWard movement of 
the reservoir 62 and its cap 70 relative to the holder 22, 24 
is inhibited by engagement of the lip 72 With the ?rst ridge 
28, as illustrated in FIG. 20. When the consumer senses the 
engagement of the lip 72 and ridge 28, the consumer 
discontinues the relative upWard movement of the holder 22, 
24. 
As can be seen in FIG. 20, the protuberance on the cap 70 

has moved doWnWardly out of the upper recess 37 in the 
holder 22, 24. Since the thin layer 60 of candy on the candy 
body HC closes the end of the passageWay 36 at the outer 
end 34 of the tubular portion 24 of the holder, the relative 
doWnWard movement of the reservoir 62 creates a suction 
force on the top of the cap 70 that tends to detach the 
break-aWay portion 74 from the main body of the cap 70 to 
open ?uid communication betWeen the reservoir 62 and the 
passageWay 36. The connection betWeen the break-aWay 
portion 74 and the main body of the cap 70 is suf?ciently 
frangible to cause the break-aWay portion 74 to detach from 
the main body When the holder 22, 24 is moved upWardly 
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relative to the cap 70. HoWever, the consumer may squeeZe 
the reservoir 62 to assist the suction force in detaching the 
break-aWay portion 74 from the main body of the cap 70. 
FIG. 20 shoWs the break-aWay portion 74 fully detached and 
separated from the main body of the cap 70. 

After the holder 22, 24 has been pulled up and the 
break-aWay portion 74 has been detached, the candy product 
is ready for consumption. The hard candy body HC is 
consumed in the Well-knoWn manner of consuming a lolli 
pop. Preferably, as the consumer begins to eat the product, 
the consumer gives a feW quick licks to the top of the candy 
body HC to dissolve aWay the thin layer 60 and open up the 
top of the passageWay 36. Once the passageWay 36 has been 
opened, the consumer may combine the candy HC and the 
?uid F from the reservoir 62 When desired and in What 
quantity desired simply by squeeZing the reservoir 62 to 
force the ?uid F upWardly and out through the top of the 
tubular portion 24 of the holder 22, 24, as illustrated in FIG. 
20. 

FIGS. 21—23 shoW modi?cations of the parts shoWn in 
FIGS. 7—20. The candy product With the modi?cations 
shoWn in FIGS. 21—23 is currently the most preferred 
embodiment of the candy product. Referring to FIG. 21, the 
preferred modi?ed form of the holder 22‘, 24‘ has a cup 
shaped portion 22‘ and a tubular portion 24‘. Like the holder 
22, 24 shoWn in FIG. 7, the modi?ed holder 22‘, 24‘ has 
ridges 28, 32 on the inner cylindrical surface of the cup 
shaped portion 22‘. The cup-shaped portion 22‘ also has a 
substantially cylindrical upper recess 37. A passageWay 36 
eXtends through the cup-shaped portion 22‘ and the tubular 
portion 24‘. The modi?cations to the holder con?guration are 
in the outer con?guration of the holder 22‘, 24‘. The tubular 
portion 24‘ has an upper cylindrical half and a loWer ?ared 
half Which tapers doWn to an increased diameter at the 
interface betWeen the tubular portion 24‘ and the cup-shaped 
portion 22‘. The holder 22, 24 shoWn in FIG. 7 lacks this 
?aring of the loWer part and has a rounded upper bead 25 
that is absent in the modi?ed holder 22‘, 24‘. The cup-shaped 
portion 22‘ of the modi?ed holder has a loWer rim 27 With 
a slightly increased diameter. It also has tWo upper annular 
?anges 27A, 27B. These additional features of the cup 
shaped portion 22‘ assist in the removal of the pin 38 from 
the holder 22‘, 24‘ and also assist in the handling of the candy 
product by the consumer. As can be seen in FIG. 21, in the 
manufacture of the most preferred embodiment, the holder 
22‘, 24‘ accommodates the same pin 38 as does the holder 22, 
24 shoWn in FIG. 7. 

FIGS. 22 and 23 illustrate a modi?ed form of the reservoir 
62‘ that is currently the most preferred embodiment of the 
reservoir. The reservoir 62‘ has an elongated spiral con?gu 
ration that forms ?nger grips 68 that assist the consumer in 
handling the reservoir 62‘ and also increase its aesthetic 
appeal. The reservoir 62‘ receives a reservoir cap 70 as 
described above in connection With the skeleton design 
reservoir 62. FIG. 22 also illustrates a difference in the shape 
of the candy body HC‘. The outer surface of the body HC‘ 
has a simpler substantially oval con?guration. Because of 
the different shape of the tubular portion 24‘ of the holder, 
the inner surface of the body of hard candy HC‘ also has a 
different con?guration. The body HC‘ has an upper thin layer 
60 as discussed above in connection With the body of candy 
HC shoWn in FIG. 19. The outer shape of the candy body 
could also have a Wide variety of other con?gurations. 

Although the preferred embodiments of the invention 
have been illustrated and described herein, it is intended to 
be understood by those skilled in the art that various 
modi?cations and omissions in form and detail may be made 
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Without departing from the spirit and scope of the invention 
as de?ned by the following claims. 
What is claimed is: 
1. A candy product comprising: 
a solid body of candy having a passage extending at least 

substantially therethrough; 
a holder including a cup-shaped portion having an open 

end, and a tubular portion projecting from said cup 
shaped portion opposite said open end; said tubular 
portion extending from said cup-shaped portion into 
said passage and being anchored in said passage, and 
said holder having a passageWay extending through 
said cup-shaped portion and said tubular portion; 

a reservoir siZed and shaped to be gripped by a consurn 
er’s hand and having an open end; 

an edible ?uid at least substantially ?lling said reservoir; 
and 

a reservoir cap secured to said reservoir and closing said 
open end of said reservoir; 

said cup-shaped portion of said holder being snap ?t onto 
said cap; said cup-shaped portion and said cap having 
interengaging portions that alloW a consumer exerting 
a pulling force on said holder to move said holder 
upWardly relative to said cap without removing said 
holder from said cap; and said cap having a break-aWay 
portion that is sufficiently frangible to break aWay When 
said holder is moved upWardly relative to said cap, to 
open ?uid communication between said reservoir and 
said passageWay. 

2. The candy product of claim 1, Wherein said reservoir is 
cornpressible to alloW a consumer to squeeZe said edible 
?uid into said passageway. 

33. The candy product of claim 2, Wherein an end of said 
passage is closely proximate to, but spaced from, an outer 
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surface of said body of candy, leaving a thin layer of candy 
blocking an end of said passageWay adjacent to said end of 
said passage. 

4. The candy product of claim 1, Wherein said reservoir is 
made at least partially from a ?exible material to alloW a 

consumer to squeeZe said edible ?uid into said passageWay. 
5. The candy product of claim 4, Wherein an end of said 

passage is closely proximate to, but spaced from, an outer 
surface of said body of candy, leaving a thin layer of candy 
blocking an end of said passageWay adjacent to said end of 
said passage. 

6. The candy product of claim 1, Wherein an end of said 
passage is closely proximate to, but spaced from, an outer 
surface of said body of candy, leaving a thin layer of candy 
blocking an end of said passageWay adjacent to said end of 
said passage. 

7. The candy product of claim 6, Wherein said tubular 
portion extends into said passage to said end of said passage. 

8. The candy product of claim 1, Wherein said holder is 
integrally formed. 

9. The candy product of claim 1, Wherein said tubular 
portion extends into said passage to an end of said passage. 

10. The candy product of claim 1, Wherein said interen 
gaging portions include a ridge on a side inner surface of 
said cup-shaped portion spaced longitudinally beloW an 
upper inner surface of said cup-shaped portion, and a 
projection on a top portion of said cap positioned to engage 
said ridge When said holder is moved upWardly relative to 
said cap. 

11. The candy product of claim 10, Wherein said holder is 
integrally formed. 


