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(57) ABSTRACT 

A remote control signal, such as a signal from a GPS 
satellite, is received at a servant aircraft. If the remote 
control signal is valid, a processor on the servant aircraft 
prevents or inhibits anyone on the servant aircraft from 
controlling the ?ight or course of the servant aircraft. The 
remote control signal controls the ?ight and/or course of the 
servant aircraft. The remote control signal may come from 
an escort aircraft. 

11 Claims, 7 Drawing Sheets 
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REMOTELY CONTROLLING A SERVANT 
AIRCRAFT 

CROSS REFERENCE TO RELATED 
APPLICATION 

This present application is a continuation in part of and 
claims the priority of US. patent application Ser. No. 
10/245,619, ?led on Sep. 17, 2002, inventor and applicant, 
LaWrence J. Koncelik Jr., titled “CONTROLLING AIR 
CRAFT FROM COLLISIONS WITH OFF LIMITS 
FACILITIES”. 

FIELD OF THE INVENTION 

This invention relates to improved methods and apparatus 
concerning avoiding disasters as a result of aircraft crashing 
into off limits facilities. 

BACKGROUND OF THE INVENTION 

Typically in the prior art there are inadequate protections 
available to prevent an aircraft from crashing intentionally 
into an off limits facilities. While it is knoWn to provide 
devices, Which help protect aircraft from colliding With other 
aircraft, such as a device disclosed in US. Pat. No. 6,314, 
366, typically these devices merely provide assistance to 
pilots Who eXercise the ultimate control over the ?ight and 
course of the aircraft. 

SUMMARY OF THE INVENTION 

In one embodiment of the present invention a method is 
disclosed comprising the steps of receiving a remote control 
signal at a servant aircraft, determining if the remote control 
signal is valid, and inhibiting anyone on the servant aircraft 
from controlling the ?ight of the servant aircraft if the 
remote control signal is valid. The remote control signal may 
be a global positioning satellite signal. The remote control 
signal may come from an escort aircraft. The ?ight of the 
servant aircraft may be changed in response to the remote 
control signal. The step of inhibiting anyone on the servant 
aircraft from controlling the ?ight of the servant aircraft may 
include disabling a pilot input device Which normally can be 
used to control the ?ight of the servant aircraft by someone 
on board the servant aircraft. 

The present invention in one embodiment provides an 
apparatus comprising a receiver and a processor typically 
located on an aircraft. The receiver and the processor are 
connected by a communications link. The receiver receives 
a signal from an off limits facility and provides the signal to 
the processor. The processor determines from the signal 
Whether an aircraft is Within a distance of the off limits 
facility and changes a course of the aircraft if the aircraft is 
Within the distance of the off limits facility. The off limits 
facility may be, for example, a building, a military 
installation, a nuclear poWer plant, or a landmark. The off 
limits facility may be a movable object such as an aircraft or 
a ship. 

The apparatus may be further comprised of a pilot input 
device. The pilot input device alloWs a pilot on the aircraft 
to change the course of the aircraft When the aircraft is not 
Within the distance of the off limits facility. The processor 
disables the pilot input device, so that the pilot on the aircraft 
cannot control the ?ight and/or the course of the aircraft 
When the aircraft is Within the distance of the off limits 
facility. The pilot input device may include a device for 
manually controlling the ?ight and/or the course of the 
aircraft and a device for automatically controlling ?ight 
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2 
and/or the course of the aircraft by setting a course or a ?ight 
pattern for an automatic pilot to folloW. 

In a further embodiment of the present invention a 
receiver receives a signal from an airport and provides the 
signal to a processor. The processor determines from the 
signal Whether an aircraft Will be alloWed to take off from 
the airport. The processor prevents the aircraft from taking 
off, if the signal from the airport indicates that the aircraft 
should be prevented from taking off. The apparatus may be 
further comprised of a transmitter. The transmitter may send 
a signal from the aircraft indicating that the aircraft has an 
operational device for altering the course of the aircraft 
When the aircraft is Within a distance of an off limits facility. 

In a further embodiment of the present invention an 
apparatus is provided comprising a global positioning sat 
ellite receiver located on an aircraft. The global positioning 
satellite receiver provides a signal to a processor, Which 
indicates the position of the aircraft. The processor deter 
mines from the signal Whether the aircraft is Within a 
distance of an off limits facility. The processor changes the 
?ight and/or course of the aircraft if the aircraft is Within the 
distance of the off limits facility. 
The present invention also includes a method comprising 

the steps of receiving a signal from an off limits facility; 
determining from the signal Whether an aircraft is Within a 
distance of the off limits facility; and changing the course 
and/or ?ight of the aircraft if the aircraft is Within the 
distance of the off limits facility. A method is also provided 
comprising the steps of receiving a signal from an airport; 
determining from the signal Whether an aircraft Will be 
alloWed to take off from the airport; and preventing the 
aircraft from taking off, if the signal from the airport 
indicates that the aircraft should be prevented from taking 
off. The present invention also includes a method compris 
ing the steps of receiving a signal from a satellite; deter 
mining from the signal Whether the aircraft is Within a 
distance of an off limits facility; and changing the course 
and/or ?ight of the aircraft if the aircraft is Within the 
distance of the off limits facility. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs a block diagram of an apparatus in accor 
dance With a ?rst embodiment of the present invention; 

FIG. 2 shoWs a block diagram of a ?ight control device for 
use With the embodiment of FIG. 1; 

FIG. 3 shoWs a block diagram of an apparatus in accor 
dance another embodiment of the present invention; 

FIG. 4 shoWs a ?oW chart of a method for use With the 
apparatus of FIG. 1; 

FIG. 5 shoWs a ?oW chart of a method for use With the 
apparatus of FIG. 3; 

FIG. 6 shoWs a block diagram of an apparatus in accor 
dance With another embodiment of the present invention; 

FIG. 7 shoWs a ?oW chart of a method for use With the 
apparatus of FIG. 6; 

FIG. 8 shoWs a ?oW chart of a method in accordance With 
another embodiment of the present invention; 

FIG. 9 shoWs a ?oW chart of a method in accordance With 
another embodiment of the present invention; and 

FIG. 10 shoWs a block diagram of an apparatus for use 
With the method of FIG. 9. 

DETAILED DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs a block diagram of an apparatus 10 in 
accordance With a ?rst embodiment of the present invention. 
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The apparatus 10 includes an off limits facility 12 and an 
aircraft 20. The off limits facility 12 has a transmitter 14 
associated With the off limits facility 12 Which is located on 
or in the immediate vicinity of the off limits facility 12. The 
off limits facility 12 may be, for example, a military 
installation, a landmark, or a nuclear poWer station. The off 
limits facility 12 may be a tall building, such as the Empire 
State building. The off limits facility 12 in certain embodi 
ments may also be a movable object such as an aircraft or a 
ship. 

The aircraft 20 has a receiver 22, a transmitter 24, a 
processor 26, a ?ight control device 28, and a pilot input 
device 29. The transmitter 14 associated With the off limits 
facility 12 and the transmitter 24 of the aircraft 20 may 
transmit any type of knoWn signal such as electromagnetic, 
Wireless, optical, or radio. The processor 26 may be a typical 
computer processor. The receiver 22 and the transmitter 24 
are electrically connected to the processor 26 via busses 22a 
and 24a, respectively. The processor 26 is electrically con 
nected to the ?ight control device 28 by bus 26a. The pilot 
input device 29 may be electrically connected to the ?ight 
control device 28 by bus 29a and to the processor by bus 
26b. The pilot input device 29 may be comprised of any 
controls typically found on an airplane for alloWing a pilot 
to control the ?ight of the aircraft 20, such as through 
manual control or by setting data or a course for an auto 
matic pilot. The electrical connections provided by busses 
22a, 24, 26a, 26b, and 29a may be or may be replaced by 
Wireless connections, optical connections, softWare 
connections, electromagnetic connections and any other 
communication connections or links. 

The ?ight control device 28 may be comprised of a 
manual control device 30, Which is typically used for 
manually controlling the ?ight of aircraft and an automatic 
control device 32 or automatic pilot, Which is also typically 
used for automatically controlling the ?ight of aircraft When 
activated by a pilot of the aircraft. 

FIG. 4 shoWs a ?oW chart of a method 200 for use With 
the apparatus 10 of FIG. 1. The method 200 includes steps 
202, 204, and 206. At step 202 a location, Warning, or off 
limits facility signal is transmitted from the off limits facility 
12 or from the general vicinity of the off limits facility 12. 
The off limits facility signal travels from the transmitter 14 
to the receiver 22 via communications link or Wireless link 
14a. Wireless link 14a may merely be the airWaves. 
At step 204 the receiver 22 of the aircraft 20 in FIG. 1 

receives the off limits facility signal. In one embodiment if 
the off limits facility signal is strong enough, such as of 
sufficient amplitude, then the processor 26, at step 206, 
causes the aircraft 20 to change its course aWay from the off 
limits facility signal 12 by controlling ?ight control device 
28. In one embodiment of the present invention, the manual 
control device 30 is overridden and the automatic control 
device 32 is controlled by the processor 26 so that the ?ight 
of the aircraft 20 is completely controlled by the processor 
26 and set to a course Which is aWay from the off limits 
facility 12. In this embodiment, the pilot input device 29 is 
disabled by the processor 26 preventing the pilot from 
changing the course set by the processor 26. In alternative 
embodiments the pilot may be able to input a code into the 
pilot input device 29 to re-establish control of the aircraft 20. 
After the course and/or ?ight of the aircraft 20 has been 
controlled so that the aircraft 20 is again a suf?cient distance 
aWay from the off limits facility, control can be returned to 
a pilot on board the aircraft 20, i.e. the pilot on board Will 
be again be able to control the ?ight and/or course of the 
aircraft 20 through the pilot input device 29. 
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4 
In alternative embodiments, the processor 26 may deter 

mine if the off limits facility signal has a speci?c frequency 
or has some other particular characteristic. If the off limits 
facility signal has a particular characteristic the processor 26 
Will take control of the aircraft. 

FIG. 3 shoWs a block diagram of an apparatus 100 in 
accordance another embodiment of the present invention. 
The apparatus is comprised of an airport 102 and/or its 
vicinity and an aircraft 110. The airport 102 has a receiver 
104, a transmitter 106 and a take off control device 108 
Which may be located at the airport 102 or its vicinity. The 
receiver 104 and the transmitter 106 may be electrically 
connected to the take off control device 108 by busses 108a 
and 108b. 

The aircraft 110 includes a receiver 112, a transmitter 114, 
a processor 116, a ?ight control device 118, and a pilot input 
device 119. The receiver 112, transmitter 114, pilot input 
device 119 and the ?ight control device 118 are electrically 
connected by busses 112a, 114a, 116b, and 116a, 
respectively, to the processor 116. The pilot input device 119 
may be similar to pilot input device 29 in FIG. 1. The pilot 
input device 119 is also electrically connected to the ?ight 
control device 118 by bus 119a. As for FIG. 1, the busses 
may be any type any type of communication link or 
connection, such as a Wireless, optical or electrical connec 
tion. 

FIG. 5 shoWs a ?oW chart 300 of a method for use With 
the apparatus 100 of FIG. 3. FIG. 5 includes step 302, at 
Which the transmitter 114 sends a ?rst aircraft signal over 
communications link 104a (Which may be the airWaves) to 
the receiver 104 of the airport 102. At step 304, the airport 
102 receives the ?rst aircraft signal. At step 306, the take off 
control device 108 determines Whether the ?rst aircraft 
signal is acceptable. The ?rst aircraft signal Will be accept 
able if it indicates that the processor 116 of the aircraft 110 
is in a ready condition so that it Will be able to steer the 
aircraft 110 aWay from a restricted area or facility. If the ?rst 
aircraft signal is acceptable, then the aircraft 110 is alloWed 
to take off from the airport 102 at step 308. 

If the ?rst aircraft signal is not acceptable, then the airport 
transmitter 106 sends a stop signal via communications link 
106a (Which may be the airWaves) to the receiver 112 of the 
aircraft 110. The stop signal is interpreted by processor 116 
at step 312 and the processor 116 prevents the take off of the 
aircraft 110 by controlling the ?ight control device 118 to 
prevent any ?ight and by disabling the pilot input device 
119. The pilot input device 119 can be enabled after the 
aircraft 110 has sent an appropriate signal to the airport 102. 

FIG. 6 shoWs a block diagram of an aircraft 400 in 
accordance With another embodiment of the present inven 
tion. The aircraft 400 is comprised of a GPS (global posi 
tioning satellite) receiver 402, a transmitter 404, a processor 
406, a pilot input device 407, and a ?ight control device 408. 
The GPS receiver 402, transmitter 404, processor 406, the 
pilot input device 407, and the ?ight control device 408 are 
electrically connected by busses 402a, 404a, 406b, and 406a 
to the processor 406. The pilot input device 407 is electri 
cally connected to the ?ight control device 408 by the bus 
407a. The busses of the present invention generally may be 
any type of communications link or connection. 

FIG. 7 shoWs a ?oW chart 500 of a method for use With 
the aircraft 400 of FIG. 6. At step 502 a GPS signal is 
received by the GPS receiver 402 from a satellite. The GPS 
signal typically provides data, Which speci?es the position 
of at least the aircraft 400. The GPS signal from the satellite 
may be provided in response to a signal sent from the aircraft 
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400 to the satellite via transmitter 404. The transmitter 404 
may periodically request an updated GPS signal from the 
satellite to determine the aircraft’s latest or updated position. 

At step 504 the aircraft processor 406 receives the GPS 
signal from the GPS receiver 402 and the aircraft processor 
406 compares the aircraft 400 current position With knoWn 
positions of off limits facilities, buildings, aircraft or 
vehicles. Off limit facilities may include military 
installations, landmarks, nuclear poWer plants, and other off 
limits facilities. The off limit facilities may include a mov 
able object such as an aircraft or a battleship, if the current 
position of the movable object is knoWn. 

At step 506 the aircraft processor 406 changes the course 
of the aircraft 400 if the aircraft 400 is too close to an off 
limits facility. In order to accomplish this, the aircraft 
processor 406 Would send a signal to the ?ight control 
device 408 via bus 406a to cause the course of the aircraft 
400 to change. In at least one embodiment of the present 
invention, the processor 406 Would also disable the pilot 
input device 407 via bus 406b so that no person or pilot on 
board the aircraft 400 could control the aircraft 400 in any 
manner. The pilot input device 407 can be enabled after the 
aircraft 400 has gone beyond the appropriate distance from 
the off limits facility. 
Any one of receivers 26, 112, or 402, and/or transmitters 

24, 114, and 404 may be, or may be replaced by a combi 
nation transmitter/receiver or transceiver such as a TACAN 
transceiver (TACAN stands for Tactical Air Navigation 
System) Which may provide both receiving and transmitting 
functions. TACAN type signals may be emitted by the off 
limits facility 12, for eXample, Which may be in the form of 
aZimuth signals Which can be used by the processor 26 to 
steer the aircraft 20 via ?ight control device 28 (or automatic 
pilot Which may be part of ?ight control device 28) to a 
preselected altitude and speed pro?le aWay from the off 
limits facility 12. US. Pat. No. 3,992,613 deals With the 
processing of such aZimuth signals and is incorporated by 
reference herein. US. Pat. No. 6,314,366 is also incorpo 
rated by reference herein. 

FIG. 8 shoWs a ?oW chart 600 of a method in accordance 
With another embodiment of the present invention. At step 
602 of the method of FIG. 8, a remote control signal, such 
as a global positioning satellite signal (GPS) or some other 
remote control signal is received at a servant aircraft. The 
servant aircraft may be the same as or similar to the aircraft 
or apparatus 20 shoWn in FIG. 1. The remote control signal 
may be received by a receiver, such as receiver 22. At step 
604 a processor on the servant aircraft, such as processor 26, 
may eXamine the remote control signal. At step 606 the 
processor, such as processor 26, may change the course or 
?ight of the servant aircraft if the remote control signal is 
valid. At step 608 the processor, such as processor 26 on the 
servant aircraft may inhibit or prevent anyone on the servant 
aircraft from controlling the ?ight or course of the servant 
aircraft. This may be done by the processor 26 disabling the 
pilot input device 29 Which inhibits or prevents anyone on 
board the servant aircraft from controlling the ?ight or 
course of the servant aircraft. In this manner the servant 
aircraft can be remotely controlled, regardless of Where the 
servant aircraft is, especially if the servant aircraft appears 
to have been taken over by unauthoriZed or hostile forces, 
such as for example, if the servant aircraft has been hijacked. 

FIG. 9 shoWs a ?oW chart 700 of a method in accordance 
With another embodiment of the present invention. FIG. 10 
shoWs a block diagram of an apparatus or escort aircraft 800 
for use With the method of FIG. 9. At step 702 of the ?oW 
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6 
chart of FIG. 9, a signal is received at a servant aircraft from 
the escort aircraft, such as apparatus 800. The signal may be 
sent by a transmitter 802 and may be received by a servant 
aircraft, similar to or the same as aircraft or apparatus 20 at 
the receiver 22. Aprocessor on the servant aircraft, such as 
processor 26 in FIG. 1, may be programmed to eXamine the 
signal from the escort aircraft 800 at step 704. The processor, 
such as processor 26, may change the course and/or ?ight of 
the servant aircraft in response to a valid signal from an 
escort aircraft at step 706. The processor, such as processor 
26, on the servant aircraft may inhibit or prevent anyone on 
the servant aircraft from controlling the ?ight and/or course 
of the servant aircraft at step 708. This can be done, for 
eXample, by processor 26 sending a signal to disable the 
pilot input device 29 to prevent the control of ?ight or course 
of the servant aircraft by anyone on board the servant 
aircraft. 
Although the invention has been described by reference to 

particular illustrative embodiments thereof, many changes 
and modi?cations of the invention may become apparent to 
those skilled in the art Without departing from the spirit and 
scope of the invention. It is therefore intended to include 
Within this patent all such changes and modi?cations as may 
reasonably and properly be included Within the scope of the 
present invention’s contribution to the art. 

I claim: 
1. A method comprising the steps of 
receiving a remote control signal at a servant aircraft; 

determining if the remote control signal is valid; and 
regardless of Where the servant aircraft is, inhibiting 

anyone on the servant aircraft from controlling the 
?ight of the servant aircraft if the remote control signal 
is valid. 

2. The method of claim 1 Wherein 
the remote control signal is a global positioning satellite 

signal. 
3. The method of claim 1 Wherein 
the remote control signal comes from an escort aircraft. 
4. The method of claim 1 further comprising 
changing the ?ight of the servant aircraft in response to 

the remote control signal. 
5. The method of claim 1 Wherein 

the step of inhibiting anyone on the servant aircraft from 
controlling the ?ight of the servant aircraft includes 
disabling a pilot input device Which normally can be 
used to control the ?ight of the servant aircraft by 
someone on board the servant aircraft. 

6. A servant aircraft comprised of 

a receiver; 
a processor; and 

and a pilot input device Which normally is used to control 
?ight of the servant aircraft; 

Wherein receiver is adapted to receive a remote control 
signal; and 

Wherein the processor is programmed to eXamine the 
remote control signal to determine if the remote control 
signal is valid, and regardless of Where the servant 
aircraft is, if the remote control signal is valid, the 
processor is programmed to send a signal to disable the 
pilot input device to inhibit anyone on board the servant 
aircraft from controlling the ?ight of the servant air 
craft. 

7. The servant aircraft of claim 6 Wherein 
the remote control signal is a global positioning satellite 

signal. 
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8. The servant aircraft of claim 6 wherein 

the remote control signal comes from an escort aircraft. 
9. A method comprising 
sending a remote control signal from an escort aircraft; 

controlling the ?ight of a servant aircraft by use of the 
remote control signal so that a collision betWeen the 
servant aircraft and an off limits facility is avoided; and 

Wherein the off limits facility is not the escort aircraft. 

8 
10. The method of claim 9 Wherein 

the off limits facility is a further aircraft, Which is not the 
escort aircraft. 

11. The method of claim 9 Wherein 

the off limits facility is a building. 


