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SELF POWERED DATA COMMUNICATION 
OPTICAL FIBER CABLE EXTENDER 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates to the ?eld of data communications, 
and in particular to an extender for data cables. 

2. Description of Related Art 
Traditionally, computer peripherals, such as printers, 

scanners and the like, have been connected to the computer 
by serial or parallel cables. More recently, in 1995, the 
Universal Serial Bus has been developed as a substitute for 
the traditional method. The USB de?nes an expansion bus, 
Which makes adding peripherals to a computer system as 
easy as hooking up a telephone to a Wall jack. This Was 
achieved through the use of PC host controller hardWare and 
softWare, robust connectors and cable assemblies, peripheral 
friendly master-slave protocols, and expandable multi-port 
hubs. 

As part of on-going improvement efforts in this area, a 
higher bandWidth version of the USB bus, knoWn as USB 
2.0 is being developed by a team from Compaq, HeWlett 
Packard, Intel and others. USB 2.0 is backWard compatible 
With existing USB systems and offers speeds potentially as 
high as 480 Mbs. 

The problem With existing cabling, hoWever, is that it is 
limited to distances of about ?ve meters When the bandWidth 
reaches hundreds of megabits per second. 
An object of the invention is to extend the range of 

existing USB cabling. 

SUMMARY OF THE INVENTION 

According to the present invention an extender for an 
electrical data bus including a poWer line, comprising ?rst 
and second electrical connectors for connection to respective 
electrical connectors attached to respective electrical data 
buses, each of said ?st and second electrical connectors 
comprising a data interface circuit for communication With 
a respective said electrical bus, an optical transmitter and 
optical receiver electrically connected to said data interface 
circuit, driver circuits for said optical transmitter and optical 
receivers, said driver circuits obtaining poWer from the 
poWer line on the local electrical data bus, and a optic ?ber 
connected betWeen said optical transmitters and receivers at 
respective ?rst and second electrical connectors to transfer 
data optically betWeen said ?rst and second electrical con 
nectors. 

The data bus is preferably a universal serial bus (USB), 
preferably a high bandWidth USB 2.0 bus With speeds up to 
480 Mbs or higher. 

The ?ber optic cable is preferably plastic optic ?ber cable. 
The transmitters and receivers are preferably of the type 
described in our co-pending application serial number GB 
0011065 .0, the contents or Which are herein incorporated by 
reference. 

The components at each end of the optical ?ber are 
preferably all integrated into a unitary plastic connector 
housing, Which interfaces directly With the electrical con 
nector on the bus. This is preferably of the type that makes 
a snap ?t With the electrical connector attached to the bus. 

Although relying on optical components, the extender is 
self-poWered since the poWer for the driver circuits is 
derived from the poWer line on the bus. 
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2 
The invention also provides a method of extending the 

range of an electrical data, bus including a poWer line and 
signal lines, comprising connecting ?rst and second electri 
cal connectors to respective electrical connectors attached to 
respective electrical data buses, each of said ?rst and second 
electrical connectors comprising a data interface circuit 
communicating With a respective said electrical bus, an 
optical transmitter and optical receiver electrically con 
nected to said data interface circuit, driver circuits for said 
optical transmitter and optical receivers; deriving poWer for 
said driver circuits poWer from the poWer line on the local 
electrical data bus; and transferring data betWeen said opti 
cal transmitter and receivers at said respective ?rst and 
second connectors over an optic ?ber. 

The invention further provides an electrical data bus 
including a poWer line, comprising a ?rst electrical connec 
tor for connection to an electrical connector attached to an 
electrical data bus and a second optical connector for 
connection to an optic ?ber, said ?rst electrical connector 
comprising a data interface circuit for communication With 
a respective said electrical bus, an optical transmitter and 
optical receiver electrically connected to said data interface 
circuit, driver circuits for said optical transmitter and optical 
receivers, said driver circuits obtaining poWer from the 
poWer line on the local electrical data bus, and a optic ?ber 
connected betWeen said optical transmitters and receivers 
and said second optical connector. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention Will noW be described in more detail, by 
Way of example only, With reference to the accompanying 
draWings, in Which: 

FIG. 1a and 1b shoWing bus extenders in accordance With 
the principles of the invention; 

FIG. 2 is a diagram shoWing the use of an extender in a 
computer system; and 

FIG. 3 is a block diagram of the extender circuitry. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

In FIG. 1a, an extender 1 is connected betWeen electrical 
connectors 2, 3 terminating a serial data bus, preferably a 
Universal Serial Bus, particularly a USB 2.0 running at 
speeds of up to 480 Mbs. 
The extender comprises a pair of plastic connector hous 

ings 4, 5 connected to respective bus connectors 2, 3. The 
connector housings 4, 5 are interconnected by a plastic 
optical ?ber cable 6. 

In an alternative embodiment, shoWn in FIG. 1b, the ?ber 
optic cable can be terminated at one end by a ?ber connector 
7 for connection to another ?ber optic cable. 

In FIG. 2, the extender 1 is connected betWeen electrical 
connectors 2, 9 at nodes 10, 11. It Will be understood that the 
electrical connectors can be the terminations of existing 
USB cables or USB ports on a computer or peripheral. 

As shoWn in FIG. 3, the USB bus comprises four lines, 
namely tWo signal lines D+ and D“, a ground, an a +5 V 
poWer line. These are terminated by an electrical connector 
20 having electrical terminals. The electrical connector 20 is 
of conventional type. 
The connector housing 4 is made of plastic and snaps 

together With the electrical connector 20 so that terminals 21 
mate With corresponding terminals 22 of connector 20. The 
terminals 22 are connected to the data interface circuitry 24, 
Which extracts the signals from the USB bus 23 in the 
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forward direction and passes them to optical transmitter 
circuitry, Which acts as a driver for laser diode 027, Which 
directs light pulses into outgoing optic ?ber 6a. 

PoWer is supplied to the data interface circuitry 24 and the 
transmitter circuitry 26 by the +5V poWer line on the USB 
23. 

Incoming light pulses from optic ?ber 6b are passed to 
receiver 30, for example, a PIN diode, Where they are 
directed to the optical receiver circuitry 29, Which acts as the 
driver for the receiver 30. The circuitry 29 is also poWered 
by poWer from the poWer line of the data bus 23. 

The present invention thus provides a self-contained 
extender that is especially suitable for a high speed serial 
bus, such as USB 2.0. Since it draWs poWer directly from the 
bus and uses ?ber optics for communication, it is able to 
provide an effective, yet simple, Way of extending the range 
of a conventional bus. The electronics are contained Within 
the plastic connector and the electrical-optical interfaces are 
transparent to the user, Who merely plugs each end of the 
extender into a conventional USB connector or port. 
What is claimed is: 
1. An extender for an electrical data bus including a poWer 

line and signal lines, comprising ?rst and second electrical 
connectors for connection to respective electrical connectors 
attached to respective electrical data buses, each of said ?rst 
and second electrical connectors comprising a data interface 
circuit for communication With a respective said electrical 
bus, an optical transmitter and optical receiver electrically 
connected to said data interface circuit, driver circuits for 
said optical transmitters and optical receivers, said driver 
circuits obtaining poWer from the poWer line on the local 
electrical data bus, and an optic ?ber connected betWeen said 
optical transmitters and receivers at respective ?rst and 
second electrical connectors to transfer data optically 
betWeen said ?rst and second electrical connectors. 

2. An extender as claimed in claim 1, Wherein said data 
interface circuit, said driver circuit and said optical trans 
mitter and receiver at each end of said optical ?ber are 
integrated into a respective connector housing. 

3. An extender as claimed in claim 2, Wherein said 
housing is made of plastic. 

4. An extender as claimed in claim 3, Wherein said 
housing makes a snap ?t With the electrical connector. 

5. An extender as claimed in claim 4, Wherein said ?ber 
is large core plastic ?ber. 
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6. An extender as claimed in claim 1, Wherein said 

electrical bus is a Universal Serial Bus. 
7. A method of extending the range of an electrical data 

bus including a poWer line and signal lines, comprising 
connecting ?rst and second electrical connectors to respec 
tive electrical connectors attached to respective electrical 
data buses, each of said ?rst and second electrical connectors 
comprising a data interface circuit communicating With a 
respective said electrical bus, an optical transmitter and 
optical receiver electrically connected to said data interface 
circuit, driver circuits for said optical transmitters and opti 
cal receivers; deriving poWer for said driver circuits poWer 
from the poWer line on the local electrical data bus; and 
transferring data betWeen said optical transmiters and 
receivers at said respective ?rst and second connectors over 
an optic ?ber. 

8. A method as claimed in claim 7, Wherein said data 
interface circuit, said driver circuit and said optical trans 
mitter and receiver at each end of said optical ?ber are 
integrated into a respective connector housing, and said 
connected housing is snapped onto the respective electrical 
connector attached to the local bus. 

9. Amethod as claimed in claim 7, Wherein said electrical 
bus is a Universal Serial Bus. 

10. An electrical data bus including a poWer line, com 
prising a ?rst electrical connector for connection to an 
electrical connector attached to an electrical data bus and a 
second optical connector for connection to an optic ?ber, 
said ?rst electrical connector comprising a data interface 
circuit for communication With a respective said electrical 
bus, an optical transmitter and optical receiver electrically 
connected to said data interface circuit, driver circuits for 
said optical transmitters and optical receivers, said driver 
circuits obtaining poWer from the poWer line on the local 
electrical data bus, and an optic ?ber connected betWeen said 
optical transmitters and receivers and said second optical 
connector. 

11. An extender as claimed in claim 10, Wherein said data 
interface circuit, said driver circuit and said optical trans 
mitter and receiver at each end of said optical ?ber are 
integrated into a respective connector housing. 

12. An extender as claimed in claim 11, Wherein said 
housing is made of plastic. 


