
US006771575B1 

(12) United States Patent (10) Patent N0.: US 6,771,575 B1 
Park et al. (45) Date of Patent: Aug. 3, 2004 

(54) DEFECT AREA MANAGEMENT SYSTEM 5,590,349 A * 12/1996 Robinson et al. ........... .. 712/36 
AND METHOD FOR OPTICAL STORAGE 5,721,726 A * 2/1998 Kurnick et al. ........... .. 370/236 
MEDIUM 5,914,928 A * 6/1999 Takahashi 

5,966,358 A * 10/1999 Mine 
. ~_ . 5,999,505 A * 12/1999 Yasui .................... .. 369/4731 

(75) Inventors‘ Kimg 05°15 arliéKyonggé ‘1015511)’ 6,272,085 B1 * 8/2001 Maeda 369/5317 
Yong “ Be’ yonggl' °( ) 6,480,446 B1 * 11/2002 K6 ........................ .. 369/4714 

(73) Assignee: LG Electronics Inc., Seoul (KR) * Cited by examiner 

( * ) Notice: Subject to any disclaimer, the term of this Primary Examiner—W. R. Young 
patent is extended or adjusted under 35 (74) Attorney, Agent, or Firm—Birch, Stewart, Kolasch & 
U.S.C. 154(b) by 0 days. Birch, LLP 

(21) Appl. N0.: 09/345,380 (57) ABSTRACT 

(22) Filed Jun 30 1999 A defect area management system for an optical storage 
' ' ’ medium including a management part producing a defect 

(30) Foreign Application Priority Data area management signal for real-time processing and trans 
1 mitting the signal along With data to be Written; and a Write 

Ju. 1, 1998 ........................................ .. 98/026419 part executing a defect area management of the Optical 

(51) Int. c1.7 ............................................ .. GllB 7/0045 storage media, Writing the data, applied by the defeet area 
(52) US. Cl. ................................ .. 369/4714; 369/5317 management Signal from the management part, into the 
(58) Field Of Search .............. .. 369/4714 53.15_53.17 Optical Storage medium 50 that Whenever a light Pickup 

369/53 g7. 714/8 716 meets a defect block at the time of Writing data requiring the 
i ’ ’ real-time processing into the optical storage medium, it does 

(56) References Cited not have to be moved to the spare area, thus reducing the 

US. PATENT DOCUMENTS 

5,212,676 A * 
5,237,553 A * 

5/1993 Yamabata et al. ..... .. 369/4723 

8/1993 Fukushima et al. 

time it takes to move the light pickup and removing short 
comings of the real-time processing. 

5 Claims, 6 Drawing Sheets 

optical disc recording/ 
playback device 

skip detective block and write data 
into a following norrnal block 

L 

n defective bloc 

504 

505 
writing comple e 

506 

indicate error and 
transfer information of 

no 509 

any 
y data successively 

onnecte 
510 00 

55,8 skipped defective block to 
, host 

detectin? volume of data not writ en during writing 507 
by using the transferred 
information and rearrange 
the effective size of disc I 511 

l l 
express that the data 
corresponding to skipped 
detective black is written 
into a normal area ‘ 
following the skipped defect 
block, in SOL entries where 
defect blocks skipped 
during writing are stored l 

l | 

E@ 



U.S. Patent Aug. 3, 2004 Sheet 1 0f 6 

FIG.1 
Bockground ort 

US 6,771,575 B1 

DMA1 
|eod_'m reserved 
oreo DMAZ 

r reserved 
spore oreo 

I group 2's user oreo spore oreo 
doto 
oreo 

i group N— 1 ’s user oreo spore oreo 
group N’s user oreo spore oreo 

1 sou/x3 
leod_out reserved 
oreo DMA4 

group Ts user oreo 

reserved 



U.S. Patent Aug. 3, 2004 Sheet 2 0f 6 US 6,771,575 B1 

F|G.2A 
Bockground ort 

defective sectors 

spore oreo user CF80 

sector 
number 

LSN 

n sectors rn sectors 

FIGQB 
Background ort 

m doto blocks n doto blocks 

sector number 

USEF OFEG 
or 

spore oreo 

LSN 

row 

LSN 
SPORE OFEO 

sector number 

(m+n) 
spore biocks 



U.S. Patent Aug. 3, 2004 Sheet 3 0f 6 US 6,771,575 B1 

FIGZ) 
Background (1ft 

opticdl disc record/playback device 

optical disc 

pickup 

micom 





U.S. Patent Aug. 3, 2004 Sheet 5 0f 6 US 6,771,575 B1 

FIG.5 

b9§t_,___-_______[ 
1 
1 
1 
| 
| 

L"—-1 

start 
r~___________._._______[_ 

‘reel-time date to be writterq 

writing data into 0 
designated position 

indicate error and 
transfer lnforrnotlon of 
skipped defective block to 

501 
n ‘0d On HQ 6 m Hm .nO WC ee t ‘Dir, OW LL 

6 

G tm GLL |G_ TO ,m m 
S nh OHM. U W 

skip defective block and write data 
into 0 foltowing norrndl block 

I 
l 
I 
| 
L 

uccessivety 
any 

connecte 
dotd s 

end 





US 6,771,575 B1 
1 

DEFECT AREA MANAGEMENT SYSTEM 
AND METHOD FOR OPTICAL STORAGE 

MEDIUM 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a reWritable optical 

storage, system and more particularly to a defect area 
management system and method for an optical storage 
medium. 

2. Discussion of Related Art 
An optical storage media is generally divided into a read 

only memory (ROM), a Write once read many (WORM) 
memory into Which data can be Written one time, and a 
reWritable memory into Which data can be Written several 
times. ReWritable optical storage media, i.e. optical discs, 
include reWritable compact discs (CD-RW) and reWritable 
digital versatile discs (DVD-RW, DVD-PAM, DVD+RW) 

The operations of Writing and playing back data in 
reWritable optical discs may be repeated. This repeated 
process alters the ratio of storage layers or Writing data into 
the optical storage medium from the initial ratio. Thus, the 
optical discs lose its characteristics and generate an error 
during recoding/playback. This degradation is indicated as a 
defect area at the time of formatting, recording on or playing 
back from an optical storage medium. 

Also, the reWritable optical disc may have a defect area 
due to a scratch on its surface, dirt and dust, or failure during 
manufacture. Therefore, in order to prevent Writing into or 
reading out of the defect area, management of such defect 
areas is necessary. 

FIG. 1 shoWs a defect management area (DMA) in a 
lead-in area and a lead-out area of the optical disc to manage 
a defect area. Particularly, the data area is divided into 
groups for the defect area management, Where each group is 
further divided into a user area and a spare area. The user 

area is Where data actually Written and the spare area is used 
When a defect occurs in the user area. 

Typically, one disc (e.g. DVD-RAM) has four DMAs, tWo 
in the lead-in area and tWo in the lead-out area. Since 
managing defect area is important, the same data are held in 
all four DMAs for data protection. Each DMA includes tWo 
blocks and consists of 32 sectors, Wherein one block consists 
of 16 sectors. The ?rst-block (DDS/PDL block) of each 
DMA includes a disc de?nition structure (DDS) and a 
primary defect list (PDL), and the second block (SDL block) 
include a secondary, defect list (SDL). 
More speci?cally, the PDL represents a primary defect 

data storage area, and the SDL represents a secondary defect 
data storage area. The PDL stores entries of all defective 
sectors generated during manufacture and identi?ed during 
formatting such as initialiZation or re-initialiZation. Each 
entry includes a sector number corresponding to a defective 
sector and an entry type. 
On the other hand, the SDL is arranged by blocks and 

holds entries of either defective areas Which may be gener 
ated after initialiZation or defective areas Which cannot be 
entered in the PDL during initialiZation. Each entry of the 
SDL includes an area storing the sector number of a ?rst 
sector of the block having defective sectors, and an area 
holding the sector number of a ?rst sector of a replacement 
block. Defective areas in the data area (i.e., defective sectors 
or defective blocks) are replaced With neW sectors or blocks, 
respectively by skip defective area technique or linear 
replacement. 
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2 
The skip defective area technique is utiliZed When a 

defective area or sector is recorded in the PDL. As shoWn in 
FIG. 2A, if defective sectors m and n, corresponding to 
sectors in the user area, are recorded in the PDL, such 
defective sectors are skipped to the neXt available sector. By 
replacing the defective sectors by subsequent sectors, data is 
Written to a normal sector. As a result, the user area into 
Which data is Written slips and occupies the spare area in the 
amount equivalent to the skipped defective sectors. 
The linear replacement is utiliZed When a defective area or 

block is recorded in the SDL. As shoWn in FIG. 2B, if 
defective blocks m and n, corresponding to blocks in either 
the user or spare area, are recorded on the SDL, such 
defective blocks are replaced by normal blocks in the spare 
area and the data to be recorded in the defective block are 
recorded in an assigned spare area. To achieve the 
replacement, a physical sector number (PSN) assigned to a 
defective block remains, While a logical sector number 
(LSN) is moved to the replacement block along With the data 
to be recorded. Linear replacement is effective for non 
real-time processing of data. 

FIG. 3 is a partial diagram of an optical disc recording/ 
playback (R/P) device relating to the Write operation. The 
optical disc (R/P) device includes an optical pickup to Write 
data into and playback data from the optical disc; a pickup 
controller transferring or moving the optical pickup; a data 
processor either processing and transferring the input data to 
the optical pickup, or receiving and processing the data 
reproduced through the optical pickup; an interface; and a 
micro processor (micom) controlling the components. 

Also, a host mans be connected to the interface of the 
optical disc R/P device to transfer commands and data to and 
from each other. Such host can be any kind of personal 
computer, and Would manage the optical disc R/P device. 
FIG. 4 shoWs an optical R/P method. 

Referring to FIG. 4, if there is data to be Written (Step 
401), the host sends both the data to be Written and a Write 
command to the optical disc R/P device (Step 402). The 
Write command includes a logical block address (LBA) 
Which designates a Write position, and a transfer length 
Which indicates the siZe of the data to be Written. 

Upon receiving the data, the optical disc R/P device 
begins to Write the data into a corresponding LBA of the 
optical disc (Step 403). The optical disc R/P device does not 
Write data into defective areas by utiliZing the PDL and SDL, 
Which shoW defective areas of the optical disc. Thus, the 
Write operation is performed by skipping the physical sector 
recorded in the PDL or replacing the physical block recorded 
in the SDL With an assigned block in the spare area. 

When the optical disc R/P device completes Writing the 
received data, the optical disc R/P device informs the host of 
the completion by transferring a Write completion signal 
(Step 403). The host then monitors Whether the Write com 
mand Was Well eXecuted (Step 404). Finally, the optical disc 
R/P device sends (Step 405) a command execution report to 
the host, and the host terminates the data Write operation on 
receipt of the report (Step 406). 

HoWever, the above conventional technique has several 
problems. Because both skipping and linear replacement are 
utiliZed, When a defective block is found during data Write 
operation, the defective block may be replaced by an 
assigned block in the spare area. As a result, the optical 
pickup must be transferred to the spare area and retrans 
ferred back to the user area in order to continue Writing the 
data. The time to transfer and retransfer the optical pickup 
may become a signi?cant problem in a real-time processing. 
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Therefore, application of the conventional technique 
described above Would not be effective When real-time 
Writing is required, such as for audio-visual use, 
because of its uniform defect area management. 

SUMMARY OF THE INVENTION 

Accordingly, an object of the present invention is to solve 
at least the problems and disadvantages of the related art. 
An object of the present invention is to provide a defect 

area management system With an improved real-time Writing 
for an optical storage medium. 

Another object of the present invention is to provide a 
defect area management system and method for an optical 
storage medium Which generates a Write command for 
real-time processing if there is data for real-time processing 
and manages defective areas of an optical disc. 

Additional advantages, objects, and features of the inven 
tion Will be set forth in part in the description Which folloWs 
and in part Will become apparent to those having ordinary 
skill in the art upon examination of the folloWing or may be 
learned from practice of the invention. The objects and 
advantages of the invention may be realiZed and attained as 
particularly pointed out in the appended claims. 

To achieve the objects and in accordance With the pur 
poses of the invention, as embodied and broadly described 
herein, a defect area management system for an optical 
storage medium including a management unit (or host) 
producing a defect area management signal for real-time 
processing and transmitting the signal With data to be 
Written; and a Write unit (or an optical disc R/P device) 
executing a defect area management of the optical storage 
media, and Writing the data into the optical storage medium 
according to the defect area management signal. 

In the present invention, the management unit determines 
Whether to output a defect area management signal for 
real-time processing based upon the input data. The defect 
area management signal from the management unit is a 
command prohibiting execution of a linear replacement. 
Thus, upon receiving the defect area management signal, the 
Write unit Writes the input data into an optical disc utiliZing 
the skipping replacement. 
A method or managing defective areas of an optical 

storage medium according to the present invention includes 
producing a defect area management signal for real-time 
processing and transmitting the signal With the data to be 
Written, if a real-time processing is required; and executing 
a defect area management of the optical storage medium and 
Writing the input data into the optical storage medium 
according to the defect area management signal. 

The defect area management-includes transmitting data to 
be Written after generating a real-time Write command; 

detecting the volume of data Which has not been Written 
during the execution of the real-time Write command based 
upon receipt or information stored in the optical storage 
medium; and if there is either unWritten data or successively 
connected data, repeating the step of generating the real-time 
Write command to continue Writing. The volume of the 
unWritten data is detected bay utiliZing the information of 
defective blocks Which Were skipped When Writing data into 
the optical storage medium. 

The defect area management signal is a command pro 
hibiting an execution of linear replacement. The defect area 
management signal includes identi?cation information 
Which indicates real-time data. The step of Writing the data 
into the optical storage medium includes Writing the input 
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4 
data according to the real-time Write command. If a defec 
tive block is found during the Writing process, data is Written 
into a folloWing normal block, skipping the defective block. 
When Writing the data is completed, the information of 

the defective blocks skipped during the Writing is transferred 
and stored in the optical storage medium. The information of 
the defective blocks skipped to Write data on a folloWing 
normal block during the data Writing is recorded in SDL 
entries. 
According to another embodiment of the present 

invention, a method of managing defective areas of an 
optical storage medium With a defect management area 
includes producing information about the characteristics of 
data to be Written, and transmitting such information With 
the data to be Written; and executing a defective area 
management of the optical storage medium and Writing the 
input data into the optical storage medium by using the 
characteristic information of the data. 
The characteristic information of the data includes iden 

ti?cation information indicating real-time data, and speed 
information of the input data. While data is Written into the 
optical storage medium, if a defective block is found, data is 
either Written into a normal block folloWing the defective 
block or Written in to a replacement block based upon the 
characteristic information of the data. 

BRIEF DESCRIPTION OF THE ATTACHED 
DRAWINGS 

The invention Will be described in detail With reference to 
the folloWing draWings in Which like reference numerals 
refer to like elements Wherein: 

FIG. 1 is a structure of a conventional optical disc in the 
related art; 

FIG. 2A shoWs a skip defective area technique in the 
related art; 

FIG. 2B shoWs a linear replacement technique in the 
related art; 

FIG. 3 is a block diagram of a conventional disc R/P 
device in the related art; 

FIG. 4 is a control sequence of defect area management 
for an optical disc in accordance With the related art; 

FIG. 5 is a control sequence of defect area management 
for an optical disc in accordance With the present invention; 
and 

FIG. 6 shoWs an initialiZation of a Write command for 
real-time processing in accordance With the present inven 
tion. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENT 

Reference Will noW be made in detail to the preferred 
embodiments of the present invention, examples of Which 
are illustrated in the accompanying draWings. FIG. 5 is the 
control sequence of defect area management for an optical 
disc in accordance With the present invention, and shoWs the 
operation of an optical disc R/P device With a host. 

To improve real time processing of data, maintaining 
compatibility With the conventional command system Would 
be preferable. Accordingly, the present invention further 
adds a data ?ag for real-time processing to the conventional 
command system. As a result, if a defective block is found 
during a Write command for real-time processing, the defec 
tive block is skipped rather than replaced. 

FIG. 6 shoWs a preferred embodiment of the present 
invention. Generally a conventional Write command of 12 
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bytes for Writing data into an optical disc by skipping 
defective blocks during Writing or playback is altered in the 
present invention. More speci?cally, a reserved area of the 
Write command (the 10th byte) includes a ?ag indicating the 
type of data to be Written (Wtype). The reserved area may 
also include information indicating the speed of the data to 
be Written (Wspeed). Such information Would be used by 
discs Which have capability to support the ?ags. 

For example, When normal data Which does not need 
real-time Writing is input, Wtype ?ag is set to 0. HoWever, 
When data requiring real-time processing is input, Wtype 
?ag is set to 1, thereby informing the optical disc R/P device 
that the data requires real-time processing. 

Accordingly, if the Wtype ?ag Within the transferred Write 
command is set to 1, the optical disc R/P device skips a 
defective block during Writing or playback rather than 
replacing the defective block. Thus, the input data is Written 
into a normal block folloWing the defective block. When the 
input data does not require real-time processing, the Wtype 
?ag is reset to 0 and the optical disc R/P device alloWs linear 
replacement Whereby data is Written into the spare area. 

Also, the Wspeed ?ag may be set according to the 
required Write speed of the input data and transferred Within 
the Write command. The optical disc R/P device determines 
Whether to execute linear replacement by utiliZing the 
Wspeed. Particularly, the speed of data transferred from the 
host to the optical disc R/P device is recorded into the 
Wspeed area. The optical disc R/P device then compares the 
recorded speed of the data transfer With the speed by Which 
the data is being Written into the optical disc to determine 
Whether to alloW linear replacement. 

If the transfer speed of data from the host is close to the 
Writing speed of the data into the optical disc, execution of 
linear replacement sloWs doWn the Writing of data, thereby 
reducing the speed of data transfer and increasing the data 
transfer time. On the other hand, if the transfer speed is 
signi?cantly sloWer than the Writing speed, sloWing doWn 
the Writing of data Would not affect the data transfer time. 
Accordingly, When the transfer speed is loWer than the 
Writing speed by a predetermined amount, linear replace 
ment is executed, except When real-time processing is 
required. 

The host may determine and control Whether to execute 
linear replacement utiliZing the Wtype ?ag, and/or the 
optical disc R/P device may determine Whether to execute 
linear replacement utiliZing both the Wtype ?ag and 
Wspeed. 

Referring to FIG. 5, if data to be Written in real time, such 
as digital TV stream data or camcorder data, is input (Step 
501), the host generates a real-time Write command and sets 
the Wtype ?ag to 1. The host then transfers both the data to 
be Written and the Write command to the optical disc R/P 
device (Step 502) through the interface. 
Upon receiving the real-time Write command, the optical 

disc R/P device processes the transferred data together With 
the Write command, and Writes the data into a designated 
position (Step 503). The position of the optical disc into 
Which the data is Written may be designated using the LEA 
or may be speci?ed in advance using another command. 

The optical disc R/P device determines Whether defective 
areas exist utiliZing the PDL and SDL Which indicate the 
defective areas in the optical disc. If a defective block 
recorded in the SDL is found during the Writing of data (Step 
504), the optical disc R/P device checks the Wtype ?ag 
Within the Write command. Since the Write command is for 
real-time processing, the Wtype ?ag Would be set to 1. 
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6 
When the Wtype ?ag is set to 1, the optical disc R/P 

device skips the defective block and Writes the data into a 
normal block folloWing the defective block (Step 505). 
Upon completion of Writing the data (Step 506), the optical 
disc R/P device sends a report back to the host. In the 
preferred embodiment, if the host requires a current progress 
during the Writing of data, the optical disc R/P device 
transfers the required information to the host. If there is no 
request from the host during Writing of data, the optical disc 
R/P device sends a report to the host after data Writing is 
completed. 

Accordingly, if the optical disc R/P device determines that 
the Writing of data is completed, it monitors Whether there 
are any R/P defective blocks. Adifference exists betWeen the 
transfer length used by the host to Write the real-time data 
and the actual siZe of data to be Written due to the number 
of SDL entries skipped during the Writing of the data. Thus, 
if there is at least one skipped defective block, the optical 
disc R/P device indicates an error and transfers the infor 
mation of skipped defective blocks to the host (Step 507). 
The host monitors Whether the optical disc R/P device has 

appropriately executed the Write command and detects the 
volume of data Which had not been Written by the real-time 
Write command of Step 502, based upon the received report. 
Namely, the report includes information such as the number 
of defective blocks, i.e. the number of SDL entries, skipped 
during the Writing. 
The host takes into consideration the number of SDL 

entries in the next Write command. Particularly, the host 
varies the volume of data to be Written in the next Write 
command, in response to the number of SDL entries skipped 
during the Writing. Because the skipped defective blocks 
cannot be used, the effective siZe of the disc must be 
rearranged based upon the skipped defective blocks (Step 
508). 

If there is either data Which could not be Written into the 
designated position of the optical disc due to the skipped 
defective blocks (Step 509) or continuing data successively 
connected by the real-time Write command (Step 510), the 
host returns to Step 502 and repeats transferring the real 
time Write command. If there is no further data to be Written 
or continuing data in Steps 509 and 510, the Writing process 
ends. 

HoWever, in the preferred embodiment, if there is no 
further data to be Written or continuing data, the optical disc 
R/P device moves to the DMA area and indicates in the SDL 
entries Where the skipped defective blocks Were registered 
during the recording, that the data corresponding to the 
defective blocks has been recorded by skipping the defective 
blocks. Thus, during playback of the data, the optical pickup 
need not move to the spare area, but to the normal block 
folloWing a defective block When a defective block is found 
through the SDL. 

Furthermore, if Wspeed has been set in the Write com 
mand When a defective block is found in Step 504, a 
determination Whether to alloW and execute a linear replace 
ment for data can be made utiliZing Wspeed. Particularly, the 
optical disc R/P device compares the speed of Wspeed to the 
actual speed at Which the data is being Written into the 
optical disc. If a linear replacement Would not affect the 
Writing of data, i.e. Writing speed faster than the transfer 
speed, the linear replacement is executed and data corre 
sponding to defective blocks are Written into a replacement 
block in the spare area. If a linear replacement Would 
detrimentally sloW doWn the Writing, i.e. Writing speed is 
slightly higher than the transfer speed, a skip defective area 
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technique is executed and data corresponding to defective 
blocks are Written into normal blocks following the defec 
tive blocks. 

As described above, in the present invention, When data 
requiring a real-time processing is generated, a real-time 
Write command is sent by Which a defective block is skipped 
and the data corresponding to the defective block is Written 
in a normal block folloWing the defective block. As a result, 
the optical pickup does not need to move to the spare area 
Whenever a defective block is found, thereby reducing the 
time it takes the optical pickup to move to and from the spare 
area. Thus, the present invention improves a real-time pro 
cessing of data in the optical disc R/P device. 

The foregoing embodiments are merely exemplary and 
are not to be construed as limiting the present invention. The 
present teachings can be readily applied to other types of 
apparatuses. The description of the present invention is 
intended to be illustrative, and not to limit the scope of the 
claims. Many alternatives, modi?cations, and variations Will 
be apparent to those skilled in the art. 
What is claimed is: 
1. A system for storing data on an optical recording 

medium, comprising: 
a host device; and 

an optical record and playback device; 
said host device generating a Write command, 
said Write command including Logical Block Address for 

designating a position to be Written, a transfer length 
for indicating an amount of data to be Written, and a 
W-type ?ag for identifying Whether real time Writing or 
non-real time Writing is involved, Wherein the optical 
recording and playback device controls a Write opera 
tion based on the Write command from said host device, 
and 

8 
Wherein the optical recording and playback device con 

trols the Write operation such that a linear replacement 
for a defective area of optical recording medium is not 
performed When the W-type ?ag identi?es real time 

5 Writing, While linear replacement for a defective area is 
performed When the W-type ?ag identi?es non-real 
time Writing. 

2. The system according to claim 1, Wherein said Write 
command further includes W-speed information to deter 
mine the Write speed of the input data. 

3. The system according to claim 1, Wherein the optical 
recording and playback device controls the Write operation 
such that a data is not recorded on a defective area and 

recorded on a neXt block When the W-type ?ag identi?es real 
time Writing, While a data is recorded on a replacement block 
of a spare area of the optical recording medium When the 
W-type ?ag identi?es non-real time Writing. 

4. The system according to claim 2, Wherein the optical 
recording and playback device determines Whether to per 
form linear replacement into replacement area of optical 
recording medium for defective area based on at least one of 
W-type ?ag and W-speed information of Write command. 

5. The system according to claim 4, Wherein the optical 
recording and playback device controls the Write operation 
such that linear replacement into replacement area of optical 
recording medium for defective area is performed When 
W-speed information indicates an alloWable speed for Writ 
ing real time data, While linear replacement into replacement 
area of optical recording medium for defective area is not 
performed When W-speed information does not indicate an 
alloWable speed for Writing real time data, the Write opera 
tion being performed regardless of the status of W-type ?ag. 
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