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(57) ABSTRACT 

An original color image data is converted to halftone image 
data having information on density of pixels by a predeter 
mined gray conversion. The predetermined gray conversion 
includes an RGB ratio adjustment, an RGB ratio adjustment 
is carried out on reference image data employing different 
ratios of R, G and B, the results of the predetermined gray 
conversions including the RGB ratio adjustments employing 
the different ratios of R, G and B carried out on the reference 
image data are graphically shoWn on a screen, an optimal 
value of the ratio of R, G and B is determined on the basis 
of comparison of the results of the predetermined gray 
conversions graphically shoWn on the screen, and the pre 
determined gray conversion including an RGB ratio adjust 
ment employing the optimal value of the ratio of R, G and 
B is carried out on the original color image data. 

16 Claims, 9 Drawing Sheets 
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FIG. 7 

S19 
YES 

—VALUE UNCHANGED 

Y=1/(NEWLY SET 7 ) 

s21 

\ x<=255 
Loop X f rom O to 4/ 

Buffer [X] =(X)Y 

K 822 
3 1 S2 

BUFFER BALUES SAVED '/ 

$24 
7 —CURVES DRAWN / 

( END ) 



U.S. Patent Aug. 17, 2004 Sheet 8 0f 9 US 6,778,186 B2 

FIG. 8 

( START > 

S25 
X<=255 

Loop X f rum 0 to 
255 J! 

p] at Buffer [X] 

L S26 



U.S. Patent Aug. 17, 2004 Sheet 9 0f 9 US 6,778,186 B2 

FIG. 9 

ALL THE PIXELS 828 L / 
R—,G—, B-COMPONENTS 

EXTRACTED 

s29 / 
R—,G—, B-COMPONENTS 

CORRECTED 

s30 / 
GRAY LEVEL CALCULATED 



US 6,778,186 B2 
1 

METHOD OF AND APPARATUS FOR 
CARRYING OUT GRAY CONVERSION ON 

COLOR IMAGE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates to a gray conversion method and a 
gray conversion apparatus for carrying out a gray conversion 
on image data representing a color image in order to output 
a color image having a halftone to a monochromatic printer. 

2. Description of the Related Art 
Recently almost all the digital images are color images 

having a halftone part oWing to advance in image 
processing, reduction in price of data storage devices such as 
memories and hard discs, and the like. Though color printers 
are being populariZed, color images having a halftone are 
often output through a monochromatic printer. Further color 
images are sometimes output through a monochromatic 
printer for a special effect. When image data representing a 
color image having a halftone is input into the monochro 
matic printer as it is, the print output through the mono 
chromatic printer generally becomes too strong in contrast 
and becomes blackish or Whitish. Accordingly, in order to 
improve ?nish of the print, it is necessary to convert the 
color image data to halftone image data having information 
on density of piXels and a proper y-characteristic. 

In the conversion process for converting color image data 
to density information data, gray conversion is a very 
important process Which governs ?nish of the print. 

The gray conversion is generally effected by y-correction 
or color adjustment (e.g., RGB ratio adjustment). It is 
preferred that both the y-correction and the color adjustment 
be carried out as the gray conversion. HoWever, there has 
been developed no image application softWare Which carries 
out both the y-correction and the color adjustment though 
there has been developed image application softWare Which 
carries out only the y-correction or the color adjustment. 
When an image is reproduced by a monochromatic printer 

on the basis of color image data, ?nish of the prints cannot 
be controlled by the printer. Accordingly, the color image 
data should be input into the printer after subjected to the 
gray conversion. Though the gray conversion may be carried 
out by a printer driver, there has not been developed a printer 
driver Which carries out the RGB ratio adjustment Which 
greatly affects the result of the gray conversion. Though 
there has been knoWn a printer driver Which carries out the 
y-correction, the result of the y-correction cannot be knoWn 
unless prints are made on the basis of the corrected image 
data. 

SUMMARY OF THE INVENTION 

In vieW of the foregoing observations and description, the 
primary object of the present invention is to provide a gray 
conversion method and a gray conversion apparatus Which 
permits the operator to carry out RGB ratio adjustment on 
color image data control as the gray conversion While 
visually recogniZing the result of the RGB ratio adjustment 
so that the color image data can be effectively and properly 
converted to halftone image data having information on 
density of piXels. 

In accordance With a ?rst aspect of the present invention, 
there is provided a gray conversion method for converting 
original color image data to halftone image data having 
information on density of pixels by a predetermined gray 
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2 
conversion, the halftone image data being to be input into a 
monochromatic printer When a color image represented by 
the original color image data is to be printed by the mono 
chromatic printer, the method characteriZed in that 

said predetermined gray conversion includes an RGB 
ratio adjustment for setting the ratio of R, G and B in 
the original color image data to an optimal value, 

an RGB ratio adjustment is carried out on reference image 
data (e.g., image data derived from the original color 
image data or image data representing a color map) 
employing different ratios of R, G and B, 

the results of the predetermined gray conversions includ 
ing the RGB ratio adjustments employing the different 
ratios of R, G and B carried out on the reference image 
data are graphically shoWn on a screen, 

the optimal value of the ratio of R, G and B is determined 
on the basis of comparison of the results of the prede 
termined gray conversions graphically shoWn on the 
screen, and 

the predetermined gray conversion including an RGB 
ratio adjustment employing the optimal value of the 
ratio of R, G and B is carried out on the original color 
image data. 

The reference image data may be, for instance, image data 
derived from the original color image data or image data 
representing a color map. 
The “image data derived from the original color image 

data” may be any image data derived from the original color 
image data and may be the original color image data as it is. 
HoWever it is preferred in vieW of the facility of gray 
conversion that the image data derived from the original 
color image data be image data representing a reduced 
original image. 
The “color map” is obtained by arranging, in a pattern of 

a pallet, colors obtained by thinning, at a predetermined 
ratio, colors generated by all the combinations of densities 
of R, G and B, and does not depend upon the original color 
image data to be processed. 
The RGB ratio adjustment is to adjust the ratio of coef 

?cients 0t, [3 and X in the folloWing formula. 

Gray=otRed+f5Green+xBlue 

It is preferred that the gray conversion method in accor 
dance With the ?rst aspect of the present invention be carried 
out by a utility Which is positioned betWeen image applica 
tion softWare and a printer driver and operates in combina 
tion With the printer driver, a printer driver, or a print control 
system of an OS (operating system). 

It is further preferred that said predetermined gray con 
version includes, in addition to the RGB ratio adjustment, a 
y-correction in Which the y-curve and/or the y-value is 
adjusted, a y-correction is carried out on the reference image 
data employing different y-curves and/or y-values, the 
results of the y-correction carried out on the reference image 
data employing the different y-curves and/or y-values are 
graphically shoWn on a screen, the optimal y-curve and/or 
the y-value is determined on the basis of comparison of the 
results of the y-correction graphically shoWn on the screen, 
and the predetermined gray conversion including an RGB 
ratio adjustment employing the optimal value of the ratio of 
R, G and B and a y-correction employing the optimal y-curve 
and/or the y-value is carried out on the original color image 
data. 

In accordance With a second aspect of the invention, there 
is provided a gray conversion apparatus comprising a gray 
conversion means Which carries out a predetermined gray 
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conversion on original color image data to convert the 
original color image data into halftone image data having 
information on density of pixels, the halftone image data 
being to be input into a monochromatic printer When a color 
image represented by the original color image data is to be 
printed by the monochromatic printer, the apparatus char 
acteriZed in that 

the gray conversion means includes 
an RGB ratio adjustment means Which carries out an RGB 

ratio adjustment for setting the ratio of R, G and B in 
the original color image data to an optimal value and 
carries out an RGB ratio adjustment on reference image 
data (e.g., image data derived from the original color 
image data or image data representing a color map) 
employing different ratios of R, G and B, 

a graphic display means Which graphically shoWs the 
results of the predetermined gray conversions including 
the RGB ratio adjustments employing the different 
ratios of R, G and B carried out on the reference image 
data on a screen, and 

an RGB ratio determining means Which determines the 
optimal value of the ratio of R, G and B on the basis of 
comparison of the results of the predetermined gray 
conversions graphically shoWn on the screen, and 

the gray conversion means carries out the predetermined 
gray conversion including an RGB ratio adjustment 
employing the optimal value of the ratio of R, G and B 
determined by the RGB ratio determining means on the 
original color image data. 

It is preferred that the gray conversion means be in the 
form of a utility Which is positioned betWeen image appli 
cation softWare and a printer driver and operates in combi 
nation With the printer driver, in the form of a printer driver, 
or in the form of a print control system of an OS. 

It is further preferred that said gray conversion means 
further comprises 

a y-correction means Which carries out a y-correction on 
the reference image data employing different y-curves 
and/or y-values, 

a graphic display means Which graphically shoWs the 
results of the y-corrections carried out on the reference 
image data employing the different y-curves and/or 
y-values on a screen, and 

a y-correction condition determining means Which deter 
mines the optimal y-curve and/or the y-value on the 
basis of comparison of the results of the y-correction 
graphically shoWn on the screen, and 

the gray conversion means carries out the predetermined 
gray conversion including an RGB ratio adjustment 
employing the optimal value of the ratio of R, G and B 
and a y-correction employing the optimal y-curve and/ 
or the y-value on the original color image data. 

In accordance With the present invention, since the in?u 
ence of the RGB ratio adjustment on the gray conversion is 
graphically shoWn on a screen, the result of the gray 
conversion can be knoWn Without making prints on the basis 
of a selected ratio of R, G and B, Whereby a gray conversion 
including an RGB ratio adjustment can be ef?ciently carried 
out on color image data. 

Further When the gray conversion is carried out by a 
utility Which is positioned betWeen image application soft 
Ware and a printer driver and operates in combination With 
the printer driver, a printer driver, or a print control system 
of an OS, the gray conversion can be carried out indepen 
dently of the image application softWare. 

Further When the predetermined gray conversion includes 
a y-correction in addition to the RGB ratio adjustment, the 
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4 
results of the y-correction carried out on the reference image 
data employing the different y-curves and/or y-values are 
graphically shoWn on a screen, the optimal y-curve and/or 
the y-value is determined on the basis of comparison of the 
results of the y-correction graphically shoWn on the screen, 
and the predetermined gray conversion including an RGB 
ratio adjustment employing the optimal value of the ratio of 
R, G and B and a y-correction employing the optimal y-curve 
and/or the y-value is carried out on the original color image 
data, the result of the gray conversion can be knoWn Without 
making prints on the basis of a selected ratio of R, G and B 
and a selected y-curve and/or y-value, Whereby a gray 
conversion including an RGB ratio adjustment and a 
y-correction can be ef?ciently carried out on the color image 
data. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a vieW of a frame shoWing a user interface of a 
gray conversion apparatus in accordance With an embodi 
ment of the present invention, 

FIG. 2 is a How chart for illustrating processing When the 
default box of the RGB ratio adjustment means is checked, 

FIG. 3 is a How chart for illustrating processing When the 
percentage of one of R, G and B is ?xed by the lock button, 

FIG. 4 is a How chart for illustrating the processing When 
the percentage of one of R, G and B is set by the slide bar, 

FIG. 5 is a How chart for illustrating the processing When 
the y-value of one of R, G and B is set by the slide bar, 

FIG. 6 is a How chart for illustrating the processing When 
one of tWo default y-values for each of R, G and B is selected 
by checking one of the radio buttons, 

FIG. 7 is a How chart for illustrating the processing of 
updating the y-curves, 

FIG. 8 is a How chart for illustrating the processing of 
draWing the y-curves, and 

FIG. 9 is a How chart for illustrating the processing of 
updating the bit map of the gray level representation. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

As shoWn in FIG. 1, a gray conversion apparatus in 
accordance With an embodiment of the present invention 
comprises an RGB ratio adjustment means 1, a y-correction 
means 2 including y-curve output means 2a, 2b and 2c and 
a gray level display means 3 Which graphically shoWs the 
in?uence of the RGB ratio adjustment and the y-correction 
on the gray conversion. 

In the RGB ratio adjustment means 1, the ratio of Red, 
Green and Blue is adjusted by controlling respective slide 
bars 4 With a mouse pointer (not shoWn). The RGB ratio is 
expressed in percentage, and the percentages for R, G and B 
are set so that the sum of their percentages is ?xed to 100. 
That is, When the percentage of one of R, G and B is 
changed, the percentages of the other tWo colors are auto 
matically changed so that the sum of the percentages of the 
three colors become 100. This process Will be described in 
detail later With reference to FIG. 4. 

The RGB ratio adjustment means 1 is provided With three 
lock buttons 5, each for one of R, G and B. When the lock 
button 5 for one of R, G and B is clicked, the percentage of 
the color is ?xed With the percentages of the other tWo colors 
variable. This process Will be described in detail later With 
reference to FIG. 3. 
The RGB ratio adjustment means 1 is further provided 

With a default box. When the default box is checked, the 
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percentages of R, G and B are automatically set to preset 
values (the default values). This process Will be described in 
detail later With reference to FIG. 2. 

In the y-correction means 2, three y-curves 9a, 9b and 9c 
for R, G and B are displayed for given y-values 6. The 
y-values 6 can be changed by controlling slide bars 7. That 
is, When the y-values 6 are changed by controlling slide bars 
7, y-curves 9a, 9b and 9c corresponding to the changed 
y-values are shoWn in the y-correction means 2. TWo default 
y-values 8 are set for each of R, G and B. One of tWo default 
y-values 8 for each of R, G and B is selected by checking a 
radio button. One of the tWo default y-values 8 for each of 
R, G and B is 1.0000 (linear) and the other is, for instance, 
1.4000 Which is recommended by the printer maker (ideal). 
When 1.0000 is selected, the y-curve is a straight line 
inclined at 45° and the y-correction becomes in effective. 
That is, input values are all output unchanged. 
By controlling the slide bar 7, the y-value for each of R, 

G and B can be varied Within the range of 0.2500 to 6.55535. 
The y-curves 9a, 9b and 9c are displayed for the y-values 

selected. 
Each process of the y-correction Will be described in detail 

later With reference to FIGS. 5 to 8. 

The gray level display means 3 comprises a color map 10 
and a gray level representation 11. As described above, the 
“color map” is obtained by arranging, in a pattern of a pallet, 
colors obtained by thinning, at a predetermined ratio, colors 
generated by all the combinations of densities of R, G and 
B. The gray level representation 11 shoWs the result of a gray 
conversion carried out on the respective piXels of the color 
map 10. The gray level governs ?nish of the print When a 
color image is output through a monochromatic printer. The 
gray level representation 11 is updated each time the RGB 
ratio is changed or the y-values are changed. The processing 
of updating the bit map of the gray level representation 11 
Will be described in detail later With reference to FIG. 9. 

FIG. 2 is a How chart for illustrating the processing When 
the default boX of the RGB ratio adjustment means 1 is 
checked. As shoWn in FIG. 2, When the default boX is 
checked, the percentages of R, G and B are set to the 
respective default values (step S1), and then the bit map of 
the gray level representation 11 is updated (step S2). 

FIG. 3 is a How chart for illustrating the processing When 
the percentage of one of R, G and B is locked by the lock 
button 5. As shoWn in FIG. 3, When the percentage of one 
of R, G and B is locked by the lock button 5, the lock buttons 
5 for the other tWo colors are automatically reset. (step S3) 

FIG. 4 is a How chart for illustrating the processing When 
the percentage of one of R, G and B is set by the slide bar 
4. For the purpose of simpli?cation, it is assumed here that 
the percentage of R is set by the slide bar 4. 
When the percentage of R is set by the slide bar 4, it is 

determined Whether the percentage of R has been locked. 
(step S4) When it is determined that the percentage of R has 
been locked, the default values are reset (step S6) after the 
lock button 5 for R is reset (step S5). When it is determined 
that the percentage of R has not been locked, the default 
values are reset (step S6) immediately after step S4. Then it 
is determined Whether the percentage of G has been locked. 
(step S7) When it is determined that the percentage of G has 
been locked, the percentage of B is changed so that the sum 
of the percentages of R, G and B becomes 100. (step S8) 
Then the bit map of the gray level representation 11 is 
updated according to the percentages of R, G and B thus 
changed. (step S12) When it is determined that the percent 
age of G has not been locked, it is determined Whether the 
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6 
percentage of B has been locked. (step S9) When it is 
determined that the percentage of B has been locked, the 
percentage of G is changed so that the sum of the percent 
ages of R, G and B becomes 100. (step S10) Then the bit 
map of the gray level representation 11 is updated according 
to the percentages of R, G and B thus changed. (step S12) 
When it is determined that the percentage of B has not been 
locked, the percentages of G and B are changed so that the 
sum of the percentages of R, G and B becomes 100. (step 
S11) Then the bit map of the gray level representation 11 is 
updated according to the percentages of R, G and B thus 
changed. (step S12) 

While visually checking the result of the gray conversion 
in this manner, the RGB ratio is adjusted. 

FIG. 5 is a How chart for illustrating the processing When 
the y-values of R, G and B are set by the slide bar 7. When 
the slide bar 7 for R, G or B is moved, the radio buttons 
(linear and ideal) for the color are reset (step S13) and the 
y-curve for the color is changed according to the y-value set 
by the slide bar 7 (step S14). At the same time, the bit map 
of the gray level representation 11 is updated according to 
the y-value set by the slide bar 7. (step S15) 

FIG. 6 is a How chart for illustrating the processing When 
one of the tWo default y-values 8 for each of R, G and B is 
selected by checking one of the radio buttons. When one of 
the tWo default y-values 8 of a color is selected by checking 
one of the radio buttons, the other radio button is reset (step 
S16) and the y-curve for the color is changed according to 
the default y-value selected (step S17). At the same time, the 
bit map of the gray level representation 11 is updated 
according to the default y-value selected. (step S18) 
While visually checking the result of the gray conversion 

in this manner, the y-correction is adjusted. 
FIG. 7 is a How chart for illustrating the processing of 

updating the y-curves. It is determined Whether the y-value 
is unchanged, or Whether the neWly set y-value is equal to 
the preceding value. (step S19) When it is determined that 
the y-value is kept unchanged, the y-curve is not updated. 
Whereas, When it is determined that the y-value is changed, 
the value of 1/(neWly set y-value) is taken as Y (step S20). 
Then the values of Buffer are calculated according to 
formula, Buffer [X]=(X)Y, and stored. (steps S21, S22 and 
S23) X stands for integers from 0 to 255. Then y-curves 9a, 
9b and 9c are draWn according to the draWing processing 
shoWn in FIG. 8 (steps S25 and S26) With the values of X 
as the abscissa and the calculated values of Buffer as the 
ordinate. (step S24) 

FIG. 9 is a How chart for illustrating the processing of 
updating the bit map of the gray level representation. In this 
How chart, the values of R-,G- and B-components of each 
piXel on the color map 10 are ?rst extracted. (steps S27 and 
S28) Then the eXtracted values of R-, G- and B-components 
of each piXel on the color map 10 are subjected to 
y-correction to calculate corrected values of R-, G- and 
B-components. (step S29) The corrected values of R-, G 
and B-components are subjected to the RGB ratio adjust 
ment according to formula 

Gray=otRed+f5Green+xBlue 

and the gray level is calculated. (step S30) Thereafter, the bit 
map is updated using the calculated gray level of each piXel. 

Though, in the embodiment described above, the result of 
the RGB ratio adjustment and the y-correction are graphi 
cally shoWn by the use of a color map 10, for instance, the 
original color image data may be employed in place of the 
color map 10. In this case, the in?uence of the RGB ratio 
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adjustment and the y-correction on the monochromatic 
image to be output from the printer can be directly shoWn. 
It is preferred in vieW of the facility of gray conversion that 
image data representing a reduced original image be used in 
place of the original color image data. 

The present invention need not be limited to the embodi 
ment described above, but the embodiment may be variously 
modi?ed. 

For example, though, in the embodiment described above, 
the gray conversion is carried out by a utility separate from 
the printer driver, the utility may be modulariZed and incor 
porated in a printer driver or a print control system such as 
a print manager of an OS. 

Further, though in the embodiment described above, the 
RGB ratio and the y-value are set by moving slide bars, the 
RGB ratio and the y-value may be input as ?gures through 
a keyboard. 
What is claimed is: 
1. A gray conversion method for converting original color 

image data to halftone image data having information on 
density of piXels by a predetermined gray conversion, the 
halftone image data being to be input into a monochromatic 
printer When a color image represented by the original color 
image data is to be printed by the monochromatic printer, the 
method characteriZed in that 

said predetermined gray conversion includes an RGB 
ratio adjustment for setting the ratio of R, G and B in 
the original color image data, said RGB ratio adjust 
ment being calculated to an optimal value using the 
formula 

Gray=otRed+BGreen+XBlue 

an RGB ratio adjustment is carried out on reference image 
data employing different ratios of R, G and B, 

the results of the predetermined gray conversions includ 
ing the RGB ratio adjustments employing the different 
ratios of R, G and B carried out on the reference image 
data are graphically shoWn on a screen, 

the optimal value of the ratio of R, G and B is determined 
on the basis of comparison of the results of the prede 
termined gray conversions graphically shoWn on the 
screen, and 

the predetermined gray conversion including an RGB 
ratio adjustment employing the optimal value of the 
ratio of R, G and B is carried out on the original color 
image data. 

2. A gray conversion method as de?ned in claim 1, in 
Which the reference image data is derived from the original 
color image data. 

3. A gray conversion method as de?ned in claim 2, in 
Which the image data derived from the original color image 
data is image data representing a reduced original image. 

4. A gray conversion method as de?ned in claim 1, in 
Which the reference image data is image data representing a 
color map. 

5. A gray conversion method as de?ned in claim 1, in 
Which the method is carried out by a printer driver. 

6. A gray conversion method as de?ned in claim 1, in 
Which the method is carried out by a utility Which is 
positioned betWeen image application softWare and a printer 
driver and operates in combination With the printer driver. 

7. A gray conversion method as de?ned in claim 1, in 
Which the method is carried out be a print control system of 
an operating system of a computer. 

8. A gray conversion method as de?ned in claim 1, in 
Which said predetermined gray conversion includes, in addi 

15 

25 

35 

40 

45 

55 

65 

8 
tion to the RGB ratio adjustment, a y-correction in Which a 
y-curve and/or a y-value is adjusted, a y-correction is carried 
out on the reference image data employing different y-curves 
and/or y-values, the results of the y-correction carried out on 
the reference image data employing the different y-curves 
and/or y-values are graphically shoWn on a screen, the 
optimal y-curve and/or the y-value is determined on the basis 
of comparison of the results of the y-correction graphically 
shoWn on the screen, and the predetermined gray conversion 
including an RGB ratio adjustment employing the optimal 
value of the ratio of R, G and B and a y-correction employing 
the optimal y-curve and/or the y-value is carried out on the 
original color image data. 

9. A gray conversion apparatus comprising a gray con 
version means Which carries out a predetermined gray 
conversion on original color image data to convert the 
original color image data into halftone image data having 
information on density of pixels, the halftone image data 
being to be input into a monochromatic printer When a color 
image represented by the original color image is to printed 
by the monochromatic printer, the apparatus characteriZed in 
that 

the gray conversion means includes 
an RGB ratio adjustment means Which carries out an 
RGB ratio adjustment for setting the ratio of of R, G 
and B in the original color image data to an optimal 
value using the formula: Gray =otRed+[3Green+ 
XBlue, and carries out an RGB ratio adjustment on 
reference image data employing different ratios of R, 
G and B, 

a graphic display means Which graphically shoWs the 
results of the predetermined gray conversions 
including the RGB ratio adjustments employing the 
different ratios of R, G and B carried out on the 
reference image data on a screen, and 

an RGB ratio determining means Which determines the 
optimal value of the ratio of R, G and B on the basis 
of comparison of the results of the predetermined 
gray conversions graphically shoWn on the screen, 
and 

the gray conversion means carries out the predeter 
mined gray conversion including an RGB ratio 
adjustment employing the optimal value of the ratio 
of R, G and B determined by the RGB ratio deter 
mining means on the original color image data. 

10. A gray conversion apparatus as de?ned in claim 9, in 
Which the reference image data is image data derived from 
the original color image data. 

11. A gray conversion apparatus as de?ned in claim 10, in 
Which the image data derived from the original color image 
data is image data representing a reduced original image. 

12. A gray conversion apparatus as de?ned in claim 9, in 
Which the reference image data is image data representing a 
color map. 

13. A gray conversion apparatus as de?ned in claim 9, in 
Which the gray conversion means is incorporated in a printer 
driver. 

14. A gray conversion apparatus as de?ned in claim 9, in 
Which the gray conversion means is in the form of a utility 
Which is positioned betWeen image application softWare and 
a printer driver and operates in combination With the printer 
driver. 

15. A gray conversion apparatus as de?ned in claim 9, in 
Which the gray conversion means is incorporated in a print 
control system of an operating system of a computer. 

16. A gray conversion apparatus as de?ned in claim 9, in 
Which said gray conversion means further comprises a 
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y-correction means Which carries out a y-correction on the basis of comparison of the results of the y-correction 
reference image data employing different y-curves and/or graphically shoWn on the screen, and 

Y'vahles> the gray conversion means carries out the predetermined 
a graphic display Iheahs Which graphically Shows the gray conversion including an RGB ratio adjustment 

results of the y-corrections carried out on the reference 5 employing the Optimal Value of the ratio of R, G and B 
image data employing the different Y'Curves and/0r and a y-correction employing the optimal y-curve and/ 
Y'Vahles 0h a 5Creeh> ahd or the y-value on the original color image data. 

a y-correction condition determining means Which deter 
mines the optimal y-curve and/or the y-value on the * * * * * 


