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(57) ABSTRACT 

A method and apparatus for improving the performance of 
a memory Wordline decoder is disclosed. A decoder latch is 
attached to an inverter Which drives the Wordline. 
Additional, a voltage pump can supply operating voltage to 
the inverter to assist in overdriving the Wordline. A voltage 
sink can also be coupled to the inverter Which, in combina 
tion With the voltage pump, can be used to shift the output 
voltages used to turn the Wordline on and off. A second 
inverter can also be added, and in such a case the transistors 
Within the latch and the ?rst inverter can be reduced in siZe, 
switching time, and poWer consumption. 

14 Claims, 4 Drawing Sheets 
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DESIGN OF AN HIGH SPEED XDECODER 
DRIVING A LARGE WORDLINE LOAD 

CONSUMING LESS SWITCHING CURRENT 
FOR USE IN HIGH SPEED SYNCFLASH 

MEMORY 

FIELD OF THE INVENTION 

The present invention relates to the ?eld of memory 
address decoders, and particularly to address decoders for 
driving long Wordlines of a memory device, for example, a 
?ash memory device. 

BACKGROUND OF THE INVENTION 

To achieve high access speeds in memory arrays, includ 
ing those of ?ash memory devices, addressed Wordlines 
must be driven as fast as possible. Fast Wordline decoder 
devices for long Wordlines tend to require complex latch 
circuitry for properly driving the Wordline. Such circuits 
draW considerable poWer. A less complex Wordline decoder 
device Which draWs less poWer and occupies less die area is 
therefore desirable. 

BRIEF SUMMARY OF THE INVENTION 

In one aspect, the invention provides a Wordline decoder 
and operating method having Wordline decoding pass 
transistors, a latch for initiating the driving of a Wordline in 
response to the pass transistors decoding a Wordline, and an 
output buffer responsive to a sWitching state of the latch for 
driving the Wordline. In an additional aspect of the 
invention, the Wordline decoder includes a voltage pump 
and voltage sink for supplying operating voltage to the 
buffer. Since the Wordline is divided by the output buffer, the 
buffer can be optimally designed for driving the Wordline, 
While the latch can be optimally designed for sWitching 
speed. 

These and other features and advantages of the invention 
Will be more clearly understood from the folloWing detailed 
description provided in connection With the accompanying 
draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic diagram of a decoder driver incor 
porating conventional latch circuit Which directly drives a 
Wordline; 

FIG. 2 is a schematic diagram of a ?rst embodiment of the 
decoder driver of the present invention; 

FIG. 3 is a block diagram of the present invention 
implemented Within a computer system; and 

FIG. 4 is a schematic diagram of a second embodiment of 
the decoder driver of the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The present invention provides an address decoder driver 
Which can quickly drive Wordlines having substantial resis 
tance and parasitic capacitance due to Wordline length and 
the number of devices attached thereto. Additionally, the 
decoder driver output can shift the levels of the voltages 
presented at its inputs, Which makes it useful across a variety 
of memory platforms. 
A typical address decoder driver can drive a Wordline by 

an output of decoder 101 Which drives a latch formed by 
cross-coupled transistors 104, 108, such as the latch 100 
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2 
shoWn in FIG. 1. HoWever, by themselves the cross-coupled 
transistors 104 and 108 Within the latch 100 are not strong 
Wordline drivers. As the capacitance on the Wordline 112 
increases, the transistor 108 needs to also increase enough to 
sWitch the latch 100. HoWever, if Vcc is beloW a certain 
limit, the transistor 108 cannot sWitch the latch 100. 

Accordingly, While adequate to drive shorter Wordlines 
With loWer capacitance, the latch 100 has difficulty When 
driving Wordlines having a relatively large capacitive load, 
such as Wordlines connected to 1K or more memory cells. 
An improvement in the FIG. 1 circuit can be obtained if the 
latch 100 is used With a voltage pump, Which permits the 
latch to drive the Wordline 112 With the output of the pump 
voltage. Voltage pumps are used to overdrive the Wordline 
112 With the pump voltage. HoWever, modifying the prior art 
latch 100 of FIG. 1 With a voltage pump, set higher than Vcc, 
Would still not reliably drive a Wordline With a substantial 
amount of capacitance, and also increases complexity of the 
latch 100. 

FIG. 2 shoWs an exemplary embodiment of a decoder 
driver circuit 200 of the present invention. The decoder 101 
is shoWn as decoding a largest rectangle With an X4 desig 
nated in the upper right hand corner Which symboliZes 1 of 
16 memory banks. Within that rectangle is shoWn another 
rectangle With X8 also in the upper right hand corner, Which 
designates 1 of 256 memory blocks Within that memory 
bank. The third, smallest rectangle labeled X16 in the upper 
right hand corner designates 1 of 256 roWs Within that 
memory block. The decoder driver shoWn in FIG. 2 is used 
to select, by output of decoder 101, one of four memory 
banks, denoted by the selection rectangle X4 (201), one of 
tWo hundred and ?fty-six memory blocks Within a selected 
bank, denoted by selection retangle X8 (203), and one of tWo 
hundred and ?fty-six roWs Within a selected memory block 
denoted by X16 (205). The decoder 101 includes N-channel 
pass transistors N4, N5, and N6 Which decode the informa 
tion arriving on address lines XEN<3:0>, XB<3:0>, 
XA<7:0>, and XROW<7:0>. Aspeci?c Wordline 228 is then 
selected using that address information. It should be noted 
that the present invention is not limited to this speci?c 
memory architecture, Which is shoWn for illustrative pur 
poses only. 
By itself, the latch 236 can not sink the amount of current 

needed to drive long Wordlines, due to the inherent resis 
tance and capacitance present therein. Consequently, as 
shoWn in FIG. 2, the present invention adds a higher strength 
output buffer formed as inverter 232, consisting of a 
p-channel transistor 220 and an n-channel transistor 224 to 
the output of the latch 236. In this Way, the latch 236 drives 
the inverter 232 Which then drives the Wordline 228, rather 
than driving the Wordline 228 directly. Consequently, the 
transistors Within the inverter 232 can be tailored to be larger 
and drive more current, depending on the type of memory in 
Which the decoder 200 is installed. Additionally, the latch 
236 of FIG. 2 can be tailored to have better sWitching 
properties because the burden of driving the Wordline is 
shifted to the inverter 232. The inverted stage 232 (FIG. 2) 
serves to isolate the capacitive load present on the Wordline 
228 from the transistor 208. With the addition of the inverter 
232, the transistor 208 can be reduced in siZe, and thus the 
entire device 200 can be operated at a loWer Vcc. 

To further assist the driving of the Wordline 228 a voltage 
pump VPXB 212 may be used to provide an operating 
voltage to buffer 232. The voltage pump may also be used 
to supply operating poWer to latch 236. The voltage level of 
the voltage pump VPXB 212 is set higher than Vcc and is 
attached to the source of the transistor 220 Within the 
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inverter 232. Furthermore, a voltage sink VSXB 216 set at 
a negative voltage loWer than ground can be used in con 
junction With the voltage pump 212 to achieve output 
voltage level shifting, so that the decoder 200 of the present 
invention can accommodate a Wider variety of memory 
devices driving the Wordline betWeen the voltage of the 
pump 212 and sink 216. This is useful When Working With 
high-voltage sync?ash memory. 

To minimiZe current loss during the sWitching process, it 
is desired to sWitch the node NX (FIG. 2) as fast as possible. 
When the voltage at the node NX descends toWard ground, 
current is being draWn from VPXB voltage pump through 
the PMOS transistor 208. The function of the PMOS tran 
sistor 204 is to bring up the gate of the transistor 208 to the 
voltage level of VPXB in order to shut off the transistor 208 
as fast as possible. In either case, up or doWn, it is desired 
to transition the node NX as fast as possible. Selecting the 
siZes of the PMOS and NMOS transistors Within the 236 is 
an important feature of the present invention. It is desired to 
have the transistors 204 and 208 to be small as possible, 
saving area and reducing sWitching current. HoWever, the 
inverter 232 still has to be large enough to drive a large 
capacitance load on the Word line 228. 

A second embodiment of the buffer 200 is shoWn in FIG. 
4, Wherein a second output stage 404 assists in driving the 
Wordline 228. In cases Where the capacitive load on the 
Wordline 228 increases to 4K or more memory cells or gates, 
the inverted stage 232 becomes very large, Which in turn 
becomes a large load for the cross-coupled transistors 204 
and 208. Adding another inverted stage 404 reduces the siZe 
of the inverted stage 232, Which in turn relieves pressure on 
the cross-coupled transistors 204 and 208. 

In the ?rst embodiment, to support 1.8 volt supply voltage 
it Was necessary that transistors 220 and 224 be large and 
thus poWer-consuming. HoWever, in the second embodiment 
shoWn in FIG. 4, it is not necessary that the transistors Within 
the second output stage 404 be as large and poWer 
consuming. Thus, the circuit of FIG. 4 has better sWitching 
properties because the burden of driving the Wordline is 
shifted to the second inverted stage 404. With the addition 
of the second inverted stage 404, the transistor 208 can be 
even further reduced in siZe, and the entire device 200 can 
be operated at even loWer Vcc levels, including beloW 1.8 
volts. 

FIG. 3 illustrates an exemplary processing system 300 
Which may utiliZe an electronic device comprising a self 
biasing buffer constructed in accordance With the embodi 
ments of the present invention disclosed above in connection 
With FIGS. 1—2. The processing system 300 includes one or 
more processors 301 coupled to a local bus 304. A memory 
controller 302 and a primary bus bridge 303 are also coupled 
the local bus 304. The processing system 300 may include 
multiple memory controllers 302 and/or multiple primary 
bus bridges 303. The memory controller 302 and the primary 
bus bridge 303 may be integrated as a single device 306. 

The memory controller 302 is also coupled to one or more 
memory buses 307. Each memory bus accepts memory 
components 308 Which include at least one decoder 200 of 
the present invention. The memory components 308 may be 
a memory card or a memory module. Examples of memory 
modules include ?ash memory modules or cards, single 
inline memory modules (SIMMs), and dual inline memory 
modules (DIMMs). The memory components 308 may 
include one or more additional devices 309. For example, in 
a SIMM or DIMM, the additional device 309 might be a 
con?guration memory, such as a serial presence detect 
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4 
(SPD) memory. The memory controller 302 may also be 
coupled to a cache memory 305. The cache memory 305 
may be the only cache memory in the processing system. 
Alternatively, other devices, for example, processors 301 
may also include cache memories, Which may form a cache 
hierarchy With cache memory 305. If the processing system 
300 include peripherals or controllers Which are bus masters 
or Which support direct memory access (DMA), the memory 
controller 302 may implement a cache coherency protocol. 
If the memory controller 302 is coupled to a plurality of 
memory buses 316, each memory bus 316 may be operated 
in parallel, or different address ranges may be mapped to 
different memory buses 307. 
The primary bus bridge 303 is coupled to at least one 

peripheral bus 310. Various devices, such as peripherals or 
additional bus bridges may be coupled to the peripheral bus 
310. These devices may include a storage controller 311, an 
miscellaneous I/O device 314, a secondary bus bridge 315, 
a multimedia processor 318, and an legacy device interface 
320. The primary bus bridge 303 may also coupled to one or 
more special purpose high speed ports 322. In a personal 
computer, for example, the special purpose port might be the 
Accelerated Graphics Port (AGP), used to couple a high 
performance video card to the processing system 300. In 
addition to memory device 331 Which may contain a buffer 
device of the present invention, any other data input device 
of FIG. 3 may also utiliZe a buffer device of the present 
invention including the CPU 301. 
The storage controller 311 couples one or more storage 

devices 313, via a storage bus 312, to tie peripheral bus 310. 
For example, the storage controller 311 may be a SCSI 
controller and storage devices 313 may be SCSI discs. The 
U0 device 314 may be any sort of peripheral. For example, 
the I/O device 314 may be an local area netWork interface, 
such as an Ethernet card. The secondary bus bridge may be 
used to interface additional devices via another bus to the 
processing system. For example, the secondary bus bridge 
may be an universal serial port (USB) controller used to 
couple USB devices 317 via to the processing system 300. 
The multimedia processor 318 may be a sound card, a video 
capture card, or any other type of media interface, Which 
may also be coupled to one additional devices such as 
speakers 319. The legacy device interface 320 is used to 
couple legacy devices, for example, older styled keyboards 
and mice, to the processing system 300. In addition to 
memory device 331 Which may contain a buffer device of 
the invention, any other data input device of FIG. 3 may also 
utiliZe a buffer device of the invention, including a CPU 301. 

The processing system 300 illustrated in FIG. 3 is only an 
exemplary processing system With Which the invention may 
be used. While FIG. 3 illustrates a processing architecture 
especially suitable for a general purpose computer, such as 
a personal computer or a Workstation, it should be recog 
niZed that Well knoWn modi?cations can be made to con 
?gure the processing system 300 to become more suitable 
for use in a variety of applications. For example, many 
electronic devices Which require processing may be imple 
mented using a simpler architecture Which relies on a CPU 
301 coupled to memory components 308 and/or memory 
buffer devices 304. These electronic devices may include, 
but are not limited to audio/video processors and recorders, 
gaming consoles, digital television sets, Wired or Wireless 
telephones, navigation devices (including system based on 
the global positioning system (GPS) and/or inertial 
navigation), and digital cameras and/or recorders. The modi 
?cations may include, for example, elimination of unneces 
sary components, addition of specialiZed devices or circuits, 
and/or integration of a plurality of devices. 
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While the invention has been described and illustrated 
With reference to speci?c exemplary embodiments, it should 
be understood that many modi?cations and substitutions can 
be made Without departing from the spirit and scope of the 
invention. Accordingly, the invention is not to be considered 
as limited by the foregoing description but is only limited by 
the scope of the appended claims. 
What is claimed as neW and desired to be protected by 

Letters Patent of the United States is: 
1. A decoder for driving a Wordline, comprising: 
a latch set to a particular state When said Wordline is to be 

driven; 
a decoding circuit for receiving and decoding the address 

of said Wordline and setting said latch to said particular 
state; 

a ?rst output inverter, comprising a pair of serially con 
nected complementary CMOS transistors for driving 
said Wordline in response to said latch being set to said 
particular state; and 

a voltage sink, connected to said ?rst output inverter, said 
voltage sink being at a potential loWer than ground. 

2. The decoder of claim 1, further comprising: 
a voltage pump for supplying a voltage to said ?rst output 

inverter Which drives said selected Wordline With a 
pumped voltage. 

3. The decoder of claim 1, further comprising: 
a second output inverter, connected to the output of said 

?rst output inverter and comprising a pair of serially 
connected complementary CMOS transistors for driv 
ing said Wordline in response to said latch being set to 
said particular state. 

4. The decoder of claim 1, Wherein said voltage pump and 
voltage sink shift the output levels of said inverter betWeen 
said pumped voltage and said potential loWer than ground. 

5. A processor circuit, comprising 
a processor; and 

a memory circuit for exchanging data With said processor; 

at least one of said processor and memory circuit com 
prising a Wordline decoder, said decoder comprising: 
a latch set to a particular state When said Wordline is to 

be driven; 
a decoder for receiving and decoding the address of 

said Wordline and setting said latch to said particular 
state; 

an output inverter, comprising a pair of serially con 
nected complementary CMOS transistors for driving 
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said Wordline in response to said latch being set to 
said particular state; and 

a voltage sink, connected to said output inverter, said 
voltage sink being at a potential loWer than ground. 

6. The decoder of claim 5, further comprising: 

a voltage pump for supplying a voltage to said output 
inverter Which drives said selected Wordline With a 
pumped voltage. 

7. The decoder of claim 5, Wherein said voltage pump and 
voltage sink shift the output levels of said inverter betWeen 
said pumped voltage and said potential loWer than ground. 

8. The decoder of claim 5, further comprising: 

a second output inverter, connected to the output of said 
?rst output inverter and comprising a pair of serially 
connected complementary CMOS transistors for driv 
ing said Wordline in response to said latch being set to 
said particular state. 

9. An method of operating a Wordline decoder, compris 
ing: 

decoding Wordline address information and setting a latch 
associated With a Wordline to a predetermined state 
When an address of said Wordline is decoded; 

driving said selected Wordline With a ?rst output inverter 
having an input connected to an output of said latch; 
and 

driving said selected Word line to a voltage beloW ground. 
10. The method of claim 9, further comprising: 
supplying a voltage from a voltage pump to turn on said 

Wordline. 
11. The method of claim 9, further comprising: 
supplying a voltage sink to turn off said Word line. 
12. The method of claim 9, further comprising: 
driving said selected Wordline With a second output 

inverter having an input connected to an output of said 
?rst output inverter. 

13. The method of claim 9, further comprising: 
choosing a siZe of a pair of cross-coupled transistors 

Within said latch so as to minimiZe poWer consumption. 
14. The method of claim 12, further comprising: 
choosing the siZe of a pair of complementary transistors 

Within said ?rst output inverter to have maXimum 
sWitching speed While still minimiZing their poWer 
consumption. 


