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DEVICE FOR CONTROLLING THE 
CLAMPING OF A CONTAINER IN A MIXER 

FOR FLUID PRODUCTS 

This is a National Stage Entry of Application No. PCT/ 
IB01/01246 ?led Jul. 12, 2001; the disclosure of Which is 
incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

The present invention relates to the ?eld of mixers for 
?uid products such as, for example, paints, varnishes, enam 
els and the like, placed inside closed containers such as, for 
example, cans, pots or drums, With particular reference to a 
device for controlling the clamping of such containers on 
mixers of the type indicated above. 

Mixers of knoWn type for ?uid products generally com 
prise assemblies for supporting and clamping containers, 
provided With a pair of plates disposed opposite each other, 
each or both of Which plates are selectively movable toWards 
and aWay from each other by means of a mechanical 
transmission operated by an electric motor. The speci?c 
technical characteristics of a knoWn support assembly vary 
according to the type and model of mixer on Which the 
aforesaid support assembly is mounted, and in particular 
according to the mixing motion imparted, in use, to the 
container, Whether it be a gyroscopic, rotatory, shaking or 
vibratory motion, or a combination of rotatory and vibratory 
motion. 

Speci?c types of support assemblies for mixers for ?uid 
products are illustrated in documents EP-0617998, 
EP-0680778 and EP-0706820 of the same Applicant. 

In methods for mixing ?uid products, the containers are 
?rst clamped betWeen the pair of plates and then subjected 
to a motion of the type indicated above, such that the various 
?uid product components are thoroughly amalgamated With 
one another. Because the containers ?lled With ?uid product 
may be of considerable dimensions and Weight, it is clear 
that during mixing they may exert thrusts and inertial forces 
on the clamping plates such as to cause them to be acciden 
tally opened or loosened. For this reason the clamping force 
of the plates on the container should be suf?ciently high to 
Withstand the dynamic thrusts Which are generated during 
the mixing phases, and at the same time it cannot be 
increased arbitrarily, in order to avoid the risk of crushing 
the containers of smaller dimensions, used in the case Where 
small amounts of ?uid products are to be mixed. 

US. Pat. No. 5,268,620 describes a system for controlling 
the clamping force of the plates in a clamping assembly for 
a mixer for ?uid products, in Which the current absorbed by 
the electric motor Which controls the rotation of screWs for 
operating the plates betWeen Which the container of ?uid 
products is clamped is detected and measured. The principal 
draWback of such a system lies in the fact that the current 
absorbed by the electric motor also depends on factors other 
than the effective clamping force exerted by the plates on the 
container. For example, in the case Where—as frequently 
occurs in practice—the screWs for operating the clamping 
plates become dirty, a greater force is necessary to move the 
plates and overcome the higher friction compared With the 
situation in Which the screWs are perfectly clean and lubri 
cated. The greater amount of current that the electric motor 
must therefore absorb in the ?rst case interferes With the 
measurement of the force effectively exerted by the clamp 
ing plates and could lead to false indications, erroneously 
signalling that a clamping force suf?cient for clamping the 
plates on the container has been obtained. 
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SUMMARY OF THE INVENTION 

An aim of the present invention is that of providing an 
effective device for guaranteeing continuous measurement, 
or measurement at any time, during any operating state of 
the mixer, and therefore also during the mixing phases, 
proportional to the intensity of the forces applied to the 
container of ?uid product by the support assembly. 
A further aim of the invention is that of providing such a 

device Which is simple, economic, reliable over time, and 
simple to manufacture, assemble and maintain. 

In order to ful?l the aims indicated above, the subject of 
the invention is a device of the type indicated in the 
preamble of the present description, characterised in that it 
comprises sensor means mounted on the clamping assembly, 
the sensor means being disposed in a region of the clamping 
assembly subjected, in use, to an effort in a predetermined 
direction due to the compressive forces exerted on the 
container, the sensors being further adapted to emit a con 
tinuous signal proportional to said effort. 
As Will become clearer hereinafter, one of the principal 

advantages of the present invention lies in the continuous 
measurement of the signal emitted by the sensor means 
Which alloWs repeatable control of said measurement such 
as to detect, and above all correct, any errors of measure 
ment. 

A further advantage of the present invention lies in the 
continuous measurement of the stress forces exerted by the 
support assembly for monitoring the correct operation of the 
device also during the mixing phases. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Further characteristics and advantages Will become clear 
from the folloWing description of a preferred embodiment 
With reference to the appended draWings, provided by Way 
of non-limiting example, in Which: 

FIG. 1 is a longitudinal section through a container 
clamping assembly for a mixer, illustrating an embodiment 
of the present invention; 

FIG. 2 is a section along the line II—II in FIG. 1, 

FIG. 3 is a partial perspective vieW of a detail of the upper 
clamping plate, and 

FIG. 4 is an electrical circuit diagram representing a 
Wheatstone bridge. 

DETAILED DESCRIPTION OF THE 
INVENTION 

With reference noW to the draWings, a mixer of knoWn 
type comprises a clamping assembly 1 adapted to clamp a 
container of ?uid products betWeen a loWer support plate 2 
and an upper pressure plate 3 Which are movable relative to 
each other. In the example shoWn in the draWings, the loWer 
plate 2 is ?xed, While the upper plate 3 is ?xed to a 
cross-member 4 movable in the direction of the arroWs A. 
The system for moving the cross-member 4, and therefore 
the upper plate 3, is Widely knoWn and Will not therefore be 
discussed in detail. It is suf?cient to mention the fact that a 
motor unit 5, mounted on the mixer, is mechanically 
coupled, for example by means of threaded operating rods 6 
and corresponding threaded bushes 7, to the cross-member 
4 and can therefore be actuated selectively, in use, to control 
the descent or the rise of the upper plate 3 according to the 
arroWs A. 

The clamping assembly 1 illustrated in FIGS. 1 and 2 is 
adapted for use on mixers of the shaker or vibratory type, but 
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the characteristics of the invention Which are described 
hereinafter With reference to the particular embodiment 
illustrated may, of course, be adapted, With very slight 
variations, also to a clamping assembly for mixers of another 
type, for example to a clamping assembly in Which both the 
loWer and upper plate are movable, as commonly provided 
for in mixers of the gyroscopic type, or Wherein one plate is 
simultaneously movable and rotatable about a vertical axis, 
as in the mixers described in documents EP-0617998 and 
EP-0706820 of the same Applicant. 

As can be seen in the draWings, the movable cross 
member 4 comprises on its upper face a sensor 8, preferably, 
but not limitatively, a strain gauge disposed in the longitu 
dinal direction of the movable cross-member 4. The strain 
gauge 8 is connected to an electronic control circuit (not 
illustrated) of the type commonly used on mixers for general 
control of their operation. The arrangement and the number 
of strain gauges 8 on the cross-member 4 illustrated in the 
draWings are provided purely by Way of non-limiting 
example, it being possible to position one or more sensors 8 
in different positions, for example at the centre, according to 
the points of maximum ?exural load determined by experi 
mental tests, and so that the aims and advantages of the 
present invention can still be ful?lled. 

In the example shoWn in the draWings, the electrical 
connection of the strain gauge 8, mounted on the movable 
cross-member 4, to the electronic circuit, mounted on the 
mixer in a preferably ?xed position, is effected by means of 
a Wheatstone bridge, Wherein 

If, When using particular types of mixers such as gyro 
scopic mixers, the plate on Which is mounted the movable 
cross-member 4 on Which the strain gauge 8 is connected 
should have general capacities of rotation With respect to the 
?xed structure on Which the electronic circuit is mounted, it 
is possible to use an electrical connection betWeen the strain 
gauge and the electronic circuit Which employs, as Well as 
conductor Wires, sliding contacts or uncoupled electrical 
signal transmitting means, such as optical or radio transmit 
ting and receiving systems, or those of another type knoWn 
to experts in the ?eld. 
When using the mixer, a container of ?uid products to be 

mixed is placed on the loWer plate 2. The motor unit 5 is then 
actuated, Which causes the upper plate 3 to move 
doWnWards, in the direction of the upper face of the con 
tainer. Preferably, a system for detecting the position of the 
upper plate 2 supplies to the electronic circuit information 
on the position of the upper plate 3, for example by detecting 
by means of an encoder or similar device the number of 
revolutions performed by the motor unit 5. 
When the upper plate 3 touches the upper face of the 

container of ?uid products, the continued action of the motor 
unit 5 effects progressive clamping of the container and, 
consequently, oWing to the vertical effort exerted by the 
bushes 7 on the ends of the movable cross-member 4, and to 
the reaction force exerted by the container, progressive 
?exion of the cross-member 4 in its longitudinal direction. 
To each value of the clamping force imposed by the motor 
5 there corresponds a speci?c degree of ?exion of the 
cross-member 4, to Which corresponds an elongation of the 
strain gauge 8, to Which corresponds a variation in the 
resistance R1 of the Wheatstone bridge. 
On reaching a speci?c threshold value of the clamping 

force, determined by the variation in the resistance R1, the 
signal detected by the electronic circuit is interpreted as a 
signal of correct clamping of the container of ?uid products. 
Said signal, together With the signals from any other sensors 
present in the mixers of knoWn type, contributes to the 
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4 
general veri?cation of the correct arrangement for use of the 
mixer and to the subsequent consensus for the actuation of 
the actual mixing phase. 

Aparticular advantage of the present invention lies in the 
fact that the continuous variation in the degree of ?exion of 
the cross-member 4, and therefore the continuous variation 
in the resistance R1 of the Wheatstone bridge, may be kept 
under control by the electronic system during the entire 
mixing phase, With the result that any loosening of the 
clamping of the container beloW the aforesaid predetermined 
threshold is immediately detected and suitably dealt With by 
the control circuit of the machine, for example by means of 
an alarm Warning to the operator or immediate interruption 
of the operation of the machine itself. 
A further advantage of the present invention lies in the 

possibility of disposing tWo strain gauges 8 in proximity to 
the opposed ends of the cross-member 4, such as to keep 
under independent control the respective clamping action 
effected by each operating rod 6 and corresponding threaded 
bush 7, detecting any lack of uniformity of action of the 
clamping assembly 1. 

In another embodiment of the present invention Which has 
proved particularly ef?cient, but Which should not be 
regarded as limitative, a strain gauge 8 has been positioned 
on each of the tWo major surfaces of the movable cross 
member 4. In this Way it is possible to further improve the 
accuracy of detection of the ?exing action exerted on the 
cross-member 4 by the clamping assembly. In fact, the strain 
gauges 8 thus disposed can effect temperature compensated 
control, since any deformations of the metal of Which the 
cross-member 4 is composed, caused by a variation in 
temperature of the cross-member 4 itself, vary uniformly the 
values of the resistances R1 and R2 of the Wheatstone 
bridge, maintaining unaltered the overall reading of the 
values provided by the strain gauge pair 8. 

While the principle of the invention remains the same, the 
embodiments and the details of production may of course 
vary Widely With respect to What has been described and 
illustrated, Without thereby departing from the scope of the 
present invention. 
What is claimed is: 
1. Adevice for controlling the clamping of a container on 

a mixer for ?uids of the type comprising at least one 
clamping assembly selectively operable for clamping a 
container, said container clamping assembly comprising at 
least tWo opposed plates, at least one of Which is selectively 
movable and connected to a transversely extending cross 
member having opposite ends connected to a drive assembly 
and sensor means mounted on said cross member for 
directly sensing a clamping force applied to the cross 
member during a clamping operation and emitting a con 
tinuous signal proportional to said clamping force. 

2. A device according to claim 1, Wherein the sensor 
means is comprised of at least one strain gauge mounted on 
said cross member. 

3. Adevice according to claim 3, Wherein said at least one 
strain gauge is connected to a control circuit adapted to 
detect the continuous variation of values detected by the 
strain gauge. 

4. A device according to claim 3, Wherein the connection 
betWeen the strain gauge and the control circuit is provided 
by means of a Wheatstone bridge. 

5. A device according to claim 3, Wherein the connection 
betWeen the strain gauge and the control circuit is provided 
by means of a remote signal transmission. 

6. Adevice according to claim 2, Wherein said at least one 
plate comprises on each of the major surfaces thereof at least 
one strain gauge. 


