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(57) ABSTRACT 

Coatings for Well screens that protect the screens from 
damage as they are inserted into the Wellbore and once in the 
Well, release reactive materials to react With and degrade 
potentially plugging materials such as drill solids, ?uid 
?ltercakes, ?uid loss additives, and drilling ?uids. The 
coatings can be speci?cally designed for individual Well 
conditions and are comprised of a binder that either melts or 
dissolves Within the Wellbore and one or more reactive 

materials such as acids, enzymes, surfactants, chelants, 
oxidizers or free radical generators and the like Which are 
released into the screen and the near Wellbore area and 
Which are effective in degrading or dissolving materials 
Which could potentially plug the screen. 

6 Claims, 3 Drawing Sheets 
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PRODUCT FOR COATING WELLBORE 
SCREENS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This is a divisional application of US. patent application 
Ser. No. 09/627,145 entitled “Product and Process for Coat 
ing Wellbore Screens” that Was ?led on Jul. 27, 2000 now 

US. Pat. No. 6,394,185. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to compositions for prevent 
ing ?oW capacity damage to Wellbore screens and slotted 
liners. More speci?cally, the present invention relates to a 
coating that is applied to Wellbore screens or slotted liners 
prior to insertion of the screens or slotted liners into the 
Wellbore. The coating is comprised of reactive materials 
mixed With a binder. The coating protects the screens and 
slotted liners during insertion into the Wellbore. 

Also, after the screens and slotted liners have been placed 
in the Well, the coating dissolves or melts off of the screens 
or slotted liners and the reactive materials Within the coating 
react With the Wellbore ?uids and remaining drill-in ?uid 
?ltercake to degrade them, thus preventing the screens and 
slotted liners from becoming plugged With the ?uids and 
?ltercake and thereby alloWing the Well to achieve optimum 
production. The term “drill-in” is used herein to de?ne the 
?uid used to drill into the producing interval of the Well and 
may differ from the composition of the drilling ?uid used in 
creating the rest of the Wellbore. 

2. Description of the Related Art 

Several types of screens and liners are used in poorly 
consolidated formations to alloW production of oil or gas. 
Fluids pass from the formation through the screens and up 
the tubing and out of the Well. Unconsolidated formation 
materials bridge on the screen material or external gravel 
pack and are prevented from passing into the tubing. 

The production of the Well is highly dependent on having 
the ?oW paths in the screen or liner remain open, thus 
alloWing the Well to produce at its designed rate. HoWever, 
often the screen Will become plugged With bridging agents, 
polymers, and drill solids that are left in the Wellbore at the 
completion of the drilling operation. The screen or liner may 
become plugged during placement of the screen as it is being 
pushed through remaining drilling mud or may become 
plugged once it is in place When the formation and remain 
ing ?ltercake collapse or are carried With the produced ?uids 
or gas onto the screen. This is particularly a problem in high 
angle or horiZontal Wellbores Where it is very dif?cult to 
successfully circulate cleaning treatments such as acids or 
enZymes around the screen to remove remaining drilling 
?uid ?ltercake prior to beginning production. 
As a result, When production begins, the remaining drill 

ing ?uid ?ltercake may be carried into the screen along With 
the reservoir liquids or gas and can plug or restrict produc 
tion from large areas of the screen. 

Various blends of Waxes and mixtures of Wax and poly 
mers have been used in the past to coat the screen or liner 

in order to protect the ?oW channels of the screen or liner 
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2 
While the screen or liner is being placed into the Wellbore. 
See US. Pat. Nos. 3,880,233 and 3,905,423 for examples of 
Wax coatings that might be suitable for such use. These 
Waxes generally Were designed to melt at the Wellbore 
temperature to restore the ?oW capacity of the screen. Also, 
some of these coating materials Were also soluble in crude 
oil. Other temporary coating materials have been used for 
this purpose, including meltable or dissolvable ?ber 
reinforced Wax, an active metal Which may be dissolved by 
acid or caustic solution, salts, asphaltenes that are dissolv 
able in crude oil, and eutectic compounds formed by com 
bining organic compounds. US. Pat. No. 5,320,178 teaches 
a ?ber-reinforced plug. US. Pat. No. 5,310,000 teaches an 
active metal Wrapped base pipe. US. Pat. No. 5,165,476 
provides examples of compounds that might be used as 
temporary coating materials. US. Pat. No. 4,202,411 pro 
vides an example of an acid soluble coating. 

Until noW, none of these coating materials have been 
designed to also include materials Which can be released 
after the screen or slotted liner is in place and react With or 

solubiliZe plugging materials that may be in the Wellbore. 

The present invention addresses this need in that it uses a 

coating binder, such as solid surfactants, Waxes, blends and 
the like, in Which to incorporate reactive materials, such as 
enZymes, chelants, organic acids, surface active agents, 
oxidiZers and other reactive materials Which are capable of 
dissolving, degrading, or dispersing potentially plugging 
materials, such as for example materials commonly found in 
drilling ?uids, ?ltercakes formed from these drilling ?uids, 
hydraulic fracturing ?uids, and high viscosity completion 
?uid “pills”. 
One object of this invention is to provide a coating on the 

screen or liner that serves to prevent damage to the screen or 

liner While the screen or liner is being inserted into the 
Wellbore. 

A further object of this invention is to release the coating 
from the screen or liner at a controlled rate. 

Another object of this invention is that the coatings can be 
customiZed for the particular Well environment and can also 
be designed so that the coating is released from the screens 
or liners sequentially. For example, the coating may be 
varied along the length of a Well so that the coating on the 
distal end of the string of screen is released from the screen 
prior to release of the coating on the proximal end of the 
string of screen. 

Still a further object of this invention is to release reactive 
materials from the coating that Will react With and dissolve 
or disperse materials that are commonly found in drilling 
?uids or in the ?ltercakes formed from these ?uids. 

Another object of the present invention is to release 
reactive materials into the Wellbore that serve to degrade 
high viscosity completion ?uid “pills” Which have been 
placed into the Wellbore to control ?uid loss during a 
completion. 

Still another object of the present invention is to degrade 
?uids used to place external gravel packs around the screen, 
i.e. gravel pack carrying ?uids. 
A further object of the present invention is to release 

reactive materials into the Wellbore that serve to degrade 
hydraulic fracturing ?uids that have been used in a “frac and 
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pack” application Where slurries of fracturing ?uid and 
particles have been pumped into the formation and pumped 
betWeen the screen and the Wellbore casing to pack the 
annulus. 

Another bene?t of this invention is that it may eliminate 
the need for a Wash pipe to be placed inside the screen in 
order to pump ?uids doWn to the end of the screen and 
circulate the Wellbore. If a Wash pipe is not employed, the 
binding agent for the coating Will be selected in such a Way 
as to remain in place until the pumping process is completed. 

SUMMARY OF THE INVENTION 

The present invention is a product and process for coating 
Wellbore screens and liners. The coating of the present 
invention serves to prevent ?oW capacity damage to sand 
control screens or slotted liners as the screens or liners are 

placed into the Wellbore and then melts or dissolves and 
releases materials Which react With potential screen plugging 
materials and thus minimiZes ?oW capacity damage to the 
screen or liner. The coating of the present invention is 
composed of a binding agent and one or more reactive 

materials or components, such as enZymes, chelants, organic 
acids, surface active agents, oXidiZers and other materials 
Which are capable of dissolving, degrading, or dispersing 
potentially plugging materials, such as for eXample materi 
als commonly found in drilling ?uids, ?ltercakes formed 
from these drilling ?uids, hydraulic fracturing ?uids, high 
viscosity completion ?uid “pills”, and gravel packing ?uids. 

Once the screen or liner has been placed across the 

production interval of the Well, the coating is released from 
the screen or liner, either by melting or dissolving the binder 
of the coating. The rate of release can be controlled by 
proper selection of binder, i.e. selection of a binder With a 
melting point that matches the Wellbore temperature Within 
the Well or selection of a binder that dissolves in the drilling 
?uid employed in the Well. 
When released from the coating that covers the screen or 

liner, the reactive components disperse, degrade or dissolve 
potentially plugging materials in the near Wellbore area and 
minimiZe plugging to the screen or slotted liner. 

The eXact composition of the binding agent and the 
reactive materials to be used in the present invention are 
selected based on the type of drilling, completion, gravel 
pack, or fracturing ?uid in the Wellbore. The binder is 
generally selected based on tWo criteria: bottom hole tem 
perature of the Well and the type of drilling mud employed 
in the Well. The reactive ingredients are selected based on 
various factors, including but not limited to, compatibility 
With the binder, compatibility With the other reactive 
ingredients, and reactivity With the drilling ?uid and With 
possible drill solids that may be present in the Wellbore. 

The composition of the binding agent and reactive agents 
Within the coating and the placement of the coating on the 
screen assembly, slotted liner, or associated pipe can also be 
altered depending on Whether the Well Will be gravel packed 
around the screen once the screen is in place. 

The coating can be applied to the screen or slotted liner 
and associated tubing in various Ways. In one method of 
application, a screen and protective shroud are fully impreg 
nated With the coating. 
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4 
Another method of application involves internally coating 

or ?lling With the coating some portion of the basepipe on 
Which the screen material is secured, in addition to ?lling the 
screen material and an external erosion shroud that may be 

provided surrounding the screen material. This method of 
application of the coating results in higher levels of reactive 
materials being placed into the Wellbore. After the binding 
agents melt or dissolve to release the reactive materials, the 
reactive materials can diffuse throughout the Wellbore before 
production is initiated, or an overbalance pressure can be 
applied to the inside of the basepipe to force the reactive 
materials through the screen or liner and into contact With 

the potentially plugging materials, i.e. the residual drilling 
?uids or ?ltercakes. 

Another method of application that results in still higher 
levels of reactive agents being placed into the Wellbore is to 
apply the coating to blank segments of basepipe that are 
located betWeen the screen segments Within the Well. The 
coating is placed on the blank pipe until the diameter of the 
blank pipe is approximately the same as the diameter of the 
screen and shroud sections. A suitable cage or basket may 

optionally be placed on the blank pipe in order to give 
mechanical support to the chemical composition comprising 
the coating. 

Still another method of application involves coating and 
?lling Wire-Wrapped screens that contain internal gravel 
prepacks. The reactive materials released from the coating 
on the screen can be designed to degrade remaining gravel 
pack viscosifying polymers such as hydroXyethyl cellulose 
or Xanthan. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a Well employing a string of continuous screen 
that has been coated in accordance With a preferred embodi 
ment of the present invention. 

FIG. 2 is a Well employing a string of non-continuous 
screen comprised of screen segments and blank pipe 
segments, both of Which have been coated in accordance 
With a preferred embodiment of the present invention. 

FIG. 3 is a cross sectional vieW of a Wellbore screen taken 

along line 3—3 of FIG. 2, shoWing the structures of the 
screen that can be coated in accordance With the present 
invention. 

FIG. 4 is a graph illustrating the change in ?uid loss 
control for a ?ltercake that has come into contact With 

reactive materials Which have been released from a coating 
on a screen. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

The Invention 

Referring noW to FIG. 1, there is illustrated an oil or gas 
Well 10 With a horiZontal portion 18. The Well 10 is shoWn 
With a Well casing 12 and production tubing 14 that is 
located inside the casing 12 and eXtends from the ground 
surface 16 doWnWard into the Well 10. As illustrated in FIG. 
1, the horiZontal portion 18 of the completed Well 10 
contains a plurality of screen segments 20 that are connected 
together to form a continuous screen 22 that may eXtend 
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horizontally for over one thousand feet in a Wellbore 23 
created in the formation 24. 

The present invention is a product and process for coating 
these types of Wellbore screens 20. Although the invention 
is shoWn in the illustrations in association With screens 20 
for a horiZontally completed Well 10, the invention is not so 
limited and may be used in association With any type of Well. 
Also, the invention is described hereafter for use in asso 
ciation With screens 20, but the invention is not so limited 
and may be used With slotted liners, blank pipe, etc. 

Referring noW to FIG. 2, there is illustrated the same Well 
10 as depicted in FIG. 1 but With the continuous screen 22 
having been replaced by a set of screens 20 that are spaced 
apart from each other by blank pipe segments 26. The blank 
pipe segments 26 connect to and betWeen the screen seg 
ments 20, separating the screen segments 20 from each 
other. Together, the blank pipe segments 26 and the screen 
segments 20 form a non-continuous screen 28 as an alternate 

to the continuous screen 22 that is illustrated in FIG. 1. For 
clarity the invention Will hereafter be discussed in detail in 
relationship to screens or screen segments 20. HoWever, the 
invention is not so limited and may be used in association 
With continuous screens 22, With non-continuous screens 28, 
or With other suitable structures. 

The present invention is a product and process for coating 
Wellbore screens 20 to prevent ?oW capacity damage to the 
screens 20 as the screens 20 are placed into the Wellbore 23 

and to release reactive materials from the coating once the 
screen 20 or slotted liner is in place to reduce or prevent 
plugging of the screen 20 or liner. 

The coating of the present invention is composed of a 
binding agent and one or more reactive materials or 

components, such as enzymes, chelants, organic acids, sur 
face active agents, oXidiZers and other reactive materials 
Which are capable of dissolving, degrading, or dispersing 
potentially plugging materials, such as for eXample materi 
als commonly found in drilling ?uids, ?ltercakes formed 
from these drilling ?uids, hydraulic fracturing ?uids, and 
high viscosity completion ?uid “pills”. 

Once the screen 20 or liner has been placed in the 
production interval of the Well 10, the coating is released 
from the screen 20 or liner, either by melting or dissolving 
the binder of the coating. The rate of release can be con 

trolled by proper selection of binder, i.e. selection of a binder 
With a melting point that matches the Wellbore temperature 
Within the Well 10 or selection of a binder that dissolves at 

a controlled rate in the ?uids in the Well 10. 

With the release of the coating from the screen or liner, the 
reactive components separate from the binding agent and 
react With potentially plugging materials in the near Well 
bore area. By dispersing, degrading or dissolving potentially 
plugging materials in the near Wellbore area, the reactive 
components prevent the screen 20 or liner from becoming 
plugged With these materials. 

The eXact composition of the binding agent and the 
reactive materials to be used in the present invention are 
selected based on the type of drilling, completion, gravel 
pack, or fracturing ?uid in the Wellbore 23 and the type of 
formation, the drilling solids Which may be present, and the 
eXpected Wellbore temperature during placement of the 
screen 20. 
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6 
High melting point surfactants, Waxes, and blends of these 

elements have been found to make good binders. Several 
useful compositions for binders are described in US. Pat. 

Nos. 3,768,563; 3,880,233; 3,905,423; 5,165,476; and 
5,320,178. Inorganic materials such as sodium silicate have 
also been used as binders in other applications such as for 
making pellets containing oXidiZers and chelants. Inorganic 
binders might be useful in certain Well conditions. 

Selection of Binder 

It is sometime possible for a binder to also serve other 

functions, such as also being a surfactant or being a source 

of acid. An eXample of a binder, Which is useful in appli 
cations beloW about 150 degrees Fahrenheit bottom hole 
static temperature, is the nonionic surfactant Igepal 
DM970FLK. This material is effective in making a stable 
coating capable of containing reactive materials, but also 
loWers the surface tension When it dissolves. For higher 
temperature applications, it may be desirable to use a 
material such as a high melting point organic acid like 
polyglycolic as the binder. Glutaric acid has been found 
useful in the present invention as a binder material in the 
place of high melting point surfactants in creating mid 
temperature range formulations. Not only does glutaric acid 
function as a binding material, it is also capable of reacting 
With and dissolving calcium carbonate, thereby providing 
more reactive capability in the formation. 

Selection of Reactive Materials 

The reactive materials are selected based on various 

factors, including but not limited to, compatibility With the 
binder, compatibility With the other reactive ingredients, 
compatibility With the drilling ?uid, the types of potentially 
plugging materials that are eXpected to be present in the 
Wellbore 23, and the eXpected Wellbore temperature. These 
reactive materials may include enZymes, chelants, acids, 
surfactants, oXidiZers or free radical generators, corrosion 
inhibitors, scale or paraf?n inhibitors or other speci?c 
chemicals as called for by a particular Well condition. Some 
of these possible reactive materials Will be discussed here 
after. 
EnZymes 
EnZymes are useful materials for degrading polysaccha 

ride materials commonly found in Water-based drilling or 
completion ?uids. The enZymes can attack speci?c chemical 
linkages in the molecules and degrade the polymers into 
smaller fragments that do not plug the ?oW channels in the 
screen 20 or the porosity in the formation 24 near the 

Wellbore 23. 
EnZymes may be selected based on the type of Water 

soluble polymer used in the drilling ?uid or completion 
?uid. Suitable enZymes for this purpose include mannanase, 
hemicellulase, amylase and the like. Other examples are 
listed in US. Pat. Nos. 5,247,995 and 5,126,051 and include 
glucosidase, endoXylanse, eXo-Xylanase, and the like. The 
preferred physical state of the enZymes for use in the coating 
is as solids or liquid enZymes that have been adsorbed onto 

treated supports. 
Chelants 

Filtercakes on the Wellbore often contain bridging par 
ticles from the drilling mud such as calcium carbonate 
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particles, and small particles of the formation 24 that have 
been formed during the drilling process. These particles can 
be particularly damaging to ?oW channels in screens 20 and 
pore spaces in the near Wellbore formation 24. Chelants can 
be used to dissolve these particles. Several chelants can be 
used, and their selection is based on such considerations 
such as the other types of materials in the formulation. For 
example, if enZymes are also in the mix, an acid form of the 
chelant may be used to achieve the desired pH once the 
reactive materials have been released from the binder. Com 
mon chelants include the acid or the partially or fully 
neutraliZed form of ethylenediaminetetraacetic acid, nitrilo 
triacetic acid, citric acid and the like. The preferred physical 
state of the chelants for use in the coating is as solids so that 
they may be easily incorporated into the binding agent. In 
some cases, chelants that are normally liquids can be con 
verted into solids for this purpose. For example, triethano 
lamine can be reacted With hydrochloric acid to form a solid 

salt, Which can be incorporated into the binder. 
Acids 

Several organic acids are useful in degrading the polysac 
charides commonly found in drilling or completion ?uids. In 
addition, organic acids also dissolve materials such as cal 
cium carbonate. Preferred acids for inclusion in the coating 
include sulfamic, benZoic, citric, fumeric, polyglycolic 
acids, and combinations of organic acids With ammonium 
bi?uoride, and the like. The preferred acids are solids at 
standard conditions or are liquids that have been adsorbed 
onto a support material or have been encapsulated. 

Additionally, materials such as esters, Which hydrolyze 
under doWnhole conditions to form acids, can be used as an 

acid in the coating. An example is glycolic acid that is 
formed When polyglycolic acid hydrolyZes. 

Another useful method of creating strong acids Within the 
Wellbore 23 from the reactive materials is to use a blend of 

organic acids With a hydrogen ?uoride salt such as ammo 
nium bi?uoride. A solid organic acid can be blended in a 
binder With a material such as sodium or ammonium bif 

luoride. When the binding agent releases the reactive mate 
rials and they dissolve, hydro?uoric acid is produced. 
Hydro?uoric acid is very effective in hydrolyZing polysac 
charide materials or dissolving materials such as clay par 
ticles. 
Surfactants 

Surfactants loWer the surface and interfacial tension of 
solutions. Surfactants are also useful in dispersing fragments 
of polymers and inorganic particles into small colloids, 
Which can then pass through pore spaces and ?oW channels. 
Additionally, they are useful in improving the ?oW from 
Wellbores 23. They may also be foaming agents that can 
foam gases and liquids in the Wellbore being produced from 
the formation 24 so that the hydrostatic head in the produc 
tion tubing 14 is reduced and the Well 10 can produce at 
higher rates. Some surfactants can be used as the binding 
agents and serve a dual purpose in the coating. 

Other examples of useful surfactant compositions include 
those sold as SLICK STICKS and FOAM STICKS by Select 

Industries, Inc. located at PO. Box 2450, Wichita Falls, Tex. 
76307. 
OxidiZers or Free Radical Generators 

It is also possible to incorporate reactive materials in the 
coating that can degrade the polymeric materials by oxida 
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tion or by reacting With dissolved oxygen in the Water in the 

Wellbore 23 to produce free radical species that can degrade 
potentially plugging materials such as xanthan polymer. 
Examples of free radical generators include ascorbic acid or 

erythorbic acid. OxidiZers include sodium, ammonium, 
potassium, calcium, Zinc, or magnesium peroxide. US. Pat. 
No. 5,624,886 issued to DaWson et al. speci?cally teaches 
use of calcium peroxide and magnesium peroxide. 

Other Additives 

The current invention includes the ability to deliver other 
chemical additives to a precise location in the Wellbore 23. 

It is envisioned that other useful reactive materials may be 
delivered in this manner. The useful materials could be 

classes of materials such as corrosion inhibitors, scale or 

paraffin inhibitors, or other speci?c chemicals as called for 
by a particular Well condition. 

Creating and Testing the Coating Blend 

The folloWing examples are presented to shoW the utility 
of the invention and are not intended to limit the invention 

in any Way. The examples that folloW illustrate the folloWing 
tWo steps that must be accomplished to develop a speci?c 
coating for a particular Well application according to the 
present invention: 

1. selecting the coating composition and initial evaluation 
for coating properties, and 

2. testing the coating composition to verify that it can 
degrade drilling ?uid ?ltercakes. 

1. Selecting the Coating Composition and Initial Evaluation 
for Coating Properties: 

The ?rst step in the process of selecting a composition to 
?ll and coat the porous ?oW channels of screens 20 or slotted 

liners is to select possible binding and active agents and 
evaluate the properties of the resulting solid coating. 

Tests for Binder/Active Materials Formulation: 

The object of this test is to determine What materials are 
compatible and the ratios of materials that can be formulated 
together to produce a potting material of suf?cient strength 
to be able to be useful in ?lling and coating screen assem 

blies or slotted liners. 

Procedure: 

The binding agent is melted and blended With the active 
materials. The resulting formulation is cast into test molds. 
The appearance of the formulation is then observed. Three 
charts are provided beloW. The ?rst tWo charts shoW 

examples of several formulations and include observations 
on the appearance of each formulation. The ?rst chart 

includes examples of simple formulations, the second chart 
includes examples of more complex formulations, and the 
third chart provides example of changes to formulations that 
can be made to control the melting point of the binding 
agent. 
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Filtercake Degradation Test Procedure: 

1. Preparing a coated screen containing cleanup additives. 
2. Preparing a drilling ?uid ?ltercake by forcing a drilling 

Test Active Comments on 5 ?uid against a porous ?lter media. 
No. Binder grams material grams appearance 3. Suspending the coated screen 1 in. above the ?ltercake in 

_ a test cell containing a brine solution. 
1 Para??n * 2 polyglycohc 6 dry/crumbly 4. Applying a differential pressure across the ?lter media and 

acid - 
2 P . . ?ltercake and heating the test cell. 

ara?in 6 Polyglycolic 2 Free?oWing, . . . . 

acid smooth coating 5. Monitoring the time and rate‘ of ?uid ?oW through the 
3 Paraf?n 3 polyglycolic 15 Free ?owing, 10 ?ltercake as the reactive materials in the coated screen are 

acid smooth coating released and attack the ?ltercake. 
Fumaric acid 1.5 6. Measuring the ?nal permeability of the porous material 

4 Igepal 2 EDTA 2 Smooth Coating and comparing it to the original value. 
DM97OFLK Preparing Coated Screens: 

* melting point : 1500 E 15 In these examples, ?at samples of S-gauge Wire-Wrapped 
screens, approximately 2 inches in diameter Were used. 

Examples of More Complex Formulations. 

Binder Enzymes Organic 
(gm) gm Acids 

Test Igepal Enzeco Chelant gm 

No. DM97O Validase- Enzeco Exsize (gm) Fumaric Sulfamic 
5 FLK X FG ASE-P EDTA acid acid Comment 

6 2.5 2.5 crumbly 
7 2.5 2.5 crumbly 
8 2.5 2.5 smooth coating 
9 2.5 2.0 .5 " 

10 2.5 2.0 .5 " 

11 2.5 2.5 " 

12 2.5 2.0 .5 " 

13 2.5 2.5 " 

14 2.5 2.5 " 

15 2.0 2.0 " 

16 2.0 2.5 " 

17 1.6 2.4 Does not 

mix Well, 
balls up. 

40 
Examples of Formulation Changes to Control the Melting 
Point of the Binding Agent. 

Blends of Surfactants and Para?in 

% by Weight Melting Point 

NP-5OO Para?in ° F. 

O 100 150 
50 50 112 
20 80 125 
100 O 99 

2. Testing the Coating Composition to Verify that it can 
Degrade Drilling Fluid Filtercakes. 

A laboratory test method Was developed in order to 

evaluate the effectiveness of coated screens to remove 

?ltercakes that had been formed from Water-based drilling 
?uids. 

This test indicates Whether the active materials in the 

coated screen are effective in attacking drilling ?uid ?lter 

cakes. These ?ltercakes could damage the ?oW capacity of 
the Well if not degraded. 

45 

55 

65 

Other types of screens could have alternately been used. 
1. Record the initial screen Weight. 
2. Heat the binding material to its melting point. 
3. Add reactive materials and mix until uniform. 
4. Apply the molten slurry to the screen and form a uniform 

coating. 
5. Record the ?nal screen Weights With the coating. 

Test Procedure for Removal of Drilling Fluid Filtercake: 

1. Soak 5-micron ceramic disk under vacuum. 
2. Pre-heat the heating jacket to the testing temperature. 
3. Place disk into a 500 ml high temperature, high pressure 

?uid loss (HTHP) cell. 
. FloW deioniZed (DI) Water through the ceramic disk at 5 
psi in the production direction. 

. Record the rate of ?oW When a constant rate is reached. 
6. Record time to ?oW 200 ml of DI Water through the disk. 

This represents the initial production permeability. 
Remove the top cap and pour out the ?uid from the cell. 

. Fill the cell With a Water-based drill-in ?uid (150 ml). 
9. Place the top on the cell and place the cell in the heating 

jacket With disk on the bottom and the valve beloW the 
disk in the closed position. 

10. Place 300 psi of nitrogen on the top of the ?uid. 
11. Let the cell stand for 30 minutes to bring the ?uid up to 

speci?ed test temperature. 
12. Open the bottom valve to place a differential pressure 

across the disk. 
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13. Record the leakoff rate as the drilling ?uid ?ltercake is 
formed on the ceramic disc. 

14. After 4 hours close the leakoff valve, cool and release the 
pressure from the cell. 

15. Remove the top cap and pour off mud. 

12 
above the drilling ?uid ?ltercake. The cell Was alloWed to 

return to the speci?ed test temperature and the 300-psi 
differential pressure across the ?ltercake and ceramic disc 

applied. FIG. 4 is a chart that illustrates the leakoff through 
5 

16. Place 300 ml of 2% KCl onto the cake gently With the ?ltercake and disc. The coating on the screen Was 
bottom Valves 1n the Closed posmoh' _ _ designed to release at the test temperature. The leakoff curve 

17. Attach the coated screen to a section of 1A1 1nch tubing . . . . 
Connected to the underside of the top Cell Cap‘ illustrates that the active materials from the coating Were 

18. LoWer coated screen into cell to approximately 1 in. 10 released and hegah to degrade the thud hltereake After 
above the ?ltercake and fasten top cap I0 the HTHP C611- about 80 min., the ?ltercake Was penetrated and ?oW began 

19' Apply 300 p51 of mtrogen messura _ to rapidly increase through the ceramic disc. The ?oW 
20. Open bottom valve and monitor leakoff as a function of _ _ 
?nm Shut Off leakoff When 100 m1 passes through the disc through the disc Was halted after 100 ml. and the cell shut-1n 
or when total leakoff time reaches 16 hr, Whichever Occurs for the remained of the 16 hours of soak time. The retained 
?rst 15 permeability of the ceramic disc Was then determined in the 

21. Open the cell and remove the screen. Replace the top production direction and Was 94%_ 
cap. 

22. FloW DI Water through disk at 5 psi in the production _ _ 
direction' In the test described above, an 8-gauge Wire-Wrapped 

23. Determine the time to ?oW 200 ml. in the production 20 Sereeh Was Coated With the eothpositioh ShOWh below 
direction. 

24. Calculate % return permeability in the production 
direction=return ?oW time from Step 23 to 200 ml/initial lgepal 6 0 g Initial Screen Wt (g) _ 44 66 
?oW time to 200 ml from Step 6x100. 25 EDTA 30 g Coated Wt (g) = 5498 

HEDTA 0.6 g Final Wt. (g) at end of test = 44.9 

Detailed Example of a Filtercake Degradation Test Ascorbic Acid 1-0 8 
This test Was run according to the procedure given above. ASE'P 0'7 g and 

The drill-in ?uid Was a Water-based ?uid containing sized ' g 

calcium carbonate particles, starch, Xanthan gum, and bac- 3O 
tericide and Was designed to control mud leakoff rate and to _ _ _ _ _ 

be stable at the test conditions. The drill-in ?uid Was placed Several addltlehal tests Were Completed testlhg Vahatlehs 
into the test cell, heated to the speci?ed test temperature, i.e. 1h the Sereeh eoatlhg eothposltloh- The results of those tests 
150 degrees Fahrenheit in this test run, and a 300-psi are recorded 1h the fOhOWlhg table 
differential placed across the ceramic disc to alloW leakoff to 35 
occur for 4 hours. Atotal of 22 ml of ?ltrate from the drilling Summary of Filtercake Removal Test Results. 

Coating Composition applied to 
the screen 

Igepal Ascorbic 
970 EDTA HEDTA Acid Enzyme Leakoff Return Perm 

Test No. (g)l (g) (g) (g) (g) pH Product 

18 6.0 3.2 1.6 1.2 5.06 10% 
19 6.0 2.4 1.2 1.2 FG 4.63 21.8% 

1.2 
20 6.0 1.8 1.8 1.2 FG 4.24 90.5% 

1.2 
21 6.0 3.0 0.6 1.2 ASE 6.37 30.2% 

1.2 
22 6.0 1.8 1.8 1.2 Mannase 4.24 74% 

1.2 
23 6.0 3.0 0.6 1.0 ASE 1.0 6.01 69.0% 

Mannase 
0.4 

24 “Blank” Test. No coating on screen <1% 
25 6.0 3.0 0.6 1.2 ASE 5.95 36% 

1.2 
26 6.0 3.0 0.6 1.0 ASE 0.7 4.4 94 

FG 0.7 

ASE = Enzeco EXsize ASEP Enzyme 
FG = Enzeco FG enzyme 

?uid passed through the ceramic disc. The remaining drilling 
?uid Was then removed from the cell and 300 ml of 2% 

potassium chloride solution placed into the cell. The coated 
screen Was then loWered into the cell approximately 1 inch 

65 
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De?nitions 

The Following Tradenames/Trademarks, Which 
have been Referred to Herein, are Given Along 

With their Composition and Supplier 

Material 
Trade Name/ 
Trademark Composition Supplier 

Validase X hemicellulase Valley Research, 
Inc South Bend, IN 
Valley Research Inc 
South Bend IN 

Validase FAA 4O I.U.B. 3.2.1.1 1.4 
Alpha-D-glucan 
glucanohydrolase 

IGEPAL DM ethoxylated dinonylphenol and Rhodia 
970 FLK nonylphenol, branched Cranbury NJ 
EDTA/HEDTA tetrasodium salt of DoW Chemical Co. 

ethylenediamine-tetraacetic 
acid or ethylenediarnine 
tetraacetic acid 

Enzyme Mannanase ChemGen Corp 
Gaithersburg MD 

NP-SOO alkylphenol ethoxylates BASF 
Xanvis xanthan gum Kelco 

Houston TX 
Enzeco alpha-amylase EDC 
ExsiZe-ASE P New York, NY 
Enzeco FG cellulolytic EDC 

NeW York, NY 

Application of the Coating onto the Screen 

The composition of the binding agent and reactive agents 
Within the coating and the placement of the coating on the 
screen assembly 20, liner (not illustrated), or associated pipe 
23 can also be altered depending on Whether the Well Will be 
gravel packed around the screen 20 once it is in place. 

The coating can be applied to the screen 20 or liner (not 
illustrated) and associated pipe 23 in various Ways. In one 
method of application, coating is applied to and fully 
impregnates the screen 20 and its protective shroud. As 
illustrated in FIG. 3, the screen 20 includes a basepipe 30, 
stand offs 34, and Wire 36. FIG. 3 also includes a Washpipe 
32 located internally to the basepipe 30. FIG. 3 illustrates a 
Wire Wrapped screen, hoWever the present invention can also 
be employed With premium type screens that employ 
pressed or sintered metal instead of Wire. The coating can be 
applied to all of the elements of the screen 20, the protective 
shroud surrounding the screen 20, and all of the openings 
existing betWeen the screen 20, the stand offs 34, and the 
Wire 36 

Another method of application, involves internally coat 
ing or ?lling With the coating some portion of the perforated 
basepipe 30 on Which the Wire 36 that forms the screen 
material is secured, in addition to ?lling the openings of the 
screen material and possible external shroud. This method of 
application of the coating results in higher levels of reactive 
materials being placed into the Wellbore 23. After the binder 
melts or dissolves to release the reactive materials, the 
reactive materials can diffuse throughout the Wellbore 23 
before production is initiated, or an overbalance pressure can 
be applied to the inside of the basepipe 30 to force the 
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14 
reactive materials through the screen 20 and into contact 

With the potentially plugging materials, i.e. the residual 
drilling ?uids or ?ltercakes, etc. 

Another method of application that results in still higher 
levels of reactive agents being placed into the Wellbore 23 is 
to apply the coating to the blank pipe segments 26 that are 
located betWeen the screen segments 20 Within the Well 10 
for non-continuous screens 28. The blank pipe 26 is coated 
externally With the coating until the diameter of the blank 
pipe 26 is the same as the screen 20 and shroud sections. A 

suitable cage or basket (not illustrated) may optionally be 
placed on an exterior surface 42 of the blank pipe 26 in order 
to give mechanical support to the chemical composition 
comprising the coating. 

Still another method of application of the coating is to use 
a screen 20 that has been ?lled With the coating in a gravel 
pack completion. In this completion, siZed sand or other 
particulates are circulated or squeeZed around the screen 20 
until the annular area is packed. The reactive materials 
released from the coating on the screen 20 can be designed 
to degrade remaining gravel pack viscosifying polymers 
such as hydroxyethyl cellulose or xanthan. 

While the invention has been described With a certain 
degree of particularity, it is manifest that many changes may 
be made in the details of construction and the arrangement 
of components Without departing from the spirit and scope 
of this disclosure. It is understood that the invention is not 
limited to the embodiments set forth herein for the purposes 
of exempli?cation, but is to be limited only by the scope of 
the attached claim or claims, including the full range of 
equivalency to Which each element thereof is entitled. 
What is claimed is: 
1. A coating for application onto a Wellbore screen com 

prising: 
a chemical binder applied to a Wellbore screen, at least 

one reactive material mixed With said chemical binder 
so that the reactive material is released from the binder 
When the Wellbore screen is inserted into a Wellbore. 

2. A coating according to claim 1 Wherein at least one 
reactive material is selected from one or more of the 

folloWing materials: chelants, organic acids, enZymes, free 
radical generators, oxidiZing agents, and combinations of 
organic acids With ammonium bi?uoride. 

3. A coating according to claim 1 Wherein at least one 
reactive material is an enZyme capable of degrading xanthan 
gum. 

4. A coating according to claim 1 Wherein at least one 
reactive material is an enZyme capable of degrading natural 
or chemically modi?ed starches. 

5. A coating according to claim 1 Wherein at least one 
reactive material is an enZyme capable of degrading deriva 
tiZed cellulose. 

6. A coating according to claim 1 Wherein at least one 
reactive material is an enZyme capable of degrading natural 
or derivatiZed guar gum. 


