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To all whom it nmyoonccrlt: . 
Be it known that 1, WILLIAM G. SHADDLE, 

a citizen of the United States of America, re 
siding at Sheridan, in the county of Allegheny 
and State of Pennsylvania, have invented 
certain new and useful Improvements in Cur 
tain-Poles, of which the following is a speci 
?cation, reference being had therein to the 
accompanying drawings. 
This invention relates to certain new and 

useful improvements in curtain-poles, and 
more particularly to that class of curtain-poles, 
wherein the use of pins and rings is entirely 
dispensed with. 
The invention, briefly described, consists of 

a curtain-pole having a recess formed there 
in extending in alineinent with said pole, said 
recess having inwardly- extending beveled 
walls for the purpose of receiving a strip of 
metal, between which the curtain is clamped 
and properly retained in position. 
The invention has for its further object to ' 

construct a certain - pole of the above-de 
scribed class that will be extremely simple in 
construction, strong, durable, comparatively 
inexpensive to manufacture, and one wherein 
a curtain may be easily removed when de 
sired. 
With the above and other objects in view 

the invention consists in the novel combina 
tion and arrangement of parts to be herein 
after more fully described, and speci?cally 
pointed out in the claim. 
In describing the invention indetail ref 

erence is had to the accompanying drawings, 
forminga partof this speci?cation,and where 
in like numerals of reference indicate corre 
sponding parts throughout the several views, 
in which 
Figure 1 is a perspective view of the cur 

tain-pole, the metal fastening removed there 
from. Fig. 2 is a perspective view of the 
metal fastening-strip. Fig. 3 is an enlarged 
end view of the curtain-pole, fastening-strip, 
and curtain as the same appear when the 
parts are connected together in proper posi 
tion. . Fig. 418 a vertical sectional view show 
ing the position of the parts when secured to 
gether. 
In the drawings the referencemumeral 1 in 

dicates a curtain-pole, having formed therein 
a longitudinal recess 2, said recess having 
beveled walls 3, which. extend in opposite di 

rections from the edge of the pole. 
cess 2 forms shoulders 4. 
The reference-numeral 5 indicates a strip 

of metal Which is arc-shaped is cross-section. 
This metal is of sufficient resiliency to allow 
the same to be placed in the recess, the ends 
thereof abutting against the inclined walls 3 
of the shoulderswh'which effectually retain 
the same. 
The reference-numeral 6 represents a cur 

tain which is clamped between the securing 
strip 5 and the body portion of .the curtain 
pole. ' - ‘ 

The manner of applying a curtain is as fol 
lows: The fastening-strip 5 is placed in the 
desired position, with the curtain draped over 
the same, as shown in Fig. 3 of the drawings. 
The device is then placed in proper position 
and by a slight pressure the upper and lower 
edges of the fastening-strip will spring into 
their proper position within the recess and 
will be effectually retained therein. 
The many advantages obtained by the use 

of my improved pole will be readily apparent 
from the foregoing description, taken in con 
nection with the accompanying drawings. 

It will be noted that various changes may 
be made in the details of construction with 
out departing from the general spirit of my 
invention. ' ' 

Having fully described my invention, What 
Iclaim as new, and desire to secure by Letters 

This re 

_ Patent, is-~ 
In a device of the character described, a 

curtain~pole having a segmental recess formed 
in its periphery throughout its entire length, 
inwardly-extending beveled walls formed in 
said recess, in combination with a fasten 
ing-strip of the same length as the recess, 
said strip being arc-shaped in cross-section, 
the said strip adapted to have the curtain 
folded thereover and to have its edges pressed 
toward one another whereby the strip may 
be inserted into the recess,and thereafter have 
its edges spring apart so as to press against 
said walls by the resiliency of the strip, sub 
stantially as described. ‘ 
In testimony whereof I affix my signature 

in the presence of two witnesses. 
WILLIAM C. SHADDLE. 

Witnesses: ' 

Joan NoLANn, 
E. E. POTTER. 
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