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MOUNTING FOOT ASSEMBLY FOR 
LIGHTBAR 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention generally relates to mounting hard 
Ware for securing Warning light arrays to motor vehicles and 
more particularly to a mounting foot assembly for securing 
a lightbar to the roof of a motor vehicle. 

2. Description of the Related Art 
Lighting systems for mounting on the exterior of police 

and other public service vehicles have long been knoWn in 
the art. Exterior mounting of such lighting systems is 
generally preferred in order to enhance the visibility thereof, 
i.e., a Warning light mounted above the roof of an emergency 
vehicle may be more readily seen than a light mounted 
beloW the vehicle roof line or Within the vehicle. Such 
exterior mounting also affords the possibility of the emitted 
light being seen from any direction and minimizes the 
possibility that the light produced by the lighting system Will 
interfere With the vision of the vehicle operator. 
A long-standing problem associated With lightbar assem 

blies resides in mounting the assembly to the vehicle in such 
a manner that it may be easily positioned as desired on the 
vehicle and, most importantly, Will not become loose due to 
vibration or other causes and either change position or 
become dislodged. There are, of course, many mounting 
assemblies knoWn in the prior art for attaching devices to the 
roof of a motor vehicle. US. Pat. No. 4,588,118 (hereinafter 
the ’118 patent), assigned to the assignee of the present 
invention, discloses a mounting foot assembly for securing 
a lightbar to the exterior of a motor vehicle. Speci?cally, the 
mounting foot assembly includes a mounting member foot 
portion and gutter clamp Which support the mounting mem 
ber in clamped relationship to a rain gutter of the motor 
vehicle. An upWardly projecting portion of the mounting 
member has laterally projecting tabs for engagement With 
inWardly facing longitudinal slots de?ned by an I-beam 
extruded aluminum strength member. The mounting foot 
assembly includes locking cams con?gured to extend out 
Wardly to engage the bottom of the longitudinal slots. When 
secured in their engaged position, the locking cams secure 
respective of the mounting members to the I-beam and urge 
the corresponding gutter clamp inWardly to secure the 
mounting foot assembly to the gutters at the opposite sides 
of the vehicle. 

While the lightbar mounting foot assembly disclosed in 
the ’118 patent has been commercially successful and pro 
vided a secure engagement betWeen the lightbar and the 
motor vehicle, further improvements in lightbar mounting 
are possible. For example, modern motor vehicle design has 
eliminated the outWardly projecting rain gutter and thus a 
convenient clamping location. Further, reinforced plastic 
materials may be used to form a mounting foot having 
improved ef?ciency of manufacture and aesthetic appear 
ance. These changes result in the need for a neW and 
effective mounting foot assembly that is compatible With 
modern vehicle con?gurations and mounting foot materials. 

The lightbar disclosed in the ’118 patent, as Well as that 
disclosed in US. Pat. No. 5,027,260 (hereinafter the ’260 
patent), also assigned to the assignee of the present 
invention, are constructed around a longitudinally extending 
extruded aluminum strength member. This strength member 
may be in the form of an I-beam as shoWn in the ’ 118 patent, 
a concave channel as shoWn in the ’260 patent, or the like. 
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2 
Extrusion is an ef?cient method for obtaining a strength 
member of high rigidity having a complex sectional con 
?guration. Longitudinally extending features are arranged 
for the mounting of lightheads, internal components such as 
poWer supplies to the interior of the extrusion and exterior 
components such as lenses to the exterior of the extrusion. 

Typically, components are engaged With longitudinal fea 
tures de?ned by the extrusion and slid along the length of the 
extrusion into a desired position Where they are secured in 
place by set screWs bearing against the extrusion. Brackets 
or mounting feet for a lightbar have been ?xed to the bottom 
exterior surface of the lightbar strength member in a similar 
manner. Lightbars are typically assembled according to a 
customer’s speci?cation and shipped to the customer for 
installation on a motor vehicle. In a fully assembled lightbar, 
end caps may cover entry openings for all of the longitudi 
nally extending features, including the inWardly facing slots 
con?gured to receive the upper portions of mounting brack 
ets or mounting feet. In such a lightbar, the feet must be 
mounted to the lightbar prior to installation of the end caps 
or the lightbar must be partially disassembled by the end 
user to accommodate mounting of the support foot or 
mounting bracket. Shipping a lightbar With the mounting 
feet attached increases the cost of shipping and also 
increases the likelihood of breakage during shipment. End 
user disassembly and re-assembly of lightbar components to 
the extrusion complicates lightbar installation. Disassembly 
also presents the possibility of leakage and premature failure 
of lightbar components. 

There is a need in the art for a mounting foot for a lightbar 
Which is compatible With an extruded lightbar strength 
member and Which does not require disassembly of the 
lightbar for mounting the foot to the lightbar strength 
member. Preferably, a mounting foot Will have features that 
lock the foot to the strength member to prevent loosening 
during use. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an exploded perspective vieW of a representative 
lightbar that may be secured to a motor vehicle using a 
mounting foot in accordance With the present invention; 

FIG. 2 is a sectional vieW through an assembled lightbar 
similar to that shoWn in FIG. 1; 

FIG. 3 is an exterior perspective vieW of a representative 
mounting foot assembly in accordance With several aspects 
of the present invention; 

FIG. 4 is an exploded vieW of the mounting foot assembly 
of FIG. 3; 

FIG. 5 is a top plan vieW, partly in phantom, of a primary 
component of the mounting foot assembly of FIG. 3; 

FIG. 6 is an end plan vieW, partly in phantom, of the 
primary component shoWn in FIG. 5 vieWed from the loWer 
edge of FIG. 5; 

FIG. 7 is a bottom plan vieW, partly in phantom, of a 
primary component of the mounting foot assembly of FIG. 
3; 

FIG. 8 is a sectional vieW, partly in phantom, through a 
portion of the primary component shoWn in FIG. 5, taken 
along line 8—8 thereof; 

FIG. 9 is a sectional vieW, partly in phantom, through the 
primary component shoWn in FIG. 6, taken along line 9—9 
thereof; and 

FIG. 10 is a sectional vieW through a representative 
installation environment and a mounting foot assembly 
according to aspects of the present invention. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

FIGS. 1 and 2 illustrate a lightbar in Which the compo 
nents are mounted to upper and loWer extruded members 60, 
40. Each of the extruded members 60, 40 de?nes longitu 
dinally extending features that provide locations for securing 
various internal and external components of the lightbar. 
PoWer supplies 70, an I/O board 72 and various light 
assemblies 74 are slidably received in the longitudinally 
extending features and are ?xed in place by screWs engaging 
the extruded member. End caps 80 support a light unit 74 
and enclose the longitudinal ends of the assembled lightbar. 
FIG. 2 is an end sectional vieW through the assembled 
lightbar With light units omitted for clarity. Installation of the 
end caps 80 covers the ends of the mounting foot slots 21 at 
either longitudinal end of the loWer extruded member 40. 

FIGS. 3—9 illustrate an exemplary mounting foot assem 
bly 10 for a lightbar illustrative of several aspects of the 
present invention. The primary component 12 of the mount 
ing foot assembly is a unitary member preferably molded 
from ?ber reinforced plastic. The primary component 12 
includes a base 13 for mounting to the roof of a motor 
vehicle. The base 13 de?nes fastener openings through 
Which fasteners engage, for example, the roof of a motor 
vehicle. Strengthening Webs 15 connect the base to an 
upWardly extending Wall 14 of the primary component. 

Centered over the base 13 and integrally supported by the 
upWardly extending Wall 14 is a generally horiZontal support 
platform 16 With generally vertical reinforcing ribs. As 
shoWn in FIGS. 8 and 9, the base 13 is not parallel to the 
support platform 16 When the primary component 12 is 
vieWed in section. This con?guration accommodates the 
curvature of the vehicle roof. Tabs 18 project laterally from 
the support platform 16 and are con?gured for engagement 
in the longitudinally extending mounting foot slots 21 
de?ned by the loWer extrusion 40 of the lightbar (best seen 
in FIG. 2). The support platform dimension L, L1 is 
extended so that each lateral side of the support platform 16 
includes tWo tabs 18 separated by a recessed channel 17. A 
retaining bar 20 is received in the channel 17. The retaining 
bar 20 is a simple strip of heavy-gauge metal, preferably 
stainless steel, Which is received in the channel 17 de?ned 
by the support platform. The retaining bar 20 is con?gured 
to traverse the Width W of the support platform 16 and be 
received in respective of the mounting foot slots 21. With the 
retaining bar 20 installed, each lateral side of support 
platform 16 engages a mounting foot slot 21 With tWo tabs 
18 and one lateral end 22 of the retaining bar. The extended 
platform dimension L, L1 provides stability to the mounting 
foot/light bar interface, While the steel retaining bar 20 
provides high strength to the engagement. 

The support platform 16 is generally rectangular in con 
?guration (W by L, L1) and has a Width W measured at the 
lateral extremity of the tabs 18. Diagonally opposite corners 
19 of the support platform are rounded, With the curvature 
of the rounding de?ned by a circle of diameter D equal to the 
Width W of the support platform. The tab 18 and the adjacent 
reinforcing ribs at the diagonally opposite corners 19 of the 
support platform 16 are rounded off. The rounded con?gu 
ration of these diagonally opposite corners 19 alloWs the 
support platform tabs 18 to be received betWeen the longi 
tudinally extending lips 42 of the loWer extrusion 40 When 
the primary component 12 is positioned at an angle of 
approximately 70° to 90° relative to its installed position in 
the extrusion 40. Once the support platform 16 is received 
against the loWer extrusion 40 at this angular orientation, it 
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4 
is then rotated such that the base 13 is perpendicular to the 
longitudinal extent of the lightbar. This clockWise rotation of 
the primary component 12 fully engages the tabs 18 and the 
lateral ends 22 of the retaining bar in respective of the 
mounting foot slots 21. 
When the primary component 12 is in its installed posi 

tion relative to the extrusion 40, set screWs 26 (see FIG. 10) 
pass through openings in the primary component to thread 
ably engage threaded bores 24 in the retaining bar 20. The 
set screWs 26 extend through the threaded bores 24 to 
engage the loWer surface of the lightbar extrusion 40. The set 
screWs 26 push the retaining bar 20 aWay from the loWer 
surface of the extrusion 40 to engage the lateral ends 22 of 
the retaining bar 20 and the support platform tabs 18 against 
the extruded lips 42 of the mounting foot slots 21. Thus, the 
primary component 12 is securely frictionally engaged With 
the lightbar extrusion 40. 
The novel con?guration of the support platform 16 per 

mits the primary component 12 to be secured to the lightbar 
extrusion 40 Without any disassembly or modi?cation to an 
assembled lightbar. The received retaining bar 20 signi? 
cantly enhances the security of the mounted relationship due 
to the strength and rigidity of the retaining bar. 
Engagement of the primary component 12 to the lightbar 

is supplemented by a blocking bar 30 that prevents the 
primary component 12 from rotating counter clockWise in a 
manner that Would permit the lightbar to disengage from the 
primary component 12. An exemplary blocking bar 30 is a 
laterally extending bent metal (angle) bracket con?gured to 
be installed against the inWard end face of the support 
platform 16 to block counter clockWise rotation of the 
primary component 12 relative to the extrusion 40. The 
inWard end face of the support platform 16 includes a 
projection 33 arranged to ?t in a notch 34 de?ned by the 
blocking bar 30. During installation, the primary component 
12 is positioned and secured in place using the retaining bar 
20. Lateral ends 32 of the blocking bar 30 are then engaged 
in the respective mounting foot slots 21 and the blocking 
element 30 is slidably moved into place against the inWard 
end of the support platform 16. The doWnWardly extending 
portion 36 of the blocking bar 30 is laterally inWardly offset 
to de?ne a notch 34 complementary to the projection 33 
extending from one corner of the support platform 16. It Will 
be noted that the primary component 12 and the comple 
mentary blocking bar 30 may be installed on either end of a 
lightbar extrusion 40. Therefore, While the support platform 
16 is asymmetrical, the blocking bar 30 is con?gured for use 
against the inWard end of a support platform 16 installed at 
either lateral end of a lightbar. The blocking bar 30 de?nes 
threaded bores 31 for reception of set screWs 26. Set screWs 
26 threadably engage the bores 31 of the blocking bar 30 and 
bear against the extrusion 40 to set up a frictional engage 
ment betWeen the blocking bar 30 and the extrusion 40 quite 
similar to that established betWeen the retaining bar 20 and 
the extrusion 40. The doWnWardly extending portion 36 of 
the blocking bar 30 de?nes a square opening 35 for a 
self-retained nut 48. 

FIG. 10 is a sectional vieW through a representative 
installation for the mounting foot assembly 10. One mount 
ing foot assembly 10 is shoWn mounted to the roof 104 of 
a service vehicle. To the left of the Figure, the roof slopes 
toWard the door 100. As previously discussed, the primary 
component 12 of the mounting foot assembly is con?gured 
to partially accommodate the slope of the roof. The base 13 
of each primary component de?nes three recesses 29 (best 
seen in FIG. 7) Which receive rubber pads 28 as shoWn in 
FIG. 10. A mounting strap 46 is secured to the blocking bar 
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30 by a machine screw 47 threadably engaged With the 
self-retained nut 48. The mounting strap 46 passes over a 
central portion of the base 13 of the primary component 12 
and is secured to the door jamb 106 of the motor vehicle by 
a fastener 38. 

Tightening the machine screW 47 draWs the mounting 
strap 46 tight over the base 13 to compress the rubber feet 
28 against the roof 104 of the vehicle. The rubber feet 28 
conform to the slope of the roof 104 as shoWn in FIG. 10. 
FIG. 10 also illustrates that the blocking bar 30 abuts the 
inWard end of the support platform 18. The lateral ends of 
both the retaining bar 20 and the blocking bar 30 are 
engaged in the mounting foot slots 21. The outWard and 
doWnWard force exerted by the mounting strap 46 retains the 
light bar securely to the roof 104. 

FIG. 10 illustrates an installation that does not pierce the 
roof 104 of the vehicle. An alternative “permanent” instal 
lation uses fasteners passing through the openings in the 
base 13 and the rubber feet 28 to directly engage the roof 
104. 

It Will be apparent that a secure mounted relationship 
betWeen the lightbar and an emergency vehicle is of great 
importance. The mounting system must be robust to With 
stand the high g forces Which emergency vehicle use may 
place on them. The invention addresses the haZards pre 
sented by release of a lightbar from a vehicle in several 
Ways. First, the retaining bar 20 greatly enhances the 
strength of the engagement betWeen the lightbar and the 
primary component 12. The primary component 12 is 
heavily reinforced With strengthening Webs 15 in the ?ber 
reinforced plastic material. The blocking bar 30 effectively 
blocks counter clockWise rotation of each primary compo 
nent 12. Further, the mounting foot assemblies 10 are 
con?gured such that, When installed at either lateral end of 
a lightbar, rotation in opposite directions is required to 
disengage respective ends of the lightbar. 

While a preferred embodiment of the foregoing invention 
has been set forth for purposes of illustration, the foregoing 
description should not be deemed a limitation of the inven 
tion herein. Accordingly, various modi?cations, adaptations 
and alternatives may occur to one skilled in the art Without 
departing from the spirit and the scope of the present 
invention. 
What is claimed is: 
1. Aremovable mounting foot assembly for supporting an 

elongated member, the elongated member being comprised 
of a ?rst material and having a pair of spaced parallel 
channels therein, each said channel comprising a slot 
de?ned betWeen the elongated member and a longitudinally 
extending lip, said slots being in facing relationship, said 
mounting foot assembly comprising: 

a primary component having a base for supporting the 
elongated member in spaced relationship to a mounting 
surface and a support platform With laterally extending 
tabs con?gured for reception into respective of said 
slots, said support platform having a lateral dimension 
W, a longitudinal dimension L, L1 and con?gured so 
that one diagonal dimension D does not exceed the 
lateral dimension W, 

Wherein the primary component is engageable With the 
elongated member by orienting the support platform 
longitudinal dimension L, L1 substantially perpendicu 
lar to and betWeen said longitudinally extending lips, 
inserting the support platform toWard the elongated 
member to bring said tabs into alignment With said 
slots, and rotating said support platform such that the 
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6 
lateral dimension W is substantially perpendicular to 
said longitudinally extending lips and said tabs are 
engaged in respective of said slots. 

2. The mounting foot assembly of claim 1, Wherein said 
support platform de?nes a recessed channel extending lat 
erally across the support platform and interrupting respec 
tive of said laterally projecting tabs and said mounting foot 
assembly comprises: 

a retaining bar receivable in said channel With ends of the 
retaining bar forming an intermediate portion of said 
laterally projecting tabs at said interruption. 

3. The mounting foot assembly of claim 1, comprising: 
a retaining bar receivable in a channel de?ned by said 

support platform, said retaining bar con?gured to lat 
erally traverse said support platform and form an 
intermediate portion of each laterally extending tab, 
said retaining bar de?ning a plurality of threaded bores; 
and 

a plurality of threaded fasteners engageable in said bores. 
4. The mounting foot assembly of claim 1, Wherein a ?rst 

pair of diagonally opposite corners of said support platform 
are de?ned by portions of a circle having a diameter equal 
to diagonal dimension D. 

5. The mounting foot assembly of claim 1, Wherein a ?rst 
pair of diagonally opposite corners of said support platform 
are de?ned by portions of a circle having a diameter equal 
to diagonal dimension D and one of a second pair of 
diagonally opposite corners of said support platform com 
prises a projection of said tab generally perpendicular to said 
dimension W. 

6. The mounting foot assembly of claim 1, Wherein a ?rst 
pair of diagonally opposite corners of said support platform 
are de?ned by portions of a circle having a diameter equal 
to diagonal dimension D and one of a second pair of 
diagonally opposite corners of said support platform com 
prises a projection of said tab generally perpendicular to said 
dimension W, said mounting foot assembly comprising: 

a blocking bar having lateral ends con?gured for recep 
tion into respective of said slots and de?ning a notch 
complementary to said projection. 

7. In combination: 

a lightbar comprising an elongated member having a pair 
of spaced parallel channels therein, each said channel 
comprising a slot de?ned betWeen the elongated mem 
ber and a longitudinally extending lip, said slots being 
in facing relationship on an exterior surface of said 
lightbar; and 

a mounting foot assembly comprising: 
a primary component including a base for supporting 

the elongated member in spaced relationship to a 
mounting surface and a support platform With later 
ally extending tabs con?gured for reception into 
respective of said slots, said support platform having 
a lateral dimension W, a longitudinal dimension L, 
L1 and con?gured so that one diagonal dimension D 
does not exceed the lateral dimension W, 

Wherein the primary component is engageable With the 
elongated member by orienting the support platform 
dimension L, L1 substantially perpendicular to and 
betWeen said longitudinally extending lips, inserting 
the support platform toWard the elongated member to 
bring said tabs into alignment With said slots, and 
rotating said support platform such that the lateral 
dimension W is substantially perpendicular to said 
longitudinally extending lips and said tabs are engaged 
in respective of said slots. 
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8. The combination of claim 7, wherein said support 
platform is generally rectangular and a ?rst pair of diago 
nally opposite corners of said support platform are de?ned 
by portions of a circle having a diameter equal to diagonal 
dimension D. 

9. The combination of claim 7, Wherein said support 
platform de?nes a recessed channel extending laterally 
across the support platform and interrupting respective of 
said laterally projecting tabs and said mounting foot assem 
bly comprises: 

a retaining bar receivable in said channel With ends of the 
retaining bar forming an intermediate portion of said 
laterally projecting tabs at said interruption. 

10. The combination of claim 7, comprising: 
a retaining bar receivable in a channel de?ned by said 

support platform, said retaining bar con?gured to lat 
erally traverse said support platform and form an 
intermediate portion of each laterally extending tab, 
said retaining bar de?ning a plurality of threaded bores; 
and 

a plurality of threaded fasteners engageable in said bores, 
Wherein said fasteners eXtend through the bores to bear 

against said elongated member and force the ends of 
the retaining bar and said tabs against said lips to 
frictionally lock said mounting foot assembly to said 
elongated member. 
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11. The combination of claim 7, Wherein a ?rst pair of 

diagonally opposite corners of said support platform are 
de?ned by portions of a circle having a diameter equal to 
diagonal dimension D and one of a second pair of diagonally 
opposite corners of said support platform comprises a pro 
jection of said tab generally perpendicular to said dimension 
W, said mounting foot assembly comprising: 

a blocking bar having lateral ends con?gured for recep 
tion into respective of said slots, said blocking bar 
de?ning a notch complementary to said projection and 
a plurality of threaded fastener openings; 

a plurality of fasteners complementary to said fastener 
openings; 

Wherein the lateral ends of said blocking bar are engaged 
With said slots and the blocking bar is moved into a 
position Where said projection ?ts into said notch, said 
fasteners are threaded through said fastener openings to 
bear against said elongated member to force said block 
ing bar aWay from said elongated member and friction 
ally lock the lateral ends of the blocking bar against 
said lips, Whereby said blocking bar is ?Xed in a 
position that blocks said primary component from 
rotation relative to said elongated member. 

* * * * * 


