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(57) ABSTRACT 

Amethod of holding a part (5, 16) in position in an assembly 
station (1), in Which the part (5) is put into a determined 
position in the frame of reference of the assembly station (1) 
by Way of a handling robot (7), at least one clamp (2, 3, 4) 
is closed onto a portion (5a, 5b) secured to the part, the 
clamp being mounted to slide freely in a guide (12) of the 
assembly station (1) extending parallel to its oWn clamping 
direction, and the clamp is blocked against sliding When it 
is clamped onto the part. 

8 Claims, 2 Drawing Sheets 
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METHOD OF HOLDING A PART IN 
POSITION IN AN ASSEMBLY STATION 

In methods of assembling parts together, in particular 
automotive bodywork parts, it is common practice to bring 
the various parts for assembly to an assembly station Where 
they are ?rstly put accurately into position relative to one 
another, and secondly they are held in position ?rmly so as 
to ensure that any forces applied to them by the assembly 
tooling (Welding clamps in particular) do not disturb, alter, 
or modify their intended positions and thus the general shape 
of the assembly once it has been made. 

BACKGROUND OF THE INVENTION 

An assembly station is fed With parts for connecting to 
one another by a handling tool (a robot) Which “entrusts” the 
part it is transporting to tooling speci?c to the assembly 
station, Which tool then ensures that the part is put accurately 
into place and is clamped ?rmly in place. That conventional 
disposition suffers from the major draWback of requiring the 
assembly station to implement tools that are dedicated to 
each of the parts received. Consequently, to sWitch from 
manufacturing one product to another, although it is possible 
to retain a single handling robot, it is necessary to change the 
tooling for positioning and clamping the parts relative to the 
assembly station. That requirement constitutes a major limit 
on assembly station ?exibility, ie on its capacity to receive 
different types of part. It is necessary to have one set of tools 
for each part and to ?t the station With tool-changing means 
so that such a changeover can be performed as quickly as 
possible. The assembly station then becomes very cluttered 
by means for handling these sets of tools (Which are often 
presented in the form of pre?tted pallets. It is also necessary 
for the handling means to be manufactured With care so that 
the sets of tools are put into place as accurately as possible 
Within the station and do not give rise to unacceptable 
dispersion in the accuracy With Which the parts for assem 
bling together are put into place. Furthermore, such tool 
changes still require time and that constitutes a factor for 
lengthening assembly cycle times, Which necessarily leads 
to increased production costs. 

NoWadays, the accuracy of handling robots concerning 
control over the paths they folloW and the coordinates of the 
starting and ending positions of each such path are becoming 
entirely compatible With the accuracy required for position 
ing parts in the frame of reference of an assembly station. As 
a result, it is possible merely by changing the programming 
of a handling robot to put various different parts accurately 
into place in an assembly frame of reference Within Which, 
likeWise by suitable and varying programming, it is possible 
to give accurate positions to assembly tools such as Welding 
clamps. 

It is thus possible to eliminate the speci?c positioning 
tools that Were previously necessary in assembly stations. 
Unfortunately, the structure of a robot is unsuitable for 
Withstanding the forces to Which parts are subjected by the 
action of the assembly tools in order to keep each part ?rmly 
in position during an assembly operation (eg by Welding). 
This leads to a major risk of the resulting assembly having 
the Wrong shape. 

OBJECTS AND SUMMARY OF THE 
INVENTION 

The present invention seeks to provide a solution for use 
in assembling parts (at least tWo parts) and in particular 
automotive bodyWork parts, Which takes advantage of the 
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2 
accuracy of robots to simplify considerably the tooling of 
assembly stations and thus make them suitable for accepting 
parts of different shapes, With the consequence of making 
such stations very ?exible in use. 

To this end, the invention provides a method of holding a 
part in position in an assembly station, in Which method the 
part is put into a determined position in the frame of 
reference of the assembly station by means of a handling 
robot, at least one clamp is closed onto a portion secured to 
the part, the clamp being mounted to slide freely in a guide 
of the assembly station extending parallel to its oWn clamp 
ing direction, and the clamp is blocked against sliding When 
it is clamped onto the part. 

In other Words, in the method of the invention, once the 
part has been put into place by the positioning robot, the part 
is clamped onto a support Which forms part of the assembly 
station While ensuring that the clamping forces do not 
constitute parasitic forces concerning the positioning of the 
part, given that the robot Which holds the part in position is 
not capable of opposing such forces adequately. For 
example, it Will be understood that a clamp Which is 
mounted to slide on the above-mentioned support along a 
guide parallel to the clamping direction of its jaWs cannot 
exert a force in the sliding direction. Consequently, in 
theory, clamping does not cause the part to move at all. Once 
the part has been gripped betWeen the jaWs, it suf?ces to lock 
a clamp in its guide to ensure that the part is clamped on the 
support Without its position as de?ned by the robot being 
altered. 

There are several Ways in Which the clamps can be locked, 
ie in Which its degree of freedom along its guide can be 
eliminated. In a ?rst embodiment, sliding is locked by 
clamping at least one second sliding clamp having a sliding 
direction that is not parallel to the sliding direction of the 
?rst clamp Whose freedom to move along its guide is to be 
eliminated. 

In a second embodiment, sliding is locked by a brake, 
Which acts betWeen the guide and the clamp-carrier slider. 

Depending on the shape of the assembly to be made, the 
number of parts to be put into position relative to one 
another in the assembly station, the siZe of these parts, the 
holds Which the handling robot must have on them, and the 
freedom of access that needs to be left for the assembly 
tools, the clamps for clamping the part on the support 
forming a portion of the assembly station act either directly 
on the part, or else they act on a portion of the robot close 
to its part-gripping end. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other characteristics and advantages of the invention 
appear from the folloWing description given in non-limiting 
manner of tWo embodiments of the invention. 

Reference is made to the accompanying draWings, in 
Which: 

FIG. 1 is a diagram shoWing hoW a part can be clamped 
in an assembly station relative to three orthogonal axes of 
the frame of reference of the assembly station; and 

FIG. 2 shoWs a variant embodiment of a device imple 
menting the method of the invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

In FIG. 1, a table 1 represents the basic structure of an 
assembly station. Three clamping means 2, 3, and 4 are 
placed on the table together With a metal sheet 5 that is to be 
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assembled, eg via spot Welds 6, to another part placed in the 
assembly station and not shown. The metal sheet 5 is 
brought into the frame of reference of the assembly station 
and is positioned accurately therein by a robot 7 represented 
diagrammatically merely by a grip 7a to Which the part 5 is 
coupled by knoWn means (clip fastening, suction cup, . . . 

For explanatory purposes, the part 5 is shoWn as having 
tWo side tongues 5a and 5b Which are used for clamping the 
part in a plane parallel to the plane of the support 1 of the 
assembly station. 

Also for reasons of explanation, each of the clamping 
means is shoWn as being in the form of a clamp, and 
comprising for the means 2, for example: tWo jaWs 8 and 9 
slidably mounted in a body 10 having slideWays 11 and 
capable of being moved apart from or toWards each other, 
eg by means of an actuator Which is not shoWn but Which 
is housed inside the body 10. 

The body 10 itself forms a slider mounted to slide freely 
on a guide 12 Which is securely ?xed to the table 1 of the 
assembly station. At its ends, the guide 12 has ?xed stops 13 
and 14 for the jaWs 8 and 9 in order to limit their maximum 
spacing. 

The members 3 and 4 shoWn diagrammatically in FIG. 1 
are of the same structure as the member 2. Nevertheless, it 
should be observed that the member 3 is orthogonal to the 
member 2 and that the member 4 is orthogonal both to the 
member 2 and to the member 3. The slides 10 of each of the 
members 2, 3, and 4 Which are parallel to the clamping and 
unclamping directions of the is jaWs 8 and 9 they comprise, 
are therefore not parallel to one another. 

When the assembly station is Waiting for the part 5, the 
jaWs in each pair of jaWs are maximally spaced apart from 
each other, ie they are pressed against the stops 13 and 14 
in each clamping member. Furthermore, the member 4 
Which provides vertical clamping for the part 5 is retracted, 
either by being tilted as represented by arroW A or by being 
rotated about an axis perpendicular to the support 1 as 
represented by arroW B. The maximum opening of each 
clamp de?nes the maximum siZe of the portion of a part that 
it can hold. It Will thus be understood that various different 
parts can be received by said clamping means. 

The robot 7 positions the part in the frame of reference of 
the assembly station While the clamping members are in a 
Waiting position. Once the part is in its ?nal position, a 
controller (not shoWn) acting on the displacement actuators 
of the jaWs causes the jaWs to move toWards each other in 
pairs. Before this is done, for the member 4 that clamps the 
part vertically, orders are given to bring it into operation by 
rotating or tilting as represented by the arroW A or B. 

It Will be understood that While the clamping members are 
being tightened, one of the jaWs Will come to bear against the 
part 5 so that continued tightening causes the other jaW to 
come closer While simultaneously causing the support 10 on 
each member to slide freely. Thus, the amount of force 
actually applied against the part 5 is minimal, being no more 
that required to overcome the friction betWeen the slider 10 
and the guide 11, and this force can be minimiZed if high 
performance guide members are implemented betWeen the 
slide and the guide, e.g. balls or surfaces having a very loW 
coef?cient of friction, and given the small siZe of this force 
it can be accommodated by the robot Without the robot being 
deformed and thus Without the position of the part 5 being 
modi?ed. 

Once tightening has been completed, i.e. once the jaWs are 
clamped onto the part 5 With a determined amount of force, 
the part is accurately held in the frame of reference of the 
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4 
assembly station and the clamping forces holding it are 
suf?cient to Withstand the forces to Which the part 5 Will be 
subjected by the Welding tools When performing the spot 
Welds 6 Without the part being moved. 

It Will be understood that any displacement of the slide 10 
along its guide 12 is ?rmly opposed by the clamping 
performed by the member 3 and the member 4. The same 
applies to sliding of the slides of said members 3 and 4. This 
is achieved because the linear degree of freedom of the slide 
of each clamping member extends in a direction Which is not 
parallel to the direction of either of the others. 

In a variant embodiment, e.g. applicable When it is not 
possible to ensure that the sliding directions of the various 
clamping means are non-parallel, or applicable as an addi 
tional degree of security by eliminating the degree of 
freedom of each slider, it is possible for the apparatus to 
include means for locking each slider relative to its guide, as 
represented diagrammatically for the means 2, as an actuator 
15 acting on a shoe for braking or locking the slider 10 
relative to the guide 12. 

Finally, in other circumstances, it can be advantageous to 
provide an additional degree of freedom to the clamping 
devices of the invention, e. g. consisting in the guide 12 itself 
being secured to the infrastructure (support 1) of the assem 
bly station via an axis of rotation extending orthogonally to 
the sliding direction of the jaWs. In the same manner as 
described above, this degree of freedom in rotation can be 
controlled either by the other clamping means becoming 
clamped, or else or in addition by implementing means for 
eliminating this degree of freedom in rotation (brakes, 
locking, . . . 

Whereas the part is clamped in position in the assembly 
station in FIG. 1 by means Which act directly on the part, 
FIG. 2 shoWs a variant embodiment in Which the portion 7a 
of the robot for gripping the part 16 that has been positioned 
in the assembly station itself has extensions 7b, 7c Which are 
engaged by the clamping means 17, 18, 19. Clamping 
operates on the same principle as that described With refer 
ence to FIG. 1, and the means 17, 18, and 19 have the same 
characteristics. This disposition is advantageous insofar as it 
is desirable, for example, to leave a suf?ciently large amount 
of access Within the assembly station in the vicinity of the 
part for the assembly tools, Which can be Welding clamps. 
What is claimed is: 
1. An assembly station comprising: 
a robot for handling a part of a bodyWork and to locate the 

part accurately in a frame of reference in a determined 
position, 

a table resting in said frame of reference and having 
means for blocking the part in said determined position 
over said table, 

said means for blocking including at least one clamp, said 
clamp comprising a longitudinal guide base ?xed on 
said table, a clamp body slidably mounted on the guide 
base and forming slideWays for opposing jaWs movable 
apart from and toWard one another along the slideWays 
and including blocking means ?xed to the table for 
blocking said clamp body With respect to said guide 
base after said clamp is clamped onto the part. 

2. An assembly station according to claim 1, Wherein said 
blocking means include a second clamp Which comprises a 
second longitudinal guide base ?xed on said table, a clamp 
body slidably mounted on the guide base and forming 
slideWays for opposing jaWs movable apart from and toWard 
one another along the slideWays, said second longitudinal 
guide base being not parallel to said longitudinal guide base 
of said least one clamp. 
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3. An assembly station according to claim 1, wherein said 
blocking means comprise a brake acting betWeen said clamp 
body and said guide base. 

4. The assembly station of claim 1, further comprising: 
a pair of opposing jaWs mounted in said slideWays, the 

opposing jaWs movable apart from and toWard one 
another along the slideWays. 

5. An assembly station comprising: 
a robot for handling a part of a bodywork and to locate the 

part accurately in a frame of reference in a determined 
position, 

said robot having a gripping portion for holding the part, 
a table resting in said frame of reference and having 
means for blocking said gripping portion in said deter 
mined position over said table, 

said means for blocking including at least one clamp, said 
clamp comprising a longitudinal guide base ?xed on 
said table, a clamp body slidably mounted on the guide 
base and forming slideWays for opposing jaWs movable 
apart from and toWard one another along the slideWays 
and including blocking means ?xed to the table for 
blocking said clamp body With respect to said guide 
base after said clamp is clamped onto said gripping 
portion of said robot. 
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6. The assembly station of claim 5, further comprising: 
a pair of opposing jaWs mounted in said slideWays, the 

opposing jaWs movable apart from and toWard one 
another long the slideWays. 

7. An assembly station, comprising: 
a table establishing a reference plane; and 

a ?rst clamp and a second clamp positioned over the table, 

each of the clamps comprising a guide base a body 
slidably mounted on the guide base, slideWays located 
Within the body, and tWo opposing jaWs slidably 
mounted in the body by Way of the slideWays and 
movable apart from or toWard one another along the 
slideWays, 

at least the ?rst clamp having a main longitudinal aXis 
parallel to the reference plane, and 

the second clamp having a main longitudinal aXis per 
pendicular to the main longitudinal aXis of the ?rst 
clamp. 

8. The station of claim 7, further comprising a robot 
attachable to a Work piece and con?gured for moving the 
Work piece into the clamps. 

* * * * * 


