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METHOD AND APPARATUS FOR 
ARBITRATION AND FAIRNESS ON A FULL 

DUPLEX BUS USING DUAL PHASES 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application is a Continuation of US. patent appli 
cation Ser. No. 09/435,134, ?led Nov. 5, 1999 now US. Pat. 
No. 6,636,914. 

FIELD OF THE INVENTION 

The present invention relates to bus management. In 
particular, the present invention relates to an arbitration and 
fairness protocol on a serial bus system. 

THE PRIOR ART 

Background 
Modern electronic equipment has greatly enhanced the 

quality of our lives. HoWever, as the use of such equipment 
has increased, so has the need to connect equipment pur 
chased from different manufacturers. For example, While a 
computer and a digital camera may each be useful When 
used alone, the ability to connect the digital camera to the 
computer and exchange information betWeen the tWo makes 
the combination even more useful. Therefore, a need Was 
apparent for a serial bus standard that Would alloW for the 
connection and communication betWeen such devices. 

The IEEE 1394-1995 standard Was developed to satisfy 
this need. This standard revolutioniZed the consumer elec 
tronics industry by providing a serial bus management 
system that featured high speeds and the ability to “hot” 
connect equipment to the bus; that is, the ability to connect 
equipment Without ?rst turning off the existing connected 
equipment. Since its adoption, the IEEE 1394-1995 standard 
has begun to see acceptance in the marketplace With many 
major electronics and computer manufacturers providing 
IEEE 1394 connections on equipment that they sell. 

HoWever, as technologies improved, the need to update 
the IEEE 1394 standard became apparent. TWo neW stan 
dards are being proposed at the time of the ?ling of this 
application, herein referred to as the proposed IEEE 1394a, 
or P1394a standard, and the proposed IEEE 1394b, or 
P1394b standard. Improvements such as higher speeds and 
longer connection paths Will be provided. 

Arbitration in IEEE 1394-1995 
One area that has been improved is in the Way that bus 

arbitration takes place on the bus. Arbitration is the process 
by Which a device desiring to send data over the bus gains 
control of the bus in order to transfer the data. 

FIG. 1 shoWs a prior art example of a typical data stream 
100 during arbitration on an IEEE 1394-1995 compliant bus. 
In FIG. 1, data How is generally from left to right on the 
page. 

According to the IEEE 1394-1995 standard, the bus is 
required to remain idle for some predetermined time prior to 
arbitration. This period is knoWn as either the arbitration 
reset gap or the subaction gap, as represented by packet 102. 
After this gap 102, an arbitration request 104 (“arb”) may be 
sent by the device Wishing to send data over the bus. If 
arbitration is granted, then data packet 10 may be sent. After 
some idle time represented by packet 108, an acknoWledg 
ment packet 110 (“ack”) is sent by the receiving device, and 
the bus is returned to idle in packet 112. 

FIG. 2 shoWs an example of prior art tree and root 
arrangement of a node on an IEEE 1394-1995 compliant 
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2 
bus. As is appreciated by one skilled in the art, on a bus 
compliant With the IEEE 1394-1995 standard, When devices 
are connected together, a Tree-ID process takes place that 
results in one node being designated as the root, and all 
others being designated as branch and leaf nodes developing 
from the root node. Accordingly, in FIG. 2, node #4 has been 
designated the root node, and nodes #0, #1 and #2 are leaf 
nodes, and node #3 is a branch node. As is knoWn by one 
skilled in the art, nodes #1 and #2 are referred to as “child” 
nodes of the “parent” node #3, and nodes #0 and #3 are 
referred to as the “child” nodes of the “parent” node #4. 

FIGS. 3A through 3D shoWs a prior art example of hoW 
the packets shoWn in FIG. 1 might propagate in the tree 
arrangement shoWn in FIG. 2 during a request for arbitra 
tion. FIG. 3A shoWs nodes #1 and #2 requesting arbitration 
at the same time. As is knoWn by one skilled in the art, nodes 
along the path to the root arbitrate With their respective 
parents, While the root node makes the ?nal decision. 
Therefore, a parent node Will pass along a request to its 
parent, While denying access to its other children. 
Accordingly, FIG. 3B shoWs node #3 passing along node 
#2’s request to the root node #4, While node #3 denies access 
to its other child node # 1. LikeWise, root node #4 has 
received node #0’s request, and denies access to node #3. 

In FIG. 3C, root node #4 Will acknoWledge node #0’s 
?rst-received request by sending a grant to node #0. Node #0 
Will then WithdraW its request. 

In FIG. 3D, nodes #2 and #3 Will WithdraW their requests, 
having both received denies. Thus, node #0 has noW Won 
arbitration, and may begin sending data over the bus. 
As is appreciated by one skilled in the art, the process 

shoWn in FIGS. 3A—3D has certain draWbacks. First, since 
in the IEEE 1394-1995 standard packet transmission 
betWeen nodes is not full duplex (unlike arbitration signals, 
Which are full duplex), packet transmission betWeen nodes 
may only occur in one direction at a time. This limitation 
results in the fact that arbitration requests may not be 
communicated While data packets are being transmitted. 
More importantly for the purposes of the present 

invention, the process shoWn in FIGS. 3A—3D demonstrates 
that for node #2 to arbitrate for control of the bus, its request 
must be routed through node #3 to be decided by root node 
#4 and travel back doWn again to be received. Furthermore, 
as mentioned above, the arbitration process as carried out in 
the IEEE 1394-1995 standard requires that some period of 
idle bus (either an arbitration reset or subaction gap) occur 
before arbitration can begin again. As is appreciated by one 
skilled in the art, the larger the tree groWs, the longer the 
path the farthest leaf node’s request must travel, and the 
sloWer the entire process gets. Finally, While an arbitration 
reset or subaction gap is occurring, no data may be sent, 
resulting in inef?ciencies. 

Fairness in IEEE 1394-1995 
The IEEE 1394-1995 standard also includes a concept 

knoWn as fairness. Fairness is a procedure Whereby all nodes 
that Wish to gain control of the bus get at least one shot to 
arbitrate Within a given period. 

FIG. 4 shoWs an example of the prior art fairness proce 
dure. In FIG. 4, nodes A, B, and C all Wish to arbitrate Within 
time period 400. This time period is knoWn as a fairness 
interval. For each node A, B, and C, a Waveform represent 
ing the node’s respective arbitrationienable ?ag is shoWn 
along a time axis. As is knoWn by one skilled in the art, in 
order for an arbitration fairness period to begin, the bus must 
be idle for an arbitration reset gap. On FIG. 4, this period is 
shoW betWeen time marker 402 and time marker 404. 
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As is known by one skilled in the art, after the arbitration 
reset gap is over, the arbitrationienable ?ag is set for nodes 
A, B, and C at time marker 404. This is indicated in FIG. 4 
by the Waveforms labeled node A, B, and C each going high 
at time marker 404. According to the IEEE 1394-1995 
standard, a node’s arbitrationienable ?ag Will remain high 
until the node has Won arbitration of the bus, then the 
arbitration enable ?ag Will be reset loW. 

This process is shoWn in FIG. 4 ?rst With node A. At time 
marker 404, node A begins to arbitrate, and at time marker 
406, node A Wins arbitration. Accordingly, node A’s 
arbitrationienable ?ag is reset loW, and node A is alloWed 
to transmit data on the bus. When node A has ?nished 
transmitting, the bus goes idle at time maker 408 and after 
a shorter period of idle (the subaction gap) all nodes With 
their arbitrationienable ?ag set are permitted to arbitrate for 
the bus at time marker 410. In the case illustrated, node B 
Wins arbitration at time marker 412, has its arbitrationi 
enable ?ag reset loW, and transmits data. Finally, the bus 
goes idle for a subaction gap once again, and since no other 
node is arbitrating, node C Wins arbitration at time marker 
414, has its arbitrationienable ?ag set loW, and transmits 
data until time marker 416. 

Referring still to FIG. 4, after node C is done transmitting 
data at time marker 416, the bus stays idle for another 
arbitration reset gap betWeen time markers 416 and 418 
because none of the nodes A, B or C are alloWed to arbitrate 
since all their arbitrationienable ?ags are reset. Once the 
arbitration reset gap has occurred at time marker 418, the 
arbitrationienable ?ags of all nodes are set, and they can 
once again arbitrate for control of the bus. 
As is appreciated by one skilled in the art, the arbitration 

fairness procedure shoWn in FIG. 4 ensures that all nodes 
Which Wish control of the bus are queued up and taken in an 
orderly fashion. 

The arbitration process and fairness procedure described 
above are satisfactory so long as the round trip time it takes 
to send and receive the arbitration request packet is rela 
tively small compared to the length of the packet itself. As 
is knoWn by one skilled in the art, this is usually the case in 
an IEEE 1394-1995 compliant bus. 

HoWever, the P1394b standard presents improvements 
that Will reveal limitations in the arbitration process just 
described. For example, the P1394b standard is much faster 
and capable of much longer runs. As speeds increase, the 
present need for subaction and arbitration reset gaps make 
the current standard inef?cient. 

Prior Art Proposed Arbitration Protocol for P1394b 
AneW Way of arbitrating Was introduced into the P1394b 

standard that alloWed arbitration to take place in parallel 
With data transmission, thus taking advantage of P1394b’s 
full-duplex capabilities. 

FIG. 5 shoWs an example of this process. As is knoWn by 
one skilled in the art, one major innovation in P1394b Was 
the elimination of the ?xed bus master at the root node. 
Instead, in P1394b, the bus master is located at the node that 
last transmitted; in other Words, the bus master node ‘?oats’ 
in P1394b. Thus, in FIG. 5, since node #0 is transmitting 
data, node #0 is the bus master. In P1394b, the current bus 
master is knoWn as the Bus OWner/Supervisor/Selector, or 
the BOSS, and makes the ?nal arbitration decision. 

In general, there is no reverse path to an arbitrary node. 
HoWever, since the BOSS node is transmitting, it is the one 
node has a free return path from all other nodes. To take 
advantage of this free path arbitration requests are routed 
back to the BOSS node in P1394b. 
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4 
Therefore, in FIG. 5 While data is being transmitted 

outWard from the BOSS node, requests are being streamed 
inWard to the BOSS node. As is appreciated by one skilled 
in the art, this Will result in an improvement in ef?ciency 
When compared to the original 1394-1995 standard since the 
BOSS node Will be able to determine Which direction to send 
a grant While it is still sending data, and can send the grant 
immediately after it is completed sending. 

Prior Art Proposed Fairness Protocol for P1394b 
Additionally, a neW fairness protocol has been proposed. 

The proposal includes a provision for requesting nodes to 
issue either a ‘current’ or ‘next’ request, depending on the 
node’s status. 

FIG. 6 shoWs the proposed fairness protocol as a ?oW 
chart. 
The process starts With each requesting node sending an 

arbitration request. HoWever, tWo types of requests are noW 
permitted. In FIG. 6, query 600 asks Whether the requesting 
node’s arbitrationienable bit is set. If it is, then the node can 
send out a Current request as shoWn in act 602. If the 
requesting node’s bit is not set, then the node must send out 
a Next request as shoWn in act 604. 

Referring still to the protocol of FIG. 6, Current requests 
have priority over Next requests. Therefore, in act 606, the 
BOSS node Will ?rst service all of the Current requests that 
have Worked their Way up the tree (all intermediate nodes 
only pass on the highest request, so that a Next request Will 
only be forWarded if there are no Current requests). When all 
of the Current requests have been drained, then the BOSS 
node Will issue an arbitration reset in act 608. At this point, 
an arbitration timer is set in act 610. This timer is needed to 
prevent a race condition, as Will be explained shortly. 

After an arbitration reset is sent doWn the tree, all Next 
requests are renamed to Current requests in act 612. In 
P1394b, this may be performed on the ?y locally at each 
node. 

Referring still to FIG. 6, the BOSS Will noW begin to 
service the renamed Current requests that Will appear in act 
614. At this point, the function of the timer becomes 
important. As mentioned in act 612 above, the renaming of 
Next requests to Current requests occurs on the ?y. This 
process may lead to a race condition, Where nodes that are 
close to the BOSS node are renamed and serviced quickly, 
While nodes much farther doWn the tree may not have seen 
the arbitration reset from the BOSS yet, and therefore have 
not had their Next requests renamed to Current requests yet. 
To prevent the situation Where a BOSS node re-issues 
another arbitration reset before a distant node has been 
serviced from occurring, the timer in act 610 is set to Wait 
for a predetermined time to alloW distant nodes to “catch 
up”. This predetermined time is set to either be the Worst 
case round trip time based upon the tree structure, or the time 
is set by the structure performing a self-test to determine the 
actual round trip time through the tree. The latter method has 
been implemented in the P1394a standard. 

Referring still to FIG. 6, in act 614, the BOSS node noW 
Waits for the pre-determined amount of time set in act 610 
to expire. Once that happens, the BOSS may issue another 
arbitration reset in act 616. 

As is appreciated by one skilled in the art, the renaming 
of requests is not good practice since it is possible for 
requests to be in transit (actually on the Wire and not stored 
in a node) and various other timeouts need to be added to 
handle these requests. 

Hence, there is a need for an arbitration and fairness 
protocol for a full-duplex bus that eliminates the require 
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ment for these extra timeouts and the need for the renaming 
of arbitration requests. 

BRIEF DESCRIPTION OF THE INVENTION 

The invention satis?es the above needs. The present 
invention relates to bus management. In particular, the 
present invention relates to an arbitration and fairness pro 
tocol on a serial bus system. 

One preferred embodiment includes the acts of providing 
a ?rst arbitration phase, a second arbitration phase, and an 
arbitration advancing means; sending an arbitration reset 
command for the ?rst arbitration phase by the BOSS node; 
granting arbitration by the BOSS node of arbitration 
requests made by the plurality of nodes for the ?rst arbitra 
tion phase during the second arbitration phase; granting 
arbitration by the BOSS node of arbitration requests made 
by the plurality of nodes for the ?rst arbitration phase during 
the ?rst arbitration phase; advancing to the second arbitra 
tion phase according to the advancing means; sending an 
arbitration reset command for the second arbitration phase 
by the BOSS node; granting arbitration by the BOSS node 
of arbitration requests made by the plurality of nodes for the 
second arbitration phase during the ?rst arbitration phase; 
and granting arbitration by the BOSS node of arbitration 
requests made by the plurality of nodes for the second 
arbitration phase during the second arbitration phase. 

Another embodiment is disclosed, Which includes the 
folloWing acts: providing a current arbitration phase and an 
inactive arbitration phase, determining Whether one of the 
plurality of nodes Wishes to arbitrate on the full-duplex 
communications system; if one of the nodes Wishes to 
arbitrate, determining further Whether the arbitration indi 
cator Within the node is set; sending an arbitration request on 
the full-duplex communications system for the active arbi 
tration phase by the node if the arbitration indicator is set; 
sending an arbitration request on the full-duplex communi 
cations system for the inactive arbitration phase by the node 
if the arbitration indicator is reset; and sending an arbitration 
denial for the current arbitration phase if the node does not 
Wish to arbitrate. 

Another embodiment is disclosed, Which includes the acts 
of: providing a current arbitration phase and an inactive 
arbitration phase; determining Whether one of the plurality 
of nodes Wishes to arbitrate on the full-duplex communica 
tions system; if one of the nodes Wishes to arbitrate, sending 
an arbitration request on the full-duplex communications 
system for the active arbitration phase by the node if the 
arbitration indicator is set; and sending an arbitration denial 
request on the full-duplex communications system for the 
current arbitration phase if the node does not Wish to 
arbitrate. 

Another method is disclosed that operates When commu 
nication on the bus occurs in both an asynchronous and 
isochronous comprising the acts of: servicing isochronous 
arbitration requests ?rst; and servicing asynchronous arbi 
tration requests second. 
A machine readable medium containing a data structure 

for arbitrating on a high performance serial bus is disclosed, 
Which comprises an arbitration phase indicator having an 
indication therein for indicating a plurality of arbitration 
phases. 
A machine readable medium containing a data structure 

for providing access to arbitration on a high performance 
serial bus is disclosed, Which comprises an arbitration phase 
indicator having an indication therein for indicating a desire 
to arbitrate Within one of a plurality of arbitration phases. 
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A machine readable data transmission containing a data 

structure for arbitrating on a high performance serial bus is 
disclosed, Which comprises a portion therein for indicating 
a plurality of arbitration phases. 
A machine readable data transmission containing a data 

structure for providing access to arbitration on a high 
performance serial bus, Which comprises a portion therein 
for indicating a desire to arbitrate Within one of a plurality 
of arbitration phases. 

BRIEF DESCRIPTION OF THE DRAWING 
FIGURES 

FIG. 1 is a prior art eXample of an IEEE 1394-1995 data 
stream during arbitration. 

FIG. 2 is a prior art eXample of IEEE 1394-1995 tree 
structure. 

FIG. 3A is a prior art eXample of IEEE 1394-1995 
communication betWeen nodes during arbitration. 

FIG. 3B is a prior art eXample of IEEE 1394-1995 
communication betWeen nodes during arbitration. 

FIG. 3C is a prior art eXample of IEEE 1394-1995 
communication betWeen nodes during arbitration. 

FIG. 3D is a prior art eXample of IEEE 1394-1995 
communication betWeen nodes during arbitration. 

FIG. 4 is a prior art eXample of IEEE 1394-1995 arbitra 
tion fairness. 

FIG. 5 is a prior art eXample of arbitration according to 
P1394b. 

FIG. 6 is a prior art ?oWchart of fairness protocol accord 
ing to P1394b. 

FIG. 7 is a ?oWchart of prior art node behavior. 

FIG. 8 is a ?oWchart of asynchronous arbitration accord 
ing to the present invention. 

FIG. 9A is a ?oWchart of asynchronous fairness according 
to the present invention. 

FIG. 9B is a ?oWchart of asynchronous fairness according 
to the present invention. 

FIG. 10 is a ?oWchart of isochronous arbitration accord 
ing to the present invention. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

Persons of ordinary skill in the art Will realiZe that the 
folloWing description of the present invention is illustrative 
only and not in any Way limiting. Other embodiments of the 
invention Will readily suggest themselves to such skilled 
persons having the bene?t of this disclosure. 

The present invention relates to data communications. 
More particularly, the present invention relates to a method 
and apparatus for an arbitration and fairness protocol on a 
serial bus. The invention further relates to machine readable 
media on Which are stored embodiments of the present 
invention. It is contemplated that any media suitable for 
retrieving instructions is Within the scope of the present 
invention. By Way of example, such media may take the 
form of magnetic, optical, or semiconductor media. 
The present invention relates to data structures and the 

transmission of such data structures. It is contemplated that 
the present invention may by embodied in various computer 
and machine readable data structure. Furthermore, it is 
contemplated that data structures embodying the present 
invention Will be transmitted across computer and machine 
readable media. 








