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MOBILE FISHING CADDY 

FIELD OF THE INVENTION 

The present invention relates to the ?eld of ?shing equip 
ment and, more particularly, to a ?shing caddy having a 
Wheeled support A-frame Which can be closed for moving or 
storage of the caddy. 

BACKGROUND OF THE INVENTION 

Fishing is a leisure activity Which has become very 
popular in the US. Many ?shermen have elaborately 
equipped boats from Which to pursue their favorite sport 
?sh, hoWever, many more people Will ?sh from the shore as 
it is more economical and may be more convenient. Onshore 
?shermen typically must carry a variety of equipment to 
their chosen ?shing spot along the shore. Such equipment 
includes not only the ?shing tackle, but may also include a 
cooler for holding food and beverages, a radio for entertain 
ment, neWs, and Weather Warnings, perhaps a lantern or 
lamp if ?shing after dark, and maybe even an umbrella to 
help protect the ?sherman from the sun or, alternatively, 
from rain. Often times, the chosen ?shing spot may be 
relatively distant from an adequate parking location and the 
?sherman must carry the equipment and supplies from a 
vehicle to the desired location. Various types of carts have 
been designed and are available for carrying the necessary 
equipment and supplies, and once set up on the beach or 
other ?shing spot, for holding the ?shing rod(s) so that the 
?sherman may relaX While aWaiting a bite. Nevertheless, 
none of the previously described ?shing carts holds all the 
full range of accessories desired by the modern onshore 
?sherman. 

SUMMARY OF THE INVENTION 

With the foregoing in mind, the present invention advan 
tageously provides a mobile ?shing caddy Which comprises 
a support frame having an upper end and a loWer end and 
comprising a plurality of support members pivotably con 
nected at the upper end to form an A-frame; at least one 
hinge member spaced apart from the upper end and hingedly 
connecting support members of the A-frame so as to alloW 
closing the A-frame; at least one ?shing rod holder disposed 
on the support frame for holding a ?shing rod; at least one 
beverage holder positioned on the support frame for holding 
a beverage container; at least one equipment support shelf 
pivotably connected to the support frame for holding equip 
ment thereon; at least one umbrella holder disposed on the 
support frame for holding an umbrella; and at least one 
Wheel connected to the support frame adjacent the loWer end 
so as to make the ?shing caddy rollingly movable. 

In another preferred embodiment, the ?shing caddy 
includes a support frame having an upper end and a loWer 
end and comprising at least tWo pairs of support members 
pivotably connected at the upper end to form an A-frame, 
each pair of support members connected for stability. TWo 
hinge members are spaced apart from the upper end and 
connect the tWo pairs of support members so as to alloW the 
A-frame to be closed. A plurality of ?shing rod holders is 
disposed on the support frame for hold ?shing rods. A 
plurality of support shelves pivotably connected to the 
support frame for thereon supporting equipment, the plural 
ity of support shelves including a top shelf positioned at the 
upper end of the support frame and side shelves positioned 
spaced apart along side peripheries of the A-frame. A 
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2 
plurality of beverage holders is positioned on the caddy for 
holding beverage containers therein. An umbrella holder is 
disposed on the ?shing caddy for holding an umbrella, and 
a plurality of Wheels is connected adjacent the loWer end of 
the support frame so as to make the ?shing caddy rollingly 
movable. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Some of the features, advantages, and bene?ts of the 
present invention having been stated, others Will become 
apparent as the description proceeds When taken in conjunc 
tion With the accompanying draWings in Which: 

FIG. 1 is a perspective vieW of an embodiment of the 
present mobile ?shing caddy in use along a shoreline; 

FIG. 2 shoWs a perspective vieW of the ?shing caddy of 
FIG. 1; 

FIG. 3 is a side elevation of an embodiment of the caddy 
of FIG. 1; 

FIG. 4 shoWs a top plan vieW of an embodiment of the 
?shing caddy of FIG. 1; 

FIG. 5 illustrates a side elevation of an embodiment of the 
?shing caddy of FIG. 1 in its folded position; 

FIG. 6 is an overall perspective vieW of an embodiment 
of the present ?shing caddy With various features shoWn in 
operation; and 

FIG. 7 shoWs a perspective vieW of an embodiment of the 
caddy of FIG. 1 being transported in its folded position by 
a ?sherman. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

The present invention Will noW be described more fully 
hereinafter With reference to the accompanying draWings, in 
Which preferred embodiments of the invention are shoWn. 
This invention may, hoWever, be embodied in many different 
forms and should not be construed as limited to the illus 
trated embodiments set forth herein. Rather, the illustrated 
embodiments are provided so that this disclosure Will be 
thorough and complete, and Will fully convey the scope of 
the invention to those skilled in the art. 

FIGS. 1—7 illustrate the ?shing caddy of the present 
invention. The ?shing caddy 10 comprises a support frame 
12, a hinge member 14, a ?shing rod holder 16, a beverage 
holder 18, an equipment support shelf 20, an umbrella 
holder 22, and at least one Wheel 24 for moving the caddy 
thereon. The support frame, best shoWn in FIGS. 3—5, has an 
upper end and a loWer end and comprises a plurality of 
support members 26 pivotably connected at the upper end to 
generally form an A-frame. At least one hinge member 14 is 
positioned spaced apart from the upper end of the support 
A-frame and is hingedly connected to support members of 
the A-frame 12 so as to alloW closing the A-frame in the 
manner of a typical step ladder. A latch 28 device is 
preferably positioned on the support frame for latching the 
A-frame in a closed position. At least one ?shing rod holder 
16 is disposed on the support frame 12 for holding a ?shing 
rod 17. At least one beverage holder 18 is also positioned on 
the support frame 12 for holding a beverage container. An 
equipment support shelf 20, at least one, is pivotably con 
nected to the support frame 12 for holding equipment 
thereon and sWings from an open or Working position 
extending aWay from the frame to a closed position toWard 
the frame. The umbrella holder 22 is disposed on the support 
frame 12 for holding an umbrella. One preferred arrange 
ment for the umbrella holder includes a tube secured to the 
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frame of the ?shing caddy, the tube being sufficient for 
therein receiving the umbrella post and to provide support 
for the open umbrella, as shoWn in FIGS. 1—2, 4 and 6. An 
alternative arrangement for the umbrella holder (not shoWn) 
includes a ?rst opening on an upper surface of the ?shing 
caddy, for example on a top shelf of the caddy, this ?rst 
opening guiding an umbrella post positioned therethrough to 
be aligned With a frame hinge member or other portion of the 
caddy support frame to tie thereto so as to provide suf?cient 
support for holding a large umbrella open. These embodi 
ments of the invention also include at least one Wheel is 
connected to the support frame adjacent the loWer end so as 
to make the ?shing caddy rollingly movable, as seen in 
FIGS. 1—7. 
As shoWn in FIGS. 3 and 5, the ?shing caddy support 

frame 12 preferably further comprises a top shelf 30 posi 
tioned at the upper end of the support frame to provide the 
pivotal connection for the plurality of support members. In 
a preferred embodiment of the invention, the beverage 
holder 18 comprises a receptacle positioned on the top shelf 
30 for therein receiving a beverage container. Best shoWn in 
FIG. 6, a lantern support member 32 is advantageously 
positioned on the support frame 12 to support a lantern 33 
thereon, and preferably comprises an eXtendable S-hook 34 
on Which to hang the lantern. Additionally, or alternatively, 
a holder 36 could be provided for a light source such as the 
spotlight 42 also illustrated in FIG. 6, the holder preferably 
positioned toWard the upper end of the caddy support frame 
to provide some elevation for the light. 

For poWering electrical devices Which the ?sherman may 
Wish to use, yet another embodiment of the present ?shing 
caddy may also further comprise a power source 38 having 
a poWer outlet connected to provide poWer for an electrical 
accessory, as seen in FIGS. 3 and 6. In one embodiment, the 
poWer source includes a poWer outlet such as a cigarette 
lighter connected thereto, as shoWn in FIGS. 3 and 6, and 
may also include a connected light source 42 for providing 
illumination, a radio 44 for entertainment, or other electrical 
accessories. 
As noted above, at least one and preferably a plurality of 

equipment support shelves 20 are positioned along a periph 
ery of the support A-frame so that the shelves are accessible 
by a user for thereon placing any desired accessory equip 
ment. For eXample, in one embodiment of the invention, 
shoWn in FIGS. 1 and 2, at least one equipment support shelf 
comprises a storage tray for ?shing tackle 46. The tackle 
storage tray 46 could include a plurality of compartments for 
organiZing ?shing lures and other necessaries. The storage 
tray may be advantageously disposed along an underside of 
the shelf on sliding tracks so that the ?sherman may pull out 
the tray for use and push it back under the shelf for closing 
and storage. In addition, this or another equipment support 
shelf includes a cutting surface 48 useful for cutting bait or 
for cleaning ?sh, as seen in the ?gures. Further, one equip 
ment support shelf comprises suf?cient support for placing 
a cooler 50 thereon, as shoWn in FIGS. 1 and 6, so that the 
?sherman may keep bait, food and beverages cold. If the 
?sherman Wishes to be able to cook right on the spot, one or 
more of the equipment support shelves 20 may be set up for 
holding a portable stove 52 and a fuel supply 54 therefor, for 
eXample, one of the Well knoWn camping stoves Which uses 
bottled propane gas as fuel, as illustrated in FIGS. 1, 2 and 
6. To go along With the ability to cook, at least one 
equipment support shelf on the ?shing caddy could include 
a storage tray for cooking utensils 56, as identi?ed in FIG. 
2. The skilled Will recogniZe that the utensil storage tray 56 
could be disposed similarly to the tackle storage tray, that is, 
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4 
either could be slidably positioned under an equipment 
support shelf, having a hinged top, or completely being 
dismountable from the support. 
The ?shing caddy Would typically be stored by the 

?sherman in a closed position as shoWn in FIG. 5. That is, 
the A-frame Would be closed in the manner of a common 
step-ladder, and the equipment support shelves 20 Would 
also be closed by pivoting from an open position extending 
aWay from the frame to a closed position lying close to the 
A-frame. Optionally, a support shelf 20 preferably posi 
tioned toWard the loWer end of the frame 12 could be left in 
an open position to hold a cooler 50 thereon as the closed 
A-frame is moved on its Wheels in the manner of a typical 
hand-truck With the cooler or other equipment still loaded. 
AloWer shelf Would preferably be suf?ciently sturdy to carry 
not only the cooler in this manner, but also to alloW 
placement of other equipment on top of the cooler for 
carrying. The skilled Will recogniZe that the ?shing caddy 10 
does not necessarily require a handle 58 or handles for 
moving on its Wheels, as the ?sherman may easily grab the 
caddy along the A-frame support members. Preferably, 
hoWever, a handle 58 is provided as shoWn in FIGS. 1—7. 

For use in ?shing, the ?sherman Would typically unload 
the closed ?shing caddy 10 from a vehicle, open one or more 
of the support shelves, load at least some of the equipment 
or accessories thereon, and then Would roll the ?shing caddy 
With the frame in a closed position to a desired ?shing spot. 
The A-frame 12 Would then be deployed by spreading the 
frame from its closed position to an open position. The 
remaining equipment support 20 shelves Would also be 
deployed by pivoting outWardly from the support A-frame 
12 to their open position, and the accessory equipment 
brought by the ?sherman Would then be arranged on the 
equipment support shelves as desired. If it is sunny and hot, 
or rainy the ?sherman could deploy an umbrella 60 posi 
tioned in the umbrella holder 22, so as to obtain protection, 
as seen in FIG. 6. If it is nighttime, the available lamp holder 
32 or 36 could be used for holding a lantern 33, Which could 
be electrical, share fuel With a propane stove 52, or be 
independently fueled, as shoWn in the same ?gure. 

Since the ?shing caddy 10 may preferably be disposed 
With a poWer source 38, for eXample a tWelve-volt battery 
positioned on one of the support shelves 20, an electrical 
light source 42 may be connected to the poWer source for 
providing electrical lighting. In addition, a typical 12-volt 
outlet 40 or cigarette lighter, as depicted in FIGS. 3 and 6, 
may also be connected to the poWer source 38. In fact, 
having a 12-volt poWer source, the variety of electrical 
accessories Which could be combined With the ?shing caddy 
is limited only by the imagination of the ?sherman, of course 
While keeping Within the poWer limitations of the poWer 
source. A 12-volt outlet is best disposed With a circuit 
breaker sWitch 62, as also shoWn in FIGS. 3 and 6. 

In using the ?shing caddy 10, shoWn in FIG. 1, the 
?sherman Will have lures and other ?shing accessories 
handily available in the ?shing tackle storage tray 46 and 
Will be able to place ?shing rods in the provided rod holders 
16. Bait or ?sh may be cut on the provided cutting surface 
48, preferably a cutting board disposed on one of the 
equipment support shelves. The skilled Will appreciate that 
the cutting surface may be a cutting board Which slides out 
from under a support shelf, or may be part of another 
structural feature of the caddy 10, such as the tackle storage 
tray 46, or the cooking utensil tray 56. Additionally, if the 
caddy 10 has been provided With a camping stove 52, the 
?sherman Will be able to cook on the spot or even use the 
stove as a source of heat in cold Weather. The cooler 50 and 
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fuel bottles 64, which are preferably positioned on or under 
support shelves toward the lower end of the frame 12, 
provide ballast adding stability to the caddy and helping 
support the umbrella 60 against a breeZe and the ?shing rods 
against the pull of a hooked ?sh. 

In the drawing and speci?cation, there have been dis 
closed a typical preferred embodiment of the invention, and 
although speci?c terms are employed, the terms are used in 
a descriptive sense only and not for purposes of limitation. 
The invention has been described in considerable detail with 
speci?c reference to the illustrated embodiment. It will be 
apparent, however, that various modi?cations and changes 
can be made within the spirit and scope of the invention as 
described in the foregoing speci?cation and as de?ned in the 
appended claims. 

That which is claimed: 
1. A ?shing caddy comprising: 
a support frame having an upper end and a lower end and 

comprising a plurality of support members pivotably 
connected at the upper end to form an A-frame; 

a top shelf positioned at the upper end of the support 
frame so as to provide the pivotal connection between 
the plurality of support members; 

at least one ?shing rod holder; 
at least one beverage holder positioned for holding a 

beverage container; 
at least one support shelf pivotably connected to a side 

periphery of said support frame; associated with said at 
least one support shelf and comprising 

a storage tray having a top surface comprising a cutting 
board; 

a power outlet connectable to a power source; 
at least one umbrella holder; and 
at least one wheel connected adjacent the lower end so as 

to make the ?shing caddy rollingly movable. 
2. The ?shing caddy of claim 1, wherein said at least one 

beverage holder comprises a receptacle positioned on said 
top shelf. 

3. The ?shing caddy of claim 1, further comprising a 
lantern support member positioned to support a lantern 
thereon. 

4. The ?shing caddy of claim 1, further comprising a 
power source having said power outlet connected thereto for 
providing power. 

5. The ?shing caddy of claim 1, further comprising a 
power source and wherein said power outlet further com 
prises a cigarette lighter connected to said power source. 

6. The ?shing caddy of claim 1, further comprising a 
power source and a light source connected to said power 
source. 

7. The ?shing caddy of claim 1, further comprising a latch 
positioned on said support frame for latching the A-frame in 
a closed position. 

8. The ?shing caddy of claim 1, wherein said at least one 
support storage tray is for ?shing tackle. 

9. The ?shing caddy of claim 1, wherein said at least one 
support shelf further comprises another support shelf pro 
viding sufficient support for a cooler. 

10. The ?shing caddy of claim 1, further comprising a 
portable stove and a fuel supply therefor. 
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11. The ?shing caddy of claim 1, wherein said at least one 

support shelf comprises another support shelf providing 
suf?cient support for a portable stove and fuel supply 
therefor. 

12. The ?shing caddy of claim 1, wherein said at least one 
support shelf further comprises a storage tray for utensils. 

13. A ?shing caddy comprising: 
a support A-frame having an upper end and a lower end 

and comprising at least two pairs of support members 
pivotably connected at the upper end to form the 
A-frame; 

two hinge members spaced apart from the upper end and 
connecting the two pairs of support members so as to 
allow the A-frame to be open or closed; 

a plurality of ?shing rod holders disposed on said support 
A-frame for holding ?shing rods; 

a plurality of support shelves pivotably connected to said 
support A-frame for supporting equipment, said plural 
ity of support shelves including a top shelf positioned 
at the upper end of the support A-frame and side 
shelves positioned spaced apart along side peripheries 
of the A-frame; 

a plurality of beverage holders positioned for holding 
beverage containers therein; 

an umbrella holder disposed for holding an umbrella; 
a power source positioned on a support shelf of said 

plurality of support shelves and having at least one 
power outlet or power accessory connected thereto; 

a stove having at least one burner and fuel supply dis 
posed on one or more support shelves of said plurality 
of support shelves; 

a cooler positioned on a support shelf of said plurality of 
support shelves; and 

a plurality of wheels connected at the lower end of said 
support A-frame so as to make the ?shing caddy 
rollingly movable. 

14. The ?shing caddy of claim 13, wherein said plurality 
of beverage holders comprises at least one receptacle posi 
tioned on said top shelf. 

15. The ?shing caddy of claim 13, further comprising a 
lantern support member positioned to suspend a lantern 
therefrom. 

16. The ?shing caddy of claim 13, further comprising a 
cigarette lighter connected to said power source. 

17. The ?shing caddy of claim 13, further comprising a 
light source connected to said power source. 

18. The ?shing caddy of claim 13, further comprising a 
latch positioned on said support frame for latching the 
A-frame in a closed position. 

19. The ?shing caddy of claim 13, further comprising a 
storage tray disposed underneath an individual support shelf 
of the plurality of equipment support shelves. 

20. The ?shing caddy of claim 13, wherein an individual 
support shelf of the plurality of equipment support shelves 
further comprises a cutting surface. 


