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access to a communication network via a cable and a radio 
communication signal processing circuit which enables a 
PDA to have access to a communication network via radio 
waves. The cable communication signal processing circuit 
and the radio communication signal processing circuit are 
provided in a single case or on a single board. The cable 
communication signal processing circuit and the radio com 
munication signal processing circuit operate simultaneously. 
By attaching the communication adapter to a PDA, the PDA 
can have access to the communication network via the cable 
and to make an access to the communication network via the 
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COMMUNICATION ADAPTER AND 
NETWORK SYSTEM USING THE 
COMMUNICATION ADAPTER 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to a communication adapter 
Which connects a PDA personal digital assistant) to a 
communication netWork and a netWork system using the 
communication adapters. 

2. Description of Related Art 
In a communication netWork system such as a LAN (local 

area network), as FIG. 6 shoWs, a plurality of PDAs 30 are 
capable of communicating With each other via a cable 31 and 
radio Waves 32. As FIG. 7 shoWs, in order to connect a PDA 
30 such as a note-type personal computer to such a com 
munication netWork system 30, a communication adapter 
such as a PC card 35 or any other suitable adapter may be 
used. 

There are tWo types of PC cards 35. One is for cable 
communication, and the other is for radio communication. 
When the PDA 30 accesses the communication netWork 33 
via the cable 31, a PC card 35a for cable communication is 
inserted in the PDA 30. On the other hand, When the PDA 
30 accesses the communication netWork 33 via the radio 
Waves 32, a PC card 35b for radio communication is inserted 
in the PDA 30. 

Thus, every PC card 35 enables a PDA 30 to access a 
communication netWork 33 via either a cable or via radio 
Waves, and a PC card 35 Which is suited for the access 
method betWeen the PDA 30 and the communication net 
Work 33 must be inserted in the PDA 30. 

Therefore, When the PDA 30 is eXpected to be able to 
access the communication netWork 33 via a cable and via 
radio Waves, both the PC card 35a for cable communication 
and the PC card 35b for radio communication must be 
provided, Which is costly. 

Also, When the access method betWeen the PDA 30 and 
the communication netWork 33 is sWitched from cable 
communication to radio communication or from radio com 

munication to cable communication, the PC card 35a 
inserted in the PDA 30 must be replaced With the PC card 
35b, or the PC card 35b inserted in the PDA 30 must be 
replaced With the PC card 35a. 

In addition, as shoWn in FIG. 6, in order to enable radio 
communication of the PDAs 30 through the communication 
netWork 33, an access point device 36 is required Which 
makes conversions of signals betWeen a cable communica 
tion form and a radio communication-form to relay these 
signals, Which is also costly. 

SUMMARY OF THE INVENTION 

To overcome the problems described above, preferred 
embodiments of the present invention provide a communi 
cation adapter Which is convenient and Which enables a PDA 
to access a communication netWork at loW cost. In addition, 
preferred embodiments of the present invention provide a 
netWork system in Which radio communication betWeen 
PDAs through a communication netWork is provided With 
out using any access point devices. 

The communication adapter according to a preferred 
embodiment of the present invention includes a cable com 
munication signal processing circuit for enabling the PDA to 
access the communication netWork via a cable, and a radio 
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2 
communication signal processing circuit for enabling the 
PDA to access the communication netWork via radio Waves, 
and the cable communication signal processing circuit and 
the radio communication signal processing circuit are inde 
pendent of each other and are provided in a single case 
and/or on a single board. Further, the cable communication 
signal processing circuit and the radio communication signal 
processing circuit are capable of operating simultaneously. 
The communication adapter according to preferred 

embodiments of the present invention preferably enable the 
PDA to access a LAN. 

The communication adapter preferably includes an inter 
face to the PDA, the interface being one of the folloWing 
types: a PC card type, a card bus card type, a compact 
?ashTM card type, a PCI type, a mini PCI type, an ISA type 
and a USB type, or other suitable type. 
A netWork system according to another preferred embodi 

ment of the present invention includes a plurality of PDAs 
connected to each other via a netWork. In the netWork 
system, a communication adapter according to the preferred 
embodiment described above is attached to at least one of 
the plurality of PDAs, and at least one of the PDA(s) to 
Which the communication adapter is attached functions as an 
access point Which makes signal conversions betWeen a 
cable communication form and a radio communication 
form. The access point PDA includes a program storing 
section Which is stored With an access point processing 
program Which enables eXchanges of signals betWeen a 
cable communication netWork and a radio communication 
netWork, and a control section Which, folloWing the access 
point processing program, sends a signal Which has been 
input via a cable through the communication adapter from a 
PDA Which is connected to the netWork by the cable to 
PDAs Which are connected to the netWork via radio Waves 
through the communication adapter and Which sends a 
signal Which has been input by radio Waves through the 
communication adapter from a PDA Which is connected to 
the netWork by the radio Waves to PDAs Which are con 
nected to the netWork via the cable through the communi 
cation adapter. 
The program storing section is preferably stored With a 

routing program Which determines Whether a signal Which 
has been inputted to the access point PDA through the 
communication adapter is addressed to the PDAs Which are 
connected to the communication netWork via the cable or to 
the PDAs Which are connected to the communication net 
Work via the radio Waves based on addressee information 
included in the signal, Which permits sending of the signal 
to the PDAs Which are connected to the communication 
netWork via the cable When it is judged that the signal is 
addressed to the PDAs Which are connected via the cable 
and Which permits sending of the signal to the PDAs Which 
are connected to the communication netWork via the radio 
Waves When it is judged that the signal is addressed to the 
PDAs Which are connected via the radio Waves. The control 
section controls sending of the signal Which has been 
inputted to the access point PDA, folloWing the access point 
processing program and the routing program. 

Other features, elements, steps, characteristics and advan 
tages of the present invention Will become more apparent 
from the folloWing detailed description of preferred embodi 
ments thereof With reference to the attached draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic vieW Which shoWs a communication 
adapter according to a ?rst preferred embodiment of the 
present invention; 
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FIG. 2 is a block diagram Which shows the control circuit 
structure of the communication adapter according to the ?rst 
preferred embodiment of the present invention; 

FIG. 3 is a schematic vieW Which shoWs a netWork system 
according to a second preferred embodiment of the present 
invention; 

FIG. 4 is a block diagram Which shoWs the control circuit 
structures Which are peculiar to the netWork systems accord 
ing to second and third preferred embodiments of the present 
invention; 

FIG. 5 is a schematic vieW of a communication adapter of 
a USB type; 

FIG. 6 is a schematic vieW of a communication netWork; 
and 

FIG. 7 is a schematic vieW Which shoWs usage of a 
conventional communication adapter. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

Preferred embodiments of the present invention are 
described With reference to the draWings. 

FIG. 1 is a schematic vieW Which shoWs a communication 
adapter according to a ?rst preferred embodiment of the 
present invention. FIG. 2 is a block diagram Which shoWs 
the principal portion of a control circuit of the communica 
tion adapter according to the ?rst preferred embodiment. In 
the description of the ?rst preferred embodiment, the same 
components as those in the above-described conventional 
netWork system are provided With the same reference 
numerals, and descriptions of these components are omitted. 

In the ?rst preferred embodiment, the communication 
adapter 1 is preferably a PC card Which, When inserted in a 
PDA 30, such as a note-type personal computer, enables the 
PDA 30 to access a LAN Which is a kind of communication 
netWork. This PC card 1 includes a cable LAN processing 
circuit block 2 Which processes cable communication sig 
nals and a radio LAN processing circuit block 3 Which 
processes radio communication signals. These blocks 2 and 
3 are independent of each other but are provided in a single 
case. 

The cable LAN processing circuit block 2 is a circuit for 
enabling the PDA 30 to access the LAN via a cable 31 and 
includes a cable LAN controller 4 and a cable LAN interface 
(cable LAN I/F) 5. When a cable LAN signal is sent from a 
CPU 37 of the PDA 30 via a PC card I/F 38 of the PDA 30 
and a PC card I/F 6 of the PC card 1, the cable LAN 
controller 4 receives the signal and converts the signal into 
a suitable for a cable LAN. Then, the LAN controller 4 
outputs the converted signal to the LAN via the cable LAN 
I/F 5 and the cable 31. 
When the LAN controller 4 receives a signal from the 

LAN via the cable 31 and the cable LAN I/F 5, the cable 
LAN controller 4 converts the signal into a suitable signal 
for the PDA 30. Then, the LAN controller 4 outputs the 
converted signal to the PDA 30 via the PC card I/F 6. 

The radio LAN processing circuit block 3 is a circuit for 
enabling the PDA 30 to access the LAN via radio Waves 32 
and includes a radio LAN controller 7 and a radio LAN 
interface (radio LAN I/F) 8. When a radio LAN signal is sent 
from a CPU 37 of the PDA 30 via the PC card I/F 38 of the 
PDA 30 and the PC card I/F 6 of the PC card 1, the radio 
LAN controller 7 receives the signal and converts the signal 
into a suitable signal for the radio LAN. Then, the LAN 
controller 7 outputs the converted signal to the LAN via the 
radio LAN UF 8 and the radio Waves 32. 
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4 
When an antenna (not shoWn) installed in the PC card 1 

receives a signal from the LAN via the radio Waves 32, the 
signal is input to the radio LAN controller 7 via the radio 
LAN I/F 8. The radio LAN controller 7 converts the signal 
into a suitable signal for the PDA 30 and outputs the 
converted signal to the PDA 30 via the PC card UF 6. 

In the ?rst preferred embodiment, the cable LAN pro 
cessing circuit block 2 and the radio LAN processing circuit 
block 3 operate simultaneously. Therefore, merely by insert 
ing this PC card 1 in the PDA 30, the PDA 30 can access the 
LAN both via the cable 31 and via the radio Waves 32, 
simultaneously. Thereby, for example, the PDA 30 can 
access an internet via the LAN by the radio Waves 32 While 
accessing a data server connected to the LAN by the cable 
31. 

The PC card 1 according to the ?rst preferred embodiment 
of the present invention achieves the folloWing bene?ts. A 
conventional PC card 35 functions only as either a cable 
communication connector or a radio communication 

connector, and in order to perform both cable communica 
tion and radio communication, a PC card 35a for cable 
communication and a separate PC card 35b for radio com 
munication must be provided. On the other hand, the PC 
card 1 according to the ?rst preferred embodiment functions 
both as a cable communication connector and as a radio 

communication connector, and the PC card 1 is used as a PC 
card for cable communication and as a PC card for radio 
communication. Further, the PC card 1 is used as a PC card 
for both cable communication and radio communication. 
Therefore, not only When the PDA 30 is to communicate 
With the LAN 31 only via the cable 31 or only via the radio 
Waves 32, but also When the PDA30 is to communicate With 
the LAN 31 via both the cable 31 and the radio Waves 32, 
only the PC card 1 according to the ?rst preferred embodi 
ment of the present invention is required. This is less costly 
as compared With the case of providing tWo separate PC 
cards. 

Also, even When the access method to the LAN is 
sWitched from cable communication to radio communica 
tion or from radio communication to cable communication, 
it is not necessary to change PC cards. 

Further, since the PC card 1 according to the ?rst pre 
ferred embodiment of the present invention functions as a 
both cable communication connector and a radio commu 
nication connector simultaneously, merely inserting the PC 
card 1 in the PDA 30 enables the PDA 30 to communicate 
With the LAN via the cable 31 and via the radio Waves 32, 
simultaneously. Even if the PDA 30 includes tWo card slots 
to accept tWo types of PC cards, namely, the PC card 35a for 
cable communication and the PC card 35b for radio 
communication, only the PC card 1 according to the ?rst 
preferred embodiment is required to be inserted into the PC 
card slots of the PDA 30 to carry out cable communication 
and radio communication betWeen the PDA30 and the LAN 
simultaneously. Thus, according to the ?rst preferred 
embodiment of the present invention, only one PC card is 
necessary for simultaneous cable and radio communication 
betWeen a PDA and a LAN, While conventionally, tWo PC 
cards of different types is necessary. Further, it is possible to 
insert a PC card With another function into the other vacant 
PC card slot of the PDA 30. 

In the folloWing, a netWork system according to a second 
preferred embodiment of the present invention is described. 
In the description of the second preferred embodiment, the 
same components as those in the ?rst preferred embodiment 
are provided With the same reference numerals, and descrip 
tions of these components are omitted. 
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The network system according to the second preferred 
embodiment of the present invention includes at least one 
PDA 30 Which functions as an access point. As FIG. 3 
shoWs, a plurality of PDAs 30 are connected to a LAN, and 
at least one of the PDAs 30 functions as an access point. 

In a LAN system 10 according to the second preferred 
embodiment of the present invention, the PC card 1 accord 
ing to the ?rst preferred embodiment is inserted in at least 
one PDA 30 (30A) of the plurality of PDAs 30 connected to 
the LAN, and the PDA 30A includes a control circuit shoWn 
by the solid lines in FIG. 4. 

This PDA 30A includes a program storing section 11 and 
a CPU 12. According to the second preferred embodiment, 
at least an access point processing program is stored in the 
program storing section 11. The access point processing 
program provides a procedure for controlling signal accesses 
betWeen a cable netWork and a radio netWork. 

The CPU 12 carries out control according to the access 
point processing program. For example, as FIG. 4 shoWs, the 
CPU 12 includes a signal receiving section 13, a sending 
method determining section 14 and a signal sending section 
15. 

The signal receiving section 13 receives a signal input to 
the PDA 30 through the LAN via the PC card 1 and the PC 
card I/F 38. Then, the signal receiving section 13 sends the 
input signal to the sending method determining section 14 
and the signal sending section 15. The signal receiving 
section 13 also sends the sending method determining 
section 14 a signal Which indicates Whether the input signal 
has been sent to the PC card 1 by the cable 31 or by the radio 
Waves 32. There are various Ways of determining Whether 
the input signal has been sent by the cable or by the radio 
Waves, for example, the determination may be made in the 
signal receiving section 13 or may be made in the PC card 
I/F 38. Here, any suitable method for determining Whether 
the inputted signal has been sent by the cable or by the radio 
Waves, and a description of the determining method is 
omitted. 

The sending method determining section 14, based on the 
signal sent from the signal receiving section 13, detects 
Whether the signal input to the PDA 30A has been sent by the 
cable 31 or by the radio Waves 32. When the sending method 
determining section 14 detects that the input signal has been 
sent by the cable 31, the sending method determining section 
14 determines radio communication as the signal sending 
method. On the other hand, When the sending method 
determining section 14 detects that the inputted signal has 
been sent by the radio Waves 32, the sending method 
determining section 14 determines cable communication as 
the signal sending method. The sending method determining 
section 14 sends the signal sending section 15 a signal Which 
indicates the result of determination. 

The signal sending section 15 receives the signal from the 
signal receiving section 13 and almost simultaneously 
receives the sending method signal from the sending method 
determining section 14. Then, the signal sending section 15 
sends the signal by the method commanded by the sending 
method determining section 14. More speci?cally, When the 
sending method signal received from the sending method 
determining section 14 indicates cable communication, the 
signal sending section 15 converts the signal received from 
the signal receiving section 13 into a suitable signal cable 
LAN access. Then, the signal sending section 15 sends the 
converted signal to the cable LAN processing circuit block 
2 of the PC card 1 via the PC card I/F 38 of the PDA 30A 
and the PC card UF 6 of the PC card 1. The cable LAN 
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6 
processing circuit block 2 sends the signal of the cable LAN 
access form to the PDAs 30 Which are connected to the LAN 
via the cable 31. 
When the sending method signal received from the send 

ing method determining section 14 indicates radio 
communication, the signal sending section 15 converts the 
signal received from the signal receiving section 13 into a 
suitable signal for radio LAN access. Then, the signal 
sending section 15 sends the converted signal to the radio 
LAN processing circuit block 3 of the PC card 1 via the PC 
card I/F 38 of the PDA 30A and the PC card I/F 6 of the PC 
card 1. The radio LAN processing circuit block 3 sends the 
signal of the radio LAN access form to the PDAs 30 Which 
are connected to the LAN via the radio Waves 32. 

According to the second preferred embodiment of the 
present invention, as described above, the PC card 1 is 
inserted in at least one 30A of the plurality of PDAs 30 
Which are connected to the LAN, and an access point 
processing program is installed in the PDA 30A. Therefore, 
the PDA 30A functions as an access point. Without provid 
ing an access point device 36 for exclusive use, the PDAs 30 
can be connected to the LAN via the radio Waves. 

Thus, by providing the PC card 1 according to the ?rst 
preferred embodiment of the present invention and the 
access point processing program, Which is less costly than 
preparing an access point device 36 for exclusive use, a 
LAN including a simple and inexpensive radio communi 
cation netWork is obtained. 

Next, a netWork system according to a third preferred 
embodiment of the present invention is described. The 
netWork system according to the third preferred embodiment 
includes substantially the same structure as the network 
system according to the second preferred embodiment. In 
the netWork system according to the third preferred 
embodiment, the PDA 30A Which functions as an access 
point further includes a routing function. In the description 
of the third preferred embodiment, the same components as 
those in the second preferred embodiment are provided With 
the same reference numerals, and descriptions of these 
components are omitted. 

According to the third preferred embodiment, the pro 
gram storing section 11 of the PDA 30A Which functions as 
an access point is stored With not only an access point 
processing program but also a routing program shoWn by the 
dashed lines in FIG. 4. A signal Which has been input to the 
PDA 30A through the LAN via the PC card 1 includes 
information regarding the sender of the signal and informa 
tion about the addresses of the signal. The routing program 
includes a procedure to control sending of a signal via the 
cable or via the radio Waves based on the addressee infor 
mation. More speci?cally, the addressee information is used 
to determine Whether the signal is addressed to the PDAs 
Which are connected to the netWork via the cable or to the 
PDAs Which are connected to the netWork via the radio 
Waves, and When it is determined that the addresses are 
PDAs Which are connected to the netWork via the cable, the 
signal is sent to the PDAs Which are connected via the cable. 
When it is determined that the addresses are the PDAs Which 
are connected to the netWork via the radio Waves, the signal 
is sent to the PDAs Which are connected via the radio Waves. 

According to the third preferred embodiment of the 
present invention, the CPU 12 sends a signal folloWing the 
access point processing program and the routing program. 
The CPU 12 includes an addressee detecting section 17 
shoWn by the dashed line in FIG. 4 as Well as the compo 
nents of the CPU 12 of the PDA 30A of the netWork system 
according to the second preferred embodiment. 
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The signal input to the PDA 30A via the PC card 1 is 
received by the signal receiving section 13 and then received 
by the addressee detecting section 17. The addressee detect 
ing section 17 reads the addressee information from the 
signal and references the address information stored in an 
address storing section 18. The address information includes 
the addresses of the PDAs Which are connected to the LAN 
and has been stored in the address storing section 18 by an 
address information producing section (not shoWn). There 
are various methods of producing address information and 
storing the address information. Here, any suitable method 
can be used, and a description thereof is omitted. 

The addressee detecting section 17 recogniZes the 
addresses of the PDAs Which the signal is addressed to by 
referring to the address information stored in the address 
storing section 18 and sends the addresses of the PDAs to the 
signal sending section 15. The signal sending section 15 
receives the input signal from the signal receiving section 13 
and almost simultaneously receives the sending method 
signal from the sending method determining section 14 and 
the addresses of the PDAs from the addressee detecting 
section 17. When the access method to the addressees is 
identical to the sending method determined by the sending 
method determining section 14, the signal sending section 
15 converts the signal received from the signal receiving 
section 13 into a suitable signal for the determined sending 
method and sends the converted signal to the cable LAN 
processing circuit block 2 or the radio LAN processing 
circuit block 3 of the PC card 1 according to the determined 
sending method. 

According to the third preferred embodiment of the 
present invention, the PDA 30A Which functions as an 
access point also includes a routing function. Therefore, 
When the signal Which has been input to the PDA 30A 
through the LAN via the cable is addressed to the PDAs 30 
Which are connected to the LAN via the cable, the signal is 
not sent to the PDAs 30 Which are connected to the LAN via 
the radio Waves. On the other hand, When the signal Which 
has been input to the PDA 30A through the LAN via the 
radio Waves is addressed to the PDAs 30 Which are con 
nected to the LAN via the radio Waves, the signal is not sent 
to the PDAs 30 Which are connected to the LAN via the 
cable. Consequently, the throughput is greatly improved. 

For example, While a PDA 30 Which is connected to the 
LAN via the radio Waves is performing data transmission 
through the LAN, When the access point PDA 30A sends a 
signal to the PDAs 30 Which are connected to the LAN via 
the radio Waves, the signal output from the access point PDA 
30A is inserted betWeen frames of data transmitted by the 
PDA 30 via the radio Waves. If the signal sent from the 
access point PDA 30A is not addressed to the PDAs 30 
Which are connected via the radio Waves, the data for these 
signal are unnecessary for the PDA 30 Which is carrying out 
data transmission via the radio Waves. HoWever, due to the 
reception of the unnecessary data, the speed of the data 
transmission carried out by the PDA 30 is greatly reduced, 
that is, the throughput is greatly reduced. 

According to the third preferred embodiment of the 
present invention, hoWever, the access point PDA 30A does 
not send the radio LAN any signals addressed to the PDAs 
30 Which are connected to the cable LAN, and thus, the 
throughput is greatly improved. 

Next, a fourth preferred embodiment of the present inven 
tion is described. In the description of the fourth preferred 
embodiment, the same components as those of the ?rst, 
second and third preferred embodiments are provided With 
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the same reference numerals, and description of these com 
ponents are omitted. 
According to the ?rst through third preferred 

embodiments, the communication adapters include PC card 
type interfaces to PDAs 30. A communication adapter 1 
according to the fourth preferred embodiment, hoWever, 
includes an interface of another type. In the adapter 1 
according to the fourth preferred embodiment, all the com 
ponents other than the interface are the same as those of the 
?rst through third preferred embodiments. In the adapter 1 
according to the fourth preferred embodiment, the cable 
LAN processing circuit block 2 and the radio LAN process 
ing circuit block 3 are independent of each other and are 
provided in a single case. The cable LAN processing circuit 
block 2 and the radio LAN processing circuit block 3 operate 
simultaneously. 

For the communication adapter 1, various types of inter 
faces can be used. For example, a card type such as a card 
bus card and a compact ?ashTM card, a board type such as a 
PCI, a mini PCI and an ISA, a USB type shoWn by FIG. 5 
and other types can be used. In FIG. 5, numeral 20 denotes 
a case Which includes the cable LAN processing circuit 
block 2, the radio LAN processing circuit block 3 and other 
circuits. The numeral 21 denotes a USB interface connector 
for connecting this adapter 1 to a PDA 30. The numeral 22 
denotes a cable Which connects the circuits in the case 20 to 
the USB interface connector 21. The numeral 23 denotes a 
cable connector for connecting the cable LAN processing 
circuit block 2 to a cable 31. 

According to the fourth preferred embodiment, the com 
munication adapter 1 may be of a card type, a USB type, 
IEEE1394 type or any other suitable type, and thereby, the 
communication adapter 1 can be attached to and detached 
from a PDA 30 easily. Therefore, the communication 
adapter 1 according to the fourth preferred embodiment is 
?exible With the environment of the PDA 30. 
When the communication adapter 1 is of a board type, the 

adapter 1 can be installed inside a PDA 30, and the design 
of the PDA 30 Will be improved. 
A communication adapter and a netWork system accord 

ing to the present invention are not limited to the structure 
Which has been described in connection With the ?rst 
through fourth preferred embodiments. According to the ?rst 
through fourth preferred embodiments, the communication 
adapter 1 is preferably con?gured to enable a PDA 30 to 
have access to a LAN. HoWever, the communication adapter 
1 may have a cable communication signal processing circuit 
instead of the cable LAN processing circuit block 2, such 
that the PDA 30 can have access to a communication 
netWork besides a LAN via a cable. 

Also, the communication adapter 1 may have a radio 
communication signal processing circuit instead of the radio 
LAN processing circuit block 3, such that the PDA 30 can 
have access to a communication netWork besides a LAN via 
radio Waves. 

In the descriptions of the ?rst through fourth preferred 
embodiments, a personal computer has been described as an 
example of a PDA 30 connected to a communication net 
Work. HoWever, the PDA 30 connected to a communication 
netWork may be a mobile telephone. 

FIG. 3 shoWs the communication adapter 1 provided in 
only one of the PDAs 30 Which are connected to a commu 
nication netWork. The communication adapters 1 according 
to the ?rst through fourth preferred embodiments may be 
provided in tWo or more of the PDAs 30. 

Although the present invention has been described in 
connection With the preferred embodiments described 
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above, it is to be noted that various changes and modi?ca 
tions are possible to those Who are skilled in the art. Such 
changes and modi?cations are to be understood as being 
Within the scope of the present invention. 
A communication adapter according to a preferred 

embodiment of the present invention preferably includes a 
cable communication signal processing circuit and a radio 
communication signal processing circuit Which are indepen 
dent of each other, and accordingly, the communication 
adapter functions both as a cable communication connector 
and as a radio communication connector. Therefore, merely 
by inserting the communication adapter according to a 
preferred embodiment of the present invention in a PDA, the 
FDA has access to a communication netWork via a cable and 
via radio Waves. 

Thus, not only When a PDA is expected to have access to 
a communication netWork either via a cable or radio Waves 
but also When the PDA is expected to have access to a 
communication netWork and a case of making an access to 
a communication netWork by radio Waves, only one com 
munication adapter according to a preferred embodiment of 
the present invention is required. Accordingly, the cost is 
greatly reduced as compared With a conventional case Which 
requires tWo communication adapters of different types, 
namely, an adapter for cable communication and an adapter 
for radio communication. 
As already mentioned, the communication adapter 

according to a preferred embodiment of the present inven 
tion functions as both a cable communication connector and 
as a radio communication connector, and therefore, in 
sWitching the access method to a communication netWork 
from cable communication to radio communication or from 
radio communication to cable communication, it is not 
necessary to change communication adapters. Thus, the 
access method can be quickly and easily sWitched. 

Further, the communication adapter according to a pre 
ferred embodiment of the present invention is con?gured 
such that the cable communication signal processing circuit 
and the radio communication signal processing circuit oper 
ate simultaneously. Therefore, by merely inserting the com 
munication adapter in a PDA, the FDA has access to a 
communication netWork via a cable While making an access 
to a communication netWork via radio Waves. 

For example, When a PDA Which includes a plurality of 
external connection areas so as to accept a plurality of 
adapters is required to have access to a communication 
netWork via a cable and via radio Waves simultaneously, 
conventionally, tWo communication adapters must be pro 
vided in tWo of the external connection areas of the PDA. 
According to the present invention, hoWever, only one 
communication adapter is required in one of the plurality of 
external connection areas, and the other vacant external 
connection area(s) can be used for any other purpose(s). 
When the communication adapter includes an interface of 

a PC card type, a card bus card type, a compact ?ashTM card 
type or USB type, the communication adapter can be 
attached to and detached from a PDA easily, and ?exible 
usage of the communication adapter in accordance With the 
environment of the PDA is obtained. When the communi 
cation adapter has an interface of a PCI type, a mini PCI type 
or an ISA type, the communication adapter can be installed 
inside a PDA, and the design freedom of the PDA is greatly 
improved. 

Further, by inserting a communication adapter in a PDA 
Which is connected to a communication netWork and by 
installing an access point processing program in the PDA, 
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10 
this PDA functions as an access point in the netWork. Thus, 
When at least one of the PDAs Which are connected to a 
communication netWork also functions as an access point, 
the PDAs have access to the netWork via radio Waves 
Without having any access point devices for exclusive use 
provided in the netWork. In other Words, by merely provid 
ing a small inexpensive communication adapter according to 
a preferred embodiment of the present invention and an 
access point processing program, Without providing an 
access point device for exclusive use, a communication 
netWork including a radio communication netWork is 
obtained. 

Moreover, by installing a routing program in the access 
point PDA, the access point PDA performs routing. More 
speci?cally, When the access point PDA receives a signal, 
from addressee information included in the signal, the 
access point PDA determines Whether the signal is addressed 
to the PDAs Which are connected to the netWork via a cable 
or to the PDAs Which are connected to the netWork via radio 
Waves. Then, When the signal is addressed to the PDAs 
Which are connected via the cable, the access point PDA 
sends signals to these PDAs in the cable communication 
netWork, and When the signal is addressed to the PDAs 
Which are connected via the radio Waves, the access point 
PDA sends signal to these PDAs in the radio communication 
netWork. 

Therefore, When the signal Which has been input to the 
access point PDA via the cable is addressed to the PDAs 
Which are connected to the netWork via the cable, the signal 
is not sent to the PDAs Which are connected to the netWork 
via the radio Waves. On the other hand, When the signal 
Which has been input to the access point PDA via the radio 
Waves is addressed to the PDAs Which are connected to the 
netWork via the radio Waves, the signal is not sent to the 
PDAs Which are connected to the netWork via the cable. 
With this arrangement, the signals ?oWing in the cable 

communication netWork include a reduced number of sig 
nals addressed to the PDAs Which are connected via the 
radio Waves, and the signals ?oWing in the radio commu 
nication netWork include a reduced number of signals 
addressed to the PDAs Which are connected via the cable. 
Accordingly, the speed of data transmission betWeen PDAs 
is greatly increased. In other Words, the throughput is greatly 
improved. 

While preferred embodiments of the invention have been 
described above, it is to be understood that variations and 
modi?cations Will be apparent to those skilled in the art 
Without departing the scope and spirit of the invention. The 
scope of the invention, therefore, is to be determined solely 
by the folloWing claims. 
What is claimed is: 
1. Acommunication adapter for use With a personal digital 

assistant to enable the personal digital assistant to have 
access to a communication netWork, said communication 
adapter comprising: 

a cable communication signal processing circuit for per 
mitting the personal digital assistant to have access to 
the communication netWork via a cable; and 

a radio communication signal processing circuit for per 
mitting the personal digital assistant to have access to 
the communication netWork via radio Waves; Wherein 

the cable communication signal processing circuit and the 
radio communication signal processing circuit are inde 
pendent of each other and are provided in a single case 
or on a single board; and 

the cable communication signal processing circuit and the 
radio communication signal processing circuit operate 
simultaneously. 
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2. A communication adapter according to claim 1, 
Wherein the communication network is a local area netWork. 

3. A communication adapter according to claim 1, further 
comprising an interface to the personal digital assistant. 

4. A communication adapter according to claim 3, 
Wherein the interface to the personal digital assistant is one 
of a PC card interface, a card bus card interface, a compact 
?ash card interface, a PCI interface, a mini PCI interface, an 
ISA interface and a USB interface. 

5. A communication adapter according to claim 1, 
Wherein the communication adapter is a PC card that is 
insertable into the personal digital assistant. 

6. A communication adapter according to claim 1, 
Wherein the cable communication signal processing circuit 
includes a cable local area netWork controller and a cable 
local area netWork interface. 

7. A communication adapter according to claim 6, 
Wherein the cable local area netWork controller receives a 
signal from the personal digital assistant and converts the 
signal into a signal suitable for the cable for use With the 
communication netWork. 

8. A communication adapter according to claim 6, 
Wherein the cable local area netWork controller receives a 
signal from the cable and converts the signal into a signal 
suitable for the personal digital assistant. 

9. A communication adapter according to claim 1, 
Wherein the radio communication signal processing circuit 
includes a radio local area netWork controller and a radio 
local area netWork interface. 

10. A communication adapter according to claim 9, 
Wherein the radio local area netWork controller receives a 
signal from the personal digital assistant and converts the 
signal into a signal suitable for the cable for use With the 
communication netWork. 

11. A communication adapter according to claim 9, 
Wherein the radio local area netWork controller receives a 
signal from the cable and converts the signal into a signal 
suitable for the personal digital assistant. 

12. A communication adapter according to claim 1, 
Wherein the personal digital assistant is a computer. 

13. A communication adapter according to claim 1, 
Wherein the personal digital assistant is a mobile telephone. 

14. A netWork system comprising: 
a netWork; 
a plurality of personal digital assistants connected to each 

other via the netWork; 
a communication adapter attached to at least one of the 

plurality of personal digital assistants and including: 
a cable communication signal processing circuit for 

permitting the personal digital assistants to have 
access to the netWork via a cable; and 

a radio communication signal processing circuit for 
permitting the personal digital assistants to have 
access to the netWork via radio Waves, Wherein the 
cable communication signal processing circuit and 
the radio communication signal processing circuit 
are independent of each other and are provided in a 
single case or on a single board, and the cable 
communication signal processing circuit and the 
radio communication signal processing circuit oper 
ate simultaneously; Wherein 

at least one of the plurality of personal digital assistants to 
Which the communication adapter is attached functions 
as an access point Which makes signal conversions 
betWeen a cable communication form and a radio 
communication form, the access point personal digital 
assistant including: 
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12 
a program storing section including an access point 

processing program Which eXchanges signals 
betWeen a cable communication netWork and a radio 
communication netWork; and 

a control section Which, folloWing the access point 
processing program, sends a signal Which has been 
input by the cable through the communication 
adapter from a personal digital assistant Which is 
connected to the netWork by the cable to the personal 
digital assistants Which are connected to the netWork 
via radio Waves through the communication adapter 
and Which sends a signal Which has been input by 
radio Waves through the communication adapter 
from a personal digital assistant Which is connected 
to the netWork by the radio Waves to the personal 
digital assistants Which are connected to the netWork 
via the cable through the communication adapter. 

15. A netWork system according to claim 14, Wherein the 
program storing section further includes a routing program 
Which determines Whether a signal Which has been input to 
the access point personal digital assistant through the com 
munication adapter is addressed to the personal digital 
assistants Which are connected to the communication net 
Work via the cable or to the personal digital assistants Which 
are connected to the communication netWork via the radio 
Waves based on addressee information included in the 
signal, Which permits sending of the signal to the personal 
digital assistants Which are connected to the communication 
netWork via the cable When it is determined that the signal 
is addressed to the personal digital assistants Which are 
connected via the cable and Which permits sending of the 
signal to the personal digital assistants Which are connected 
to the communication network via the radio Waves When it 
is determined that the signal is addressed to the personal 
digital assistants Which are connected via the radio Waves; 
and 

the control section controls sending of the signal Which 
has been input to the access point personal digital 
assistant, folloWing the access point processing pro 
gram and the routing program. 

16. A netWork system according to claim 14, Wherein the 
control section includes a signal receiving section, a sending 
method determining section and a signal sending section. 

17. A netWork system according to claim 16, Wherein the 
signal receiving section receives an input signal from one of 
the personal digital assistants connected to the netWork and 
sends the sending method determining section a signal to 
indicate Whether the input signal Was sent to the communi 
cation adapter via the cable or via radio Waves. 

18. A netWork system according to claim 17, Wherein the 
sending method determining section determines a method of 
communication based on the signal received from the 
receiving section Which indicates Whether the input signal 
Was sent to the communication adapter via the cable or via 
radio Waves and sends a signal to the signal sending section. 

19. A netWork system according to claim 18, Wherein the 
signal sending section receives the input signal from the 
signal receiving section and the signal from the sending 
method determining section and converts the input signal on 
the basis of the signal received from the sending method 
determining section and outputs a converted signal. 

20. A netWork system according to claim 14, Wherein the 
netWork is a local area netWork. 

21. A netWork system according to claim 14, further 
comprising an interface to at least one of the personal digital 
assistants. 

22. A netWork system according to claim 21, Wherein the 
interface to the at least one of the personal digital assistants 
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is one of a PC card interface, a card bus card interface, a 
compact ?ash card interface, a PCI interface, a mini PCI 
interface, an ISA interface and a USB interface. 

23. A network system according to claim 14, Wherein the 
communication adapter is a PC card that is insertable into 
one of the personal digital assistants. 

24. A netWork system according to claim 14, Wherein the 
cable communication signal processing circuit includes a 
cable local area netWork controller and a cable local area 
netWork interface. 

25. A netWork system according to claim 24, Wherein the 
cable local area netWork controller receives a signal from 
one of the personal digital assistants and converts the signal 
into a signal suitable for the cable for use With the netWork. 

26. A netWork system according to claim 24, Wherein the 
cable local area netWork controller receives a signal from the 
cable and converts the signal into a signal suitable for the 
personal digital assistants. 
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27. A netWork system according to claim 14, Wherein the 

radio communication signal processing circuit includes a 
radio local area netWork controller and a radio local area 
netWork interface. 

28. A netWork system according to claim 27, Wherein the 
radio local area netWork controller receives a signal from 
one of the personal digital assistants and converts the signal 
into a signal suitable for the cable for use the netWork. 

29. A netWork system according to claim 27, Wherein the 
radio local area netWork controller receives a signal from the 
cable and converts the signal into a signal suitable for the 
personal digital assistants. 

30. A netWork system according to claim 14, Wherein at 
least one of the personal digital assistants is a computer. 

31. A netWork system according to claim 14, Wherein at 
least one of the personal digital assistants is a mobile 
telephone. 


