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METHOD FOR TESTING A DEVICE AND A 
TEST CONFIGURATION INCLUDING A 

DEVICE WITH A TEST MEMORY 

BACKGROUND OF THE INVENTION 

Field of the Invention 

The invention relates to a method for testing a device and 
to a test con?guration including a device to be tested. 

Devices are tested With regard to a predetermined mode of 
operation during various stages of production. To that end, 
in the case of a semiconductor memory, for example, a test 
unit is used to test that the memory cells have a correct mode 
of operation. 

Depending on the current stage of production of the 
device, different test methods are used for testing the device. 
Usually, the test results of the test methods are used to 
remove defective devices by sorting or to classify devices 
into different quality classes. 

SUMMARY OF THE INVENTION 

It is accordingly an object of the invention to provide a 
method and a test con?guration including a device that 
enables improved utiliZation of the test results. 

With the foregoing and other objects in vieW there is 
provided, in accordance With the invention a method for 
testing a device, Which includes: using a test method to test 
a device and to determine test results; and storing the test 
results in a memory in the device. 

Because the test results are stored in the memory in the 
device and are permanently connected With the device, the 
test results can be read out later, for eXample after a further 
production step, and can be taken into account for the 
performance of the production step. 

In accordance With an added feature of the invention, not 
only the test results, but also an identi?er for the test method 
With Which the test results Were determined are stored in the 
memory. In this Way, it is possible to store test results from 
a multiplicity of test methods for later evaluation and/or use. 
Because of the identi?er, the test results are assigned to the 
individual test methods. This information can be taken into 
account during evaluation and can provide details about the 
causes of a malfunction. 

In accordance With another feature of the invention, the 
invention is applied to the ?eld of semiconductor memories, 
in Which electrically programmable, nonvolatile memories 
are preferably used as the memory. The invention is used 
particularly advantageously in DRAMs (Dynamic random 
Access Memories), Which constitute dynamic memories in 
Which the individual memory cells of the memory can be 
accessed. An array of programmable fuses is preferably used 
as the memory. 

In accordance With a further feature of the invention, the 
stored test results are read out and evaluated according to 
predetermined methods. Preferably, the stored test results 
are taken into account during subsequent test methods in 
order eg to remove defective modules by sorting or to 
classify good modules into different quality classes. 

With the foregoing and other objects in vieW there is 
provided, in accordance With the invention a test 
con?guration, that includes: a test unit for performing test 
ing according to a predetermined test method; a program 
ming unit; and a device. The device includes: a memory; and 
an input/output interface for performing an operation 
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2 
selected from the group consisting of Writing data to the 
memory and reading data from the memory. The interface 
enables connection of the test unit thereto such that the test 
unit can test the device according to the predetermined test 
method. The interface is also designed for connecting the 
programming unit thereto. The programming unit is con?g 
ured for Writing test results to the memory of the device. 

In accordance With a further feature of the invention, the 
memory is an electrically programmable nonvolatile 
memory. 

In accordance With a further added feature of the 
invention, the memory of the device stores data selected 
from the group consisting of the test results and a quality 
class that Was determined during the testing of the device. 

In accordance With a concomitant feature of the invention, 
the programming unit is integrated on the device. 

Other features Which are considered as characteristic for 
the invention are set forth in the appended claims. 

Although the invention is illustrated and described herein 
as embodied in a method for testing a device, and device 
With test memory, it is nevertheless not intended to be 
limited to the details shoWn, since various modi?cations and 
structural changes may be made therein Without departing 
from the spirit of the invention and Within the scope and 
range of equivalents of the claims. 
The construction and method of operation of the 

invention, hoWever, together With additional objects and 
advantages thereof Will be best understood from the folloW 
ing description of speci?c embodiments When read in con 
nection With the accompanying draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs a device With a test unit and a programming 

unit; 
FIG. 2 shoWs a program sequence for the testing of a 

device; and 
FIG. 3 shoWs a device With an integrated programming 

unit. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring noW to the ?gures of the draWing in detail and 
?rst, particularly, to FIG. 1 thereof, there is shoWn a device 
1 having a memory 2 that is designed in the form of an 
addressable array of electrically programmable nonvolatile 
memory cells or electrically programmable fuses. The 
memory 2 is realiZed as an electrically programmable 
memory having a multiplicity of individually addressable 
memory cells. The memory 2 is connected to a control 
circuit 9 via an interface 7 (a third interface). The control 
circuit 9 is integrated on the device 1. In addition, the device 
1 has a ?rst interface 10 and a second interface 11, to Which 
a test unit 12 and a programming unit 13 are connected, 
respectively. The test unit 12 and the programming unit 13 
are connected to one another via a data line 14. 

The second interface 11 connects the memory 2 and the 
programming unit 13. The memory 2 is designed as a 
programmable read-only memory, for example, to Whose 
memory cells, data can be Written by bloWing a fuse at the 
output of the memory cell by means of an elevated pro 
gramming current. 
The device 1 has an electronic circuit 15, Which is 

connected to the control circuit 9 and the test unit 12 via the 
?rst interface 10. The test unit 12 has access to the electronic 
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circuit 15 via the ?rst interface 10 and tests the electronic 
circuit 15 according to predetermined test methods. The test 
results obtained during the testing of the electronic circuit 15 
are forWarded to the programming unit 13. The program 
ming unit 13 transmits the test results into the programmable 
memory 2 via the second interface 11. In a development of 
the invention, instead of the ?rst and second interfaces 10, 
11, only one interface is provided, to Which the control 
circuit 9, the electronic circuit 15, the memory 2, the test unit 
12 and the programming unit 13 are connected. 

The device 1 has not been described in every detail and 
can be designed as a DRAM, for example. HoWever, the 
device 1 can also have any other electronic circuits Which 
are tested With regard to a correct mode of operation. 

In a preferred embodiment, the programming unit 13 is 
integrated on the device 1, as is illustrated in FIG. 3. 

The mode of operation of the arrangement of FIG. 1 is 
explained in more detail beloW With reference to the pro 
gram sequence in FIG. 2: 
At program point 10, the test unit 12 starts a test method, 

in the course of Which the electronic circuit 15 is tested. If 
the electronic circuit 15 is designed for example in the form 
of a memory With a multiplicity of memory cells, then the 
individual memory cells are tested With regard to a correct 
mode of operation. To that end, the test unit 12 passes 
predetermined data to the electronic circuit 15 for storage. 

AfterWard, at program point 20, the test unit 12 checks 
Whether the transmitted data Were stored correctly by the 
memory cells, hoW quickly the circuit 15 operates and the 
current consumption of the circuit 15. In this case, informa 
tion regarding correct or incorrect storage and/or classi?ca 
tion into a quality class (high, medium, loW) With regard to 
the speed, the correct mode of operation and/or the current 
consumption is determined as a test result. The test results 
are transmitted to the programming unit 13. 
At the subsequent program point 30, the programming 

unit 13 transmits the test results into the programmable 
memory 2 via the second interface 11. In a preferred 
embodiment, in addition to the test results, an identi?er for 
the test method With Which the test results Were determined 
is stored in the memory 2. In this Way, the test results of 
different test methods can be stored in the memory 2 in a 
manner ordered according to the test methods. This provides 
an advantage in that the test methods can be taken into 
account When test results are evaluated and/or used. 

At the subsequent program point 40, the test unit 12 starts 
another test method. In the course of the started test method, 
for example, in a later production stage or at a different 
ambient temperature, the same function or a different func 
tion of the electronic circuit 15 is tested. By Way of example, 
the clock frequency of the electronic circuit 15 is tested at a 
different temperature. 
At program point 50, the test unit 12 reads out the test 

results stored in the memory 2. 
At the subsequent program point 60, the test unit 12 

evaluates the test results read out and evaluates the neW test 
results and assigns the electronic circuit to a quality class 
(eg loW, medium, high). By Way of example, if the stored 
test results Were determined during a loW-temperature test at 
—10°, for example, and, during the subsequent test, the high 
temperature strength of the electronic circuit 15 Was tested 
at a temperature of 85° C., then the test results of the tWo 
tests are used in order to classify the electronic circuit 15 
into a quality class for the tWo temperatures and into a 
quality class independently of the temperature. 

AfterWard, the programming unit 13 Writes the test results 
and/or the quality classes for the temperatures and/or the 
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4 
quality class for the electronic circuit 15 independently of 
the temperature to the memory 2 at program point 70. The 
program then branches back to program point 20. 

The invention has been described using the example of an 
electronically programmable memory 2 With preferably 
electronic fuses. HoWever, the invention is not restricted to 
this memory, rather it is possible to use any kind of memory 
for storing the test results. 
One advantage of the invention is that the test results are 

present in a structural unit With the tested device and are thus 
available at the device throughout the service life of the 
device. This provides extended utiliZation of the information 
contained in the test results. This information can be used in 
DRAMs eg to test the degradation (aging) of cells or 
transistors during the operating time. 

FIG. 3 shoWs a further embodiment of the invention, in 
Which the programming unit 13 is integrated on the device 
1 and is connected to the test unit 12 via the ?rst interface 
10. 
We claim: 
1. A method for testing a semiconductor memory, Which 

comprises: 
providing the semiconductor memory With a nonvolatile 
memory and a multiplicity of individual memory cells; 

using a test method to test the semiconductor memory and 
to determine test results, and for testing the individual 
memory cells With regard to a correct operation mode; 

storing the test results in the nonvolatile memory in the 
semiconductor memory to make the test results avail 
able to the semiconductor memory throughout the 
service life of the semiconductor memory; and 

storing an identi?er in the nonvolatile memory to indicate 
the test method used to determine the test results. 

2. The method according to claim 1, Which comprises: 
providing the nonvolatile memory as an electrically pro 

grammable nonvolatile memory. 
3. The method according to claim 1, Which comprises 

reading out and evaluating the stored test results. 
4. The method according to claim 1, Which comprises: 
de?ning the test method as a ?rst test method; 

utiliZing the test results from the ?rst test method in a 
second test method; 

rating a plurality of test results in a form of a quality class; 
and 

storing the plurality of the test results. 
5. The method according to claim 1, Wherein the semi 

conductor memory is a DRAM. 
6. A test con?guration, comprising: 
a test unit for performing testing according to a predeter 

mined test method; 
a programming unit; and 
a semiconductor memory including: 

a multiplicity of individual memory cells; 
a nonvolatile memory; and 
an input/output interface for performing an operation 

selected from the group consisting of Writing data to 
said nonvolatile memory and reading data from said 
nonvolatile memory, said interface enabling connec 
tion of said test unit thereto such that said test unit 
can test said semiconductor memory according to the 
predetermined test method, for testing the individual 
memory cells With regard to a correct operation 
mode; 

said interface also con?gured for connecting said pro 
gramming unit thereto; 
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said programming unit con?gured for Writing test results 
to said nonvolatile memory of said semiconductor 
memory, to store an identi?er in said nonvolatile 
memory for indicating the test method used, thus 
making the test results available to the semiconductor 
memory throughout the service life of the semiconduc 
tor memory. 

7. The test con?guration according to claim 6, Wherein 
said nonvolatile memory is an electrically programmable 
nonvolatile memory. 

8. The test con?guration according to claim 7, Wherein 
said nonvolatile memory of said semiconductor memory 
stores data selected from the group consisting of the test 
results and a quality class determined during the testing of 
said semiconductor memory. 

9. The test con?guration according to claim 6, Wherein 
said nonvolatile memory of said semiconductor memory 
stores data selected from the group consisting of the test 
results and a quality class determined during the testing of 
said semiconductor memory. 

10. The test con?guration according to claim 6, Wherein 
said programming unit is integrated on said semiconductor 
memory. 
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11. The test con?guration according to claim 6, Wherein 

said semiconductor memory is a DRAM. 
12. Amethod for testing a semiconductor memory, Which 

comprises: 
providing the semiconductor memory With a nonvolatile 

memory; 

using a test method to test the semiconductor memory and 

to determine test results; 

storing the test results in the nonvolatile memory in the 
semiconductor memory; 

storing an identi?er in the nonvolatile memory to indicate 
the test method used to determine the test results; 

de?ning the test method as a ?rst test method; 

utiliZing the test results from the ?rst test method in a 
second test method; 

rating a plurality of test results in a form of a quality class; 
and 

storing the plurality of the test results. 


