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TAPERED OPTICAL FIBER FOR COUPLING 
TO DIFFUSED OPTICAL WAVEGUIDES 

RELATED APPLICATIONS 

The present application claims the bene?t of provisional 
patent application 60/280,657 ?led on Mar. 30, 2001 and 
Which is incorporated herein by reference. 

FIELD OF THE INVENTION 

The present invention relates generally to ?ber optics and 
optical Waveguides. More speci?cally, the present invention 
relates to a shaped optical ?ber for providing efficient optical 
coupling to a diffused optical Waveguide. 

BACKGROUND OF THE INVENTION 

Diffused optical Waveguides typically have a D-shape, 
and, hence, a D-shaped optical mode. A D-shaped optical 
mode does not couple ef?ciently to an optical ?ber Which 
has a circular optical mode. 

SUMMARY 

These objects and advantages are attained by an optical 
?ber having a shape that tapers from a conventional round 
shape, to a D-shape. 

The above discussed need is addressed by an optical ?ber 
including a) a cylindrical section; b) an endface Wherein the 
optical ?ber has a D-shape at the endface and c) a tapered 
section disposed betWeen the cylindrical section and the 
endface, Wherein the tapered section has a ?at side disposed 
at an angel With respect to a ?ber axis. 

Additionally, an optical communications device is pro 
vided and includes a) a diffused optical Waveguide and b) an 
optical ?ber coupled to the diffused optical Waveguide, 
Wherein the optical ?ber includes 1) a cylindrical section, 2) 
an endface Wherein the optical ?ber has a D-shape at the 
endface and 3) a tapered section disposed betWeen the 
cylindrical section and the endface, Wherein the tapered 
section has a ?at side disposed at an angle With respect to a 
?ber axis. 

Furthermore, an optical ?ber is provided Which includes 
a) a cylindrical section With a round cross-section, b) an 
endface Wherein the optical ?ber has a D-shape cross 
section at the endface and c) a tapered section disposed 
betWeen the cylindrical section and the endface, Wherein the 
tapered section comprises a smooth transition betWeen the 
cylindrical section and the D-shape. 

The above discussed and other features and advantages of 
the present invention Will be appreciated and understood by 
those skilled in the art from the folloWing detailed descrip 
tion and draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The foregoing and other features and advantages of the 
present invention Will be more fully understood from the 
folloWing detailed description of the illustrative 
embodiments, taken in conjunction With the accompanying 
draWings in Which: 

FIG. 1 is a cross-sectional vieW of a diffused Waveguide, 
having a core With a D-shaped cross section; 

FIG. 2 is a side vieW With cross-sectional vieWs of an 
optical ?ber having a tapered, compressed end section, in 
accordance With a ?rst embodiment; 

FIG. 3 is a cross-sectional front vieW of the optical ?ber 
of FIG. 2; 
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2 
FIG. 4 is a cross-sectional end vieW of the optical ?ber of 

FIG. 2, being compressed betWeen a ?at plate and a plate 
having a groove to create an approximately D-shaped core; 

FIG. 5 is a side vieW of the optical ?ber of FIG. 2 
butt-coupled to a diffused Waveguide; 

FIG. 6 is a side vieW With cross-sectional vieWs of an 
optical ?ber having a tapered end section and a D-shaped 
core located at the end of the ?ber, in accordance With a 
second embodiment; and 

FIG. 7 is a side vieW of the optical ?ber of FIG. 6 
butt-coupled to a diffused Waveguide. 

DETAILED DESCRIPTION 

The present invention provides ?bers 104, 204 that have 
a reduced coupling loss When coupled to a D-shaped dif 
fused Waveguide 100. The optical ?bers of the present 
invention may be compressed or polished so that they have 
an oval or D-shaped ?ber core. Only the end portion 108 of 
the optical ?ber 104 is compressed. The compressed area of 
the ?ber 104 is tapered so that light in the ?ber core 106 
experiences a roughly adiabatic mode transformation. The 
remaining ?ber core has a D-shape, Which provides 
improved coupling to the diffused Waveguide 100. In 
addition, the present disclosure also includes an embodiment 
Where an optical ?ber 204 is polished at an angle to remove 
a portion of ?ber core 206. The remaining portion of ?ber 
core 206 has a D-shape, Which provides improved coupling 
to diffused Waveguide 100. 

Referring to FIG. 1, a diffused Waveguide 100 having a 
core 102 With a D-shaped cross section is shoWn. Diffused 
Waveguides 100 are commonly made in glass and lithium 
niobate, and coupling an optical ?ber to diffused Waveguide 
100 typically produces a high loss connection. The loss is 
caused in part by a mismatch in mode shape betWeen the 
optical ?ber and diffused Waveguide 100, because optical 
?bers typically have a circular mode shape, Which does not 
couple ef?ciently to the D-shaped mode of a diffused 
Waveguide 100. Moreover, a diffused Waveguide core 102 
typically has a Width tWice the height. 

Referring to FIG. 2 a side vieW and cross sectional vieWs 
of optical ?ber 104 having ?ber core 106, a tapered, com 
pressed end portion 108, and a ?ber end face 10 are shoWn. 
The ?ber end face 110 is shoWn being Wider than it is tall and 
the long taper length 112 of end portion 108 provides for 
adiabatic mode transformation. The taper length 112 may be 
in the range of 100—10,000 microns, for example. The 
Widened ?ber core 106 advantageously provides for better 
coupling to a diffused Waveguide 100. Furthermore, as 
shoWn in FIG. 3, optical ?ber 104 having a Widened ?ber 
end face 110 may be made by plastically deforming optical 
?ber 104 by applying heat and pressure to optical ?ber 104 
via tools 114. The optical ?ber 104 may be constructed of 
silica. 

Tapered, compressed optical ?ber 104 may also have an 
approximately D-shaped ?ber core 106. The D-shaped ?ber 
core 106 may be made by compressing an optical ?ber 104 
betWeen ?at plate 114 and a plate 116 having a groove 118 
(eg a V-groove) as shoWn in FIG. 4. The plate 114 and plate 
16 may be constructed of a material that does not adhere to 
glass at high temperature, such as glassy carbon, graphite, or 
boron nitride. 

Referring to FIG. 5, When in use the optical ?ber 104 may 
be butt-coupled to a diffused Waveguide 100. 

Referring to FIG. 6, a second embodiment is shoWn. An 
optical ?ber 204 is polished/lapped on one side so that a 
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portion of the ?ber core 206 is removed and such that the 
remaining portion of the ?ber core 206 is approximately 
D-shaped. The D-shaped ?ber core 206 is located at an end 
220 of the optical ?ber 204. The D-shaped ?ber core 206 
provides improved coupling to a diffused Waveguide 100. 
The optical ?ber 204 shoWn in FIG. 6 may be made by 
lapping the side of the optical ?ber 204 at a very small angle, 
such as 0.01 to 2 degrees, Which is typically much less than 
1 degree, and the taper length 212 should be made long 
enough so that the optical ?ber 204 provides for an adiabatic 
mode shape conversion. Thus, the D-shaped ?ber core 206 
provides for reduced coupling losses When coupled to a 
diffused Waveguide 100. For example, in use the optical ?ber 
104 may be butt-coupled to diffused Waveguide 100 as 
shoWn in FIG. 7. 

It Will be clear to one skilled in the art that the above 
embodiments may be altered in many Ways Without depart 
ing from the scope of the invention. Accordingly, the scope 
of the invention should be determined by the folloWing 
claims and their legal equivalents. 
What is claimed is: 
1. An optical for coupling to a Waveguide, comprising: 
an optical core comprising a large-Width section of a ?rst 

Width and a small-Width end section of relatively 
smaller Width; 

a core taper section extending betWeen the large-Width 
core section and the small-Width core end section, the 
taper dimensioned to provide a gradual transition 
betWeen the large-Width and small-Width core sections 
to permit adiabatic mode transformation betWeen the 
large-Width and small-Width core sections, Wherein the 
taper section includes a sideWall inclined at an angle in 
the range of 0.01 to 5 degrees relative to the ?ber axis; 
and 

a core endface at the small-Width core section, the core 
endface having a non-circular cross-sectional shape in a 
plane perpendicular to the core axis. 

2. The optical ?ber of claim 1 Wherein the taper section 
includes a sideWall inclined at an angle in the range of 0.1 
to 2 degrees relative to the ?ber axis. 

3. An optical ?ber for coupling to a Waveguide, compris 
ing: 

an optical core comprising a large-Width section of a ?rst 
Width and a small-Width end section of relatively 
smaller Width; 

a core taper section extending betWeen the large-Width 
core section and the small-Width core end section, the 
taper dimensioned to provide a gradual transition 
betWeen the large-Width and small-Width core sections 
to permit adiabatic mode transformation betWeen the 
large-Width and small-Width core sections, Wherein the 
taper section extends over a length in the range of 
100—10000 microns; and 

a core endface at the small-Width core section, the core 
endface having a non-circular cross-sectional shape in 
a plane perpendicular to the core axis. 

4. The optical ?ber of claim 3 Wherein the taper section 
extends over a length in the range of 300—3000 microns. 

5. The optical ?ber of claim 3, Wherein the taper section 
comprises a compressed core segment. 

6. The optical ?ber of claim 3, Wherein the taper section 
comprises a polished core segment. 

7. The optical ?ber of claim 3, Wherein the core endface 
comprises a non-rectangular cross-sectional shape. 
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8. The optical ?ber of claim 7, Wherein the core endface 

comprises an oval cross-sectional shape in a plane perpen 
dicular to the core axis. 

9. An optical Waveguide device comprising: 
an optical ?ber comprising: 

an optical core comprising a large-Width section of a 
?rst Width and a small-Width end section of relatively 
smaller Width; 

a core taper section extending betWeen the large-Width 
core section and the small-Width core end section, 
the taper dimensioned to provide a gradual transition 
betWeen the large-Width and small-Width core sec 
tions to permit adiabatic mode transformation 
betWeen the large-Width and small-Width core 
sections, Wherein the taper section extends over a 
length in the range of 100—10000 microns; and 

a core endface at the small-Width core section, the core 
endface having a non-circular cross-sectional shape 
in a plane perpendicular to the core axis; and 

a diffused optical Waveguide optically coupled to the 
optical ?ber at the ?ber core endface. 

10. An optical Waveguide device comprising: 
an optical ?ber comprising: 

an optical core comprising a large-Width section of a 
?rst Width and a small-Width end section of relatively 
smaller Width; 

a core taper section extending betWeen the large-Width 
core section and the small-Width core end section, 
the taper dimensioned to provide a gradual transition 
betWeen the large-Width and small-Width core sec 
tions to permit adiabatic mode transformation 
betWeen the large-Width and small-Width core 
sections, Wherein the taper section includes a side 
Wall inclined at an angle in the range of 0.01 to 5 
degrees relative to the ?ber axis; and 

a core endface at the small-Width core section, the core 
endface having a non-circular cross-sectional shape 
in a plane perpendicular to the core axis; and 

a diffused optical Waveguide optically coupled to the 
optical ?ber at the ?ber core endface. 

11. The optical ?ber of claim 10, Wherein the taper section 
includes a sideWall inclined at an angle in the range of 0.1 
to 2 degrees relative to the ?ber axis. 

12. The optical Waveguide device of claim 9 Wherein the 
taper section extends over a length in the range of 300—3000 
microns. 

13. The optical Waveguide device of claim 9, Wherein the 
taper section comprises a compressed core segment. 

14. The optical Waveguide device of claim 9, Wherein the 
taper section comprises a polished core segment. 

15. The optical Waveguide device of claim 9, Wherein the 
core endface comprises a non-rectangular cross-sectional 
shape. 

16. The optical Waveguide device of claim 15, Wherein the 
core endface comprises a D-shaped cross-sectional shape in 
a plane perpendicular to the core axis. 

17. The optical Waveguide device of claim 15, Wherein the 
core endface comprises an oval cross-sectional shape in a 
plane perpendicular to the core axis. 

18. The optical ?ber of claim 7, Wherein the core endface 
comprises a D-shaped cross-sectional shape in a plane 
perpendicular to the core axis. 

* * * * * 


